1992 miata radio wiring diagram

Automotive wiring in a Mazda Miata vehicles are becoming increasing more difficult to identify
due to the installation of more advanced factory oem electronics. One of the most time
consuming tasks with installing an after market car stereo, car radio, satellite radio, xm radio,
car speakers, tweeters, car subwoofer, crossovers, audio equalizer, car amplifier, mobile amp,
car amplifier, mp3 player, ipod or any car audio electronics is identifying the correct color car
audio wires for your Mazda Miata headlight bulb size you need for your low beam or high beam
and save time. Also, find your other car light bulb sizes including your fog light, reverse light,
turn signal, brake light and more. The Modified Life staff has taken all its Mazda Miata car radio
wiring diagrams, Mazda Miata car audio wiring diagrams, Mazda Miata car stereo wiring
diagrams, Mazda Miata car radio wiring schematics, Mazda Miata car wiring diagrams and
cataloged them online for use by our visitors for free. Our automotive wiring diagrams allow you
to enjoy your new mobile electronics rather than spend countless hours trying to figure out
which wires goes to which Mazda Miata part or component. Use of the Mazda Miata wiring
information is at your own risk. Always verify all wires, wire colors and diagrams before
applying any information found here to your Mazda Miata. If you would like to help the Modified
Life community by adding any missing information or adding a new car audio wire diagram to
our resource, please feel free to contact us by posting a comment at the bottom of this page.
The Mazda Miata radio wire color information above is updated as it is submitted by the
Modified Life community. Your email address will not be published. Skip to content. Adding
More Information If you would like to help the Modified Life community by adding any missing
information or adding a new car audio wire diagram to our resource, please feel free to contact
us by posting a comment at the bottom of this page. Leave a Comment Cancel Reply Your email
address will not be published. Follow Us. Copyright by ModifiedLife. Find the Mazda radio
wiring diagram you need to install your car stereo and save time. Scroll down and find the
Mazda wire guide you need. Every Mazda stereo wiring diagram contains information from other
Mazda owners. I have the basic 6 speaker non-Bose, non-navigation radio. Bob, as much as we
would like to help you, most of the car audio wiring information listed on our website is
provided by our visitors. We currently do not have any information on the Mazda CX5 radio wire
info but hopefully someone from our knowledgeable Modified Life community would be able to
post a reply and help you out. Hi there! I would love to have a radio wiring diagram for a Mazda
CX-5 with the Nav package. Can u please help me diagram on wiring for 97 mazda millenia 2.
Hanif, as much as we would like to help you with your Mazda 2, our website only features wire
information about United States Domestic Market vehicles. Good luck with your Mazda 2 wire
diagram search. Stevie, as much as we would like to help you with your Mazda Presso Eunos,
our website only features wiring information about United States Domestic Market vehicles.
Good luck with your Mazda Presso Eunos wiring diagram search. Hi there i am after a wiring
diagram for a mazda presso eunos if you have one that would be awesome thanksâ€¦. Davis, as
much as we would like to help you with your Mazda 2 Demio , our website only features wiring
info about United States Domestic Market vehicles. Good luck with your Mazda 2 Demio wiring
guide search. Mike, as much as we would like to assist you, most of the stereo wiring info listed
on our website is provided by our visitors. We currently do not have any information on the
Mazda 3 wiring but hopefully someone from our knowledgeable Modified Life community will be
able to post a reply to assist you. Sam, as much as we would like to help you, most of the audio
wire information listed on our website is provided by our visitors. We currently do not have any
information on the Mazda MX5 wiring but hopefully someone from our knowledgeable Modified
Life community would be able to chime in and help you out. Greetings, guys. Many thanks. Will,
as much as we would like to help you with your Mazda Demio, our website only features wiring
info about United States Domestic Market vehicles. Good luck with your Mazda Demio wiring
diagram search. Pieter, as much as we would like to help you with your Mazda 2 Genki, our
website only features wire information about United States Domestic Market vehicles. Good
luck with your Mazda 2 Genki wiring diagram search. I need a wiring diagram for a mazda 2
Genki ive looked everywhere and cant find one all I really need to know is the ignition wire and
the illumanation wire colours. John, as much as we would like to help you, most of the stereo
wiring information listed on our website is provided by our visitors. We currently do not have
any information on the Mazda 2 wiring but hopefully someone from our knowledgeable Modified
Life community would be able to post a reply and assist you. Steve, as much as we would like to
help you with your Mazda Demio, our website only features wiring information about United
States Domestic Market vehicles. Good luck with your Mazda Demio wire diagram search.
Jessica, as much as we would like to help you with your Mazda Astina, our website only
features information about United States Domestic Market vehicles. Good luck with your Mazda
Astina wiring diagram search. Hi, Im looking for a stereo wiring diagram for mazda astina with 6
speakers. Your help would be much appreciated. I need to know where the dome light wires run.

I need to find where it is under the dash in a Mazda protege5. Please help? Hi I need the wiring
diagram for a Mazda 3. Also, is there a reference for all the stereo buttons and their functions?
Thank you! Looking for the Mazda 6, ten speaker stereo and wiring system. In order to go up to
the 10 speaker set-up, is it necessary to upgrade the stereo unit as well? Marc, as much as we
would like to help you, most of the car stereo amplifier wiring information listed on our website
is provided by our visitors. We currently do not have the Mazda 6 Bose stereo wiring
information but hopefully someone from our knowledgeable Modified Life community would be
able to chime in and help you out. Jeff, as much as we would like to help you, most of the car
stereo wiring information listed on our website is provided by our visitors. We currently do not
have the Mazda Miata stereo wiring information but hopefully someone from our Modified Life
community would be able to chime in and help you out. Lucas, as much as we would like to help
you, most of the car stereo wiring information listed on our website is provided by our visitors.
We currently do not have any information on the Mazda stereo wiring but hopefully someone
from our Modified Life community would be able to chime in and help you out. Raheel, as much
as we would like to help you with your Mazda , we only have information about United States
Domestic Market cars. Good luck with your search. Leon, as much as we would like to help you
with your Mazda Familia, we only have information about United States Domestic Market cars.
Factory stereo is an Alpine â€” double unit. WW, as much as we would like to help you with
your Mazda Demio box type , we only have information about United States Domestic Market
cars. Mazda Demio DW shape Box type. Cole, as much as we would like to help you with your
Mazda Demio, we only have information about United States Domestic Market cars. Marc, there
should be a wire right by the base of the emergency brake handle. Hope this helps. Good luck
with your Mazda 6 stereo installation. I need to know where to hookup the brake wire on my
Mazda 6, just bought a Pioneer MVH-p and want to see video on it. Hi, I would really like to see
the wiring diagram for the Mazda CX-9 â€¦the radio and navigation unit is driving me nuts! Is
there anyway you can supply this, please? Thanks, Anders. Paula, as much as we would like to
help you with your Mazda Astina stereo wiring diagram needs, we only have information about
United States Domestic Market cars. James, unfortunately we only feature wiring diagrams for
United States Domestic Market vehicles. Good luck on your wire diagram search. I need after
market radio wiring diagram for Mazda Picture diagram would be greatly appreciated. Could you
help me please? I need a color code for wiring a mazda miata bose stereo system with factory
amp for the head unit and amp i dont know what wires go to what. Thanks in advance! This
includes 9 speaker Premium audio, and the Bose Preamp. Thanks, Scott. I have the the other
side hot, constant, power antenna all hooked up but need break down for speakers. Please
double check your year, make, model and let us know. Hey i am trying to find a car stereo wiring
diagram for a Mazda Rx Thank you for any help. Kevin, as far as we know it would require
extensive re-wiring to get the stock steering wheel controls to work with an aftermarket radio. If
youre not an expert car audio installer, your best bet is to get an after market radio that comes
with steering wheel controls of its own. Good luck. Can anyone give me a wiring diagram for a
mazda 6 factory head unit? I need a car radio wiring diagram for a Mazda Protege. I checked the
info and its not the same. I need the wiring diagram for a mazda mx6 2 door coupe, 4cyl,
manual. Can you help? Thanks, Eddie Smith. Hi, I am looking for the radio diagram for a Mazda
B pickup ext cab, auto. My existing radio was stolen and the thief cut the wires out of the back,
so I have no idea which wire is which. Your email address will not be published. Skip to content.
Mazda Radio Stereo Wiring Diagrams. The best part? Leave a Comment Cancel Reply Your
email address will not be published. Follow Us. Copyright by ModifiedLife. The following
outlines how to replace the stock CD player or short plug if a stock CD player is not installed
with an input for an external audio device such as an MP3 player. Information for this project
was obtained from the rec. The objective is to keep the stock head unit 1. When the CD player is
off or not playing, the left and right channel signals come out pins 1 and 3, respectively and are
returned to the head unit via pins 2 and 4, respectively. Pin 5 is a common ground for both
channels. When the CD player is playing, the output signal from the head unit is cut off and the
left and right channel signals from the CD player go to the head unit via pins 2 and 4,
respectively. If the CD player is not installed, a short plug simply connects pin 1 and 2 for the
left channel and pins 3 and 4 for the right channel. The picture at the right shows a set of
jumpers that do the same thing as the short plug. Note that the jumper connecting pins 5 and 11
is a possible solution to the common power-on problem for the stock head unit see below for
more on this. When nothing is plugged into the phono jack, it acts just like the short plug that is
used when the CD player is not installed i. However, the 13 pin DIN plug is harder to find. One
source is The phono jack and DIN plug should be connected using shielded cabling. The length
of the cable needed depends on where you plan on mounting the phono jack. The cable is
constructed by connecting the left and right input and output pins of the DIN plug to the

respective connections on the phono jack e. Head Unit Signal. DIN pin. Phono Jack Connection.
Left Output. Left Input. Right Output. Right Input. Signal Ground. The connections on both the
phono jack and DIN plug are small so you will need to be careful and use good soldering
technique e. You will also need to cover the ground wire to ensure that it does not short any of
the connections. Step by Step Installation:. First step is to remove the head unit from the car.
There are several hints how to remove the eyeball vents. A length of stiff wire with a hook bent
at the end can often be used to get a good grip and the eye balls vents removed by giving them
a steady tug. Second step is to remove the head unit and CD player from the mounting bracket
and to move the head unit to the top of the bracket. This is a simple process of unplugging the
CD player form the back of the head unit, removing the four mounting screws on either side of
the head unit and 2 on either side of the CD player and remounting the head unit at the top of
the brackets. Third step is to mount a storage bin or what ever you want to do with the now
open space below the head unit. You should be able to get a bin that fits at any car audio
installer. You may have to fabricate supports to securely connect the bin to the mounting
brackets unless you find one specifically made for the Miata. Forth step is to plug the 13 pin DIN
plug into the jack on the back of the stock head unit and reinstall the head unit by reversing
Step 1. The final question is where to install the phono jack. Some obvious choices include
either of the glove boxes. These are attractive locations since the player or other input device
can be left out of sight. Also, a power connection using pin 7 of the DIN plug could also be
installed in either of these locations. Another option is to install the phono jack in the little
punch out on the passenger side of the transmission tunnel that covers the mounting bolts for
the center console see picture at right. This is out of the way and allows the MP3 player to be
mounted on the dash or in the storage bin under the head unit. Back to the Garage 13
November, One of the many changes was the audio options: Every aspect of the sound system
is different from the earlier cars, with the most notable differences being the loss of headrest
speakers and the addition of an optional Bose "upgraded" system for the car. There are a
number of different sound systems to be found in NB cars, each available in "Bose" and
"Non-Bose" variants. The earlier cars from through came with a single-DIN slim in-dash
receiver. Door-mounted tweeters are optional on base cars and standard on LS and Special
Edition cars. An integrated cassette deck is optional on all head units. All NB sound systems
have a Bose variant which adds a slightly different head unit, an external amplifier, and special
low-resistance. The 1M31 and 1M37 Bose units lack internal amplification entirely, while the
4H60 and 4H64 Bose head units have internal amplifiers and speed-sensitive volume control.
But apart from this, the Bose and non-Bose head units are very similar. The Miata comes with
an updated version of the double-DIN unit with a silver bezel, slightly different buttons and
display, and the new windblocker with speakers. It also has an optional MP3-capable CD player,
which is nice. This is the same unit found in the Mazda6 and RX-8, and will probably be used in
other Mazda products, too. Units with a faceplate number beginning with "1" were made by
Panasonic, while those beginning with "4" were made by FMS. European cars apparently use
Sony head units. So you can pull the power without fear of disabling the unit. Despite the
various model numbers, there are basically four types. The double-DIN silver-face units in the
cars are also a bit different, so we've added a special spot for them, too. More information on
each system is found later in the FAQ. The head unit includes 4x25 peak Watt amplification for
two speakers, one in each door. In-door tweeters could be added with the optional Popular
Equipment Package or Convenience Package. An in-dash casette deck was a popular option.
Markings: This head unit has the number 1M32 or 4M32 on the face. An add-on in-dash cassette
player was an option. The head unit sends a balanced line-level signal to a pair of separate
single-channel Watt amplifiers for the special Bose door speakers and tweeters. Markings: This
head unit has the number 1M31 or 1M37 on the face. The head unit says "Bose" on it, as do the
door speaker covers. It was also available as a standalone option in on non-Leather Package
cars. An add-on in-dash cassette player was a popular option. The head unit includes a 4x25
peak Watt amplifier driving two speakers, one in each door. In-door tweeters could be added
with the optional Convenience Package. The double-DIN units are "modular", meaning that an
integrated casette deck or MiniDisc player can be added to the bottom and the single-disc CD
player can be swapped out for a 6-CD changer on top. Markings: The head unit has the number
in the upper right hand corner of the display. History: The was introduced in , and a replacement
with a silver face was introduced in Availability: All , , and base model cars came with this unit
standard including the Shinsen Version. Note that the Club Sport package does not include a
sound system at all. The head unit has speed-sensitive volume control with three settings for
top up and three more for top down. The head unit includes 4x25 peak Watt amplifiers, two of
which send speaker-level audio to a pair of single-channel Watt amplifiers behind the unit for
the special Bose door speakers and tweeters. Markings: There is a small marking saying "4H60"

in the upper right corner of the head unit face. History: The 4H60 was introduced in , and a
replacement with a silver face was introduced in The head unit includes a 4x25 peak Watt
amplifier driving two speakers, one in each door, and two windblocker speakers. In-door
tweeters are added with the optional Convenience Package. Availability: All base cars came
with this unit standard. The head unit includes 4x25 peak Watt amplifiers, two of which are used
for the door tweeters. Two other channels send speaker-level audio to a pair of single-channel
Watt amplifiers behind the unit for the special Bose door speakers. Mazda rates it as a "Watt"
system. The 1M32 has a switch on the bottom in the rear inside the dash that changes it from 2
to 4 channels and enables the fader feature. You must unplug the unit entirely before flipping
the switch, or the change will not be registered by the head unit. The 4M32 looks similar to the
1M32, but does not have the switch to enable 4-channel mode. Instead, just press "Audio" for 5
seconds and 4-channel mode will be enabled. There is a page of information available about this
unit. If you are installing this unit in another vehicle, this post has more information. And this
post gives details on installing it in an NA as does this one. A Yes, and it's an easy upgrade, and
can be cheap if you are! Most 6x8 or 5x7 speakers will fit in the doors, and you can just swap
out the old speaker for the new one. There is quite a bit of room in the doors. You will probably
want to add an amplifier, too. If so, use one with speaker-level inputs if you want to retain the
stock head unit because there is no line-level output. A It's not too hard, apart from wiring up a
crossover. It's not plug and play, so you have to figure out where to put a crossover and run
some wires. The doors are NOT pre-wired for tweeters, sadly. You can put a crossover in the
door, which makes wiring easier but is risky moisture could get on it. Or you could put it inside
the dash which makes it much trickier to run the wires. A Yes, see this thread. Here is some
more information about adding windblocker speakers. And a writeup with pictures. The factory
windblocker with speakers might look like a tempting choice, but it's not really a reasonable one
at this point. Other Miata. Netters have looked into it , and found them very expensive. Street
price is somewhat cheaper, but not enough to make it competative with a decent aftermarket
setup. Also, they're just 2" speakers, nothing special. A Yes, and it's easy, too. Just buy a wiring
kit with your new head unit and go to town. This head unit has three connectors on the back.
From left to right looking at the back are: CN the casette connector , CN the main harness
connector , and CN the rear speaker connector. Pinouts are available at Miata. It's fairly easy to
install, but requires removing your head unit. If you don't like having a casette deck, you can
install a storage box part number B02AM0A in its place. A Surprisingly, this is also a simple
mod! Dig up an old computer case and cut off the female pigtails, and use these instead of
trying to solder to the pins directly. A The head unit looks similar to the Non-Bose from the
same year, but there are some major differences. The system includes a pair of external Watt
Bose amplifiers connected through a balanced line out to drive the Bose door speakers and
tweeters. There is a lot more great information, including acoustic measurements, here. A Most
people think the Bose system sounds pretty bad, and after 3 months with my car I tend to agree.
With the bass and treble controls set at the default positions, the radio has boomy,
poorly-defined bass and too much treble, but no midrange. I set the treble control down two
"blocks" and the bass almost all the way down to get halfway decent sound. But it's still boomy
sometimes! Also, there is a known problem with the early '99 Bose door speakers. They tend to
get wet, and when they do, they start to buzz like blown Wal Mart specials. Your dealer will
probably install a set of baffles to keep them dry if you complain, or you could order some
baffles from a place like Crutchfield or a local car audio shop and put them in yourself. This will
help, but some folks like to install some dynamat-like sound dampener in the door panels in
addition to help keep the buzzing down further. A The speakers use a single wire pair from the
Bose amp in the dash through to the doors. This is then spliced to provide signal for both the
tweeter and door speaker. This can cause trouble if you plan to replace the speakers and amp
and re-use the existing wiring - you would need to put a crossover in the doors! This is
something most folks would rather avoid because the Miata doors can be somewhat moist. A
The Bose amp must not be used to drive normal non-Bose speakers since the Bose speakers
are a special. However, there is now a new solution from Clearwater which includes much better
speakers for Bose systems. You can add an aftermarket amp and speakers together, however.
See this post for more information. A Yes , but the Bose head unit puts out two balanced,
isolated channels. There are adapters available for this application, too. It is possible to drive
the. More Information. Here's another great thread. Most people bypass the Bose amps and
replace the speakers when doing this, effectively removing the entire OEM sound system. A The
1M31 model does not have the rear speaker capabilities. The 1M37 probably does not either. So
the only way to do this is to replace the Bose amplifier. A For the 1M31, yes, see above. The
1M37 does not seem to have the CD Changer jack! A The head unit actually includes an internal
4-channel 25 peak Watt amplifier. It drives the door speakers and optional tweeters, wired in

parallel, directly with two channels. The other two are unused but the fader is enabled, unlike
the Bose unit. A You'll need a mounting bracket, and I would get a wiring harness adapter, but it
shouldn't be a problem. Some folks might be tempted to try to install the Bose unit in a
non-Bose car. This is probably a bad idea - it would cost a lot, entail lots of work, and the Bose
unit really doesn't sound too great. Any decent aftermarket setup, especially one with an
external amp, is going to work out a lot better! There are two connectors on the back of the
double-DIN unit, but only the larger one on the left, looking at the back of the unit is used. Here
is the connector pinout. This is the socket on the head unit. More information. The factory, and
most modders, wire them in parallel with the regular door speakers. However, you could also
wire them up to the unused rear speaker connector on the head unit and use the fader to control
them. I don't know of anyone who has attempted this, but it should work, apart from the trouble
running new wires from the head unit to the tweeters. A Probably, and you will not necessarily
need an external amplifier to drive them, unlike the Bose unit. The 4H60 does not have the rear
speakers and fader enabled, but the does! This cardomain page has photos of this operation. A
Yes, the Mazda in-dash 6-CD changer is a modular component and works fine with this head
unit. You also need a plastic bezel to allow access to the currently hidden "load" button on the
head unit. The MPV bezel is not correct for the Miata. The MP3 player almost certainly will not
work since the head unit lacks the correct display. I doubt any non-OEM changers would work,
since there is no changer connector on the back. A Yes, the Mazda in-dash casette deck part
number NAD0 is a modular component and works fine with this head unit. You need to make
sure it comes with the correct front bezel which includes the eject button and casette door for
the Miata. A Yes, the Mazda in-dash minidisc player part number NAP0 is a modular component
and works fine with this head unit. But it should work How about an FM modulator? The Bose
version of the head unit adds Speed-Sensing Volume Control with three top-down settings and
three top-up settings. These are numbered 1 through 3, where 1 boosts the volume a little as
speed climbs and 3 boosts it much more. I think I can hear discrete steps as the car passes
certain speed thresholds, the most noticeable being around 65mph. The Bose amp is rated to
Watts per channel driving. The amplifiers it's a pair of single-channels are driven with
speaker-level outputs from the head unit. They drive both the door speakers and the tweeters in
parallel. The tweeters appear to have built-in crossovers, but I'm not sure about this. Pin J on
the harness controls a relay that sends power to the amp, and you can hear the relay click to the
left of the steering column whenever you turn on the stereo. Even though the later Bose
systems aren't supposed to be affected by the infamous Bose Buzz that affected the '99 cars,
many people including myself do hear a distinct buzz from the door speakers in wet weather.
The '99 problem was caused by a missing or incorrect baffle, and Bose admitted that the
speakers will buzz when damp. So it's possible that, even with the correct baffle, the speakers
might get damp and buzz. You can try waterproofing them inside the door to cure this problem.
Lots of folks install 8" baffles from Crutchfield for this purpose. A There's a TSB about this
problem. It affects early cars with the modular Bose radio. It might make it easier to remove the
trim surrounding the head unit. To do that, you have to remove the center console, too. Once
you're familiar with the internal bits, you should be able to remove the head unit without
touching the trim - I can pull the head unit in about 30 seconds! One warning: When you
disconnect the main harness, the head unit will lose all it's programming. You might want to
write down your radio station presets Now you can remove the trim surrounding the radio and
heating controls. Here's how to remove the trim:. Reassembly is the reverse of disassembly. Be
careful to put the insulation back around the shfter just as it was. You will also have to
reprogram the radio. No, this radio doesn't have a theft code that disables it after you remove it
from the car. Since the head unit includes a built-in amplifier, you could also probably re-wire it
to drive aftermarket speakers directly like the non-Bose but this would probably not be worth
doing. A Yes. Just use a speaker-level amp, and you're all set. Some folks have reported
success driving the stock Bose speakers with aftermarket amps, but most people would replace
the speakers, too, since they're not too great. A Yes, with a proper mounting bracket and wiring
harness. The Bose amplifier can take speaker-level inputs from your new head unit, so you
don't have to change out the amp and speakers, but you might want to do it anyway. You might
need an attenuator like a Scosche if you do this to avoid over-driving the Bose amplifier. A
Probably, though you will need an external amplifier to drive them. The Bose unit does not have
the rear speaker outputs activated I verified this on my own 4H60 , though there might be some
way to
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activate them and the fader function. You can replace the Bose amps with an external,
speaker-level 4-channel amplifier to drive new non-Bose door speakers and tweeters as well as
new rear speakers. A Not much is yet known about this unit. Maybe there will be a satellite radio
option? Early reports are not positive, however, and claim that the speakers are barely audible.
You also need the trim panel part number NBCX. Here is the large connector pinout for all
known pins on all Mazda cars. Note that not all of these are connected or do anything on any
particular radio. This is a combination of all cars If you have any more info, send it along! My
email address is sfoskett slf. This FAQ also has a home at slf. Also, please note that all of this
information applies to the US Miatas, but some may not be correct for the Miatas in other
countries. I'm not even sure if this radio was available in places other than the US! If you have
anything about non-US radios to contribute, please do so!

