1996 chevy s10 pickup wiring diagram

Free Wiring Diagram. Assortment of chevrolet s10 wiring diagram. A wiring diagram is a
streamlined standard pictorial representation of an electric circuit. It shows the components of
the circuit as streamlined shapes, as well as the power as well as signal links between the tools.
A wiring diagram normally gives info about the relative position and also arrangement of
devices as well as terminals on the devices, to assist in building or servicing the tool. A pictorial
representation would reveal much more detail of the physical look, whereas a wiring diagram
makes use of an extra symbolic symbols to stress interconnections over physical appearance.
A wiring diagram is usually utilized to repair issues as well as making certain that the
connections have been made which whatever exists. Variety of chevrolet s10 wiring diagram.
Click on the image to enlarge, and then save it to your computer by right clicking on the image.
A first appearance at a circuit diagram may be complex, but if you could check out a train map,
you could review schematics. The objective is the very same: obtaining from factor A to direct
B. Literally, a circuit is the path that enables power to circulation. Voltage: Determined in volts V
, voltage is the stress or pressure of electrical energy. This is usually supplied by a battery such
as a 9V battery or keys electrical energy, the outlets in your home operate at V. Electrical outlets
in various other countries run at a different voltage, which is why you need a converter when
traveling. Present: Current is the circulation of electrical power, or more particularly, the flow of
electrons. It is gauged in Amperes Amps , and also can just flow when a voltage supply is
linked. Resistance: Determined in Ohms R or O , resistance defines how conveniently electrons
could stream through a material. Products such as gold or copper, are called conductors, as
they easily enable circulation of movement reduced resistance. Plastic, wood, as well as air are
instances of insulators, inhibiting the movement of electrons high resistance. DC Straight
Present. DC is a constant flow of present in one instructions. DC can move not simply with
conductors, but semi-conductors, insulators, as well as a vacuum cleaner. Air Conditioning
Rotating Current. In Air Conditioner, the flow of present occasionally rotates between 2
directions, usually developing a sine wave. The regularity of Air Conditioning is determined in
Hertz Hz , and also is usually 60 Hz for electrical energy in domestic as well as company
functions. Finishing an electric engineering level as well as after that obtaining a task in the
field indicates you will see a lot a great deal a whole lot of these schematics. It s crucial to
recognize exactly what is going on with these. Whenever you identify your specific field of
electric design, you may see much more intricate layouts as well as symbols. You ll discover
likewise that various nations use different icons. Of the 2 icons for resistors over, the very first
one is made use of in the U. S10 Wiring Diagram Pdf â€” s10 wiring diagram pdf, s10 wiring
diagram pdf, chevy s10 wiring diagram pdf, Every electric structure is composed of various
unique components. Each part ought to be set and linked to different parts in specific way. If
not, the structure will not function as it ought to be. So as to be certain the electrical circuit is
built properly, S10 Wiring Diagram Pdf is required. How can this diagram aid with circuit
construction? The diagram offers visual representation of a electrical arrangement. On the other
hand, this diagram is a simplified version of this arrangement. This makes the procedure for
assembling circuit simpler. There are two things which are going to be found in any S10 Wiring
Diagram Pdf. The first element is symbol that indicate electric component from the circuit. A
circuit is generally composed by several components. Another thing which you will find a
circuit diagram could be lines. Lines in the diagram show how each component connects to one
another. The arrangement is also not plausible, unlike wiring schematics. Diagram only shows
where to place component at a place relative to other components inside the circuit. One thing
you have to learn before studying a circuit diagram would be your symbols. Every symbol that
is exhibited on the diagram reveals specific circuit component. The most common elements are
capacitor, resistorbattery. There are also other elements like ground, switch, motor, and
inductor. It all rides on circuit that is being constructed. According to previous, the traces at a
S10 Wiring Diagram Pdf represents wires. At times, the wires will cross. However, it does not
mean connection between the cables. Injunction of 2 wires is generally indicated by black dot in
the intersection of 2 lines. There will be main lines that are represented by L1, L2, L3, and so on.
Colours can also be utilized to differentiate cables. Commonly, there are two main sorts of
circuit links. The primary one is known as string connection. Because of that the electric current
in each and every component is comparable while voltage of the circuit is complete of voltage
in each component. Parallel link is more complicated compared to string one. Unlike in series
connection, the voltage of each component is comparable. It is because the element is directly
connected to electricity resource. This circuit includes branches that are passed by different
electric current levels. The current joins together when the branches meet. There are several
things that an engineer needs to focus on if drawing wirings diagram. To begin with, the
symbols used in the diagram ought to be precise. It should represent the specific element
needed to construct a planned circuit. It is also highly suggested that engineer brings positive

supply and negative source symbols for better interpretation. Meanwhile the negative source
symbol is place under it. The current flows in the left to right. Besides this, diagram drawer is
recommended to limit the number of line crossing. The line and component placement ought to
be made to decrease it. Since you can begin drawing and translating S10 Wiring Diagram Pdf
may be complicated endeavor on itself. The information and ideas which were elaborated above
ought to be a fantastic kick start, however. S10 Wiring Diagram Pdf. Pool Pump Wiring Diagram
â€” v pool pump wiring diagram, century pool pump wiring diagram, hayward pool pump wiring
diagram, Every electrical arrangement consists of various different parts. Each part ought to be
placed and linked to other parts in particular manner. If not, theâ€¦. Each component ought to be
set and linked to other parts in particular way. If not, the arrangement will notâ€¦. Riding Lawn
Mower Ignition Switch Wiring Diagram â€” craftsman riding lawn mower ignition switch wiring
diagram, murray riding lawn mower ignition switch wiring diagram, riding lawn mower ignition
switch wiring diagram, Every electric structure is made up of various distinct pieces. Each
component ought toâ€¦. Gallery of S10 Wiring Diagram Pdf. Related Post to S10 Wiring Diagram
Pdf Pool Pump Wiring Diagram Pool Pump Wiring Diagram â€” v pool pump wiring diagram,
century pool pump wiring diagram, hayward pool pump wiring diagram, Every electrical
arrangement consists of various different parts. Quick Links Download this manual. Table of
Contents. We reserve the right to make changes in the product aJzer that time without cficrther
notice. Set the parking brake f m l y. Page 6 Recreational Vehicle Towing Except Four-wheel
Drive with the Manual Transfer Case Vehicles with two-wheel drive or the optional electronic
shift transfer case require special modifications before they can be towed this manner. Please
contact your dealer for the towing information that is appropriate for your particular vehicle. If
you do this, it will help you learn about the features and controls for your vehicle. In the notice
area, we tell you about something that can damage your vehicle. Many times, this damage
would not be covered by your warranty, and it could be costly. Page 10 Vehicle Symbols These
are some of the symbols you may find on your vehicle. You can also learn about some things
you should not do with air bags and safety. Seats and Seat Controls This section tells you about
the seats -- how to adjust them, and fold them up and down. Slide the seat to where you want it.
Then release the lever and try to move the seat with your body to make sure the seat locked into
place. Page 14 Manual Lumbar Support Option there will be a knob on the outside of the driver
and passenger bucket seats. Turn the knob counterclockwise to increase lumbar support and
clockwise to decrease lumbar support. Sitting in a reclined position when your in motion can be
dangerous. Page Seatback Latches Seatback Latches The front seatback folds forward to let
people get into the back seat or reach the storage area behind the seat. To fold the front
seatback forward, lift the latch and push the seat forward. Page 17 Easy Entry Seat Extended
Cab The right front bucket or split-bench seat makes it easy get in and out of the rear vehicle
area. Tilt the right front seatback completely forward and the whole seat will slide forward. Move
the right front seatback to its original position after someone gets into the rear seat area. It also
tells you some things you should not do with safety belts. Put someone on it. Take the simplest
vehicle. Page 20 Get it up to speed. Then stop the vehicle. The person keeps going until
stopped by something. In a real vehicle, it could be the windshield Page 21 or the instrument
panel. With safety belts, you slow down as the vehicle does. You get more time to stop. You
stop over more distance, and your strongest bones take the forces. And there are different rules
for smaller children and babies. Page 24 5. To make the lap part tight, pull down on the buckle
end of the belt as you pull up on the shoulder belt. The lap part of the belt should be worn low
and snug on the hips, just touching the thighs. The shoulder belt is too loose. In a crash, you
would move forward too much, which could increase injury. The shoulder belt should fit against
your body. The belt is buckled in the wrong place. In a crash, the belt would go up over your
abdomen. The belt forces would be there, not at the pelvic bones. It should The shoulder belt is
worn the shoulder at all times. In a crash, your body would move too far forward, which would
increase the chance head and neck injury. Page 28 What's wrong with this? You can be
seriously injured by a twisted belt. In a crash, you wouldn't have the full width of the belt to
spread impact forces. If a belt is twisted, make it straight so it can work properly, or ask your
dealer to fix it. The belt should go back out of the way. Before you close the door, be sure the
belt is out of the way. If you slam the door on it, you can damage both the belt and your vehicle.
Page 30 P A 1 T T T f Air bags are designed to work only in moderate to severe crashes where
the front of your vehicle hits something. Page 32 If your vehicle strikes something that will
move or deform, such as a parked car, the threshold level will be is not higher. The air bag
designed to inflate in rollovers, side impacts or rear impacts, because inflation would not help
the occupant. In any particular crash, no one can say whether an air bag should have inflated
simply because of the damage to a vehicle or because of what the repair costs were. Page 33
What will you after an air bag inflates? After the bag inflates, it quickly deflates. This occurs so

quickly that some people may bag inflated. Some components of the air bag module in the
steering wheel hub will be hot for a short part of the bag that comes into contact warm, but it
will never be too hot to touch. Your dealer and the service manual have information about
servicing your vehicle and the air bag system. For pregnant women, as for anyone, the key
safety belts effective is wearing them properly. Page When you, sit in a center seating position,
you have safety belt, which has no retractor. To make the belt longer, tilt the latch plate and pull
it along the belt. Accident statistics show that unbelted people in the rear seat are hurt more
often in crashes than those who are wearing safety belts. A baby doesn't weigh much crash.
During a crash a baby will become so heavy you can't hold it. Page Child Restraints Child
Restraints Be sure the child restraint is designed to be used in vehicle. Then follow the
instructions for the restraint. You may find these instructions on the restraint itself or in a
booklet, or both. See the earlier part about the top strap if the child restraint has one. Page 43 5.
Buckle the belt. Make sure the release button is positioned so you would be able to unbuckle
the safety belt quickly if you ever had to. To tighten the belt, pull its free end while you push
down on the child restraint. Page 45 Buckle the belt. Make sure the release button is 5. Pull the
rest of the shoulder belt all the way out of the retractor to set the lock. Page 46 6. To tighten the
belt, feed the shoulder belt back into the retractor while you push down on the child restraint.
Push and pull the child restraint in different directions to be sure it is secure. Page 47 Never do
this. Here two children are wearing the same belt. Page 48 Never do this. Here child is sitting in
seat thatl has a lap-shoulder belt, but the shoulder part is behind the child. If the child wears the
belt in this a crash the child might slide under the belt. When you go in to order it, take the
heaviest coat you will wear, so the extender will be long enough for you. After a very minor
collision, nothing may be necessary. But if the belts were stretched, as they would be if worn
during a more severe crash, then you need new belts. If belts are cut or damaged, replace them.
Page 51 Page Section 2 Features And Controls Section 2 Features and Controls Here can learn
about the many standard and optional features on your vehicle, and information on starting,
shifting and braking. Also explained are the instrument panel and the warning systems that tell
you if everything is working properly -- and what to do if you have a problem. Page 53 This
vehicle has one double-sided key for the ignition and door locks. It will fit with either side up.
When a new vehicle is delivered, the dealer provides the owner with a pair of identical keys and
a bar-coded tag. The bar-coded tag has a code on it that tells your dealer or a qualified
locksmith how to make,extra keys. Passengers especially children open the doors and fall out.
When a door locked, the inside handle won't open it. Outsiders can easily enter through an
unlocked door when you slow down or stop your vehicle. This may not be so obvious: You
increase the chance of being thrown out of the vehicle in a crash if the doors aren't locked.
Page Power Door Locks Your vehicle may be equipped with a side access panel for
convenience in loading and unloading cargo. It is recommended that passengers who sit in the
rear jump seat enter and exit through the door on the passenger's side. To open the side access
panel, first open the driver's front door. Page Keyless Entry System Option Keyless Entry
System Option If your vehicle has this option, you can lock and unlock 9 m your doors from up
to 30 feet chain transmitter supplied with your vehicle. Page 57 To replace batteries in the
Keyless Entry transmitter: 1. Insert a dime in the slot between' the covers of the transmitter near
the key ring hole. Remove the bottom by twisting the dime. Remove and replace the batteries
with two Duracell -type batteries DL or equivalent , positive side down. Page Key In The Ignition
3. With the tailgate halfway down, pull the tailgate toward you at the left side and then move the
tailgate to the left to release the right side. Reverse the procedure to reinstall. Make sure the
tailgate is secure. Theft Vehicle theft is big business, especially in some cities. You will only be
able to remove your key when the ignition is turned to LOCK. Then turn the key to the LOCK
position while pressing the key release button down at the same time. Pull the key straight out.
Starting Your Engine Engines start differently. Hold the clutch pedal to the floor and start the
engine. Starting Your 2. When the engine starts, let go of the key. The idle speed will go down
as your engine gets warm. Usually, the coolant heater should be plugged in a minimum of four
hours prior to starting your vehicle. Page Automatic Transmission Operation 4. How long
should you keep the coolant heater plugged in? The answer depends on the outside
temperature, the have, and so. Page 66 is dangerous to get out of your vehicle if the shift lever
is not fully in,PARK P with the parking brake firmly set. Your vehicle can roll. If you have left the
engine running, the vehicle can move suddenly. You can use it on very steep hills, or in deep
snow or mud. Then, slowly let up on the clutch pedal as you press the accelerator pedal. This
light will show you when to shift to the next higher gear for best fuel economy. SHIFT When this
light comes on, you can shift to the next higher gear if weather, road and traffic conditions let
you. To shift out of two-wheel drive and into four-wheel drive, move the transfer case shift lever
to 4HI or 4LO. Page 73 4LO: This setting also engages your front axle to give you extra traction

and provides extra gear reduction. You may never need 4LO. It sends the maximum power to all
four wheels. You might choose 4LO if you were driving off-road in sand, mud, or deep snow and
climbing or descending steep hills. Page 74 Electronic Transfer Case Option If your
four-wheel-drive vehicle has the electronic transfer case, the transfer case switches are above
the radio controls. Use these switches to shift into and out of four-wheel drive. You can choose
among three driving settings: 2HI: This setting is for driving in most street and highway
situations. Page 75 transmission. The preferred method for shifting into to have your vehicle
moving 1 to 2 mph 1. Press and release the 4LO switch. You must wait for the 4LO indicator
light to stop flashing and remain illuminated before shifting your transmission into gear or
releasing the clutch pedal. Page Parking Brake Parking Brake To set the parking brake, hold the
regular brake pedal down with your right foot. Push down the parking brake pedal with your left
foot. If the ignition is on, the brake system warning light will come on. To release the parking
brake hold the regular brake pedal down. Page 78 Move the lever up as far as it will go. Turn the
ignition key to LOCK. Page Torque Lock Automatic Transmission have to leave your vehicle
with the engine running, be sure your vehicle is in PARK P and your parking brake is firmly set
before you leave it. If you have four-wheel drive with a manual transfer case shift lever, be sure
your transfer case is in a drive gear. It can cause unconsciousness and death. You might have
exhaust coming in if: Your exhaust system sounds strange or different. Your vehicle gets rusty
underneath. Your vehicle was damaged in a collision. Page 83 Press the side of the switch with
the down arrow to lower the window. Press the side of the switch with the up arrow to raise the
window. When you close window, be sure the latch catches. Horn Press the steering wheel pad
sound the horn. Tilt Wheel Option If you have the tilt steering wheel, you should adjust the
steering wheel before If you have a trailer towing option with added wiring for the trailer lamps,
different turn signal flasher is used. Page Cruise Control Option sure to clear ice and snow from
the wiper blades before using them. If your blades do become worn or damaged, get new blades
or blade inserts. Cruise control can be dangerous on slippery roads. On such roads, fast
changes in tire traction can cause needless spinning, and you could lose control. Page 89 You'll
go right back up to your chosen, speed and stay there. You could be startled and even lose
control. Page 90 Using Cruise Control on Hills How well your cruise control will work on hills
depends upon your speed, load and the steepness of the hills. When going up steep hills, you
may want to step on the accelerator pedal to maintain your speed. When going downhill, you
may have to brake or shift to a lower gear to keep your speed down. Page 92 When the DRL are
on, only your headlamps will be on. When it begins to get dark, your DRL indicator light
reminder to turn your headlamp switch on. The other lamps that come on with your headlamps
will also come When you turn the headlamp switch off, the regular Page Interior Lamps Press
the side of the switch with the fog lamp symbol turn the fog lamps on. Press OFF to turn them
off. A light will glow in the switch when the fog lamps are on. Remember, fog lamps alone will
not give off as much light as your headlamps. Outside Manual Adjust Mirror Adjust your outside
mirrors so you can just see the side of your vehicle. Push the mirrors back out when finished. A
convex mirror can make things like other vehicles look farther away than they really are. If you
cut too sharply into the right lane, you could hit a vehicle on your right. Page Front Storage
Area Front Storage Area If your vehicle has this console compartment, squeeze the front lever
while lifting the top to open it. You can store cassettes in the slots in the front of the
compartment. If you have a compact disc player, you may store compact discs inside the
console. Page Ashtrays And Cigarette Lighter Ashtrays and Cigarette Lighter The front ashtray
must be completely pulled out to open position before the ashtray cover opens and smoking
material can be deposited. If you do, cigarettes or other smoking materials could set them
causing damage. Accessory Power Outlets Option If you have accessory power outlets, you can
plug in auxiliary electrical equipment. The accessory power outlets are located below the
cigarette lighter. Page Instrument Panel Instrument Panel Page 1. Air Vents 2. Instrument
Cluster 3. Electronic Transfer Case Option 4. Comfort Controls 5. Glove Box 6. Ashtray 7.
Storage Compartment 9. Audio System Lamp Controls Brake Release Fog Lamps Option Page
Instrument Panel Cluster Instrument Panel Cluster Your instrument cluster is designed to let
you know at a glance how your vehicle is running. You'll know how fast you're going, about how
much fuel you've used, and many other things you'll need to know to drive safely and
economically. Your odometer shows how far your vehicle has been driven, in either miles used
in the United States or kilometers used in Canada. The pictures will help you locate them.
Warning lights and gages can signal that something is wrong before it becomes serious enough
to cause an expensive repair or replacement. The light tells you if there is an electrical problem.
The system check includes the air bag sensors, the air bag module, the wiring and the
diagnostic module. When the engine is running, the gage shows the condition of the charging
system. Readings between the low and high warning zones indicate the normal operating range.

You may notice that the pedal is harder to push. Or, the pedal may go closer to the floor. It may
take longer to stop. If the light is still on, have the vehicle towed for service. If the gage pointer
moves into the red area, your engine is too hot! TEMP It means that your engine coolant has
overheated. If you have been operating your vehicle under normal driving conditions, you
should pull off the road, stop your vehicle and turn off the engine as soon as possible. Page
NOTICE: If you keep driving your vehicle with this light on, after a while, your emission controls
may not work as well, your fuel economy may not be as good and your engine may not run This
could lead to costly repairs that may not be covered by your warranty. Page If the Light Is On
Steady You may be able to correct the emission system malfunction by considering the
following: Did you just put fuel into your vehicle? If so, reinstall the fuel cap, making sure to
fully install the cap. The diagnostic system can determine if the fuel cap has been left off or
improperly installed. Page Engine Oil Pressure Gage Gage Engine Pressure The oil pressure
gage shows the engine oil pressure in psi pounds per square inch when the engine is running.
Canadian vehicles indicate oil pressure in kilopascals. Oil pressure may vary with engine speed,
outside temperature and oil viscosity, but readings above the low pressure zone indicate the
normal operating range. Be sure to read about the particular systems supplied with your
vehicle. Comfort Controls With these systems- you can control the heating, cooling and
ventilation in your vehicle. Page Mode Knob lower knob allows you to choose the direction of
air delivery. OFF: This setting turns off all heating functions. Some outside air will still come out
of the heater outlet whenever the vehicle is moving forward. Page Air Conditioning Option
Temperature Knob The upper knob regulates the temperature of the air coming through the
system. Turn the knob clockwise for air. Turn warmer the knob counterclockwise for cooler air.
Mode Knob The lower knob allows you to choose the direction of air delivery. Page Ventilation
System Heating The heater works best if you keep your windows closed while using it. On cold
days, use temperature knob turned clockwise. BLEND is useful in cool weather when you have
fog or ice on the windshield or side windows. Page Audio Systems Ventilation Tips Keep the
hood and front air inlet free of ice, snow or any other obstruction such as leaves. The heater
and defroster will work far better, reducing the chance of fogging the inside of your windows.
When you enter a vehicle in cold weather, turn the blower fan to HI for a few moments before
driving off. Press the knob to display the time with the ignition off and to switch between the
clock and radio when the radio is on. Page In addition to the four stations set additional stations
may be preset on each band by pressing two adjoining buttons at the same time. Just: 1. Tune
in the desired station. Press SET. SET will appear on the display. Press it to switch between AM
and FM. SEEK: Press this button to go to the next higher station and stop. SCAN: Press this
button to listen to each station for a few seconds. Page Playing a Cassette Tape Your tape
player is built to work best with tapes that are 30 to 45 minutes long on each side. Tapes longer
than are so that thin they may not work well in this player. The radio will go to the next station,
stop a few seconds, then go to the next station. SCAN will the display. Press SCAN again to
stop scanning. Tapes longer than thin they may not work well in this player. MUTE: Press this
button to stop all sound from the radio or compact disc player. Press the center of the button
for the factory-preset bass position. The bass level will be displayed for about 10 seconds
whenever this button is pressed. Press it again within five seconds to see how long it has been
playing. The track number also appears when you change the volume or when a new track
starts to play. COMP 2 : Press this button to make loud and soft passages more nearly equal in
volume. Page Locking the Theft System Write down six-digit number and keep it in a safe place
separate from the vehicle. Hold them down until shows on the display. Page Understanding
Radio Reception Disabling the Theft System Press the 1 and buttons together for five seconds
with the ignition on but the radio off. Press SET and will appear on the display. Press SCAN to
make the first digit appear. Your hearing can adapt to higher volumes of sound. Sound that
seems normal can be loud and harmful to your hearing. Take precautions by adjusting the
volume control on your radio to a safe sound level before your hearing adapts to it. Cassette
tapes should be stored in their cases away from contaminants, direct sunlight and extreme
heat. Defensive Driving The best advice anyone can give about driving is: Drive defensively.
Page Drunken Driving Drunken Driving Death and injury associated with drinking and driving is
a national tragedy. Alcohol affects four things that anyone needs to drive vehicle: Judgment
Muscular Coordination Vision For example, if same person drank three double martinis 3
ounces or 90 ml of liquor each within an hour, BAC would be close to 0. A person who
consumes food just before or during drinking will have a somewhat lower BAC level. Page hour
to rid itself of the alcohol The body takes about in one drink. No amount of coffee or number of
cold showers will speed that up. A person with even They are the brakes, the steering and the
accelerator. All three systems have to do their work at the places where the tires meet the road.
Page Anti-Lock Brakes Avoid needless heavy braking. Some people drive in spurts -- heavy

acceleration followed by heavy braking rather than keeping pace with traffic. This is a mistake.
Your brakes may not have time to cool between hard stops. Your brakes will wear out much
faster if you do a lot of heavy braking. Suddenly an animal jumps out in front of you. You slam
on the brakes. If one of the wheels is about to stop rolling, the computer will separately work the
brakes at each front wheel and at the rear wheels. Page Braking In Emergencies As you brake,
your computer keeps receiving updates on wheel speed and controls braking pressure
accordingly. Then you suddenly accelerate. Both control systems -- steering and acceleration
have do their work where the tires the road. Adding the sudden acceleration can demand too
much of those places. You can lose control. What should you do if this ever happens? Ease up
on the accelerator pedal, steer the vehicle the way you want it to go, and slow down. Page
Off-Road Recovery An emergency like this requires close attention and a quick decision. But
you have to act fast, steer quickly, and just as quickly straighten the wheel once you have
avoided the object. Page The driver of a vehicle about to pass another two-lane highway waits
for just the right moment, accelerates, moves around the vehicle ahead, then goes back into the
right lane again. A simple maneuver? Passing highway is a potentially dangerous move, since
the passing vehicle occupies the same lane as oncoming traffic for several seconds. Page Loss
Of Control Check your mirrors, glance over start your left lane change signal before moving out
of the right lane to pass. When you are far enough ahead of the passed vehicle to see its front.
Page Driving Guidelines If your vehicle starts to slide, ease your foot off the accelerator pedal
and quickly steer the way you want the vehicle to go. If you start steering quickly enough, your
vehicle may straighten out. Always be ready for a second skid if it occurs. Check to make sure
all underbody shields if so equipped are properly attached. Be sure you read all the information
about your four-wheel-drive vehicle in this manual. Page Environmental Concerns
Environmental Concerns Off-road driving can provide wholesome and satisfying recreation.
However, it also raises environmental concerns. Page Scanning The Terrain Controlling your
vehicle is the key to successful off-road driving. One of the best ways to control your vehicle is
to control your speed. Here are some things to keep in mind. At higher speeds: you approach
things faster and you have less time to scan the terrain for obstacles. Page Driving On Off-Road
Hills When you drive over obstacles or rough terrain, keep a firm grip the steering wheel. When
drive over bumps, rocks, or other obstacles, your wheels can leave the ground. Steepness can
be hard to judge. On a very small hill, for example, there may be a smooth, constant incline with
only a small change in elevation where you can easily see all the way to the top. You could lose
traction, slide sideways, and possibly roll over. You could be seriously injured or killed. When
driving up hills, always try to go straight up. Ease up on your speed as you approach the top of
the hill. If this happens, there are some things do, and there are some things you must not do.
Exit on the uphill side and stay clear of the path the vehicle would take if it rolled downhill. Will
vehicle control? Hard-packed dirt? Are there hidden surface obstacles? Is there a hidden river
creek bank or even a bottom with large rocks? Page Are there some things I should not do
when driving down a hill? These are important because if you ignore them you could lose
control and have a serious accident. When driving downhill, avoid turns that take you across
the incline of the hill. Here are some things to consider: A hill that can be driven straight up or
down may be too steep to drive across. What should I do? If you feel your vehicle starting to
slide sideways, turn downhill. This should help straighten out the vehicle and prevent the side
slipping. At fast speeds, water splashes and your vehicle can stall. Stalling can also occur if you
get your tailpipe under water. Page Driving At Night Driving at Night Night driving is more
dangerous than reason is that some drivers are likely to be impaired alcohol or drugs, with
night vision problems, or by fatigue. Adjust your inside rearview mirror to reduce the glare from
headlamps behind you. They may cut down glare from headlamps, but they also make a lot of
things invisible. You can be temporarily blinded by approaching lights. It can take second or
two, or even several seconds, for your eyes to readjust to the dark. Page cautious if rain starts
to fall while you are driving. The surface may get wet suddenly when your reflexes are tuned for
driving on dry pavement. The heavier the rain, the harder it is to see. Even if your windshield
wiper blades are in good shape, a heavy rain can make it harder to see road signs and traffic
signals, pavement markings, the edge of the road and even people walking. You could lose
control of the vehicle. After driving through a large puddle of water or a car wash, apply your
brake pedal lightly until your brakes work normally. Page City Driving City Driving One of the
biggest problems with city streets is the amount of traffic on them. You'll what the other drivers
are doing and pay attention to traffic signals. Here are ways to increase your safety in city
driving: Know the best way to get to where you are going. Page Freeway Driving Freeway
Driving Mile for mile, freeways also called thruways, parkways, expressways, turnpikes or
superhighways are the safest of all roads. But they have their own special rules. The most
important advice on freeway driving is: Keep up with traffic and keep to the right. Drive at the

same speed most of the other drivers are driving. Expect slightly slower at night. When you
want to leave the freeway, move to the proper lane well in advance. If you miss your exit, do not,
under any circumstances, stop and back up. Or is it just plain falling asleep at the wheel? Call it
highway hypnosis, lack of awareness, or whatever. There is something about an easy stretch of
road with the same scenery, along with the hum of the tires on the road, the drone of the engine,
and the rush of the wind against the vehicle that can make you sleepy. Page Keep your vehicle
in good shape. Check all fluid levels and also the brakes, tires, cooling system and
transmission. These parts can work hard on mountain roads. Know how to go down hills. The
thing to know is this: let your engine do some of the slowing down. Page Winter Driving Winter
Driving Here are some tips for winter driving: Have your vehicle in good shape for winter. You
may want to put winter emergency supplies in your vehicle. Include an ice scraper, a small
brush, or broom, a supply of windshield washer fluid, a rag, some winter outer clothing, a small
shovel, a flashlight, a red cloth and a couple of reflective warning triangles. But wet ice can be
even more trouble because it may offer the all. You should probably stay with your vehicle
unless you know for sure that you are near help and you can hike through the snow. Here are
some things to do summon help and keep yourself and your passengers safe Page Snow can
trap exhaust gases under your vehicle. This can cause deadly carbon monoxide gas to get
inside. Clear away snow from around the base of your vehicle, especially any that is blocking
your exhaust pipe. Firmly attach the vehicle being towed to the tow vehicle. Do not tow the
vehicle by the rear bumper bar. The label shows the size of your original tires and the inflation
pressures needed to obtain the gross weight capacity of your vehicle. These could cause you to
lose control. Also, overloading can shorten the life of your vehicle. The planks must be inserted
in the pickup box depressions. The length of the planks must allow for at least a inch bearing
surface on each end of the plank. It will tell you if your vehicle can carry a slide-in camper, how
much load your vehicle can carry, and how to correctly spread out your load. Also, it will help
slide-in camper to your vehicle. Page Here is an example of proper truck and camper match: A.
Camper Center of Gravity B. Campers can only,be installed in a long box pickup. To pull a trailer
correctly, follow the advice in this part, and see your for important information about towing a
trailer with your vehicle. Page Weight Of The Trailer Tongue can ask your dealer our trailering
information or you can write us at the address listed in your advice, Warranty and Owner
Assistance Information Booklet. Page Following Distance Following Distance Stay at least twice
as far behind the vehicle ahead as you would when driving your vehicle without a trailer. This
can help you avoid situations that require heavy braking and sudden turns. Page Turn Signals
When Towing A Trailer Turn Signals When Towing a Trailer When you tow trailer, your vehicle
has to have extra wiring and a heavy-duty turn signal flasher included in the optional trailering
package. The green arrows on your instrument panel will flash whenever you signal a turn or
lane change. Page Parking On Hills Parking on Hills You really should not park your vehicle,
with a trailer attached, on a hill. If something goes wrong, your rig could start to move. People
can be,injured, and both your vehicle and the trailer can be damaged. Apply your regular brakes
and hold the pedal down while you: Start your engine; Shift into a gear; and Release the parking
brake. Let up on the brake pedal. Hazard Warning Flashers some problems that Your hazard
warning flashers let you warn others. They also let police know you have a problem. Your front
and rear turn signal lamps will flash on and off. Page Other Warning Devices When the hazard
warning flashers signals won't work. The flashers will stop the brake. Jump Starting 'If your
battery has run down, you may want to use another vehicle and some jumper cables to start
your vehicle. Page 2. Page 4. Open the hoods and locate the batteries. Find the positive and
negative each battery. People have been hurt doing this, and some have been blinded. Use a
flashlight if you need more light. Page 7. Connect it to the positive terminal of the good battery.
Try to start the vehicle with the dead battery. If your vehicle has been changed since it was
factory-new by adding things like fog lamps, aero skirting, or special tires and wheels, these
instructions may not be correct. Page A vehicle can fall from a car carrier adequately secured,
This can cause a serious personal injury and vehicle damage. The vehicle should be tightly
secured with chains or steel cables before it is transported. Stay away from the engine if you
see or hear steam coming from it. Sometimes the engine can get a little too hot when you: Climb
a long hill on a hot day. Stop after high-speed driving. Coolant Recovery Tank B. Radiator
Pressure Cap C. Engine Fan If your vehicle has air conditioning, the auxiliary electric fan under
the hood can start up even when the engine is not running and can injure you. Page The coolant
level should be at the ADD mark. Coolant contains ethylene glycol and it will burn if the engine
parts are hot enough. When the coolant in the coolant recovery tank is at ADD, start your
vehicle. They are under pressure, and if you turn the radiator pressure cap even a little high
speed. Never turn the cap cooling system, including the radiator pressure cap, hot. Then keep
turning the pressure cap, but now push down as you turn it. Remove the pressure cap. You can

remove the radiator pressure cap when the cooling system, including the radiator pressure cap
and upper radiator hose, is no longer hot. Page 3. Fill the radiator with the proper mix, up to the
base 4. Then fill the coolant recovery tank to the ADD mark. Put the cap back on the coolant
recovery tank, but leave the radiator pressure cap off. Page 6. Start the engine and let it run until
you can feel the upper radiator hose getting hot. Watch out for the engine fan. By this time the
coolant level inside the radiator filler neck may be lower. If the level is lower, add more of the
proper mix through the filler neck the level reaches the base of the filler neck. When the clutch
is engaged, the fan spins faster to provide to cool more air the engine. In most every day driving
conditions the clutch is not engaged. This improves fuel economy and reduces fan noise. Turn
on your hazard warning flashers. The can slip the jack and roll over you or other people. This is
the jack cover for the extended cab. Page Insert the chisel end of the wheel wrench, into the
hole in the rear bumper. Be sure the chisel end of the wheel wrench connects into the hoist
shaft. Turn the wheel wrench counterclockwise to lower the spare tire. Keep turning the wheel
wrench until the spare tire can be pulled out from under the vehicle. Page your jack storage
cover is equipped with a hub cap removal tool, position the hub cap removal tool in the notch
and pull straight away from potential damage to the hub cap and wheel paint or surface.
Remove the hub cap. If you have an aluminum or plastic molded hub cap, pry t off with the
chisel end of your wheel wrench. Using the wheel wrench, loosen all the wheel nuts. Don't
remove them yet. Turn the jack handle clockwise slightly to raise the lift head. Fit the jack into
the appropriate hole nearest the flat tire. Page Getting under a vehicle when it is jacked up is
dangerous. Never get under vehicle when it is supported only by NOTICE: Raising your vehicle
with the jack improperly positioned will damage the vehicle or may allow the vehicle to fall off
the jack. Remove any rust or dirt from the wheel bolts, mounting surfaces and spare wheel. The
wheel could come off and cause an accident. Page 9. Lower the vehicle by turning the jack
handle counterclockwise. Lower the jack completely. Use the wrench to Incorrect wheel nuts or
improperly tightened wheel nuts can cause the wheel to become loose and even come Be sure
to use the correct wheel nuts. In a sudden stop or collision, loose equipment could strike
someone. Store all these in the proper place. Put the tire on the ground at the rear of the
vehicle, with the valve stem pointed down and to the rear. Pull the retainer through the wheel.
Note that with the ZR2 option, the spring and retainer must be separated to insert through the
wheel opening. Page Replace the jack cover, if you have one. Hub Cap Removal C. Cover Tool
Some Models B. Cover D. Bolt Compact Spare Tire If So Equipped Although the compact spare
tire was fully inflated when your vehicle was new, it can lose air after a time. Keep your spare
tire and its wheel together. Using them can damage your vehicle and can damage the chains
too. Page Rocking your vehicle to get it out: First, turn your steering wheel left and right. That
will clear the area around your front wheels. Page The recovery hooks, when used, are under a
lot of force. Always pull the vehicle straight out. Never pull on the hooks at a sideways angle.
The hooks could break off and you or others could be injured from the chain or cable snapping
back NOTICE: Never use the recovery hooks to tow the vehicle. This section begins with service
and fuel information, and then it shows how to check important fluid and lubricant levels. There
is also technical information about your vehicle, and a part devoted to its appearance care. It
tells you much more about how to service your vehicle than this manual can. Page Use regular
unleaded gasoline rated at higher. Improved gasoline specifications have been developed by
the American Automobile Manufacturers Association AAMA for better vehicle performance and
engine protection. Page Fuels In Foreign Countries provide cleaner air, all gasolines are now
required to contain additives that will help prevent deposits from forming in your engine and
fuel system, allowing your emission control system to function properly. Therefore, you should
not have to add anything to the fuel. In addition, gasolines containing oxygenates, such as
ethers and ethanol, and reformulated gasolines may be available in your area to help clean the
air. It burns violently, and that can cause very bad injuries. Keep sparks, flames and smoking
materials away from gasoline. Gasoline can spray out on you if you open the fuel filler cap too
quickly. This spray can happen if your tank is nearly full, and is more likely in hot weather. Then
go to the front of the vehicle and release the secondary hood release. Lift the hood, release the
hood prop from its retainer and put the hood prop into the slot in the hood. Page When you lift
the hood, you'll see these items on the 2. Engine Fill Cap and Dipstick C. Brake Master Cylinder
D. Hydraulic Reservoir Clutch E. Air Cleaner H. Windshield Fluid Washer Transmission Dipstick
Engine Oil Fill 2. Brake Master Cylinder 1. Battery H. Air Cleaner I. Page Checking Engine Oil
Before closing the hood, be sure all the filler caps are on properly. Then lift the hood to relieve
pressure hood prop. Remove the hood prop from the slot in the hood and return the prop to its
retainer. Then pull the hood down firmly to close. It will latch when dropped from 10 to 12
inches 25 to 30 cm without pressing on the hood. But you must use the right kind. This part
explains what h n d of oil to use. Do not use any oil which does not carry this Starburst symbol.

Page Engine Oil Additives shown in the chart, 5W is best for your vehicle. These numbers on an
oil container show its viscosity, or thickness. Twist the screw to unlock or lock the door. What
to Do with Used Oil Did you know that used engine oil contains certain elements that may be
unhealthy for your skin and could even cause cancer? Insert a new air filter. Then replace the
air cleaner assembly, making certain the PCV air tube is properly seated in the left hand valve
cover and the clamps are securely fastened. Page Automatic Transmission Fluid Automatic
Transmission Fluid When to Check and Change A good time to check your automatic
transmission fluid level is when the engine oil is changed. Change both the fluid and filter every
50, miles 83 km if the vehicle is mainly driven under one or more these conditions: In heavy city
traffic where the outside temperature Page Then, without shutting off the engine, follow these
steps: 1. Flip the handle up and then pull out the dipstick and wipe it with a clean rag or paper
towel. Push it back in all the way, wait three seconds and then pull back out again. Add fluid
only after checking the transmission fluid HOT. A COLD check is used only as a reference. If the
fluid level is low, add only enough of the proper fluid to bring the level up to the HOT area for a
hot check. Page Check the fluid level only when your engine is off, the vehicle is parked on a
level place and the transmission is cool enough for you to rest your fingers on the transmission
case. Then, follow these steps: 1. Remove the filler plug. Add enough lubricant to raise the level
to the bottom of the filler plug hole. What to Use Refer to the Maintenance Schedule to
determine what kind of lubricant to use. If the differential is at operating temperature warm , add
enough lubricant to raise the level to the bottom of the filler plug hole. Give boiling protection
up to Protect against rust and corrosion. Help keep the proper engine temperature. Let the
warning lights and gages work as they should. Page Adding Coolant If you need more coolant,
add the proper mix at the coolant recovery tank. With the coolant recovery tank, you will almost
never have to add coolant at the radiator. Be sure the arrows on the cap line up with the
overflow tube on the radiator filler neck. A fluid loss in this system could indicate a problem.
Have the system inspected and repaired. How To Check Power Steering Fluid When the engine
compartment is cool, unscrew the cap and wipe the dipstick with a clean rag. Water can cause
the solution to freeze and damage your washer fluid tank and other parts of the washer system.
It with DOT-3 brake fluid. There are only two reasons why the brake fluid level in the reservoir
might go down. The first is that the brake fluid goes down to an acceptable level during normal
brake lining wear. Page Checking Brake Fluid You can check the brake fluid without taking off
the cap. Just look at the windows on the brake fluid reservoir. The fluid levels should be above
MIN. Page Brake Pedal Travel Some driving conditions or climates may cause a brake squeal
when the brakes are first applied or lightly applied. This does not mean something is wrong with
your brakes. Free movement of brake calipers and properly torqued wheel nuts are necessary to
help prevent brake pulsation. You never have to add water to one of these. Page Headlamps
Sealed Beam Lamps 1. Remove the screws from the headlamp retainer. Pull the headlamp out
and remove the retainer. Unplug and remove the headlamp. Plug in the new headlamp and put it
in place. Put the retainer on the headlamp and install and tighten the screws. Page Composite
Headlamps 1. Open the hood. Remove the black protective caps from the removal pins at the
top of the radiator support. Use a hex socket to unscrew the pins. Pull the headlamp lens
assembly out. Some vehicles may have 4. Page Front Turn Signal Lamps 5. Turn the bulb
counterclockwise to remove it. Put the new bulb into the headlamp lens assembly and turn it
clockwise until it is tight. Plug in the electrical connector. Put the headlamp lens assembly back
into the vehicle. Remove the sidemarker lens from the radiator grille. Turn the bulb and socket
one-quarter turn counterclockwise. Remove the bulb and socket from the lens. Install the new
bulb and socket to the sidemarker lens. Page Install a new bulb. Replace the lens. Install and
tighten the screws. If equipment such as a cap or camper is installed on your vehicle, a center
high-mounted stoplamp feed wire is provided along the driver's side rear frame. This wire
should be used to install a center high-mounted stoplamp in the cap or camper. Page
Underhood Lamp Underhood Lamp 1. Disconnect the electrical connector from the underhood
lamp assembly. Remove the screws. Disconnect the ground wire. Remove the lamp assembly
from the hood. Install the new bulb. Replace the assembly. Accidental bumping can cause the
arm to fall back and strike the windshield. Remove the insert from the blade assembly. The
insert has two notches at one end that are locked by bottom claws of the blade assembly. At the
notched end, pull the insert from the blade assembly. To install the new wiper insert, slide the
insert D , notched end last, into the end with two blade claws A. Put the blade assembly pivot in
the wiper hook. Pull up until the pivot locking tab locks in the hook slot. Carefully lower the
wiper arm and blade assembly onto the windshield. Your new vehicle comes with high-quality
tires made by a leading tire manufacturer. Page Tire Inspection And Rotation Tire Inspection
and Rotation Fires should be inspected every 6, to 8, miles 10 to 13 k m for any signs unusual
wear is present, rotate your tires as soon as possible and check wheel alignment. Also check

for damaged tires or wheels. Page After the tires have been rotated, adjust the front and rear
inflation pressures as shown on the Certificatioflire label. Make certain that all wheel nuts are
properly tightened. Rust or dirt on a wheel, or on the parts to it is fastened, can make wheel
nuts become loose after time. Page Buying New Tires The tire has panctufe, cut or other.
Buying New Tires To find out what kind and size Certificatioflire label. This applies only to
vehicles sold in the United States. The grades are molded on the sidewalls car tires. Sustained
high temperature can cause the material of the tire to degenerate and reduce tire life, and
excessive temperature can lead to sudden tire failure. Page Your dealer will know the kind Each
new wheel should have the same load carrying capacity, diameter, width, offset and be mounted
the same way as the one it replaces. If you need to replace any of your wheels, wheel bolts or
wheel nuts, replace them only with new GM original equipment parts. They can damage your
you have other size tires, use tire chains only where legal and only when you must. Some spots
and stains will clean off better with just water and mild soap. Page Cleaning Vinyl If an odor
lingers after cleaning vomit or urine, treat the area with a waterhaking soda solution: 1 teaspoon
5 ml of baking soda to 1 cup ml of lukewarm water. If needed, clean lightly with solvent-type
cleaner. Combination Stains Stains caused by candy, ice cream, mayonnaise, chili sauce and
unknown stains can be removed as follows If you do, it may severely weaken them. In a crash
they might not be able to provide adequate protection. Clean safety belts only with mild soap
and lukewarm water. Glass Glass should be cleaned often. Page Protecting Exterior Bright
Metal Parts necessary, use non-abrasive cleaners that are marked safe for painted surfaces to
remove foreign matter. Exterior painted surfaces are subject to aging, weather and chemical
fallout that can take their toll over a period of years. You can help to keep the paint finish
looking new by keeping your vehicle garaged or covered whenever possible. Page Sheet Metal
Damage Sheet Metal Damage If your vehicle is damaged and requires sheet metal repair or
replacement, make sure the body repair shop applies anti-corrosion material to the parts
repaired or replaced to restore corrosion protection. Finish Damage Any stone chips, fractures
or deep scratches in the finish should be repaired right away. Some add-on electrical equipment
can keep other components from working as they should. Page Fuses And Circuit Breakers
Fuses and Circuit Breakers The wiring circuits in your vehicle are protected from short circuits
by a combination and fusible thermal links. This greatly reduces the chance of fires caused by
electrical problems. Look at the silver-colored band inside the fuse. Page Normal Maintenance
Replacement Parts Normal Maintenance Replacement Parts Replacement part numbers listed in
this section are based on the latest information available at the time of printing, and are subject
to change. If a part listed in this manual is not the same as the part used in your vehicle when it
was built, if you have any questions, please contact your GM truck dealer. Wheel Nut Torque..
Page Vehicle Dimensions" Wheelbase Your vehicle needs these services to retain its safety,
dependability and emission control performance. The Plan supplements your new vehicle
warranties. You may drive very short distances only a few times a week. Or you may drive long
distances all the time in very hot, dusty weather. This is particularly important when outside
temperatures are below freezing. Driving a vehicle with a fully warmed engine under highway
conditions causes engine down slower: Every 7, Miles 12 km : Engine Oil and Filter Change or
every 12 months, whichever occurs first. Footnotes The U. Environmental Protection Agency or
the California Air Resources Board has determined that the failure to perform this maintenance
item will not nullify the emission warranty or limit recall liability prior to the completion of Page
Short TripKity Maintenance Schedule 3, Miles km Change engine oil and filter or every 3
months, whichever occurs first. An Emission Control Service. Lubricate the front suspension,
ball joints, steering linkage and transfer case shift linkage, parking brake cable guides,
propshaft splines, universal joints, brake pedal springs and clutch pedal springs at every oil
change or every 3 months, During tire rotation, check brake calipers for freedom of movement.
Refer to the appropriate GM service manual for proper caliper service procedures. Page Short
TripKity Maintenance Schedule 12, Miles 20 km Change engine oil and filter or every 3 months,
whichever occurs first. Check constant velocity joints and axle seals for leaking. During tire
rotation, check brake calipers for freedom of ,movement. Refer to the appropriate GM service
manual for proper caliper service, procedures. Page F o r t TripKity Maintenance Schedule 24,
Miles 40 km Change engine oil and filter or every 3 months, whichever occurs first. Lubricate
the front suspension, ball joints, steering linkage and transfer case shift linkage, parking brake
cable guides, propshaft splines, universal joints, brake pedal springs and clutchmpedal springs
at Inspect air cleaner filter if you are driving in dusty conditions. Replace filter if necessary. An
Emission Con trol Service.? Emission Control Service. Lubricate the front suspension, ball joi
steering linkage and transfer case shift linkage, parking brake cable guides, propshaft splines,
universal joints, brake pedal springs and clutch pedal springs at every oil change or every 3
months, Page Short TripKity Maintenance Schedule 72, Miles km Change engine oil and filter or

every 3 months, whichever occurs first. An Emission Control Service.? Check readfront axle
fluid level and add fluid as needed. Page Short TripKity Maintenance Schedule 84, Miles km
Change engine oil and filter or every 3 months, whichever occurs first. Page Short TripKity
Maintenance Schedule 90, Miles km Change engine oil and filter or every 3 months, whichever
occurs first. Lubricate the front suspension, ball joints, steering linkage and transfer case shift
linkage, parlung brake cable guides, propshaft splines, universal joints, brake pedal springs and
clutch pedal springs at every oil change or every 3 months, Lubricate the front suspension, ball
joints, steering linkage and transfer case' shift linkage, parking brake cable guides, propshaft
splines, universal joints, brake pedal springs and clutch pedal springs at every oil change or
every 3 months, In hilly or mountainous terrain. When doing frequent, trailer towing. Page The
services shown in this schedule up to , miles km should be performed after , miles km at the
same intervals. Footnotes U. An Emission Control SeFvice. Lubricate the front suspension, ball
joints, steering linkage and transfer case shift linkage, parking brake cable guides, propshaft
splines, universal joints, brake pedal springs and clutch pedal springs at every oil change or
every 12 months, Page 15, Miles 25 km Change engine oil and filter or every 12 months,
whichever occurs first. Lubricate the front suspension, ball joints, steering linkage and transfer
case shift linkage, parking brake cable guides, propshaft splines, universal joints, brake pedal
springs and clutch pedal springs at every oil change or every 12 months, whichever occurs
first. Replace fuel filter. An Emission Cont. Replace air cleaner filter. Rotate tires. Page 60, Miles
km Change engine oil and filter or every 12 months, whichever occurs first. Page Long
Tripktighway Maintenance Schedui Miles km 67, Change engine oil and filter or every 12
months, whichever occurs first. Lubricate the front suspension, ball joints, steering. Page Long
Tripmighway Maintenance Schedule 75, Miles km Change engine oil and filter or every 12
months, whichever occurs first. Page km Continued 90, Miles For Two-Wheel-Drive vehicles
only: Clean and repack the front wheel bearings or at each brake relining, whichever occurs
first. An Emission Control Sewice.? Refer to the appropriate service manual for proper caliper
service procedures. Page At Each Fuel Fill Part B: Owner Checks and Services Listed below are
owner checks and services which should be performed the intervals specified to help ensure
the safety, dependability and emission control performance of your vehicle. Be sure any
necessary repairs are completed at once. Whenever any fluids or lubricants are added vehicle,
make sure they are the proper ones, as shown in Part D. Look for any other loose or damaged
safety belt system parts. If you see anything that might keep a safety belt system from doing its
job, have it repaired. If it does, you or others could be injured. Follow the steps below. Before
you start, be sure you have enough room around the vehicle. Page Part C: Periodic Maintenance
Inspections Listed below are inspections and services which should be perfowed at least twice
a year for instance, each spring and fall. Transfer Case Four- Wheel Drive Inspection Every 12
months or at oil change intervals, check front axle and transfer case and add lubricant when
necessary. Check vent hose at transfer case for kinks and proper installation. Page Part E:
Maintenance Record After the scheduled services are performed, record the date, odometer
reading and who performed the service in the boxes provided after the maintenance interval.
This section also tells you how to obtain service publications and how to report any safety
defects. This section includes information on Page Your dealer has the facility, trained
technicians, special tools and up-to-date information to promptly address any issue which may
arise. Chevrolet has empowered its dealers to make decisions and repair vehicles, and they are
eager to resolve your concern to your complete satisfaction. TTY users in Canada can dial
Please refer to the separate brochure provided by the dealer or call for emergency services.
Both Chevrolet and your Chevrolet dealer are c
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ommitted to making sure you are completely satisfied with your new vehicle. Our experience
has shown The BBB will attempt to resolve the complaint serving as an intermediary between
you and Chevrolet. If this mediation is unsuccessful, an informal hearing will be scheduled
where eligible customers may present their case to an impartial third-party arbitrator. Page
Service Bulletins Service Manuals Service manuals contain diagnostic and repair information
for all chassis and body systems. They may be useful for owners who wish to get a greater
understanding of their vehicle. Page Brakes.. Compact Disc Player Compact Spare Tire.
Halogen Bulbs Hazard Warning Flashers Page Lamps On Reminder Latches. Page Neutral
Nightvision Normal Maintenance Replacement Parts. Replacement Parts This manual is also
suitable for: pickup s-series s-series S series Print page 1 Print document pages. Cancel Delete.
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