1997 buick lesabre air conditioner compressor

Unfortunately, the compressor is prone to failure due to age or a lack of lubricating oil within
the compressor. In such cases, it is prudent to replace the compressor with a new unit that is
capable of keeping the LeSabre cool during the summer months. Most repair shops have the
expertise and the equipment to safely reclaim and store the refrigerant from the vehicle. Do not
release refrigerant into the air. Park the LeSabre on a flat, level surface. Open the hood and
disconnect the negative terminal cable from the battery. Locate the belt routing diagram near
the front of the vehicle. If the diagram is not available, refer to the owner's manual for the proper
belt routing procedure. Place a socket wrench with a breaker bar on the belt tensioner on the
passenger side of the engine and move it counterclockwise to relieve tension from the belt.
Slide the belt off the tensioner and the other remaining pulleys. Slowly move the tensioner back
into position. Loosen the wheel lugs on the front passenger side wheel with a lug wrench. Raise
the front of the vehicle with a floor jack and secure the vehicle with jack stands. Finish
removing the wheel lugs and dismount the wheel from the hub. Pry away the plastic pins with a
slotted screwdriver to remove the plastic wheel well splash guard. Unbolt the bottom plastic
cover underneath the front end of the vehicle with a socket wrench. Remove the bolt holding the
plumbing to the compressor and move it out of the way. Locate the electrical harness near the
compressor clutch and unplug it. Loosen the three bolts holding the compressor to its bracket
with the socket wrench. Remove the bolts while holding the compressor in place and carefully
guide it out of the vehicle. Drain the compressor of oil by holding the rear of the compressor
over a measuring container while rotating the clutch by hand in the direction of rotation during
normal operation. Observe how much of the old oil you drained in the measuring container.
Pour the same amount of fresh compressor oil into another measuring container. Add that
amount of oil into the compressor through the compressor's intake port at the rear while turning
the clutch in the direction of rotation during normal operation. Mount the new compressor to the
bracket and insert the three retaining bolts while holding the compressor in place. Tighten the
bolts with the socket wrench. Reinstall the plumbing to the rear of the compressor and reinsert
the retaining bolt that holds it in place. Tighten the bolt with the socket wrench. Reattach the
plastic splash guard to the wheel well. Reattach the bottom plastic cover to the front of the
vehicle. Mount the wheel onto the hub and hand-tighten the wheel lugs. Remove the jack stands
and lower the vehicle to the ground. Torque the wheel lugs to foot-pounds with a torque
wrench. Route the belt around the pulleys according to the belt routing diagram. Move the
tensioner counter-clockwise and slip the belt onto the tensioner. Make sure the belt is lined up
properly on all of the pulleys. Reconnect the negative terminal cable to the battery and close the
hood. Discard the old compressor oil in an environmentally friendly manner. Mark Robinson is a
freelance graphic designer and writer. Since he has contributed to various online publications,
specializing in topics concerning automotive repair, graphic design and computer technology.
Step 2 Park the LeSabre on a flat, level surface. Step 3 Locate the belt routing diagram near the
front of the vehicle. Step 4 Loosen the wheel lugs on the front passenger side wheel with a lug
wrench. Step 5 Pry away the plastic pins with a slotted screwdriver to remove the plastic wheel
well splash guard. Step 1 Observe how much of the old oil you drained in the measuring
container. Step 2 Mount the new compressor to the bracket and insert the three retaining bolts
while holding the compressor in place. Step 3 Reinstall the plumbing to the rear of the
compressor and reinsert the retaining bolt that holds it in place. Step 4 Reattach the plastic
splash guard to the wheel well. Step 5 Route the belt around the pulleys according to the belt
routing diagram. Step 6 Make sure the belt is lined up properly on all of the pulleys. Never
release refrigerant into the air. Not only can it cause harm to the ozone layer, it is also
prohibited by federal law. Part included in Compressor assembly. Your cart will be set to
In-Store Pickup By adding this item to your cart, the shipping option will not be available for
your order. The In-Store Pickup option will now be defaulted at checkout. Find Parts That Fit:.
Part Number : Supersession s : ; ; To evaporator. Full Diagram. To accumulator. To compressor.
To condenser. Comp to condenser. Evap or accumulator. Evap to accumulator. AC line.
Condenser to dehydrator. Evaporator to dehydrator. Hose clip. Bracket to engine. Comp to
bracket. High pressure. Low pressure. Pressure sensor. High line. Low line. View All Diagrams.
Your Price. Fulfillment Options. In Store Pickup. Shipping Not Available. Dealer Rating: 4. See
Reviews. People Also Bought. Serpentine Belt. Assembled device that. Engine Crankshaft
Pulley. Accepted Payments. Email this product. Email Address. Legal Policies Data Requests.
Links My Information Testimonials. Data Agreement While every reasonable effort is made to
ensure the accuracy of this data, we are not responsible for any errors or omissions contained
on these pages. Please verify any information in question with a sales representative. Our
mobile mechanics offer services 7 days a week. Upfront and transparent pricing. Our certified
mobile mechanics can come to your home or office 7 days a week between 7 AM and 9 PM. An
AC system has many components: compressor, condenser, receiver dryer, evaporator, and

hoses. The AC compressor has several moving parts including pistons and valves. These
internal parts can fail, causing the AC compressor to stop working. It is common for the internal
parts of the compressor to come apart and disperse metallic debris throughout the system.
Consequently, it is a requirement to replace the orifice tube and the receiver dryer when
replacing the compressor since some of the debris may have ended up there. For an AC
compressor to work, it needs a clutch, bearing, and an electrical connector. The clutch can burn
or the bearing can fail. If the bearing or clutch have failed, it is recommended that the
compressor be replaced. Sometimes replacing the entire compressor with a remanufactured
one can be cheaper than replacing an individual clutch or bearings. It is also common for the
seals in the AC compressor to go bad. If the seals no longer hold, you will need a new
compressor, as the seals cannot be replaced. A compressor may also fail if there is sludge or
debris in the air conditioning system. If there is sludge or debris, the hoses, evaporator, and
condenser should be flushed to get rid of the contaminants. When it is not possible to flush the
parts, you may need to replace those parts. This service comes with receiver dryer and orifice
tube. It is very common for metals from the compressors to go throughout the system and get
caught in different components. If the compressor is replaced without the dryer and the orifice
tube, it will ruin the new compressor and it will not be covered by the warranty from parts
manufacturers. The most common reason for an AC compressor to fail is leaky seals and
inadequate lubrication. If you notice a change in the temperature of the air through the AC vents
not as cold as it should be , get it inspected. In addition to your comfort, air conditioning
systems add value to your vehicle. You should keep your AC fully operational. In some
systems, the hot and cold air are blended to achieve the desired temperature setting. In these
cases, when the AC system fails, you will not only NOT get any cold air, but the entire
temperature regulation is thrown off. Estimate price near me. Service Location. YourMechanic
Benefits Online Booking. Mechanic comes to you. Free 50 point safety inspection. See
availability. Keep in mind: This service comes with receiver dryer and orifice tube. How it's
done: Check for pressure in the AC system. Check for power and ground at the compressor. If
compressor is found to be faulty, remove all of the refrigerant. Flush all foreign materials from
the AC System. Install new compressor, receiver drier, and orifice tube. Evacuate and recharge
the AC system. Leak check for any system leaks. Check for proper operation of AC system. Our
recommendation: The most common reason for an AC compressor to fail is leaky seals and
inadequate lubrication. What common symptoms indicate you may need to replace the AC
Compressor? No cold air from the vents. Clicking sound from under the engine. AC not
working. How important is this service? Number of Buick LeSabre services completed.
Yourmechanic was featured in. Popular Buick Jobs. Auto service in Your City. Meet some of our
expert Buick mechanics Real customer reviews from Buick owners like you. Excellent Rating.
Rating Summary. Joshua 6 years of experience. Request Joshua. Josh is not only professional
he is very nice and friendly. This was the first time using the service and he was able to answer
my questions with no problem. Joshua was very professional. He was also courteous, nice and
informative. I have several issues going on with my car and I think he addressed all of them. He
even helped me by prioritizing my car needs. Thank you! Alexander 5 years of experience.
Request Alexander. Awesome work despite all the rust he had to deal with. Very friendly, helpful
and transparent. How can we help? Read FAQ. Skip to main content of results for "ac
compressor buick". Skip to main search results. Eligible for Free Shipping. Customer Review.
Packaging Option. International Shipping. Filter results by your vehicle:. Enter a new vehicle to
add it to Your Garage and filter the results below. Enter a new vehicle. Get it as soon as Sat, Feb
Only 12 left in stock - order soon. Get it as soon as Wed, Mar 3. Only 14 left in stock - order
soon. Only 1 left in stock - order soon. Amazon's Choice for ac compressor buick. Only 4 left in
stock more on the way. Only 7 left in stock more on the way. Only 4 left in stock - order soon.
Only 10 left in stock - order soon. Only 17 left in stock - order soon. Only 3 left in stock - order
soon. Get it as soon as Tue, Mar 2. Only 8 left in stock - order soon. FREE Shipping. N
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eed help? Visit the help section or contact us. Go back to filtering menu. There's a problem
loading this menu right now. Learn more about Amazon Prime. Get free delivery with Amazon
Prime. Back to top. Get to Know Us. Amazon Payment Products. English Choose a language for
shopping. Amazon Music Stream millions of songs. Amazon Advertising Find, attract, and
engage customers. Amazon Drive Cloud storage from Amazon. Alexa Actionable Analytics for
the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship Orders Internationally.
Amazon Rapids Fun stories for kids on the go. ComiXology Thousands of Digital Comics.

DPReview Digital Photography. East Dane Designer Men's Fashion. Shopbop Designer Fashion
Brands. Deals and Shenanigans. Ring Smart Home Security Systems. Amazon Subscription
Boxes Top subscription boxes â€” right to your door. PillPack Pharmacy Simplified. Amazon
Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it
a second life.

