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Contents. The Chevrolet S10 Owner's Manual. This section tells you how to use your seats and
safety belts properly. It also explains the air bag system. This section explains how to start and
operate your vehicle. This section tells you how to adjust the ventilation and comfort controls
and how to operate your audio system. Here you'll find helpful information and tips about the
road and how to drive under different conditions. This section tells you what to do if you have a
problem while driving, such as a flat tire or overheated engine, etc. Here the manual tells you
how to keep your vehicle running properly and looking good. This section tells you when to
perform vehicle maintenance and what fluids and lubricants to use. This section tells you how
to contact Chevrolet for assistance and how to get service and owner publications. It also gives
you information on "Reporting Safety Defects" on page 8. Here's an alphabetical listing of
almost every subject in this manual. You can use it to quickly find. Automobile Chevrolet Blazer
Owner's Manual pages. Summary of Contents for Chevrolet S10 Pickup Page 1 This section tells
you when to perform vehicle maintenance and what fluids and lubricants to use. Customer
Assistance Information This section tells you how to contact Chevrolet for assistance and how
to get service and owner publications. If you do this, it will help you learn about the features and
controls for your vehicle. Page 4 You will also find a circle with a slash through it in this book.
Page 5 Vehicle Symbols These are some of the symbols you may find on your vehicle. You can
also learn about some things you should not do with air bags and safety belts. Page 9 Manual
Lumbar Support If Equipped If you have this feature, there will be a knob on the outside of the
driver and passenger bucket seats. Turn the knob toward the front of the vehicle to increase
lumbar support and toward the rear of the vehicle to decrease lumbar support. Page Seatback
Latches Seatback Latches The front seatback folds forward to let people get into the back seat
or to access the storage area behind the seat. To fold the front seatback forward, turn the
handle on the side of the seat rearward and pull the seatback forward. To return the seatback to

the upright position, push the seatback all the way back until the latch catches. In a sudden
stop or crash, the person sitting there could be injured. It also tells you some things you should
not do with safety belts. And it explains the air bag system. But most crashes are in between. In
many of them, people who buckle up can survive and sometimes walk away. Without belts they
could have been badly hurt or killed. Page 15 yellowblue Put someone on it. Get it up to speed.
Then stop the vehicle. Page 16 yellowblue The person keeps going until stopped by something.
In a real vehicle, it could be the windshield With safety belts, you slow down as the vehicle
does. You get more time to stop. You stop over more distance, and your strongest bones take
the forces. Page 19 3. Pick up the latch plate and pull the belt across you. The shoulder belt may
lock if you pull the belt across you very quickly. If this happens, let the belt go back slightly to
unlock it. Then pull the belt across you more slowly. Page 20 yellowblue The lap part of the belt
should be worn low and snug on the hips, just touching the thighs. In a crash, this applies force
to the strong pelvic bones. If you slid under it, the belt would apply force at your abdomen. The
shoulder belt is too loose. In a crash, you would move forward too much, which could increase
injury. The shoulder belt should fit against your body. The belt is buckled in the wrong place. In
a crash, the belt would go up over your abdomen. The belt forces would be there, not at the
pelvic bones. The shoulder belt is worn under the arm. It should be worn over the shoulder at all
times. In a crash, your body would move too far forward, which would increase the chance of
head and neck injury. The belt is twisted across the body. If a belt is twisted, make it straight so
it can work properly, or ask your dealer to fix it. The belt should go back out of the way. Before
you close the door, be sure the belt is out of the way. If you slam the door on it, you can damage
both the belt and your vehicle. For pregnant women, as for anyone, the key to making safety
belts effective is wearing them properly. Wearing your safety belt during a crash helps reduce
your chance of hitting things inside the vehicle or being ejected from it. This is true even though
your vehicle has Next Generation frontal air bags. Air bags plus shoulder belts offer the best
protection for adults, but not for young children and infants. The path of an inflating air bag
must be kept clear. Page 31 How does an air bag restrain? In moderate to severe frontal or near
even belted occupants can contact the steering wheel or the instrument panel. Air bags
supplement the protection provided by safety belts. See your dealer for service. An infant less
than 1 year old must ride in the front seat because: my vehicle has no rear seat; Page 35
CAUTION: If the air bag readiness light ever comes on when you have turned off the air bag, it
means that something may be wrong with the air bag system. There are parts of the air bag
system in several places around your vehicle. Your dealer and the service manual have
information about servicing your vehicle and the air bag system. When you sit in a center
seating position, you have a lap safety belt, which has no retractor. To make the belt longer, tilt
the latch plate and pull it along the belt. Page 38 yellowblue To make the belt shorter, pull its
free end as shown until the belt is snug. Buckle, position and release it the same way as the lap
part of a lap shoulder belt. Accident statistics show that unbelted people in the rear seat are
hurt more often in crashes than those who are wearing safety belts. Page Children To make it
shorter, pull the belt as shown until it is snug. Make sure the release button on the buckle is
positioned so you would be able to unbuckle the safety belt quickly if you ever had to. The
instructions for the restraint will say whether it is the right type and size for your child. Page
Child Restraints Child Restraints Every time infants and young children ride in vehicles, they
should have protection provided by appropriate restraints. What are the different types of add
child restraints? Page 44 An infant car bed A is a special bed made for use in a motor vehicle.
Page 45 yellowblue Page 46 yellowblue A forward facing child restraint C E positions a child
upright to face forward in the vehicle. These forward facing restraints are designed to help
protect children who are from 20 to 40 lbs. Page 47 A booster seat F, G is designed for children
who are about 40 to 60 lbs. This is because the back of the rear restraint would be very close to
the inflating air bag. Page 49 If your child restraint has a top strap, it should be anchored. If you
need to have an anchor installed, your dealer can obtain a kit with anchor hardware and
installation instructions specifically designed for this vehicle. The dealer can then install the
anchor for you. This work will be done for you free of charge. See the earlier part about the top
strap if the child restraint has one. Be sure to follow the instructions that came with the child
restraint. Secure the child in the child restraint when and as the instructions say. Page 53 5. Pull
the rest of the shoulder belt all the way out of the retractor to set the lock. To tighten the belt,
feed the shoulder belt back into the retractor while you push down on the child restraint. The
safety belt will move freely again and be ready to work for an adult or larger child passenger.
Here two children are wearing the same belt. In a crash, the two children can be crushed
together and seriously injured. A belt must be used by only one person at a time. Here a child is
sitting in a seat that has a shoulder belt, but the shoulder part is behind the child. If the child
wears the belt in this way, in a crash the child might slide under the belt. When you go in to

order it, take the heaviest coat you will wear, so the extender will be long enough for you. Page
59 Section 2 Features and Controls Here you can learn about the many standard and optional
features on your vehicle, and information on starting, shifting and braking. Also explained are
the instrument panel and the warning systems that tell you if everything is working properly and
what to do if you have a problem. A child or others could be badly injured or even killed. They
could operate power windows or other controls or even make the vehicle move. Page 61 This
vehicle has one double ignition and door locks. It will fit with either side up. When a new vehicle
is delivered, the dealer provides the owner with a pair of identical keys and a key code number.
The key code number tells your dealer or a qualified locksmith how to make extra keys.
Passengers especially children open the doors and fall out. Outsiders can easily enter through
an unlocked door when you slow down or stop your vehicle. Remove the ignition key and press
LOCK to lock all the doors at once. To unlock the doors, press the raised area next to the key
symbol. Operation is subject to the following two conditions: 1 this device may not cause
harmful interference, and 2 this device must accept any interference received, including
interference that may cause undesired operation. Page Battery Replacement Matching
Transmitter s To Your Vehicle Each remote keyless entry transmitter is coded to prevent
another transmitter from unlocking your vehicle. If a transmitter is lost or stolen, a replacement
can be purchased through your dealer. Remember to bring any remaining transmitters with you
when you go to your dealer. Page 66 1. Insert a dime in the slot between the covers of the
transmitter housing near the key ring hole. Remove the bottom by twisting the dime. Page 67
Tailgate You can open the tailgate by pulling up on the handle while pulling the tailgate down.
When you put the tailgate back up, be sure it latches securely. Follow these steps if you want to
remove the tailgate: 1. Raise the tailgate slightly. Page Testing The Alarm 3. Close all doors. If a
door is opened without the key or the remote keyless entry transmitter, the alarm will go off.
Page 70 Passlock Your vehicle is equipped with the Passlock theft deterrent system. Passlock
is a passive theft deterrent system. Passlock enables fuel if the ignition lock cylinder is turned
with a valid key. If a correct key is not used or the ignition lock cylinder is tampered with, fuel is
disabled. Page Automatic Transmission Key Release Button The key cannot be removed from
the ignition of manual transmission vehicles unless the key release button is used. To remove
the key on manual transmission vehicles, turn the key to OFF. Then turn the key to LOCK while
pressing the key release button down at the same time. Hold the clutch pedal to the floor and
start the engine. Starting Your 2. When the engine starts, let go of the key. The idle speed will go
down as your engine gets warm. Turn off the engine. Open the hood and unwrap the electrical
cord. Your vehicle can roll. If you have left the engine running, the vehicle can move suddenly.
You can use it on very steep hills, or in deep snow or mud. Then, slowly let up on the clutch
pedal as you press the accelerator pedal. This light will show you when to shift to the next
higher gear for best fuel economy. When this light comes on, you can shift to the next higher
gear if weather, road and traffic conditions let you. Electronic Transfer Case If Equipped If your
four vehicle has the electronic transfer case, the transfer case switches are to the right of the
steering wheel. This can be done at any speed, and the front axle will lock automatically. This
can be done at any speed, and the front axle will unlock automatically. Page Parking Brake On
automatic transmission equipped vehicles, if your transfer case does not shift into 4HI, your
transmission indicator switch may require adjustment. Page 86 Move the lever up as far as it
will go. Turn the ignition key to LOCK. Remove the key and take it with you. Turn the key to
OFF. Apply and hold the brake until the end of Step 4. It can cause unconsciousness and death.
You might have exhaust coming in if: Your exhaust system sounds strange or different. Your
vehicle gets rusty underneath. Page 91 Press the side of the switch with the down arrow to
lower the window. Press the side of the switch with the up arrow to raise the window. When you
close the window, be sure the latch catches. Horn Press the steering wheel pad to sound the
horn. To turn off the chime, move the turn signal lever to the off position. Page Windshield
Wipers Windshield Wipers You control the windshield wipers by turning the band with the wiper
symbol on it. For a single wiping cycle, turn the band to MIST. Hold it there until the wipers
start, then let go. The wipers will stop after one wipe. This can really help on long trips. You
could be startled and even lose control. Keep the cruise control switch off until you want to use
it. Press the button at the end of the lever, then release the button and the accelerator pedal.
Turn the knob clockwise to the parking lamps symbol to manually turn on: Parking Lamps
Sidemarker Lamps Taillamps License Plate Lamps Instrument Panel Lights Turn the knob
clockwise to the master lamps symbol to turn on all the lamps listed as well as the headlamps.
Page Lamps On Reminder To idle your vehicle with the automatic headlamp system off, set the
parking brake while the ignition is off. Then start your vehicle. The automatic headlamp system
will stay off until you release the parking brake. As with any vehicle, you should turn on the
regular headlamp system when you need it. Your parking lamps or low must be on for your fog

lamps to work. The fog lamp switch is on the instrument panel under the lamps switch. Page
Exit Lighting Exit Lighting With exit lighting, the interior lamps will come on when you remove
the key from the ignition to help you see while exiting the vehicle. Push the tab away from you
for normal daytime operation. Outside Manual Adjust Mirror Adjust your outside mirrors so you
can just see the side of your vehicle. If you cut too sharply into the right or left lane, you could
hit a vehicle. Page Front Storage Area Front Storage Area If your vehicle has this console
compartment, squeeze the front lever while lifting the top to open it. You can store cassettes
and compact discs in the slots in front of the compartment. There is also a lift the console. If
you do, cigarettes or other smoking materials could set them on fire, causing damage. To
remove the front ashtray, pull the bin upward. Accessory Power Outlets If Equipped If you have
accessory power outlets, you can plug in auxiliary electrical equipment. The accessory power
outlets are located near the center of the vehicle on the lower part of the instrument panel. Page
yellowblue Instrument Panel Page A. Air Vents B. Instrument Cluster C. Transfer Case If
Equipped D. Glove Box E. Audio System F. Comfort Controls I. Ashtray J. Page Instrument
Panel Cluster yellowblue Instrument Panel Cluster Your instrument cluster is designed to let
you know at a glance how your vehicle is running. Page yellowblue Optional Cluster, Canada
Similar Your odometer shows how far your vehicle has been driven, in either miles used in the
United States or kilometers used in Canada. Warning Lights, Gages and Indicators This part
describes the warning lights and gages that may be on your vehicle. The pictures will help you
locate them. The light tells you if there is an electrical problem. The system check includes the
air bag sensors, the air bag modules, the wiring, the passenger air bag suppression circuit and
the crash sensing and diagnostic module. Page CAUTION: If the air bag readiness light ever
comes on when you have turned off the air bag, it means that something may be wrong with the
air bag system. When the engine is running, the gage shows the condition of the charging
system. Readings between the low and high warning zones indicate the normal operating range.
If it stays on after your parking brake is fully released, it means you have a brake problem. Page
Malfunction Indicator Lamp The anti lock brake system warning light should come on briefly
when you turn the ignition key to RUN. Engine Coolant Temperature Gage This gage shows the
engine coolant temperature. Page NOTICE: If you keep driving your vehicle with this light on,
after a while, your emission controls may not work as well, your fuel economy may not be as
good and your engine may not run as smoothly. This could lead to costly repairs that may not
be covered by your warranty. If the light continues to flash, when it is safe to do so, stop the
vehicle. Find a safe place to park your vehicle. Turn the key off, wait at least 10 seconds and
restart the engine. Page Engine Oil Pressure Gage The oil pressure gage shows the engine oil
pressure in psi pounds per square inch when the engine is running. Canadian vehicles indicate
oil pressure in kPa kilopascals. If you do, your engine can become so hot that it catches fire.
Page If the light flashes, the Passlock system has entered a tamper mode. If the light comes on
continuously while driving and stays on, there may be a problem with the Passlock system.
Page Fuel Gage Fuel Gage When the ignition is on, the fuel gage tells you about how much fuel
you have remaining. Here are four things that some owners ask about. None of these show a
problem with your fuel gage: At the gas station, the gas pump shuts off before the gage reads F
Full. Be sure to read about the particular systems supplied with your vehicle. Standard Climate
Control System Fan Control The knob on the left side of the heating system control panel
controls the fan speed. To increase airflow, turn the knob clockwise. Page Optional Climate
Control System Fan Control The knob on the left side of the heating system control panel
controls the fan speed. To decrease airflow, turn it counterclockwise. Temperature Knob The
middle knob on the control panel lets you select the relative temperature of the air flowing into
the passenger area of your vehicle. Page HEATER: This setting directs most of the warmed air
through the heater floor outlets and some air through the windshield defroster outlets. BLEND:
Airflow is divided equally between the heater floor outlet and the windshield defroster outlets.
Turn the temperature knob clockwise and turn the fan control toward high. Page Audio Systems
Ventilation Tips Keep the hood and front air inlet free of ice, snow or any other obstruction such
as leaves. The heater and defroster will work far better, reducing the chance of fogging the
inside of your windows. When you enter a vehicle in cold weather, turn the fan control to high
for a few moments before driving off. To increase volume and turn the radio on, turn the knob
clockwise. Turn it counterclockwise to decrease volume and turn the radio off. Page In addition
to the four stations already set, up to three more stations may be preset on each band by
pressing two adjoining buttons at the same time. Just: 1. Tune in the desired station. Press SET.
SET will appear on the display. TUNE: Turn the lower knob to tune in radio stations. SEEK:
Press the right arrow to tune to the next higher station and the left arrow to tune to the next
lower station and stay there. Page Adjusting the Speakers BAL: Turn the control behind the
upper knob to move the sound to the left or right speakers. The middle position balances the

sound between the speakers. FADE: Turn the control behind the lower knob to move the sound
to the front or rear speakers. To increase volume, turn the knob clockwise. Turn it
counterclockwise to decrease volume. The knob is capable of being rotated continuously.
SCAN allows you to listen to stations for a few seconds. The receiver will continue to scan and
momentarily stop at each station until you press the button again. The sound will mute while
scanning. A minimum three second blank gap is required for the player to stop at the beginning
of the selection. Page CD Adapter Kits It is possible to use a CD adapter kit with your cassette
tape player after activating the bypass feature on your tape player. To activate the bypass
feature, use the following steps: 1. With SCV, your audio system adjusts automatically to make
up for road and wind noise as you drive. Set the volume at the desired level. Turn the control
ring behind the upper knob clockwise to adjust the SCV. Page P. SCAN: The preset scan button
lets you scan through your favorite stations stored on your pushbuttons. It will scan through
each station stored on your pushbuttons and stop for a few seconds before continuing to scan
through all of the pushbuttons. Please note that you can also turn the system on when you
insert a compact disc into the player with the ignition on. Insert a disc partway into the slot,
label side up. The player will pull it in. If the radio is turned off, the disc stays in the player and
will resume playing at the point where it stopped. Page The player automatically senses if the
cassette tape is metal or CrO and adjusts for best playback sound. For metal tapes, the double
D symbol will appear on the display. Anytime a cassette tape is inserted, the top side is selected
for play first. It works by using a secret code to disable all radio functions whenever battery
power is removed. Turn the ignition on. LOC will appear on the display. Press MN and will
appear on the display. The longer range, however, can cause stations to interfere with each
other. Cassette tapes should be stored in their cases away from contaminants, direct sunlight
and extreme heat. Page Fixed Mast Antenna 3. The tape symbol on the display will flash for two
seconds. Insert the scrubbing action cleaning cassette. When the cleaning cassette has been
ejected, the cut tape detection feature is active again. Please start with a very important safety
device in your vehicle: Buckle up. Page Drunken Driving Drunken Driving Death and injury
associated with drinking and driving is a national tragedy. Alcohol affects four things that
anyone needs to drive a vehicle: Judgment Muscular Coordination Vision A person who
consumes food just before or during drinking will have a somewhat lower BAC level. Page The
body takes about an hour to rid itself of the alcohol in one drink. No amount of coffee or number
of cold showers will speed that up. A person with even a moderate BAC might not be able to
react quickly enough to avoid the collision. They are the brakes, the steering and the
accelerator. All three systems have to do their work at the places where the tires meet the road.
Page Avoid needless heavy braking. Some people drive in spurts heavy acceleration followed
by heavy braking rather than keeping pace with traffic. This is a mistake. Your brakes may not
have time to cool between hard stops. Your brakes will wear out much faster if you do a lot of
heavy braking. Suddenly an animal jumps out in front of you. You slam on the brakes. A
computer senses that wheels are slowing down. If one of the wheels is about to stop rolling, the
computer will separately work the brakes at each front wheel and at both rear wheels. Page
Steering In Emergencies Speed limit signs near curves warn that you should adjust your speed.
Of course, the posted speeds are based on good weather and road conditions. If you need to
reduce your speed as you approach a curve, do it before you enter the curve, while your front
wheels are straight ahead. If the level of the shoulder is only slightly below the pavement,
recovery should be fairly easy. Ease off the accelerator and then, if there is nothing in the way,
steer so that your vehicle straddles the edge of the pavement. Keep trying to steer and
constantly seek an escape route or area of less danger. You or your passengers could be
injured. Keep cargo below the top of the seatbacks. Unsecured cargo on the load floor can be
tossed about when driving over rough terrain. Know the terrain and plan your route. You are
much less likely to get bad surprises. Get accurate maps of trails and terrain. Try to learn of any
blocked or closed roads. Page Scanning The Terrain Scanning the Terrain road driving can take
you over many different kinds of terrain. You need to be familiar with the terrain and its many
different features. Here are some things to consider. Surface Conditions. Off roading can take
you over hard packed dirt, gravel, rocks, grass, sand, mud, snow or ice. Page Driving on
Off-Road Hills road driving often takes you up, down or across a hill. Page Driving Uphill Once
you decide you can safely drive up the hill, you need to take some special steps. Use a low gear
and get a firm grip on the steering wheel. Get a smooth start up the hill and try to maintain your
speed. If this happens, there are some things you should do, and there are some things you
must not do. What should I do? Leave the vehicle and go get some help. Page If you decide you
can go down a hill safely, then try to keep your vehicle headed straight down, and use a low
gear. Descend slowly, keeping your vehicle under control at all times. If this happens, you have
to decide whether to try to drive across the incline. Here are some things to consider: A hill that

can be driven straight up or down may be too steep to drive across. Page Hard packed snow
and ice offer the worst tire traction. On wet ice, for example, the traction is so poor that you will
have difficulty accelerating. And if you do get moving, poor steering and difficult braking can
cause you to slide out of control. These accumulations can be a fire hazard. After operation in
mud or sand, have the brake linings cleaned and checked. These substances can cause glazing
and uneven braking. Page Night Vision Adjust your inside rearview mirror to reduce the glare
from headlamps behind you. Slow down, especially on higher speed roads. Your headlamps can
light up only so much road ahead. Page Driving too fast through large water puddles or even
going through some car washes can cause problems, too. The water may affect your brakes.
Try to avoid puddles. So much water can build up under your tires that they can actually ride on
the water. When your vehicle is hydroplaning, it has little or no contact with the road. Page City
Driving City Driving One of the biggest problems with city streets is the amount of traffic on
them. Here are ways to increase your safety in city driving: Know the best way to get to where
you are going. Page Freeway Driving Freeway Driving Mile for mile, freeways also called
thruways, parkways, expressways, turnpikes or superhighways are the safest of all roads. But
they have their own special rules. The most important advice on freeway driving is: Keep up
with traffic and keep to the right. Drive at the same speed most of the other drivers are driving.
Reduce your speed according to your speedometer, not to your sense of motion. After driving
for any distance at higher speeds, you may tend to think you are going slower than you actually
are. Or is it just plain falling asleep at the wheel? Call it highway hypnosis, lack of awareness, or
whatever. There is something about an easy stretch of road with the same scenery, along with
the hum of the tires on the road, the drone of the engine, and the rush of the wind against the
vehicle that can make you sleepy. Keep your vehicle in good shape. Page Winter Driving Winter
Driving Here are some tips for winter driving: Have your vehicle in good shape for winter. You
may want to put winter emergency supplies in your vehicle. But wet ice can be even more
trouble because it may offer the least traction of all. You should probably stay with your vehicle
unless you know for sure that you are near help and you can hike through the snow. Here are
some things to do to summon help and keep yourself and your passengers safe: Turn on your
hazard flashers. Page Recreational Vehicle Towing You can run the engine to keep warm, but be
careful. This can cause deadly CO carbon monoxide gas to get inside. CO could overcome you
and kill you. Page Loading Your Vehicle Dust or dirt can enter the back of the transmission
through the opening created by removing the propeller shaft if proper protection is not
provided. Also, check the transmission fluid level before driving the vehicle. When towing your
vehicle, turn the ignition to OFF. To find out the actual loads on your front and rear axles, you
need to go to a weigh station and weigh your vehicle. Put things in the cargo area of your
vehicle. Try to spread the weight evenly. Never stack heavier things, like suitcases, inside the
vehicle so that some of them are above the tops of the seats. Add-On Equipment When you
carry removable items, you may need to put a limit on how many people you carry inside your
vehicle. Use the rear edge of the load floor for measurement purposes. The recommended
location for the cargo center of gravity for the Cargo Weight Rating C is the point where the
mass of a body is concentrated and, if suspended at that point, would balance the Page Trailer
Recommendations You must weigh any accessories, trailer hitches or other equipment you add
to your vehicle. Then, subtract this extra weight from the CWR. This extra weight may shorten
the center of gravity zone for your vehicle. Your dealer can help you with this. If your slide in
camper and its load weigh less than the CWR, the center of gravity zone for your vehicle may
For example, if the trailer is too heavy, the brakes may not work well or even at all. You and your
passengers could be seriously injured. You should always use a sway control if your trailer will
weigh more than 2, lbs. You can ask a hitch dealer about sway controls. Page The following
chart shows how much your trailer can weigh, based upon your vehicle model and options. Axle
Vehicle Max. Trailer Wt. Ratio 2WD 2. Page Weight Of The Trailer Tongue Weight of the Trailer
Tongue The tongue load A of any trailer is an important weight to measure because it affects
the total or gross weight of your vehicle. The Gross Vehicle Weight GVW includes the curb
weight of the vehicle, any cargo you may carry in it, and the people who will be riding in the
vehicle. Here are some rules to follow: If you use a step bumper hitch, your bumper could be
damaged in sharp turns. Then, to move the trailer to the left, just move that hand to the left. To
move the trailer to the right, move your hand to the right. Always back up slowly and, if
possible, have someone guide you. Page Parking On Hills When towing at high altitude on steep
uphill grades, consider the following: Engine coolant will boil at a lower temperature than at
normal altitudes. If you turn your engine off immediately after towing at high altitude on steep
uphill grades, your vehicle may show signs similar to engine overheating. Apply your regular
brakes and hold the pedal down while you: Start your engine; Shift into a gear; and Release the
parking brake. Let up on the brake pedal. They also let police know you have a problem. Your

front and rear turn signal lamps will flash on and off. Press the button on top of the steering
column all the way down to make your front and rear turn signal lamps flash on and off. Page
Jump Starting Jump Starting If your battery has run down, you may want to use another vehicle
and some jumper cables to start your vehicle. But please use the following steps to do it safely.
They can be dangerous because: They contain acid that can burn you. Page 2. Page 5. If they
do, you could get a shock. The vehicles could be damaged too. Before you connect the cables,
here are some basic things you should know. It goes to a heavy unpainted metal part on the
engine of the vehicle with the dead battery. Page Towing Your Vehicle A. Heavy Metal Engine
Part B. Good Battery C. Never tow faster than safe or posted speeds. Never tow with damaged
parts not fully secured. With current trends in automotive styles and design, it is essential that
the correct towing equipment is used to tow a vehicle. Your vehicle can be towed with wheel lift
or car carrier equipment. Stay away from the engine if you see or hear steam coming from it.
The costly repairs would not be covered by your warranty. Coolant Recovery Tank B. Radiator
Pressure Cap C. The coolant level should be at least up to the ADD mark. If you do, you can be
burned. If you run the engine, it could lose all coolant. That could cause an engine fire, and you
could be burned. Coolant contains ethylene glycol and it will burn if the engine parts are hot
enough. When the coolant in the coolant recovery tank is at the ADD mark, start your vehicle.
They are under pressure, and if you turn the radiator pressure cap even a little they can come
out at high speed. Never turn the cap when the cooling system, including the radiator pressure
cap, is hot. You can remove the radiator pressure cap when the cooling system, including the
radiator pressure cap and upper radiator hose, is no longer hot. Turn the pressure cap slowly
counterclockwise until it first stops. If you hear a hiss, wait for that to stop. Page 3. Fill the
radiator with the proper DEX coolant mixture, up to the base of the filler neck. COOL 4. Then fill
the coolant recovery tank to the ADD mark. Page 6. Start the engine and let it run until you can
feel the upper radiator hose getting hot. Watch out for the engine cooling fan. By this time, the
coolant level inside the radiator filler neck may be lower. When the clutch is engaged, the fan
spins faster to provide more air to cool the engine. In most everyday driving conditions the
clutch is not engaged. This improves fuel economy and reduces fan noise. The vehicle can slip
off the jack and roll over you or other people. You and they could be badly injured. Find a level
place to change your tire. To help prevent the vehicle from moving: 1. Page This is the jack
cover for the extended cab. The cover for the regular cab is similar. To remove it, turn the
plastic wing nut counterclockwise. Remove the jack cover. Turn the wing nut counterclockwise
and remove the wheel blocks, jack and wheel wrench. Your spare tire is stored underneath the
rear of your vehicle. Page Turn the wheel wrench counterclockwise to lower the spare tire. Keep
turning the wheel wrench until the spare tire can be pulled out from under the vehicle. When the
tire has been completely lowered, tilt the retainer at the end of the cable and pull it through the
wheel opening. Page Position the bent end of your hub cap removal tool shown , or the chisel
end of your wheel wrench, in the notch of the hub cap and pry off the hub cap. Some of the
molded plastic hub caps have imitation wheel nuts molded into them. Using the wheel wrench,
loosen all the wheel nuts. Turn the jack handle clockwise slightly to raise the jack lift head. Fit
the jack into the appropriate hole nearest the flat tire. If the vehicle slips off the jack, you could
be badly injured or killed. Never get under a vehicle when it is supported only by a jack. Remove
any rust or dirt from the wheel bolts, mounting surfaces and spare wheel. The wheel could
come off and cause an accident. Page yellowblue Use the wrench to tighten the wheel nuts
firmly in a crisscross sequence as shown. Lower the vehicle by turning the jack handle
counterclockwise. Lower the jack completely. This could lead to an accident. Be sure to use the
correct wheel nuts. If you have to replace them, be sure to get new GM original equipment wheel
nuts. Page Follow this diagram to store the underbody A. Wheel Wrench F. Valve Stem Pointed
Down B. Hoist Assembly G. Lower C. Retainer H. Raise D. Spring E. Tire mounted spare. Put the
tire on the ground at the rear of the vehicle, with the valve stem pointed down and to the rear.
Page Return the jack, wheel wrench and wheel blocks to the proper location behind the seat.
Secure the items. Wheel Wrench E. Bolt Location ZR2 B. Bracket F. Wheel Blocks C. Jacking
Instructions Roll and place G. Nut tag behind the H. Check the inflation pressure regularly. It
should be 60 psi kPa. After installing the compact spare on your vehicle, you should stop as
soon as possible and make sure your spare tire is correctly inflated. That will clear the area
around your front wheels. If you have a four wheel drive vehicle, shift into 4HI. Always pull the
vehicle straight out. Never pull on the hooks at a sideways angle. The hooks could break off and
you or others could be injured from the chain or cable snapping back. Page Section 6 Service
and Appearance Care Here you will find information about the care of your vehicle. This section
begins with service and fuel information, and then it shows how to check important fluid and
lubricant levels. There is also technical information about your vehicle, and a part devoted to its
appearance care. Be sure you have sufficient knowledge, experience, the proper replacement

parts and tools before you attempt any vehicle maintenance task. Page If your vehicle is
certified to meet California Emission Standards indicated on the underhood emission control
label , it is designed to operate on fuels that meet California specifications. If such fuels are not
available in states adopting California emissions standards, your vehicle will operate
satisfactorily on fuels meeting federal specifications, but emission control system performance
may be affected. Never use leaded gasoline or any other fuel not recommended in the previous
text on fuel. It burns violently, and that can cause very bad injuries. Keep sparks, flames and
smoking materials away from gasoline. While refueling, hang the cap by the tether from the
hook on the filler door. Page Filling A Portable Fuel Container When you put the cap back on,
turn it to the right clockwise until you hear a clicking sound. Make sure you fully install the cap.
The diagnostic system can determine if the fuel cap has been left off or improperly installed.
These include liquids like gasoline, oil, coolant, brake fluid, windshield washer and other fluids,
and plastic or rubber. You or others could be burned. Battery B. Coolant Recovery Tank C.
Automatic Transmission Dipstick D. Power Steering Reservoir F. Brake Master Cylinder
yellowblue G. Battery D. Engine Oil Fill B. Coolant Recovery Tank E. Automatic Transmission
Dipstick C. Engine Oil Dipstick F. Power Steering Reservoir G. Brake Master Cylinder H. Page
Engine Oil Before closing the hood, be sure all the filler caps are on properly. Then lift the hood
to relieve pressure on the hood prop. Remove the hood prop from the slot in the hood and
return the prop to its retainer. Then pull the hood down firmly to close. Page Checking Engine
Oil Checking Engine Oil Pull out the dipstick and clean it with a paper towel or cloth, then push
it back in all the way. Remove it again, keeping the tip down, and check the level. Do not use
any oil which does not carry this Starburst symbol. These numbers on an oil container show its
viscosity, or thickness. Change the oil and filter every 7, miles 12 km or 12 months occurs first.
Driving a vehicle with a fully warmed engine under highway conditions causes engine oil to
break down slower. To remove either air cleaner, remove the wing nuts that hold the cover on.
Remove the cover and lift out the air filter. Insert a new air filter, then replace the air cleaner
cover. The air cleaner not only cleans the air, it stops flame if the engine backfires. Page If you
do it yourself, be sure to follow all the instructions here, or you could get a false reading on the
dipstick. Too much can mean that some of the fluid could come out and fall on hot engine parts
or exhaust system parts, starting a fire. Page With your foot on the brake pedal, move the shift
lever through each gear range, pausing for about three seconds in each range. Let the engine
run at idle for three minutes or more. Then, without shutting off the engine, follow these steps:
1. Add fluid only after checking the transmission fluid while it is hot. A cold check is used only
as a reference. If the fluid level is low, add only enough of the proper fluid to bring the level up
to the HOT area for a hot check. Page Hydraulic Clutch Check the fluid level only when your
engine is off, the vehicle is parked on a level place and the transmission is cool enough for you
to rest your fingers on the transmission case. Then, follow these steps: 1. Remove the filler
plug. Page Rear Axle When to Check and What to Use Refer to the Maintenance Schedule,
Owner Checks and Services, to determine how often you should check the fluid level in your
clutch master cylinder reservoir and for the proper fluid. Add enough lubricant to raise the level
to the bottom of the filler plug hole. What to Use Refer to the Maintenance Schedule to
determine what kind of lubricant to use. Use care not to overtighten plug. When the differential
is at operating temperature warm , add enough lubricant to raise the level to the bottom of the
filler plug hole. Page Engine Coolant Thermostat Engine coolant temperature is controlled by a
thermostat in the engine coolant system. The thermostat stops the flow of coolant through the
radiator until the coolant reaches a preset temperature. When your engine is cold, the coolant
level should be at ADD, or a little higher. Adding Coolant If you need more coolant, add the
proper DEX coolant mixture at the coolant recovery tank. Page Power Steering Fluid Power
Steering Fluid When to Check Power Steering Fluid It is not necessary to regularly check power
steering fluid unless you suspect there is a leak in the system or you hear an unusual noise. A
fluid loss in this system could indicate a problem. If you will be operating your vehicle in an
area where the temperature may fall below freezing, use a fluid that has sufficient protection
against freezing. It is filled with DOT 3 brake fluid. There are only two reasons why the brake
fluid level in the reservoir might go down. The first is that the brake fluid goes down to an
acceptable level during normal brake lining wear. Page Checking Brake Fluid You can check the
brake fluid without taking off the cap. Just look at the brake fluid reservoir. The fluid level
should be above MIN. Page Brake Adjustment Some driving conditions or climates may cause a
brake squeal when the brakes are first applied or lightly applied. This does not mean something
is wrong with your brakes. Properly torqued wheel nuts are necessary to help prevent brake
pulsation. When tires are rotated, inspect brake pads for wear and evenly torque wheel nuts in
the proper sequence to GM specifications. Open the hood. Remove the black retainer clips by
lifting up. Pull the headlamp assembly out. Unplug the electrical connector. Turn the bulb

assembly counterclockwise to remove it. Put the new bulb assembly into the headlamp
assembly and turn it clockwise until it is tight. Page Piece Composite Headlamp System 1. Pull
the headlamp lens assembly out. Twist the bulb socket counterclockwise to remove it from the
headlamp assembly. Pull the bulb straight out to remove it from the socket. Page 4. Turn the
harness bulb socket counterclockwise to remove it. Push the new bulb into the socket until it
snaps into place. Put the socket into the lamp assembly and turn it clockwise until it is tight.
Remove the bulb. Install a new bulb. Replace the lens. Install and tighten the screws. This wire
should be used to install a center high stoplamp in the cap or camper. Page Windshield Wiper
Blade Replacement Windshield Wiper Blade Replacement Windshield wiper blades should be
inspected at least twice a year for wear and cracking. Press down on the blade assembly pivot
locking tab. Pull down on the blade assembly to release it from the wiper arm hook. Remove the
insert from the blade assembly. The insert has two notches at one end that are locked by
bottom claws of the blade assembly. Put the blade assembly pivot in the wiper arm hook. Pull
up until the pivot locking tab locks in the hook slot. Carefully lower the wiper arm and blade
assembly onto the windshield. Tires Your new vehicle comes with high a leading tire
manufacturer. Any time you notice unusual wear, rotate your tires as soon as possible and
check wheel alignment. Also check for damaged tires or wheels. When you change a wheel,
remove any rust or dirt from places where the wheel attaches to the vehicle. Page Buying New
Tires The tire has a bump, bulge or split. This applies only to vehicles sold in the United States.
The grades are molded on the sidewalls of most passenger car tires. Page Wheel Alignment
And Tire Balance Warning: The temperature grade for this tire is established for a tire that is
properly inflated and not overloaded. Excessive speed, underinflation, or excessive loading,
either separately or in combination, can cause heat buildup and possible tire failure. Wheel
Alignment and Tire Balance The wheels on your vehicle were aligned and balanced carefully at
the factory to give you the longest tire life and best overall performance. Page Tire Chains
NOTICE: The wrong wheel can also cause problems with bearing life, brake cooling,
speedometer or odometer calibration, headlamp aim, bumper height, vehicle ground clearance
and tire or tire chain clearance to the body and chassis. If you have other size tires, use tire
chains only where legal and only when you must. Page Special Fabric Cleaning Problems
Special Fabric Cleaning Problems Stains caused by such things as catsup, coffee black , egg,
fruit, fruit juice, milk, soft drinks, vomit, urine and blood can be removed as follows: 1. Carefully
scrape off excess stain, then sponge the soiled area with cool water. Page Cleaning Leather
Cleaning Leather Use a soft cloth with lukewarm water and a mild soap or saddle soap and wipe
dry with a soft cloth. Then, let the leather dry naturally. Do not use heat to dry. For stubborn
stains, use a leather cleaner. See your dealer for this product. Page Cleaning The Outside Of
Your Vehicle Cleaning the Outside of the Windshield and Wiper Blades If the windshield is not
clear after using the windshield washer, or if the wiper blade chatters when running, wax, sap or
other material may be on the blade or windshield. NOTICE: When applying a tire dressing
always take care to wipe off any overspray or splash from all painted surfaces on the body or
wheels of the vehicle. Petroleum based products may damage the paint finish and tires. Page
Underbody Maintenance Underbody Maintenance Chemicals used for ice and snow removal and
dust control can collect on the underbody. If these are not removed, accelerated corrosion rust
can occur on the underbody parts such as fuel lines, frame, floor pan and exhaust system even
though they have corrosion protection. You can see it if you look through the windshield from
outside your vehicle. Some add on electrical equipment can keep other components from
working as they should. Page Fuses And Circuit Breakers Fuses and Circuit Breakers The
wiring circuits in your vehicle are protected from short circuits by a combination of fuses and
circuit breakers. This greatly reduces the chance of fires caused by electrical problems. Look at
the silver colored band inside the fuse. If the band is broken or melted, replace the fuse. Tire
Pressure.. If the air conditioning system in your vehicle needs refrigerant, be sure the proper
refrigerant is used. Normal Maintenance Replacement Parts Replacement part numbers listed in
this section are based on the latest information available at the time of printing and are subject
to change. Page Section 7 Maintenance Schedule This section covers the maintenance required
for your vehicle. Your vehicle needs these services to retain its safety, dependability and
emission control performance. The Plan supplements your new vehicle warranties. See your
Warranty and Owner Assistance booklet, or your dealer for details. Introduction Your Vehicle
and the Environment Proper vehicle maintenance not only helps to keep your vehicle in good
working condition, but also helps the environment. You may drive very short distances only a
few times a week. Or you may drive long distances all the time in very hot, dusty weather. This
is particularly important when outside temperatures are below freezing. Spark Plug
Replacement. Every , Miles km : Cooling System Service or every 60 months, whichever occurs
first. These intervals only summarize maintenance services. Chassis Lubrication or every 12

months, whichever occurs first. Drive Axle Service. Tire Rotation. Every 15, Miles 25 km :
Automatic Transmission Service severe conditions only. The services shown at , miles km
should be performed at the same interval after , miles km. An Emission Control Service.
Lubricate chassis components or every 3 months, whichever occurs first. See footnote. Check
constant velocity joints and axle seals for leaking. Replace filter if necessary. For Two Wheel
Drive vehicles only: Clean and repack the front wheel Rotate tires. Replace fuel filter. See
footnote Replace air cleaner filter. Change automatic transmission fluid and filter if the vehicle
is mainly driven under one or more of these conditions: â€” If you do not use your vehicle under
any of these conditions, change the fluid and filter every 50, miles 83 km. Replace spark plugs.
Lubricate chassis components or every 12 months, whichever occurs first. Inspect fuel tank,
cap and lines for damage or leaks. Inspect fuel cap gasket for any damage. Inspect hoses. Clean
radiator, condenser, pressure cap and neck. Pressure test the cooling system and pressure cap.
Page Part B: Owner Checks And Services Part B: Owner Checks and Services Listed in this part
are owner checks and services which should be performed at the intervals specified to help
ensure the safety, dependability and emission control performance of your vehicle. Be sure any
necessary repairs are completed at once. Whenever any fluids or lubricants are added to your
vehicle, make sure they are the proper ones, as shown in Part D. Replace blade inserts that
appear worn or damaged or that streak or miss areas of the windshield. Weatherstrip
Lubrication Silicone grease on weatherstrips will make them last longer, seal better, and not
stick or squeak. If it does, you or others could be injured. Follow the steps below. Before you
start, be sure you have enough room around the vehicle. With a manual transmission, the key
should turn to LOCK only when you press the key release button. Page Part C: Periodic
Maintenance Inspections Part C: Periodic Maintenance Inspections Listed in this part are
inspections and services which should be performed at least twice a year for instance, each
spring and fall. Page Throttle System Inspection Throttle System Inspection Inspect the throttle
system for interference or binding, and for damaged or missing parts. Replace parts as needed.
Replace any components that have high effort or excessive wear. Do not lubricate accelerator
and cruise control cables. Page Part E: Maintenance Record Part E: Maintenance Record After
the scheduled services are performed, record the date, odometer reading and who performed
the service in the boxes provided after the maintenance interval. Page Section 8 Customer
Assistance Information Here you will find out how to contact Chevrolet if you need assistance.
This section also tells you how to obtain service publications and how to report any safety
defects. Page Customer Satisfaction Procedure Customer Satisfaction Procedure Your
satisfaction and goodwill are important to your dealer and to Chevrolet. Sometimes, however,
despite the best intentions of all concerned, misunderstandings can occur. That is why we
suggest you follow Step One first if you have a concern. As the owner of a Chevrolet,
membership in Roadside Assistance is free. Roadside Assistance is available 24 hours a day,
Page Canadian Roadside Assistance Courtesy Transportation will be offered in conjunction
with the coverage provided by the Bumper to Bumper New Vehicle Limited Warranty to eligible
purchasers of Chevrolet passenger cars and light duty trucks. Please see your selling dealer for
details. Page Courtesy Transportation Transportation Options Warranty service can generally
be completed while you wait. However, if you are unable to wait Chevrolet helps minimize your
inconvenience by providing several transportation options. Depending on the circumstances,
Page Section 9 Index ccessory Power Outlets Page Brakes Adjustment Anti Lock Master
Cylinder. Page Coolant Heater, Engine Courtesy Transportation Cruise Control. Page Exhaust,
Engine Exit Lighting Express Down Window Page Hearing Impaired, Customer Assistance
Heated Outside Rearview Mirrors Heating Page Lights Anti Lock Brake System Warning. Normal
Maintenance Replacement Parts dometer. Page Rearview Mirror Reclining Front Seatbacks
Recovery Hooks. Page Signaling Turns Skidding Sliding Rear Windows. Page Trailer Continued
Recommendations Safety Chains Tongue Weight. Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. Please expect shipping and customer service delays. We appreciate your
patience and continued support. Product View Product Details. Product ABP. All American Billet
universal billet aluminum dash knobs. These knobs are precision machined from T6 billet
aluminum and feature a polished finish. Set screw included. Product ABS. These knobs are
precision machined from T6 billet aluminum and feature a durable black anodized finish with
polished accents. Set screw Product ABB. These knobs are precision engineered from T6 billet
aluminum and feature a black anodized finish. Product AB These knobs are precision
engineered from T6 billet aluminum and feature a machined finish. Product AMJ. AutoMeter
Sport Comp gauges feature the trademarked competition appearance and rugged reliable
performance that AutoMeter gauges are known for. Housed within a satin anodized Super Bezel,
black dials with white numbers and Product AMM. Ultra-Lite gauges are the hottest instruments

in motorsports. All Ultra-Lite gauges feature aluminum construction that greatly reduces weight
while satin anodized Super Bezels and dials with black numbering and increments Product AM
Auto Meter Carbon Fiber gauges give your interior the complete look of rapid acceleration even
when the car isn? The clean, racy look of a crisp anodized aluminum bezel, an actual carbon
fiber dial face, silver Auto Meter Phantom gauges are race quality mechanisms featuring a
subtle black bezel with stark white dials, bright orange pointers and perimeter incandescent
lighting that make this extensive high performance line easy to AutoMeter Ultra Lite II gauges
feature satin anodized Super Bezels and dials with black numbering and increments, white
"through-the-dial" patented LED lighting technology and glowing red pointers for superior
visibility Auto Meter Ultra Lite II gauges feature satin anodized Super Bezels and dials with
black numbering and increments, white "through-the-dial" patented LED lighting technology
and glowing red pointers for superior visibility These gauges feature satin anodized Super
Bezels and feature white gauge faces with black numbering and increment markers accented by
a Whether it is oil, fuel, or boost pressure, incorrect pressure is one of the most catastrophic
scenarios that can happen. Knowing the precise pressure is critical to both its longevity and
performance, as well as your peace Traditionally, paring the proper fuel level level gauge to the
application could be a more difficult task than it needed to be. Engines and transmissions don?
Heat is the enemy of performance and reliability. Keep tabs on your temps with the most
accurate, quickest responding temperature gauge Keeping track of the vacuum and boost on
your forced induction application is critical for extracting the most power safely while keeping
your engine in the powerband. AutoMeter Cobalt gauges feature bright anodized Super Bezels
and black dials with blue accents and white lettering. Auto Meter Cobalt gauges feature bright
anodized Super Bezels and black dials with blue accents, white numbering and increments,
cobalt blue "through-the-dial" patented LED lighting technology and glowing orange pointers
for Auto Meter NV gauges feature bright anodized Super Bezels and white dials with black
numbering and increments, intense green "full-dial" patented LED lighting technology and
glowing orange pointers for superior visibility. Auto Meter ES gauges feature black satin Super
Bezels and black dials with white numbering and increments, intense red "through-the-dial"
patented LED lighting technology and glowing red pointers for superior visibility. Auto Meter's
ES gauges feature black satin Super Bezels and black dials with white numbering and
increments, intense red "through-the-dial" patented LED lighting technology and glowing red
pointers for superior visibility. Close Notification. Toll Free 1. Select Year All Years Select Make
All Makes. Select Model All Models. View As: Grid Detail. Ultra-Lite 7. Hg Electronic Vacuum
Gauge. Hg Mechanical Vacuum Gauge. All Categories Dash Components. General Information.
If you continue to have problems with this form, please contact us during normal business
hours. For more information go to We've Made a Site Update. Refresh to the latest version.
Retrieve quote. Track order. Sign In or Cr
vehicle repair guides
yamaha ignition switch wiring diagram
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eate Account. Every Purchase Supports. Texas Relief Efforts. Select your vehicle. Chevrolet
S10 Dash Cover. Select your vehicle year. Refine by:. Dash Cover part. Shop Chevrolet S10
Dash Cover. Showing 1 - 15 of results. Display item:. Sort by:. Vehicle Info Required to
Guarantee Fit. Core Charge. Add to cart. Page 1 of 7 Showing 1 - 15 of results. Jun 10, Removed
and sanded both sides and used loc tite caulking and applied pressure for a couple days. Now it
looks great. Purchased on Aug 11, May 02, The mock up fits perfectly. High quality product and
you can tell they take time to package it well. Also come with silicone to install. Purchased on
May 02, Helpful Automotive Resources. They become shiny, which can create a glare on the
windshield and impair your vision. The odor they emit can also make you and your passengers
sick. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use.
Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

