2000 chevy malibu pcm location

The computer in your Chevrolet is an on-board diagnostic computer that generates and stores
error codes. These error codes don't always indicate that there is an actual component failure,
though. Error codes are generated when maintenance is required as well as when there is a
component failure or malfunction. Once you've fixed the problem or have performed the
required maintenance, you need to reset the Chevrolet's computer. To do this, you need a
special tool called an OBD scan tool, which has the ability to reset the vehicle's diagnostic
computer, clear all error codes, and shut off the warning and check-engine lights. Locate the
OBD port to the left of the fuse panel. You may need to remove the fuse panel cover to access
this on some Chevy vehicles. The port will look like an electrical connector port that accepts an
elongated pinned electrical connector. Plug the electrical connector from the OBD tool into the
port next to the fuse panel. Press "reset" or wait for the check engine and other warning lights
to shut off if your scan tool automatically clears diagnostic codes. I am a Registered Financial
Consultant with 6 years experience in the financial services industry. I am trained in the
financial planning process, with an emphasis in life insurance and annuity contracts. I have
written for Demand Studios since Step 1 Locate the OBD port to the left of the fuse panel. Step 2
Plug the electrical connector from the OBD tool into the port next to the fuse panel. Step 3 Turn
the ignition key to the "II" position. Chevrolet Malibu owners have reported 15 problems related
to automatic transmission control module under the power train category. The most recently
reported issues are listed below. Also please check out the statistics and reliability analysis of
Chevrolet Malibu based on all problems reported for the Malibu. Transmission gear slips
changes on own try to accelerate stalls downshifts stalls also transmission control module
been told will happen when trying to speed up or complete stop or reverse the turning signals
will have to be manually stopped interfering with driving barley make. Sound sometimes forget
the are on still cruise control totally waked out does what ever it want speed or slows on own I
do know of one current recall I've made several attempts to call w no return messages the
transmission control module need replaced because the solenoids keep getting stuck mine also
the core fee for this is unbelievable for the core fee. These gm transmission issues are
everywhere. Why are the no recalls. This is very unsafe shift failure 45ph to 15ph in a sec. Or
nothing the dealerships are very hard to deal with if you just want a part or info a transmission
control module part recall 14v dellen Chevrolet made a few calls w no response to schedule
been 7 days now. Stanley Chevrolet penalton in. Justin would not allowe a part to me unless So
there's much more the transmission and solenoids in theses cars should be recalled or flashed
fixed and if u read it's been going on since and now the new and newer one still same problems
I've had to stop oil over restart car put in neutral to shift rpms get high I live in a small town
walkers to diners etc. Needs attn into. See all problems of the Chevrolet Malibu. Wiring issues
replaced everything new it the charging department 2 times and the problems kept arising thus
the computer the pcm fired so idk what went wrong but it's something that needs to be
discussed I will never own another Chevrolet car. Transmission computer tcm failed at 87,
miles. Part had to be replaced and reprogrammed. The contact owns a Chevrolet Malibu. After
fueling the vehicle, the contact started the engine and the gear shifter moved, but the gear
indicator letters did not illuminate and the vehicle did not engage in gear. The vehicle had to be
towed to the dealer jimmy gray Chevrolet in south haven, mississippi where it was diagnosed
that the tcm caused the gears to go into default mode, which caused the vehicle to lose
acceleration. According to the dealer, the vehicle was repaired; however, when the accelerator
pedal was depressed the vehicle jerked violently. The manufacturer was notified of the failure
and case number: was filed. The VIN was invalid. The approximate failure mileage was 49, While
driving approximately 20 mph, the power seized. The vehicle was able to restart after several
attempts. The vehicle was taken to the dealer where it was diagnosed that the brake booster and
pcm wiring needed to be replaced. The vehicle was repaired. The manufacturer was not notified
of the failure. The approximate failure mileage was 17, The VIN was not included. When hooked
up to the computer it threw the code transmission control module. The car is stuck in one gear,
sometimes it is 1st gear sometimes it is 5th gear. You never know when you start the car
andealers take off what gear it will be in. I was driving through the intersection and the vehicle
just stopped while going about mph. The check engine light came on and I attempted to push
the vehicle. The abs has engaged and the vehicle would not move. Until giving gas and letting
vehicle rev up to 4, rpm it jumped into gear and began to drive normal again. Now the vehicle
drives but revs at gear and then just slows down, there were 13 fault reads from cpu which were
all transmission control module fault and cpu malfunction. This happened out of no where and
standard maintenance does get performed. I am told my warranty expired 2 months ago
because they said that's the month it went to the dealership. I thought it went off when the
vehicle was driven off the lot. I am due to pcs in 56 days to a new duty station and now my
family and I are in a bind, I love Chevrolet but I am at a loss right now with a very unsafe vehicle

that will drive fine and out of no where rev up and just stop. This is a follow-up to odi
confirmation number: where the vehicle would completely shut off without warning. All powered
functions were lost. The display screen would signal: "engine disabled. For peace of mind and
of course, reasons of personal safety, we hope that this is the problem. The contact stated that
the vehicle decelerated when the acce;erator pedal was engaged and the engine light
illuminated. The vehicle was taken to a dealer. The technician diagnose that the input speed
sensor and transmission control module needed to be replaced. The vehicle was not repaired.
The manufacturer was made aware of the failure. The failure mileage was 71, and the current
mileage was unknown. My husband was driving 65mph down hwy 75 and the engine just shut
down, rolled to a stop and after a little while he got it started and we went on down the road. The
next two weeks when driving, the car would just die and I would have to wait a bit to get it
started. After dying in heavy traffic I took it to armbruster motor CO. In falls city nb. Where they
said it was the ignition and put a new one on. Coming home going 60mph and nearing a curve
the car died and locked up and I almost had a wreck. Armbruster motor took it back and put
these parts on. Also parts: 1each bulb, and 1 each bulb. Is this a manufacture defect? I feel that
everyone should be warned about the chev malfunctions and how your life is one the line when
you take a chev on the highway. I was driving on the highway and out of no where the check
engine light came on. My car than started to jerk like it was running out of oxygen, the car felt
like it didn't want to shift in gear. I have been ripped off in a car payment that's more than the
car is worth. Consumer writes in regards to transmission recall notice and seeks
reimbursement for repairs. The consumer stated the transmission would shift erratically and it
also slipped at times. The solenoid and tcm were replaced. The contact stated that when she
turned the ignition on the enhanced traction system warning light, the engine light, and the
service light came on. The car would start and all of the dashboard features would work, but the
car would not shift into the reverse or drive gears. The contact stated she could put the car in
the drive gear and it would not drive. The car began to jerk and shake without the contact
adding pressure to the accelerator pedal, and the rpm level increased. The contact stated that
the vehicle has never done this before. The weather was really cold and there were snow
flurries, but no accumulation. I purchased my car at robbins Chevrolet in houston, TX in I also
purchased an extended warranty. I had been having acceleration problems with the car from the
start. Last month the car would not start. I took it to robbins and they said it was the pcm
module, which is under warranty. They said the pcm that was in my vehicle was not for a chevy
Malibu. Robbins said the pcm was for a pontiac, which is a gm product. Robbins wants us to
pay for the pcm which is under warranty. I should not have to pay for a part that is under
warranty. The part could have came from the factory or switched at the dealership. Do I need to
take leagal action to get this problem solved??? Car Problems. Power Train problems.
Automatic Transmission problems. Transmission Failure problems. Transmission Not Go Into
Gear problems. Vehicle Shudder problems. Noises During Shifting problems. Automatic
Transmission Control Module problems. Transmission Noise problems. Transmission Slip Out
Of Gear problems. Transmission Gear Slipping problems. Forgot Your Password? As part of
your membership, you will receive email notifications about our deals. You may unsubscribe at
any time. JavaScript seems to be disabled in your browser. You must have JavaScript enabled
in your browser to utilize the functionality of this website. In addition to this, your unit will come
flashed to its most recent updates which will enhance its fuel economy and optimize the
performance of your vehicle. Our experienced staff of in-house mechanics utilize off-board
testing to ensure each and every unit passes stringent quality control tests to ensure that they
are working at peak performance. No additional programming will be required upon installation.
Chevrolet Malibu ECM is programmed to accept your original keys. This will enable your vehicle
to start immediately after a simple key cycling procedure. No locksmith will be required to
program your keys. Replacing your module can now be done in the comfort of your own
driveway allowing you to avoid costly dealership rates and avoid the inconvenience of towing
your vehicle to a mechanic. From amateur to master technicians, installation has never been
easier! During the checkout process, please enter it in the text box labeled "VIN" located in the
Additional Information section. Not a problem, you can send it to us later by e-mail admin
fs1inc. Each unit is prepared, individually inspected, fully refurbished, and quality control tested
by our certified in-house mechanics. All testing and refurbishing is done entirely in house so no
unit leaves our facility without proper inspection. This allows us to provide units that are
superior in quality at an unbeatable price! All items come with a lifetime warranty. Returns must
be in original condition and be accompanied by a Return Merchandise Authorization RMA
otherwise the return will be deemed unauthorized. Unauthorized returns will not be processed
and will be held for no more than 45 days after receipt. Electrical parts are tested prior to
purchase and if returned, all units will be inspected for burnt components, physical damage and

water damage. Returns will be processed in the order received and may have a greater handling
time than order processing. Buyer must activate warranty within 20 days of receipt to be valid.
Returns received after 30 days from the date of original purchase include an option for an
exchange or in-store credit. Unless otherwise expressly provided, in-store credit is subject to
the return fees when the unit is free of defect which shall be determined solely by Seller. NO
replacement shall be issued until receipt of return. This transaction shall be deemed to have
been made in the State of New York and the validity, interpretation and performance shall be
governed by New York laws, without giving effect to conflict of laws principles. Exclusive
jurisdiction and venue over any disputes arising out of or in connection with this transaction
shall be in Nassau County, New York. After one claim, the warranty is exhausted. Buyer hereby
understands, acknowledges, agrees and accepts all of the terms set forth herein upon purchase
and that the terms set forth herein shall be controlling. New Customers. Create an Account. Not
a member? Back to login page. Add to Cart. Engine Computer fitting all Chevy Malibu models.
Compatibility will vary for these units, please review the list below to ensure it will fit your
vehicle. The pictures above are stock photos and not photos of the actual part you will receive
but represent an example of the unit. Product Details. All items have a full business day Mon.
EST, will be shipped that same day. EST, will be shipped the following business day. Shipping
times within the country vary but are generally between shipping days Mon. Customers will be
notified of any delay via email. What is your Return Policy? All returns for money back must be
received by Seller within 30 days from the date of original purchase. All purchases include a
lifetime warranty. Many other control module suppliers charge users a fee to return their old
unit. Keep this in mind when comparing prices with other sites. A VIN is composed of 17
characters digits and capital letters that act as a unique identifier for the vehicle. VIN numbers
can be used to track recalls, registrations, warranty claims, thefts and insurance coverage. In
our case, the VIN is used to identify the correct module for a particular vehicle. You can find the
VIN 17 digit identification number engraved at the bottom corner of the drivers side windshield
or inside the drivers door. It can also be found on the title, registration or insurance card of the
vehicle. Customer Reviews. It was so stressful when the V8 engine in my Ram would die
randomly and not restart. I tried a cam and a crank sensor with no luck. I then ordered an engine
control module from Flagship One, Inc. I have now traveled 6, trouble free miles. Thank you
FS1! I really liked the ease of getting a replacement pcm that was already flashed to the vehicle.
This is a great company. Clear communication and tracking information on part delivery. I will
buy from them in the future. I tried 4 PCM rebuilders before the owner of the car found your site.
I needed a Body Control Module for a Chrysler. I talked to a tech named Bono and he told me
that the BCM was already programed and ready to go. DiMatties Automotive. Great service , fast
service , friendly. Very user friendly and affordable Thank you for all your help.. Jeep had been
sitting around for years and no one could get it to run. My dad and I diagnosed it, thought it
needed a new PCM No complaints from me! Awesome service and awesome product. Very
affordable and a very nice inventory. I have yet to find a PCM that they didn't have. Look-up is
easy and i haven't had a single issue with any aspect of the purchase after ordering quite a few
modules. The shipping time is very good too and best of all they don't require a core to be
shipped back which makes the whole experience hassle-free. Full Name. Phone Number. Email
Address. Modern cars rely on computers to manage their various systems. It also means you
get better gas mileage and performance since computers can make adjustments on the fly to
compensate for changes in temperature, humidity, and road conditions. The disadvantage?
Computers are a pain in the rear to diagnose. There are other things that could be causing these
symptoms. For example, poorly-inflated tires can cause a drop in gas mileage, and hard starting
can be caused by a weak battery or failing starter. Now, before you start doing any surgery on
your car, the first thing to do is to check for rust or a disconnected wire. Reconnect any loose
wires if necessary. It should read at least The reason this is important is that low voltage can
cause certain sensors to fail, depriving your PCM of the input it needs to make correct
adjustments. This can be incredibly helpful in solving many mechanical and electrical problems
since you can use these codes to narrow down which systems are causing the failure.
Hopefully, you had some success with the previous step, because this is where things can get
tricky. You need to check the sensors that are connected to your PCM, as well as the wires that
connect them. Perform a visual inspection of these wires, as well as checking them with a
multimeter. If all else fails, or to confirm some repairs, you may need to try running your vehicle
with a replacement PCM. Ensure that the PCM is the correct version not just for your make and
model, but for the same year as well. For more information on what SoloPCMs can do for you,
contact us via our web form, or call us at Our technicians have decades of combined experience
and are ready to help with any issues you may have. Sign up for the latest offers, news updates
and more. Related Posts. From timing to tire pressure, you had to k A P code is one of many

universal error codes that your car may generate. If you see this code o Mitsubishi Toyota
Chevrolet Plymouth. Solo Auto Electronics. Full Name. Phone Number. Email Address. When
conditions change, the ECM will automatically make adjustments in real-time. That is why it is
so important to recognize the symptoms of ECM failure. The ECM controls a number of
systems, but the most important ones for our purposes are the air to fuel ratio, the engine
timing. It also controls the transmission in automatic transmission vehicles, and valve timing on
vehicles with variable valve timing. This is superior to old, mechanical systems, where you had
to adjust the carburetor from time to time or have the engine timing tuned. When an issue
arises, the ECM will log an error code that lets you know the source of the problem. This can be
advantageous since you can determine the exact cause of failure. The most common source of
ECM failure is in one of the wiring harnesses. If the wires to the transmission or fuel injectors
become corroded, they can lose conductivity, leading to a failure. Fortunately, these issues can
usually be resolved by replacing the corroded wires. If one of the wires shorts out to the frame,
the ECM may fail entirely. This can also happen due to power surges due to a lightning strike or
arc welding on the vehicle frame. Installing a new starter can also cause ECM failure. This is
because they often bypass the surge protector on the ECM, leading to a power surge when you
start the vehicle. The same thing can happen if you get your wires crossed while jumping your
car. A failing battery can also cause ECM failure. In this situation, replacing your battery will
usually solve the problem. Here are the four most common symptoms of a bad ECM computer:.
There are many reasons your Check Engine light can turn on. These range from emissions
problems to faulty O2 sensors to problems with the ECM. The only way to be sure is to visit a
mechanic with the proper computer. Of course, there are other reasons a car may not start,
including a bad starter or a blown alternator. Since the ECM controls your air to fuel ratio and
transmission, a faulty unit can cause your gas mileage to drop through the floor. It can also
make your car sluggish, or give you trouble when going up hills or suddenly accelerating. If
your vehicle used to run well but is suddenly having problems in these areas, you probably
have a faulty ECM. Check with your mechanic to be sure, but replacing your ECM will usually
solve these problems. This applies to automatic transmission vehicles only. Your ECM also has
sensors on the radiator, the air filter, the vacuum pipe, the throttle body, the camshaft, and the
crankshaft. In these cases, though, the problem is usually with the sensors, and not with the
ECM. Replacing the faulty sensors should resolve your issue. If you already have a mechanic
you trust, take their advice. Our specialty is in providing the highest quality used, repaired and
remanufactured control modules on the market at an affordable price. For expert advice, contact
one of our specialists today. We are happy to help and answer any questions you may have.
Sign up for the latest offers, news updates and more. Related Posts. Replacing vs Repairing
Engine Control Mo Mitsubishi Toyota Chevrolet Plymouth. Solo Auto Electronics. Quick Links
Download this manual. Table of Contents. Automobile Chevrolet Camaro Owner's Manual
pages. If you do this, it will help you learn about the features and controls for your vehicle.
Many times, this damage would not be covered by your warranty, and it could be costly. You
can also learn about some things you should not do with air bags and safety belts. Page Seats
And Seat Controls Seats and Seat Controls This section tells you about the seats them and also
about reclining seatbacks and head restraints. This button allows you to move the seat up,
down, forward and backward. It will also move the front of the seat up or down and the rear of
the seat up or down. Page Reclining Front Seatbacks Reclining Front Seatbacks To adjust the
seatback, lift the lever located on the outer side of the seat and move the seatback to where you
want it. Release the lever and ensure the handle returns to the original position and the
seatback is securely locked. It also tells you some things you should not do with safety belts.
Page 20 Put someone on it. Get it up to speed. Then stop the vehicle. Page 21 The person keeps
going until stopped by something. In a real vehicle, it could be the windshield With safety belts,
you slow down as the vehicle does. You get more time to stop. You stop over more distance,
and your strongest bones take the forces. Page 24 3. Pick up the latch plate and pull the belt
across you. The shoulder belt may lock if you pull the belt across you very quickly. If this
happens, let the belt go back slightly to unlock it. Then pull the belt across you more slowly.
Page 25 The lap part of the belt should be worn low and snug on 5. To make the lap part tight,
pull down on the buckle the hips, just touching the thighs. In a crash, this applies end of the belt
as you pull up on the shoulder belt. Page 26 Shoulder Belt Height Adjuster Before you begin to
drive, move the shoulder belt adjuster to the height that is right for you. You can move the
adjuster up just by by pushing up on the shoulder belt guide. The shoulder belt is too loose. In a
crash, you would move forward too much, which could increase injury. The belt is buckled in
the wrong place. In a crash, the belt would go up over your abdomen. The belt forces would be
there, not at the pelvic bones. The shoulder belt is worn under the arm. It should be worn over
the shoulder at all times. In a crash, your body would move too far forward, which would

increase the chance of head and neck injury. The belt is twisted across the body. If a belt is
twisted, make it straight so it can work properly, or ask your dealer to fix it. The belt should go
back out of the way. Before you close the door, be sure the belt is out of the way. If you slam the
door on it, you can damage both the belt and your vehicle. For pregnant women, as for anyone,
the key to making safety belts effective is wearing them properly. Safety belts help keep you in
position before and during a crash. Page 34 There is an air bag readiness light on the
instrument panel, which shows the air bag symbol. The system checks the air bag electrical
system for malfunctions. The light tells you if there is an electrical problem. CAUTION: If
something is between an occupant and an air bag, the bag might not inflate properly or it might
force the object into that person. The path of an inflating air bag must be kept clear. Page 36
When should an air bag inflate? An air bag is designed to inflate in a moderate to severe frontal
or near frontal crash. Page 37 What will you see after an air bag inflates? After an air bag
inflates, it quickly deflates, so quickly that some people may not even realize the air bag
inflated. Accident statistics show that unbelted people in the rear seat are hurt more often in
crashes than those who are wearing safety belts. Page 40 If the belt stops before it reaches the
buckle, tilt the 3. To make the lap part tight, pull down on the buckle latch plate and keep pulling
until you can buckle it. Pull up on the latch plate to make sure it is secure. Page 41 The lap part
of the belt should be worn low and snug on the hips, just touching the thighs. In a crash, this
applies force to the strong pelvic bones. If you slid under it, the belt would apply force at your
abdomen. When installed on a shoulder belt, the comfort guide pulls the belt away from the
neck and head. Page 43 2. Slide the guide under and past the belt. The elastic cord must be
under the belt. Then, place the guide over the belt, and insert the two edges of the belt into the
slots of the guide. Be sure that the belt is not twisted and it lies flat. The elastic cord must be
under the belt and the guide on top. Page Center Passenger Position 4. Make sure that the
shoulder belt crosses the shoulder. Page Lap Belt Lap Belt When you sit in the center seating
position, you have a lap safety belt, which has no retractor. To make the belt longer, tilt the latch
plate and pull it along the belt. To make the belt shorter, pull its free end as shown until the belt
is snug. Page Children Children Everyone in a vehicle needs protection! That includes infants
and all children smaller than adult size. Neither the distance traveled nor the age and size of the
traveler changes the need, for everyone, to use safety restraints. In fact, the law in every state in
the United States and in every Canadian province says children up to some age must be
restrained while in a vehicle. The instructions for the restraint will say whether it is the right
type and size for your child. Page Child Restraints Child Restraints Every time infants and
young children ride in vehicles, they should have protection provided by appropriate restraints.
What are the different types of add child restraints? Page 50 A rear facing infant restraint B
positions an infant to face the rear of the vehicle. Rear facing infant restraints are designed for
infants of up to about 20 lbs. Page 51 A forward facing child restraint C E positions a child
upright to face forward in the vehicle. These forward facing restraints are designed to help
protect children who are from 20 to 40 lbs. This is because the back of the rear facing child
restraint would be very close to the inflating air bag. Always secure a rear facing child restraint
in a rear seat. See the earlier part about the top strap if the child restraint has one. Page 55 Tilt
the latch plate to adjust the belt if needed. Buckle the belt. Make sure the release button is
positioned so you would be able to unbuckle the safety belt quickly if you ever had to. Page 56
4. To tighten the belt, pull up on the shoulder belt while you push down on the child restraint.
Page 57 1. Make the belt as long as possible by tilting the latch plate and pulling it along the
belt. Put the restraint on the seat. The child restraint instructions will show you how. It will be
ready to work for an adult or larger child passenger. Never put a rear facing child restraint in
this seat. Page 59 Tilt the latch plate to adjust the belt if needed. Page Larger Children 5. You
may find it helpful to use your knee to push down on the child restraint as you tighten the belt.
Page 61 Accident statistics show that children are safer if they are restrained in the rear seat.
But they need to use the safety belts properly. Here a child is sitting in a seat that has a
shoulder belt, but the shoulder part is behind the child. If the child wears the belt in this way, in
a crash the child might slide under the belt. When you go in to order it, take the heaviest coat
you will wear, so the extender will be long enough for you. Page 64 Section 2 Features and
Controls Here you can learn about the many standard and optional features on your vehicle,
and information on starting, shifting and braking. Also explained are the instrument panel and
the warning systems that tell you if everything is working properly and what to do if you have a
problem. A child or others could be badly injured or even killed. They could operate the power
windows or other controls or even make the vehicle move. If you need a new key, go to your
dealer for the correct key code. Passengers especially children open the doors and fall out.
Outsiders can easily enter through an unlocked door when you slow down or stop your vehicle.
Page Rear Door Security Locks Power Door Locks If Equipped With the power door locks, you

can unlock or lock all of the doors of your vehicle from the driver or front passenger door lock
switch. Pull up on the switch to unlock all of the doors. Push down on it to lock all the doors.
Page Leaving Your Vehicle The rear doors of your vehicle cannot be opened from the inside
when this feature is in use. If you want to open a rear door when the security lock is on: 1.
Unlock the door from the inside. Then open the door from the outside. Page 70 Keyless Entry
System Option If your vehicle has this feature, you can lock and unlock your doors or unlock
your trunk from about 3 feet 1 m up to 30 feet 9 m away using the remote keyless entry
transmitter supplied with your vehicle. In addition, the system illuminates the interior lights for a
set period of When entering the vehicle the interior lamps will stay on for 10 seconds after all of
the doors are closed or until the ignition is turned to ON after all of the doors are closed. Page
Battery Replacement Battery Replacement Under normal use, the battery in your transmitter
should last about two years. Page 73 Resynchronization Your keyless entry system is equipped
with a security system that prevents anyone from recording and playing back your signal. The
transmitter does not send the same signal twice to the receiver. The receiver will not respond to
a signal that has been sent to it more than once. To synchronize your transmitter and receiver,
follow these directions: 1. Page Remote Trunk Release Remote Trunk Release Press the remote
trunk release button, located on the lower left side of the instrument panel, to release the trunk
lid. Make sure the remote trunk release lockout feature is not activated. Page 75 Theft Vehicle
theft is big business, especially in some cities. Although your vehicle has a number of theft
features, we know that nothing we put on it can make it impossible to steal. However, there are
ways you can help. Then turn the ignition key to OFF before attempting to start the engine. Page
Ignition Positions Ignition Positions With the ignition key in the ignition switch, you can turn the
switch to four positions. OFF A : Before you put the key in the ignition switch, the switch is off.
It is the only position from which you can remove the key. If you add electrical parts or
accessories, you could change the way the engine operates. Before adding electrical
equipment, check with your dealer. If you ever have to have your vehicle towed, see the part of
this manual that tells how to do it without damaging your vehicle. Turn off the engine. Open the
hood and unwrap the electrical cord. Page Automatic Transaxle Operation Automatic Transaxle
Operation Instrument Panel Cluster Display Shown The gear positions are shown on the
instrument panel cluster and on the center console located between the front seats. Your
vehicle has an automatic transaxle shift lock control. You can use it on very steep hills, or in
deep snow or mud. Page Parking Brake Parking Brake To set the parking brake, hold the regular
brake pedal down with your right foot. Push down the parking brake pedal with your left foot. If
the ignition is on, the brake system warning light will come on. To release the parking brake,
hold the regular brake pedal down with your right foot. Your vehicle can roll. If you have left the
engine running, the vehicle can move suddenly. Your vehicle could move suddenly if the shift
lever is not fully in PARK P with the parking brake firmly set. And, if you leave the vehicle with
the engine running, it could overheat and even catch fire. If you cannot shift out of PARK P ,
ease pressure on the shift lever push the shift lever all the way into It can cause
unconsciousness and death. You might have exhaust coming in if: Your exhaust system
sounds strange or different. Your vehicle gets rusty underneath. If the switch is pushed all the
way, the window will go all the way down. To stop the window while it is lowering, push the
switch forward. If a bulb is burned out, replace it to help avoid an accident. For more cycles,
hold the stalk down longer. For steady wiping at low speed, move the stalk up to the LO
position. For high speed wiping, move the stalk up further, to HI. Page 95 When you release the
button, the washers will stop, but the wipers will continue to wipe for about three cycles and will
either stop or will resume the speed you were using before. Page 96 The cruise control buttons
are located on the steering wheel for your convenience. Get up to the speed you want. When
you take your foot off the pedal, your vehicle will slow down to the cruise control speed you set
earlier. Using Cruise Control on Hills How well your cruise control will work on hills depends
upon your speed, load and the steepness of the hills. Page 99 Automatic Light Control ALC
When it is dark enough outside, your Automatic Light Control ALC will turn on your headlamps
at the normal brightness along with other lamps such as the taillamps, sidemarker, park lamps
and the instrument panel lights. The radio lights will also be dim. Your vehicle is equipped with
a light sensor on the top of the instrument panel under the defroster grill, so be sure it is not
covered which will cause the ALC system Page Interior Lamps Interior Lamps Instrument Panel
Intensity Control You can brighten or dim the instrument panel cluster lights by turning the
switch, located on the instrument panel, to the left of the steering wheel. Page To reactivate the
interior lamps, either: the ignition must be turned on, the activated lamp switch must be turned
off and then on, a door must be opened, press any remote keyless entry transmitter button if
you have this feature or press the remote trunk release button. Move this switch to the left or
right depending on which mirror you need to adjust center is the off position. Then adjust the

direction of the mirror using the pad marked with arrows just below the selector switch. Page
Storage Compartments Storage Compartments Glove Box To open, pull the handle to the left
and pull the glovebox door down until it stops and is fully open. Instrument Panel Cupholder
The instrument panel cupholder is located to the left of the steering wheel. To use it, pull it out
until the rubber insert is revealed. Put small loads, like grocery bags, behind the net. It can help
keep them from falling over during sharp turns or quick starts and stops. You can also swing
them to the side. Visor Vanity Mirror Lift the cover to expose the vanity mirror. When you lift the
cover, the light will turn on. Sunroof If Equipped Open the sunshade by hand when using the
vent position. To use the vent position of the sunroof, push the switch back and release it. This
is the express the sunroof. Page The main components of your instrument panel are: A.
Instrument Panel Brightness Control B. Turn Signal Multifunction Lever D. Instrument Cluster F.
Ignition Switch H. It includes indicator warning lights and gages that are explained on the
following pages. Be sure to read them. Your odometer shows how far your vehicle has been
driven, in either miles used in the United States or kilometers used in Canada. Page Tachometer
The tachometer shows your engine speed in revolutions per minute rpm. Page Safety Belt
Reminder Light When one of the warning lights comes on and stays on when you are driving, or
when one of the gages shows there may be a problem, check the section that tells you what to
do about it. Waiting to do repairs can be costly dangerous. The air bags in your vehicle may not
inflate in a crash, or they could even inflate without a crash. To help avoid injury to yourself or
others, have your vehicle serviced right away if the air bag readiness light stays on after you
start your vehicle. For good braking, though, you need both parts working well. If the warning
light comes on, there is a brake problem. Have your brake system inspected right away. Page
Engine Coolant Temperature Gage Anti-Lock Brake System Warning Light With the anti system,
this light will come on when you turn your ignition on or start your engine and it will stay on for
three seconds. If the light stays on, turn the ignition to OFF. If this light comes on and stays on,
the vehicle should promptly be pulled off the road and the coolant level checked. Page NOTICE:
If you keep driving your vehicle with this light on, after a while, your emission controls may not
work as well, your fuel economy may not be as good and your engine may not run as smoothly.
This could lead to costly repairs that may not be covered by your warranty. If the light continues
to flash, when it is safe to do so, stop the vehicle. Find a safe place to park your vehicle. Turn
the key off, wait at least 10 seconds and restart the engine. Failure to pass this inspection could
prevent you from getting a vehicle registration. This light will come on briefly when you start
your vehicle. If the light stays on after starting your vehicle, or comes on and chimes while you
are driving, your engine oil level should be checked. It will also stay on or come on and chime, if
the fluid reservoir is less than one third full. When the indicator nears empty, the light will come
on and you will hear a chime. You still have a little fuel left, but you should get more soon. Be
sure to read about the particular systems supplied with your vehicle. Page Comfort Controls
Comfort Controls This section tells you how to make your air system work for you. With this
system, you can control the ventilation and heating in your vehicle. Your vehicle also has the
flow through ventilation system described later in this section. Set the center control knob to
the temperature desired. The rest of the air comes through the windshield and side window
outlets. Page Air Conditioning Air Conditioning The air conditioner and heater work best if you
keep your windows closed while using them. On very hot days, open the windows long enough
to let hot inside air escape. For each setting, adjust the temperature control as desired. To
defrost the front window quickly, turn the temperature control knob all the way in the red area.
Press the defogger switch. The indicator light will glow. The rear window defogger will turn
itself off after about 10 minutes after the first time the button is pressed, and after 5 minutes
each additional time the button is pressed. Page Audio Systems Ventilation Tips Keep the hood
and front air inlet free of ice, snow or any other obstruction, such as leaves. The heater and
defroster will work far better, reducing the chance of fogging the inside of your windows. When
you enter a vehicle in cold weather, adjust the mode knob to FLOOR and the fan to the highest
speed for a few moments before driving off. To increase volume and turn the radio on, turn the
knob clockwise. Turn it counterclockwise to decrease volume and turn the radio off. Page 5.
Press one of the four numbered buttons, within five seconds. Whenever you press that
numbered button, the station you set will return. Repeat the steps for each pushbutton. In
addition to the four stations already set, up to three more stations may be preset on each band
by pressing two adjoining buttons at the same time. To increase volume, turn the knob
clockwise. Turn it counterclockwise to decrease volume. The knob is capable of rotating
continuously. Use SCAN to listen to stations for a few seconds. The radio will go to a station,
stop for a few seconds, then go on to the next station. Page The player automatically senses the
cassette for metal or and sets the pre emphasis. Anytime a tape is inserted, the top side is
selected to play first. PREV 1 : Press this button or the left SEEK arrow to go to the previous

selection on the tape if the current selection has been playing for less than eight seconds. The
tape symbol with an arrow will appear on the display when the tape is active. If your system is
equipped with a remote playback device, pressing this button a second time will allow the
remote device to play. If the PREV button is pressed and the current selection has been playing
for more than eight seconds, it will go to the beginning of the current selection. Your tape player
is built to work best with tapes that are up to 30 to 45 minutes long on each side. Both features
cannot be played at the same time. It is recommended that you read through all nine steps
before starting the procedure. If you allow more than 15 seconds to elapse between any steps,
the radio automatically reverts to time and you must start the procedure over at Step 4. Turn the
ignition on. LOC will appear on the display. Press MN and will appear on the display. The longer
range, however, can cause stations to interfere with each other. Cassette tapes should be
stored in their cases away from contaminants, direct sunlight and extreme heat. Turn the radio
off. The tape symbol on the display will flash for two seconds. Insert the scrubbing action
cleaning cassette. Please start with a very important safety device in your vehicle: Buckle up.
Page Drunken Driving Drunken Driving Death and injury associated with drinking and driving is
a national tragedy. Alcohol affects four things that anyone needs to drive a vehicle: Judgment
Muscular Coordination Vision A person who consumes food just before or during drinking will
have a somewhat lower BAC level. Page The body takes about an hour to rid itself of the alcohol
in one drink. No amount of coffee or number of cold showers will speed that up. A person with
even a moderate BAC might not be able to react quickly enough to avoid the collision. They are
the brakes, the steering and the accelerator. All three systems have to do their work at the
places where the tires meet the road. Page Braking Avoid needless heavy braking. Some people
drive in spurts heavy acceleration followed by heavy braking rather than keeping pace with
traffic. This is a mistake. Your brakes may not have time to cool between hard stops. Your
brakes will wear out much faster if you do a lot of heavy braking. Suddenly an animal jumps out
in front of you. You slam on the brakes. A computer senses that wheels are slowing down. If
one of the wheels is about to stop rolling, the computer will separately work the brakes at each
wheel. Page Steering In Emergencies What should you do if this ever happens? Ease up on the
accelerator pedal, steer the vehicle the way you want it to go, and slow down. Speed limit signs
near curves warn that you should adjust your speed. Of course, the posted speeds are based on
good weather and road conditions. Page Off - Road Recovery An emergency like this requires
close attention and a quick decision. But you have to act fast, steer quickly, and just as quickly
straighten the wheel once you have avoided the object. Page Passing Passing The driver of a
vehicle about to pass another on a lane highway waits for just the right moment, accelerates,
moves around the vehicle ahead, then goes back into the right lane again. A simple maneuver?
Not necessarily! Passing another vehicle on a two highway is a potentially dangerous move,
since the passing vehicle occupies the same lane as oncoming traffic for several seconds. Page
Loss Of Control Check your mirrors, glance over your shoulder, and start your left lane change
signal before moving out of the right lane to pass. When you are far enough ahead of the
passed vehicle to see its front in your inside mirror, activate your right lane change signal and
move back into the right lane. Page Driving At Night If your vehicle starts to slide, ease your
foot off the accelerator pedal and quickly steer the way you want the vehicle to go. If you start
steering quickly enough, your vehicle may straighten out. Always be ready for a second skid if it
occurs. Page Here are some tips on night driving. Drive defensively. Adjust your inside rearview
mirror to reduce the glare from headlamps behind you. Page Driving too fast through large
water puddles or even going through some car washes can cause problems, too. The water may
affect your brakes. Try to avoid puddles. Never drive through water that is slightly lower than
the underbody of your vehicle. Page City Driving City Driving One of the biggest problems with
city streets is the amount of traffic on them. Here are ways to increase your safety in city
driving: Know the best way to get to where you are going. Page Freeway Driving Freeway
Driving Mile for mile, freeways also called thruways, parkways, expressways, turnpikes or
superhighways are the safest of all roads. But they have their own special rules. Drive at the
same speed most of the other drivers are driving. Here are some things you can check before a
trip Or is it just plain falling asleep at the wheel? Call it highway hypnosis, lack of awareness, or
whatever. There is something about an easy stretch of road with the same scenery, along with
the hum of the tires on the road, the drone of the engine, and the rush of the wind against the
vehicle that can make you sleepy. Keep your vehicle in good shape. Check all fluid levels and
also the brakes, tires, cooling system and transaxle. Page Winter Driving Winter Driving Here
are some tips for winter driving: Have your vehicle in good shape for winter. You may want to
put winter emergency supplies in your trunk. However, if there is snow or ice between your tires
and the road, you can have a very slippery situation. You should probably stay with your vehicle
unless you know for sure that you are near help and you can hike through the snow. Here are

some things to do to summon help and keep yourself and your passengers safe: Turn on your
hazard flashers. This can cause deadly CO carbon monoxide gas to get inside. CO could
overcome you and kill you. Clear away snow from around the base of your vehicle, especially
any that is blocking your exhaust pipe. To tow your vehicle with a dolly, follow these steps: 1.
Put the front wheels on a dolly. Turn the ignition switch to ACC. Release the parking brake.
Remember to replace the fuses once you reach your destination. To replace a fuse: 1. Set the
parking brake. Remove the key from the ignition switch. If you do, parts on your vehicle can
break, and it can change the way your vehicle handles. These could cause you to lose control
and crash. For example, if the trailer is too heavy, the brakes may not work well You and your
passengers could be seriously injured. You can ask your dealer for our trailering information or
advice, or you can write us at: Chevrolet Motor Division Customer Assistance Center P. Box
Troy, MI Acquaint yourself with the feel of handling and braking with the added weight of the
trailer. Your vehicle could be damaged. Avoid making very sharp turns while trailering. Pay
attention to the engine coolant gage. See the Maintenance Schedule for more on this. Each of
these is covered in this manual, and the Index will help you find them quickly. They also let
police know you have a problem. Your front and rear turn signal lamps will flash on and off.
Press the button once to turn your hazard flashers on. Page Other Warning Devices Other
Warning Devices If you carry reflective triangles, you can set one up at the side of the road
about feet m behind your vehicle. Jump Starting If your battery has run down, you may want to
use another vehicle and some jumper cables to start your vehicle. Page 2. People have been
hurt doing this, and some have been blinded. Use a flashlight if you need more light. Be sure
the battery has enough water. Page 7. Page Attach the cable at least 18 inches 45 cm away from
the dead battery, but not near engine parts that move. The electrical connection is just as good
there, but the chance of sparks getting back to the battery is much less. Never tow faster than
safe or posted speeds. Never tow with damaged parts not fully secured. Never get under your
vehicle after it has been lifted by the tow truck. Stay away from the engine if you see or hear
steam coming from it. Sometimes the engine can get a little too hot when you: Climb a long hill
on a hot day. Stop after high speed driving. Plain water, or some other liquid like alcohol, can
boil before the proper coolant mixture will. You can remove the coolant surge tank pressure cap
2. Then keep turning the pressure cap slowly, and when the cooling system, including the
coolant surge remove it. Turn the pressure cap slowly counterclockwise left about two or two
and half turns. Page 3. Then fill the coolant surge tank with the proper 4. Then replace the
pressure cap. Be sure the pressure cap is hand tight. Check the level in the surge tank when the
cooling system has cooled down. Turn on your hazard warning flashers. The vehicle can slip off
the jack and roll over you or other people. Turn the center retainer nut on the compact spare
cover counterclockwise to remove it. Lift and remove the cover. You will find the jacking
instructions label on the underside of the tire cover. On vehicles equipped with plastic wheel
covers, completely loosen the wheel nut caps, but do not try to remove the caps from the cover.
Some models are equipped with aluminum wheels. Then use the wrench to loosen all the wheel
nuts. Remove the cover plate to find the wheel nuts. Carefully use the wedge end of the wheel
wrench to pry it off. Put the compact spare tire near you. Page 6. Raise the vehicle by turning
the wrench clockwise. Raise the vehicle far enough off the ground so there is enough room for
the spare tire to fit. Remove all of the wheel nuts. Then take off the flat tire. If you do, the nuts
might come loose. Your wheel could fall off, causing a serious accident. Install the compact tire
spare. Replace the wheel nuts with the cone end of the nuts toward the wheel. Tighten each nut
by hand or with the wrench until the wheel is held against the hub. Tighten the wheel nuts firmly
in a criss cross sequence, as shown. This could lead to an accident. Be sure to use the correct
wheel nuts. If you have to replace them, be sure to get new GM original equipment wheel nuts. If
you try to put a wheel cover on your compact spare, you could damage the cover or the spare.
Page Compact Spare Tire Compact Spare Tire Although the compact spare tire was fully inflated
when your vehicle was new, it can lose air after a time. Check the inflation pressure regularly. It
should be 60 psi kPa. After installing the compact spare on your vehicle, you should stop as
soon as possible and make sure your spare tire is correctly inflated. Page Section 6 Service and
Appearance Care Here you will find information about the care of your vehicle. This section
begins with service and fuel information, and then it shows how to check important fluid and
lubricant levels. There is also technical information about your vehicle, and a part devoted to its
appearance care. Be sure you have sufficient knowledge, experience, the proper replacement
parts and tools before you attempt any vehicle maintenance task. If this occurs, return to your
authorized Chevrolet dealer for diagnosis to determine the cause of failure. In the event it is
determined that the cause of the condition is the type of fuels used, repairs may not be covered
by your warranty. Never use leaded gasoline or any other fuel not recommended in the previous
text on fuel. Page The cap is behind a hinged door on the right side of your vehicle. To open the

door, insert your finger into the finger depression next to the fuel door. While refueling, hang
the tethered cap inside the fuel door. To remove the cap, turn it slowly to the left
counterclockwise. Page Filling A Portable Fuel Container When you put the cap back on, turn it
to the right clockwise until you hear a clicking sound. Make sure you fully install the cap. The
diagnostic system can determine if the fuel cap has been left off or improperly installed. Keep
hands, clothing and tools away from any underhood electric fan. Then go to the front of the
vehicle and lift the secondary hood release handle before lifting the hood. To make sure that the
hood release handle works properly, lubricate the hood latch at least once a year. Lift the hood,
release the hood prop rod from its retainer and put the hood prop into the slot Engine Coolant
Surge Tank B. Power Steering Fluid Reservoir C. Engine Oil Fill Cap D. Engine Oil Dipstick E.
Brake Fluid Reservoir F. Battery H. You should check your engine oil level regularly; this is an
added reminder. Page The engine oil dipstick is located in front of the engine. Turn off the
engine and give the oil several minutes to drain back into the oil pan. But you must use the right
kind. This part explains what kind of oil to use. Do not use any oil which does not carry this
starburst symbol. These numbers on an oil container show its viscosity, or thickness. Change
the oil and filter every 7, miles 12 km or 12 months occurs first. Driving a vehicle with a fully
warmed engine under highway conditions causes engine oil to break down slower. The air
cleaner not only cleans the air, it stops flame if the engine backfires. Never turn the surge tank
pressure cap little when the engine and radiator are hot. Coolant contains ethylene glycol, and it
will burn if the engine parts are hot enough. When replacing the pressure cap, make sure it is
hand tight. Page Windshield Washer Fluid How to Check Power Steering Fluid Turn the key off,
let the engine compartment cool down, wipe the cap and the top of the reservoir clean, then
unscrew the cap and wipe the dipstick with a clean rag. Replace the cap and completely tighten
it. Then remove the cap again and look at the fluid level on the dipstick. Water can cause the
solution to freeze and damage your washer fluid tank and other parts of the washer system.
Page There are only two reasons why the brake fluid level in the reservoir might go down. The
first is that the brake fluid goes down to an acceptable level during normal brake lining wear.
When new linings are put in, the fluid level goes back up. This could cause a crash. Always use
the proper brake fluid. Page Brake Adjustment Some driving conditions or climates may cause a
brake squeal when the brakes are first applied or lightly applied. This does not mean something
is wrong with your brakes. Properly torqued wheel nuts are necessary to help prevent brake
pulsation. When tires are rotated, inspect brake pads for wear and evenly torque wheel nuts in
the proper sequence to GM specifications. We recommend an ACDelco battery. Page
Headlamps 1. With the hood open and the engine off, pull the fastener out of the plastic splash
shield covering the top of the headlamp assembly and remove it. Carefully pull directly up on
the two latches. Remove the lamp assembly from the vehicle by pulling forward. Reconnect the
wiring harness to the bulb or lamp assembly. Replace the lamp to its original position by
carefully lining up the lamp to the mounting balls. Press down on the two latches. Replace the
splash shield by pushing down on the retainer. Front Exterior Bulbs A. Page 4. Press the tab on
the white bulb socket and twist it less than one quarter of a turn counterclockwise. Page Rear
Exterior Lamps A. Rear Turn Signal Lamp B. Unscrew the fastener located on the inside of the
trunk at the rear of the vehicle. Gently pull back the trunk trim. Remove the three plastic
wingnuts. Pull out the taillamp assembly to expose the backplate. Page Dome Lamp 5. Carefully
remove the backplate by gently pulling up on the two upper and two lower tabs. Gently wiggle
the bulbs to remove them from the socket. Replace the bulb. Reverse the steps to reassemble
the backplate and attach the taillamp assembly to the vehicle. Page Windshield Wiper Blade
Replacement Windshield wiper blades should be inspected at least twice a year for wear and
cracking. Replacement blades come in different types and are removed in different ways. Page
Your new vehicle comes with high a leading tire manufacturer. If you ever have questions about
your tire warranty and where to obtain service, see your Chevrolet Warranty booklet for details.
Be sure to put the valve caps back on the valve stems. Page After the tires have been rotated,
adjust the front and rear inflation pressures as shown on the Tire Information label. Make
certain that all wheel nuts are properly tightened. When you get new tires, get ones with that
same TPC Spec number. This applies only to vehicles sold in the United States. The grades are
molded on the sidewalls of most passenger car tires. Sustained high temperature can cause the
material of the tire to degenerate and reduce tire life, and excessive temperature can lead to
sudden tire failure. It could affect the braking and handling of your vehicle, make your tires lose
air and make you lose control. You could have a collision in which you or others could be
injured. Install them on the front tires and tighten them as tightly as possible with the ends
securely fastened. Page Special Fabric Cleaning Problems Special Fabric Cleaning Problems
Stains caused by such things as catsup, coffee black , egg, fruit, fruit juice, milk, soft drinks,
vomit, urine and blood can be removed as follows: 1. Carefully scrape off excess stain, then

sponge the soiled area with cool water. Page Cleaning Glass Surfaces Cleaning the Top of the
Instrument Panel Use only mild soap and water to clean the top surfaces of the instrument
panel. Sprays containing silicones or waxes may cause annoying reflections in the windshield
and even make it difficult to see through the windshield under certain conditions. Page
Windshield And Wiper Blades Cleaning the Outside of the Windshield and Wiper Blades If the
windshield is not clear after using the windshield washer, or if the wiper blade chatters when
running, wax, sap or other material may be on the blade or windshield. Use a car washing soap.
Be sure to rinse the vehicle well, removing all soap residue completely. You can get approved
cleaning products from your dealer. Page Cleaning Aluminum Wheels Foreign materials such as
calcium chloride and other salts, ice melting agents, road oil and tar, tree sap, bird droppings,
chemicals from industrial chimneys, etc. Wash the vehicle as soon as possible. If necessary,
use non abrasive cleaners that are marked safe for painted surfaces to remove foreign matter.
Page Chemical Paint Spotting Although no defect in the paint job causes this, Chevrolet will
repair, at no charge to the owner, the surfaces of new vehicles damaged by this fallout
condition within 12 months or 12, miles 20 km of purchase, whichever occurs first. You can see
it if you look through the windshield from outside your vehicle. Some add on electrical
equipment can keep other components from working as they should. Page Fuses And Circuit
Breakers Fuses and Circuit Breakers The wiring circuits in your vehicle are protected from short
circuits by a combination of fuses, circuit breakers and fusible thermal links in the wiring itself.
Look at the silver colored band inside the fuse. If the band is broken or melted, replace the fuse.
Instrument Panel Lights, Dimmer Cruise Control Switches. Page Fuse Maxi Fuses Page Micro
Relays Air Conditioning Compressor Page Capacities And Specifications For service on these
bulbs, contact your Chevrolet dealer service department. Engine Oil Filter Spark Plugs.. AC
Type Gap: 0. Page Section 7 Maintenance Schedule This section covers the maintenance
required for your vehicle. Your vehicle needs these services to retain its safety, dependability
and emission control performance. The Plan supplements your new vehicle warranties. See
your Warranty and Owner Assistance booklet, or your dealer for details. Introduction Your
Vehicle and the Environment Proper vehicle maintenance not only helps to keep your vehicle in
good working condition, but also helps the environment. You may drive very short distances
only a few times a week. Or you may drive long distances all the time in very hot, dusty weather.
This is particularly important when outside temperatures are below freezing. Do not use this
schedule if the vehicle is used for trailer towing, driven in a dusty area or used off paved roads.
The services shown at , miles km should be performed at the same interval after , miles km. An
Emission Control Service. Inspect engine air cleaner filter if you are driving in dusty conditions.
Replace filter if necessary. Rotate tires. If you do not use your vehicle under any of these
conditions, the fluid and filter do not require changing. Replace engine air cleaner filter. Inspect
engine accessory drive belt. Inspect hoses. Clean radiator, condenser, pressure cap and neck.
Pressure test the cooling system and pressure cap. Page Part B: Owner Checks And Services
Part B: Owner Checks and Services Listed in this part are owner checks and services which
should be performed at the intervals specified to help ensure the safety, dependability and
emission control performance of your vehicle. Be sure any necessary repairs are completed at
once. Whenever any fluids or lubricants are added to your vehicle, make sure they are the
proper ones, as shown in Part D. Check for leaks. If a leak occurs, take the vehicle to your
Chevrolet dealership service department and have it repaired as soon as possible. At Least
Once a Year If it does, you or others could be injured. Follow the steps below. Before you start,
be sure you have enough room around the vehicle. On all vehicles, the key should come out
only in OFF. Page Part C: Periodic Maintenance Inspections Part C: Periodic Maintenance
Inspections Listed in this part are inspections and services which should be performed at least
twice a year for instance, each spring and fall. Page Throttle System Inspection Throttle System
Inspection Inspect the throttle system for interference or binding, and for damaged or missing
parts. Replace parts as needed. Replace any components that have high effort or excessive
wear. Do not lubricate accelerator and cruise control cables. Page Part E: Maintenance Record
Part E: Maintenance Record After the scheduled services are performed, record the date,
odometer reading and who performed the service in the boxes provided after the maintenance
interval. Also, you should retain all maintenance receipts. Your owner information portfolio is a
convenient place to store them. Page Section 8 Customer Assistance Information Here you will
find out how to contact Chevrolet if you need assistance. This section also tells you how to
obtain service publ
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ications and how to report any safety defects. Page Customer Satisfaction Procedure Customer
Satisfaction Procedure Your satisfaction and goodwill are important to your dealer and to
Chevrolet. Sometimes, however, despite the best intentions of all concerned,
misunderstandings can occur. That is why we suggest you follow Step One first if you have a
concern. As the owner of a Chevrolet, membership in Roadside Assistance is free. Roadside
Assistance is available 24 hours a day, Please see your selling dealer for details. Note: Courtesy
Care is available to retail and retail lease Page Courtesy Transportation Transportation Options
Warranty service can generally be completed while you wait. However, if you are unable to wait
Chevrolet helps minimize your inconvenience by providing several transportation options.
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