2001 bmw 325i serpentine belt diagram

Seeking info about Bmw I Belt Diagram? You might be a professional that wants to look for
recommendations or solve existing troubles. Or you are a student, or maybe even you that just
wish to know regarding Bmw I Belt Diagram. Whatever you are, we aim to bring the web content
that matches exactly what you are searching for. You may originate from an internet search
engine, after that find this internet site. This topic is a great deal of people searching on the
web, for that reason we accumulate photos from different dependable resources as well as
understand in their field. The results of the aggregation are uploaded on this web site. Here are
a few of the leading illustrations we get from different resources, we hope these photos will
serve to you, as well as with any luck very appropriate to just what you desire regarding the
Bmw I Belt Diagram is. This photo we have filteringed system from great generate the best
image, however what do you believe? We wish to make a web site beneficial for many people. If
the picture over is not really clear, please click the picture you wish to expand, after that you
will certainly be taken to another web page to show a clearer and larger picture, you will also be
presented information from gambvar. At the end of this internet site there is also a Bmw I Belt
Diagram image gallery, if the image over is not enough for you. Tags: bmw i belt diagram bmw i
belt diagram bmw i belt diagram bmw i belt diagram bmw i belt diagram bmw i belt diagram
bmw i belt diagram bmw i belt diagram bmw i belt diagram bmw i belt replacement. Toggle
navigation. Vw Buggy Engine. The drive accessories mounted on the front of the engine on a
BMW i are turned by a serpentine belt. This belt is kept taut by a tensioner, but since the belt is
made of rubber, it can stretch or break over time. Replacing the belt is necessary to ensure that
the accessories work properly, and should be done when you notice wear on the belt. In this
case, the project vehicle is a BMW XI, but the process is similar for other s as well. Pop the
hood. Locate the belt-routing diagram, which is a sticker on the core support. Locate the belt
tensioner, which is in the middle of the engine, just above the crankshaft pulley. While still
holding the ratchet, pull the belt off the pulleys. Run the replacement belt around the pulleys on
the engine, using the sticker you found in Step 1 as a guideline. Then pull the tensioner
counterclockwise with the ratchet again, and run the belt around the tensioner. Release the
ratchet and verify that the belt is straight and even on each pulley. Russell Wood is a writer and
photographer who attended Arizona State University. He has been building custom cars and
trucks since , including several cover vehicles. In Wood started a career as a writer, and since
then he has dedicated his business to writing and photographing cars and trucks, as well as
helping people learn more about how vehicles work. Step 1 Pop the hood. Wellâ€¦maybe we are
being a bit dramatic. But then again, a young man who recently shredded his accessory belt on
a i while traveling 80 miles an hour on I may find us quite nontheatrical. Especially since his
bimmer now sits behind our shop as a parts car with a blown cylinder head and his finger nail
marks still fresh in the steering wheel. Fortunately most vehicle belt failures are more benign,
resulting in a tow truck ride to the closest dealership and not to the scrap yard. But the risk is
legitimate. Not changing your worn engine belts can cause damage to expensive engine parts
including pumps, pulleys, ac compressors and alternators. For less than 50 bucks you can
insure your BMW E46 from costly repairs. Even though the belts are extremely strong and
durable, the extreme heat and stress from everyday driving takes a toll on them. As the belts
age they become less flexible, and can start to crack along their ribs. Any belt showing signs of
wear should be replaced immediately. The two drive belts on your BMW E46 3 series should
always be replaced together, even if only one of them is showing signs of age. Always use good
quality OEM belts. We have the correct part numbers and links listed below for your
convenience. It is very easy to remove and install the main accessory belt on a BMW E46 3
series from the top of the engine with the cooling fan removed. Trying to remove and reinstall
the main accessory belt from the bottom of the engine is extremely difficult and we discourage
our readers from attempting to do it this way. Make sure to double check the routing of your
drive belts against the following e46 belt diagram to ensure you have installed them correctly.
The Level of Difficulty displays graphically how challenging the repair is, from beginner to
expert. Beginner repairs usually require very few tools, have short repair times and are simple
to complete for even the most novice of mechanics. As the difficulty level rises expect the repair
to demand more time, use more specialized tools, and require a better understanding of
mechanics to complete the job. The Repair Cost graphically displays approximately how
expensive the repair will be to perform. Please note that these cost estimates are approximate
and can fluctuate based on brand preferences and manufacturer. Share on Facebook. Repair
Summary This article gives detailed instructions on replacing the main accessory and ac belts
in a BMW E46 3 series vehicle. Even though we used a ci to perform this repair, this article can
be applied to any E46 3 series vehicle with minor modifications to the repair steps. For more
information on affiliate links , please click here. Accessory Belt â€” Continental AC Belt â€”
Continental Screwdriver â€” flat blade. Trim removal tool kit â€” plastic. Fan clutch removal

tool. T30 torx bit. Torque wrench- low range. T50 torx bit. The BMW Repair Guide makes every
attempt to publish their repair articles with detailed step by step photographs, videos and
written instructions. Since this repair deals with varying years and models, your vehicle may be
slightly different than what is shown in the following steps and images. Some repairs may also
require additional steps not covered in our articles like: removing covers from the engine and
undercarriage, moving wires or hoses to access parts, cleaning and lubricating parts
associated with the repair and performing general maintenance. And congratulations for Doing
It Yourself! All rights reserved. Do-It-Yourself information for the modifications I've completed
Do-It-Yourself information for essential wear and tear items Articles covering all the ways to
maintain your car All about the BMW ci Various links that I've found valuable A few pictures of
my car and some others. The information provided at "Bmwci. The user assumes that risk.
Difficulty Changing your belts isn't difficult at all. You just need a little patience and about 30
minutes of spare time if you're taking your time. How often to change your belts Your belts
should be changed somewhere between k miles. They will look cracked when they are starting
to get worn, so this is a good indication. Plus they are fairly cheap so if you're in the mile range,
just go ahead and do it. Why wait for them to break while you're driving! Remove intake ducting
1. Using a screwdriver pry up on the three plastic rivets and take them out. Remove the ducting
from the top of the radiator. Be careful with the rivets, because they will break. Remove the neck
from the air box by squeezing on the two vertical sides of the ducting. Remove the radiator fan
Note: Automatic transmission cars have a mechanical fan and the removal is different. These
directions are for manual transmission cars. Please consult a manual or another source for
automatic transmission fan removal. On the passenger side of the car, remove the wires and the
T25 Torx screw from the radiator fan. Pictures are shown from the direction of the engine. On
the drivers side remove the plastic rivet with a screwdriver. Carefully remove the radiator fan by
pulling it straight up. When putting it back into the engine bay, make sure the bottom clips are
holding it securely. It will make sense when you are looking at it. Remove the dust covers and
take the old belts off 6. Using a small screwdriver pry off the dust caps on the two tensioners.
Use a stubby screwdriver and be careful not to hit the radiator when you're prying. They will
most likely fly off into your engine bay, so be alert! Stop and make a quick diagram of how the
belts pass around the pulleys so when you put them back on, it will work like it used to! Using
the T50 torx socket, rotate the AC tensioner clockwise and remove the belt. I found it easiest to
push down on the wrench to remove the belt. Also using the T50 torx socket, rotate the
serpentine belt tensioner clockwise. I found it more useful to pull up the wrench to release the
tension. Be extra careful with this tensioner to make slow movements, because it will snap back
with a lot of force! Work Slowly! Install the new belts Taking care to work slowly install the
serpentine belt exactly as you took it off. Make sure that the grooves are riding in the pulleys by
following them around with your finger. If they are not, the belt will most likely break. Notice the
cracking on my old serpentine belt that indicated that it was needing to be replaced. Then install
the AC belt exactly as it was taken off checking to make sure that it is installed properly.
Reinstall the radiator fan and enjoy worry free driving! It's a really easy job that anyone can do.
Making sure your belts are in good working order ensures you won't get stranded on the side of
the road when it counts. Enjoy knowing that you're car is in good running order. All product
manufacturer logos are property of their respective manufacturer. Changing Your Belts
Warning! Remove the electrical connections and the torx screw Remove the electrical
connections Loosen the rivet Remove the radiator fan. The old belts AC belt and tensioner
Serpentine belt and tensioner Turn the AC tensioner clockwise and remove the belt Turn the
Serpentine tensioner clockwise and remove the belt. New belts Old AC belt on top and the new
on the bottom Old serpentine belt on the bottom and new on the top notice the cracking New
serpentine belt installed New AC belt installed. Anonymous mar 15 Is that how. Diagram of how
to install a serpentine belt on a bmw i. When changing the serpentine belt is it important to have
a diagram to make sure the remove and installation are done properly. Serpentine belt diagram
ford escape picture of serpentine belt pattern. Have the same problem. The ribs in the belt
should not ride on a smooth idler pulley. Well show you how to remove and replace the engine
accessory serpentine drive belt the air conditioning belt and the tensioner and idler. I have a
bmw e46 i manual transmission but the diagram is diferent from what i have on my car.
Serpentine belts chevy blazer s 10 ford ranger xlt. Above is a diagram for replacing your
serpentine belt for a bmw xi with a l6 25l engine. Removal process is same for models and even
and models. Thursday february 18th at pm. Diagram for serpentine belt for bmw i replaced water
pump on bmw i year but i dont have a diagram bmw xi sedan question. Is there a belt diagram
for a bmw i Replace serpentine bmw i Engine mechanical problem bmw 6 cyl two wheel drive
automatic what is the belt diagram for bmw i do you. This short video will show you the wrong
way and then the proper way to remove a serpentine belt and an ac belt from an 02 bmw i.

February 18 A serpentine belt for a bmw i can be found in the cars. Followup from the pelican
staff. Bmw buick cadillac chevrolet chrysler daewoo dodge eagle ford freightliner gmc honda
hummer hyundai infiniti isuzu jaguar jeep kia land rover lexus lincoln mazda mercedes benz
mercury mini mitsubishi nissan oldsmobile plymouth pontiac porsche saab saturn scion subaru
suzuki toyota volkswagen volvo workhorse. Bmw serpentine belt and pulley replacement how
to. What is the serpentine belt routing for a i bmw answered by a verified bmw mechanic we use
cookies to give you the best possible experience on our website. By continuing to use this site
you consent to the use of cookies on your device as described in our cookie policy unless you
have disabled them. Could be like this or am i wrong. The belt passed over the idler pulley not
below as look in the diagram. Serpentine belt diagram. Share this post. Newer Post Older Post
Home. Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan Tengah Artikel 2. Iklan Bawah Artikel.
About Contact Privacy Policy Disclaimer. Complete Repair in One Purchase - Stop searching for
parts individually and complete your repair with a single purchase of a customized kit or set
from DIY Solutions. High-Quality Parts from Trusted Brands - DIY Solutions' kits and sets are
selected from the best automotive brands and include hard-to-find and even obsolete parts you
may need for your vehicle. Guaranteed Fit - DIY Solutions ensures its selected parts are
quality-tested to guarantee fit and function. This item is backed by our limited lifetime warranty.
In the event this item should fail due to manufacturing defects during intended use, we will
replace the part free of charge. This warranty covers the cost of the part only. Shipping is not
available to Canada. Final shipping costs are available at checkout. Created on: Learn how to
replace the serpentine belt idler pulley on your BMW 3 series with help from 1A Auto! You can
DIY and save money and time! This item may be interchangeable with parts from other brands
with the above part numbers. This information is provided only for reference and does not
guarantee that the item you are purchasing is identical to parts with part numbers from the
brands listed above. To confirm that this item fits your vehicle, use the above "Check Vehicle
Fit" option. Not all parts are the perfect fit. Enter your Vehicle and we'll confirm fit, or help get
you to one that will. Orders ship same day when ordered by 2pm ET. Need your part faster?
Choose expedited shipping at checkout. Providing you the highest quality, direct fit
replacement auto parts enforced to the strictest product standards. Exceeding customers'
expectations every day, our team of passionate auto enthusiasts are here to help. Thousands of
how-to auto repair videos specific to year, make and model guide you step-by-step through
your repair. If your vehicle isn't listed, search Serpentine Belt Tensioner. This part will only fit a
vehicle with these options. Clear vehicle X. Year Make Model. Search by Vehicle. Select your
vehicle. Year Make Model Search. Serpentine Belt Tensioner. Add to Cart. Loading Delivery
Options. Delivery options for:. Estimated Arrival Cost Finalize your delivery options in checkout.
Brand : BEP Frequently bought together. Vehicle Fit. Lifetime Warranty This item is backed by
our limited lifetime warranty. Turn the AC belt tensioner clockwise with a 16 mm socket Remove
the AC belt Release the AC belt tensioner Loosen the serpentine belt tensioner with a 16 mm
socket Insert a pin through the tensioner hold holes Remove the serpentine belt Remove the 16
mm idler pulley bolt to remove the idler pulley. Install the idler pulley using the alignment tab as
a guide Install the 16 mm idler pulley bolt Torque the 16 mm idler pulley bolt to 30 ft-lb Replace
the idler pulley cover if equipped Slide the serpentine belt over the crank pulley, to the right
around the power steering pulley, loop the belt around the tensioner pulley, and back over to
the water pump pulley, bring the belt over the alternator pulley, then under the idler pulley
Loosen the tensioner with a 16 mm socket to get the belt under the idler pulley, then remove the
pin and then release the tensioner Loosen the AC tensioner with a 16 mm socket Install the AC
belt around the crank pulley and the AC pulley, and over the tensioner pulley Release the AC
tensioner. Lower the radiator fan and fan shroud together Tighten the fan clutch onto the water
pump pulley by turning it clockwise Torque the fan clutch nut to ft-lb if able Install the fan
shroud push pin retainer on the driver side Install the fan shroud T25 screw on the passenger
side Reconnect the two electrical connectors on the passenger side of the fan shroud Insert the
air collector into the air filter box Secure the air collector with the push pin retainers Reconnect
the negative battery cable and tighten the 10 mm nut. Watch video. Check Vehicle Fit. Fits these
Makes BMW. Product Reviews. Perfect fit. Good quality parts, designed to fit out of the box.
What a relief, no customizing required Great product fast delivery. Fantastic quality and fast
delivery. Quilty Parts. I highly recommend others to buy your products. Does this package
include the main acessory belt tensioner and the AC tensioner as well? Lorenbarillas L. Thank
you for the inquiry. Ian P. Call Now Customer service. Guaranteed To Fit Providing you the
highest quality, direct fit replacement auto parts enforced to the strictest product standards.
USA Customer Support Exceeding customers' expectations every day, our team of passionate
auto enthusiasts are here to help. Instructional Video Library Thousands of how-to auto repair
videos specific to year, make and model guide you step-by-step through your repair. Terms of

Use Privacy Policy. Narrow Your Results: Select your year, make, model to find parts that fit
Before proceeding, select your Vehicle, to verify this Part will fit. Year If your option isn't listed
search Serpentine Belt Tensioner. Here is a directory of serpentine belt diagrams for popular
makes and models. Let us know if you would like us to add anything to our list. Can you add
and email me belt diagrams for a Hummer H2 and for a Isuzu Trooper, thank you. Looking for a
serpentine belt diagram for a Thomas international school bus. Need a diagram and possibly
size for serpentine belts with and without ac for 97 jeep Cherokee country with 4. Hi I need a
diagram for Mitsubishi Pajero Exceed, 3. Can anyone please Help? Hi I need a diagram of a
serpentine belt for a chevy captiva model with a 2 litre engine. I need a belt diagram for a Toyota
Tacoma 2. Thank you. Im looking for a belt routing diagram for a Kia Soul 2. Its different from
the Thanks in advance. Need a serp belt diagram for Hyundai Tuscon 2. Yours only goes up to
year model. I need a belt diagram for a GMC Vandura 6. I think also known as the gm Been
looking online for 2 days now. I need a Serpentine belt diagram for a 5. Im have trouble putting
this one back on. Now Trending: â€” Lexus Admin, please photo for serpentine belt for audi 1.
Hi, I need a schematic of the serpentine belt for a chevy, malibu, 6 cyl. I need a fanbelt diagram
for a Dodge Caravan. Need a diagram from replacing serpentine belt Camry V6 3. Ajay
Jiwanand. I need a serpentine belt diagram for a Mitsubishi outlander 2. Looking for a
serpentine diagram for a Pontiac G5 base, with AC. Thank you! Need help replacing a
serpentine belt on a chev optra 2. Wayne Kilgore. Need routing of serpentine belt for a toyota
tundra 4. I need a diagrm for belt routing on Toyota Camry 3. Diamond Hernandez. Serpentine
belt diagram for a Chevy Impala Lt 3. George Borja. Hi there I need a serpentine belt diagram for
a Toyota Camry Se model 3. Need a serpentine belt diagram for a Hyundai Santa Fe 3. Could
you get me the diagram for a Monte Carlo with a 3. Not supercharged. I need a diagram for a
Chevy caprice! Please and thanks. I need a diagram for replacin the serpentine belt on a Ford
Windstar V-6, 3. I need a diagram to replace a serpentine belt on a 2. I need a serpentine
diagram for a
kenwood kdc mp245 wiring diagram
1993 honda integra
toyota lexus 2002
Camaro 5. Need a serpentine belt diagram for a dodge ram sport I need a serpentine belt
diagram for a jeep Cherokee trailhawk 3. Don Longridge. Hi I need a diagram for a serpentine
belt replacement for a petrol Mitsubishi Pajero. Need a diagram for a power stroke e van one
alternator. Please, a serpentine belt diagram for a Honda Accord 4-cyl. I need a diagram of a,
Dodge Caravan fanbelt. John Portelli. Hi I need a diagram of the serpentine drive belt for a
chevy captiva 2 litre. Need diagram for Hyundai Genesis 3. Douglas M Farley. Hello I need
serpentine belt diagram for Hyundai Elantra 1. Alaa hashim. Suzoki grand vitara v6 2. Sarah
Gunalda. Rachel E McGrew. I need a diagram of Santa Fe 4cyl 2. Do you have a diagram for a
Chevy Express ? Leeanne Pridgen. Need a diagram for a 95 Mercedes diesel. Please help! Keith
Board. I could use the diagram for belt the Ford F 4. I want a diagram of fan belt of Toyota
spacial. Markus Andrew Quillen. I need a belt diagram for Volkswagon Passat 1.

