2001 ford ranger rear door latch cable

I've been a mechanic for many years and I've had hundreds of customers come into my shop
complaining about broken Ford door cables and latches. What happens is the door cables in
Ford Trucks F, F, F, Ranger and Ford Vans F, F, F have plastic ends that keep the cables
fastened in the door cable latches, and these ends corrode and break over time. When a person
goes to open the door, they will lift up on the door handle and the door won't open because the
plastic cable end is broken. I got on the internet and I found that someone had made a Ford
Door Cable Repair Kit that can be used to repair the door cables in a door, hatch, suicide door,
third door, etc, without having to replace or remove the door latches. The kit is pretty affordable
too! Much cheaper than the latches or cables from Ford. I put together this Guide to help
everyone and to show how easy these kits are to install on most ford Vehicles! The following
tools are recommended: torx wrenches, pliers, screwdriver, hammer, drill, punch, file, utility
knife, sandpaper, and hacksaw. Use pliers or a utility knife, making sure to not cut into the black
rubber sleeve on the cable. If cable is damaged a new cable is recommended. Next push the
black rubber sleeve of the cable into the ferrule, pushing it all the way in until it stops. You can
check that it is in all the way by looking through the slot in the ferrule. If you are having trouble
sliding the cable into the slot on the ferrule, you can use a flat blade screw driver and hammer
to gently tap the cable into the connector. Oil and grease based lubricants can also be used to
aid with insertion. If still having trouble you can gently widen the slot with a flat blade
screwdriver and hammer. If cable ferrule is too long to fit on, use a hacksaw to shorten it,
removing length from the small diameter end. Use pliers if needed. Gently squeeze the new end
into the slot. You may need to file the slot opening to achieve a perfect fit between the bracket
slot and the cable end. After the cable is completely in the cable ferrule, push the black rubber
sleeve into the ferrule as far as it will go. Insert the cable ferrule into the latch mechanism and
rotate 90 degrees with pliers to lock it in place. Thanks this is a big help. Haven't got the skills
to juggle a laptop or phone and fix door. Wanted a printed paper version I can have in truck with
me and not worry about breaking something else in the process. This will do nicely. Thanks
again will try to show images of repair later. Question 1 year ago on Step 1. Tip 1 year ago on
Introduction. Forewarned is Forearmed! If the door feels like it's dragging when you open it, it is
on it's way to becoming inoperable. The problem is probably not the cable ends, but rust
forming in the lower latch. I had the problem in my Ranger and bought the cable end kit. By then
both doors were jammed shut and I had to remove the inner panels to access the latches. I
discovered that the cable ends were all intact and the cables themselves were operable. The
passenger side opened easily after I soaked the bottom latch with penetrating oil. I then
removed the latch, flushed it with Brake-Klean and re-lubricated it. It works like new. The
driver's side, another story. The bell-crank the cable pulls on was flopping in the breeze, the
entire trigger mechanism was in the open position but the latch itself was frozen. Question 1
year ago on Introduction. Answer 1 year ago. Don't be fooled by these, they might not fit - even
if they say they will - unless you make major changes to the part. Before you order, take your
door aparts. It might look like the new cam will work but it will not even work on your truck!
Contacting them will result in no reply from them too! Hello, I've been a mechanic for many
years and I've had hundreds of customers come into my shop complaining about broken Ford
door cables and latches. If still having trouble you can gently widen the slot with a flat blade
screwdriver and hammer 6 Repeat the process for the other end. Reassemble parts into the
door. Insert the cable ferrule into the latch mechanism and rotate 90 degrees with pliers to lock
it in place 4 Before re-installing the latch assembly, attach the other end of the cable to the
handle, and test that the latch works properly. Did you make this project? Share it with us! I
Made It! Mick 7 months ago on Introduction. Reply Upvote. Answer Upvote. Joe F Tip 1 year ago
on Introduction. Deeleeben 2 years ago. EricW65 5 years ago. Skip to main content. Email to
friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in a new
window or tab Share on Pinterest - opens in a new window or tab. Add to Watchlist. People who
viewed this item also viewed. Showing Slide 1 of 1 - Carousel. Ford F Series Ext. Check if this
part fits your vehicle. Contact the seller. Picture Information. Mouse over to Zoom - Click to
enlarge. Get the item you ordered or get your money back. Learn more - eBay Money Back
Guarantee - opens in new window or tab. Seller information klammauto Contact seller. See other
items More See all. Item Information Condition:. Sign in to check out Check out as guest. Add to
Watchlist Remove from watch list. Watch list is full. Same day Shipping. This amount is subject
to change until you make payment. For additional information, see the Global Shipping Program
terms and conditions - opens in a new window or tab. Item location:. Lake Placid, Florida,
United States. Ships to:. United States and many other countries See details. For additional
information, see the Global Shipping Program terms and conditions - opens in a new window or
tab This amount includes applicable customs duties, taxes, brokerage and other fees. Estimated
between Thu. Delivery times may vary, especially during peak periods. Any international

shipping and import charges are paid in part to Pitney Bowes Inc. Learn More - opens in a new
window or tab International shipping and import charges paid to Pitney Bowes Inc. Learn More opens in a new window or tab Any international shipping and import charges are paid in part to
Pitney Bowes Inc. Learn More - opens in a new window or tab Any international shipping is paid
in part to Pitney Bowes Inc. Learn More - opens in a new window or tab. Related sponsored
items. Showing Slide 1 of 2 - Carousel. Report item - opens in a new window or tab. This
translation tool is for your convenience only. The accuracy and accessibility of the resulting
translation is not guaranteed. Note: The accuracy and accessibility of the resulting translation is
not guaranteed. Seller assumes all responsibility for this listing. This kit contains FOUR CNC
machined aluminum replacement cable ends, one of these being specially designed to attach
the cable to the upper door latch. The other ends attach cables to the door handle 2 and the
lower door latch. This kit is what is needed to repair both cables in one rear door. This kit
applies to Ford Ranger pickup extended cab rear doors suicide doors. Our products are our
original design. Our products are the best method-best designed and best manufactured all
made in the U. We strive for perfection in function, adaptability and service. Check out our
positive feedback from over 1, Satisfied customers. Shipping and handling. This item will ship
to Ukraine , but the seller has not specified shipping options. Contact the seller - opens in a new
window or tab and request a shipping method to your location. Shipping cost cannot be
calculated. Please enter a valid ZIP Code. No additional import charges at delivery! This item
will be shipped through the Global Shipping Program and includes international tracking. Learn
more - opens in a new window or tab. There are 29 items available. Please enter a number less
than or equal to Select a valid country. Please enter 5 or 9 numbers for the ZIP Code. Taxes may
be applicable at checkout. Learn more. Return policy. Payment details. Payment methods. Back
to home page Return to top. Back to home page. Listed in category:. Email to friends Share on
Facebook - opens in a new window or tab Share on Twitter - opens in a new window or tab
Share on Pinterest - opens in a new window or tab Add to Watchlist. Image not available Photos
not available for this variation. International Priority Shipping. By doing this modification and
following this how-to you, the installer, take full responsibility if anything is damaged or messed
up. If you have questions, feel free to PM the original poster or ask in the appropriate section of
The Ranger Station. Also includes steps to create a temporary door handle bypass to allow the
door to operate until permanent replacement cable stays are installed. Photo 1. Open the front
door and move the seat all the way forward. Disengage the two cable ends that are set inside of
the rear door handle. It is important to note that the cable that comes into the upper portion of
the door handle operates the LOWER latch, and the cable that comes into the lower portion of
the door handle operates the UPPER latch. Clear out anything that may be in the rear space
behind the front seats so you have room to work. Photo 2. Peel the covering up from the lower
seat belt strap mount and remove the seat belt bolt with a 50 torx bit. Photo 3. Flip up the upper
seat belt strap mount and remove the nut with a 15mm socket. Allow the seat belt strap to fall
and rest on the floor. Locate the interior trim plastic connector points and gently pry away from
the body with a screwdriver wrapped in electrical tape to minimize scratching. Photo Once you
pry the vertical row of connectors that are closest to you, reach an arm in between the trim
panel and the body and gently pry the rest of the plastic connectors free. Some of them may
break, or stay on the body instead of coming off with the trim panel. If so, carefully pull them out
with pliers, flatten, and reuse if possible. Some stores even have a book with every plastic plug
like these tied inside to match the ones you have. Once you have removed all of the plastic
connectors, the trim panel should be free to move except for the area around the top latch.
Photos 12 thru Gently raise the bottom of the trim panel and support it with a small pole or
stick. You will now be able to see the metal rear door panel underneath. There is a small
recessed storage cubby in the bottom of the door trim, and with the trim removed there will be a
hole where the storage cubby sits that will allow access to the lower latch. Remove the sound
deadening material inside the door photo View of the door panel and lower latch access hole.
The latch is located near the lower left corner of the hole in the photo. Remove the rear seat belt
post with a 50 torx bit. Detail view of lower latch mounted inside the bottom of the door. This is
the side of the latch that is closest to the access hole in the door panel. At the top of the latch
you can see the broken plastic cable stay at the top bracket, and the bare cable running down to
the little moveable tab below which is the part that needs to be raised up to open the latch red
arrow. Photos 19 thru Tug gently on the upper latch cable with pliers, while pushing up on the
lower latch tab with your finger. Pull the door outward while doing all of this and the door
should swing open This will allow you to remove the door trim interior panel from around the
upper latch receiver. Set trim panel aside. Photos 21 thru Feed one end of the wire through the
bottom latch opening and angle the wire so that it threads between the side of the moveable tab
and the top bracket. Use a small angled pick to guide the wire into the correct position.

Carefully feed the other end of the wire also into the lower latch opening, but thread this wire on
the opposite side of the tab, carefully forming a wire loop around the tab. Maintain light but
constant pressure on the looped wire so that it stays secure around the tab. Spray the latch with
lubricating oil and pull on the wire to confirm that the tab moves freely pic You can also
manually close the latch with a small screwdriver and test the latch operation by pulling on the
wire to confirm that it opens. Take the free end of the wire and keeping a light tension on it,
wrap it around the seat belt assembly so the loop stays around and connected to the moveable
tab on the lower latch. Now go to the upper door latch, and remove the 3 bolts holding the
bracket that is over the latch with a 27 torx bit. This will expose the broken upper plastic cable
stay and the door cable itself. The larger diameter black plastic sleeve shown in the photo
disintegrated after I lightly squeezed it between my fingers. Cut a piece of 18 ga. Photos 32 thru
Put a zip tie around the wire loop and also around the bare part of the upper latch cable, just
below the latch. Do not wrap the zip tie around the black plastic cable sheath, only the bare wire
above it. Tighten the zip tie and allow the wire loop to fall freely to its lowest point while
tightening the zip tie as tight as possible around the cable. You want the bottom of the zip tie to
sit snugly on the edge of the cable sheathing. You can now manually close the upper latch with
a small screwdriver and test the operation by gently pulling downward on the wire to confirm if
the latch opens. Photos 35 thru You want to keep very light pressure on both wires but not
enough pressure to open either of the latches. When the loops are the proper distance apart,
loosely connect the wire loops with a zip tie. The zip tie will act as a spring and provide
resistance so the wires will snap back. Adjust zip tie and wires for optimum tension. Ensure that
all parts are moving freely and do not require excessive force to operate. Photos 39 thru If
testing in open position is successful, close the rear door and attempt to open it again. Photos
41 thru Let the wind blow through your hair, enjoy a cold beverage and wait for new aluminum
cable ends to arrive. The switch will be easy once they do. Remove wires and re-install the trim
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