2001 kia sportage starter location

Removing the starter motor from your Kia Sportage allows you to have it thoroughly tested for
problems or defective components if is not working properly. The starter motor in the Sportage
has a removable starter solenoid mounted to the case of the starter, allowing the solenoid to
replaced rather than buying a whole new starter for the truck. Most auto parts stores will have
the complete starter assembly as well as a replacement solenoid. Open the hood and
disconnect the negative battery cable from the negative battery terminal using a wrench to
remove the retaining bolt. Pull the cable end off the battery and isolate it from the battery while
you are working. Raise the front of your Sportage with a jack and support it on a set of jack
stands. Remove the jack so you are not trying to work around it. Locate the starter from under
the truck. Find the two electrical connections on the back of the starter solenoid. Unplug it from
the terminal on the solenoid by pulling it straight off. Set the two wires aside. Locate the two
mounting bolts that secure the starter to the bell housing. These bolts pass through the bell
housing from the transmission side and thread into the starter. Remove both bolts with a
ratchet and socket, supporting the starter as you remove them. Lower the starter out of the
engine compartment and remove it from under the truck. Test or replace the starter as needed.
After many years of working in auto parts and service positions, Killian decided to move into
journalism full-time. He has been published in "1st Responder News" as well as in other trade
magazines and newspapers in the last few years. Step 1 Open the hood and disconnect the
negative battery cable from the negative battery terminal using a wrench to remove the retaining
bolt. Step 2 Raise the front of your Sportage with a jack and support it on a set of jack stands.
Step 3 Locate the starter from under the truck. Step 5 Locate the two mounting bolts that secure
the starter to the bell housing. The starter motor on your Kia uses energy from the battery to
turn the engine over mechanically for starting. This task puts a lot of stress on the pinion gear,
which engages the engine flywheel. Eventually, the gear, armature, spring and other internal
starter parts wear out and refuse to push-start the engine any more. If you find yourself in this
situation, you can replace the starter on your Kia model following this guide. Remove the air
intake system and any other components necessary to gain access to the starter motor,
depending on your particular Kia model. Raise the front of your Kia using a floor jack, if the
starter motor mounting bolts are installed from the bottom. Then support the vehicle on 2 jack
stands. Other Kia models have the mounting bolts installed from the starter or transmission
side. Unbolt the wiring cover from the starter motor if your particular model is equipped with it.
Use a ratchet, ratchet extension and socket. Disconnect the battery cable and wire form the
solenoid mounted on the starter. Use a wrench or ratchet and socket. If necessary, label and
move the wires out of the way. Remove the 2 starter mounting bolts using a ratchet, socket and
a ratchet extension if necessary. Make sure to note the exact position of any shims, if equipped,
installed between the starter and the mounting surface on the transmission. Installing the
starter without its shim, or the wrong way, may lead to engine starting problems. Tighten the
two mounting bolts using the ratchet, socket and a ratchet extension, if necessary. Connect the
battery cable and wire to the starter solenoid with the wrench or ratchet and socket. Replace the
air intake system and any other components you had to remove to gain access to the starter
motor. Since Dan Ferrell has contributed general and consumer-oriented news to television and
the Web. His work has appeared in Texas, New Mexico and Miami and on various websites. Step
1 Detach the black, negative battery cable using a wrench. Step 2 Remove the air intake system
and any other components necessary to gain access to the starter motor, depending on your
particular Kia model. Step 3 Raise the front of your Kia using a floor jack, if the starter motor
mounting bolts are installed from the bottom. Step 4 Unbolt the wiring cover from the starter
motor if your particular model is equipped with it. Step 5 Disconnect the battery cable and wire
form the solenoid mounted on the starter. Step 6 Remove the 2 starter mounting bolts using a
ratchet, socket and a ratchet extension if necessary. Maneuver the starter motor out of the
engine compartment. Step 1 Position the new starter motor in place alone with its shim, if
equipped. Step 2 Start the two mounting bolts by hand to prevent damage to the threads. Step 3
Tighten the two mounting bolts using the ratchet, socket and a ratchet extension, if necessary.
Step 4 Connect the battery cable and wire to the starter solenoid with the wrench or ratchet and
socket. Step 5 Bolt the wiring cover in place, if equipped. Step 6 Lower the vehicle. Step 7
Replace the air intake system and any other components you had to remove to gain access to
the starter motor. Attach the black, negative battery cable using the wrench. Wrench set Floor
jack and 2 jack stands if necessary Ratchet and socket Ratchet extension. Kia Motor Sportage
owners have reported 14 problems related to starter under the electrical system category. The
most recently reported issues are listed below. Also please check out the statistics and
reliability analysis of Kia Motor Sportage based on all problems reported for the Sportage. While
driving at 65mph my kia Sportage went dead. I pulled over onto the side of the road. I tried to
start it again but it would not start. After that, smoke started coming out from under the hood.

The kia was towed to the kia dealership and checked by mechanics, who said that the rod
bearing went bad and it seized the engine. The starter was also fried in the process. The vehicle
still sits at the dealership awaiting repair. It's been over 2 months now. I plan to pursue having
kia pay for the labor as well. See all problems of the Kia Motor Sportage. High pitched whirring
sound lasting 10 to 15 seconds when car is parked a day or more after driving. Has happened 4
times we have heard it. Vehicle has miles on it. Occurs intermittently. It sounds to me like
starter motor running. I purchased this vehicle a little over 2 weeks ago for my son and on 3
different occasions the vehicle refused to start, iv'e had the vehicle towed back to the dealer
twice, they checked the battery, said it was good, said the alternator was good also, they had
the vehicle all weekend, they said they replaced the starter, picked the vehicle up yesterday, my
son took it to school today and the vehicle would not start again, I tried to jump start it with no
luck, I had to have it towed back to the dealership again, I feel this vehicle is unsafe for my son
to drive, they are trying to fix it as we speak, what options do I have for getting my money back
for this vehicle. The contact owns a kia Sportage. After starting the vehicle with the remote
starter and shifting from the park position to reverse, the vehicle stalled without warning. The
vehicle was able to restart. The vehicle was not diagnosed nor repaired. The manufacturer was
not notified of the failure. The failure mileage was 1, The design of the ignition key is faulty. This
vehicle only starts with a proximity interface between the interior starter button and the remote
key which is attached to a manual key for the doors. The manual door key attaches to a key ring
and the expensive reomte key attaches to the manual key. On 5 different ocasions while walking
or exiting my car the remote key has seperated from the manual key and fallen to the ground. I
have been lucky and been aware of this when it has happened. This could easliy leave me
stranded and in danger due to this design. The key ring holder should be attached the remote
device and not the manual key. The dealer offered no solution. I have been having stalling
problems for about 2weeks now, at first I thought it might be the battery; but I checked it out at
autozone for free and the machine that detects how much power in the battery suggested that
the battery was fine. The stalling problems started two weeks ago and I had to push-start the car
about four times and then it decided to not start at all, I know its not the battery because it has
been checked and it still has power. Consumer states starter is inoperative. Front brake rotors
continue to warp, resulting in excessive wear. Vehicle was leaking oil, dealer tightened drain
plug. Vehicle would not start due to an internal starter failure. Evaporator drain hose was
damaged and was causing water to leak on the floor. Starter and battery failure, cigarette lighter
inoperable due to faulty fuse. We bought a kia in November of Since then we have had nothing
but trouble with it. Every six months there is something gone wrong with it. I purchased my kia
Sportage 4x4 brand new in July of since I day I drove it off the lot it has been a constant source
of stress and frustration. Shortly after purchasing it the check engine light would continously
come on and then the car would lurch and chug. Car was towed back to the dealership and it
was kept there for apporoximately 2and a half weeks. It has also had problems where it wouldn't
start due to corrosion on the starter clip. This has happened twice. I also had the windshield
wipers stop working on the way home from work in a snow storm with my four year old son in
the back. It also started making a loud rumbling noise that sounded like I was driving over
speed bumps. This led to them needing to replace the hubs, bearings, and axle shafts. Car only
had approximately miles on it. At the same time I was told that the front brake pads and rotors
were bad and needed to be replaced. I have very strong safety concerns with this vehicle. I do
not like having myself or my child in the vehicle for fear of what else is going to happen with it
and will we survive to tell about it. Consumer had to replace the starter twice and engine
replaced once, but defect keeps occurring. Please provide further information. Consumer stated
the starter failed. Car Problems. Starter problem of the Kia Motor Sportage 1. Starter problem of
the Kia Motor Sportage 2. Starter problem of the Kia Motor Sportage 3. Starter problem of the
Kia Motor Sportage 4. Starter problem of the Kia Motor Sportage 5. Starter problem of the Kia
Motor Sportage 6. Starter problem of the Kia Motor Sportage 7. Starter problem of the Kia Motor
Sportage 8. Starter problem of the Kia Motor Sportage 9. Starter problem of the Kia Motor
Sportage Electrical System problems. Wiring problems. Ignition problems. Underhood Wiring
problems. Battery problems. Horn Assembly problems. Dash Wiring problems. Fuses And
Circuit Breaker problems. One of the most time consuming tasks with installing an after market
car alarm, car security, car remote start, automatic remote starter, shock sensor, tilt sensor, car
alarm sensor or any auto alarm is identifying the correct color car security wires for a Kia
Sportage headlight bulb size you need for your low beam or high beam and save time. Also, find
your other car light bulb sizes including your fog light, reverse light, turn signal, brake light and
more. The Modified Life staff has taken all its Kia Sportage car alarm wiring diagrams, Kia
Sportage car security wiring diagrams, Kia Sportage car alarm wire diagrams, Kia Sportage car
security wiring schematics, Kia Sportage car security diagrams, Kia Sportage remote starter

wiring diagrams and cataloged them online for our visitors to use for free. Our automotive
wiring diagrams allow you to enjoy your new auto security electronics rather than spend
countless hours trying to figure out which wires goes where. Use of the wiring information is at
your own risk. Always verify all wires, wire colors and diagrams before applying any information
found here to your Kia Sportage. If you would like to help the Modified Life community by
adding a car security wire schematic, car alarm wire diagram, car remote starter wire diagram,
auto remote starter wire diagram or auto security wire diagram to our resource, please feel free
to post any additional car wiring information about the Kia Sportage on this page. To disarm will
require and extra relay to connect. Your email address will not be published. Skip to content.
Adding More Information If you would like to help the Modified Life community by adding a car
security wire schematic, car alarm wire diagram, car remote starter wire diagram, auto remote
starter wire diagram or auto security wire diagram to our resource, please feel free to post any
additional car wiring information about the Kia Sportage on this page. Leave a Comment Cancel
Reply Your email address will not be published. Follow Us. Copyright by ModifiedLife. Our
mobile mechanics offer services 7 days a week. Upfront and transparent pricing. Our certified
mobile mechanics can come to your home or office 7 days a week between 7 AM and 9 PM. The
starter is at the terminus of a circuit that includes the battery, the ignition switch, a neutral
safety switch, relays and fuses. When you turn the ignition key to start, or press the start button
in some vehicles, the starter circuit is completed and the starter will run. Most starters have a
small pinion gear that engages a larger ring gear on the flywheel when the starter is powered
on. The pinion gear turns the engine flywheel at about RPM. Since the flywheel is directly
connected to the crankshaft, all engine components will then turn in sync and the engine starts.
Starters are relatively durable but most will eventually fail in one or more of the following ways:.
Once a vehicle engine is running, the starter is not in use. Should you know or suspect a
problem with the starter, it is best to have the problem repaired to avoid being left stranded. Kia
Sportage Car Starter Repair at your home or office. Estimate price near me. Service Location.
YourMechanic Benefits Online Booking. Mechanic comes to you. Free 50 point safety
inspection. See availability. Car Starter Repair Service What's a car starter motor and how does
it work? When to replace the starter? Starters are relatively durable but most will eventually fail
in one or more of the following ways: Intermittent operation of the starter. Starters can develop
bad spots on the armature which will cause intermittent operation. This causes the starter to
work sometimes and other times when you turn the key nothing happens. Starter turns too
slowly. Internal electrical and mechanical faults can cause the starter to draw too much current
and in some cases the current drawn will exceed what the battery can supply. A consequence is
the engine may not start as rapidly. Unusual noises on starting. If you hear any type of grinding
or other unusual noise while starting the engine, that should be investigated as the noise could
reflect an internal starter failure or the noise could be due to pinion gear failure or flywheel ring
gear damage. In some cases, the first symptom of a starter malfunction is a complete failure of
the starter motor. This happens when you turn the ignition key to start the car, the starter motor
does not function at all. How do mechanics repair the starter? If the starter is determined to be
faulty, the battery must be disconnected prior to commencing any work. Once the battery is
disconnected, the wiring to the starter is disconnected. Starters are bolted to the engine block
or the transmission case. Generally, there are two bolts. The procedure to access the starter
varies across car models and can require removal, or lowering, of other vehicle components.
Once the starter is removed and a new starter is installed, the mounting bolts are tightened to
the OEM factory torque specifications, the electrical connections are cleaned and re-attached to
the starter and the starter is tested to confirm normal operation. Is it safe to drive with a starter
problem? When replacing a faulty starter keep in mind: Prior to replacing the starter, simple
diagnostic tests should be performed to ensure that the problem is a faulty starter versus a
weak battery, faulty neutral start switch, or other faulty electrical component in the starter motor
circuit. Starters draw large amounts of current from the battery, much more than any other
electrically powered device in your car. This makes it important that the electrical connections
to the battery are inspected, cleaned, and tightened as necessary. Cables to the starter should
al
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so be inspected for corrosion and replaced as needed. Number of Kia Sportage Starter
Replacement services completed. Yourmechanic was featured in. Popular Kia Jobs. Auto
service in Your City. Meet some of our expert Kia mechanics Real customer reviews from Kia
owners like you. Excellent Rating. Rating Summary. Henry 30 years of experience. Request

Henry. Sportage - Starter - Blackwood, NJ. Henry was very personable and friendly. Gregory
years of experience. Request Gregory. Sportage - Starter - Littleton, CO. Did a great job
replacing a pain in the!! Starter on my kia it was definitely worth the money to not spend all day
trying to do this one myself. Very good service and affordable. Daniel 16 years of experience.
Request Daniel. Daniel was very helpful and honest. Chet 35 years of experience. Request Chet.
Chet was professional and got the job done in a timely manner. Also had a great conversation
with him! Really great guy! How can we help? Read FAQ. Service type Car Starter Repair.

