2003 ford explorer under dash fuse box

Ford F owners have reported 21 problems related to ignition switch under the electrical system
category. The most recently reported issues are listed below. Also please check out the
statistics and reliability analysis of Ford F based on all problems reported for the F My Ford f
quad cab truck was parked after driving to work, approximately 20 minutes of driving. After
returning home from work, the cooling fan continued to operate with the vehicle parked and the
ignition switch in the off position. After reviewing the electrical diagram using a Ford motorcraft
online manual subscription, and tracing the cooling fan circuit, we found that the cooling fan
relay hi-power fomoco, relay number ok 8t2tbaa if lightly tapped with a small screwdriver
handle, the cooling fan turned off. The air flow through the cooling fan and heat ex-changers did
not feel hot in temperature and there was no overheat condition with the cooling system,
malfunctioning ac system, or air flow restrictions. A new relay one of eight relays [with the same
part number] located in the battery junction box - bjb was purchased at a local Ford dealer
based on the relay number mentioned above. This relay was in-stock. With all of the plastic
material in the bjb, there is a concerns that the relay could continue overheating and melt the
plastic material in the bjb, causing further damage or fire risk in that area. I have included
photos of the failed relay. The new relay appears to function properly and the cooling fan does
not run with the ignition in the off position and truck parked. No recalls. See all problems of the
Ford F Now the second time in and the truck doesn't even have 50k miles on it. Truck would
turn over but not start and left my wife and kids stranded in a parking lot where I had to go get
them. Researching online we are not the only ones with this problem. Eventually leaving it there
and messing with the key and ignition switch I'm assuming it started after a few hours. The
truck was not over heated. Airbag passenger light stays on switch selector inoperable. Ignition
switch does not operate properly intermittent no start. Sitting in my truck with the key turned or
even on idle, the electronics on my dash radio allumination, trip box, etc. From time to time
when it does this, my cruise control figure wont show but after a while minutes it will pop up on
the cluster. It doesnt matter if its cold out or hot out, idle,running or ignition switched off, it will
be faded. Its becoming more of a common thing daily. The contact owns a Ford F The contact
stated that upon removing the key and re-entering the key to start the vehicle, the ignition
switch cylinder fractured. The contact made several attempts and was able to maneuver the
switch back into place, but it was not securely connected. The vehicle was taken to an
authorized dealer for further inspection. The manufacturer was notified of the failure. The
approximate failure mileage was 40, The contact stated that the ignition switch was faulty. The
contact stated that when the key was placed in the ignition, it would wiggle as if the opening
were loose. Also, the contact stated that the vehicle failed to recognize when the key was taken
out of the ignition. The vehicle was taken to the dealer. The technician diagnosed that the
ignition switch was defective and the ignition cylinder was replaced. The manufacturer was not
made aware of the failure. The failure mileage was 37, Having problems with ignition. When you
turn ignition switch, the car dosen't start. Already have changed a part in steering column
related to the ignition. Normal driving, dry, clear, daytime. Going thru parking lot mph, bump
and pot holes. My Ford f, supercrew cab, died. No power to restart. Towed to local automotive
shop. They found a blown maxi 20 amp fuse in fuse box replaced it. Call Ford motor dealer, they
suggest to replace "ignition switch", I do so and new fuse, attempt to start truck, fuse blown
again, call Ford dealer, they say to replace "transmission range sensor", I unplug that
connector-due to a new part is very costly and you can not return electrical parts. Fuse blown.
So transmission range sensor, not the problem. This is a costly ongoing repair with no
satisfaction. We were lucky, I researched web sites for answers to a fix. I found other individuals
with f trucks have the same issue. Ford motor CO. Has no technical service bulletins for this
problem, why not? I have spent 5 weeks researching my wires, parts and informational sites
and mechanics, very unsuccessful. I heard that Toyota made their pcm so it would malfunction
after so many miles, could this be what Ford is doing to collect money for repairs? Can you
help? I recently bought a Ford F xl, in the two months that I have had this truck I've had nothing
but problems with it. The ignition switch has blown fuses, causing the truck to not start, but
sometimes it takes turns of the key to get it started, either the engine does nothing or it will
hesitate for seconds before finally turning over. I am also having problems with the truck
stalling. Most commonly the stalling occurs while sitting at a red light but it has stalled while I
was moving causing me to lose power steering until I could get the truck started again. The
passenger door was off line and wouldn't always shut right causing noise and rain to get in. I
was missing screws on the door panels witch caused a constant rattling from both sides of the
truck. The doors have been fixed by the service department where I bought the truck, but it is
still by no means quite in there, and nobody can permanently fix the engine troubles because
they don't know why it's happening. This truck is not a safe and dependable way of
transportation for me or my one year old son who is sometimes with me. Ford f started on fire

while parked with the key out of the ignition. My neighbor and I lived in a duplex with adjoining
garages in which she would park her Ford F pickup. At approx. When we went outside we saw
my neigbors truck engulfed in flames and the garage itself was starting to burn. By the time the
firefighters arrived and put out the fire, both our garages were destroyed along with part of her
duplex. The rest of the dwelling had extensive smoke, heat and water damage. The fire
investigators did not come up with a definite cause of the fire, but two of the three felt it started
with the truck. Do I have any recourse in this matter as I lost a substantial amount of property? I
would appreciate any information you could give. Thank you. The contact attempted to start the
vehicle, but it would not start. The vehicle was then towed to a Ford dealer and they stated that
a wire in the ignition switch failed. The dealer repaired the switch, but the contact still had to
make several attempts before the vehicle would start. The dealer finally disconnected the
switch, but it continues to take four or more attempts to start the vehicle. The failure occurs in
both cold and hot weather and the contact believes that the disconnected wire was the cause of
failure. The purchase date was unknown. The current mileage was , and failure mileage was ,
While in the street vehicle was in park and the key was taken out of the ignition switch. Then,
vehicle caught on fire under the hood, followed by black smoke and large flames. The fire
department indicated that ignition switch caused the fire. On multiple occasions all external and
internal lights would cut off for a fraction of a second and then light back up. Each time they
went out once and so fast that it was barely noticed. The number of these incidents are
unknown. I would say fewer than The first dealership it was reported to was crescent Ford in
high point, nc. At the time, they did not record the issue as being reported and did not advise
me that it should be checked. The problem was happening so infrequently that I did not realize it
might be a serious problem. In the later part of , October I believe, I stopped at a local tire
distributor to have my tires balanced and rotated. I noticed from inside the store that the
headlights were not off. I returned to the vehicle to attempt to turn them off by manipulating the
light switch and ignition switch with no success. I had the work done at the tire store and took
the truck staight to bob dunn Ford in greensboro where they advised me that the fuse box had
to be rewired and that it was not safe to drive. The service technician showed me a fuse that had
been removed from the fuse box. The fuse was black, melted and the element in the fuse was
not burned through. The cover to the fuse box had a white spot on it where the plastic was
heated and charred. The dealership provided me with a vehicle to drive and my truck was
repaired but at my expense. I had applied to be reimbursed by Ford but have never heard any
response dispite multiple calls to the dealership. After having learned of the recall for fires in
parked f's I decided this should be reported. Dates provided are estimates. I would have to have
the dealership records pulled to find exact dates and mileage. The mileage on the vehicle was
approximately 28, miles but it was out of warranty as it was older than 3 years. Front and rear
brakes were out of round. Front were 1. Rear were. Sales rep told me it was due to corrosion.
Replaced ignition switch on sept. Consumer states that it will be hard to start the vehicle and
they will have to try numerous of time before the vehicle will start. Dealer notified. Ignition lock
cylinder stuck in on position. Unable to start vehicle or shut off ignition. Had to disconnect
battery to prevent drain. The plastic slide that activates the ignition switch broke while the
ignition was in the "on" position, and the steering wheel lock does not work. There is a very bad
fuel odor within the passengers compartment and outside of the vehicle which is causing the
occupants to become sick. Consumer has contacted dealer. Dealer found a major freon leak.
Other problems with this vehicle include: ignition switch, relay switch on drivers side window,
weather stripping leaking. Owner traded vehicle in. Ongoing problem with cargo lights and
courtesy lights remaining on intermittently or staying on for 45 minutes or more, also, ignition
switch alarm remains on even after vehicle started. The cargo and interior light stayed on
draining the battery. The ignition key can be removed when the vehicle is in motion. When
shutting down the vehicle, the engine stops of course , however sometime you can restart the
vehicle without the key. In other words, I can not be sure that the vehicle is secure all the time,
since there are times when it will start and run without the key in the ingnition. While vehicle
was parked driver smelled smoke, opened up the hood and went back to vehicle and the dash
exploded. First before all this happened, vehicle died out. So went to look for the problem and
that is when smelled smoke and seen the dash on fire. Car Problems. Ignition Switch problem of
the Ford F 1. Ignition Switch problem of the Ford F 2. Ignition Switch problem of the Ford F 3.
Ignition Switch problem of the Ford F 4. Ignition Switch problem of the Ford F 5. Ignition Switch
problem of the Ford F 6. Ignition Switch problem of the Ford F 7. Ignition Switch problem of the
Ford F 8. Ignition Switch problem of the Ford F 9. Ignition Switch problem of the Ford F
Electrical System problems. Wiring problems. Underhood Wiring problems. Ignition problems.
Fuses And Circuit Breaker problems. Horn Assembly problems. Instrument Panel problems.
Starter problems. Dash Wiring problems. It Still Runs is the go-to destination for all things cars.

From motors to radiators and everything in between, we've got you covered. Many vehicles
come standard with at least a three-year, 36,mile bumper-to-bumper warranty, whichever How to
Check Tickets by a License Plate. Paying a parking ticket has become easier because you can
now pay them over the Internet. You can also check Even if you have changed the engine oil in
your car multiple times, there is always the chance that you The Ford Explorer dash board is
designed to protect the instrumentation and provide convenient location for the passenger air
bag. Models up to An engine's coolant system passes coolant fluid through a series of pipes to
collect heat and radiate it from the radiator. Regularly maintenance Wearing your seat belt when
driving or riding in a vehicle can save your life, but only if you wear it properly. The shoulder
belt should go over Most Popular Articles. Trending Now. More Reads. Ford Explorer Dash
Removal The Ford Explorer dash board is designed to protect the instrumentation and provide
convenient location for the passenger air bag. How to Backflush a Radiator An engine's coolant
system passes coolant fluid through a series of pipes to collect heat and radiate it from the
radiator. Anti- Theft light blinking fast and engine won't start. Any way to over ride or bypass
this system altoghter? BoholMark answered 6 years ago. Oh boy, your at the mercy of your
local Friendly Ford Dealer. As far as I know, they're the only one who can reprogram the anti
theft system and cut you the proper key. Get two keys. The chips in the key are blank then they
are programmed to the anti theft system. I don't think so. It's one of those catch 22 things.
Basically, Ford has you over a barrel. As I understand it, Ford is the only one that has the ability
to reprogram the anti theft system. Think about it. That kind of information shouldn't be public. I
have a thought. Just for grins and giggles, try disconnecting the battery for about a half hour.
Then see if that doesn't reset the anti theft system. It might just be that the chip in your key isn't
bad. It's worth a shot. Tried that, did not work. Took it to the dealership and found out the whole
anti-theft system has to be replaced and reprogrammed!!! Ain't that a kick in the head! Asked if
the system could just be removed and they said yes, but i would never be able to start the truck
again. Sandra answered 5 years ago. Try turning the key and moving the shift from park to drive
and back. Then try starting it again! It should start. We were ready to call a tow truck before
trying this. It worked. Saved time and money! James answered 5 years ago. Angelas84
answered 5 years ago. I have a Ford Explorer Sport and it's a stick shift. Someone tried to steal
it unsuccessfully and now it will not start. Lights come on and anti theft light is blinking, but it
won't start. How can I reset the anti theft and get it to start. No park since its a stick. Hoot60
answered 5 years ago. My Ford mechanic told me that the device that reads the key chip goes
bad. Says there is no re-programming involved because it simply reads the chip and sends the
info to the system. The last time my Explorer failed to read the chip I just bumped the steering
wheel a couple times to send vibrations through the column. Probably same effect as
mentioned above by Sandra. The Ford mechanic said the "reader" will eventually fail all
together and will need replaced. Mark answered 5 years ago. I have a Ford excursion to have
you saved the day on it as well. I had never run into this problem before, and was looking at
hundreds of dollars in repair bills. Vicki answered 4 years ago. Thank you Sandra. I thought my
starter went out. Then noticed the theft light. I googled it and found your solution. It worked!!! I
almost towed my car. You are awesome!!! Justin answered 4 years ago. My girlfriend and I had
this happen yesterday night, we had to leave our car overnight. Came back the next morning
after doing some research and Sandra's solution worked!!!! Thanks soooo much!! Hoot60
answered 4 years ago. Listen up. I bought a new "Transceiver" today. My Explorer was doing
the intermittent theft light thing just like the rest of you. When I went to put in the new part I
found that one of the wires that goes into the plug that is under the dash was broken. This break
is was without a doubt caused by the wire being moved every time that you tilt the steering
wheel. The only reason the wire was clearly visibly broken was because I pulled it out of the
plug. I am sure the wire was just simply sitting in the plug broken and would sometimes not be
making contact. The bottom line is if you are getting your vehicle to start by using the "Sandra"
method or any other physical manipulation around the steering column I will bet that you have a
broken wire just like I did. The next time it happens tilt your steering wheel fully down. This
pushes the wire deeper into the plug. I was able to fix my broken wire. I know how to remove the
pins from the plug. Now I have to hope the Ford dealer will let me return the new part. One more
thing. My original Transceiver's wire has plugs on both ends. If yours is like this the new one is
not you could get a good wire from a junk vehicle. You may even be able to buy a new one. I
haven't looked into that yet. Like others I tried many things, and actually my "solution" above is
sadly, not a solution as it worked only once and I can't repeat it. So, your answer seems much
more likely and I will try. After jumping it a couple different times, the Theft light came on. Just
like everyone else I couldn't get out of the blinking Theft light condition. Replaced the battery,
same problem. Called Ford, explained dead battery, etc. Followed the instructions by putting my
key in the ignition, turning it from off to on 8 times, then on the 8th leaving it on and watching

the Theft light go out after a couple seconds! Pushed each of the keyfob buttons as instructed including the Panic button, kinda scary in case it didn't go off, but nothing happened. Turned
the key off, took it out of the ignition, put the key in the ignition, turned it to on, and watched the
Theft light go out after a second or two. Freaking coooool!! I was looking at towing the vehicle
30 miles to the mercy of a Ford dealer - far scarier than the Panic button, as it would have been
many dollars into finding the reset process. Vehicle starts ever time now after about 4 tries! I'm
sure there are different reasons for the system to "think" its being tampered with. I've done a
little more "research" and found older vehicles with tilt wheel steering column are known to
have broken wire issues. On my Explorer the transceiver has 4, wires going into a white plastic
connector under the dash. The far right wire was broken on mine. Joef answered 4 years ago. I
have a f 4x4 and called a locksmith, he told me the computer is reading the chip in the key and
everything checked out ok, so he even tried to cut and programmed a new key, all to be a loss
of time and money. Mark answered 4 years ago. You should hear door locks activate,this is
good. With the key in the on position push all of the buttons on the fob,Turn key off. Geary
answered 4 years ago. For my '02 F Expedition - Had it. Fixed it. Replaced a module and a relay.
Done deal. Maxcap answered 4 years ago. As for a permanent solution, don't know, just live
with it, shouldn't have bought a ford. Like I said That is indeed a "permanent solution". Btw, last
I checked all brands' parts break down No need to troll. Thanks everybody but I got it fixed all I
had to do was reprogrammed the system. I turn the ignition key on and off six or seven times
and then hit the unlock button on the key fob and that fixed it. Thanks again I appreciate the
help. Shut off my ranger 4we 4. Tried all the quick fixes mentioned. Relays all good. So has
anyone had any luck with having system scanned by mechanic? The scanners from parts
stores are not sophisticated enough to get any codes. SheriG answered 4 years ago. Thanks
Sandra. That helped me today. If I have any further problems I'll keep Hoot60's advice in mind.
Michelle answered 4 years ago. Geary, where did you find the module? My mechanic called Ford
and they said its no longer made. Michelle, sounds like you got a bogus answer. They're not
going to just stop producing needed parts. Anyway, my mechanic just ordered it up at the local
Napa auto parts supply and it was delivered and done within 2 hours. Hey all, Ihad my truck
looked at by Ford my issue was the ignution cylinder lock. It start right up now. Hey y'all , I got a
04 Ford explorer I bought it off my father in law he was driven it and it ran out of gas he got a
way home and the by the time he got back to it he had lost his key so he knocked the key switch
out and the security light came on I changed the whole steering column it came out of a
mercury montainer. So I'd have a key programed to the key switch it won't start off the key to
starts off the sylonid tho and runs but not long dont sound like the fuel pump is kicking in
maybe a lose wire. My 02 ranger did this. I got lucky and know a guy are in town that can scan
this. He scanned it , said pats module came up bad. He said since it showed up No other
modules at all it was not that but likely the instrument cluster. Bought a used one. He said now
scan it with a auto parts store scanner and see what it says. It showed tranciever bad. Before it
had showed nothing. Replaced it and it started up. Tried all the other fixed also but no luck
there. Alf87 answered 4 years ago. I have a mercury mountaineer everything on dash board turn
on but won't crank just makes a click noise and battery is good and theft light blinks quick any
solutions I'm thinking its the PATS anti theft transceiver but would like other options thanks.
JoonieB answered 4 years ago. Rb answered 4 years ago. Had a tire blow out on driver side in
the back fixed that then didnt drive til Monday only to find out it wouldnt start. Replaced
battery,alternator and starter checked fuses and all tested good i dont know what to do at this
point. Tried jumping it and my antitheft light stayed on but didnt hold a charge. LaLa answered 4
years ago. Kushcloud answered 4 years ago. Disconnect both battery terminals touch both
wires together this should drain your whole system of power then try to start the car Mel
answered 4 years ago. Arkelia40 answered 4 years ago. I have a ford explorer i just put a fuel
pump and a ignition coil on and it still wont crank any suggestions. If so Rachface answered 4
years ago. So this is my 3rd or 4th time with this problem in my 04 ford explore. I had the
mechanism in the steering column replaced in and then the other times it was the key..
Currently the battery is dead since the truck has been sitting for over a month As I've stated a
few times before: it's a relay and module associated with ignition. Take it to a good mechanic
you trust. The blinking light thing happened in my Expedition two years ago. Haven't had a
problem since. Spivey answered 4 years ago. Thanks for all the information, toke my truck to
the dealership, Thanks again. Stephen answered 4 years ago. Sheryl answered 4 years ago. My
02 escape just started doing this over the past couple weeks but always started after a few tries.
Friday night I had it towed after it wouldn't start at the gas station. Had the starter replaced
Sunday, it drove fine Monday and then wouldn't start Monday nite. Just saw Sandra's solution
and BAM it started!! Hany answered 3 years ago. Mark answered 3 years ago. Thank you very
much, Sandra! Just out of curiosity, Sandra, do you recall where you got the answer? And yes,

if you say it's on page such-and-such in the owner's manual, I'll feel like a complete idiot!
Thanks again! Claudia answered 3 years ago. Chalk up another one for Sandra's solution. I had
to jiggle the shift lever on our Explorer a couple of times before I could turn the key -- but then
shifted into drive, then back to park, then started up like a dream. Thanks again, Sandra! You do
indeed ROCK!! Guru2LTN answered 3 years ago. I have a Mazda B pickup truck. It has not been
starting due to a flashing Theft light. I tried Sandra's solution, and it works. Her method is to
turn the ignition key on, and move the shift from Park to Drive and back to Park. This should
turn off the ATS. Then turn on the ignition. It starts right up. Guru7N9N answered 3 years ago. I
have a Ford F Went out and truck didn't start. Theft light was blinking. Turned key to on
posistion and all the way back lock on steering column have to push with finger to get all the
way back. Did this 8x. On the 8th left it in the on posistion. Reset and truck started right up.
MamabearKC answered 3 years ago. Everything was fine now I don't know what to do, can
someone Anyone help. Nancy answered 3 years ago. I have the theft light blinking slowly on my
dash but that is the only light that flashes on the dashboard. All other lifts work but I've tried
every method on this page does anyone know what this could be? My car did the same thing
and the problem was actually my battery. So I had to jump it. I'm gonna get a new battery to
avoid this problem in the future. I tried that and it still won't start. The battery is pretty now not
more than a year old. Every light inside the car works and the headlights too, but the dashboard
only has the flashing theft light. Well the next best thing to do is go to your local Ford
dealership and have them reprogram the key. Robert answered 3 years ago. This happened to
us today on our Ranger, 3. I googled this thread up from there. I tried everything. I got her home
and started taking the column apart. I work slow though because the heat gets to me bad. I
cussed out that little black chip sensor pictured that runs parallel to the airbag wiring in the
column. Being that the shaking worked, I am hoping I can find a loose connection. I can make
any wire fit any plug somehow. I am already trying to figure out how I am gonna budget for the
new motor my baby needs and I sure don't need electrical on top of it all. By the way, I joined
this site today just so I could thank you all for this thread. Oh yeah I forgot to mention
something in my post above. Also, if anyone has a bad transceiver pictured above they can be
gotten cheap. Google the part number. To me it looks like 1L5TAE, but my eyes aren't what they
once were so you are responsible for verifying this! Any experiences with this problem on a
Ford Ranger, 2 wheel drive, or other manual model? No key fob buttons. Battery is good; all
lights go on. The theft light is blinking. I turned the key 8x's all the way back has not worked. If
I'm doing it right. How long to hold it there? Does the theft light go out? Nope just on this one.
My key doesn't have buttons either though. It just looks like a normal double-edge Ford Key
with a huge black head on it. The chip is read right through the plastic. I don't know about the
8x thing. StownLana answered 3 years ago. My 09 Escape had been taking several tries of
turning the key to get it started and now won't start at all! All the dash lights come on. And all
turn off after a time. Tried several of the helps above but it's not working. Any suggestions?
TracyO answered 3 years ago. My F battery was replaced by ly ding bat boyfriend the anti theft
lije started blinking. I was driving and all the sudden it would not go no more. I got a ride to my
house got my PT Cruiser and pulled it to my house. I disconected the battery for like 25
minutes. I reconnected the battery turned everything on radio lights etc. The i turned everything
off. I put it in reverse and went back the drive and went forward. It worked AT light stopped
flashing and my Ford is going again. Now i have to make sure i didnt do something to my PT
Cruiser. GuruDG48W answered 3 years ago. Listen up people. I had the same issue, my Ford
Explorer XLS just stopped running after I drove it for miles back home from the coast and this is
how I fixed the problem. First, if your theft light is blinking fast it means either you or someone
else tried to get into the vehicle without a key or OK now you know. After i changed mine out
the vehicle started right up and i drove home. Jerme answered 3 years ago. Knappshilltop
answered 3 years ago. Does the odometer show dashes all the way across if it's the anti theft
problem? Mine won't start when the dashes show but if you wait a while, the mileage numbers
show up and then it will start. It will I only run a couple minutes then it dies. The anti theft lights
blink fast when the dashes are showing and after the car dies. GuruYN59P answered 2 years
ago. I have a Ford Expedition 5. Took it to the local mechanic to see what is the wrong turned
out crank sensor wore out. Bought new crank sensor from Amazon and have it put in the new
sensor and whala, the engine still the same. But I noticed the theft light is still flashing. I am out
of luck. GuruWT3NG answered 2 years ago. Well after all the tricks and more two fuel
pumps,one ignition switch,more tricks I gave up for awhile. Found this forum and did the 8x
pushed buttons it reprogrammed. I was ready to do the key program and sensor and module.
Sorry ass Ford plays dumb to sell us all these parts. Our problems started with dead battery at
school with our daughter. She got a jump went to Walmart got a new battery and that's when
things started going wrong. Dome lights coming on, horn honk, door locks go off,won't

start,just cranks. Turned key on and off then would run great for a little while. Damn can't
believe it was that easy after all the grief and cost. GuruT5K84 answered 2 years ago. Open the
door, shut the door start your car. GuruTC answered 2 years ago. I ran out of gas. Locked my
doors came back in a rush and with the window rolled down i opened the door from the inside.
Alarm went off until I put my key in the ignition. Turned key forward nothing no sound. Theft
light is blinking. Tryed the 8x thing the sandra thing, unhooked the neg. Wire for 30 mins. I also
jumed the starter rely. Iy cranked but didnt turn over please help. GuruTLG5Q answered 2 years
ago. Swap it out and the vehicle crunk right up without needing the keys reprogrammed.
Jeremiah answered 2 years ago. Hey, I had this same problem, and I took it to our local shop. It
was the PCM relay and a fuse. The PCM relay and the fuse are both very easy to get to located
in the engine compartment fuse box. It could save a lot of money. Hope this helps. Jones
answered 2 years ago. I have a ford Windstar sports it wont start bought a new battery and it
still won't start my anti theft light blinking like crazy what can I do. Jeremiah, thanks for the info!
Which fuse exactly was it that had to be replaced? I forget which one it was, but it was unrelated
to the problem I think it was to the headlights. GuruXQSH9 answered 2 years ago. I change the
steering column out in a Ford Explorer and it wont crank and itself lights on how do I bypass
that. Jefpilot answered 2 years ago. I have read all the comments and have not seen anything
about a factory remote starter not working. Car starts fine when cranking with key. Remote does
everything correctly except cranking the engine. Anti theft light blinks fast only when I try the
remote start. All instrument lights come on like it's running. I hit the brake to kill the lights.
Anyone have similar problem and a solution? Basil answered 2 years ago. I'm guessing the key
fob battery died in the normal key we use. Both key fobs are in good working order. I push the
button, car beeps once, instrument lights come on, also the anti theft light starts to blink fast.
Beeps again, usually starts at this stage. Nothing happens. Also, I have set the remote system
back to factory default setting. The car anti theft is not reading the key fob as it's own. There
must be a reason why. GuruB5B1Y answered 2 years ago. Thank you Sandra you are awesome!
I had a duplicate key made of course it activated the theft system so I tried your solution and it
worked! Now if I need the extra key for any reason I know how to use it!! Thank you. Juan
answered 2 years ago. I just fixed my explorer with similar issue. Try replacing the Ignition
Immobilizer Module. Worked for me. I got one from junkyard. A good locksmith will replaced it
and programed it to your car. Cost me total including the part. Its a simple part to pull. I need
help my ford expedition wont start it cranks but wont start. The odometer has dashes all the
way across and the theft light isnt blinking. Amir answered about a year ago. It's a glass chip
and they made me a new key and program it. Is it reasonable? GuruCFH9Y answered about a
year ago. I have an 02 Explorer. I bought it with no keyfob. How do I reset without buttons?
GuruLL6XH answered about a year ago. Simple fix for me. I took all other keys off key ring and
used just the Ford key. The additional metal items was a problem. I turned key to ON and the
anti-theft light stopped. Car Started great. Added other keys back and still works fine,. MWILL
answered about a year ago. It was showing all the same stuff with the lock warning light and the
red triangle. They opened the trim panel in the passenger side of the trunk area by the jack and
pushed the red button down to re-enable it. Then they turned the key on and off a few times to
get the fuel pump sending fuel to the engine. Something easy to check before going to the
dealer. I hope this helps someone. Judy answered about a year ago. Esme answered about a
year ago. You need to open the panel in the trunk and push the red button that is popped up.
The button is for shutting off the fuel pump in case of a accident. On my Escape it is located
next to where the tire jack is stored on the passenger side rear of the vehicle. Shadrac answered
11 months ago. Awesome Sandra! It got me home than I unplugged the battery cam back a week
later it cranked. Would have been a hell of a lot better had I seen your post. Next time!! Hope
someone has an answer about a Fort Explorer Sport. It was not driven often, but when my mom
passed away in my son was supposed to use it. I found out in , that he did not know how to
drive a stick shift. So it sat outside near the ocean for 7 years. He tried to start it to get it moved
from driveway, but would not start. He bought a new battery to see if that was the problem. It
was not. Thank ou. Guru7K answered 8 months ago. Disconnect the battery ground cable.
Reconnect your battery and it should start. This worked for me. Got this from here. Erica
answered 8 months ago. I just gotta add for future information for all of us with shifter
problems. If your vehicle will start after moving shifter back and forth outta park, then its this
little bitty gold T25 screw that is located underneath steering column. Its tiny and hard to reach,
but possible. This screw keeps the parking link in place. I had this problem and moving shifter
worked for about 6 months til the screw came out. Had to go to junkyard to get one from
another vehicle cause no one carries this little part. Just FYI of what will happen next. Steven
answered 4 months ago. Not 1 person said check fuse box. Stori answered 4 months ago. I have
a Ford explorer Eddie Bauer edition the anti-theft light is blinking really fast and all the gauges

are moving up and down and making a clicking noise when I press the brake and try to start the
car all the lights and flickering stops but starts again when I let go of the brake. I tried to do
Sandra's technique but my shifter will not go from Park to drive it won't move it all. I tried
disconnecting the battery and bought new fuses still nothing somebody please help I've only
had the car for three days bought from somebody who won't help me in any way or answer any
of my questions I had a similar problem with my used 99 explorer? This was a towing vehicle for
my boat so not used often. But I had a serious problem sometimes where would not start. Was
clearly a problem with the anti theft system. Would crank well, but often would not start. After
months of trying different things I finally, finally figured out my problem. The dealer and several
independent shops could find the problem. I noticed that sometimes when I used the key to
unlock the driver door it would start fine. The rivet that held it in place broke. This caused the
lock mechanism to think it was not unlocked. Once I moved the lock mechanism back into place
and secured with a new screw it started immediately. Apparently it was just low enough it
thought it was still locked. I hope this helps as I was thrilled I solved this problem after
researching it for months online. Just reseat the lock mechanism and screw or rivet it back into
place. All good now. Keep in mind this could be either the driver door or passenger doors. Good
luck and hope this helps!! Would love to hear if this helped! GuruP9N answered about a month
ago. Hello, Ford Explorer Sport, had the anti theft rapid blink issue. Had a code of Brought to a
dealer and they replaced the transceiver. Worked great. However, driving home I noticed that
neither Blinker was working. Is there a fuse or module that controls them? Simple fix so I do t
have to go back to dealer? Guru95LB8M answered about a month ago. Close all doors. Lock it
from the outside using the key. Make sure it's locked. Unlock it with your key fob. DanReidy
answered about a week ago. Both blinking and when I turn the key Tried the fob button stuff and
engaging the transmission from park to drive and back Found something on another forum that
worked for me and want to 'pay it forward'. I turned the key on so the dash lights all lit up and
left it there while I went to the engine and disconnected the positive of the battery. Waited 10
minutes and reattached the positive, went back in and turned the key off. Waited a couple of
minutes and BANG Hope this works for you too! Any way to over ride or bypass this system
altoghte My 03 explorer XLT v6 anti theft light is flashing fast it won't start for nothing I've
already got two new keys made for it and also tried to disconnect the negative post of battery
for 2y minute My vehicle starts but the anti theft light is always on and blinking, will not stop
blinking how do I stop it from blinking. I have a different car. Content submitted by Users is not
endorsed by CarGurus, does not express the opinions of CarGurus, and should not be
considered reviewed, screened, or approved by CarGurus. Please refer to CarGurus Terms of
Use. Content will be removed if CarGurus becomes aware that it violates our policies. Anti Theft
light blinking fast , engine won't start. Report Follow. Mark helpful. Your Answer:. Upload Photo
Photo optional. Related Questions. Start a new Ford Explorer question. Sell Your Car Yourself
With a simple, secure transaction. Get Started. Search Ford Explorer Questions. CarGurus
Experts. Know more, shop wisely Search. Related Models For Sale. Used Cars for Sale. Vehicles
manufacturers many types of Vehicles from Vehicles vans and Vehicles to sedans and sports
cars. Some Vehicles are equipped with heated front seats. The seats have a built-in heating
system that can be turned on Vehicles the touch of a button, located on the side of the seat.
Heated seats are a great feature if you drive in cold winter months. If your heated seats are not
working properly, the most likely reason is that the electrical fuse needs to be replaced. How to
Troubleshoot the Heated Seats in a Dodge. Turn on the heated front seat in your Dodge by
pushing the side power button. Let the seat heat up for one minute. If you do not feel any heat
when you touch the seat, replace the fuse. Locate the fuse box under the driver's side console
in your Dodge vehicle. Refer to your owner's manual for a diagram of the fuse box location, if
you are unable to locate it on your own. Remove the fuse box cover. You'll notice that a diagram
of the fuses is printed on the cover. Locate the fuse for the heated seat. Remove the fuse for the
heated seat by sliding it out. Throw the fuse away. Slide the replacement fuse into place and
close the fuse box cover. Turn on the heated seat switch and allow the seat to heat up for one
minute. You should feel heat radiating from the seat. Check the fuses in the Ford Explorer. The
fuse box is underneath the driver's side console. Detach the cover for the fuse box, which will
reveal a diagram printed on the opposite side showing where the heated seat fuse is placed.
Slide out the fuse and inspect it to see if the fuse is broken. If so, replace it with a new fuse. This
is the easiest and simplest fix for the heated seat circuit. Turn the Explorer on and turn on the
switch for the heated seats. The heated seat image near the switch should light up. If it does
not, then that may mean something in your switch is bad. Remove the console where the switch
is placed, and use a voltmeter to check different parts of the circuit around the heated seat
button. If you find a bad connection, use a soldering iron or replace the connection with a new
part. Use a voltmeter to inspect the connection between the electrical system for the Explorer

and the heated seat element. Turn the heated seat switch on. Test the connection by applying
the voltmeter to the circuit before and after the heated seat connection. Unplug the heated seat
connection module and test the three pins on the inside for continuity with the voltmeter. Clean
any loose debris, dust or dirt that may be getting in the way of an electrical connection between
the car's electrical system and the heated seat connection. If the connection on the electrical
system's part is registering but the connection on the part of the heated seat module is not, you
have a bad connection that must be replaced with a new connection switch. Remove the seat
cover. Inspect the underside of the seat cover and the rest of the insulation material for burnt
spots along the tracks of the heated seat element. Burnt spots indicate where the circuit has
broken. You can solder the circuit back together or replace the entire circuit. The latter would
make more sense, because you have already gone through the trouble of exposing the heated
seat element. However, if you do choose to solder the circuit back together, wrap it in electrical
tape and use heat shrink wrap material to protect your soldered circuit. Turn the key in the
ignition to the "On" position. The heated seats will not work if the ignition for the vehicle is not
on. Determine which part of the seat is not heating to the desired comfort level. The seat
consists of a backrest and the lower seat which are controlled separately. Press the button on
the control panel for the heating option you prefer. Activate the backrest by pressing the button
the "Heated Seatback" button. Press the "Heated Seat and Seatback" button if you want to
activate both the lower seat and the backrest. Verify that the indicator lights come on for the
button that you pressed. Press the button once to select a different temperature option.
Temperature options include high, medium and low. Verify that the correct option is selected by
observing the indicator lights above the button. Three lights indicate high, two lights indicate
medium and one light indicates low. Locate the fuse panel that is under the dash on the driver
side, and remove the fuse panel cover. View the diagram on the cover to find the fuse for the
heated seats. Pull the fuse out of the panel with the needle-nose pliers or fuse puller. Examine
the fuse to see if the metal strip is broken, which indicates a blown fuse. Replace a blown fuse
with a new one. Disconnect the connector for the heated seat circuit. This can be found under
the driver and passenger seat. Test the connector with a voltmeter. Insert one end of the probe
into one of the pins on the connector. If there is no reading on the voltmeter then the connector
is malfunctioning. Clean the connector thoroughly and check it again with the voltmeter. If there
is still no reading the connector needs to be replaced. Press the correct control if the seat isn't
heating properly. The seatback on its own, and the seat and seatback together can be controlled
separately. The controls are located on the driver and passenger doors. Press the heated
seatback switch, which is the control with the heat waves icon superimposed on a seatback
icon, for seatback heating on its own. Press the other controlwhich has an icon of heat waves
passing through both the seat back and the seatto turn both seat and seatback heating on
together. Press the button multiple times if the temperature is uncomfortable. Each press
toggles through the settings which can be "Off," "High," "Medium" and "Low. Restart the
engine and press the heated seat buttons again if the engine is turned off and the seats become
cold. The seats will only heat while the ignition is on. They will be turned off if you turn the
ignition off. Items you will need Fuses Voltmeter Soldering iron. Items you will need Fuses
Needle-nose pliers Voltmeter. It looks like you're new here. If you want to get involved, click one
of these buttons! Howdy, Stranger! Sign in or Register. On Edmunds. Visit Edmunds How-To
Guides. Service Centers in. Browse Forums by:. What Edmunds Says Pros. October I have a '97
ranger, 4 banger. I was recently having problems with my altenator shooting the right voltage to
my battery, as indicated by a light on my dash and verified with my meter. I replaced the
altenator and the battery as this has been a problem I let go long enough to fry the battery as
well. The last few times I drove it before replacing these, however, a new quandry appeared that
still has me perplexed. That is, when I turn the key the entire electrical system goes completely
dead and I get nothing the next time I turn the key. I can disconnect the battery, though, for a
few minutes and connect it and get power back to the instruments but will go dead again once
the key is turned. With the entire electrical system being affected, I have suspected problems
with the PCM or its relay. Am I going down the right path, or is there something I am
overlooking? Thanks for your help! November I have a 90 ranger 4x4 xtended cab with 4. I have
a problem starting it in the morning. It takes least 2 times turning it over for a few seconds
before it will start, and then runs perfectly. It is beginning to get worse, taking longer to start.
The temperature doesn't seem to matter. Once i have started it for the day, it starts fine
afterward as long as it doesn't sit for more than a few hours. I put the engine in this truck from
my brothers wrecked 92 explorer, which also had this starting problem. The only electronics
that remained from the explorer are those bolted directly to the engine, so I am assuming one of
these sensors may be the culprit. Any suggestions would be greatly appreciated. A couple of
possibilities: - A weak fuel pump. Any motor is harder to start when cold, and you may not be

getting enough pressure to the injectors. The fuel rail will have a schrader connection, where
you can attach a fuel pressure guage. Sorry, I don't know the correct pressures you should look
for. Although, with a motor transplant, who knows what is still hooked up One sensor drives the
temp guage. The other sensor tells the computer that it is a 'cold start' and changes the gas
delivery - basically I think this means it delivers more gas by keeping the injectors open for a
longer time. If this sensor is bad, the computer does not know it is a cold start and uses the
'regular' gas delivery, which mean it is tough to start when cold. But warmed up, the 'regular'
gas delivery is fine and the motor starts fine. I don't know exactly where these temp sensor are
at, but my guess would be on or near the thermostat housing. Another guess would be that the
sensor to the computer will have a pair of wires, black and yellow, twisted together. Replacing
this sensor might be worth a try. I discovered the solution with some insight from a professional
mechanic to my starting problem was so simple I completely overlooked it: a bad connection at
the negative post on the battery. The clamp on the post had been replaced bythe previous
owner and the wiring coming from it was not making a good connection. I clened the wiring, put
a closed-ended crimp connection on each wire, and reconnected to post clamp. I have had no
problems since. My beloved, super-dependable Ranger 4. It has had a couple of hard start
moments over the last few months temperature independent , but nothing consistent enough to
be a clear problem. However, yesterday morning it was below freezing it would turn over, but
not start, unless I gave it quite a bit of gas, and once started, it would only remain running with
pressure on the accelerator. I should also admit that I test drove a chevy the night before, and
my truck may simply be punishing me- however any insights as to how to make my truck happy
again would be much appreciated. My previous ranger had serious fuel pump issues went
through three , so I am wondering if that could be happening to this truck as well. To the
previous post with a Ranger 4. I had that problem and was able to temporally fix it by removing
it, blowing high pressure air into it to clean it, and putting it back then driving to the store to get
a new one. If it is the IAC, it will start and run fine if you depress the gas, but if you totally let off
the gas it stalls out. Hope that helped. I have a ranger with six cylinder. When I turn the key I get
nothing. No radio no dash no blower motor and engine will not turn over. I do have headlights
and emergency flashers. The car has sat for months and the battery died. I changed the ignition
switch, battery, solenoid cleaned all battery contacts body ground contacts and starter contact
and still nothing. I checked all fuses at the dash location and at the power distribution box
under the hood and everything is ok. Turn the key and it's like it's dead. Anyone that can help I
would appreciate it. I'm trying to get it running for a kid in the neighborhood. December I have a
problem starting my ranger, I replaced the battery after a severe cold snap thinking this was the
problem, yet it continues, I thought maybe cables you can boost it off and it wills tart. I boosted
it off today drove it about 3 miles. Killed it and tried to restart, it was like there was no battery at
all. I took cables off and am going to replace them, but should I have started somewhere else, or
should I try something else first? Did you have your alternator checked out? That may be your
problem. The original symptoms did not state whether the engine turned over, but did not start.
There are a couple of known issues with some years of Ford Rangers that affect starting. The
crankshaft position sensor goes bad; the engine turns over, but spark and injector firing are
intermittent-if at all. Longer shot could be a problem with the wiring harness cracked insulation.
I am glad that I found your forum. We purchased a Ford Ranger 3 months ago, everything was
good until it got cold outside. The dealership so far has replaced the fuel pump, fuse panel, a
few relays, new computer and still when it is cold the truck won't start. We took it back again
today. The dealer seems to be running out of options. We are starting to think we truly have a
lemon, any thoughts? Thanks Donna. January It is getting worst as it is getting colder out
Would just not start but crank Almost doesn't seem like its getting fuel or something It would
take me about 15 mins to 20 mins at times to get it started Attempting to crank and waiting At
first I'd smell alot of gas when I'd get it started Sometimes pressing down the accelerator helps
Sounds like its beginning to struggle every time now starting up and the idle seems a bit low
Any suggestions on getting this fix?? What should I try first? February I had an 89 Ranger, and
the "key buzzer" that annoying sound that supposedly keeps you from forgetting your keys in
the ignition broke and jammed the ignition in place. You could check for that. The key buzzer is
problem in many rangers including the , the catch is you can't check it till you get the lock
cylinder out which you can't do without turning the key. Then take a hammer or wrench and tap
the key not too hard from lots of different angles, and try turning it occasionally, once it turns
either start the truck or switch to your PATS key that you need to start it. Fords are notorious
for jamming the ignition so the key will not turn. Assuming this is an automatic transmission.
Do you know what I am talking about? If the car is stopped while parked on any incline at all and
allowed to roll forward or backwards, the next time you put the key in, it may not turn. You will
have to pull strongly on the steering wheel in one direction or the other to make the steering

wheel lock-up linkages free up enough to turn the key. Usually you need to turn the direction
where there is no 'play' at all in the steering. If you already knew about this, and have already
tried this, I think you are going to be going into the key and lock cylinder in the steering column.
Last Friday I drove my 98 Ranger 5 speed manual trans to work. After work, I ran a couple of
errands then drove home. And parked in my driveway right behind my car. Sunday I go out to
move the truck so I can drive my car to work Monday. Stick the key in and The dome light
doesn't come on, no starter, no headlights. The first thing that crosses my mind is someone
stole the battery, but I open the hood and it's sitting right there. Stick a multimeter on it and it is
fine, plenty of juice. I checked the fuses and they are OK. So the question is what could cause a
truck sitting in a driveway to loose all power? Good idea, but one of the first things I checked. In
the last week my mechanic has installed 2 fuel pumps and a new battery. He thought the first
pump he installed was bad since it died at 65 mph on a busy interstate so he installed another
one along with a new battery. After having it one day, it left me stranded again after only driving
10 miles. It wont turn over. Any ideas? March Came home from work on Wednesday night, the
truck ran fine as always. Came out Thursday morning to go to work, turned the key, and it was
idling as if someone had crossed all the spark plug wires. I checked them, they are all right. Put
new plugs in and nothing changed. Any suggestions? April June I ran my Ranger low on gas
and it stalled out and now it will not restart. I think I hear the fuel pump when I switch it on but
am not sure. What else can I check? Is there a fuel reset somewhere? I went to take off after
work, forgot the e brake was on and killed it. Had to push and pop clutch to get it started. Got it
home now and put a new battery in it but there is still no power to run lights radio interior light
ect. Ok I put a new battery and solenoid in the ranger and still nothing comes on, I can use a
screw driver on the solenod and get the engine to crank but it will not stay running. Have a 4L
V6 Automatic with new battery that won't hold a charge. Truck has been in storage for the last
couple years, but it was started and made a few short trips while being stored. The alarm
system is what killed the old battery but it is now disarmed. I've recharged the new battery and
can go about a day and a half without losing enough power for it not to click the solenoid but
not start. The alternator will charge the battery. Any idea what might be drawing down the
battery? Wild guess??? Bad ignition switch???? Is this an aftermarket security system? If so,
'disarming' doesn't take it out of the system. I would try to totally remove it. Problems like this is
why I would never install an aftermarket security system or remote start. No, It was installed
when the vehicle was new. I've charged the battery and have pulled the fuses for the alarm to
see if that makes any difference. I've also found where all the wires on the security system lead
to except the door unlock. I also agree not to instal a security sytem. I've had two vehicles with
them and had nothing but trouble with them. Never again. Was it a factory install or dealer
install? Dealer install is just as bad as getting one at the local electronics or sound store.
Otherwise, you are going to have to go into the 'usual' search for a power drain. Get a ampmeter
that can handle 2 or 3 or more amps. Pull a fuse and put the ampmeter across the fuse contacts
until you find the circuit that is pulling a big amp load. This just narrows the problem down to
one circuit. Or get a Test Lamp that can also handle a couple of amps thru it. Pull one cable
from the battery and wire the test lamp in series from the loose cable to the battery. The lamp
should light up. Start pulling fuses until the light goes out, or dims down a lot. Again this just
narrows the problem down to a circuit. To do further testing may just be guesswork of
unplugging various things in this questionable circuit. Looking for pinched wires, etc. Finding
what is draining a battery can be one of the toughest problems in a car. In may cases, a factory
shop manual with wiring schemetic will be necessary. A tech that is a 'mechanic' and knows
little about electronics may not be able to do this. If you have a sticking relay, the above testing
may not work. Removing the power to a stuck relay, when you pull a fuse or remove battery
cable, might cause it to reset correctly and then you will not be able to see the drain on a meter.
Good luck. Finding a power drain is tough. I had a Caddy that would kill a battery in 2 days. This
probably was a thousand dollar part. Happy it was under warranty. Thanks, great info. The alarm
is a ford vehicle alarm but installed by the dealer. I had pulled all the fuses and looked for
arching across the positive terminal on the battery. That didn't reveal anything so I've pulled the
fuses on the alarm and left it hooked to the battery to see if I get the same drain. Thanks again
for the help. Any idea where to find a wiring diagram for a Ford Ranger. I'm thinking of yanking
the security system. My 05 ranger shut off yesterday while at idle. It sputtered and shut off. It
will not re-start.. No warning lights have come on prior to that and I have had no other problems
til now. What else can I do?? If the it's dealer installed, I consider it aftermarket. Probably still
junk. I had the same problem with my truck. Check the timing belt.. Thanks for all the help. I
removed the security system and haven't had any problems. Your advice on the Alarm system
was spot on. I have a Ranger XLT 2wd - new problem: sometimes I can't turn the key in the
ignition - it's stuck until you jiggle the steering wheel. I don't want to wait until it gets

permanently stuck off and needs to be drilled So, is there any alternative to taking it to a Ford
Dealer to get the lock cylinder replaced? I also don''t want to end up with 2 different keys - one
for the ignition and one for the doors. Fords are long known for doing this. My 91 SHO did this.
Similar to Arnieboy1, I stopped off at a store and when I turned the key to go home, all I got was
a hard click. The engine would not even turn over. I turned the lights on, but even they did not
dim after the click. No power to what? July It has a new solenoid and it wont start. You can try
to jump the solenoid between the bolts and all it will do is the enterior lights come on. But if you
shut it off you have to push it to start it. Give a guy some advice and thank you. Sign In or
Register to comment. Quick Links. Table of Contents. Instrument Cluster. Warning And Control
Lights. Entertainment Systems. Climate Controls. Turn Signal Control. Driver Controls. Steering
Wheel Adjustment. Power Windows. Speed Control. Locks And Security. Anti-Theft System.
Ford motor company ford taurus owner's guide pages. Page 3 Ford Motor Company. Ford may
change the contents without notice and without incurring obligation. Page 4 State of California
to cause cancer and birth defects or other reproductive harm. Please take the time to get well
acquainted with your vehicle by reading this handbook. The more you know and understand
about your vehicle the greater the safety and pleasure you will derive from driving it. In this
guide, answers to such questions are contained in comments highlighted by the warning
triangle symbol. Page 7 This information may be stored during regular operation or in a crash or
near crash event. Page 8 Introduction These are some of the symbols you may see on your
vehicle. Page 11 Instrument Cluster Warning lights and gauges can alert you to a vehicle
condition that may become serious enough to cause expensive repairs. Many lights will
illuminate when you start your vehicle to make sure the bulb works. Page 12 Instrument Cluster
Driving a vehicle with the brake system warning light on is dangerous. A significant decrease in
braking performance may occur. It will take you longer to stop the vehicle. Have the vehicle
checked by your dealer immediately. Anti-lock brake system: If the ABS light stays illuminated
or continues to flash, a malfunction has been detected, have the system Page 13 Instrument
Cluster Overdrive off if equipped : Illuminates when the overdrive function of the transaxle has
been turned off, refer to the Driving chapter. If the light flashes steadily, have the system
serviced immediately. Upshift if equipped : To maximize fuel economy, this light illuminates
when the manual transmission should be shifted to the next highest gear. Turn signal:
Illuminates when the left or right turn signal or the hazard lights are turned on. If the indicators
stay on or flash faster, check for a burned out bulb. High beams: Illuminates when the high
beam headlamps are turned on. Page 15 Instrument Cluster Speedometer: Indicates the current
vehicle speed. Engine coolant temperature gauge: Indicates engine coolant temperature. If it
enters the red section, the engine is overheating. Stop the vehicle as soon as safely possible,
switch off the engine and let the engine cool. Page 16 Instrument Cluster Trip odometer:
Registers the kilometers miles of individual journeys. To reset, depress the reset control.
Tachometer if equipped : Indicates the engine speed in revolutions per minute. Driving with
your tachometer pointer continuously at the top of the scale may damage the engine. Cassette
door: Insert the cassette with the opening to the right. If the end of the tape is reached, playback
begins on the other side. Partially press both to change tape sides. AST will flash in the display.
When the six strongest stations are filled, the sound will be restored. Anti-theft protection
panel: To deter would-be thieves, Ford audio units have a removable front panel without which
the unit will not work. CD door: Insert the CD label side up. CD: Press to engage CD mode. CDs
and tracks are selected and played chronologically. Page 24 Entertainment Systems 1. CD Door:
Insert the disc with the playing side down and printed side up. Load: Press to load a CD. Insert
the CD. LOAD and a disc icon will flash in the display. Repeat this step to load up to 6 CDs.
Page 25 Entertainment Systems 6. With a CD, press the preset control that corresponds to the
desired disc. CD 1â€” Page 27 Entertainment Systems SCAN automatically finds a station, plays
it for five seconds, then moves to the next station. Press again to stop. Soft keys: Press to make
various selections in the audio menus. Press again to return. Automatic volume control AVC :
Radio volume changes automatically with vehicle speed to compensate for road and wind
noise. Page 31 Entertainment Systems Press the desired soft key to select from the CDs in the
CD changer. During playback, press to repeat the current track. Page 32 Entertainment Systems
Balance: Press BAL then turn the volume control to adjust the audio between the left and right
speakers. The selected level will appear in the display. Bass: Press to adjust the bass levels.
Page 34 Due to technical incompatibility, certain recordable and re-recordable compact discs
may not function correctly when used in Ford CD players. Irregular shaped CDs, CDs with a
scratch protection film attached, and CDs with homemade paper adhesive labels should not be
inserted into the CD player. Air flow selections: Controls the direction of the airflow in the
vehicle. See the following for a brief description on each control. Select 2. Set the temperature
control to full heat 3. Set the fan speed to HI 4. Direct the outer instrument panel vents towards

the side windows To increase airflow to the outer instrument panel vents, close the vents
located in the middle of the instrument panel. Turns on the parking lamps, instrument panel
lamps, license plate lamps and tail lamps. Turns the headlamps on. Foglamp control if equipped
The headlamp control also operates the foglamps. The foglamps can be turned on when the
headlamp control is in the position and the high Page 39 Lights High beams Push the lever
toward the instrument panel to activate. Pull the lever towards you to deactivate. Flash to pass
Pull toward you slightly to activate and release to deactivate. Page 40 Lights 1. Park the vehicle
on a level surface approximately 7. Measure the height of the headlamp bulb center from the
ground and mark a 2. Page Turn Signal Control Lights 3. Open the hood. Remove the battery
cover. Remove the headlamp bulb cover by releasing the four snap hooks two top and two
bottom. Note: On the left headlamp, pull the bulb cover approximately 1 inch rearward and then
slide it out until the vertical aiming adjuster is accessible. When the dome lamp switch is in the
off position, it will not illuminate when you open the doors. Page 43 Lights Using the right bulbs
Replacement bulbs are specified in the chart below. The correct bulbs will not damage the lamp
assembly or void the lamp assembly warranty and will provide quality bulb burn time. To
remove the high or low beam headlamp bulb: 1. Lift the hood and remove the bulb cover. Swivel
the wire clip to the side and pull out the lamp. Page 45 2. Open the hood and remove the bulb
socket from the headlamp unit by turning it counterclockwise. Pull the bulb straight out of the
bulb socket. Make sure the headlamp control is in the OFF position and then open the
hatchback. From inside the luggage compartment remove the wing nut of the rear light
assembly cover. Using a screw driver remove the fixings and trim from the body. Remove the
socket from the lamp assembly 4. Page 48 Lights Replacing high-mount brake lamp bulbs
Sedan 1. Make sure the headlamp control is in the OFF position and open the luggage
compartment. Using a screw driver remove the trim from the tailgate. Pull the bulb holder from
the lamp assembly. Page 49 Lights Replacing the luggage compartment lamp 1. Make sure the
headlamp control is in the OFF position. Carefully pry out the light assembly from the holder
with a flathead screwdriver. Pull the bulb straight out. Install in reverse order. Replacing interior
lamps 1. For intermittent operation, move control up one position and adjust the rotary control
to the desired speed. For normal operation, move control up two positions. For high speed
operation, move control up three positions. Page 51 Driver Controls Changing the wiper blades
1. Pull the wiper arm away from the vehicle. Turn the blade at an angle from the wiper arm. Push
the lock pin manually to release the blade and pull the wiper blade down toward the windshield
to remove it from the arm. The horn can be operated when the ignition is off. To adjust your
mirrors: 1. Rotate the control clockwise to adjust the right mirror and rotate the control
counterclockwise to adjust the left mirror. Page 54 Driver Controls Setting speed control The
controls for using your speed control are located on the steering wheel for your convenience.
Press the ON control and release 2. Accelerate to the desired speed. This will automatically
return the vehicle to the previously set speed. Increasing speed while using speed control There
are two ways to set a higher speed Turning off speed control Press the speed control OFF
control. Note: When you turn off the speed control or the ignition, your speed control set speed
memory is erased. Page 57 The moon roof will move about 0. Press the switch again and again
until the moon roof is closed. Have the system checked by your Ford Dealer immediately.
Smokers package kit is available through Ford Accessories. Make sure that the mat does not
interfere with the operation of the accelerator or the brake pedal. Release the cover at the sides
and pull it out horizontally without tilting it. Make sure the cover is properly aligned when
inserting it. Wagon Pull out the roller cover and secure the retaining points. The load must be
placed directly on the luggage rack. When loading the luggage rack, it is recommended to
evenly distribute the load, as well as maintain a low center of gravity. In case of loss,
replacement keys are available from your dealer. You should always carry a second key with
you in a safe place in case you require it in an emergency. The childproof locks are located on
rear edge of each rear door and must be set separately for each door. The handle is composed
of a material that will glow for hours in darkness following brief exposure to ambient light.
Operation is subject to the following two conditions: 1 This device may not cause harmful
interference, and 2 This device must accept any interference received, including interference
that may cause undesired operation. Note: the parking lamps will flash once. If any of the doors
are not properly closed the horn will make two quick chirps. Page 67 Locks and Security To
replace the battery: 1. Twist a thin coin between the two halves of the remote entry transmitter
near the key ring. Remove the old battery. Page 68 Note: The SecuriLock passive anti-theft
system is not compatible with non-Ford aftermarket remote start systems. Use of these systems
may result in vehicle starting problems and a loss of security protection. Note: Large metallic
objects, electronic devices that are used to purchase gasoline or similar items, or a second
coded key on the same key chain may cause vehicle starting issues. If a problem occurs with

the SecuriLock system, the indicator will flash rapidly or glow steadily when the ignition is in
the ON position. If this occurs, the vehicle should be taken to an authorized dealer for service.
Page 70 Locks and Security 2. Keep the ignition in the 3 ON position for at least one second, but
no more than 10 seconds. Turn the ignition to the 1 OFF position. If there is any potential
perimeter anti-theft problem with your vehicle, ensure ALL remote entry transmitters are taken
to the dealership to aid in troubleshooting. Do not pile cargo higher than the seatbacks to
reduce the risk of injury in a collision or sudden stop. Page 73 Seating and Safety Restraints
Adjusting the front manual seat Pull the lever located under the front edge of the seat to move
the seat forward or backward. Turn the control to adjust the lumbar support. Turn the handle to
adjust the height of the seat. The maximum temperature is reached after five or six minutes. The
indicator light on the switch is illuminated when activated. The heating will operate when the
ignition switch is in position 2. Heating with the engine off will drain the battery. When returning
the seats back to their original positions, make sure they are fully locked and that the safety
restraints are positioned in front of the seatback. The system is designed to help protect smaller
drivers sitting close to the driver air bag by providing a lower air bag output level. The tone
pattern will repeat periodically until the problem and warning light are repaired. If any of these
things happen, even intermittently, have the Personal Safety System serviced at your dealership
or by a qualified technician immediately. Page 80 Seating and Safety Restraints Always
transport children 12 years old and under in the back seat and always properly use appropriate
child restraints. Combination lap and shoulder belts 1. Insert the belt tongue into the proper
buckle the buckle closest to the direction the tongue is coming from until you hear a snap and
feel it latch. Failure to replace the belt and retractor assembly could increase the risk of injury in
collisions. Page 82 This indicates the safety belt is now in the automatic locking mode. How to
disengage the automatic locking mode Ford Motor Company recommends that all passenger
safety belt assemblies and attaching hardware should be inspected by a qualified technician
after any collision to verify that the automatic locking retractor feature for child seats is still
working properly. Page 83 Seating and Safety Restraints Safety belt pretensioner Your vehicle
is equipped with safety belt pretensioners at the driver and front passenger seating positions.
The safety belt pretensioner is a device which removes excess webbing from the safety belt
system. The safety belt pretensioner uses the same crash sensor system as the front air bag
supplemental restraint system SRS. Page 84 Seating and Safety Restraints Position the safety
belt height adjusters so that the belt rests across the middle of your shoulder. Failure to adjust
the safety belt properly could reduce the effectiveness of the seat belt and increase the risk of
injury in a collision. Safety belt warning light and indicator chime The safety belt warning light
illuminates in the instrument cluster and a chime sounds to remind the occupants to fasten
their safety belts. Page 85 Seating and Safety Restraints If Page 86 Seating and Safety
Restraints Reasons given BeltMinder reminds us to take a few seconds to buckle up. Page 87
Seating and Safety Restraints One time disable Any time the safety belt is buckled and then
unbuckled during an ignition ON cycle, the BeltMinder will be disabled for that ignition cycle
only. Page 88 slide bar-if equipped , shoulder belt height adjusters if equipped , shoulder belt
guide on seatback if equipped , child safety seat LATCH and tether anchors, and attaching
hardware, should be inspected after a collision. Ford Motor Company Page Air Bags Seating
and Safety Restraints recommends that all safety belt assemblies used in vehicles involved in a
collision be replaced. However, if the collision was minor and a qualified technician finds that
the belts do not show damage and continue to operate properly, they do not need to be
replaced. Page 91 Seating and Safety Restraints Do not attempt to service, repair, or modify the
air bag supplemental restraint systems or its fuses. See your Ford or Lincoln Mercury dealer.
Children and air bags Children must always be properly restrained. Accident statistics Page 92
Seating and Safety Restraints The air bags inflate and deflate rapidly upon activation. After air
bag deployment, it is normal to notice a smoke-like, powdery residue or smell the burnt
propellant. This may consist of cornstarch, talcum powder to lubricate the bag or sodium
compounds e. The diagnostic module monitors its own internal circuits and the supplemental
air bag electrical system warning including the impact sensors , the system wiring, the air bag
system readiness light, the air bag back up power and the air bag ignitors. Page 94 Do not
attempt to service, repair, or modify the air bag SRS, its fuses or the seat cover on a seat
containing an air bag. All occupants of the vehicle should always wear their safety belts even
when an air bag SRS is provided. Page 95 Seating and Safety Restraints The fact that the air
bags did not inflate in a collision does not mean that something is wrong with the system.
Rather, it means the forces were not of the type sufficient to cause activation. Side air bags are
designed to inflate in side-impact collisions, not roll-over, rear-impact, frontal or near-frontal
collisions, unless the collision causes sufficient lateral deceleration. Page 96 Seating and Safety
Restraints Always transport children 12 years old and under in the back seat and always use

appropriate child restraints. Accident statistics indicate that children are safer when properly
restrained in the rear seats. Do not leave children, unreliable adults, or pets unattended in your
vehicle. Page 97 To improve the fit of both the lap and shoulder belt on children who have
outgrown child safety seats, Ford Motor Company recommends use of a belt-positioning
booster. Booster seats position a child so that safety belts fit better. They lift the child up so
that the lap belt rests low across the hips and the knees bend comfortably. For this reason, you
should never use a booster seat with a lap belt only. Page passenger side front and outboard
rear seating positions if equipped section in this chapter. Ford recommends the use of a child
safety seat having a top tether strap. Install the child safety seat in a seating position with a
tether anchor. Page Seating and Safety Restraints Installing child safety seats with combination
lap and shoulder belts Air bags can kill or injure a child in a child seat. NEVER place a
rear-facing child seat in front of an active air bag. If you must use a forward-facing child seat in
the front seat, move the seat all the way back. Page Seating and Safety Restraints 3. Be sure the
belt webbing is not twisted. Insert the belt tongue into the proper buckle the buckle closest to
the direction the tongue is coming from for that seating position until Page Seating and Safety
Restraints 7. Pull the lap belt portion across the child seat toward the buckle and pull up on the
shoulder belt while pushing down with your knee on the child seat. Allow the safety belt to
retract to remove any slack in the belt. Page Seating and Safety Restraints The tether strap
anchors in your vehicle are in the following positions shown from top view, left is front of the
vehicle : Attach the tether strap only to the appropriate tether anchor as shown. The tether strap
may not work properly if attached somewhere other than the correct tether anchor. Page
Seating and Safety Restraints 5. Clip the tether strap to the anchor as shown. If the tether strap
is clipped incorrectly, the child safety seat may not be retained properly in the event of a
collision. Refer to the Installing child safety seats in combination lap and shoulder belt seating
positions section of this chapter for further instructions to secure the child safety seat. Page
Seating and Safety Restraints LATCH attachments on belt webbing can be used at the center
rear seat unless a child seat at an outboard rear seat is attached to one of these lower anchors.
Install a child seat onto the lower anchors at the center rear seat ONLY IF the child restraint
manufacturer recommends that the child seat can be installed to anchors that are spaced up to
mm apart. LOCK, locks the steering wheel, automatic transaxle gearshift lever and allows key
removal. OFF, shuts the engine and all electrical accessories off without locking the steering
wheel. The audio system will still function. Page Driving If you smell exhaust fumes inside your
vehicle, have your dealer inspect your vehicle immediately. Do not drive if you smell exhaust
fumes. Make sure the corresponding lights illuminate or illuminate briefly. If a light fails to
illuminate, have the vehicle serviced. Page Driving If starting a vehicle with a manual transaxle:
1. Make sure the parking brake is set. Push the clutch pedal to the floor. Page Driving Make sure
the corresponding lights illuminate or illuminate briefly. Starting the engine 1. Page Brakes
Driving If you smell exhaust fumes inside your vehicle, have your dealer inspect your vehicle
immediately. Important ventilating information If the engine is idling while the vehicle is stopped
for a long period of time, open the windows at least 2. If your BRAKE warning lamp illuminates
with the parking brake released, have your brake system serviced immediately. Parking brake
To set the parking brake 1 , pull the parking brake handle up as far as possible. Page Driving
The Traction Control switch is located on the center console, by the gearshift lever. The
Traction Control system will automatically turn on every time the ignition is turned off and on. If
you should become stuck in snow or ice or on a very slippery road surface, try switching the
Traction Control system off. Also, do not install a stereo loudspeaker near the front center
console or under either front seat. Page Driving If you cannot move the gearshift lever out of P
Park with ignition in the ON position and the brake pedal depressed: 1. Apply the parking brake,
turn ignition key to LOCK, then remove the key. When the key is in the ignition OFF position, the
automatic transmission shift lever can be moved from the P Park position without the brake
pedal depressed. Page Driving Understanding the gearshift positions of the 4â€”speed
automatic transaxle P Park This position locks the transaxle and prevents the rear wheels from
turning. Page Driving D Overdrive The normal driving position for the best fuel economy. D
Overdrive can be deactivated by pressing the transaxle control switch on the end of the
gearshift lever. Drive not shown Drive is activated when the transaxle control switch is pressed.
This will allow the wheels to spin, which may help to free your stuck vehicle. For more
information, refer to Traction Control if equipped or AdvanceTrac stability enhancement system
if equipped in this chapter. Parking your vehicle 1. Apply the brake and shift into the neutral
position. It does not include occupants or aftermarket equipment. The payload equals the gross
vehicle weight rating minus base curb weight. Page Driving If you use a rental trailer, follow the
instructions that the rental agency gives to you. Do not attach safety chains to the bumper. Do
not apply the brakes continuously, as they may overheat and become less effective. This

program is separate from the New Vehicle Limited Warranty. Canadian customers who require
roadside assistance, call 1â€”â€”â€” If you need to arrange roadside assistance for yourself,
Ford Motor Company will reimburse a reasonable amount. To obtain reimbursement
information, U. Ford or Mercury vehicles customers call ; To reset the switch: 1. Turn the
ignition OFF. Check the fuel system for leaks. If no leaks are apparent, reset the switch by
pushing in on the reset button. Page Roadside Emergencies Passenger compartment fuse panel
The fuse panel is located below and to the left of the steering wheel by the brake pedal. Remove
the panel cover to access the fuses. To remove a fuse use the fuse puller tool provided on the
fuse panel cover. Page Roadside Emergencies The fuses are coded as follows. Page Roadside
Emergencies To remove a fuse, use the fuse puller tool provided on the power distribution box
cover. Page Roadside Emergencies The use of tire sealants is not recommended and may
compromise the integrity of your tires. Temporary spare tire information The temporary spare
tire for your vehicle is labeled as such. It is smaller than a regular tire and is designed for
emergency use only. Replace the temporary spare tire with a full-size tire as soon as possible.
Page Roadside Emergencies Tire change procedure 1. Park on a level surface, activate hazard
flashers and set the parking brake. When one of the front wheels is off the ground, the transaxle
alone will not prevent the vehicle from moving or slipping off the jack, even if the vehicle is in P
Park automatic transaxle or R Reverse manual transaxle. Page Roadside Emergencies 4. On
coupe models, unsnap and remove the access door if equipped on the lower rocker molding to
access the proper jacking points. Loosen each wheel lug nut one-half turn counterclockwise but
do not remove them until the wheel is raised off the ground. Page Jump Starting Roadside
Emergencies 6. The vehicle jacking points are depicted on the yellow warning label on the jack
shown here. Depending on which tire is to be changed, locate the jack at the half-moon cutout
located approximately 15 cm 6 inches from the front wheel opening 1 or approximately 38 cm 15
inches from the rear wheel opening 2. Page Roadside Emergencies Do not attempt to push-start
your vehicle. Automatic transmissions do not have push-start capability; also, the catalytic
converter may become damaged. Preparing your vehicle When the battery is disconnected or a
new battery is installed, the transmission must relearn its shift strategy. Page Roadside
Emergencies 2. Connect the negative - cable to the negative - terminal of the assisting battery.
Do not use fuel lines, engine rocker covers or the intake manifold as grounding points. Do not
connect the end of the second cable to the negative - terminal of the battery to be jumped. Page
Roadside Emergencies Removing the jumper cables Remove the jumper cables in the reverse
order that they were connected. Remove the jumper cable from the ground metal surface. Note:
In the illustrations, lightning bolts are used to designate the assisting boosting battery. Page
Roadside Emergencies 3. After the disabled vehicle has been started and the jumper cables
removed, allow it to idle for several minutes so the engine computer can relearn its idle
conditions. Page Wrecker Towing It is recommended that your vehicle be towed with a wheel lift
or flatbed equipment. Do not tow with a slingbelt. Ford Motor Company has not approved a
slingbelt towing procedure. If your vehicle is to be towed from the rear using wheel lift
equipment, the front wheels drive wheels must be placed on a dolly to prevent damage to the
transmission. Away from home If you own a Ford or Mercury vehicle and are away from home
when your vehicle needs service, or if you need more help than the dealership could provide,
after following the steps described above, contact the Ford Customer Relationship Center to
find an authorized dealership to help you. Page P. If you did not take advantage of the Ford
Extended Service Plan at the time of purchasing your vehicle, you may still be eligible. Since
this information is subject to change, please ask your dealer for complete details about Ford
Extended Service Plan coverage options, or visit the Ford ESP website at The decisions of the
Board are binding on Ford and, in some cases, on the dealer but not on consumers who are free
to pursue other remedies available to them under state or federal law. Page If your vehicle must
be serviced while you are traveling or living in Central or South America, the Caribbean, or the
Middle East, contact the nearest Ford dealership. Page Reporting Safety Defects U. ENGINE
Engines are more efficient when they are clean because grease and dirt buildup keep the engine
warmer than normal. The high-pressure fluid could penetrate the sealed parts and cause
damage. Page Use only approved products to clean plastic parts. These products are available
from your dealer. These quality products have been specifically engineered to fulfill your
automotive needs; they are custom designed to complement the style and appearance of your
vehicle. If your vehicle requires professional service, your dealership can provide the necessary
parts and service. Set the parking brake and shift to P Park. Block the wheels. Set the parking
brake, depress the clutch and place the gearshift in N Neutral. Power steering fluid reservoir 2.
Engine oil dipstick 3. Engine oil filler cap 4. Power distribution box 6. Air filter assembly 7.
Windshield washer fluid reservoir 8. Page Maintenance and Specifications 2. Engine oil filler cap
3. Power distribution box 5. Air filter assembly 6. Windshield washer fluid reservoir 7. Battery 8.

Automatic transaxle fluid dipstick if equipped 9. Battery 6. Air filter service minder 8. Page
Engine Oil In very cold weather, do not fill the reservoir completely. Refer to Lubricant
specifications in this chapter. State or local regulations on volatile organic compounds may
restrict the use of methanol, a common windshield washer antifreeze additive. Turn the engine
off and wait a few minutes for the oil to drain into the oil pan. Set the parking brake and ensure
the gearshift is securely latched in P automatic transaxle or 1st manual transaxle. Some oil
must be removed from the engine by a service technician. Page Change your engine oil and
filter according to the appropriate schedule listed in the scheduled maintenance guide. Ford
production and aftermarket Motorcraft oil filters are designed for added engine protection and
long life. If a replacement oil filter is used that does not meet Ford material and design
specifications, start-up engine noises or knock may be experienced. However, for severe usage
or in high temperature climates, check the battery electrolyte level. Refer to the scheduled
maintenance guide for the service interval schedules. Lift the battery with a battery carrier or
with your hands on opposite corners. Page Maintenance and Specifications If the battery has
been disconnected or a new battery has been installed, the clock and the preset radio stations
must be reset once the battery is reconnected. Follow your local authorized standards for
disposal. Page Do not put engine coolant in the windshield washer fluid container. If sprayed on
the windshield, engine coolant could make it difficult to see through the windshield. Mixing
Motorcraft Speciality Orange Engine Coolant or any orange-colored extended life product with
your factory filled coolant can result in degraded corrosion protection. Page Recycled engine
coolant Ford Motor Company does NOT recommend the use of recycled engine coolant in
vehicles originally equipped with Motorcraft Premium Gold Engine Coolant since a
Ford-approved recycling process is not yet available. Page Maintenance and Specifications 5.
Restart the engine and take your vehicle to a service facility. Driving the vehicle without
repairing the engine problem increases the chance of engine damage. Take your vehicle to a
service facility as soon as possible. Inhaling too much fuel vapor of any kind can lead to eye
and respiratory tract irritation. In severe cases, excessive or prolonged breathing of fuel vapor
can cause serious illness and permanent injury. Page The customer warranty may be void for
any damage to the fuel tank or fuel system if the correct genuine Ford or Motorcraft fuel filler
cap is not used. The fuel system may be under pressure. If the fuel filler cap is venting vapor or
if you hear a hissing sound, wait until it stops before completely removing the fuel filler cap.
Page Fuel Charter should be used when available. Ask your fuel supplier about gasolines that
meet the World-wide Fuel Charter. Page Maintenance and Specifications Running out of fuel
Avoid running out of fuel because this situation may have an adverse affect on powertrain
components. Page Maintenance and Specifications vehicle after the fuel gauge indicates empty,
you might not be able to refuel the full amount of the advertised capacity of the fuel tank due to
the empty reserve still present in the tank. Page Maintenance and Specifications If other than
Ford, Motorcraft or Ford-authorized parts are used for maintenance replacements or for service
of components affecting emission control, such non-Ford parts should be equivalent to genuine
Ford Motor Company parts in performance and durability. Page Maintenance and Specifications
3. The fuel cap may not have been securely tightened. Refer to the Scheduled Maintenance
Guide for service maintenance schedules. Start the engine and let it run until it reaches normal
operating schedules. Turn the steering wheel left and right several times. For more information
on brake fluid maintenance, refer to Brake fluid in this chapter. Remove the dipstick, wiping it
clean with a clean, dry lint free rag. If necessary, refer to Identifying components in the engine
compartment in this chapter for the location of the dipstick. Install the dipstick making sure it is
fully seated in the filler tube. Page 4. Add enough fluid through the filler opening so that the
fluid level is at the bottom of the opening. Install and tighten the fill plug securely. Use only fluid
that meets Ford specifications. Refer to Lubricant Specifications in this chapter. Page 10 to 12
inches or limited production tires as defined in Title 49 Code of Federal Regulations Part
Department of Transportation-Tire quality grades: The U. Department of Transportation requires
Ford to give you the following information about tire grades exactly as the government has
written it. Page Maintenance and Specifications The traction grade assigned to this tire is based
on straight-ahead braking traction tests, and does not include acceleration, cornering,
hydroplaning or peak traction characteristics. Page Make sure that all replacement tires are of
the same size, type, load-carrying capacity and tread design e. The tires on your vehicle have all
weather treads to provide traction in rain and snow. However, in some climates, you may need
to use snow tires and chains. Page Part Numbers If a spark plug is removed for inspection and
replaced, it must be reinstalled in the same cylinder. If a spark plug needs to be replaced, use
only spark plugs with the service number suffix letter as shown above. Page Lubricant
Specifications Use of sythetic or sythetic blend motor oil is not mandatory. Please note that in
the graphic XXXX is representative of your vehicle identification number. These quality

accessories have been specifically engineered to fulfill your automotive needs; they are custom
designed to complement the style and aerodynamic appearance of your vehicle. Page Index
Index Index replacement, specifications Page Emission control system.. Page Index capacity
Page Index instrument panel, dimming.. Page Index Specification chart, fluid, checking and
adding automatic Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Quick Links. Table of
Contents. Automobile Ford Excursion Owner's Manual pages. Ford motor company ford taurus
owner's guide pages. Summary of Contents for Ford Expedition Page 1 Page 4 Ford Motor
Company. Ford may change the contents without notice and without incurring obligation. Page
5: Introduction State of California to cause cancer and birth defects or other reproductive harm.
Please take the time to get well acquainted with your vehicle by reading this handbook. The
more you know and understand about your vehicle the greater the safety and pleasure you will
derive from driving it. In this guide, answers to such questions are contained in comments
highlighted by the warning triangle symbol. Page 7 This information may be stored during
regular operation or in a crash or near crash event. Page 8 Introduction Special instructions For
your added safety, your vehicle is fitted with sophisticated electronic controls. Failure to follow
the specific warnings and instructions could result in personal injury. Front seat mounted rear
facing child or infant seats should NEVER be used in front of a passenger side air bag unless
the air bag can be and is turned OFF. Page 9 Introduction These are some of the symbols you
may see on your vehicle. Many lights will illuminate when you start your vehicle to make sure
the bulb works. Page 12 Instrument Cluster Light is blinking: Engine misfire is occurring which
could damage your catalytic converter. You should drive in a moderate fashion avoid heavy
acceleration and deceleration and have your vehicle serviced at the first available opportunity.
Under engine misfire conditions, excessive exhaust temperatures could damage the catalytic
converter, the fuel system, interior floor coverings or other vehicle components, possibly
causing a fire. Page 13 Instrument Cluster Safety belt Illuminates to remind you to fasten your
safety belts. For more information, refer to the Seating and safety restraints chapter. Air bag
readiness Illuminates to confirm that the air bags front or side are operational. If the light fails to
illuminate, continues to flash or remains on, have the system serviced immediately. Page 14
Instrument Cluster Speed control Illuminates when the speed control is activated. Check the
engine oil and coolant level refer to Adding engine oil and Adding coolant in the Maintenance
and specifications chapter. Page 15 Instrument Cluster Four wheel drive low if equipped
Illuminates when four-wheel drive low is engaged. If the light continues to flash have the system
serviced. Four wheel drive high if equipped Illuminates when four-wheel drive is put in high
range. If the light HIGH continues to flash have the system serviced. If it enters the red section,
the engine is overheating. Page 17 Instrument Cluster Engine oil pressure gauge Indicates
engine oil pressure. If less than six gallons is added, the gauge will take between five to twenty
minutes to update. Press and hold the button to reset. Tachometer Indicates the engine speed
in revolutions per minute. Driving with your tachometer pointer continuously at the top of the
scale may damage the engine. EJ Eject : Press to stop and eject a tape. Page 21 Entertainment
Systems 4. BAL Balance : Allows you to shift speaker sound between the right and left
speakers. Page 22 Entertainment Systems 9. In tape mode, radio play continues until rewind is
stopped with the TAPE control or the beginning of the tape is reached. FM radio stations are
independently operated and individually elect to use RDS technology to transmit station ID and
program type as desired. Page 24 Due to technical incompatibility, certain recordable and
re-recordable compact discs may not function correctly when used in Ford CD players. Irregular
shaped CDs, CDs with a scratch protection film attached, and CDs with homemade paper
adhesive labels should not be inserted into the CD player. Page 26 Entertainment Systems 2.
Page 27 Entertainment Systems 5. Press and hold to eject all loaded discs. The eject feature is
active whether the ignition is on or off. Page 29 Entertainment Systems Page 30 Due to
technical incompatibility, certain recordable and re-recordable compact discs may not function
correctly when used in Ford CD players. Page Rear Seat Controls Entertainment Systems When
the rear seat controls are activated, rear seat passengers can use the controls to change the
playing media for all passengers Single Play mode. In this mode, all speakers will play audio
from the same media source for all passengers to hear. Page 32 Entertainment Systems To
adjust the volume The volume control allows the rear seat passengers to adjust the volume
level of the audio system. MODE Press the - control to decrease volume. Page 34 Entertainment
Systems Parental control Press the memory preset controls 3 and 5 simultaneously on the front
audio controls to disable the rear seat controls. Page 35 Due to technical incompatibility, certain
recordable and re-recordable compact discs may not function correctly when used in Ford CD
players. Page 37 Entertainment Systems 7. Auxiliary jacks Insert lines for standard video game
players. Press again to eject the DVD. Three different speeds are available depending on how

long the control is held. Press the control once for slow motion playback. Page 41
Entertainment Systems In stop mode, press to change to a different playing media e. Battery
replacement Batteries are supplied with the remote control unit. Page 42 Entertainment Systems
To install the batteries, lightly press down on the top of the left earpiece and slide the cover off.
Be sure the screen is latched into the housing when being stored. Page 44 DVDs only. Irregular
shaped discs, discs with a scratch protection film attached, and discs with homemade paper
adhesive labels should not be inserted into the player. The counter is automatically reset to See
your Ford or Lincoln Mercury dealer. Do not insert foreign objects into the DVD compartment.
The front glass on the liquid crystal display LCD flip-down screen may break when hit with a
hard surface. Page 48 Entertainment Systems Care and service of the DVD player
Environmental extremes DVD players that are subjected to harsh environmental conditions may
be damaged or perform at less than maximum capability. Page Navigation System Motor
Company shall not be liable for any damages of any type arising from failure to follow these
guidelines. Do not attempt to service, repair or modify the system. The driver must not attempt
to operate any detailed operation of the navigation system while the vehicle is in motion. If a
problem occurs, stop using the system immediately and contact your Ford or Lincoln Mercury
Dealer. Page 52 Entertainment Systems 4. Cursor control: Use this control when viewing a
menu in the navigation system. Press the control up or down, left or right to highlight an item in
the display. Press the center of the control to make your selection. Page 53 Entertainment
Systems Press again to turn the system off. Turn the control to adjust the audio volume levels.
To adjust the voice PUSH output levels from the navigation system, adjust the volume levels
only during voice output. Page 54 Entertainment Systems 2. Page 55 Entertainment Systems 2.
Press the NAV control to enter into Navigation mode. To enter a destination, ensure that the
vehicle is in the PARK position. To navigate to home from the current location, press HOME. If a
H O M E home location has not previously been stored, pressing and holding Page 56
Entertainment Systems Turn the control to raise or lower volume. The levels will be displayed
PUSH on the screen. To adjust the navigation voice output level, adjust the volume control only
when the navigation system is speaking. Otherwise, it will adjust the radio levels. Automatic
volume control AVC With this feature, radio volume changes automatically with vehicle speed to
compensate for road and wind noise. Adjusting the levels 1. Press the MENU control. Page 59
Entertainment Systems Press the soft key to turn the feature on or off. If a selection has been
playing for three seconds or more and you press , the CD changer will replay that selection from
the beginning. Page 61 Entertainment Systems Starting autoset memory preset 1. Press the
AUTO control. When the first six strong stations are filled, the station stored in memory preset
control 1 will start playing. Press again to disable scan and remain on the current station.
Program type PTY selections Some FM stations transmit program type codes which can be
used to locate different stations transmitting programs of a certain type. Page 63 Entertainment
Systems Compression The compression feature will boost quieter music and lower louder
music to minimize the need for volume adjustments. Page 64 Due to technical incompatibility,
certain recordable and re-recordable compact discs may not function correctly when used in
Ford CD players. Page 65 Entertainment Systems Press to eject the magazine. Pull the lever to
remove a CD tray from the magazine. Insert one disc into each CD tray of the magazine up to 6
discs. Ensure that the label side is facing If you pull too hard on the disc holder, the disc holder
may come completely out of the magazine. Page 66 Entertainment Systems 4. Slide the door to
the left to close. Use only compact discs containing this mark. The magazine does not need to
be full for the CD DJ to operate. Press again to disengage the feature and listen to the selected
song. The front speakers play the selected media and the rear speakers mute. In this mode, the
rear passengers may adjust the volume and other levels using the rear seat control. Page 70
Entertainment Systems 6. ZOOM 7. PAN 8. Press the soft key next to the display to select the
desired language. The directional heading indicator at the bottom of the screen might change
color to indicate this signal strength. Page 73 Entertainment Systems Points of Interest POI This
destination option enables you to specify a particular place, such as an airport or gas station.
Use the soft keys to select Points of Interest. Use the soft key to select Previous Destination.
The address of each stored destination will appear. The previous origin information is also
stored in this location. Selecting Route Criteria Once you have selected a destination, select
from the following route criteria: 1. Shortest time route â€” Creates a driving route which
minimizes driving time taking into consideration things such as speed limits, number of turns,
etc. Page 78 Entertainment Systems Adding, deleting or editing the address book Note: These
features are not available when the vehicle is in motion. Ensure that you are in navigation mode.
Select Address book. Confirm selection. Press NAV to return to a guidance display. Press MAP
to return to a map display. Page 80 Entertainment Systems Route interruptions In the course of
your destination, you may decide to temporarily leave your planned route for gas, food, etc. If

you turn off the ignition, the option to continue the route guidance will be displayed when the
ignition is turned on again. Page 83 Entertainment Systems Cleaning the display Do not spray
cleaning fluid directly onto the unit. Instead, spray onto a soft cloth and gently wipe the unit.
Only recommended products should be used. Do not clean any part of the system with benzene,
paint thinner or any other solvent. Temperature control 4. Rear defrost control 2. Mode selector
control 5. Fan speed control 3. Recirculated air control Panel control 3. Passenger temperature
control OFF control 4. Rear defrost control AUTO control 5. The system will either heat or cool
the vehicle to achieve the selected temperature. The system will automatically determine fan
speed, airflow location and whether outside or recirculated air AUTO is required. The
temperature in Celsius will be displayed in half-degree increments. When the air conditioning is
controlled while in automatic operation, the AUTO indicator will remain lit and the system will
remain in automatic operation. To return to full automatic control, press AUTO. Page 93 Climate
Controls The auxiliary climate control system is dependent on the main climate control system.
If the main climate control system is in the Off position, the auxiliary climate control will not
operate. If the main climate control system is on, the auxiliary air will not be cooled unless the
air conditioning is functioning on the main climate control system. After approximately 10
minutes of rear defrost operation, the climate control system will automatically disable the rear
defrost operation. If desired, the rear defrost can be manually disabled through the use of the
rear defrost button. Rotate to the second position to turn on the headlamps. Foglamp control if
equipped The headlamp control also operates the foglamps. The foglamps can be turned on
when the headlamp control is in the positions and the high beams are Always remember to turn
on your headlamps at dusk or during inclement weather. Move the control to the full upright
position, past detent, to turn on the interior lamps. Move the control to the full down position,
past detent, to prevent the interior lights from illuminating when the doors are opened. Page
Turn Signal Control Lights 5. Replacing the interior bulbs Page Lights Map lamps To change the
map lamp bulbs: 1. Use a small screwdriver to remove the map lamp lens. Twist in a new bulb.
Align and press the map lamp lens back on and test the lamp operation. Page Lights 7. Once the
bulb covers are removed, the bulbs can be removed by turning them counterclockwise and then
pulling the bulbs straight out. Grasp the bulb only by its plastic base and do not touch the
glass. Page Lights 5. Rotate the bulb socket counterclockwise and remove from the lamp
assembly. Carefully pull the bulb out of the socket and push in the new bulb. Install the bulb
socket into the lamp assembly and rotate clockwise. The oil from your hand could cause the
bulb to break the next time the headlamps are operated. Page Lights Replacing license plate
lamp bulb The license plate bulbs are located in the license plate housing assembly on the
liftgate. To change the license plate bulbs: 1. Make sure the headlamp switch is in the OFF
position. Remove the license lamp screw from the assembly. Page Lights Approach lamp bulb
removal if equipped To change the bulbs: 1. Make sure that all the doors are closed and the
interior lights have automatically turned off or the opposite mirror approach lamp has turned
off. With a small flat tipped screwdriver, insert the tip into the approach light module slot
located on the outboard corner of the lens INT1 The bars of varying length are for intermittent
wipers. When in this position rotate the control upward for fast intervals and downward for slow
intervals. Page Driver Controls Checking the wiper blades If the wiper blades do not wipe
properly, clean both the windshield and wiper blades using undiluted windshield wiper solution
or a mild detergent. Rinse thoroughly with clean water. To avoid damaging the blades, do not
use fuel, kerosene, paint thinner or other solvents. Changing the wiper blades It is
recommended that wiper blades are renewed before winter. While the lever is in the down
position, tilt the steering column to the desired position. While holding the steering wheel, pull
the lever up to its original position to lock the steering column. Forward storage bin and
conversation mirror if equipped The storage compartment may be used to store two pairs of
sunglasses or similar objects. Press the release control to open the storage compartment. To
close the moon roof from the vent position, press and hold the bottom portion of the control
until the glass panel stops moving. Do not hang any type of accessory or accessory bracket
from the plug. Improper use of the power point can cause damage not covered by your
warranty. On vehicles equipped with a center console there are three power points located in
the console. Depress again to stop window operation. One touch down can be deactivated
during operation by pushing down on the top part of the driver power window control. The
mirror will automatically return to the normal state whenever the AUTO vehicle is placed in R
Reverse when the mirror is on to ensure a bright clear view when backing up. Page Driver
Controls Reverse tilt down mirrors if equipped The side mirrors may be programmed to tilt
down when the vehicle is put in R Reverse. Signal mirrors if equipped When the turn signal is
activated, the lower portion of the mirror Press and hold the rocker control to adjust accelerator
and brake pedal. Once speed control is switched off, the previously programmed set speed will

be erased. Each press will increase the set speed by 1. Disengaging the speed control will not
erase the previously programmed set speed. Pressing OFF will erase the previously
programmed set speed. It turns off when the speed control OFF control is pressed, the brake or
clutch is applied, or the ignition is turned to the OFF position. Page Driver Controls When
programming your HomeLink Wireless Control System to a garage door or gate, be sure that
people and objects are out of the way to prevent potential harm or damage. Do not use the
HomeLink Wireless Control System with any garage door opener that lacks safety stop and
reverse features as required by U. Page Driver Controls 3. Simultaneously press and hold both
the HomeLink and hand-held transmitter button. Do not release the buttons until step 4 has
been completed. Release both buttons. Do not hold for longer that 30 seconds. Page Driver
Controls Compass The compass reading may be affected when you drive near large buildings,
bridges, power lines and powerful broadcast antennas. Magnetic or metallic objects placed in,
on or near the vehicle may also affect compass accuracy. Usually, when something affects the
compass readings, the compass will correct itself after a few days of operating your vehicle in
normal conditions. Page Message Center Driver Controls Compass calibration adjustment
Perform this adjustment in an open area free from steel structures and high voltage lines.
Compass display The compass reading may be affected when you drive near large buildings,
bridges, power lines and powerful broadcast antenna. Determine your magnetic zone by
referring to the zone map. Turn ignition to the ON position. Start the engine. The top of the
message center must be blank. Page Driver Controls The compass is now calibrated. Page
Driver Controls Distance to empty DTE Selecting this function from the INFO menu estimates
approximately how far you can drive with the fuel remaining in your tank under normal driving
conditions. Remember to turn the ignition OFF when refueling to allow this feature to correctly
detect the added fuel. Page Driver Controls Easy exit seat if equipped This feature automatically
moves the drivers seat backwards for easy exit from the vehicle. Page Driver Controls
Language 1. Page Driver Controls The sequence of the system check report and how it appears
in the message center is as follows: 1. Page Driver Controls This acts as a reminder that these
warning conditions still exist within the vehicle. Warning display Status Check backup aid if
equipped Warning displays when R reverse gear is selected. Displayed when a door is not
completely closed. Displayed when the liftgate is not completely closed. Displayed when the
engine coolant is overheating. Stop the vehicle as soon as safely possible, turn off the engine
and let it cool. Displayed when the electrical system is not maintaining proper voltage. If you are
operating electrical accessories when the engine is idling at a low speed, turn off as many of the
electrical loads as soon as possible. If the warning stays on or comes on when the engine is
operating at normal speeds, have the electrical system checked as soon as possible. These
messages indicate improper operation of the vehicle network communication between
electronic modules. These include: 1. Pen holder 2. Tissue holder 3. Large utility compartment
5. Cupholders 7. Coin holder slots 8. Make sure that the mat does not interfere with the
operation of the accelerator or the brake pedal. The front cross-bar does not move. To adjust
the luggage rack, push the adjustment lever forward toward the front of the vehicle , then slide
the cross-bar forward and lock the adjusting levers by pushing them down toward the back of
the In case of loss, replacement keys are available from your dealer. You should always carry a
second key with you in a safe place in case you require it in an emergency. Operation is subject
to the following two conditions: 1 This device may not cause harmful interference, and 2 This
device must accept any interference received, including interference that may cause undesired
operation. Page Locks and Security Memory feature if equipped The remote entry system can
also control the memory feature. Pressing the control will automatically move the seat, rearview
mirrors, and adjustable pedals to the desired memory position the memory position
corresponds to the transmitter being used. Page Locks and Security Replacing the battery The
remote transmitter is powered by one coin type three-volt lithium battery CR or equivalent.
Typical operating range will allow you to be up to 10 meters 33 feet away from your vehicle.
Page For vehicles not equipped with a message center, the feature may be deactivated by
taking your vehicle to an authorized Ford dealer. Power door lock disable feature This feature
will help protect your vehicle from unauthorized entry. Your vehicle has a factory set 5 digit
code that operates the keyless entry system. You can also program your own 5 digit personal
entry code. Page Locks and Security If you wish to erase your personal code, use the following
instructions: 1. Enter factory set code. The system will now only respond to the factory set
code. Anti-scan feature The anti-scan feature prevents repeated attempts at arriving at a valid
key code. Page The SecuriLock passive anti-theft system is not compatible with non-Ford
aftermarket remote start systems. Use of these systems may result in vehicle starting problems
and a loss of security protection. Page OFF and restart the engine with all other objects on the
key ring held away from the ignition key. Check to make sure the coded key is an approved Ford

coded key. Page Locks and Security Replacing coded keys can be very costly and you may
want to store an extra programmed key away from the vehicle in a safe place to prevent an
unforeseen inconvenience. The correct coded key must be used for your vehicle. Page Locks
and Security 5. Do not pile cargo higher than the seatbacks to reduce the risk of injuring people
in a collision or sudden stop. Page Seating and Safety Restraints Pull the seatback handle up to
recline the seat. Using the armrest if equipped Push the release control to move the armrest up
or down. Page Seating and Safety Restraints Using the manual lumbar support The lumbar
support control is located on the outboard side of the seat. Turn the lumbar support control
forward for more support. Turn the lumbar support backward for less support. Page Seating and
Safety Restraints Press the control to move the seat forward, backward, up or down. The
memory seat control is located on the driver door. To operate the climate controlled seats the
engine must be running. Move the front seat all the way forward and up to ease access. Then
push in on the center of the outside edge of the filter and rotate up into the housing until it clips
into position. Page Seating and Safety Restraints For assistance, refer to the label located on
the side of the seat cushion. Adjusting the 2nd row outboard seat for E-Z Entry The 2nd row
outboard seats allow for easier entry and exit to and from the 3rd row seat. Page Seating and
Safety Restraints 3. To return the seat to a seating position, push down on the seat until the
seat is latched to the floor. Lift the seatback to the upright position. Always latch the vehicle
seat to the floor, whether the seat is occupied or empty. Locate the latch strap at the front of the
seat and pull to release the seat into a kneel down load floor position. A moderate force may be
required to move the seat forward and down. Once the second row seats are in the down
position, the front seats may be readjusted. Page Seating and Safety Restraints The rear latch
hooks must be properly engaged with the floor striker. Position the rear legs of the seat over the
floor strikers and engage. Locate the release strap located between the front cushion and the
seat back, and pull the strap to release the folding seat latch. To return the seat to the upright
position, lift the seatback until the latch is fully engaged. Note: This seat can be moved forward
to keep a child in a child restraint close to the front seat occupants. Third row seats Ensure that
no objects such as books, purses or briefcases are on the floor in front of the third row seats or
on the seat cushion before lowering them. Page Seating and Safety Restraints Third row power
folding seat if equipped The control buttons are located on the right-hand rear quarter trim
panel accessible from the liftgate area. Push the bottom portion of the control button to lower
the desired seatback. The purpose of these head restraints is to help limit head motion in the
event of a rear collision. The system is able to analyze different occupant conditions and crash
severity before activating the appropriate safety devices to help better protect a range of
occupants in a variety of frontal crash situations. Page Seating and Safety Restraints Driver and
passenger dual-stage air bag supplemental restraints The dual-stage air bags offer the
capability to tailor the level of air bag inflation energy. A lower, less forceful energy level is
provided for more common, moderate-severity impacts. A higher energy level is used for the
most severe impacts. Page Seating and Safety Restraints Determining if the Personal Safety
System is operational The Personal Safety System uses a warning light in the instrument
cluster or a back-up tone to indicate the condition of the system. Refer to the Warning Light
section in the Instrument Cluster chapter. Routine maintenance of the Personal Safety System
is not required. Page Seating and Safety Restraints All occupants of the vehicle, including the
driver, should always properly wear their safety belts, even when an air bag SRS is provided. It
is extremely dangerous to ride in a cargo area, inside or outside of a vehicle. In a collision,
people riding in these areas are more likely to be seriously injured or killed. Page Seating and
Safety Restraints Combination lap and shoulder belts 1. Insert the belt tongue into the proper
buckle the buckle closest to the direction the tongue is coming from until you hear a snap and
feel it latch. Make sure the tongue is securely fastened in the buckle. Page Seating and Safety
Restraints The front outboard, rear outboard, and second and third row center safety restraints
in the vehicle are combination lap and shoulder belts. The front center safety restraint if
equipped is a manually-adjustable lap belt. All of the passenger lap and shoulder belts have two
types of locking modes described below: Vehicle sensitive mode This is the normal retractor
mode, which allows free shoulder belt length Page Seating and Safety Restraints 2. Grasp the
shoulder portion and pull downward until the entire belt is pulled out. Allow the belt to retract.
As the belt retracts, you will hear a clicking sound. This indicates the safety belt is now in the
automatic locking mode. The driver and the right front passenger seat belt system including
retractors, buckles and height adjusters must be replaced if the vehicle is involved in a collision
that results in deployment of front air bags or Safety Canopy Page Seating and Safety
Restraints First row center lap belt if equipped Adjusting the lap belt The lap belt should fit
snugly and as low as possible around the hips, not across the waist. The lap belt does not
adjust automatically. Insert the tongue into the correct buckle the buckle closest to the direction

the tongue is coming The driver safety belt is not The safety belt warning light buckled before
the ignition switch illuminates minutes and the is turned to the ON position The driver safety
belt is buckled The safety belt warning light and while the indicator light is Page Seating and
Safety Restraints The following are reasons most often given for not wearing safety belts: All
statistics based on U. Page Seating and Safety Restraints Reasons given Frontal airbags are not
designed to inflate in rear and side crashes or rollovers. Page Seating and Safety Restraints 1.
Wait until the safety belt warning light turns off. Page Air Bags if equipped , child safety seat
LATCH and tether anchors, and attaching hardware, should be inspected after a collision. Ford
Motor Company recommends that all safety belt assemblies used in vehicles involved in a
collision be replaced. Page Seating and Safety Restraints Do not attempt to service, repair, or
modify the air bag supplemental restraint systems or its fuses. The front passenger air bag is
not designed to offer protection to an occupant in the center front seating position. Page
Seating and Safety Restraints How does the air bag supplemental restraint system work? The
air bag SRS is designed to activate when the vehicle sustains longitudinal deceleration
sufficient to cause the sensors to close an electrical circuit that initiates air bag inflation. Page
Seating and Safety Restraints Several air bag system components get hot after inflation. Do not
touch them after inflation. If the air bag has deployed, the air bag will not function again and
must be replaced immediately. If the air bag is not replaced, the unrepaired area will increase
the risk of injury in a collision. Page Do not attempt to service, repair, or modify the Safety
Canopy system, its fuses, the A, B, or C pillar trim, or the headliner on a vehicle containing a
Safety Canopy. All occupants of the vehicle including the driver should always The design and
development of the Safety Canopy system included recommended testing procedures that were
developed by a group of automotive safety experts known as the Side Air Bag Technical
Working Group. Page Seating and Safety Restraints The Safety Canopy is mounted to roof
side-rail sheet metal, behind the headliner, above the first and second row seats. In certain
lateral collisions or rollover events, the Safety Canopy system will be activated, regardless of
which seats are occupied. In certain rollover events, the Safety Canopy on both sides of the
vehicle will be inflated, regardless of which seats are occupied. Page Seating and Safety
Restraints Determining if the system is operational The SRS uses a readiness light in the
instrument cluster or a tone to indicate the condition of the system. Refer to the Air bag
readiness section in the Instrument Cluster chapter. Routine maintenance of the air bag is not
required. Page To improve the fit of both the lap and shoulder belt on children who have
outgrown child safety seats, Ford Motor Company recommends use of a belt-positioning
booster. Booster seats position a child so that safety belts fit better. They lift the child up so
that the lap belt rests low across the hips and the knees bend comfortably. Generally this is
when they weigh about 80 lbs about 8 to 12 years old. If you do not install and use the safety
seat properly, the child may be injured in a sudden stop or collision. Install the child safety seat
in a seating position which is capable of providing tether and LATCH anchors. Pull down on the
shoulder belt and then grasp the shoulder belt and lap belt together. Page Seating and Safety
Restraints 5. To put the retractor in the automatic locking mode, grasp the shoulder portion of
the belt and pull downward until all of the belt is pulled out and a click is heard. The belt will
click as it retracts to indicate it is in the automatic locking mode. Page Seating and Safety
Restraints Installing child safety seats in the center front seating position Always transport
children 12 years old and under in the rear seats and always properly use appropriate child
restraints. It is safer to install child safety seats in seating positions that have child seat
anchors. Route the child safety seat tether strap under the head restraint outboard seats and
over the back of the seat. Grasp the tether strap and position it to the seat frame. Page Seating
and Safety Restraints 6. Rotate the tether strap clip. Third row seating position 1. Position the
child safety seat on the center of the seat cushion. Page Seating and Safety Restraints 4. Clip
the tether strap through the anchor loop as shown. If the tether strap is clipped incorrectly, the
child safety seat may not be retained properly in the event of a collision. Refer to the Installing
child safety seats in combination lap and shoulder belt seating positions section of this chapter
for In a crash, one anchor may not be strong enough to hold two child safety seat attachments
and may break, causing serious injury or death. If you install a child seat with rigid LATCH
attachments, do not tighten the tether strap enough to lift the child seat off the vehicle seat
cushion when the child is seated in it. ON, all electrical circuits operational. Page Driving If you
smell exhaust fumes inside your vehicle, have your dealer inspect your vehicle immediately. Do
not drive if you smell exhaust fumes. When the engine starts, the idle RPM runs higher than
normal in order to warm the engine. Page Driving 5. Make sure the corresponding lights
illuminate or illuminate briefly. If a light fails to illuminate, have the vehicle serviced. Page
Brakes Driving Note: If the engine does not start within five seconds on the first try, turn the key
to OFF, wait 10 seconds and try again. If the engine still fails to start, press the accelerator to

the floor and try again; this will allow the engine to crank with the fuel shut off in case the
engine is flooded with fuel. If you are driving down a long or steep hill, shift to a lower gear. Do
not apply your brakes continuously, as they may overheat and become less effective. However,
avoid taking any unnecessary risks. ABS warning lamp warning lamp in the instrument cluster
momentarily illuminates when the ignition is turned to the ON position. If the light does not
illuminate momentarily at start up, remains on or continues to flash, the ABS needs to be
serviced. Page Driving Always set the parking brake fully and make sure that the gearshift is
securely latched in P Park. The parking brake is not recommended to stop a moving vehicle.
However, if the normal brakes fail, the parking brake can be used to stop your vehicle in an
emergency. Page Air Suspension Driving Speed sensitive steering Your vehicle is equipped
with engine speed sensitive steering. At higher engine speeds associated with high vehicle
speed, the steering assist will decrease to improve steering feel. If the amount of effort required
to steer your vehicle changes while maintaining a constant engine speed, have the power
steering system checked by your dealer or a qualified service technician. Page Driving The air
suspension shut-off switch is located behind two access panels on the left rear quarter trim
panel, near the liftgate. To remove the first panel, turn the control counterclockwise and remove
the panel. On vehicles equipped with air suspension, turn the air suspension and the ignition
switch off prior to jacking, hoisting or towing your vehicle. Page Driving Press the bottom
portion of the switch to turn off the air suspension. Under normal conditions, the limited slip
axle functions like a standard rear axle. Page Driving Vehicles with a higher center of gravity
such as utility and four-wheel drive vehicles handle differently than vehicles with a lower center
of gravity. Utility and four-wheel drive vehicles are not designed for cornering at speeds as high
as passenger cars any more than low-slung sports cars are designed to perform satisfactorily
under off-road conditions. In an emergency lane-change, the driver will experience better overall
vehicle traction, and have better control of the vehicle. The AdvanceTrac system helps the
driver maintain steering control if the vehicle begins to slide excessively left or right or spin out.
Page Driving indicator light in the instrument cluster remains on while the engine is running,
have the system serviced immediately. Pressing the control once will disable the AdvanceTrac
stability enhancement and the engine power reduction portion of the traction enhancement
feature; the brake portion of the traction enhancement feature will still function normally. Page
Driving Always set the parking brake fully and make sure the gearshift is latched in P Park. Turn
the ignition to the LOCK position and remove the key whenever you leave your vehicle. If the
parking brake is fully released, but the brake warning lamp remains illuminated, the brakes may
not be working properly. R Reverse With the gearshift lever in R Reverse , the vehicle will move
backward. If towing a trailer, refer to Driving while you tow in the Trailer towing section. To
return to Overdrive mode, press the transmission control switch TCS. The TCIL will no longer
be illuminated. Each time the vehicle is started, the transmission will automatically return to
normal overdrive mode. As you move closer to the obstacle, the rate of the tone increases. Page
The Control Trac system indicator lights illuminate only under the following conditions. This
position is not recommended for use on dry pavement. This position is only intended for severe
winter or off-road conditions, such as deep snow, ice or shallow sand. Bring the vehicle to a
stop and keep the brake pedal depressed. Place the gearshift in N Neutral. Note: Some noise
may be heard as the system shifts or engages. This may damage the drivelines and axles. Page
Driving Control Trac fourâ€”wheel drive system When a fourâ€”wheel drive mode is selected,
the Control Trac system uses all four wheels to power the vehicle. This increases traction,
enabling you to drive over terrain and road conditions that a conventional two-wheel drive
vehicle cannot. Page Ford Motor Company joins the U. Forest Service and the Bureau of Land
Management in encouraging you to help preserve our national forest and Page Driving Driving
on hilly or sloping terrain Although natural obstacles may make it necessary to travel diagonally
up or down a hill or steep incline, you should always try to drive straight up or straight down.
Avoid driving crosswise or turning on steep slopes or hills. If you nevertheless decide to equip
your fourâ€”wheel drive for off-road use with tires larger than what Ford Motor Company
recommends, you should not use these tires for highway driving. Page a label may also be
found on the fuel cap filler door. Failure to follow tire pressure recommendations can adversely
affect the way your vehicle handles. Do not exceed the Ford Motor Company recommended
pressure even if it is less than the maximum pressure allowed for the tire. Page Vehicle Loading
Driving Ford Motor Company recommends that caution be used with any vehicle equipped with
a high load or device such as ladder racks or pickup box cover. Failure to maintain your vehicle
properly may void the warranty, increase your repair cost, reduce vehicle performance and
operational capabilities and adversely affect driver and passenger safety. Page Driving Always
ensure that the weight of occupants, cargo and equipment being carried is within the weight
limitations that have been established for your vehicle including both gross vehicle weight and

front and rear gross axle weight rating limits. Under no circumstance should these limitations
be exceeded. Page Trailer Towing when a customer provided controller is installed and ground.
Before towing a trailer, make sure the trailer brakes if equipped and lamps are properly
connected and functional. The vertical tongue load of the trailer is distributed between the truck
and the trailer by this system. Mode Maximum Maximum Page Driving 4. Attach the trailer to the
vehicle and adjust the hitch equalizers so that the front bumper height is within 0â€”13 mm 0.
After proper adjustment, the rear bumper should be no higher than in Step 3. This will also
assist in transmission cooling. For additional information, refer to the Understanding the
positions of the 4â€”speed automatic transmission section in this chapter. Page If a distance of
80 km 50 miles or a speed of 56 km 35 mph must be exceeded, the drive shaft will have to be
removed before the vehicle is towed. This program is separate from the New Vehicle Limited
Warranty. Page Roadside Emergencies Canadian customers who require roadside assistance,
call 1â€”â€”â€” If you need to arrange roadside assistance for yourself, Ford Motor Company
will reimburse a reasonable amount. To obtain reimbursement information, U. Ford or Mercury
vehicles customers call ; Lincoln vehicle customers call 1â€”â€”â€” After an accident, if the
engine cranks but does not start, this switch may have been activated. Page Roadside
Emergencies The fuel pump shut-off switch has a red reset button on top of it and is located
beneath the air suspension switch if equipped. Blown fuses are identified by a broken wire
within the fuse. Check the appropriate fuses before replacing any electrical components. Note:
Always replace a fuse with one that has the specified amperage rating. To remove the trim panel
for access to the fuse box, pull the panel toward you and swing it out away from the side and
remove it. Page Roadside Emergencies The fuses are coded as follows. Instead, gradually
decrease your speed. Hold the steering wheel firmly and slowly move to a safe place on the side
of the road. The use of tire sealants is not recommended and may compromise the integrity of
your tires. Page Roadside Emergencies Removing the spare tire 1. Fold the rear seat down.
Refer to Rear seats in the Seating and safety restraints chapter. Remove the jack handle and
winch extension from the tray and assemble them. Open the spare tire winch access plug in the
bottom of the compartment located behind the 3rd row seat, very close to the jack and Page
Roadside Emergencies 1. Park on a level surface, activate hazard flashers and set the parking
brake. If changing the tire on a grade, block the diagonally opposite wheel on the downward
side of the grade. Page Roadside Emergencies When one of the rear wheels is off the ground,
the transmission alone will not prevent the vehicle from moving or slipping off the jack, even if
the transmission is in P Park. To prevent the vehicle from moving when you change the tire, be
sure that the parking brake is set and the diagonally opposite wheel is blocked. Remove the lug
nuts with the lug wrench. Replace the flat tire with the spare tire, making sure the valve stem is
facing outward. Reinstall the lug nuts until the wheel is snug against the hub. Page Jump
Starting Roadside Emergencies 5. Disassemble the tools and snap them back into the tool tray.
Close the access hole with the rubber plug. Reinstall the tray into the vehicle and secure it with
the wing nut turn clockwise until tight. Page Roadside Emergencies Connecting the jumper
cables 1. Note: In the illustrations, lightning bolts are used to designate the assisting boosting
battery. Page Roadside Emergencies 4. Make the final connection of the negative - cable to the
jump starting stud located in the rear of the engine compartment, near the battery. Do not use
fuel lines, engine rocker covers or the intake manifold as grounding points. Do not connect the
end of the second cable to the negative - terminal of the battery to be jumped. Page Roadside
Emergencies Removing the jumper cables Remove the jumper cables in the reverse order that
they were connected. Remove the jumper cable from the ground metal surface. Page Roadside
Emergencies 3. After the disabled vehicle has been started and the jumper cables removed,
allow it to idle for several minutes so the engine computer can relearn its idle conditions. Page
Wrecker Towing It is recommended that your vehicle be towed with a wheel lift or flatbed
equipment. Do not tow with a slingbelt. Ford Motor Company has not approved a slingbelt
towing procedure. On 4x2 vehicles, it is acceptable to tow the vehicle with the front wheels on
the ground without dollies and the rear wheels off the ground. Ford Motor Company produces a
towing manual for all authorized tow truck operators. Have your tow truck operator refer to this
manual for Away from home If you own a Ford or Mercury vehicle and are away from home
when your vehicle needs service, or if you need more help than the dealership could provide,
after following the steps described above, contact the Ford Customer Relationship Center to
find an authorized dealership to help you. Page If you own a Lincoln vehicle and are away from
home when your vehicle needs service, or if you need more help than the dealership could
provide, after following the steps described above, contact the Ford Customer Relationship
Center to find an authorized dealership to help you. If you did not take advantage of the Ford
Extended Service Plan at the time of purchasing your vehicle, you may still be eligible. Since
this information is subject to change, please ask your dealer for complete details about Ford

Extended Service Plan coverage options, or visit the Ford ESP website at The Dispute
Settlement Board may not be available in all states. The decisions of the Board are binding on
Ford and, in some cases, on the dealer but not on consumers who are free to pursue other
remedies available to them under state or federal law. Page If your vehicle must be serviced
while you are traveling or living in Central or South America, the Caribbean, or the Middle East,
contact the nearest Ford dealership. Page Reporting Safety Defects U. These products are
available from your dealer. These quality products have been specifically engineered to fulfill
your automotive needs; they are custom designed to complement the style and appearance of
your vehicle. If your vehicle requires professional service, your dealership can provide the
necessary parts and service. Inside the vehicle, pull the hood release handle located under the
bottom of the instrument panel. Go to the front of the vehicle and release the auxiliary latch that
is located under the front center of the hood. Battery 2. Automatic transmission fluid dipstick 3.
Engine oil filler cap 4. Power steering fluid reservoir 5. Engine oil dipstick 6. Brake fluid
reservoir 7. Engine coolant reservoir 8. Page Maintenance and Specifications 5. Air filter
assembly 9. Windshield washer fluid reservoir Page Engine Oil In very cold weather, do not fill
the reservoir completely. Refer to Lubricant specifications in this chapter. State or local
regulations on volatile organic compounds may restrict the use of methanol, a common
windshield washer antifreeze additive. Page Maintenance and Specifications 3. Set the parking
brake and ensure the gearshift is securely latched in P Park. Open the hood. Protect yourself
from engine heat. Locate and carefully remove the engine oil level indicator dipstick. Wipe the
indicator clean. Insert the indicator fully, then remove it again. Page Battery Maintenance and
Specifications Ford production and aftermarket Motorcraft oil filters are designed for added
engine protection and long life. If a replacement oil filter is used that does not meet Ford
material and design specifications, start-up engine noises or knock may be experienced. Page
Maintenance and Specifications Batteries normally produce explosive gases which can cause
personal injury. Therefore, do not allow flames, sparks or lighted substances to come near the
battery. When working near the battery, always shield your face and protect your eyes. Always
provide proper ventilation. When the battery is disconnected or a new battery is installed, the
engine must relearn its idle and fuel trim strategy for optimum driveability and performance.
Page If sprayed on the windshield, engine coolant could make it difficult to see through the
windshield. Page Recycled engine coolant Ford Motor Company does NOT recommend the use
of recycled engine coolant in vehicles originally equipped with Motorcraft Premium Gold Engine
Coolant since a Ford-approved recycling process is not yet available. Page Maintenance and
Specifications When this occurs the vehicle will still operate. The pressure in an overfilled tank
may cause leakage and lead to fuel spray and fire. The fuel system may be under pressure. If
the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it stops before
completely removing the fuel filler cap. If fuel is splashed in the eyes, remove contact lenses if
worn , flush with water for 15 minutes and seek medical attention. Failure to seek proper
medical attention could lead to permanent injury. Page The customer warranty may be void for
any damage to the fuel tank or fuel system if the correct genuine Ford or Motorcraft fuel filler
cap is not used. Page Ask your fuel supplier about gasolines that meet the World-wide Fuel
Charter. Running out of fuel Avoid running out of fuel because this situation may have an
adverse affect on powertrain components. Fuel Filter For fuel filter replacement, see your dealer
or a qualified service technician. Page Maintenance and Specifications If other than Ford,
Motorcraft or Ford-authorized parts are used for maintenance replacements or for service of
components affecting emission control, such non-Ford parts should be equivalent to genuine
Ford Motor Company parts in performance and durability. Page Check the power steering fluid.
Refer to the scheduled maintenance guide for the service interval schedules. Start the engine
and let it run until it reaches normal operating Page Maintenance and Specifications If an overfill
occurs, excess fluid should be removed by a qualified technician. Do not use supplemental
transmission fluid additives, treatments or cleaning agents. Page Maintenance and
Specifications 2. Loosen the clamp that secures the air filter cover to the air filter housing and
carefully separate the cover from housing. Remove the air filter element from the air filter
housing. Install a new air filter element. Be careful not to crimp the filter element edges between
the air filter housing and cover. Page 10 to 12 inches or limited production tires as defined in
Title 49 Code of Federal Regulations Part Department of Transportation-Tire quality grades: The
U. Department of Transportation requires Ford to give you the following information about tire
grades exactly as the government has written it. Page Maintenance and Specifications The
temperature grade for this tire is established for a tire that is properly inflated and not
overloaded. Excessive speed, underinflation, or excessive loading, either separately or in
combination, can cause heat
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buildup and possible tire failure. Page Make sure that all replacement tires are of the same
size, type, speed rating, load-carrying capacity and tread design e. Add ml 4 oz. For complete
refills, fill using the Additive Friction Modifier Page Use of any fluid other than the
recommended fluid may cause transmission damage. Page Maintenance and Specifications
Page Accessories Not all accessories are available for all models. Following is a list of several
Ford Genuine Accessory products. Not all accessories are available for all models. To find out
what accessories are available for your vehicle, please contact your dealer or visit our online
store at: Page Index Index Index refill capacities Page Cruise control snow and ice Page Index
Engine Page Index Lights, warning and indicator.. Page Index Power Windows Page Index
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