2003 hyundai elantra fuel filter location

The fuel filter in the Hyundai Elantra should be changed every 30, miles as part of the regular
maintenance schedule. It filters any debris and condensation in the fuel before it reaches the
fuel injectors. Even a tiny speck of dirt can clog a fuel injector, causing the Elantra to not run
properly. The fuel filter is located under the car, near the fuel tank. Open the hood and locate the
relay box near the driver's side fender well. Remove the cover. Find the fuel pump relay, using
the diagram on the underside of the relay box cover. Pull the fuel pump relay out of its socket
and set it aside. Start the Elantra and let it run until it stalls. Raise the rear of the vehicle with the
floor jack. Support it with jack stands. Clean the lines at the filter with a rag. Loosen the clamps
on both sides of the fuel filter and remove the fuel filter from its bracket, using a socket or
wrench. Install the new fuel filter, making sure the arrow is pointing forward, and tighten the
bolts to 20 foot-pounds of torque. Attach the lines on both sides of the fuel filter. Reinstall the
fuel pump relay. Start the Elantra and check for leaks around the fuel filter area. Cayden Conor
has been writing since She has been published on several websites and in the winter issue of
"QECE. She has an Associate of Science paralegal from Manchester Community College and
studied computer science, criminology and education at University of Tampa. Step 1 Open the
hood and locate the relay box near the driver's side fender well. Step 2 Raise the rear of the
vehicle with the floor jack. The fuel filter in your Hyundai Sonata is there to keep the fuel in the
fuel injection system clean, which prevents plugged fuel injectors and plugged fuel pressure
regulators. Some mechanics recommend changing your fuel filter every 30, to 40, miles. Follow
the directions below to replace the fuel filter in a Hyundai Sonata made between and Remove
the rear seat cushion and the access panel. Relieve the fuel system pressure by disconnecting
the fuel pump module connector, then starting the engine and letting it run until it stalls. Turn
the ignition off. Disconnect the negative battery cable. Then, attach the fuel pump harness
connector. Locate the fuel filter underneath the Sonata near the fuel tank. Disconnect the fuel
supply and pressure lines. Remove the fuel filter bracket if your model has one, and then
remove the fuel filter. Install the new fuel filter and torque the mounting bolts to 18 to 25 ft-lbs.
Replace the fuel filter bracket, if applicable, and then reattach the fuel supply and fuel pressure
lines. Reattach the negative battery cable. Start the engine of your Hyundai Sonata, check for
leaks, and fix any you find. This article was written by a professional writer, copy edited and fact
checked through a multi-point auditing system, in efforts to ensure our readers only receive the
best information. To submit your questions or ideas, or to simply learn more, see our about us
page: link below. Step 1 Remove the rear seat cushion and the access panel. Step 2 Disconnect
the negative battery cable. Step 3 Install the new fuel filter and torque the mounting bolts to 18
to 25 ft-lbs. Things You'll Need Wrench New fuel filter. Do not disconnect the fuel lines until you
let the pressure out of the fuel system. When disconnecting the fuel lines, take care to keep fuel
from spraying on your skin or eyes. Before starting your Hyundai Sonata, be sure to wipe up
any fuel that may have spilled while replacing your fuel filter. The Fuel Filter Vehicles a Vehicles
is a palm-sized, metallic, cylindrical item costing in the neighborhood of twenty bucks, but its
value can be in the thousands with respect to savings in repairs to your Vehicles engine. It
should be part of your regular yearly maintenance, which is to say, you should change the fuel
filter once a year. The fuel filter serves to keep particles of dirt flowing from the gas tank to the
engine, making it as valuable to the performance of your Vehicles as a regular oil change.
Clogged engines and fuel lines can lead to hesitation and engine knocking while a really
clogged fuel filter can even prevent you from starting your car. In about the time it takes to
replace a car battery, replacing your fuel filter in a timely fashion can prevent costly break
downs. Park the Pontiac G6 on level ground and set the parking brake. Lift the hood and prop it
open. Disconnect the negative cable from the battery. Place a wheel chock in front of and
behind one of the front tires. Lift the rear end with a jack and lower the G6 onto two jack stands.
Remove the jack. Empty the fuel tank into an approved gasoline container, using the siphon
pump. Disconnect the fuel lines and the filler tube from the tank. Disconnect the wiring harness
from the tank. Place the jack under the center of the tank. Unbolt the straps holding the fuel tank
to the frame of the Pontiac G6, using a socket or open-end wrench. Lower the tank to the
ground with the jack and slide it out from under the G6. The fuel filter is part of the module and
can't be replaced separately. The Fuel filter for your Hyundai Accent is located under the seat
cushion of your rear seat. Push your fingers between the seat cushion and the back of the seat.
Pull the seat cushion up, toward you and simply remove the seat. The fuel filter is thus gazing at
you, probably no larger than a half-dollar. Before you actually make any effort to remove the fuel
filter, it is important to understand your fuel filter works under pressure and that if you don't
relieve the pressure in the fuel lines, you could find yourself literally making one explosive
mistake. So, it is imperative you relieve the pressure before attempting to switch out fuel filters.
You do this by consulting your vehicle's manual for the fuel pump relay switch, or, fuel pump
fuse. Start the engine first and then cut the switch off on the relay, or, pull out the fuse. The

result of this action will stall the vehicle. In other words, it'll quit running and all the normal
pressure in the fuel lines will drop. This is an ideal opportunity to get a rag, two open-ended
wrenches, and a flat head screwdriver, and to let the engine cool. Before you remove the filter,
place the rag below the area where you will take out the old fuel filter. If any fluid spills out in
the process, the rag will be ready to soak it right up. Simply disconnect the fuel lines bolted into
place with your wrenches and set them aside. Take out the old fuel filter and discard it. The
washers on the fuel lines must be removed and replaced with the washers included in the
replacement package of your new fuel filter. Simply remove the old washers and put the new
ones on. Once you've done this, attach the lines to the new fuel filter and slip the new fuel filter
right back into the very place from which the old one was removed. Just remember to tighten all
the bolts as best you can and make sure the seat is securely returned to its position. You don't
want the seat to fall forward if for some reason, you are forced to brake suddenly. Remember
the fuel pump? We disabled it. So, before you start the car back up, you'll have to put the fuel
pump relay switch back into the on position, or, put the fuse back in the fuse box. Cars are
expensive. The better care we take of our vehicles, the further our vehicles are apt to take us
and the Hyundai Accent is a dependable fuel efficient vehicle capable of rolling merrily along,
for many years to come. Change your fuel filter yearly. It's the one other anniversary you don't
want to forget. The Chrysler fuel filter is on the underside of the M, in the middle of the seating
area. Crawl under the vehicle, or use a car jack to raise the M to a higher distance from the
ground if you need to. If you inspect the fuel tank, identifiable as a large square component, the
fuel filter will be in the fuel pump module, appearing as a small black cylinder. The fuel filter
removes dirt and rust particles that can get into gasoline during shipping and storage before it
goes into the engine. The filter works to allow only pure gasoline to fuel the engine, helping the
engine achieve optimal performance. Since the Chrysler M has the fuel filter below the vehicle, it
is important to provide yourself enough room between the ground and the engine. Check that
your car jack is stable before using it and have another individual present if possible. If cleaning
the fuel filter, only use a damp towel. Cleaning fluid can act as a contaminant, reducing optimal
performance. Items you will need Jack 2 wheel chocks 2 jack stands Fuel siphon pump Fuel
container Socket set Screwdrivers Pliers Adjustable wrenches Open-end wrenches Box-end
wrenches. One of the worst problems that can happen to your Hyundai Elantra is a bad fuel
filter. When the filter goes bad, it can limit the amount of fuel that enters the engine. Without
fuel, the vehicle will not run at all. With that in mind, most of the symptoms of a bad fuel filter
revolve around the vehicle stalling out. It looked like a little pill, and it would be quick and easy
to replace. This was in the era of carbureted vehicles. Fuel injection requires higher fuel
pressure. Higher fuel pressure meant that a more robust fuel filter would be required. This
meant the fuel filter was no longer left under the hood. It was put in the steel fuel line, between
the gas tank and engine bay. These fuel filters were more reliable, but they also were tougher to
change. Repairing them means getting under the vehicle and disconnecting steel fittings. The
good news is, no matter how old your Elantra is, the symptoms of a bad fuel filter are universal.
And, fuel filters are cheap. Before taking anything apart, check to see if your engines computer
has any trouble codes saved in it. The engine may throw a P trouble code. Any trouble codes
that exist could be a clue. Sometimes when there is low fuel pressure, you may also get an
oxygen sensor related trouble code as well. The real issue with diagnosing a bad fuel filter is
that it resembles many other vehicular issues in terms of symptoms. Typically, if you are
heading up a hill or accelerating the engine may start to feel like it is just running out of steam.
Now, a bad fuel filter can also feel a heck of a lot like a bad catalytic converter. Both conditions
will make the motor feel like it is running out of wind when you hit the gas. A bad catalytic
converter will not feel as jarring. If you are unsure, check out this article on troubleshooting
catalytic converters. If you get P or P trouble codes with a scanner, it very well may be the
catalytic converter causing these symptoms. One of the best indicators of a clogged fuel filter is
going to be that the your Elantra is difficult to start. If your car is difficult to start, a clogged fuel
filter would probably not be the place to start looking, especially if you are getting no trouble
code for fuel pressure or the oxygen sensors. It could certainly cause the problem though. A
fuel pump that is going out is going to feel the same as a bad fuel filter. This makes telling if you
have a bad fuel pump vs bad fuel filter very challenging. How do you tell them apart? A clogged
fuel filter will have high pressure on its input side and low pressure on its output side. They are
both going to cause the same hesitation at high speed and difficulty starting. The only way to
truly tell is to place a fuel pressure gauge on both sides of the line and get a reading from both.
A priming fuel pump sounds like a high-pitched whine for a few seconds and can be heard with
a sharp engine right after the ignition key is turned, but before the starter is engaged. The
symptoms of a bad fuel pump match a lot of other common problems that can occur in the
Hyundai Elantra. Testing the filter and pressure on each side of it are going to be the quickest

ways to rule it out. If there is anything you would like to add, please leave a comment below.
Good luck! Hard to Start Engine One of the best indicators of a clogged fuel filter is going to be
that the your Elantra is difficult to start. Last few months it seems like it has lost some power,
sluggish and sometimes does not downshift smoothly while driving on an upgrade or
accelerating. Since then, the RPM's race all over, car hesitates, hiccups, wants to cut while
stopped at a light. When I start up first thing in the morning cold engine the RPM's can race to
On idle the engine runs rough. Took it back - shop said it might be a bad part. They said they
changed it and the car ran ok for 3 days. Now the same problems are back. They are giving me
the run around and say they need to do "more tests. A friend said it might be the fuel filter or
pump. He looked at the seat and there is no indication that it was removed - I understand that's
the way to get to the fuel filter. I called the shop and asked how they changed the filter. The
answer I got was "we didn't remove the seat or the gas tank. The fuel filter is outside the gas
tank. Also, I am leery about taking my car to these guys again. Can you tell me what could be
the problem if changing the TPS didn't help much? So they are being honest about that;
however, the price they charged seems really high. As far as the idle problem, since when they
replaced it the second time it ran good, something tells me they are getting bad parts. Many
shops will get the cheapest parts they can. If they still feel it has to do with the TPS and they
guarantee you that is the problem have them reimburse you for he original TPS and spend the
extra money on one from the dealer. Honestly, I don't think they ever fixed the original problem.
A loss of power and running rough usually indicates a plugged catalytic converter. Have them
check that too. Let me know what you find or if you have other questions. The shop says they
will charge for a computer diagnostic check. I might have to stay away from them and go to
another shop. Re - catalytic converter - is that a big cost? It seems like when I start up the car
the smell from the exhaust is really weird. Not exactly rotten eggs smell. But bad. Someone
mentioned checking the following: manifold gasket? Pulse Generator Wires idle speed Oxygen
sensor Any thoughts? Thanks Was this answer helpful? Most will do it for free. Now for the
converter, a direct fit part can be around dollars based on where you live. Here is something
you can look for. After driving at night, do not shut it off and get out and look at the converter.
Many times when they plug, they will get so hot that they will glow red hot easy to see at night.
As far as the other items mentioned, the intake manifold gasket would have caused an idle
problem, the O2 sensor rough idle, increased fuel consumption, and I'm not sure about what
they ment by idle speed, or pulse generator wires. THey may have been refering to the injectors,
but that would have caused the engine to shut down, miss. Regardless, let me know what you
find or if you have other questions. Joe Was this answer helpful? I'm in So Cal and
unfortunately, Autozone and other parts stores are no longer allowed to do diagnostic checks
in-state. Laws here are getting stranger! This morning when I started the engine and drove
about a mile the CEL light came on. So it is now parked at work. I am thinking of taking it to
another shop to get it checked. It is a great car, fully loaded and I would like to drive it for a few
more years. Will give update when hopefully the problem s get solved without breaking the
bank. Was this answer helpful? They can't check because of new laws? I guess thats big
brother keeping an eye on us and trying to protect us. If I recall, "we the people" built this
country. What is next. I know I have had about all I can take. This poor country. One can bearly
recognized it anymore. What happened to the freedom to pursue happiness. The more you
make the more they take. The harder you work, the more you are punnished. Why try? What the
nationally recognized parts stores offered was a great for people who needed help and couldn't
afford an extra hundred bucks to get a computer scanned. The parts stores, of course, hoped
you got the parts from them, but that is gone for them. Just keep feeding the people who
overcharge for everything. Sorry about my whining. I'll shut up now. But what is right, is right,
and they have the same freedom to boost their sales as anyone. There I go again. Sorry about
the political views. Let me know what you find and I'll do my best to help you. Also, let me know
if the car still runs now that the light is staying on. Joe PS: You can purchase your own scanner
for less than they most likely charge to do one scan. They offered them on this site before. Let
me know if you are interested. Says the catalytic converter looks ok. Said the prob was most
likely the TPS. Advised me to go back and demand it to be fixed. I took it back didn't demand or
create a scene but strongly urged them to just get it back to the condition it was in when I
brought it to them. So they order an original Hyundai TPS, install it, do a few tests and it is
running ok now. Guess it was a cheap part after all. I mean the original issue exists sluggish
around rpm but at least no unexpected racing engine or ragged engine So, I guess I got a new
fuel filter whether I needed it or not and came out from this experience ok. As for all the
regulations and "laws" I agree - big time Big Brother. With all the handouts, no wonder they
need to tax us more. Thanks for your help on this. I glad you got it back to this point. You
woldn't believe the junk parts that are being inported into our country. Everything is made so

cheaply most likely by slave labor and children. But we just keep sending our jobs anywhere the
job can get done cheaper. Something needs done, but what? If a person stands up and says
something, he is considered a mad man and put in jail. Keep in touch with me after the dealer
checks it. I'm curious if I was correct. Take care of yourself. Every time I start it when its cold,
when I put in drive it hestitates. I want to try to replace the fuel filter before I take it in to try
major money repairs. I have a husband, but hes useless too. It is mounted to the undercarrage
of the vehicle. As far as replacing it, the steel fuel lines are bolted into the fuel filter. You will
need two wrenches, one to hold the fuel filter still while you turn the nut on the steel fuel line. I
believe both sides of the filter come apart like that. After removing the lines, there is a mounting
bracket that unbolts and you remove the old filter and reverse the process. Once the pressure is
released, you will be fine. Please read the entire How To prior to removing. Also, the picture you
will see of the fuel filter is very similar to what you will find under your car. If you have trouble,
let me know. Mark mhpautos Was this answer helpful? I've put new plugs in, tranny and oil
good, air filter good, however, after 5 miles mph slight grade it almost stalled no reaction from
gas pedal. After another 5 miles on another grade, it stalled out. I waited a couple minutes and
restarted. I restarted again and made it another 3 miles to work. A fuel pressure test could
confirm this. And engine sensors also have great influence on fuel delivery even if pressure is
right constantly. In the fuel pump module Was this answer helpful? I thought I looked in the
usual places, maybe im over looking it? I have taken adequate care of my Elantra, regular oil
changes, transmission oil changes. Do you. Hi: First, yes the fuel filter is under the car and
nothing needs removed to access it. Was this answer. Thanks for the feedback on the catalytic
converter. Thanks Was this answer. Rather than going back to them for a computer diagnostic
test, take it to a nationally recognized parts store. Joe Was this answer. Thanks for the
guidelines. Hi - was traveling on work and didn't get a chance to update until now. The fuel filter
is located near the fuel tank in the rear under of the car. Where is the fuel filter Was this answer.
Hi there, The filter is under the car next to the fuel tank. Mark mhpautos Was this answer. The pa
4l60e wiring harness replacement
sho taurus
yaris belt squeal
st few weeks the car hiccupped occassionaly when driving at highway speed mph but kept
going good. When you say hiccup do you mean cuts out completely for a second? The hiccup
was just a fraction of a second little jolt, a very slight hestation, but kept on rolling. Does sorta
sound like a fuel problem though. Engine not actting up currently but car has k on it Was this
answer. It is mounted on the top of the fuel tank. In the fuel pump module Was this answer.
Engine Performance problem Hyundai Elantra 4 cyl Front Wheel Drive Manual i would like to
know roughly where the fuel filter is located. Under vehicle, center, below cargo area, mounted
on top of fuel tank, in fuel pump module Was this answer. The fuel filter is located under the
rear seat in a compartment above the fuel tank. Also, a filter sock at the base of the fuel pump
located in the fuel tank. There you go. Please login or register to post a reply. Tried Three Asked
by laura. Sponsored links. Ask a Car Question. It's Free!

