2003 mitsubishi eclipse gts headlights

Manufactured from top quality components, this is your best option and inexpensive
replacement for your rebuild, repair, and maintenance needs - an OE replacement product for
your damaged or aged factory part. We've Made a Site Update. Refresh to the latest version.
Retrieve quote. Track order. Sign In or Create Account. Every Purchase Supports. Texas Relief
Efforts. Select your vehicle. Refine by:. Headlight part. Recommended Use. Light Source.
Quantity Sold. Product Fit. Shop Mitsubishi Eclipse Headlight. Showing 1 - 9 of 9 results. Sort
by:. Part Number: LAS. Guaranteed to Fit. Core Charge. Add to cart. Part Number: RAS. Part
Number: A1R Page 1 of 1 Showing 1 - 9 of 9 results. Featured Brands. Reviews Questions,
Answers. Replacement - the most affordable brand name for replacement parts th Jan 25, My
headlights are perfect! Virginia VanZale. Purchased on Jan 17, Thank you! Love my headlights
and your prices are so reasonable. My order came early too! May 03, These headlight housings
make my car look new again! Easy to install. Wendy Jacobs. Purchased on Apr 18, Show More.
Helpful Automotive Resources. How to Avoid the Glare from Oncoming Headlights Fortunately,
there are things you can do before heading out to reduce glare. There are also some driving
habits you can develop to try to minimize the effects of glare on your eyes. Check out these
tips. Driving with your headlights on at night is crucial to ensure the safety of not only you and
your passengers, but also the pedestrians and drivers around you. What are the Different Types
of Headlights? They are an improved version of the sealed-beam incandescent lights used in
older vehicles. For , all the mentioned models will. Why are My Headlights Flickering? If your
headlight keeps going out while driving, here are the most common reasons why: Failing Bulb.
Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use. Privacy
Policy. California Supply Chain Disclosure. Accessibility Statement. Great Exterior look, except
the fake vents in the front. Alloy wheels great touch and clean. Inside, Cheap plastic interior
which is good If you ever need to replace it. I like it. No leg room for people over 5' Very small in
the back, good for newborns- preteens and adults, no. Seats are very comfortable for long
driving. Slow start shifting through 1st gear but gets better at 2nd. Maintenance regular.
Premium gas only. Mits is having a recall, don't get black. What can I say about this car? It has
been an excellent and fun daily driver for the past 14 years and is still going strong. I have
owned it since new and it has never let me down. Oh sure there was an occasional flat or dead
battery but those are maintenance items. Keep up with the maintenance on it and it wont have
any problems. I don't think the car has ever actually failed. It always starts right up no problems,
when the battery was good that is. I've gone through oh batteries on it. The transmission? I
don't really think of that as a failure, just wear and tear. It was worn out. The guy working on it
said he had never seen such wear. Even in that state It didn't leave me by the side of the road. I
was able to drive it to a shop, it was just acting funny, like taking 5 seconds to shift. Even so, K
miles for a transmission is hard to beat in any car. I have no complaints. I'm not kidding this car
has thousand miles on it. Original engine, and never been overhauled. It did have lifter tick very
noisy at K but I replaced the lifters lash adjusters , which is a job you can do just under the
valve covers, and it has not been an issue since. Overall I'd say the build quality of the car is
super high given the longevity I've gotten out of it. There is very little rust on the car too. The
ride is solid and smooth as can be, even at interstate speeds. Just keep it aligned and replace
the shocks when they are due. Again maintenance. I trust this car as my daily driver to get me to
work every day. The engine is still strong and can still accelerate hard when I need it to. It still
gets miles to the gallon if you aren't a lead foot. If you keep it maintained this car will last a long
time. It does lack a bit in the radio department compared to today's radios but still sounds great.
What the radio doesn't do is bluetooth or have an aux input or navigation. If you want all that
you can upgrade it easily as it is a standard 2-din size radio. All the stock speakers save one are
still in it and sound great. The only speaker to fail me was the one in the center of the dash and
that was due to direct sunlight and age drying out the cone. If you disconnect that speaker
however you really don't miss it. I do think I will need to eventually overhaul the engine, one
day, I'm not deluding myself there. Just not tomorrow. The last shop I had it at told me the
compression is still good and within factory spec. What else can I expect from it. I suspect the
valve stem seals are the cause, I never replaced them. Again I have no complaints, it has held
up so well over the years that if it is only now in need of that after all those miles, I'll just smile
and pay some shop to fix it. Its better than a new car payment and this car still looks good. Most
people never guess that it has that many miles on it unless I tell them and they they do a double
take and still don't believe it. I get it a lot from the shops that service it. One last thing, don't
ever skip an oil change and don't put anything less than premium in it. I shudder to think what
85 would have done. It is counter intuitive to some, but you actually save money using the
premium gas. That and the car will behave better and actually pass other cars when you need it.
Use the gas it was designed to use. You can get these cars for very cheap. They are extremely
nice. I got mine for 3, from a friend of the family, it could've of easily been sold for 5, however.

It's really good condition Mine has , miles on it. It's fast, I've gotten it up to It's good on gas.
Unless you shift at 5k RPM like me when im trying to impress my friends -- i can watch the gas
gauge go down mpg. Please put premium in this car, yes it matters. Look it up. When you're not
hot rodding this car, it still turns heads. Very nice looking. If you're worried about your kid hot
rodding it like me, get them the 4cyl. This car is great. Do your kid a favor, don't get him a
grandma car. Bought this car with 60k miles and put 30k miles on the car in 2. All in all, the car
was pretty darn reliable. I didn't have any mechanical issues besides the sun roof which is a
known problem. Went to get the car inspected this summer and was told the bottom of the car
was rusting out. The mechanic showed me the apple sized hole right underneath the drivers
side floorboard and another spot below the gas tank and the fuel filler neck and the trunk lid!
The car has some major issues here as certain areas are prone to collect water. Make sure you
check these areas before you buy! It's a problem free car only had to do minor things in the
thirteen years I've owned it. Tires oil changes belt extra. The little things. I love my car after all
these years! Popular searches. My notifications My Account. More about the Eclipse. View
Photos. List Price Estimate. ZIP Code. See all for sale. Filter by: All ratings 5 stars 4 stars 3 stars
2 stars 1 star. A great car that seems to last forever. Items per page:. Write a review See all
Eclipses for sale. Sponsored cars related to the Eclipse. Sign Up. Prev 1 Next. Though they are
the biggest, there are other options available, especially if you are looking for rare and unique
styles to replace your stock Eclipse Head Lights. They often have more focused product lines,
with specializations in certain rare applications as well as offering unique features. The Euro
Crystal Head Lamps from these companies are great for keeping your Mitsubishi Eclipse
differentiated from the pack, since unlike the bigger brands, they have much smaller production
runs and can be very hard to find. Though these TD JDM Chrome Mitsubishi Eclipse Crystal
Headlights do not carry the long warranties of bigger brands, their cost effectiveness can be
made up in their often significantly lower prices, especially with a little elbow grease. As with all
tail lens and head lamps even your OEM ones , putting a extra seal of silicone sealant available
at any hardware or automotive part store along the seam of your Mitsubishi Eclipse Crystal
Head Lights virtually guarantees they will stay clean and new looking for the life of your Eclipse.
Though these TD JDM Black Mitsubishi Eclipse Crystal Headlights do not carry the long
warranties of bigger brands, their cost effectiveness can be made up in their often significantly
lower prices, especially with a little elbow grease. Though these TD JDM Smoke Mitsubishi
Eclipse Crystal Headlights do not carry the long warranties of bigger brands, their cost
effectiveness can be made up in their often significantly lower prices, especially with a little
elbow grease. Sonar Halo CCFL Projector head lights use a convex lens to project the light of
your low beams over a wider area, increasing the overall viewing area of your Eclipse's
headlamps. Sonar aka Spyder has long been the most popular brand of aftermarket custom
lighting, and for good reason due to their large selection, striking designs, and affordability.
These Mitsubishi Eclipse Sonar CCFL Halo Projector Chrome Head Lamps enhance your night
time driving by taking the existing light put out by your light bulbs and projecting it over a wider
area, resulting in increased field of vision. Sonar Halo Projector head lights use a convex lens to
project the light of your low beams over a wider area, increasing the overall viewing area of your
Eclipse's headlamps. These Eclipse Smoke Projector Halo Lights can be a great for improving
nighttime driving by allowing to see more of what is ahead and around you. These Mitsubishi
Eclipse Sonar Halo Projector Smoke Head Lamps enhance your night time driving by taking the
existing light put out by your light bulbs and projecting it over a wider area, resulting in
increased field of vision. These Eclipse Black Projector Halo Lights can be a great for improving
nighttime driving by allowing to see more of what is ahead and around you. These Mitsubishi
Eclipse Sonar Halo Projector Black Head Lamps enhance your night time driving by taking the
existing light put out by your light bulbs and projecting it over a wider area, resulting in
increased field of vision. These Eclipse Chrome Projector Halo Lights can be a great for
improving nighttime driving by allowing to see more of what is ahead and around you. These
Mitsubishi Eclipse Sonar Halo Projector Chrome Head Lamps enhance your night time driving
by taking the existing light put out by your light bulbs and projecting it over a wider area,
resulting in increased field of vision. Mitsubishi Eclipse KS LED Halo Projector headlights are
popular upgrades for customers looking for an aggressive and dramatic upgrade from their
stock head lights. In addition to their unique styling, they convert the headlamp beam into a
projector beam by the use of a carefully engineered convex lens. The halos act as rings of light
surrounding the headlight bulb areas accentuating and increasing the amount of light output.
The halo wires are left unwired, allowing the user to decide if they want the halo to function as
signal lights, parking lights, or to be operated independently of other light functions
accomplished by splicing the wires into the appropriate locations. QTY: 0. All rights reserved.
User Rating. Free Continental US. In Stock Ships out in 24 to 72 hours. Quick Links. See also:

Workshop Manual. Table of Contents. We are confident you will enjoy your vehicle. It has been
engi-. The Owner's Manual contains. Your Authorized Mitsubishi Motors Dealer will be happy to.
Some features explained in this manual may not be installed on. Please leave this Owner's
Manual in the vehicle at the time of. The next owner will appreciate having access to the. This
manual includes instructions for standard and optional. Mitsubishi Motors. Corporation
reserves the right to make changes in design and. These are reminders to be especially careful.
Failure to follow the. Indicates a strong possibility of severe personal injury or. Points out
hazards or unsafe practices that could cause minor. Engine exhaust, some of its constituents,
and certain vehicle. California to cause cancer and birth defects and reproduc-. In addition,
certain fluids contained in vehicles. Automobile Mitsubishi Outlander Service Manual pages.
Page 5 Gearshift or selector lever P. Page 16 Warning light Do this Ref. Contact an authorized
Mitsubishi Motors dealer or a repair facility of P. Charging system warning light Park your
vehicle in a safe place and stop the engine, then check the engine oil level. Page 17 Idle the
engine until the selector lever position indicator stops flash- ing. If the indicator does not go off,
have the system checked at an P. Page 18 Restart the engine and check to see if the indicator
comes on again. If the indicator does not go out, or if it comes on again, have your vehicle
inspected at an authorized Mitsubishi Motors dealer or a P. Page 19 Quick index If you hear this
sound N Sound Do this Ref. Remove the key to stop the tone. Page 20 The theft-alarm system is
operating. To stop the alarm, use the keyless-entry three minutes, the horn will sound inter- P.
Page 21 The tone will then stop. Flashes rapidly onds. Have the vehi- ond. Page 22 Quick index
If this problem occurs N Problem Do this Ref. Page Cannot turn the key. Page 23 Quick index
Problem Do this Ref. Steam comes out of the engine compartment. The engine is overheated.
Page 24 P. There may be a problem in the automatic transaxle. The automatic transaxle does
Have the vehicle inspected by an authorized Mitsubishi Motors dealer or a repair facility not
shift when accelerating of your choice. Page General Information Modification of your vehicle
Page Reformulated Gasoline Use of gasolines blended with MMT may adversely affect performance, and cause the malfunction indicator on your instru- ment panel to come on. If this
happens, contact an authorized Mitsubishi Motors dealer or a repair facility of your choice for
assistance. When refueling your vehicle, always detergent additive. Using an unsuitable
additive could turn the engine off and keep away from flames, make the engine malfunction.
Page 30 General information Fuel tank capacity 3. Open the fuel tank filler pipe by slowly
turning the cap counterclockwise. Before filling with fuel, stop the engine. The fuel tank filler is
located on the rear driver side of your vehicle. Page 31 General information 4. Do not tilt the
nozzle. Insert If you need to replace the fuel tank filler cap, use the nozzle in the tank port as far
as it will go. Modification with non-Mitsubishi Motors genuine parts could affect its
performance, safety or Before any electrical or electronic accessories are durability, and may
even violate regulations. Page 33 If the wires interfere with the vehicle body or always possible
for an authorized Mitsubishi Motors dealer to improper installation methods are used protective
check whether the attachment or installation of non-Mitsubishi fuses not included, etc. Page
Mitsubishi Motors Genuine Parts Also available from seat belt pretensioners, and button cell
batteries, may contain your Mitsubishi Motors dealer are a wide variety of accessories
perchlorate materials. Each Mitsubishi vehicle has a Special handling may apply. Page Seats
And Restraint Systems Seat and restraint systems Seats and restraint systems Always check
the following before you drive: That everyone in your vehicle is properly wearing their N seat
belt. Your vehicle has seat belts and other features that help protect That infants and small
children are properly secured in you and your passengers in an accident. This can cause loss of
vehicle control and result in an taining a position that still enables you to fully apply the pedaccident. If it Manual seat is adjusted by a child, an unexpected accident might Pull the seat
adjusting lever up and slide the seat forward or occur. Page 41 Seat and restraint systems To
adjust the seatback Power seat Push the switch to adjust the seat forward or backward to the N
To adjust the seatback, lean forward slightly, gently pull the desired position. Release the
switch, and the seat will lock at seatback lock lever up, then lean backward to a comfortable that
position. NOTE To prevent the battery from running down, operate the power seat with the
engine running. For rear seat passenger entry or exit, the front passenger seat and seatback
can be moved forward by either pulling up the seat lock lever or depressing the lock release
pedal behind the 1- Heater high for quick heating Page Rear Seat CAUTION N Switch off the seat
heaters when not in use. After the seat has become warm, set the heater to low to keep it N
warm. People who are not properly integrated with the seatbacks. These head restraints can
reduce seated and restrained can be seriously injured or the risk of a whiplash injury if your
vehicle is hit from the rear. Page Seat Belts Seat and restraint systems Seat belts WARNING N
In order to minimize the risk of a neck injury due to Seat belts are installed in your vehicle to
help reduce the risk of a rear impact, the driver and front passenger seat- injury to the driver

and passenger in the event of an accident. In the event of an accident, all seat belt assemblies,
including retractors and attachment hardware, should be inspected by an authorized Mitsubishi
Motors dealer to determine whether replacement is necessary. Page 50 Seat and restraint
systems 1. Page 51 Seat and restraint systems 2. Grasp the latch plate and slide it up the
webbing so that it 3. Pull the seat belt out slowly while holding the latch plate. The lap part of
the belt must always be worn low and snug With the exception of the seat belt for the driver, the
seat across the hips. Pull up on the shoulder portion of the belt belts in all other seating
positions are equipped with an to take up any slack in the lap belt. Do the seat belt. To move the
anchor down, press the lock knob A and slide the anchor down to the desired position. Page
Seat Belt Use During Pregnancy Seat and restraint systems Seat belt use during pregnancy
Seat belt pre-tensioner and force limiter systems N Seat belts work for everyone, including
pregnant women. Page 58 2- Front impact sensors pre-tensioner system inspected by an
authorized 3- Seat belt pre-tensioners Mitsubishi Motors dealer. Page Child Restraints Seat and
restraint systems Child restraints SRS warning light N N When transporting infants or small
children in your vehicle, an This warning light tells you if there is a problem involving the
appropriate child restraint system must always be used. This is SRS air bags and the
pre-tensioner seat belts. Because of restraint until the infant is one year old unless the the
location of the seat belt buckles and the shape of the infant outgrows the seat sooner. These
are for securing a child restraint system tether strap N to each of the 2 rear seating positions in
your vehicle. Push the anchor connectors A on the child restraint sys- tem into the slits B in
accordance with the instructions provided by the child restraint system manufacturer. Under no
circumstances are they to be used Page 67 Seat and restraint systems Installation: 3. To
activate the ALR child restraint installation function, slowly pull the shoulder part of the belt all
the way out of 1. Place the child restraint system in a rear seating position. Then let the belt feed
back into 2. Page 68 see illustration. Page 69 Seat and restraint systems 8. Latch the tether
strap hook B of the child restraint sys- 9. Before putting your child in the restraint, push and
pull tem to the tether anchor C and tighten the tether strap so the restraint in all directions to be
sure it is firmly secured. Keep your vehicle an accident. If they must be used in the front
passenger seat, move the seat to the most rearward position and make sure the child stays in
the child restraint, properly restrained. Page 78 N If the vehicle is involved in a severe impact,
have the The passenger air bag off indicator is located in the instrument sensors inspected by
an authorized Mitsubishi panel. Motors dealer as soon as possible. Some typical situations are
shown in the illustrations. Because the front air bags may deploy in certain types of unexpected impacts, as shown in the illustrations, and these unex- pected impacts can move you out
of position, it is important to These the windshield. They could restrict the air bag infla- could
strike and injure an occupant if the air bag tion, or strike and injure an occupant, when the air
inflates. Page 86 The side air bag is designed to inflate only on the side of the vehicle that is
impacted, even with no passenger in the front seat. N The curtain air bags are contained in the
front and rear pillars and roof side rail. The curtain air bag is designed to inflate only on the side
of the vehicle that is impacted, even with no passen- ger in the front seat. Page 89 Work done
on or in the vicinity of the side air bag and curtain air bag system components should be done
only by an authorized Mitsubishi Motors dealer. Improper work methods can cause acciden- tal
side air bag and curtain air bag deployment, or render a side air bag and curtain air bag
inoperable. Page 91 Seat and restraint systems Side impact in an area away from the passenger
compartment Oblique side impact Motorcycle or other similar small vehicle collision with the
Vehicle rolls onto its side or roof side of vehicle Collision with a utility pole, tree or other narrow
object Page 92 SRS performance and may lead to injury. If your vehicle has received any
damage, you should have the SRS inspected by an authorized Mitsubishi Rear end collision
Motors dealer to make sure it is in proper working order. Page Warning Labels Seat and
restraint systems Warning labels N Occupant restraint warning labels for the SRS are located in
the vehicle as shown in the illustration. Page Features And Controls Multi center display Page
Break-In Recommendations Features and controls Break-in recommendations Keys N N
Advanced automobile manufacturing techniques permit you to Two keys are provided. Keep
one in a safe place as a spare key. Page Electronic Immobilizer Anti-Theft Starting System The
purpose of the system is to a key from your authorized Mitsubishi Motors dealer if immobilize
the vehicle if an invalid start is attempted. A valid the original keys are lost. Then try to start the
engine again. If the engine does not start, contact an authorized Mitsubishi Motors dealer. Page
Additional Keys already registered keys and blank not registered immobi- ics can be used to
start the vehicle. Press the rear hatch or trunk button 3 twice within 5 seconds On vehicles with
the dome light, if the rear hatch or trunk lid is and the rear hatch or trunk lid will be opened.
Each time the answerback function is set, a tone will sound to 1. If you lose your remote control
transmitter, please contact an authorized Mitsubishi Motors dealer for a replacement. If you

wish to obtain an additional remote control trans- mitter, please contact an authorized
Mitsubishi Motors dealer. Page 3. Remove the old battery. If the Mitsubishi mark is not facing
you when you open the remote control transmitter case, the buttons may come out. Page 7.
Check the keyless entry system to see that it works. NOTE You may purchase a replacement
battery at an electric appliance store. Your authorized Mitsubishi Motors dealer can replace the
battery for you if you prefer. Page Features and controls To lock or unlock the door from the
inside To lock the door without using the key Move the lock knob to the lock position to lock the
door. Move the inside lock knob to the locked position. All doors should be kept locked while
driving. Page Power Door Locks 1 sec- ond. The window glass should then return to its original
posi- tion. If it does not, have the vehicle inspected by a Mitsubishi Motors dealer or a repair
facility of your choice. Press the rear hatch or trunk button A to open the rear N hatch or trunk
lid. The rear hatch or trunk lid will pop up slightly. Lift it from this point. Page It is also possible
to open the rear hatch or trunk lid using the remote control transmitter. Open the lid A inside of
the cargo area. The rear hatch release lever see illustration is mounted in the cargo area. Insert
the key and turn it clockwise. It was developed to help pre- vent death and serious injuries, to
children who might become locked inside a vehicle trunk. Page Features and controls You and
your family should familiarize yourselves with the To open the trunk from the inside, pull the
handle in the direc- location and operation of the emergency trunk lid release han- tion of the
arrow on the handle. Push up on the trunk lid to dle. Arm the system as The theft-alarm system
is designed to provide protection from described below. This system is operated in 1. Page
Features and controls After completion of the steps above, the theft-alarm indicator NOTE A will
illuminate for approximately 20 seconds and keeps The system will be armed even if the engine
hood is open, blinking on and off, indicating that the system is armed. Page Features and
controls Alarm stage 2. The horn will sound intermittently for 3 minutes. N The alarm will be
activated if any of the following occur while Horn sounds! Headlights blink on and off! Page
Disarmed Stage Features and controls Disarmed stage Testing the theft-alarm system N N The
system will be disarmed when either of the following steps Use the following procedure to test
the system: are taken: 1. All doors and the rear hatch or trunk lid are unlocked by 2. Page
Features and controls To close Sunshade The sunroof closes while the switch 3 is pressed. The
sunshade can be opened or closed manually while the sun- roof is closed. To tilt up When the
sunroof is opened, the sunshade will also open auto- When the switch 2 is pressed, the rear
edge of sunroof raises matically. Page If nothing is trapped, have the sunroof checked at an
authorized Mitsubishi Motors dealer. Be careful when tilting up the sunroof if a ski carrier or a
roof carrier is installed. Page Features and controls Top switches If the switches are
continuously pushed one after the other, a protection circuit may operate, making the electric N
The top can be opened and closed using the switches. The top convertible top temporarily
inoperable. In this event, the moves only while a switch is being pushed. Page Features and
controls 5. Push the left and right release buttons A to unlock the 6. Pull the latch handles B
toward you until they lock in latch handles B and cause them to slightly rise. Page Features and
controls 7. When you push the OPEN switch, a tone will sound and the top will start to operate.
Keep pressing the OPEN switch until the top is fully open. NOTE When the top reaches the fully
open position, a tone sounds once and the operation indicator lamp goes off to show that the
operation is complete. When you push the CLOSE switch, a tone will sound and To avoid injury,
keep hands and head away from the the top will start to operate. To prevent uncontrolled
movement of the top, always keep the vehicle engine running when oper- ating the top. NOTE
During operation of the top, if the switch is released before the top has fully closed or retracted,
the top will stop moving and the operation indicator lamp will flash slowly approximately one
flash per second. Page Features and controls Part-open warning buzzer 2. Pull down both sun
visors. Firmly return the latch handles B until they click and N If you start to drive the vehicle
with the top partly open, the lock into position. Return the sun visors to their original operation
indicator lamp will flash rapidly approximately two positions. Page Features and controls Wind
deflector Installing the wind deflector if so equipped 1. Open half of the bottom frame A and half
of the top N The wind deflector reduces turbulent airflow inside the vehicle frame B of the wind
deflector as shown by the arrows. Page Features and controls 2. While pushing the slide C in
the direction of the arrow, 3. Move the locking pin D to the position 2. Make sure both of the
frames are securely engaged. Page Features and controls 4. From inside the vehicle, insert the
two retainer pegs E 5. Align the locking pins D with the holes G in the vehi- all the way into
mountings provided F. Slide the locking pins D toward the outside and insert them in the holes
to retain the wind deflector. Raise the top frame to the full upright position as illus- When you
insert the locking pins D into the holes G , trated. If this happens, adjust each locking pin D to a
length that enables secure retention of the wind deflector. Page Features and controls
Removing the wind deflector 2. Slide the locking pins D inward to remove them from Trying to

remove the wind deflector improperly will cause the holes G in the vehicle. NOTE Follow the
removal procedure exactly to avoid damage or destruction of the wind deflector. Slide the slide
C toward the middle to unlock the bottom 5. Move the locking pin D to the position 1. Page
When the top has been closed by hand, it can become inoperable neither openable nor closable
by means of switch operation. After closing the top by hand, be sure to have the vehicle
inspected by an authorized Mitsubishi Motors dealer. Page Features and controls To close the
top by manually 8. Remove the emergency tool B that is mounted in the rear seat behind the
woofer cover. N 1. Without obstructing traffic, stop the vehicle on a level, firm surface where
you can work safely. Page Features and controls 9. Insert the stamped end of the emergency
tool stamped Slowly move the emergency tool in the direction of the with a part number into the
specified location C. Page Features and controls Step out of the vehicle. Open the tonneau
panel. Insert the Step into the vehicle. Firmly grasp the top and slowly non-stamped end of the
emergency tool into the specified raise it. Slowly close the top until it touches the top edge of
the With the top closed, return the latch handles E until they windshield. Return the sun visors
to their original positions. Remove the strap F that retains Open the cover G on the
passenger-seat side of the space the top. While holding the rear window, turn the handle of the
While retaining the tonneau panel and the rear glass, valve H counterclockwise to release the
pressure in the remove the emergency tool from the specified insertion valve. Insert the
stamped end of the emer- Close the rear window. Slowly move the emergency tool in the
direction of the arrow to lock the tonneau panel. Page Do this on both sides. Return the
emergency tool to its original position. Install the speaker cover. NOTE When the work is
complete, have the vehicle inspected by an authorized Mitsubishi Motors dealer as soon as
possi- ble. Page Inside Rearview Mirror Features and controls Inside rearview mirror Type 1 N
Adjust the inside rearview mirror only after making any seat adjustments so as to have a clear
view to the rear of the vehicle. Page Features and controls Adjust the inside mirror to maximize
the view through the rear NOTE When the gearshift lever for vehicle with manual tran- window.
The steering wheel will lock, causing loss of control. If the engine is turned off while driving, the
power brake booster will stop functioning and braking effi- ciency will be reduced. Firmly turn
the steering Do not operate the starter motor continuously for longer wheel to the left or to the
right as you turn the key. Make sure all occupants are properly seated with seat belts fasOtherwise, the starter motor will be damaged. Insert the ignition key. Starting the engine 2. Page
5 to 6 seconds. Release the ignition key if the engine starts. Repeat as necessary if the engine
fails to start, or contact your local Mitsubishi Motors dealer or a repair facility of your choice for
assistance. Press control between a low-speed mode and a high-speed mode in the clutch pedal
all the way down while shifting gears. Page If the pull-ring will not return from the pulled-up
position, have the vehicle inspected at an authorized CAUTION Mitsubishi Motors dealer or at a
repair facility of your choice. Avoid downshifting that may cause the tachometer pointer to enter
the red zone. Page Features and controls Vehicles equipped with 6-speed manual transaxle At
high altitude locations, upshift as listed below. Do not drive near or at these Avoid downshifting
at too high a speed. Page Automatic Transaxle Features and controls Automatic transaxle NOTE
During the break-in period or immediately after recon- N Designed for the most efficient control
and equipped with self- necting the battery, your vehicle may not shift smoothly. This does not
indicate a problem in the transaxle. Shifting adapting capabilities, the electronically controlled
transaxle will become smoother once the transaxle has been shifted used in your vehicle
selects the most favorable gear for each Page Features and controls In the main gate, the
selector lever has 4 positions, and is equipped with a lock button C to prevent inadvertent
selec- The transaxle has 4 forward 4-speed automatic transaxle or 5 tion of the wrong gear.
Page If the selector lever position indicator continues flashing or flashes intermittently, have
your vehicle inspected by an authorized Mitsubishi Motors dealer or a repair facility of your
choice. It is the same as This position is used for most city and highway driving. Engine the
neutral position on a manual transaxle and should be used shifting and braking are done
automatically as needed, depend- when the vehicle is not moving for an extended length of time
ing on road conditions. The driver must make upward shifts in into the manual gate. Page N For
short waiting periods, such as at traffic lights, the vehicle your vehicle checked at an authorized
Mitsubishi Motors can be left in gear and held stationary with the service brake. Page Service
Brake If the power assist is lost or if either brake hydraulic damage to the brakes. Page
Anti-Lock Braking System This helps you keep control of your If you hear this sound, have the
brake pads replaced at an vehicle and its direction. Page The standard brake system will still
work properly. If this happens, take your vehi- cle to an authorized Mitsubishi Motors dealer or a
repair facility of your choice as soon as possible. Page If this happens, take your vehicle to an
authorized ice which may have been left around the wheels. On vehi- Mitsubishi Motors dealer
or a repair facility of your cles that have an anti-lock braking system, be careful not choice and

have the system checked as soon as possible. Also refer to the following pages on the anti-lock
braking system, traction control function and skid control function. Page Skid Control Function
Features and controls Skid control function NOTE A whining sound may be heard from the
engine compart- N The skid control function is designed to help the driver main- ment in the
following situations. The sound is associated tain control of the vehicle on slippery roads or
during rapid with the ASC self-check operations. When the ASC is deactivated, the indicator will
be illumi- nated. Page If the indicators remain on even after your vehicle is driven a short
distance after re- starting the engine, have the vehicle inspected by an authorized Mitsubishi
Motors dealer or a repair facility of your choice as soon as possible. It lets you conditions will
not allow you to stay at the same keep the same driving speed. Page Cruise Control Indicator
Features and controls Cruise control indicator To activate N N This indicator comes on when
cruise control is activated by 1. Momentarily push in the main switch A at the end of the
operation of the cruise control main switch. Page Features and controls To increase the set
speed 2. Pull the lever B down while driving at the desired speed. N There are 2 ways to
increase the set speed. Cruise control lever Pull the cruise control lever up and hold it while
driving at the set speed, and you will increase gradually. Page Features and controls To
decrease the set speed Accelerator pedal Press the accelerator pedal to reach your desired
speed. Pull the N There are 2 ways to reduce the set speed. Cruise control lever Pull the cruise
control lever down and hold it while driving at the set speed, and you will slow down coast
gradually. Page Features and controls To accelerate for passing Brake pedal Press the brake
pedal which disengages the cruise control , N Press the accelerator pedal as you would
normally. When you then pull the cruise control lever down momentarily to set a release the
pedal, the cruise control will return to your set new desired cruise speed. N The cruise control
can be turned off as follows: When the active stability control starts operating. Push the main
switch A at the end of the lever. See an authorized Mitsubishi Motors dealer as soon as possible
to replace or repair the original tire. For details, please contact your authorized Mitsubishi
Motors dealer. Page However, if the warning light does not go off, or if it blinks again when the
engine is restarted, have the vehicle inspected by an authorized Mitsubishi Each tire, including
the spare if provided , should be checked Motors dealer. Page Mitsubishi Motors dealer as soon
as possible. TPMS malfunctions may occur for a variety of reasons, includ Page Mitsubishi
Motors dealer. If the tire repair is not done by Compact spare tire is fitted on a road wheel. If the
wheel Operation is subject to the following two conditions. Page Features and controls
Rear-view camera display NOTE Mirror image is displayed on the rear-view camera dis- The
rear-view camera image appears on the left portion of the play. Monitor brightness is adjusted
automatically by sensors. In the event the monitor is continuously used for more than 5
minutes, the monitor will automatically turn off. Type 1 Page Features and controls Every time
the reset button 1 is pressed lightly less than one ODO-Odometer second , the indicators are
changed. The odometer shows the total distance the vehicle has traveled. Page Features and
controls Engine coolant temperature gauge Light dimmer control meter illumination con- trol N
This gauge shows the engine coolant temperature. Page This will make it diffi- up while driving,
have the system checked as soon as possible cult to diagnose the cause of future problems.
Page Charging System Warning Light In this case, take your vehicle to an authorized Mitsubishi
Motors dealer or a repair This warning light does not show the amount of oil facility of your
choice and have the system checked. Page Features and controls Electronic compass type 1
only The direction of the vehicle is indicated by the symbols shown below. Direction Symbol
Direction Page Features and controls Compass variance To adjust for compass variance Under
certain circumstances, as during a long distance cross- N 1. Find your current geographic
location and the correct cor- country trip, it will be necessary to adjust for compass variresponding zone number on the zone map. When the zone number adjustment has been
completed, appears in the display. The display will return to its previous display. Page Compass
Calibration Features and controls Compass calibration 1. With the electronic compass in its
compass setting mode, 3. Motors dealer or a repair facility of your choice. This value A shows
the outside temperature of the vehicle. Adjusting the time Set the time by pressing the various
buttons as described below. Page Combination Headlights And Dimmer Switch Features and
controls Combination headlights and dimmer switch [When the engine is started and the
parking brake is released] N The daytime running lights come on. Headlights Rotate the switch
to operate the lights. Headlights illuminate dimly Headlights illuminate, tail, front and rear sidemarker lights, license plate Headlights illuminate dimly and Parking, tail, front and rear
side-marker lights, license plate and instru Page When the light is switched on, the heat will dry
out the fog. However, if water col- lects inside the light, have it checked by an authorized
Mitsubishi Motors dealer or a repair facility of your choice. Light auto-cutout function headlights
and other Page Headlight Levelling Switch If So Equipped Features and controls Headlight

flasher Headlight levelling switch if so equipped N N You can flash the high beams by pulling
the lever gently The direction of the headlight beam the direction which the toward you 2. The
lights will go back to normal when you let light shines in alters according to the number of
people and go. Page Hazard Warning Flasher Switch Have the vehicle inspected by an
authorized Mitsubishi Motors dealer or a repair facility of your choice. If you press the flasher
switch, the front and rear turn signals will flash intermittently, and so will the hazard warning
lights. Press the switch to illuminate. Press the switch again to turn the lights off. The indicator
in the instrument cluster will illuminate while the front fog lights are on. Page Windshield
Washer Features and controls Windshield washer Misting function Move the lever in the
direction of the arrow and release, and N To turn on the windshield washer, pull the lever toward
you the wipers will operate once. Use this function when you are driving in mist or drizzle. Use
the proper size replacement blades. If you have questions, ask your authorized Mitsubishi
Motors dealer. After about 17 minutes of operation, the system will shut off automatically.
Remove any snow manually before using the wheel. Use the rear window defogger only after
the engine has started and is running. N When another call is received during a call, press the
PHONE button to put the first caller on hold and talk to the new caller. Page 3 times. Selecting
the Language There are two ways to change the language. Phone calls received during the
speaker enrollment pro- Use the following procedure for speaker enrollment. Page Features and
controls 8. When all enrollment commands have been read out, the 4. Say The system will then
end the speaker enrollment process the command that fits your needs. Page Help Function
Features and controls Help function 1. Would Mitsubishi Motors dealer. Page 5. Wait a can be
obtained by calling Mitsubishi hands free con- moment for the process to complete. Page
Features and controls Redialing 5. You can redial the last number called, based on the history
of When the confirmation function is on, the system will dialed calls in the paired cellular phone.
The Bluetooth HFP can switch between Hands-free mode This phonebook is used when making
calls with the voice rec- Hands-free calls and private mode calls using cellular ognition function.
Page Features and controls New entry 3. Say the telephone number to register it. Page Features
and controls Edit 3. Page Features and controls General information 4. Page Sun Visors
Features and controls Sun visors To block out additional side glare, swing the sun visor sideways and slide it backward if so equipped. N Fold the sun visor downward 1 to reduce front
glare while driving. To reduce side glare, turn the visor to the side 2. Opening the lid A of the
vanity mirror will automatically turn on the mirror light B. Page Features and controls Reading
lights N Push the reading light switch A to turn on the light. This light produces a spot beam for
convenient use as a map light. Push the reading light switch again to turn the light off. When all
the doors including the N rear hatch are closed, the dome light is dimmed Dome light Front
gradually for 30 seconds then goes out. This light Push the reading light switch to turn on the
light. ON - The reading light comes on. DOOR - The reading light comes on when any door or
rear hatch is opened. The cargo area light comes on when the rear hatch is opened. To lock. N
2. To unlock. Type 1 3. To open, pull the lever A. The floor console box is located under the arm
rest. To open the console box, lift the lever A and raise the arm rest B. The cup holder is
designed for holding cups or drink-cans securely in its holes. If you close the rear hatch N with
the rear shelf panel pressing against luggage, the rear The rear shelf panel is provided for
covering the cargo area and shelf panel could break. Unsnap by lifting the rear shelf panel
pivoting points B. N There are two hooks on the rear pillar for use in hanging clothes. To refit
Refit the rear shelf panel by performing the removal steps in reverse. Doing so could damage
the hook. Page Driving Safety Driving safety Fuel economy Your personal Drunk driving is one
of the most frequent causes of accidents. Your driving ability can be seriously impaired even
with blood Several recommendations for achieving the greatest fuel econ- alcohol levels far
below the legal minimum. Page Vehicle Preparation Before Driving Driving safety Vehicle
preparation before driving Floor mats N For a safer and more enjoyable trip, always observe the
follow- WARNING ing: Keep floor mats clear of the pedals by correctly lay- Seat belts and seats
ing floor mats that are suitable for the vehicle. To prevent the floor mats from slipping out
position, Before starting the vehicle, make certain that you and all securely retain them using
the hooks etc. You should be able to feel the air blowing cannot guarantee that you can avoid
an accident or injury. If there is not enough coolant because of a leak or from N engine
overheating, add high-quality ethylene glycol anti- Check the battery, including terminals and
cables. During freeze and water. Page Braking All the parts of the brake system are critical to
safety. Also, never leave the engine running in a closed or carry. Page Tire And Loading
Information Placard Driving safety Tire and loading information placard Curb weight: the weight
of a motor vehicle with standard equipment including the maximum capacity of fuel, oil, N The
tire and loading information placard is located on the and coolant. Accessory weight: the
combined weight in excess of those standard items which may be replaced of automatic Type

This placard also tells you the size and recommended inflation pressure for the original
equipment tires on your vehi- cle. Determine the combined weight of the driver and passengers
that will be riding in your vehicle. This table is for illustration purposes only and may not be
accurate for the seating and load capacity of your vehicle. Page Cargo Loads Driving safety
Cargo loads WARNING N To reduce the risk of serious injury or death, the Cargo load
precautions combined weights of the driver, passengers and To determine the cargo load
capacity for your vehicle, subtract cargo and must never exceed the vehicle capacity the weight
of all vehicle occupants from the vehicle capacity weight. It may not be possible to maintain
control or adequate braking. Page Comfort Controls Comfort controls Vents Air flows to the leg
area, the windshield and the door windows. N The air conditioning can only be used while the
engine is run- ning. Page Comfort controls Blower speed selection dial Temperature control dial
N N When the ignition key is in the ON position, select the blower Turn the temperature control
dial clockwise to make the air speed by turning the blower speed selection dial. The blower
warmer. Page Comfort controls Mode selection dial Air selection switch N N To change the
position and amount of air flowing from the Normally, use the outside position to keep the
windshield and vents, turn the mode selection dial. The air conditioning indicator light A will
come on. Page A does not blink, there is no problem. If it does Turn the temperature control dial
clockwise or counterclock- blink, have it checked at an authorized Mitsubishi Motors wise to the
desired temperature. Select the desired blower dealer or a repair facility of your choice. Page
Comfort controls Cooling NOTE If the outside air is dusty or contaminated in some way, set N
the air selection switch A to the recirculation position. For ordinary cooling Let in some outside
air from time to time for good ventila- tion. Page Comfort controls Defrosting or defogging the
windshield and door win- For ordinary defrosting Use this setting to keep the windshield and
door windows clear dows of mist, and to keep the leg area heated when driving in rain or N
snow. The outside air position will be also selected auto- matically. In this case, the air
conditioning indicator light will not change. The blower Never place anything over the sensor,
since doing so will speed will gradually increase as the dial is turned to the right. Page Comfort
controls Temperature control dial Type 2 N Turn the temperature control dial clockwise to make
the air warmer. Turn it counterclockwise to make the air cooler. Page If the air conditioning
indicator light A does not blink, there is no problem. If it does blink, have it checked at an
authorized Mitsubishi Motors dealer or a repair facility of your choice. N When the temperature
is set to the highest or the lowest Blower speed and vent mode may be controlled manually by
setting under the AUTO operation, the air selection and setting the blower speed selection dial
and the mode selection the air conditioning will be automatically changed as fol Page Comfort
controls For ordinary defrosting For quick defrosting Use this setting, to keep the windshield
and door windows clear of mist, and to keep the leg area heated when driving in rain or snow.
Page Important Air Conditioning Operating Tips Air conditioning system refrigerant and lubricant recommendations If the air conditioning seems less effective than usual, the cause might
be a refrigerant leak. Have the system inspected by your authorized Mitsubishi Motors dealer or
a repair facility of your choice. The release of refrigerant into the atmosphere is not
recommended. Page 1. DER only. The status will be displayed in the display 4. NOTE The
volume control mode will shut off automatically if either the radio or CD is selected, or if no
adjustment is made within about 2 seconds. Page Comfort controls To adjust the tone N 1. Page
Comfort controls 2. Page Comfort controls To listen to the radio To store a frequency in the
memory, follow these steps: 1. Page Comfort controls To select a desired track To repeat the
same track or change the order of tracks for playback You can select by using the TRACK
button 6 or 7. Tracks from all the folders on the disc will be played in a random sequence. The
track number will blink while the scan mode is selected. The status will be displayed in the
display 5. Turn the AUDIO switch 4 either clockwise or counter- clockwise to adjust the sound
customization features. To select the desired treble level. Page Comfort controls TYPE Music
type select To store your current sound settings into memory, follow these steps: To select the
desired music type. PWR On-Off switch 2. SEEK Down-seek button 4. SEEK Up-seek button 5.
SCAN button 6. Memory select buttons 8. The audio system will start working in NOTE the
previously used mode. It is also possible to cancel a skip setting. Page Comfort controls To
skip a desired channel To cancel skip settings N N It is possible to set a channel to not be
received during channel It is possible to cancel channel skip settings. Page Comfort controls To
unlock locked channels 5. Use the memory selection buttons 7 to enter the code to N You can
unlock one or all locked channels. Unlocking one or more channels requires entry of the code.
Page Comfort controls To change the lock cancellation code To reset the lock cancellation code
N N It is possible to change the code for lock cancellation to any In case you forget the code, it
is possible to reset the code to the desired number. Press the CD button 6 and the CD mode will
be selected, starting a playback. Page Comfort controls To select a desired track To repeat the

same track or change the order of tracks for playback You can select by using the TRACK
button 7 or 8. Tracks from all the folders on the currently selected disc will be played in a
random sequence. Depending on the connected audio equipment, it may pro- duce noise from
the speakers. N The remote control switches are located on the rear surface of To turn on the
power the steering wheel. While the button is kept pressed, the disc will be fast-for- After
pressing these buttons, reception of the selected station warded. Eject disc and reload. If disc
will not eject, bring your vehicle to your authorized Mitsubishi E 03 Mechanism error Loading or
eject error. Pick-up is out of position. Motors dealer or a repair facility of your choice for repair.
Page Comfort controls Error display Problem Description Repair Communication error between
external device Bring your vehicle to your authorized Mitsubishi Communication or E Com and
audio equipment. Motors dealer or a repair facility of your choice power supply error Power
supply error of external device. Page Error display Problem Description Repair The antenna
may be faulty, not securely con- Take the vehicle to your authorized Mitsubishi Antenna error
nected, or open-circuited. Page Underscore IUS. Page Handling Of Compact Discs Comfort
controls Handling of compact discs N Use only the type of compact discs that have the mark
shown in the illustration below. The use of special shaped, damaged compact discs like cracked
discs or low-quality compact discs like warped discs or burrs on the discs such as those shown
will dam- age the CD player. Page Comfort controls In the following circumstances, moisture
can form on To clean a disc, use a soft, clean, dry cloth. Wipe directly compact discs and inside
the audio system, preventing from the center hole toward the outer edge. Do not wipe in normal
operation. Page Do not remove the cover and attempt to repair the CD player by yourself. There
are no user serviceable parts inside. In case of malfunction, contact an authorized Mitsubishi
Motors dealer. Page Antenna Comfort controls Antenna Whip antenna if so equipped N N To
remove the whip antenna, unscrew it by turning it counter- Glass antenna if so equipped
clockwise. N The antenna is embedded in the inner side of the rear window glass. Page Comfort
controls Cross modulation Causes of disturbances If one listens to a weak station and is in the
vicinity of another FM reception is affected by the electrical systems of vehicles in strong
station, both stations might be received simultaneously. Page For Emergencies For
emergencies If the vehicle breaks down Page If The Vehicle Breaks Down For emergencies If the
vehicle breaks down Jump-starting the engine N N If your vehicle breaks down on the road,
move to the shoulder If the engine cannot be started because the battery is weak or and turn on
the hazard warning flashers. If there is no shoulder, dead, you can start it with the battery from
another vehicle or the shoulder is not safe, drive in the right lane slowly, with using jumper
cables. Page For emergencies 3. You could be injured if the vehicles move. Set the parking 5.
Connect one end of the other jumper cable to the negative - terminal of the booster battery B ,
and the other end to the engine block of the vehicle with the low battery A at the point farthest
from the battery. Page For emergencies As your vehicle has anti-lock brakes 8. After the engine
is started, disconnect the cables in the reverse order from the way you connected them. If you
drive your vehicle with a low battery charge, after the engine has been started by using jumper
cables, the engine may WARNING misfire. Page Engine Overheating Steam or spray coming
from an overheated engine authorized Mitsubishi Motors dealer or a repair facility of could
seriously scald you. Page If there is none, or if it is too low, returns to the normal zone. Have
your vehicle checked by your authorized Mitsubishi 8. If the reserve tank needs coolant, you will
probably also Motors dealer or a repair facility of your choice. Before changing a tire, first stop
your vehicle in a safe, flat location. Park the vehicle on level and stable ground. To prevent the
vehicle from rolling when it is raised on the The chocks shown in the illustration do not come
with jack, place chocks or blocks A at the tire that is diago- your vehicle. It is recommended that
you purchase chocks nally opposite from the tire B you are changing. Page When the compact
spare tire is used, the tire pressure monitoring system will not work properly. If your vehicle has
aluminum type wheels, you can use the same wheel nuts on the compact spare tire wheel. Lift
up the luggage floor board. To remove the spare tire, remove the installation clamp Do not put
the compact spare tire on a different A by turning it counterclockwise. Page For emergencies To
change a tire N 1. Loosen the wheel nuts with the wheel nut wrench. Do not remove the wheel
nuts yet. NOTE Put the spare tire under the vehicle body near the jack. This makes it safer if the
jack slips out of position. Page Before setting the jack, make sure there are no sand or pebbles
under the jack base. Rotate the jack by hand until the flange portion B fits in the groove C at the
top of the jack. Page For emergencies 4. Insert the bar D into the wheel nut wrench E. Page For
emergencies 6. Clean out any mud, etc. Page For emergencies [Compact spare wheel] 7. Page
For emergencies 8. Lower the vehicle slowly by rotating the wheel nut 9. Tighten the nuts in the
order shown in the illustration until wrench counterclockwise until the tire touches the each nut
has been tightened to the torque listed here. After changing the tire and driving the vehicle
about miles 1, km , retighten the wheel nuts to make sure that they have not come loose. Page

Towing For emergencies Towing N If your vehicle needs to be towed If towing is necessary, we
recommend you to have it done by a commercial tow truck service. When towing is required,
transport the vehicle using a tow truck. Incorrect towing equipment could damage your vehicle.
Tire chains cannot be used on your vehicle. There may be state or local regulations about using
snow Avoid flooded roads. Page For emergencies On a bumpy or rutted road Drive as slow as
possible when driving on bumpy, or rutted roads or over pothole. Wheels with low-profiles tires
or under-inflated tires are especially at risk for damage. Page Service Precautions If you
discover a malfunction or other problem, have it cor- wrong way can injure you. Ask an
authorized Mit- rected by an authorized Mitsubishi Motors dealer or a repair subishi Motors
dealer or a repair facility of your facility of your choice. Page Catalytic Converter Do not put
undercoat paint on the catalytic con- shut the engine off and let the vehicle cool. Once the
verter. Page Engine Hood Vehicle care and maintenance Engine hood Release the safety lever
and lift the engine hood. Pull the lever toward you to release the engine hood latch. NOTE To
prevent damage to the engine hood and wipers, make sure the wipers are at resting position
when you open the Page Vehicle care and maintenance To close Support the engine hood with
the hood prop. Insert the hood prop securely in the opening under the hood marked with an
Unlatch the prop from the engine hood and put it back in its arrow. You may need to add oil
between the recommended oil change intervals. Before starting Good the engine, check the
engine oil level. Engine oil identification mark Mitsubishi Motors recommends using only engine
oils with the ILSAC certification symbol on the front of the container. Page Only use high quality
replacement filters on this vehicle. A Genuine Mitsubishi oil filter is the best replace- ment filter.
Follow the installation instructions printed on the filter. Page Engine Coolant Take your vehicle
to an by itself boils at a lower temperature and does not authorized Mitsubishi Motors dealer or
a repair facility of your stop rust or freezing. If the water freezes, it will choice for testing. Page
Air Cleaner Filter After replacing the air cleaner filter, put the cover back on in its the engine is
warmed-up, take your vehicle to an autho- original position. Page Automatic Transaxle Fluid If
So Equipped N The automatic transaxle should be maintained and serviced by an authorized
Mitsubishi Motors dealer or a repair facility of your choice to obtain the best performance and
longest life. It is important that the transaxle fluid is kept at the correct level. Page Special
additives 2. Add tion of any fluid additives to the transaxle. Refill or change the oil according to
the table. N If this occurs, have the vehicle checked by an authorized Mit- The brake fluid and
the clutch fluid share the reservoir tank. Fluid type The inside of the battery is divided into
several compart- ments. Use the following procedure to check the battery electrolyte Check the
electrolyte level A in each cell. The electrolyte level must be within the range B shown 1. Page
Disconnection And Connection It is recommended that you have your battery and charging system checked by an authorized Mitsubishi Motors dealer or a repair facility of your choice before
the start of cold weather. If necessary, have it charged. This will guarantee more reliable
starting, and longer battery life. Page If the electrolyte level is very low, have the battery Never
short-circuit the battery. This could cause it checked at an authorized Mitsubishi Motors dealer
to overheat and be damaged. Keep sparks, cigarettes, and flames away from the Battery
terminals and related accessories contain battery because the battery could explode. Page Tire
Markings Vehicle care and maintenance Cord: the strands forming the plies in the tire. Size
Designation Rim: a metal support for a tire or a tire and tube assembly upon which the tire
beads are seated. Passenger car tire size based on U. Page Tire Inflation Pressures Vehicle care
and maintenance Tire inflation pressures Treadwear, Traction and Temperature Grades N
Treadwear Proper tire inflation pressure is essential for the safe and satis- The treadwear grade
is a comparative rating based on the wear factory operation of your vehicle. The wrong tire
pressure will rate of the tire when tested under controlled conditions on a cause problems in
three major areas: specified government test course. Page Vehicle care and maintenance The
recommended inflation pressures should be used for the Drive at safe speeds. After filling your
tires to the correct pressure, check them for damage and air leaks. Be sure to replace the caps
on the valve stems. Page Tire Maintenance Consult an authorized Mitsubishi Motors dealer or a
repair facility of your choice before using wheels that you have. As your vehicle is equipped
with a tire pressure monitoring system, use only Mitsubishi genuine wheels. Page Tread Wear
Indicators Abnormal wear is usually caused by a wrong tire pressure, wheels that are not
aligned properly, wheels that are out-of-balance, or severe braking. Check with an authorized
Mitsubishi Motors dealer or a repair facility of your choice to find out the reason for uneven
tread wear. Page Vehicle care and maintenance CAUTION Tires that do not have arrows
showing rotation direction If the tires have arrows A indicating the correct direction of rotation,
swap the front and rear tires on the left-hand side of the vehicle and the front and Front rear
tires on the right-hand side of the vehicle sepa- rately. Page Snow Tires Using different types of
tires can affect vehicle per- tire inflation pressure sensors and can cause air formance and

safety. See an authorized Mitsubishi Motors dealer when you replace a tire or wheel. The Clutch
pedal free play: clearance between the chains and the body is not. If the free play is not within
these limits, take your vehicle to an authorized Mitsubishi Motors dealer or a repair facility of
your choice for adjustment. Page Wiper Blades Vehicle care and maintenance Wiper blades
Emission-control system maintenance N N Check the wiper blades occasionally. Clean them
regularly to Your vehicle is equipped with an emission-control system that remove deposits of
salt and road film. Use a sponge or cloth meets all the requirements of the U. Page Air
Conditioning Compressor Vehicle care and maintenance Ball joint, steering linkage seals and
drive shaft 2. Page Vehicle care and maintenance 3. Page For Cold And Snowy Weather The
ventilation slots in front of the windshield should be kept In case of a melted fuse link, see your
authorized Mitsubishi clear of leaves or brushed clear after a heavy snowfall, so that Page
Vehicle care and maintenance Type A 1. Push the lock lever. Remove the fuse block cover. The
module surface can be too hot. Wait for the electronic control module to cool down before
replacing a fuse. Pull the lock lever. Open the cover. Remove the relay box cover. Page Vehicle
care and maintenance Passenger compartment fuse location table Symbol Electrical system
Capacity Passenger compartment fuse location Ignition coil 10 A Gauge 7. Page Vehicle care
and maintenance 2. Page Fuse Replacement Vehicle care and maintenance Fuse replacement 4.
Clamp it on the fuse you wish to remove, and pull the fuse straight out from the fuse block.
Never use a fuse with a capacity greater than the one listed or any substitute, such as wire, foil
etc. Page Replacement Of Light Bulbs If you are unsure of how to carry out the work as
required, it is recommended that these procedures be carried out by an authorized Mitsubishi
Motors dealer or a repair facility of your choice. Be careful not to scratch the vehicle body when
removing a light and lens. For repair and replacement, contact an authorized Mitsubishi Motors
dealer or a repair facility of your choice. Page 6- Glove compartment light 1. For repair and
replace- ment, contact an authorized Mitsubishi Motors dealer or a repair facility of your choice.
To avoid the risk of an electric shock, contact an authorized Mitsubishi Motors dealer whenever
repair or replacement is necessary. Page Vehicle care and maintenance Headlights except for
vehicles with high inten- 2. Turn the bulb B counterclockwise, and then remove the sity
discharge headlights headlight bulb with holder. Depress the tab A on the harness connector
and pull the harness connector toward you to remove it. Page N The alignment of the headlights
should be checked by an Handle halogen light bulb with care. The gas inside authorized
Mitsubishi Motors dealer or a repair facility of your a halogen light bulb is highly pressurized, so
drop- choice. Remove the socket and bulb assembly B together by 3. Remove the bulb by
pulling it out. To install the bulb, perform the removal steps in reverse. Page Vehicle care and
maintenance Front turn signal lights vehicles with high inten- 2. Remove the socket and bulb
assembly B together by sity discharge headlights turning it counterclockwise. When replacing
the bulb on the left side, remove the cap A of the headlight by turning it counterclockwise. Page
Vehicle care and maintenance Front turn signal, parking and side-marker lights 3. Remove the
entire socket and bulb assembly A by turn- ing it clockwise the left side or counterclockwise the
right side. Page Vehicle care and maintenance Front fog lights 2. Depress the tab B on the
harness connector and pull the if so equipped harness connector to remove it. Remove the
three clips A by turning them counterclock- wise or prying them, and remove the two screws B
by turning them counterclockwise, then remove the cover C. Remove the socket and bulb
assembly D by turning 3. Disconnect the harness connector by pulling the tab E in them
counterclockwise. Then pull the harness connector F to remove the bulb. Open the rear hatch.
Then can cause it to shatter. Remove the clip A and the bolt C. Take off the trim cover D.
Remove the light case mount- ing nut E. Page Vehicle care and maintenance 4. Insert the tip of
the screwdriver at the edge of the light 5. Remove the socket and bulb assemblies by turning
them unit, pry gently to remove the light unit. Then move the light unit toward the rear of the
vehicle Remove the bulb by pulling it out. Open the trunk lid. Then When mounting the light
unit, align the clip F , pins and remove the cover B. Remove the trim cover clips D in the order of
their num- bers 1, 2. Page Vehicle care and maintenance Grasp the trim cover and pull it toward
you to remove the 4. Lift the trim cover. Remove the light case mounting nut clips. Page Vehicle
care and maintenance 5. Insert the tip of the screwdriver at the edge of the light 6. N NOTE 1.
Remove the mounting screws A and remove the light When mounting the light unit, align the
clip F , pins and unit B. Remove the socket and bulb assembly together by turning 3. Page 2.
Page Glove Compartment Light Wrap a cloth around the tip of the screwdriver to keep N from
scratching the lens. Have the glove compartment light bulbs replaced at an autho- rized
Mitsubishi Motors dealer or a repair facility of your 2. Insert the tip of a screwdriver into the
notch of the lens, N pry gently to remove the lens, and then remove the bulb ECLIPSE from the
light holder. N NOTE In order to maintain the value of your vehicle, perform regular When
installing the lens, align the tab on the lens with the maintenance using the proper materials and

procedures. To maintain the value of your new vehicle, maintain the upholstery carefully and
keep the interior clean. Page Cleaning The Outside Of Your Vehicle Vehicle care and
maintenance Cleaning the outside of your vehicle The genuine leather surface can be damaged
if brushed with a nylon or synthetic fiber brush. Pour warm water to melt the ice. Be sure to
thoroughly wipe off the water after opening the door. Page Vehicle care and maintenance
Waxing Polishing N N Wax your vehicle once or twice a year, or when water does not If painted
surfaces have been severely damaged and lost their bead up on the paint. Page Aluminum
Wheels Vehicle care and maintenance Cleaning plastic parts Aluminum wheels N N Use a
sponge or chamois to clean these parts. Remove dirt using a wet sponge. If a vehicle wax sticks
to a gray or black rough surface of the 2. The traction grade assigned to this tire is based on N
straight-ahead braking traction tests, and does not This information is provided in compliance
with the require- include acceleration, cornering, hydroplaning, or ments of the National
Highway Traffic Safety Administration, peak traction characteristics. Page Specifications Key
information to discuss with your insurance a choice. So, if you want genuine Mitsubishi Motors
parts, you may have to specifically request them. Make certain your company insurance
company understands imitations are not to be used in Understand your repair estimate before
approving repairs. Page Specifications Vehicle labeling This infor- side door pillar. Page Vehicle
Dimensions 17 inch tires Overall height Vehicles with NOTE When you replace the battery,
confirm the size of the Contact an authorized Mitsubishi Motors dealer for details replacement
battery will not interfere with other compo- on the combination used on your vehicle. Page
Alphabetical index Hose Coin holder Parking brake Combination headlights and dimmer switch
Parking brake lever stroke Consumer information Pedal Convertible top Pedal free play Coolant
engine Power brakes Cruise control Service brake Indicator Page Alphabetical index Washer
fluid Fluid capacities and lubricants Fog lights Electric convertible top Indicator Electric rear
window defogger switch Replacement Electronic immobilizer Anti-theft starting system Switch
Emission-control system maintenance For cold and snowy weather Engine Front fog light
Compartment Page Alphabetical index Block location Switch Identification High-mounted stop
light Load capacities Bulb capacity Replacement Hood lock release mechanism and safety
catch Horn switch Gauges General maintenance If the vehicle breaks down General vehicle data
Ignition switch Genuine parts Page Alphabetical index Engine oil Manual transaxle oil Labeling
Oil pressure warning light License plate light Operation under adverse driving conditions Bulb
capacity Outside rearview mirrors Replacement Overheating Light dimmer control Loading
information Low-fuel warning light Lubricants Page Alphabetical index Starting Replacing tires
and wheels At extremely cold ambient temperature Rotation Flooded engine Size tire and wheel
Normal conditions Snow tires Steering Tire and loading information placard Power steering
fluid Tire chains Tilt lock lever Page Alphabetical index Vehicle identification number plate
Vehicle information code plate Vehicle labeling Vehicle preparation before driving Vehicle
weights Vents Warning lights Washer Fluid Rear window washer Switch Windshield washer
Washer fluid Waxing Weights Page How to calculate your gasoline mileage You can calculate
your miles-per-gallon or kilometers-per-litre 3. Refill the fuel tank. Subtract the first mileage
number from the second number 1. This manual is also suitable for: Eclipse spyder. Print page
1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Would you like to sell products for this vehicle
on Amazon. Learn how. There's a problem loading this menu right now. Learn more about
Amazon Prime. Get free delivery with Amazon Prime. Back to top. Get to Know Us. Amazon
Payment Products. English Choose a language for shopping. Skip to main content. Exterior
Accessories. Mirrors Exterior Mirrors Towing Mirrors. Interior Accessories. Amazon Music
Stream millions of songs. Amazon Advertising Find, attract, and engage customers. Amazon
Drive Cloud storage from Amazon. Alexa Actionable Analytics for the Web. Sell on Amazon
Start a Selling Account. AmazonGlobal Ship Orders Internationally. Amazon Rapids Fun stories
for kids on the go. ComiXology Thousands of Digital Comics. DPReview Digital Photography.
East Dane Designer Men's Fashion. Shopbop Designer Fashion Brands. Deals and
Shenanigans. Ring Smart Home Security Systems. Amazon Subscription Boxes Top
subscription boxes â€” right to your door. PillPack Pharmacy Simplified. Amazon Renewed
Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it a second
life. The Mitsubishi Eclipse is an iconic Japanese coupe. But over time, your Mitsubishi Eclipse
headlights can wear down and lose most of their functions. Good thing CarParts. We have
high-quality Mitsubishi headlight replacements at unbeatable prices. Choose from a clear lens
with a chrome or black interior. We sell headlights individually or in sets of two to five. Browse
through our products and get the perfect part for your Eclipse today! Although production for
the Mitsubishi Eclipse stopped in , this stylish sports coupe remains a favorite among many
drivers. One such part is the Mitsubishi Eclipse headlight. Common reasons to replace the

headlight include: replacing blown out or dim bulbs, replacing scratched cover lenses, updating
the look of your car, and upgrading to brighter lights. Halogen bulbs are the cheapest among
the three headlight sources. The Mitsubishi Eclipse is a stylish and powerful sports coupe that
was produced by Japanese automaker Mitsubishi for more than 20 years. Although production
for the Eclipse stopped in with the Mitsubishi Eclipse being its last model year, this beloved
sports car remains a favorite among many drivers. To keep their sports coupe as stylish as
ever, many owners trade in certain stock Mitsubishi Eclipse parts for custom aftermarket
options. The headlights play an essential safety and aesthetic role in any car. Here are the top
three reasons to replace the headlights on your Mitsubishi Eclipse. Dimming lights and blown
out bulbs are the most common reasons for replacing the headlight. Usually, this can be
resolved by simply replacing the bulbs. However, exposure to the elements and the usual wear
and tear can cause scratches to your cover lenses too. This can affect the brightness of your
headlights. Although many prefer the vintage appeal of older halogen headlights, there are also
a lot of people who want a more modern look for their sports car. For instance, one of the most
popular cosmetic updates for Mitsubishi Eclipse headlights is switching to halo projector
headlights. The typical halogen headlamps that are factory-issued for most cars produce decent
light output, but they are not the brightest ones on the market. This means choosing a different
light source. LEDs and HIDs are more expensive, but they make up for the higher initial cost by
having a longer average lifespan compared to halogen light bulbs. You can purchase them
individually or in pairs. We've Made a Site Update. Refresh to the latest version. Retrieve quote.
Track order. Sign In or Create Account. Every Purchase Supports. Texas Relief Efforts. Select
your vehicle. Mitsubishi Eclipse Headlight. Select your vehicle year. Refine by:. Headlight part.
Recommended Use. Light Source. Quantity Sold. Product Fit. Shop Mitsubishi Eclipse
Headlight. Showing 1 - 15 of 36 resu
gregory automotive manuals
eco sports 2013
2002 suzuki vitara
lts. Display item:. Sort by:. Vehicle Info Required to Guarantee Fit. Core Charge. Add to cart.
Part Number: LAS. Part Number: RAS. Part Number: Part Number: SET Page 1 of 3 Showing 1 15 of 36 results. Mitsubishi Eclipse Headlight Customer Reviews. Feb 12, Arrived on time,
installed with no problems, looks great, and works perfectly. Mike Carlson. Purchased on Jan
04, Jan 27, Good product. Perfect quality. Wayne Deniz. Purchased on Jan 13, Jan 23, It got here
thank u I'm sure I'll order again. Sabrina Barragan. Purchased on Jan 08, Show More. Mitsubishi
Eclipse Headlight Guides. Types of Replacement Headlights. Helpful Automotive Resources.
Why are My Headlights Flickering? Driving with a flickering headlight can create unsafe
conditions on the road as they can create distractions not only for you but for other drivers as
well. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use.
Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

