2004 ford f150 parts manual

Quick Links. See also: Owner's Manual , User Manual. Table of Contents. Instrument Cluster.
Warning And Control Lights. Entertainment Systems. Climate Controls. Electronic Automatic
Temperature Control. Rear Window Defroster. Turn Signal Control. Bulb Replacement. Driver
Controls. Steering Wheel Adjustment. Power Windows. Speed Control. Message Center. Ford
motor company automobile quick reference guide 2 pages. Automobile Ford Focus Owner's
Manual pages. Ford motor company ford ranger owner's guide 24 pages. Ford motor company
ford crown victoria owner's guide 17 pages. Page 3 Ford Motor Company. Ford may change the
contents without notice and without incurring obligation. Page 4: Introduction State of
California to cause cancer and birth defects or other reproductive harm. Please take the time to
get well acquainted with your vehicle by reading this handbook. The more you know and
understand about your vehicle, the greater the safety and pleasure you will derive from driving
it. Page 5 Introduction Warning symbols on your vehicle When you see this symbol, it is
imperative that you consult the relevant section of this guide before touching or attempting
adjustment of any kind. Protecting the environment We must all play our part in protecting the
environment. To access this information, special equipment must be directly connected to the
recording modules. Ford Motor Company and Ford of Canada do not access event data
recorder information without obtaining consent, Page 7 Driving chapter. Ford makes no
representation as to the suitability of your vehicle for snowplowing, in particular regarding the
potential for exceeding vehicle weight limits, airbag SRS deployment sensitivity, vehicle crash
integrity, or powertrain durability. Page 8 Introduction These are some of the symbols you may
see on your vehicle. Page 11 Instrument Cluster Luxury instrument cluster Warning lights and
gauges can alert you to a vehicle condition that may become serious enough to cause
expensive repairs. Many lights will illuminate when you start your vehicle to make sure the bulb
works. Page 13 Instrument Cluster Charging system: Illuminates when the battery is not
charging properly. Door ajar: Illuminates when the ignition is in the ON position and any door is
open. Overdrive off if equipped : Illuminates when the overdrive function of the transmission
has been turned off, refer to the Driving chapter. Low fuel: Displays when the fuel level in the
fuel tank is at or near empty refer to Fuel gauge in this chapter. Engine coolant temperature
gauge: Indicates engine coolant temperature. If it enters the red section, the engine is
overheating. Trip odometer: Registers the kilometers miles of individual journeys. Page 17
Instrument Cluster off the engine and check the engine oil level. Add oil if needed. If the oil level
is correct, have your vehicle checked at your dealership or by a qualified technician. Fuel
gauge: Indicates approximately how much fuel is left in the fuel tank when the ignition is in the
ON position. Also use in menu mode to select various settings. Audio: Press to access select
various settings. Treble: Press to adjust the treble setting. Press again to return to the playing
media. Page 21 Entertainment Systems Fade: Press to adjust the audio between the front and
rear speakers. Page 22 Entertainment Systems Fast forward: Press to manually advance in a CD
track. Rewind: Press to manually reverse in a CD track. Seek: Press to access the next strong
station or track. Page 24 Entertainment Systems Balance: Press to adjust the audio between the
left and right speakers. Page 25 Entertainment Systems Repeat: Press to repeat the current CD
track. Fast forward: Press to manually advance in a tape or CD track. Rewind: Press to manually
reverse in a tape or CD track. Page 26 Scan: Press for a brief sampling of radio stations or CD
tracks. Press again to stop. Page 27 Entertainment Systems Treble: Press to adjust the treble
setting. Page 28 Entertainment Systems Show functions. This indicates RDS is active. Page 29
Entertainment Systems 9. Page 30 Entertainment Systems Page 31 Due to technical
incompatibility, certain recordable and re-recordable compact discs may not function correctly
when used in Ford CD players. Irregular shaped CDs, CDs with a scratch protection film
attached, and CDs with homemade paper adhesive labels should not be inserted into the CD
player. Fan speed adjustment: Controls the volume of air circulated in the vehicle. Temperature
selection: Controls the temperature of the airflow in the vehicle. Air flow selections: Controls
the direction of the airflow in the vehicle. Page Manual Heating And Air Conditioning Climate
Controls To increase airflow to the outer instrument panel vents, close the vents located in the
middle of the instrument panel. Do not place objects on top of the instrument panel as these
objects may become projectiles in a collision or sudden stop. Page 34 Climate Controls 4.
Recirculated air : Used to manually enable or disable recirculated air operation. When activated,
recirculates air in the cabin thereby reducing the amount of time to cool down or warm up the
interior of the vehicle. May also help reduce undesired odors from reaching the interior of the
vehicle. If your vehicle is equipped with a mini message center, refer to Mini message center
electronic compass temperature display in the Driver Controls Chapter. Defrost: Distributes
outside air through the windshield defroster ducts and the demister outlets. Can be used to
clear ice or fog from the windshield. Page 37 Climate Controls Auto: To engage automatic
temperature control, press AUTO and select the desired temperature using the temperature

control. Recirculated air may reduce the amount of time to cool down the interior of the vehicle
and may also help reduce undesired odors from reaching the interior of the vehicle.
Recirculation can be engaged manually in any other airflow selection except Defrost. Page Rear
Window Defroster Climate Controls Do not place objects on top of the instrument panel as
these objects may become projectiles in a collision or sudden stop. Rotate clockwise to the
second position to also turn on the headlamps. Autolamp control if equipped The autolamp
system provides light sensitive automatic on-off control of the exterior lights normally
controlled by the headlamp control. Page 42 Lights Foglamp control if equipped The headlamp
control also operates the foglamps. The foglamps can be turned on only when the headlamp
control is in the position and the high beams are not turned on. Pull headlamp control towards
you to turn foglamps on. Page 43 Lights Flash to pass Pull toward you slightly to activate and
release to deactivate. Move the control to the full upright position, past detent, to turn on the
interior lamps. Page 44 Lights 2. Measure the height from the center of your headlamp indicated
by a 3. Rear dome lamp if equipped The dome lamp lights when the control is in the DOOR left
position, any door is open, the Page 46 Lights Rear map lamp if equipped The rear map lamp
lights are located on the end of the overhead rail system. The lamps can be turned on or off by
pushing on the lens. Page 47 Lights Using the right bulbs Replacement bulbs are specified in
the chart below. The correct bulbs will not damage the lamp assembly or void the lamp
assembly warranty and will provide quality bulb burn time. Page 48 Lights 2. At the top and
inboard side of the headlamp, loosen the three retaining screws. Once the three retaining
screws have been removed, disengage the tab at the top center of the headlamp assembly by
lifting it up. Make sure the headlamp control is in the OFF position and open the hood. Page 50
Lights 3. Carefully pull the lamp assembly straight rearward from the tailgate pillar to disengage
two hidden snap-in retainers. Flare side tail lamps are not equipped with snap-in retainers.
Remove bulb socket from the lamp assembly by turning it counterclockwise. Page 51 Lights
Replacing license plate lamp bulbs The license plate bulbs are located behind the rear bumper.
To change the license plate lamp bulbs: 1. Reach behind the rear bumper to locate the bulb.
Twist the bulb socket counterclockwise and carefully pull to remove it from the lamp assembly.
Speed dependent wipers if equipped : When the wiper control is on, the speed of the wipers will
automatically adjust with the vehicle speed. While the lever is in the down position, tilt the
steering column to its desired orientation. While holding the steering column, pull the lever up
to its original position to lock the steering column. Page 54 Driver Controls 1. To open the bins,
move the center latch forward which will allow the door to be opened. The latches on the side of
the bins are to enable the user to remove the bin or add a dealer purchased feature. Page 55
Driver Controls Place both palms on the underside of the storage bin, avoiding the storage bin
door. Push upwards with palms. While pushing upwards with palms, grip the side latches with
fingers and squeeze. Page 56 Driver Controls With pressure applied with palms and side latches
squeezed down, pull downward on the entire storage bin and remove. Do not hang any type of
accessory or accessory bracket from the plug. Page 57 Driver Controls An additional auxiliary
power point is located on the lower rear side of the center console. The power point is
accessible from the rear seats. These include: 1. The most important thing you can do to
prevent a crash is to avoid distractions and pay attention to the road. Wait until it is safe to
operate Mobile Communications Equipment. The mirror will automatically return to the normal
state whenever the AUTO vehicle is placed in R Reverse when the mirror is on to ensure a
bright clear view when backing up. Page Speed Control Driver Controls Exterior mounted mirror
turn signal indicator if equipped When the vehicle turn signal is activated, the lower portion of
the mirror housing will blink. This feature provides an indicator to the driver that the vehicle
turn signal is working properly. Fold-away mirrors Fold the side mirrors in carefully before
driving through a narrow Page 62 Driver Controls Do not use the speed control in heavy traffic
or on roads that are winding, slippery or unpaved. Setting speed control The controls for using
your speed control are located on the steering wheel for your convenience. Press the ON
control and release 2. Note: When you turn off the speed control or the ignition, your speed
control set speed memory is erased. Do not let children play with the moon roof. They may
seriously hurt themselves. Page 66 Driver Controls To vent the moon roof: Press and hold the
control. The moon roof must be in the closed position in order to move it into the vent position.
To close, press and hold the control until the glass panel stops moving. Page 67 Driver Controls
also recommended that a new battery be placed in the hand-held transmitter of the device being
programmed to HomeLink for quicker training and accurate transmission of the radio-frequency
signal. Press and hold the two outside buttons releasing only when the red light begins to flash
after 20 seconds. Page 68 Driver Controls 7. The name and color of the button may vary by
manufacturer. Note: There are 30 seconds in which to initiate step eight. Return to the vehicle
and firmly press, hold for two seconds and release the HomeLink button. Activation will now

occur for the trained product garage door, gate operator, security system, entry door lock, or
home or office lighting etc. You may select display features on the message center for a display
of status preceded by a brief indicator chime. Page 71 Driver Controls Usually, when something
affects the compass readings, the compass will correct itself after a few days of operating your
vehicle in normal conditions. If the compass still appears to be inaccurate, a manual calibration
may be necessary. Page 72 Driver Controls Perform compass calibration in an open area free
from steel structures and high voltage lines. Page 75 Driver Controls 1. Autolamp delay This
feature keeps your headlights on for up to three minutes after the ignition is switched off. Page
76 Driver Controls In the event of a multiple warning situation, the message center will cycle the
display to show all warnings by displaying each one for 4 seconds. The message center will
display the last selected feature if there are no more warning messages. Displayed when the
engine is overheating. Stop the vehicle as soon as safely possible, turn off the engine. If the
warning stays on or continues to come on, contact your dealer as soon as possible. Page 79
Driver Controls Compass zone adjustment 1. Determine which magnetic zone you are in for
your geographic location by referring to the zone map. Turn ignition to the ON position. Start
the engine. Press the ODO reset button in the cluster, hold for six seconds and release. Page 81
Driver Controls To extend the bed extender: 1. Lower tailgate. Pull the round knobs on each
side of the extender to release it from the pickup box. Pivot extender on to the tailgate. Evenly
push down on the extender and push the round knobs in on each side locking it in place. Page
82 Driver Controls Note: Remove and store the bed extender when not in use. To install the bed
extender, follow the removal procedure in reverse order. In case of loss, replacement keys are
available from your dealer. You should always carry a second key with you in a safe place in
case you require it in an emergency. The childproof locks are located on rear edge of each rear
door and must be set separately for each door. If there is any potential remote keyless entry
problem with your vehicle, ensure ALL remote entry transmitters are taken to the dealership, to
aid in troubleshooting. Page 87 Locks and Security Activating the memory feature To activate
this feature: 1. Position the seat and adjustable pedals to the positions you desire. Page 88
Locks and Security 2. Do not wipe off any grease on the battery terminals on the back surface of
the circuit board. Remove the old battery. Note:Please refer to local regulations when disposing
of transmitter batteries. Insert the new battery. Refer to the diagram inside the remote entry
transmitter for the correct orientation of the battery. Page 90 Locks and Security Perimeter
lighting feature if equipped The perimeter lighting feature illuminates the exterior of the vehicle
in order to provide better visibility to the user while he or she approaches and enters the
vehicle. Page 92 Locks and Security Keyless entry key pad procedure 1. Close all the doors.
Enter 5â€”digit entry code 4. Page 94 Note: The SecuriLock passive anti-theft system is not
compatible with non-Ford aftermarket remote start systems. Use of these systems may result in
vehicle starting problems and a loss of security protection. Note: Large metallic objects,
electronic devices that are used to purchase gasoline or similar items, or a second coded key
on the same key chain may cause vehicle starting issues. Automatic disarming Switching the
ignition to the 3 ON position with a coded key disarms the vehicle. Page 96 Locks and Security
1. Do not pile cargo higher than the seatbacks to reduce the risk of injury in a collision or
sudden stop. Make sure that the seat is relatched into place. Page 99 Seating and Safety
Restraints Using the manual lumbar support For more lumbar support, turn the lumbar support
control toward the front of vehicle. For less lumbar support, turn the lumbar support control
toward the rear of vehicle. Page Seating and Safety Restraints Press the control to move the
seat forward, backward, up or down. To properly adjust your head restraints, lift the head
restraint so that it is located directly behind your head or as close to that position as possible.
Pull control to release seat cushion. Rotate seat cushion up until it locks into vertical storage
position. Returning the seat to seating position Always be sure that the seat is in a latched
position, whether the seat is occupied or empty. Page Seating and Safety Restraints position.
The system is designed to help protect smaller drivers sitting close to the driver air bag by
providing a lower air bag output level. Front passenger sensing system For air bags to do their
job they must inflate with great force, and this force can pose a potentially deadly risk to
occupants that are very close to the air bag when it begins to inflate. Page Seating and Safety
Restraints allows your Personal Safety System to tailor the air bag deployment and safety belt
pretensioner activation depending upon safety belt usage. Refer to Safety Belt section in this
chapter. Page Seating and Safety Restraints If any of these things happen, even intermittently,
have the Personal Safety System serviced at your dealership or by a qualified technician
immediately. Unless serviced, the system may not function properly in the event of a collision.
Safety restraints precautions Always drive and ride with your seatback upright and the lap belt
snug and low across the hips. Page Seating and Safety Restraints Always transport children 12
years old and under in the back seat and always properly use appropriate child restraints.

Safety belts and seats can become hot in a vehicle that has been closed up in sunny weather;
they could burn a small child. Check seat covers and buckles before you place a child anywhere
near them. An energy management retractor is a device which pays out webbing in a controlled
manner. Page Seating and Safety Restraints The front seat belt system can also be made to lock
manually by quickly pulling on the shoulder belt. Rear seat belts if equipped cannot be made to
lock up by pulling quickly on the belt. Automatic locking mode In this mode, the shoulder belt is
automatically pre-locked. Page Seating and Safety Restraints 2. Grasp the shoulder portion and
pull downward until the entire belt is extracted. Allow the belt to retract. As the belt retracts, you
will hear a clicking sound. This indicates the safety belt is now in the automatic locking mode.
Page Seating and Safety Restraints The driver and front outboard passenger safety belt
pretensioners are designed to activate only during certain frontal or near-frontal collisions with
sufficient longitudinal deceleration. A safety belt buckle pretensioner is a device which tightens
the webbing of the lap and shoulder belts during some collisions in such a way that they fit
more snugly against the body. Page Seating and Safety Restraints Front safety belt height
adjustment if equipped Your vehicle has safety belt height adjustments for the driver and right
front passenger. Adjust the height of the shoulder belt so the belt rests across the middle of
your shoulder. To lower the shoulder belt height, push the button and slide the height adjuster
down. Page Seating and Safety Restraints Insert the tongue into the correct buckle the buckle
closest to the direction the tongue is coming from. To lengthen the belt, turn the tongue at a
right angle to the belt and pull across your lap until it reaches the buckle. Page Seating and
Safety Restraints If Page Seating and Safety Restraints Reasons given Frontal airbags are not
designed to inflate in rear and side crashes or rollovers. Wait until the safety belt warning light
turns off. Page Air Bags if equipped , shoulder belt guide on seatback if equipped , child safety
seat LATCH and tether anchors, and attaching hardware, should be inspected after a collision.
Ford Motor Company recommends that all safety belt assemblies in use in vehicles involved in
a collision be replaced. Page Do not attempt to service, repair, or modify the air bag
supplemental restraint systems or its fuses. See your Ford or Lincoln Mercury dealer. The front
passenger air bag is not designed to offer protection to an occupant in the center front seating
position. Page Seating and Safety Restraints Additional equipment may affect the performance
of the air bag sensors increasing the risk of injury. Please refer to the Body Builders Layout
Book for instructions about the appropriate installation of additional equipment. Children and
air bags For additional important safety information, read all information on safety restraints in
this guide. Page Seating and Safety Restraints How does the air bag supplemental restraint
system work? The air bag SRS is designed to activate when the vehicle sustains sufficient
longitudinal deceleration. The fact that the air bags did not inflate in a collision does not mean
that something is wrong with the system. Page Seating and Safety Restraints If the air bag has
deployed, the air bag will not function again and must be replaced immediately. If the air bag is
not replaced, the unrepaired area will increase the risk of injury in a collision. When you install
child seats with or without the LATCH system on the front passenger seat of vehicles that do
not have a rear seat, the airbag cut-off switch should be turned to Page Seating and Safety
Restraints The safety belts for the driver and right front passenger seating positions have been
specifically designed to function together with the air bags in certain types of crashes. When
you turn OFF your air bag, you not only lose the protection of the air bag, you also may reduce
the effectiveness of your safety belt system, which was designed to work with the air bag. Child
age 1 to Page Seating and Safety Restraints 3. Page To improve the fit of both the lap and
shoulder belt on children who have outgrown child safety seats, Ford Motor Company
recommends use of a belt-positioning booster. Booster seats position a child so that safety
belts fit better. They lift the child up so that the lap belt rests low across the hips and the knees
bend comfortably. Page Seating and Safety Restraints Follow all instructions provided by the
manufacturer of the booster seat. Never use pillows, books, or towels to boost a child. Page 36
kg 80 pounds using an upper torso harness and a belt-positioning booster. Ford recommends
the use of a child safety seat having a top tether strap. Page Seating and Safety Restraints 1.
Position the child safety seat in a seat with a combination lap and shoulder belt. Pull down on
the shoulder belt and then grasp the shoulder belt and lap belt together. While holding the
shoulder and lap belt portions together, route the tongue through the child seat according to
the child seat Page Seating and Safety Restraints 4. Insert the belt tongue into the proper buckle
the buckle closest to the direction the tongue is coming from for that seating position until you
hear a snap and feel the latch engage. Make sure the tongue is latched securely by pulling on it.
Page Seating and Safety Restraints 8. Allow the safety belt to retract to remove any slack in the
belt. Before placing the child in the seat, forcibly move the seat forward and back to make sure
the seat is securely held in place. To check this, grab the seat at the belt path and attempt to
move it side to side and forward. Page Seating and Safety Restraints 7. Before placing the child

into the child seat, forcibly tilt the child seat from side to side and in forward direction to make
sure that the seat is held securely in place. If the child seat moves excessively, repeat steps 5
through 7, try a different child safety seat, or properly install the child seat in a different
position. Position the child safety seat on the seat cushion. Route the child safety seat tether
strap over the back of the seat and under the head restraint. Page Seating and Safety Restraints
Rear seat tether strap attachment There are three loops of webbing just above the back of the
rear seat along the bottom edge of the rear window in the SuperCab and SuperCrew. These
loops are to be used as both routing loops and anchor loops for up to three child safety seat
tether straps. Follow the instructions in this chapter. Attaching safety seats with LATCH Lower
Anchors and Tethers for Children attachments for child seat anchors Some child safety seats
have two rigid or webbing mounted attachments that connect to two anchors at certain seating
positions in your vehicle. Your vehicle seat may have plain buttons, instead of this symbol, to
indicate the location of the LATCH lower anchors. If you tightly install a LATCH infant or child
safety seat with its own webbing-mounted attachments to the LATCH anchors on the front
passenger seat of the Regular Cab, the front passenger sensing system may not automatically
turn the airbag off. Note: The ignition key can not be removed from the ignition unless the
gearshift lever is securely latched in P Park. Page Driving Do not start your vehicle in a closed
garage or in other enclosed areas. Exhaust fumes can be toxic. Always open the garage door
before you start the engine. See Guarding against exhaust fumes in this chapter for more
instructions. If you smell exhaust fumes inside your vehicle, have your dealer inspect your
vehicle immediately. Page Driving 4. Make sure the parking brake is set. BRAKE 5. Page Driving
Make sure the corresponding lights illuminate or illuminate briefly. If a light fails to illuminate,
have the vehicle serviced. Page Driving Starting the engine 1. If there is difficulty in turning the
key, rotate the steering wheel until the key turns freely. If a metal-to-metal, continuous grinding
or continuous squeal sound is present, the brake linings may be worn-out and should be
inspected by a qualified service technician. If the vehicle has continuous vibration or shudder in
the steering wheel while braking, the vehicle should be inspected by a qualified service
technician. Page Driving Parking brake To set the parking brake 1 , press the parking brake
pedal down until the pedal stops. To release, pull the lever 2. Always set the parking brake fully
and make sure that the gearshift is securely latched in P Park. Under normal conditions, the
Traction-Lok axle functions like a standard rear axle. The axle may exhibit a slight noise or
vibration in tight turns with low vehicle speed. This is normal behavior and indicates the axle is
working. Refer to Fuses and relays in the Roadside Emergencies chapter. If the fuse is not
blown, perform the following procedure: 1. Page Driving Always set the parking brake fully and
make sure the gearshift is latched in P Park. Turn the ignition to the LOCK position and remove
the key whenever you leave your vehicle. If the parking brake is fully released, but the brake
warning lamp remains illuminated, the brakes may not be working properly. Drive not shown
Drive is activated when the transmission control switch is pressed. Page Driving To help avoid
personal injury, always use caution when in reverse and when using the RSS. This system is
not designed to prevent contact with small or moving objects. The system is designed to
provide a warning to assist the driver in detecting large stationary objects to avoid damaging
the vehicle. Provides optimal smoothness and fuel economy at high speeds. Move the transfer
case lever through N Neutral directly to the desired position. Note: Some noise may be heard as
the system shifts or engages; Page Driving will not engage while the vehicle is moving; this is
normal and should be no reason for concern. Page Driving Drive cautiously to avoid vehicle
damage from concealed objects such as rocks and stumps. You should either know the terrain
or examine maps of the area before driving. Map out your route before driving in the area. To
maintain steering and braking control of your vehicle, you must have all four wheels on the
ground and they must be rolling, not sliding or spinning. Page Driving If your vehicle gets stuck
If your vehicle gets stuck in mud or snow it may be rocked out by shifting between forward and
reverse gears, stopping between shifts, in a steady pattern. Press lightly on the accelerator in
each gear. Do not rock the vehicle if the engine is not at normal operating temperature or
damage to the transmission may occur. Page Driving Parking On some 4WD vehicles, when the
transfer case is in the N Neutral position, the engine and transmission are disconnected from
the rest of the driveline. Therefore, the vehicle is free to roll even if the automatic transmission
is in P Park or the manual transmission is in gear. Do not leave the vehicle unattended with the
transfer case in the N Neutral position. Page Driving Sand When driving over sand, try to keep
all four wheels on the most solid area of the trail. Avoid reducing the tire pressures but shift to a
lower gear and drive steadily through the terrain. Apply the accelerator slowly and avoid
spinning the wheels. Page Ford Motor Company joins the U. Page Driving Descend a hill in the
same gear you would use to climb up the hill to avoid excessive brake application and brake
overheating. Do not descend in neutral; instead, disengage overdrive or manually shift to a

lower gear. When descending a steep hill, avoid sudden hard braking as you could lose control.
If you nevertheless decide to equip your 4WD for off-road use with tires larger than what Ford
Motor Company recommends, you should not use these tires for highway driving. Page Ford
Motor Company recommends that caution be used with any vehicle equipped with a high load
or device such as ladder racks or pickup box cover. Page Vehicle Loading Driving the wheel
rims for cars. Traction or brake capability may be limited and your vehicle may stall. Once
through the water, always dry the brakes by moving your vehicle slowly while applying light
pressure on the brake pedal. Note: For trailer towing information refer to Trailer towing found in
this chapter or the RV and Trailer Towing Guide provided by your dealership. GCWR Gross
Combined Weight Rating â€” is the maximum allowable weight of the vehicle and the loaded
trailer â€” including all cargo and passengers â€” Special loading instructions for owners of
pickup trucks and utility-type vehicles For important information regarding safe operation of
this type of vehicle, see the Preparing to drive your vehicle section in this chapter. Towing
trailers beyond the maximum recommended gross trailer weight exceeds the limit of the vehicle
and could result in engine damage, transmission damage, structural damage, loss of vehicle
control, vehicle rollover and personal injury. Load equalizing hitch When hooking up a trailer
using a load equalizing hitch, always use the following procedure: 1. Trailer lamps Trailer lamps
are required on most towed vehicles. Make sure all running lights, brake lights, turn signals and
hazard lights are working. See your dealer or trailer rental agency for proper instructions and
equipment for hooking up trailer lamps. Page 4x4 vehicles with electronic shift on the fly cannot
be towed with any wheels on the ground. Page Operating the vehicle with the snowplow
attached Ford recommends that the Fâ€” be limited to low speed, personal-use snow removal.
Do not use your vehicle for snow removal until it has been driven at least miles km. Page
Driving Do not attempt to service, repair, or modify the air bag supplemental restraint system
SRS or its fuses. This program is separate from the New Vehicle Limited Warranty. Page
Roadside Emergencies Canadian customers who require roadside assistance, call 1â€”â€”â€” If
you need to arrange roadside assistance for yourself, Ford Motor Company will reimburse a
reasonable amount. To obtain reimbursement information, U. Ford or Mercury vehicles
customers call ; Lincoln vehicle customers call 1â€”â€”â€” After an accident, if the engine
cranks but does not start, this switch may have been activated. Page Roadside Emergencies
The fuses are coded as follows. Page Roadside Emergencies Auxiliary relay box The relay box
is located in the engine compartment on the left fender. Page Ford. If the dissimilar spare tire or
wheel is damaged, it should be replaced rather than repaired. Page Roadside Emergencies
Removing the spare tire 1. Use the ignition key to remove the lock cylinder from the access hole
of the bumper to allow access to the guide tube. Assemble the jack handle as shown in the
illustration. Fully insert the jack handle through the bumper hole and into the guide tube
through the access hole in the rear bumper. Page Roadside Emergencies 1. Block the
diagonally opposite wheel. Obtain the spare tire and jack from their storage locations. Do not
start the engine when your vehicle is on the jack. Page Roadside Emergencies Page Jump
Starting M14 x 2. Use only Ford recommended replacement fasteners. When a wheel is installed,
always remove any corrosion, dirt or foreign materials present on the mounting surfaces of the
wheel or the surface of the front disc brake hub and rotor that contacts the wheel. Page
Roadside Emergencies Do not attempt to push-start your vehicle. Automatic transmissions do
not have push-start capability; doing so may damage the catalytic converter. Preparing your
vehicle When the battery is disconnected or a new battery is installed, the transmission must
relearn its shift strategy. Page Roadside Emergencies 2. Connect the negative - cable to the
negative - terminal of the assisting battery. Page Roadside Emergencies 4. Do not use fuel lines,
engine rocker covers or the intake manifold as grounding points. Do not connect the end of the
second cable to the negative - terminal of the battery to be jumped. Page Roadside Emergencies
Removing the jumper cables Remove the jumper cables in the reverse order that they were
connected. Remove the jumper cable from the ground metal surface. Note: In the illustrations,
lightning bolts are used to designate the assisting boosting battery. Page Roadside
Emergencies 3. After the disabled vehicle has been started and the jumper cables removed,
allow it to idle for several minutes so the engine computer can relearn its idle conditions. Page
Wrecker Towing Ford recommends your vehicle be towed with a wheel lift or flatbed. Do not tow
with a slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. Page
Customer Assistance Center at the number below. Away from home If you own a Ford or
Mercury vehicle and are away from home when your vehicle needs service, or if you need more
help than the dealership could provide, after following the steps described above, contact the
Ford Customer Relationship Center to find an authorized dealership to help you. Page If you still
have a complaint involving a warranty dispute, you may wish to contact the Dispute Settlement
Board U. In some states in the U. Ford is also If you did not take advantage of the Ford

Extended Service Plan at the time of purchasing your vehicle, you may still be eligible. Since
this information is subject to change, please ask your dealer for complete details about Ford
Extended Service Plan coverage options, or visit the Ford ESP website at Page What kinds of
cases does the Board review? The decisions of the Board are binding on Ford and, in some
cases, on the dealer but not on consumers who are free to pursue other remedies available to
them under state or federal law. Page If your vehicle must be serviced while you are traveling or
living in Central or South America, the Caribbean, or the Middle East, contact the nearest Ford
dealership. Page Reporting Safety Defects U. These products are available from your dealer.
These may include hot wax treatments used by commercial car washes, tree sap, or other
organic contamination. These quality products have been specifically engineered to fulfill your
automotive needs; they are custom designed to complement the style and appearance of your
vehicle. If your vehicle requires professional service, your dealership can provide the necessary
parts and service. Set the parking brake, depress the clutch and place the gearshift in N Neutral.
Block the wheels. Note: Do not start your engine with the air cleaner removed and do not
remove it while the engine is running. Battery 2. Transmission fluid dipstick automatic
transmission 3. Engine oil filler cap 4. Power steering fluid reservoir 5. Engine oil dipstick 6.
Brake fluid reservoir 7. Engine coolant reservoir 8. Page Maintenance and Specifications 5. Air
filter assembly 4. Engine oil filler cap 9. Windshield washer fluid reservoir Page Engine Oil In
very cold weather, do not fill the reservoir completely. Refer to Lubricant specifications in this
chapter. State or local regulations on volatile organic compounds may restrict the use of
methanol, a common windshield washer antifreeze additive. Locate and carefully remove the
engine oil level indicator dipstick. Wipe the indicator clean. Insert the indicator fully, then
remove it again. Page Battery Maintenance and Specifications It is recommended you use the
appropriate Motorcraft oil filter or another brand meeting Ford specifications for your engine
application. BATTERY Your vehicle is equipped with a Motorcraft maintenance-free battery
which normally does not require additional water during its life of service. Page Maintenance
and Specifications Keep batteries out of reach of children. Batteries contain sulfuric acid. Avoid
contact with skin, eyes or clothing. Shield your eyes when working near the battery to protect
against possible splashing of acid solution. In case of acid contact with skin or eyes, flush
immediately with water for a minimum of 15 minutes and get prompt medical attention. Follow
your local authorized standards for disposal. Call your local authorized recycling center to find
out more about recycling automotive batteries. Page Maintenance and Specifications When the
engine is cold, check the level of the engine coolant in the reservoir. Page Recycled engine
coolant Ford Motor Company does NOT recommend the use of recycled engine coolant in
vehicles originally equipped with Motorcraft Premium Gold Engine Coolant since a
Ford-approved recycling process is not yet available. Fill your engine coolant reservoir as
outlined in Adding engine coolant in this section. Page Maintenance and Specifications Never
remove the coolant reservoir cap while the engine is running or hot. Restart the engine and take
your vehicle to a service facility. Driving the vehicle without repairing the engine problem
increases the chance of engine damage. Take your vehicle to a service facility as soon as
possible. Fuel such as gasoline is highly toxic and if swallowed can cause death or permanent
injury. Page The customer warranty may be void for any damage to the fuel tank or fuel system
if the correct genuine Ford or Motorcraft fuel filler cap is not used. The fuel system may be
under pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it
stops before completely removing the fuel filler cap. Page Maintenance and Specifications If
you do not use the proper fuel filler cap, excessive pressure or vacuum in the fuel tank may
damage the fuel system or cause the fuel cap to disengage in a collision, which may result in
possible personal injury. Page Ask your fuel supplier about gasolines that meet the World-wide
Fuel Charter. Running out of fuel Avoid running out of fuel because this situation may have an
adverse affect on powertrain components. Page Maintenance and Specifications possible. Fuel
expense, frequency of fill-ups or fuel gauge readings are NOT accurate as a measure of fuel
economy. We do not recommend taking fuel economy measurements during the first 1, km 1,
miles of driving engine break-in period. You will get a more accurate measurement after 3,
kmâ€”5, km 2, miles-3, miles. Page Maintenance and Specifications 3. After at least three to five
tank fill-ups, fill the fuel tank and record the current odometer reading. Subtract your initial
odometer reading from the current odometer reading. Follow one of the simple calculations in
order to determine fuel economy: Calculation 1: Multiply liters used by , then divide by total
kilometers traveled. Page Guide are essential to the life and performance of your vehicle and to
its emissions system. If other than Ford, Motorcraft or Ford-authorized parts are used for
maintenance replacements or for service of components affecting emission control, such
non-Ford parts should be equivalent to genuine Ford Motor Company parts in performance and
durability. Page Maintenance and Specifications permitted to intentionally remove an emission

control device or prevent it from working. This decal identifies engine displacement and gives
some tune up specifications. Page Maintenance and Specifications condition. Page
Maintenance and Specifications If an overfill occurs, excess fluid should be removed by a
qualified technician. Do not use supplemental transmission fluid additives, treatments or
cleaning agents. Page Use only fluid that meets Ford specifications. Loosen the clamp that
secures the air filter element in place. Carefully separate the two halves of the air filter housing.
Remove the air filter element from the open end of the air filter housing. Release two retainer
clamps. Pull air filter tray assembly out toward front of vehicle and lift air filter element up and
out of housing. The air filter box needs to be free of any debris before installing a new air filter.
Page 10 to 12 inches or limited production tires as defined in Title 49 Code of Federal
Regulations Part Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford to give you the following information about tire grades exactly as
the government has written it. Page Maintenance and Specifications The traction grade
assigned to this tire is based on straight-ahead braking traction tests, and does not include
acceleration, cornering, hydroplaning or peak traction characteristics. Page Maintenance and
Specifications Increasing the inflation pressure beyond this pressure will not increase the tires
load carrying capability. If you change your wheel size, you will have to purchase new tires to
match the new wheel diameter. Page Maintenance and Specifications next two numbers or
letters are the plant code where it was manufactured, the next two are the tire size code and the
last four numbers represent the week and year the tire was built. For example, the numbers
mean the 31st week of Page Maintenance and Specifications The tire suppliers may have
additional markings, notes or warnings such as standard load, radial tubeless, etc. Page You
are strongly urged to buy a reliable tire pressure gauge, as automatic service station gauges
may be inaccurate. Ford recommends the use of a digital or dial type tire pressure gauge rather
than a stick type tire pressure gauge. Page Maintenance and Specifications Use the
recommended cold inflation pressure for optimum tire performance and wear. Under-inflation or
over-inflation may cause uneven treadwear patterns. Under-inflation is the most common cause
of tire failures and may result in severe tire cracking, tread separation or blowout , with
unexpected loss of vehicle control and increased risk of injury. Front wheel drive FWD vehicles,
and those with an independent rear suspension require alignment of all four wheels. Page Only
use replacement tires and wheels that are the same size and type such as P-metric versus
LT-metric or all-season versus all-terrain as those originally provided by Ford. Use of any tire or
wheel not recommended by Ford can affect the safety and performance of your vehicle, which
could result in an increased risk of loss of vehicle control, vehicle rollover, personal injury and
death. Page Maintenance and Specifications Tire explosions can cause death, personal injury or
property damage. Do not allow anyone to stand near, directly ahead or behind the spinning tire.
Replace the PCV valve with one that meets Ford material and design specifications for your
vehicle, such as a Motorcraft or equivalent replacement part. The customer warranty may be
void for any damage to the emissions system if such a PCV valve is not used. The correct oil
filter must be used as previously described. Cab 6. Use of synthetic or synthetic blend motor oil
is not mandatory. Page Maintenance and Specifications Page Maintenance and Specifications 7.
Assembly plant 8. Production sequence number Engine number The engine number the last
eight numbers of the vehicle identification number is stamped on the engine block and
transmission. Ford Motor Company will repair or Page Index Index acid, treating emergencies..
Page Index Engine oil Page Index Homelink wireless control headlamps Page Index Parts see
Motorcraft parts.. Page Index Steering wheel Transfer case controls Print page 1 Print document
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. This category covers , , , , Ford F models. The F truck was
introduced in January for the model year as the redesigned eleventh generation of the F lineup.
These are some common tools used to work on this device. You might not need every tool for
every procedure. The Ford F-Series is a sequence of full-size pickup trucks manufactured by
Ford, an American automaker, since F-Series trucks are placed above the Ford Ranger in size.
Beginning in , the F-Series included the Super Duty series, marketed as heavy-duty pickup
trucks, medium-duty trucks, and chassis cab trucks. In , Ford redesigned the F using the new
Ford P2 platform. Initially, only Ford's 4. In , Ford's 4. The base XL level included cloth
upholstery, a bench seat, a 4. The STX level added body-color bumpers, a front seat center
armrest, and a body-color grille. The XLT trim level added chrome front and rear step bumpers,
a black honeycomb grille, keyless entry, speed control, power windows with locks, automatic
headlamps, and a color-coordinated steering wheel. The FX4 trim level added a 5. This
generation F received top safety ratings 5 stars from the U. Fix Your Stuff. Show Other
Languages. Author: David Hodson and 4 other contributors. Create a Guide. Replacement
Guides Tail Light Bulb. Support Questions Ask a Question. Tools These are some common

tools used to work on this device. Background and Identification. Technical Specifications.
Additional Information. View Statistics:. Bearing-like Noise that has caused me to change
transmission 3 times Ford F Howdo I narrow down whether its the resistor or the speed control
swit Ford F Why does seat belt not latch? A majority of all used US imports have either been in
accidents, been stolen, been flooded, salvaged and rebuilt and shipped to Europe or are subject
to open recalls. For 30 years, CARFAX has been collecting data on US vehicles from thousands
of sources and has helped millions of used car shoppers reduce their risk of getting stuck with
a vehicle that has costly hidden problems. For more than 30 years, CARFAX has been helping
millions of used car shoppers make better purchase decisions and avoid expensive hidden
problems. In addition, CARFAX has helped used car dealers around the world to build trust with
their customers and sell their American cars with confidence. With more than 14 billion records,
CARFAX has built up its database with the help of its partners and sources, including
government offices, law enforcement agencies, service and repair shops, car dealerships,
insurance companies and many more. In addition to publicly available information, CARFAX has
collected information from many independent reliable sources. Thanks for the service, the price
was absolutely worth. Immediately to the Internet, paid with credit card and in 10 minutes I had
the report. Vehicle imported from California to Lithuania. For some weeks "Babs" is now with us
and we have a lot of fun with the car. Buying Used American Cars? Search by VIN. Instant
Access. We offer you unique vehicle history to help you make better purchase decisions.
Trusted by millions of users. Worldwide market leader. The most popular blog articles How to
detect mileage rollback? Mileage rollback is one of the most occurring types of fraud in the
selling process of used cars. However, there are ways to detect mileage fraud. Even though
odometer fraud is difficult to detect for the untrained eye, it is not an impossible task. Import a
car from the USA. There are a few advantages to buying a American used car. Check the Service
History of a Car. How important is the service history of a car? CARFAX takes a look at these
questions and explains the importance of the service history of a car, as well as where you can
find the complete history of service records. Make a VIN Search. Skip to main content. Include
description. Brand Type. Aftermarket Branded 1, Items 1, Private Label Items Unbranded 56
Items Genuine OEM 41 Items Not Specified Items Apex Automobile Parts Items ATP Items
Centric Parts Items Global Parts Distributors Items Placement on Vehicle. Front Items Rear
Items Left Items Right Items Lower 17 Items Unspecified Length Items Lifetime Items New 2,
Items 2, Used 36 Items Please provide a valid price range. Buying Format. All Listings. Buy It
Now. Item Location. Canada Only. North America. Delivery Options. Free International Shipping.
Free In-store Pickup. Free Local Pickup. Show only. Free Returns. Returns Accepted.
Authorized Seller. Completed Items. Sold Items. More filters Any Condition New Used. Gallery
View Customize. Find the right parts for your Ford F FX4. Enter Trim Tell us about your vehicle
to find the right parts faster. Ford Authorized Seller. Almost gone. Last one. Free returns.
Amounts shown in italicized text are for items listed in currency other than Canadian dollars
and are approximate conversions to Canadian dollars based upon Bloomberg's conversion
rates. For more recent exchange rates, please use the Universal Currency Converter. This page
was last updated: Feb Number of bids and bid amounts may be slightly out of date. See each
listing for international shipping options and costs. This part was removed from a F stock
number DEA and the mileage was miles. Please see the Part Fitment information below for
proper vehicle fit and the part details section for additional information. This part has a 90 day
warranty and will ship via ground. Tracking numbers will be uploaded to eBay once the package
has left our facility with the carrier which is usually by 7PM eastern time. Please note all vehicle
image s shown are of the donor vehicle at the time we received it and before it was dismantled.
The photos may not represent its current state or available parts. Only the single part described
and noted for sale in our description is guaranteed to be included when shipped. Other parts
shown in the image s are not guaranteed to be included but may be available for sale. Please
contact us for more information. If you have any questions or issues with the part you receive
please contact us through eBay messaging and we will be happy to help. We have been in the
recycled auto parts business for over 30 years and stand behind every part we sell. We accept
immediate payment by credit card, debit card or Paypal processed through eBay checkout.
Some of our listings use the Best Offer feature. If Best Offer is available on the item it will be
noted on the listing. If you make a Best Offer and your offer is accepted payment is due within 5
business days. If payment is not received after 5 business days the item will be relisted and an
unpaid item case will be opened. Tracking information will automatically be uploaded to eBay
once your order has left our facility. Large items such as engines, transmissions, doors,
hatches and axle assemblies will ship via freight carrier. Parts shipped by freight are pallet
strapped and wrapped. Most orders will be shipped within one business day however for freight
shipments we will need more information from you to provide to the carrier before your item will

ship. Please provide a valid phone number with your payment. Once payment for a freight item
is received a representative will contact you to schedule a freight shipment, verify your vehicle
fitment and answer any questions you may have regarding the freight shipment. Please inspect
all freight shipments prior to signing for the delivery! If any transit damage has occurred please
refuse the shipment and contact us through eBay messaging for assistance. We will take care
of it from there and file a claim with the carrier and arrange a replacement or refund for you. It is
very important to not sign for a damaged freight shipment! You have the right to examine the
shipment for obvious signs of damage prior to signing and accepting the delivery. If a delivery
driver refuses to allow you to inspect the shipment until you sign for it please do not sign,
refuse the shipment and contact us through eBay messaging. Your signature on the delivering
carrier's freight Bill Of Lading BOL constitutes acceptance of the merchandise as is and in good
order so please inspect it before signing for it. However, if you inspect the shipment, sign for it,
but later you find damage that you could not see during the initial delivery, please don't worry!
This is called concealed damage and we can still work with the carrier on your behalf and file a
claim so all you need to do is let us know. We will need you to send us some photos of the
damage so we can file that claim with the carrier. If you have any questions regarding freight
shipments please contact us through eBay messaging prior to purchasing. If a UPS delivered
item arrives damaged, please retain all packaging and contact us through eBay messaging for
immediate assistance. We will open a damage claim with UPS and arrange for the return and
replacement of the item at our expense. Be sure to provide us with all necessary contact
information with your order. We are unable ship freight items until we have all information
required by the freight carrier. No International shipping is available outside of the eBay Global
Shipping program. Territories outside of the continental U. Our Mission: It is our mission to
provide the highest quality recycled automotive part at a competitive price which is backed up
with one of the best warranties in the industry and to provide customer service second to none.
Our progressive approach allows us to save our customers time and money while protecting
and preserving our environment. Need to Return? No Problem! Thank you for shopping with us!
While we hope you are satisfied with your order, we understand there are times when a return
may need to take place. All parts come with a 60 day return policy. If your return is for damage
or an incorrect item we ask that you please contact us through eBay messaging before opening
a return request. We can process most returns through eBay messaging and provide you with a
replacement part or a return label to send the damaged item back for full refund. We also ask
that you take care in repackaging our item in order to receive a full refund upon return! Helping
us keep our returns low will help keep our prices low! In the event a part sold fails to operate
within the warranty period we will replace the part s with a functionally equivalent part or refund
the part purchase price, at our option. Warranty period begins on the day the part is delivered.
Warranty is for replacement of the part only and does not include any towing, labor, fluids, seals
or gaskets. All parts must be installed to manufacturer's specifications. Failure to install parts
properly will void all warranties. You may be required to submit documentation regarding the
installation to support a warranty claim. Fenix Parts owns full service recycling yards across the
United States. Our growing network proudly services collision shops body shops , mechanical
repair shops and individual retail customers. Thank you very much for shopping with Fenix
Parts! We are not responsible for any delays incurred by the shipping carrier. We cannot ship to
P. Please provide a UPS shippable street address. Our shipping department is closed on
weekends. WARRANTY Our Mission: It is our mission to provide the highest quality recycled
automotive part at a competitive price which is backed up with one of the best warranties in the
industry and to provide customer service second to none. This part has a 60 day return policy
and a 90 day part replacement warranty. A refund for the purchase amount will be issued within
48 hours of receipt of the returned item. All Rights Reserved. For more information go to It may
have been a product of the post-World War II era, but the Ford F remains a favorite of today's
truck drivers. And although it has evolved from being a purely utilitarian ride when it started to
being a modern pickup today, the F has been able to retain the pragmatism that has
characterized it right from the start. If you keep this rugged vehicle in your garage as your daily
workhorse or your weekend companion, and you want to keep it functioning well, here are some
simple things you can do:. Whatever cargo you carry on your truck bed, it needs to be protected
from damaging elements such as rainwater. In the same manner, your metal truck bed has to be
kept dry and clean to prevent rusting. The right tonneau cover will go a long way in keeping
both your cargo and truck bed safe. You can choose between hard and soft tonneau covers
according to your preferred level of protection and convenience. There are roll-up covers,
foldable covers, sliding coversâ€”the options are almost endless. Do not bite more than you
can chew. Or in truck language: do not carry more than your Ford F can handle. If you often
load heavy cargo in your truck bed, you need to determine the maximum weight your truck can

carry to ensure that you do not go beyond that weight. Otherwise, it won't be long before your
truck buckles under the weight. To do the math, just determine your truck's gross vehicle
weight GVW and curb weight CW , and then subtract the latter from the former. Your trucks
GVW determines its total allowed weight when packed up, with passengers and all fluid loaded.
The figure is often found in the truck's doorframe or in the vehicle manual. Meanwhile, CW is
the weight of the vehicle on its own passengers are not included but all fluids are, including a
full tank of gas. Your truck is a giant machine, with metallic parts grinding against each other as
the pickup runsâ€”you can just imagine the amount of work that happens and the amount of
heat produced as a result. Without your engine oil, transmission fluid, coolant, and all other
automotive liquids, your truck will break down under the heat. Therefore, it's important that you
top up all your vehicle fluids at the correct interval as indicated in your truck owner's manual.
Aside from topping up, you also need to regularly check on your filters to ensure that they are
clean and working well with no clogs to block off fluid flow. All the mentioned tips are very
simple and do not require excessive work on your part. By incorporating the correct auto
maintenance habits in your day-to-day automotive activities, you'll be able to keep your Ford F
in tiptop shape for many more years to come. When it comes to the quintessential American
pickup, nothing beats the Ford F A variant of the Ford F-Series line of full-size trucks that date
back to the middle of the 20th century, the F has been the best-selling automobile in the US for
30 consecutive years. And the secret to its resounding success is in its capability to become a
rugged workhorse that adapts to various tasks. So whether it is for hauling, towing, or simply
getting from point A to point B, the Ford F is the vehicle of choice for millions of Americans. The
Ford F can trace its lineage back to the first F-Series truck â€” the Ford Bonus-Built â€”
manufactured in , but it was not until that the F was formally introduced. Filling in the gap
between the Ford F and the F, the F was meant to replace the former as the standard F-Series
truck due to stricter emissions requirements. The first Fs were outfitted with straight-six
engines, though these were eventually replaced by the Ford FE, Windsor, and V8 in later years.
In , the F underwent a major redesign with a larger, more aerodynamic form. The hood was
slanted more to the rear, the grille with a cleaner appearance, and the sides with a more
chiseled look and a flatter accent groove. The F saw further changes as well in , with anti-lock
brakes as a standard feature and a power-boosting fuel injection system. The exterior was also
upgraded with flush headlights, a simpler grille design, and more streamlined front fenders,
hood, and bumper, while the interior received a revised dashboard design with more readable
gauges and a larger glove box. With more focus shifting to aerodynamics, the model of F had
evolutionary changes particularly in its exterior. The nose was smoothed out with the front light
clusters and bumper ends angled to the rear' Aero mirrors and a revised tailgate design
completed the new F But despite its softer appearance, the F was given a trio of powerful new
engines: a 4. A wide variety of F configurations was also offered, from the Regular Cab to the
SuperCrew version that caters to passenger transport. There are also plenty of engine choices
as well, such as a hp V6, a twin-turbo Ecoboost V6 and a hp 6. All of the engines are matched to
a six-speed automatic transmission. We've Made a Site Update. Refresh to the latest version.
Retrieve quote. Track order. Sign In or Create Account. Every Purchase Supports. Texas Relief
Efforts. Select your vehicle. Select Your Vehicle Part. Ford F Alternator. Ford F Axle Assembly.
Ford F Blower Motor. Ford F Brake Booster. Ford F Brake Caliper. Ford F Brake Disc. Ford F
Brake Master Cylinder. Ford F Brake Pad Set. Ford F Bull Bar. Ford F Bumper Filler. Ford F Dash
Cover. Ford F Door Glass. Ford F Door Shell. Ford F Driveshaft. Ford F Engine Control Module.
Ford F Exhaust System. Ford F Fuel Tank. Ford F Grille Guard. Ford F Headlight. Ford F
Headliner. Ford F Helper Spring. Ford F Instrument Cluster. Ford F Interior Restoration Kit. Ford
F Nerf Bars. Ford F Power Steering Pump. Ford F Rocker Panel. Ford F Starter. Ford F Steering
Gearbox. Ford F Steering Rack. Ford F Step Bumper. Ford F T Connector. Ford F Tail Light.
Ford F Throttle Body. Ford F Valance. Ford F Wheel. Ford F Window Motor. Ford F Wiper Blade.
For
patchbay wiring diagram
2007 ford freestar transmission
1999 toyota camry speakers
d F Wiper Motor. Refine by:. See All. Shop Ford F Parts. Showing 1 - 15 of results. Display item:.
Sort by:. Vehicle Info Required to Guarantee Fit. Core Charge. Add to cart. Page 1 of Showing 1 15 of results. Ford F Customer Reviews. Dec 29, Great price. Part matched feet delivery.
Purchased on Dec 11, Nov 26, Great report. Came when promised,good quality,reasonable
price,fit perfectly What more could u ask for? Purchased on Nov 18, May 25, Left side upper
control arm. This part was an exact fit. It came with new bushings and ball joint. Saves a ton of
labor pressing parts on or off. Robert schock. Purchased on Apr 27, Ford F Guides. Helpful

Automotive Resources. While the F Raptor also has the ability to compete with the Ram truck,
the upcoming Raptor R will be equipped with a more powerful setup. The Ford. Enter the Ram
TRX. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use.
Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

