2006 jeep liberty radiator

The radiator fit perfectly. The most difficult part was taking the grille off to reach the
transmission oil cooler. Don't let the transmission cooler port panic you the external
transmission hold down it right where it should be. Works great. I was surprised to see my
radiator arrive so fast. Will definitely order parts for my jeep in the future. Price was great,
radiator fit perfect, super fast shipping, my first time ordering from parts geek will use again.
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Tools and Hardware. Action Crash. DIY Solutions. Koyo Cooling. OSC Automotive. Spectra
Premium. Shop By Vehicle. Action Crash Radiator; Premium. Click to Enlarge. Product List
Price:. Quality: Premium - High quality new replacement part. DIY Solutions Radiator. Shipping
Options: Free Ground Shipping. API Radiator. OSC Automotive Radiator. Features: Hassle free
installation O. Drop in fit, form and function. All necessary fittings or hardware are included in
each unit for an easy install. The radiator core is tested prior to assembly and then once the
assembly is complete the unit is tes Enhancements added to solve original design failures and
to improve the life of high mileage vehicles: adding more fins per inch, thicker cores and even
larger transmission coolers to overcome the added heat associated with these vehicles. Show
More Show Less. Nissens Radiator - Front. Nissens Radiator. Koyo Cooling Radiator. Koyo
Cooling W Radiator. Product Remark: Plastic Tank. Shipping Options: Ground Shipping. GPD
Radiator. Features: Direct fit replacement Durability tested on every new design Radiators are
an important part of the engine's cooling system. The main function of the radiator is to extract
and dissipate heat from the engine. Radiators help cool the engine for optimal performance.
Features: Designed to meet or exceed OE fit, form, and function Radiators are an important part
of the engine's cooling system. Durability tested on every new design Direct fit replacement.
APDI Radiator. Features: Increased thermal performance, enhanced design features, and design
commonization for maximum availability with the minimum amount of parts. Meets or exceeds
the manufacturer's specifications that are ready to install. Denso Radiator. CSF Radiator. Tech
Note O. Shipping Options: Ground, Overnight, 2 Day. Spectra Premium Radiator. Spectra
Premium CU Radiator. Mopar Radiator. UAC Radiator. Action Crash RAD November 7th, Posted
by Jeep Liberty Radiator. September 20th, Posted by Perfect replacement. I'm ordering process
was quick and easy shipping came fast product good shape new great company. April 22nd,
Posted by Jeff c. March 24th, Posted by Sebby. November 27th, Posted by Great part. December
15th, Posted by Tony. Catalog: D. Vehicle Notes Jeep Liberty. Catalog: Q. Vehicle Engine Jeep
Liberty. Catalog: P. Catalog: B. Catalog: A. Changing the radiator in your Jeep Liberty requires
just a few tools. The radiator is the heart of the Jeep cooling system and sits in front of the
engine. You need to drain the radiator before you remove it, but if you use a clean pan to catch
the coolant, you can reuse it as long as it contains no debris or rust. Disconnect the negative
battery cable from the battery and set it aside. Place it where it will not make contact with the
battery. Drain the coolant from the radiator. There is a drain at the bottom of the radiator. Open
it and drain the coolant into a bucket or drain pan. Remove the front grill from your Liberty,
using a screwdriver to remove the screws. You need to remove the electric fan as well, before
removing the radiator. Use a wrench to remove the cooling lines that run from the power
steering to the cooler in the radiator. Do not bend the lines or crimp them, as this may damage
them. Remove the mounting bolts from the top of the radiator and set them aside. You will need
them to install the new radiator. Remove the upper and lower radiator hoses using a pair of
hose clamp pliers. Carefully slide the radiator up and out of the Jeep. Install the new radiator by
sliding it into position and aligning the pins on the bottom of the radiator with the grommets in
the cross member. Slide the radiator down until it is fully seated in the mounts. Attach the upper
and lower radiator hoses to the radiator and reinstall the original hose clamps if they are in
good condition. If the original clamps were damaged when you removed them, then replace
them with new ones. Replacement clamps can be purchased from any Jeep parts department.
Connect the power steering cooler lines to the radiator and tighten them using a wrench. The
lines need to be tight enough to prevent leaks, but do not over-tighten them or you may strip the

fitting. Install the cooling fan and replace the grill on the front of your Liberty. Install the
mounting bolts for the top of the radiator and tighten them with a wrench or socket. Fill the
radiator with coolant and place the cap on the radiator. Test-run the engine to verify that it does
not overheat. After many years of working in auto parts and service positions, Killian decided to
move into journalism full-time. He has been published in "1st Responder News" as well as in
other trade magazines and newspapers in the last few years. Step 1 Disconnect the negative
battery cable from the battery and set it aside. Step 2 Drain the coolant from the radiator. Step 3
Remove the front grill from your Liberty, using a screwdriver to remove the screws. Step 4 Use
a wrench to remove the cooling lines that run from the power steering to the cooler in the
radiator. Step 5 Remove the mounting bolts from the top of the radiator and set them aside.
Step 6 Remove the upper and lower radiator hoses using a pair of hose clamp pliers. Step 7
Install the new radiator by sliding it into position and aligning the pins on the bottom of the
radiator with the grommets in the cross member. Step 8 Attach the upper and lower radiator
hoses to the radiator and reinstall the original hose clamps if they are in good condition. Step 9
Connect the power steering cooler lines to the radiator and tighten them using a wrench. Step
10 Install the cooling fan and replace the grill on the front of your Liberty. References Jeep
Service Manuals. Properly dispose of any coolant that you do not reuse. Many auto parts stores
accept coolant for recycling. Drain pan or bucket Hose clamp removal pliers Metric wrenches
Metric socket set. Take care not to damage the fins on the core when installing the new radiator.
It is the last line of defense between you and an overheating engine. Just because the radiator
fan is not on does not mean that it is not working. They are designed to only run when needed.
There are a few simple reasons that the fan would not be cycling on. If it is blown, replacing the
fuse will only solve the problem for a very limited period of time. Unless the wiring issue is
fixed, the fuse will blow again. The wiring harness itself can go bad. Your author has personally
had a shredded tire completely pull the fan wiring out of his vehicle. It can happen. The fan
wiring is some of the more vulnerable wiring in your Liberty. You can test the voltage going
from the fan relay to the fan itself. This video from Ratchets and Wrenches is a phenomenal
resource on how to properly diagnose a wiring problem. Your engine temperature sensor is
responsible for relaying your engine temp to the ECU. Once the temp gets so hot, the ECU
commands the radiator fan to come on. Depending on the model year and engine, the location
varies. If it does end up being this sensor, they are very affordable. Without the coolant hitting
the sensor, the temp reading will be significantly lower than the actual engine temp. Adding
coolant to a radiator dry enough not to trigger the engine temp sensor can cause problems from
drastic temperature change. Let it cool down first. Like any other clutch, a fan clutch will wear
out over time. If everything else seems on the up and up, the springs in the fan clutch have
worn past the point of proper function and can no longer do their job. Of all the ones listed
above, start with the coolant level, then check the fuse. Fan Clutch Like any other clutch, a fan
clutch will wear out over time. If there is anything that you would like to add, please leave a
comment below. Good luck!! Lake Ford helped make these videos. Adding engine coolant also
known as antifreeze to your Jeep Liberty is pretty easy. Engine coolant circulates through your
engine to keep it cool in the summer but won't freeze in the winter. Make sure to check your
engine when it is cold for an accurate reading. The video above shows you where the coolant
reservoir in your Liberty is located and how to add coolant. Be sure to check your owners
manual to determine the correct type of fluid to add - for Jeeps, it will typically be in a section
titled Fluid Capacities in the back of your manual. Some coolants will come premixed Removing
the coolant reservoir cap on a warm engine could cause the cap to fly off at a high rate of speed
and fluid to spray out of the reservoir. Always wear safety goggles when working on your
Liberty. Promptly wipe up any spilled fluid as it is highly toxic. Animals love its sweet taste, so
even a spilling a small amount on your garage floor can end up in the dog's stomach pretty
quickly. If you notice an oily surface in your coolant, immediately have your mechanic inspect
your Liberty for head gasket leakage. Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. He has broad expertise on basic repair procedures
covering the majority of cars on the road. Cars burn, leak and otherwise dispense of their oil.
Check your level frequently and top up when necessary. Did you know that the sun wears out
wiper blades faster than rain? Replace your blades twice a year. Car companies often use the
same engines in different cars. They also slightly alter the styling and sell the same car by two
different names amongst other tricks to help offset development costs. Our system selects the
most applicable video for your car based, in part, on these characteristics. The video displayed
may not look exactly like your car, but may be relevant enough for you to get a good idea how
to do it. Getting Started - Prepare for the repair. Car Displayed: Dodge Dakota Sport 3. Share on.
Full list of part and tools. Author Hans Angermeier has produced over , videos showing drivers
how to fix things on their cars. Oil level check. Replace reverse light. White light when you back

up - yup, they burn out and you can replace them with bright LEDs. Replace your wiper blades.
Rotate your tires. Rotate your tires at least three times per year. See all videos for the Jeep
Liberty. We have a massive and growing video library, but we don't have everything This LKQ
Online listing is in good, used, working condition. No photos of the actual item are available. A
stock photo has been used as a general representation. This will fit: Jeep Liberty 3. You will
only receive what is pictured unless otherwise stated in the description. Please do not assume
anything else will be included if it is not pictured. All of the parts we sell are guaranteed to be in
good working condition unless otherwise noted. We ONLY guarantee the part s will fit the
vehicle s listed in the description. If your vehicle was not originally equipped with the EXACT
part s listed, it is your responsibility to consult a dealer to see if it will fit your application.
Additional items may be needed if this is an upgrade or custom installation. Please consult your
local dealer for ALL other applications. We do our best to prevent these issues from happening
and apologize for any inconvenience it may cause. Boxes - Check the ebay 'Shipping and
Payments' tab for more info. PayPal Only Credit Cards can be used through PayPal NO credit
cards, cash, or any form of checks will be accepted for example: certified, personal, or company
checks. Tax - U. Residents Applicable sales tax will be collected for all orders where it is
required by law. Tax - Canada Residents Part must be located in Canada Sales tax will be
charged when parts are sold to customers in Canada. Please check rates below. Due to heavy
sales volume and limited staff, we are only able to respond to questions related to orders.
Unfortunately, we do not have the resources to respond to fitment or other general questions.
Please read our listings to hopefully find the answers you are looking for. We hope you and
your family are safe and healthy. Vehicle Engine Size:. I put in a new radiator and water outlet
and thermostat, but i can't seem to find proper steps for bleeding any air trapped in cooling
system. So I need to know what are the proper steps for bleeding my liberty without using the
bleeder screw? The manual states to fill the reservoir up to the fill line with the engine off. Once
the coolant is up to the top hot fill line start the engine and see if it drops down in the next
couple of minutes and top off as needed. Do not run for more than about two minutes to top off
the coolant. Install the cap and the vehicle will purge air out of the engine and into the reservoir
after an hour of driving. Do not open the reservoir to top the level off till the engine is off and
cool. It may take a couple cycles from cold to hot to purge all the air out. The best thing to do is
drive it and the next morning top it off to the cold full line. Drive it another day and the next
morning top it off again to the cold full level. The air may be purged out the first top off and the
level should be on the cold full line. Q: What are the steps for bleeding my liberty if I cannot
remove the bleeder screw? My car has miles. My car has a manual transmission. Jay Safford
Automotive Mechanic. The statements expressed above are only for informational purposes and
should be independently verified. Please see our terms of service for more details. Home
Questions. What others are asking Can a fuel pump drain my battery? As you may know, the
fuel pump does in fact receive power from the battery, however it is highly unlikely that the fuel
pump would continue to run when the power to the car is off causing the battery to Read more.
Oil pressure drops to zero when engine is hot and idling Hello, This suggests that one of two
things are happening. Either the motor is in fact low on oil or the oil pressure sending unit is not
working properly and may be producing a faulty reading. I would recommend first, Idler pulley
broke off metal it was attached to after results from a crooked pulley and multiple serpentine
belt slips. You're right in that the stress will be too great and it will come apart again. This is not
something you can fix with glue. You will need to take off all of the broken parts and replace
them with Hi I have hummer h2 06 there is sign come on screen low oil pressure I changed
sensor also changed fuil pump Engine runs smooth ha Oil pressure can be tested and verified
against factory specifications using an external pressure gauge, connected to a threaded
access port on the engine block. If pressure measures normal, and the engine otherwise
functions normally adequate and even cylinder compression, What's wrong when the alternator
is not charging the battery, both parts are new, car Will go dead after driving 20 mins Your
vehicle has a fusible link in the wire harness that goes from the main wire on the alternator to
the starter. If you had the starter replaced then maybe the wire was not put on the starter. The
fusible The interior lights won't turn on and the shift lock is stuck. Check the fuses on the inside
the panel in the cab. Look for any blown fuses and replace the fuses with new ones. If the fuses
are good, then there could be an electrical issue within the cab. Look for Car not starting. Shut
down by security system! If those instructions do not resolve the issue, please request a no
start diagnostic and the responding certified mechanic will get this diagnosed and resolved,
right at your location Major oil leak Hi. Large oil leaks can be difficult to pinpoint because they
get all over the undercarriage. The best way to find a leak is to clean off the engine and then add
dye to the system. Running the engine with Slight jerking when driving and sputtering going up
hills. This may be a sign of a dirty or failing mass air flow sensor. The mass air flow sensor is a

unit in the intake system that monitors air intake as it is mixed with fuel prior to being injected
Related articles. Depending on the model that pleases you most, though, you might have to
shop around a bit to find a good used one. The Top 5 Selling Cars in Alaska in Alaska Alaska
requires a different kind of vehicle to handle both the terrain and the wintery conditions. While
some of the most popular options for the Alaskan terrain in previous years included options
such as the Subaru Forester and the The Jeep Oil Change Indicator lets you know when and
what service your car needs. Browse other content. Toggle Navigation Factory Chrysler Parts.
Categories About Us. Select a Vehicle. Search Go. Jeep Liberty. You can edit the name of your
vehicle by clicking the pencil icon on the right. Something went wrong. Please try again. Select
Your Vehicle Below:. VIN Go. No vehicles found. Select your vehicle below:. Your Cart. Continue
Shopping View Cart. Tabbing past or clicking of this link will close the Cart. Some restrictions
apply. Home Jeep Liberty. OEM Jeep parts are manufactured by Jeep to maximize the
performance of Jeep Liberty vehicles and provide the certainty that the repair will be done right
the first time. Parts that fit. Parts that perform. Select a Jeep Liberty Year. We are your source
for Factory Jeep Parts. Genuine Jeep parts are the smart choice for repair, maintenance, or
upgrade of your Jeep Liberty. When you choose OEM parts for your vehicle, you're choosing to
maintain the quality and reliability of your vehicle, ensuring peak performance mile after mile.
Our extensive inventory of parts is maintained by the experienced professionals who know your
vehicle best, so you can trust that you're getting the right parts every time with Factory Chrysler
Parts. As a leading Jeep parts provider online, we set ourselves apart from the crowd with our
excellent customer service, which you can reach by phone or email. Get the right parts for the
right price, right when you want them, with our simple, graphical parts catalog and fast
shipping. If you have any questions about parts, fitment or shipping, just ask. Our experienced
staff of parts specialists is standing by to help. Exterior Accessories. Interior Accessories. Make
yourself comfortable. But as the driver, the majority of your enjoyment takes place in the
interior cabin. Factory Chrysler Parts. Average 4. Great layout. Legal Policies Data Requests.
Links My Information Testimonials. While every reasonable effort is made to ensure the
accuracy of this data, we are not responsible for any errors or omissions contained on these
pages. Please verify any information in question with a sales representative. For more
information go to Manufactured from top quality components, this is your best option and
inexpensive replacement for your rebuild, repair, and maintenance needs - an OE replacement
product for your damaged or aged factory part. Replacement - the most affordable brand name
for replacement parts th We've Made a Site Update. Refresh to the latest version. Retrieve
quote. Track order. Sign In or Create Account. Every Purchase Supports. Texas Relief Efforts.
Select your vehicle. Refine by:. Radiator part. Returns Policy. Recommended Use. Product Fit.
Shop Jeep Liberty Radiator. Showing 1 - 14 of 14 results. Sort by:. Part Number: P Guaranteed
to Fit. Core Charge. Add to cart. Inlet Outlet Size : 1. Part Number: CSF Part Number: GPD
Universal Fit. Page 1 of 1 Showing 1 - 14 of 14 results. Featured Brands. Thickness Core Size
Manufacturer Reviews Questions, Answers. Replacement Radiator Manufacturer P Core Size
Manufacturer CSF is a leading aftermarket manufacturer that specializes in radiators, oil coolers
and condenser Replacement Radiator. Jan 21, My car parts. I really like the fact I got my parts
two days early it was cheaper than the auto store an fit perfectly will be using car parts again.
Mary Hall. Purchased on Jan 14, Dec 27, This fit perfect into my jeep liberty thanks. Perfect fit.
Purchased on Dec 06, Dec 17, Great part for less. Same pet but cheaper. Fit easily although it it
was internal trans cooler and I had external with radiator. Frank Deckard. Purchased on Dec 02,
Show More. Helpful Automotive Resources. When the coolant temperature in your radiator and
your engine is outside the normal range, your PCM may trigger code P What are the Possible
Causes of the P Code? Defective or malfunctioning engine coolant temperature sensorLow
engine coolant. Once the engine cools, the thermal resistance in the ECT increases. As a result,
the ECT sensor circuit voltage. Fluid ColorWhat Type. Best Radiators for Your Vehicle
Aftermarket replacement radiators are as durable as their OE counterparts but they are more
affordable, which means you can get the same quality while saving money at the same time.
Check out high-quality replacement radiators at CarParts. How to Clean a Radiator There are
two ways to clean the radiator: internally and externally. The latter involves cleaning the radiator
fins located on the outside while the former has to do with flushing out old fluid and all the
buildup that may have accumulated inside of the radiator. How Hot Does a Radiator Get? But
how hot does it actually get? Contact Us. Phone Number Shop with Confidence. All Rights
Reserved. Terms of Use. Privacy Policy. California Supply Chain Disclosure. Accessibility
Statement. For more information go to Having a reliable radiator gets even more crucial if you
go out for Baja type of drives out in the Arizona desert. So to say that your radiator is just a
mundane part that can easily be dismissed, you're wrong. The radiator is an important part that
keeps your engine's temperature at its normal working level. Without it, your Jeep would be

having problems crossing the desert and working hard to get through tough terrains. And when
you take your radiator for granted, it's going to bite back. To avoid radiator mishaps from
happening, you should do some maintenance drills. Here are some tips on how to take care of
your Jeep Liberty radiator. Your radiator will be functioning properly if you filled it with coolant
up to the required level. It is a liquid that circulates through your engine block to be able to keep
the temperature in check. Over time, the radiator fluid can drop down from its normal level. You
should regularly monitor that level and refill it with the right mixture if necessary. The mixture is
usually one part glycol and one part water. Just to be sure, it would be ideal to consult your
Jeep Liberty manual. The pipes and core are made of metal. This means they are prone to rust,
corrosion, and punctures. Keep these in check to ensure a good flow of coolant in your system.
Holes in your radiator will cause leaks and that's going to deplete the coolant in your reservoir.
As discussed earlier, a low level of radiator coolant can lead to overheating issues. Over time,
sediments might form inside your cooling system. This can impede your radiator from fully
performing its duties. To address this issue, you should do a radiator flush. As the name
implies, the flushing liquid works by getting rid of the residue that clogs the core and pipes.
After a proper flush, expect the radiator to function well again. One of the worst things that can
happen to you on a road trip is seeing the temperature gauge hit the red mark and see vapor
coming out from your hood. You try to push your Jeep a little more but it stalls. It can't take
anymore, captain! Now, you are left with a stalled Jeep with a smoking grille. It takes a couple
more minutes before you are able to pop the hood. You ran out of luck. The radiator leaked and
there is not much coolant left in the cooling system. This could have been avoided with proper
maintenance. But since you are already at it, here are some tips on how to troubleshoot your
Jeep Liberty radiator. Use these steps and avoid minor symptoms become a full-blown radiator
problem. The temperature gauge in your Jeep Liberty should be the first to tell you that
something is wrong with your cooling system. Once the needle goes up a few notches more
than its regular reading, then it is a sign that your radiator can be in trouble. Do not take any
chances. Pull over, and let your Jeep take a rest. Let it cool down before you pop the hood and
check for any radiator issues. If your Jeep Liberty is quick to heat up, then it is possible that
your coolant is going low. Go and check your coolant reservoir. A low level of coolant can mean
a broken reservoir or leaks within your cooling system. Have it checked and perform necessary
procedures. You should perform a pressure test on both the cooling system and the radiator
cap. The test will be able to tell if your core and pipes have leaks when subjected to pressure.
This test can also be performed to check the integrity of the radiator cap. This can spot
potential issues that do not manifest when your engine is shut down and cool. The entire
installation process may require several tools and may take a couple of hours to finish. It will be
tedious and messy, but at least this will save the Liberty owner some good money. Novice
DIYers, on the other hand, are not encouraged to do the replacement on their own. This
procedure requires years of do-it-yourself experience and above-average mechanical skills.
Replacing the default radiator with an aftermarket replacement made of brass and copper might
alter the vehicle's cooling process. Instead of improving the cooling system, replacing the
radiator with a different material might cause severe radiator and engine problems. Radiator
flushing is vital in keeping the radiator and the entire cooling system free from solid deposits
that may cause clogging and overheating. Experts recommend radiator flushing every 30, miles
or every two years. Aside from maintaining a clog-free radiator, constant radiator flushing and
refilling prolongs the radiator's life span and promotes better engine performance. Surplus
radiators usually have questionable backgrounds. Replacing a broken Liberty radiator with a
surplus may solve the problem for a while but definitely not for a longer period of time.
Radiators are expected to stay functional within five years or an equivalent of 62, miles. There is
a high probability that second-hand radiators have already used up more than half of their life
span. Although they are obviously cheaper than brand-new Jeep Liberty radiators, surplus
radiators are expected to fail after some time. Thus, brand-new radiator replacements for Jeep
Liberty are still favored. Adding a little amount of money to the cost of a second-hand radiator
will give the owner a complete and hassle-free five years of radiator life. We've Made a Site
Update. Refresh to the latest version. Retrieve quote. Track order. Sign In or Create Account.
Every Purchase Supports. Texas Relief Efforts. Select your vehicle. Jeep Liberty Radiator.
Select your vehicle year. Refine by:. Radiator part. Returns Policy. Recommended Use. Product
Fit. Shop Jeep Liberty Radiator. Showing 1 - 15 of 24 results. Display item:. Sort by:. Part
Number: P Vehicle Info Required to Guarantee Fit. Core Charge. Add to cart. Inlet Outlet Size : 1.
Part Number: CSF Part Number: GPD Part Number: AA. Universal Fit. Page 1 of 2 Showing 1 - 15
of 24 results. Jeep Liberty Radiator Customer Reviews. Replacement Radiator, 3. Dec 27, This fit
perfect into my jeep liberty thanks. Perfect fit. Purchased on Dec 06, Core Size. Dec 25, You a
guys are awesome. Patsy Frescaz. Purchased on Dec 17, Dec 17, Great part for less. Same pet

but cheaper. Fit easily although it it was internal trans cooler and I had external with radiator.
Frank Deckard. Purchased on Dec 02, Show More. Jeep Liberty Radiator Guides. How to
Troubleshoot the Jeep Liberty Radiator. Can the aluminum radiator of Jeep Liberty be replaced
with a brass and copper aftermarket radiator? How will regular radiator flushing help the Jeep
Liberty's cooling system? Is it advisable to replace a damaged Je
klnk news
old online chevy manuals
ignite youtube
ep Liberty radiator with a second-hand replacement? Keep your radiator coolant within the
required level. Do a visual inspection of the condition of the pipes and core of your Jeep Liberty
radiator. Perform a radiator flush to clean your cooling system. Frequently Asked Questions.
Can Jeep Liberty radiator installation be done at home? Helpful Automotive Resources. To
successfully resolve it, you must first know what the logged code means. One of the codes that
you may retrieve from your scan tool is the code P00B6. Read on to learn more. Because
vehicles contain so many different fluids, most drivers experience difficulty distinguishing one
type of leak from another. Best Radiators for Your Vehicle Given the crucial role of the car
radiator in protecting the engine, always get the best replacement part for a worn or broken unit.
Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use. Privacy
Policy. California Supply Chain Disclosure. Accessibility Statement.

