2007 dodge caliber starter location

There are many different issues that can cause the problem. This article is written with the
assumption that you are looking for a way to get your Dodge Caliber started now, and is meant
to provide you with practical advice to help aid in the diagnosis. There are really two main ways
that a vehicle will not start. Just use the jump list below to move to your particular situation.
But, there are less things to troubleshoot than if it were cranking but will not start. Here are
some of the most common issues that cause a vehicle to not crank:. While the battery cables
are not necessarily the most likely issue to cause your Caliber to not start, they are some of the
easiest to diagnose. You can take a look at the battery poles where the cables connect. If there
appears to be green or white corrosion all around it, cleaning them may help get you back on
the road. If your battery no longer has enough charge to turn the starter, your Caliber will not
start. You can take your battery up to the local parts store, or even Wal-Mart, and have it tested
to see if it is still holding a charge. A bad alternator can cause your battery to lose enough
charge to start your Caliber. When a starter goes bad, they will usually not give you much
warning first. Also, if you are stuck somewhere and are trying to start your Caliber, the old beat
the starter with a hammer trick is not a wives tale. It really can get that one last start out of it.
There are a lot of issues that can cause your Caliber to crank, but not start. The engine needs
air, fuel, and a spark in order to run. It is highly likely that if the engine is cranking, but not
starting that it has thrown an OBDII code. It is definitely worth it to use an OBDII scanner to
check and see if the engine has thrown any trouble codes. These codes will tell you what the
computer is saying is wrong with your engine. By looking them up on this site, or just Googling
them in general will lead you to a detailed diagnosis of that code. Without the proper amount of
fuel getting into the combustion chamber, the Caliber will crank, but not start. One of the
biggest issues that causes a vehicle to crank but not start is ignition issues. When there is no
spark, the engine will not start. Ignition issues can be caused by many things, including bad
spark plugs , bad coil packs, bad plug wires, computer issues, and more. The crankshaft sensor
can go bad as well. When these sensors go bad, it can be impossible for your Caliber to start.
Most modern vehicles come with smart keys that have electronic protection built in. This makes
it more challenging for thieves to steal them. There are occasions where this security system
will cause the Caliber to not start. There are a lot of issues that can cause your Caliber to not
start. There are many reasons that your Caliber may not start. Tracking them down can be
downright challenging. With enough time and patience, you can diagnose exactly what is
wrong. Good luck with the diagnosis. If there is anything that you would like to add, please
leave a comment below. Thank you. Battery Cables While the battery cables are not necessarily
the most likely issue to cause your Caliber to not start, they are some of the easiest to
diagnose. Battery Charge If your battery no longer has enough charge to turn the starter, your
Caliber will not start. Otherwise, it may be the starter that you need to look at. Ignition Issues
One of the biggest issues that causes a vehicle to crank but not start is ignition issues. Security
Most modern vehicles come with smart keys that have electronic protection built in. Other
Issues There are a lot of issues that can cause your Caliber to not start. We pick to speak about
this circumvent quality the front wheel diagram photograph in this post simply because based
on information from google search engine, its one among many top rated queries key-word on
the internet. And that we additionally trust you came right here were trying to find this statistics,
are not you? From many choices at the net we're positive this percent is probably an excellent
reference for you, and we definitely desire you're glad with what we gift. And any further, this
will be the primary impression:. So, if you preference to get most of these high-quality images
concerning 6 clean jeep liberty wiring diagram photos, click on store hyperlink to store those
pictures in your private computer. At final in case you would really like locate new and latest
photo associated with 6 sparkling jeep liberty wiring diagram snap shots, please follow us on
google plus or bookmark this internet site, we strive our best to provide you daily up grade with
sparkling and new photographs. Wish you experience preserving right here. For many up-dates
and state-of-the-art information approximately 6 sparkling jeep liberty wiring diagram pix
pictures, please kindly follow us on tweets, route, instagram and google plus, or you mark this
page on bookmark area, we attempt to provide you with up grade often with clean and new
photographs, love your surfing, and discover the best for you. Dodge Caliber owners have
reported 13 problems related to starter under the electrical system category. The most recently
reported issues are listed below. Also please check out the statistics and reliability analysis of
Dodge Caliber based on all problems reported for the Caliber. Dodge put the relay box right
behind the driver side wheel well and this causes the snow, water, ice and elements to get into
the relay box and corrode the relays and the actual relay box, this is a problem with a lot of the
Calibers going back to that I know of. This will cause your car not to start out of the blue, and
the wires get corroded going from the fuse box to the relay box as well. Not sure why they
would put this type of electrical equipment in front of the wheel well where the elements can get

inside and do damage to electrical equipment that can be very pricy. This happened to my car
with no warning, no acting up or issues, just died and would not start, my battery is brand new,
it's not the starter it's the corroded relays and relay box. See all problems of the Dodge Caliber.
Car stopped while driving several times and then would t start at all. Replaced fuse and it ran for
a little bit and then wouldn't accelerate over After getting back home engine wouldn't start at all
or it would take almost 30 minutes to try and it would sometimes fire up. Now it will not start at
all. Starter is new and the only other thing we can think is maybe electrical. That and the lack of
acceleration are major problems and it needs to be addressed!. On Nov. My Caliber started
making a hissing noise, after about 2 minutes of this the engine shut off and I lost all electric
power. The car was towed to the shop and the starter was replaced. This time nothing was
replaced, due to the car starting at the garage. Again on Dec. The started was again replaced.
This reoccurred on Jan 9, The started was replaced again. It happened again on Jan. According
to the mechanic, they cannot find anything else wrong. This is a serious safety issue. Luckily I
haven't been driving at a high rate of speed, but if this would occur at 65 or 70 mph it could
cause serious problems. After doing some research on-line, I have found several other
complaints about this problem. We purchased vechicle Have had numberous fuses blown; front
blinkers and lights rear blinkers and brake lights also the plug in where ciggerate lighter.
Another issue is with car randomly not starting. Turning over for secs. I have had to replace
altanator twice, newer battery and starter. At one point it did work. The cd player and controls
panel goes black when inserting cd it flickers and goes black. Temperature gage above steering
wheel lights constantly flickers. Last issue is with door locks not unlocking its a menace.
Needless to say its been nothing but a headache. Recently recieved recall notice in mail. Have
had several batteries, starters and alternators replaced over the past 3 years. Car has , miles on
it. Recently the engine light went on. Now when it rains, the dashboard warning lights go off like
a christmas tree with the the warning bell sounding. Car won't go over 20mph. If I turn it off and
then on again sometimes after a few tries it starts up fine. Like the car but can't afford whatever
is wrong to fix it. History: beginning in I began to notice an intermittent terrible whining noises
and loss of power, which I attributed to incorrectly to the Dodge cvt automatic transmission.
Speedometer went from 70 to 0 than car died losing all power and would not restart. This
problem was diagnosed as the starter this is the fifth starter in 1 year. Purchased this car four
months ago with 79, miles on it. Within a couple of days it started acting up, not wanting to
start. I went to the advance and they checked the battery, starter, and alternator. Left and within
an hour still did not want to start. Seemed like it was prone to doing this while sitting up or
down hill and not flat on pavement. It was as if it wanted to start and was making starting noises
and it had to catch and then start up. I called the dealership from which I purchased the car and
they looked at it no charge and it just would not do it again. Guess what it still does it now and
of course the freebies are over because it was no warranty. I did purchase an extended warranty
just in case. About a month ago it started jerking I was describing it as over shifting. As I
proceeded to come off an exit ramp to merge into traffic which was going 60 mph my car started
jerking really bad and my etc light started flashing, very scary I could have gotten hit by
oncoming traffic. I slowed to 55 mph and the light went off. Went to the Dodge dealership and
they said throttle body was so dirty it needed cleaning. I got it cleaned this past Friday and
guess what was happening by Saturday. Went back to the dealership today and told the service
advisor to drive it with me in there and it showed out. He speed up on the freeway and the light
came back on flashing and we were going so slow he turned on the hazards. Pulled over turned
it off and back on and light was off we went back to the dealership and I have to drop it off
tomorrow to see if anything can be figured out. I'm sure you guys know the drill. By the way my
extended warranty does not cover throttle body assembly go figure. So yeah rough four months
and only 83, miles on the car now. We need a recall on this model and a few more. Driving on
interstate 55 back to peoria,IL. Car interior and dash lights flashing and surging. Smelt
something burning. Car died, lucky got to shoulder of freeway. Had it towed from pontiac, IL. To
firestone in peoria,IL. Vehicle wouldn't start. Wouldn't turn over. Lights and radio worked.
Battery, starter, alt, fuses all okay. Replaced tipm. Worked for 2 weeks and the problem started
all over again. Have had this problem over and over since We were given a 'key' to try to start
the car from outside under the hood when this happened. It worked sometimes, but not always.
We've owned many Dodge vehicles over the years and never had problems like we have with
the Caliber. We had given this car to our daughter to drive for college and it has left her
stranded many, many times. I'm concerned for her safety. I purchased this car used from a
dealership due to the fact that I have an hour drive to and from work and it appeared to have
great gas mileage. Within my first two weeks of ownership the starter was stuck engaged as I
drove and caught fire. This I replaced knowing with age, starters and alternators die. A month
after servicing the starter, I was driving on the interstate at a speed of 67mph in heavy traffic

when a lightening bolt electronic throttle control sensor light flashed and the car jerked as if it
were to stall. I contacted my local Dodge dealer who informed me that it probably was the
throttle body and that I might as well drive the car for a bit because the light was not staying lit.
Every since then the light has flashed on atleast once a month with the car violently jerking as
to stall. I started the car last week and the idle was miserable so figured the throttle body had
gone. Took the car to the local dealership to read codes on the pc. Code was for the throttle
body. The throttle body was replaced by a certified dealership mechanic. Within 30 miles and
30mins after leaving the garage the car was jerking to stall as before but the light was not on.
Seem to be a serious problem considering stall on interstate at those speeds and hit by a semi
would cause instant death. The value of my car is no longer high but you can guarantee the loan
and payments are. I am a preschool teacher and make a very small income. Took car instantly
back to dealership but I know they will find nothing, charge to much, and send me on my way
with a death sentence. How about robbing! Suppose I will have to call the news, fax the ceo's,
and die. Had car in park. Started vehicle and starter kept trying to turn over. Stopped car and
took key out, starter kept going. Started car again and drove 30 feet while starter is turning over
and smoke was coming into vehicle. Vehicle then stopped and engine died. The vehicle ended
up stopped in the middle of a four lane main road. Lights were on and battery was still working.
Could not start car. Police were called due to vehicle being inoperative. Towed to dealer, where
they ran tests on new starter after it was replaced. Was told all tests passed and the original
was a bad starter. On March 18, engine was starting to make similar sounds and vehicle tried
starting without a key in ignition. The only way to stop this, was to pull wire off the battery.
March 13, , I purchased a used Dodge Caliber Few weeks later, I starter hearing noise which
kept increasing in intensity as the days went by. I thought it was probably a loose or bad
serpentine belt tensioner or idler. On may 17, while driving the car back home, the abs, air bag,
battery, and check engine lights turn on. At home in the driveway, with engine running, when I
opened the hood, I noticed sparks around the alternator area. I thought it was the serpentine
belt touching a loose metal that was creating the sparks. Today, may 16, I removed the
alternator and noticed the alternator windings arced and melted the copper wire windings and
the aluminum housing. I have the alternator and pictures readily available for your evaluation. I
did a google search and discovered that other Dodge cavalier owners have experience the same
premature catastrophic failure of the alternator. This catastrophic failure is very unsafe and
could have resulted in fire, explosion, accident, and fatalities. There are no known recalls
related to this dangerous alternator failure. Car Problems. Starter problem of the Dodge Caliber
1. Starter problem of the Dodge Caliber 2. Starter problem of the Dodge Caliber 3. Starter
problem of the Dodge Caliber 4. Starter problem of the Dodge Caliber 5. Starter problem of the
Dodge Caliber 6. Starter problem of the Dodge Caliber 7. Starter problem of the Dodge Caliber 8.
Starter problem of the Dodge Caliber 9. Starter problem of the Dodge Caliber Electrical System
problems. Wiring problems. Headlights Turn Off While Driving problems. Car Will Not Start
problems. Horn Assembly problems. Ignition problems. Instrument Panel problems. Ignition
Switch problems. Eight problems related to starter have been reported for the Dodge Caliber.
The most recently reported issues are listed below. Please also check out the statistics and
reliability analysis of the Dodge Caliber based on all problems reported for the Caliber. Car
stopped while driving several times and then would t start at all. Replaced fuse and it ran for a
little bit and then wouldn't accelerate over After getting back home engine wouldn't start at all or
it would take almost 30 minutes to try and it would sometimes fire up. Now it will not start at all.
Starter is new and the only other thing we can think is maybe electrical. That and the lack of
acceleration are major problems and it needs to be addressed!. On Nov. My Caliber started
making a hissing noise, after about 2 minutes of this the engine shut off and I lost all electric
power. The car was towed to the shop and the starter was replaced. This time nothing was
replaced, due to the car starting at the garage. Again on Dec. The started was again replaced.
This reoccurred on Jan 9, The started was replaced again. It happened again on Jan. According
to the mechanic, they cannot find anything else wrong. This is a serious safety issue. Luckily I
haven't been driving at a high rate of speed, but if this would occur at 65 or 70 mph it could
cause serious problems. After doing some research on-line, I have found several other
complaints about this problem. Have had several batteries, starters and alternators replaced
over the past 3 years. Car has , miles on it. Recently the engine light went on. Now when it rains,
the dashboard warning lights go off like a christmas tree with the the warning bell sounding.
Car won't go over 20mph. If I turn it off and then on again sometimes after a few tries it starts up
fine. Like the car but can't afford whatever is wrong to fix it. History: beginning in I began to
notice an intermittent terrible whining noises and loss of power, which I attributed to incorrectly
to the Dodge cvt automatic transmission. Speedometer went from 70 to 0 than car died losing
all power and would not restart. This problem was diagnosed as the starter this is the fifth

starter in 1 year. Driving on interstate 55 back to peoria,IL. Car interior and dash lights flashing
and surging. Smelt something burning. Car died, lucky got to shoulder of freeway. Had it towed
from pontiac, IL. To firestone in peoria,IL. I purchased this car used from a dealership due to the
fact that I have an hour drive to and from work and it appeared to have great gas mileage. Within
my first two weeks of ownership the starter was stuck engaged as I drove and caught fire. This I
replaced knowing with age, starters and alternators die. A month after servicing the starter, I
was driving on the interstate at a speed of 67mph in heavy traffic when a lightening bolt
electronic throttle control sensor light flashed and the car jerked as if it were to stall. I contacted
my local Dodge dealer who informed me that it probably was the throttle body and that I might
as well drive the car for a bit because the light was not staying lit. Every since then the light has
flashed on atleast once a month with the car violently jerking as to stall. I started the car last
week and the idle was miserable so figured the throttle body had gone. Took the car to the local
dealership to read codes on the pc. Code was for the throttle body. The throttle body was
replaced by a certified dealership mechanic. Within 30 miles and 30mins after leaving the
garage the car was jerking to stall as before but the light was not on. Seem to be a serious
problem considering stall on interstate at those speeds and hit by a semi would cause instant
death. The value of my car is no longer high but you can guarantee the loan and payments are. I
am a preschool teacher and make a very small income. Took car instantly back to dealership
but I know they will find nothing, charge to much, and send me on my way with a death
sentence. How about robbing! Suppose I will have to call the news, fax the ceo's, and die. March
13, , I purchased a used Dodge Caliber Few weeks later, I starter hearing noise which kept
increasing in intensity as the days went by. I thought it was probably a loose or bad serpentine
belt tensioner or idler. On may 17, while driving the car back home, the abs, air bag, battery, and
check engine lights turn on. At home in the driveway, with engine running, when I opened the
hood, I noticed sparks around the alternator area. I thought it was the serpentine belt touching a
loose metal that was creating the sparks. Today, may 16, I removed the alternator and noticed
the alternator windings arced and melted the copper wire windings and the aluminum housing. I
have the alternator and pictures readily available for your evaluation. I did a google search and
discovered that other Dodge cavalier owners have experience the same premature catastrophic
failure of the alternator. This catastrophic failure is very unsafe and could have resulted in fire,
explosion, accident, and fatalities. There are no known recalls related to this dangerous
alternator failure. Car Problems. Starter problem 1. Starter problem 2. Starter problem 3. Starter
problem 4. Starter problem 5. Starter problem 6. Starter problem 7. Starter problem 8. Other
Electrical System related problems of the Dodge Caliber. Electrical System problems Electrical
System problems. Headlights Turn Off While Driving problems. Wiring problems. Horn
Assembly problems. Car Will Not Start problems. Ignition problems. Instrument Panel problems.
Ignition Switch problems. Battery Cable problems. Crankshaft Position Sensor problems. Lake
Chevy helped make these videos. The video above shows how to replace blown fuses in the
interior fuse box of your Dodge Caliber in addition to the fuse panel diagram location. Electrical
components such as your map light, radio, heated seats, high beams, power windows all have
fuses and if they suddenly stop working, chances are you have a fuse that has blown out. If
your Caliber is experiencing electrical problems, you should always check the fuses first,
because they are relatively easy to check and cheap to change. Some Dodges have multiple
interior fuse boxes including in the trunk - the video above will show you where the interior fuse
box of your Caliber is located. If your Caliber has many options like a sunroof, navigation,
heated seats, etc, the more fuses it has. Some components may have multiple fuses, so make
sure you check all of the fuses that are linked to the component in question. If you need to
replace a blown fuse in your Caliber, make sure you replace it with one that has the same
amperage as the blown fuse. If checking and replacing the fuse for the component in question
doesn't work, we recommend seeking assistance from a trusted professional mechanic. They
should be able to figure out if the component needs to be replaced or if there is a short or some
other problem with your Caliber. Hans Angermeier has produced over , videos showing drivers
how to fix things on their cars. He has broad expertise on basic repair procedures covering the
majority of cars on the road. Transmissions that leak fluid usually have never been flushed and
the seal is finally leaking. The right stop leak product can cure a lot. If your battery has green or
white cruddy deposits, it is probably not getting enough juice from and will likely wear out
sooner. Car companies often use the same engines in different cars. They also slightly alter the
styling and sell the same car by two different names amongst other tricks to help offset
development costs. Our system selects the most applicable video for your car based, in part, on
these characteristics. The video displayed may not look exactly like your car, but may be
relevant enough for you to get a good idea how to do it. Getting Started - Prepare for the repair.
Share on. Full list of part and tools. Author Hans Angermeier has produced over , videos

showing drivers how to fix things on their cars. Dealing with minor transmission fluid leaks.
Replace your car battery. Did you know that heat is worse for your battery than cold? Replace it
every 4 years. Clean the gunk off of your battery. Check your brake fluid. Checking your brake
fluid from time to time is a great way to ensure safe stopping. See all videos for the Dodge
Caliber. We have a massive and growing video library, but we don't have everything Yes I have
a dodge caliber and the starter keeps going out. This is the fifth starter in since we got it we had
less them half a year and had nothing but trouble it was in the shop a month after we got it.
They first was saying that it was a defective starters then they said it was the battery replace
that and still the same thing. We don't hear anything and it's running fine before we shut it off
but then we go to leave and nothing no clicking noise no sounds like it's trying to turn over
nothing and the same thing happens every time is there any advise in what I should do or tell
them to look at. The only place that been working on it is the dodge dealership not no back yard
mechanic this is what the dealership is telling us. Mind you we have a loan on the car so we are
paying for a car that's siting and now have no car. Tom answered 6 years ago. Insist on
knowing what they found Then go to the manager get his name and tell him you are sendingi a
letter to Dodge HQ and your state agency regulating repairs. If you fail to vigoriously pursue
this then you are telling them that it;s ok to screw you. If everything fails Go Nuclear by posting
in the auto sales section of Craigslist " for sale mechanics can;t fix it" is make of car is the
dealers name Then put the message you posted to cargurus in the message body with the
service managers name. Nothing illegal about doing this and it will get almost instant results.
All these stater,s were not bad,by replacing a number of stater,s and you still have this
issue,there are two thing,s that could be the problem,wiring going to starter,or bad igintion
switch. Some mechanics work like their following the car in front of them. When that car goes
off the cliff, they go off right behind him. They have "tunnel Vision" and would change the same
part over and over again and be content "that job is done" These guys will brag about being a
car mechanic when in fact ,, you can train a monkey to mimic. What ever happened to common
sense? Charlie answered 5 years ago. Maxizwell answered 5 years ago. NativeMarine answered
2 years ago. Could this be wats causing my 07 Dodge Durango to ground out. I'm going to be on
my third starter. They are remans tho?? Any help greatly appreciated. GuruTTT2D answered 2
years ago. Did anyone get any feed back on why you kept needing to replace your starters. I am
in the same boat with my dodge caravan. Intermittently not starting. The stater on my Dodge
Caliber turns on while the car is in motion. I have to turn off the ignition and the starter keeps
going until the batterycable is disconected. Please if you have an answer to this submit it to
jsantana yahoo. Thanks so much. Merry Christmas and a happy new year. Having the same
issue, I feel that the TIPM is going bad order one from eBay less than a dollars, when the starter
is engaged, there is sappose to be a signal sent back to the tipm to let the car know that it has
started. If the signal is not sent back to the tipm then the car tries to crank again even if you are
driving this will damage the starter. Same problem here. My starter keeps breaking down even if
is properly grounded. It suddenly starts while driving. Could it be the ignition acting weird? I'm
having the same problem with my starter, don't hear anything and it's running fine before I shut
it off but then we go to leave and nothing no clicking noise no sounds like it's trying to turn over
nothing. My dodge is model. Cathy answered about a year ago. Have them check your fly wheel.
If there are teeth missing it can cause your starter to go bad. This is what I was told when my
starter when out but maybe they was just trying to get me to spend more money who knows.
Depot answered 4 months ago. The problem is the totally integrated power module. Otherwise
known as the T. Common problem. This is the fifth starter in since we got it we had less them
half a year and had nothing but trouble it was in the shop a month a I just got a remote starter
for my Dodge Caliber RT. I have twice accidently turned the key all the way past the first two
clicks after I got in and now my check engine light is on. The guy who Now a few days later I've
hardly driven the vehicle and ther I had someone try to install a new stereo into my caliber and it
got dark so I told them to wait till the next day to finish installing the stereo and now for some
reason my caliber won't start or s I have a different car. Content submitted by Users is not
endorsed by CarGurus, does not express the opinions of CarGurus, and should not be
considered reviewed, screened, or approved by CarGurus. Please refer to CarGurus Terms of
Use. Content will be removed if CarGurus becomes aware that it violates our policies. What
could cause my starter to keep going out. Report Follow. Mark helpful. Your Answer:. Upload
Photo Photo optional. Related Questions. Start a new Dodge Caliber question. Sell Your Car
Yourself With a simple, secure transaction. Get Started. Search Dodge Caliber Questions.
CarGurus Experts. Know more, shop wisely Search. Related Models For Sale. Used Cars for
Sale. The automotive wiring harness in a Dodge Caliber is becoming increasing more
complicated and more difficult to identify due to the installation of more advanced automotive
electrical wiring. One of the most difficult jobs is figuring out where wiring for remote start,

remote starter, remote vehicle starter, remote car starter, remote auto starter, remote
automotive starter, remote auto starter or remote start module should be connected to on your
Dodge Caliber. The Modified Life staff has taken every Dodge Caliber remote start wiring
diagram, Dodge Caliber remote start wireing diagram, Dodge Caliber remote starter wiring
diagram, Dodge Caliber remote starter diagram, Dodge Caliber wiring for remote start, Dodge
Caliber remote start wire diagram, Dodge Caliber remote starter wiring diagram, Dodge Caliber
remote start install diagram and cataloged them online for use by our visitors for free. Our
remote start wiring schematics allow you to enjoy remote car starting for an air conditioned
cabin in the summer and remote vehicle starting for a warm interior in the winter. Stop spending
countless hours trying to figure out which remote start wires go to which Dodge Caliber
electrical module or automotive harness. Use of the Dodge Caliber wiring diagram is at your
own risk. Always verify all wires, wire colors and diagrams before applying any information
found here to your Dodge Caliber. If you would like to help the Modified Life community by
adding any missing Dodge Caliber information or adding a new remote car starter wiring
schematic to our resource, please feel free and post it at the bottom of this page. Your email
address will not be published. Skip to content. Adding More Information If you would like to
help the Modified Life community by adding any missing Dodge Caliber information or adding a
new remote car starter wiring schematic to our resource, please feel free and post it at the
bottom of this page. Leave a Comment Cancel Reply Your email address will not be published.
Follow Us. Copyright by ModifiedLife. Engine will not crank over - Starter not working? When
ignition is turned - car will not crank nor start - no clicking sound when ignition is turned on could this be the ignition switch? I have had the starter checked, I checked all fuses, I have
checked the oil and the gas. I have had to replace a wire that hooks up to the air conditioner;
which was one problem at one point, but now with a new starter, a charged battery - my car will
not start when the key is turned on. Do you. This guide to check and the relay location is in the
diagram below with the starter wiring diagrams so you can see how it works. The TIPM will need
to be programmed according to the instructions but I have heard guys replacing it and it self
initializes. Check out the diagrams Below. Please let us know if you need anything else to get
the problem fixed. Images Click to enlarge. Was this answer. I love this site. I replaced the
alternator a couple of months ago, because it had gotten real bad, so while do that I made sure
that the starter and the battery were fine too. So they're not the problem. My car's been having
transmission issues, or so I've been told has a hard time shifting up or down. I notice it most on
cold days but that could be a coincidence after changing out my alternator my check engine
light turned off, but recently had my been coming off and on sporadically. I took it to AutoZone
and they used two different code readers to read the codes, but nothing comes up. And while
the guy was testing it, the car stalled on him too. He again said the alternator, starter, and
battery are all fine. I'm being told it has something to do with the fuel pump or the fuel injectors.
Like I said, my car stalls randomly, sometimes when I'm driving 60 mph and it'll act like it's not
getting gas and the power steering will turn off. All I know to do is try to start it until it will,
pressing on the gas when I turn it over. But it's getting harder and harder to get it to start up. It
still stalled on me when I went into town. He also said something about it maybe being a
crankshaft sensor, and he's sent me some links on it. I would just like more opinions on what it
could be. What I could do. I live in my car, so it's pretty important for me to get it up and
running. Since I've had my car, I've let it idle a lot because I've lived in it a couple times now.
And the battery will die with me sitting with it on in just 20 minutes now. Hi, If the battery dies
with the engine running after 20 minutes, the alternator isn't working. The first thing I want you
to test is the alternator. This leads me to the next step. If it isn't charging, remove the alternator
and have it bench tested. If it works and tests good, the problem is the regulator which is
integral in the power-train control module. Thus, the PCM needs replaced. Let me know what
you find. Joe Was this answer. No crank no start replaced battery with a new one replaced
alternator with a new one and took out the starter had it check and the results showed it was
good but the car still wont start or crank? Hi and thanks for using 2carpros. First, take a look
through this link. It shows how to determine if the starter is getting power at the right places at
the right times. If there is no power to the smaller wire on the starter when the key is in the start
position, you need to check the totally integrated power module TIPM. These modules are pron
to problems because there are so many connectors in the pins that attach to them. Often times
a pin will break or corrode and no longer supply power. I attached a schematic for you to see. I
had to break it in half so you could see everything. If you locate the starter in pic 1, you will see
a yellow wire that runs from the starter to the TIPM. The TIPM is shown in pic 2. What you need
to do is check that wire and where it attaches to the TIPM. However, before you disconnect any
of the connectors on the TIPM, disconnect the battery and allow at least 10 minutes to pass
before you proceed. The TIPM is located near the battery and appears as a fuse box on top.

Picture 4 below shows it. Again, make sure to disconnect the battery prior to working on this
component. Disconnect the connector and inspect both the plug and pins in the TIPM for
damage or corrosion. You will specifically check pin 8. You will need to reconnect the battery to
test for power to the pin. Make sure no power supplies in the box or battery can short. Have a
helper turn the key to the start position and check if there is power to pin 8. If there isn't, the
TIPM is bad. However, as I mentioned earlier, most times it is a corrosion issue. Here is a legend
of pins and picture 3 shows the plug. However, if you need help, feel free to ask. Take care, Joe
Images Click to enlarge. I have changed relays and repaired all corroded wires in the relay block
located behind the left front fender. I have also tried another used TIPM with same results.
Could I have a bad ignition switch? Unfortunately, I do not have schematics but I do have test
lights and meters. Any help would be greatly appreciated. Good morning, I attached a wiring
diagram for you to view. Check the two wires highlighted for power with the key in the start
position. We are trying to see if a signal is being sent to the TIPM. Roy Was this answer. Thanks
Roy, but I did not receive the attachment? Nuts, sorry. I reattached it. Roy Images Click to
enlarge. Hi Roy. Sorry for the long response time, I just got home from work. So I am trying to
figure out where exactly to check the wires noted. TIPM The pins highlighted need power in the
start position. Hi Roy! Test was conducted with key in the start rotated in full forward position.
In Gray connector has no power. Any thoughts? Those wires are in the same connector at the
pin number listed. Look at the pin numbers on the TIPM. Schematic looks like it calls this the
"C" connector? Then check the wire at the starter. Looks like the TIPM is the issue. I have no
crank, turn key and nothing. I jumped the solenoid wire and the starter spins but no fuel and or
spark. I really need to know if there are any other relays other than what is in the driver fender. I
have the service manual and am doing test light diagnosis but am stuck. It ran fine when
parked. We had a thunderstorm roll through middle of the night and next morning. Nothing, no
crank or nothing. Hello, I have seen the TIPM cause this problem but to be sure let's check for
power output to the starter solenoid. Please let us know what you find. We are interested to see
what it is. Image Click to enlarge. I am about burnt out on it. Tried a ton of things. Trying to use
the service manual to diagnose. Thing I found out, this car had front end damage at one time
and we didn't know that when we bought it. These Calibers are notorious for electrical trouble,
especially with previous front end damage. I was checking some of the wires under the battery
tray that go into the driver fender. The battery tray is pretty heavy duty. It is almost broke
completely in half. I dunno what to do. Gonna have to buck up and tow it in I spose. This
furthers my thought on the bad TIPM here are diagrams and instructions to help you replace it.
This unit is plug and play it self initializes. Please let us know what happens. Please login or
register to post a reply. When your engine is not cranking turning over it will be mainly due to
three separate areas, first it could be the battery, cables or poor connection, next is the starter
Sponsored links. Ask a Car Question. It's Free! We offer an industry leading 1-year warranty on
every part type we sell. All of our engines and transmissions carry a 1-year warranty with
optional extensions up to 2 additional years. Claims on engine warranties are limited to
manufacturer defects in the pistons, heads, block, crankshafts, rockers, and oil pumps. Though
additional parts and accessories may be attached upon purchase, coverage does not extend to
sensors, switches, cables, electronics, belts, hoses, water pumps, or manifolds, nor damage
caused through overheating or improper lubrication. Due to the COVID pandemic, your order
may arrive later than expected so please allow an extra few working days for your order to
arrive. We can ship anywhere in the 48 contiguous U. We do not require a core charge or a
return of the old part or engine. The more local you shop, the more you save off the shipping
cost. It typically takes us approximately business days to process a credit back to your account
and business days for the credit to appear on your account. Note all returns and cancellations
require a prior authorization. Terms : All returns and cancellations may be subject to shipping
charges, unless caused by our error or cancelled by the customer prior to shipping. No returns
without prior authorization from the Supplier see Contact Us page. Replacements : It is
company policy that we receive the original auto part back before sending you a replacement
auto part. The original auto part must be returned using the provided shipping label. The
shipping cost for both the original and the replacement auto part is a cost attributed to the
shipper at hand. Note, if these auto parts are not shipped back to the supplier within 30 days of
the delivery date of the replacement part, the buyer's credit card is subject to a recharge for the
initial cost of the original auto part minus the initial shipping cost If you have any questions
about the shipping back of the original part, please contact customer service team at Press 2 for
Returns open Monday-Friday pm EST Or email cs allusedparts. Disclaimer : -Some of our units
used engine, transmission, axle, etc. They will need to be replaced before installation. Common
items that are not guaranteed include but not limited too nuts, bolts, links, seals, bushings, ball
joints, brackets, bezels, wiring, cables, sensors and other applicable items depending on the

part. If they are not serviceable, such as a pressed-in ball joint, they will be guaranteed. The
purchased item may need to be repainted, refinished, or reupholstered for proper color match.
Technical Questions? Contact the webmaster. Shopping Cart: Items. Contact Us. Order
Tracking. Verify Your Part Expand. Select Part Select Make Select Model Regis Stealth Stratus
SX 2. Select Year Starter for Dodge Caliber Filters Items. Price Mileage Nearby. Description
Warranty Shipping Returns. This is an original used OEM Starter that's guaranteed to fit a
Dodge Caliber with the applicable vehicle manufacturer's specifications. Nationwide Shipping:
Due to the COVID pandemic, your order may arrive later than expected so please allow an extra
few working days for your order to arrive. More Details Less Details. Update Your Location.
Quick Links. Table of Contents. Dodge charger srt8 automobile owner's manual pages. Dodge
ram diesel automobile owner's manual pages. Dodge magnum srt8 automobile owner's manual
pages. Dodge stratus sedan automobile owner's manual pages. It is supplemented by a
Warranty Information Booklet and various customer oriented documents. You are urged to read
these publications carefully. If you do not read this entire manual, you may miss important
information. These numbers can be used to order duplicate keys from your dealer. Ask your
dealer for these numbers and keep them in a safe place. The engine can be started and stopped
but the key cannot be removed until you obtain service. Never leave children alone in a vehicle.
Leaving children in a vehicle unattended is dangerous for a number of reasons. The system will
shut the engine off after two 2 seconds of running if an invalid key is used to start the vehicle.
This system utilizes ignition keys, which have an elec- tronic chip transponder embedded into
them. Replacement Keys NOTE: Only keys that have been programmed to the vehicle
electronics can be used to start the vehicle. Once a Sentry Key has been programmed to a
vehicle, it cannot be programmed to any other vehicle. Page General Information Repeat this
procedure to program up to 8 keys. If you do not have a programmed sentry key, contact your
dealer for details. When leaving the vehicle always remove the key from the ignition lock, and
lock your vehicle. Do not leave children unattended in the vehicle, or with access to an
unlocked vehicle. Unsupervised use of vehicle equipment may cause severe personal inju- ries
and death. The Auto Lock feature is enabled. Page 17 Ignition Key Position 3. Depress the
power door lock switch to lock the doors. Verify reprogramming by driving the vehicle. Close all
doors and place the key in the ignition. Avoid trapping anyone in a vehicle in a collision.
Remember that the rear doors can only be opened from the outside when the child protection
locks are engaged. NOTE: For emergency exit with the system engaged, move the lock plunger
up unlocked position , roll down window and open the door with the outside door handle. The
turn signal lights will flash and the horn will chip once to acknowledge the lock signal. Page
General Information 9. A single chime will be heard. Repeat steps 8 through 10 to program up to
six additional fobs. If the key fob is equipped with a screw, remove the screw. With the
transmitter buttons facing down, use a flat blade to pry the two halves of the transmitter apart.
Make sure not to damage the elastomer seal during removal. Remove the keys from the ignition
switch and get out of the vehicle. Lock the door using either the door key, power door lock
switch, or the Keyless Entry Transmitter and close all doors. To unlock the liftgate, insert the
key into the lock and turn to the right manual lock models only. You and your passengers could
be injured by these fumes. Keep the liftgate closed when you are operating the vehicle. Push
the window switch past the first detent, release, and the window will go down automatically. To
cancel the Auto Down movement, operate the switch in either the up or down direction and
release the switch. Please pay close attention to the information in this section. It tells you how
to use your restraint system properly to keep you and your passengers as safe as possible. In a
collision, people riding in these areas are more likely to be seriously injured or killed. Enter the
vehicle and close the door. Sit back and adjust the seat. The seat belt latch plate is above the
back of the front seat, next to your arm. Grasp the latch plate and pull out the belt. The lap
portion could ride too high on your body, possibly causing internal injuries. Always buckle your
belt into the buckle nearest you. Always wear the lap belt as low as pos- sible and keep it snug.
When you release the anchorage, try to move it up or down to make sure that it is locked in
position. Page 35 2. Grasp the mini latch plate and pull the belt over the seat. Route the
shoulder belt to the inside of the right head restraint. Position the lap belt across your thighs,
below your abdomen. To disengage the mini latch from the mini buckle for storage, insert the
regular latch plate into the black button on the top of the mini buckle. The belt will automatically
retract to its stowed position. If necessary, slide the latch plate down the webbing to allow the
belt to retract fully. The driver should also instruct all other occupants to buckle their seat belts.
Keeping the mother safe is the best way to keep the baby safe. Pregnant women should wear
the lap part of the belt across the thighs and as snug across the hips as possible. This may
allow the airbag to have different rates of inflation that are based on collision severity and
occupant size. Also, the front passenger airbag is certified to the Federal regulations that define

Occupant Classification Refer to Occupant Classification System in this section. Page 41
Airbags inflate in moderate to high speed impacts. Along with seat belts and pretensioners,
front airbags work with the driver inflatable knee blocker and the integrated passenger knee
blocker non-inflatable to provide im- proved protection for the driver and front passenger. Side
airbags also work with seat belts to improve occupant protection. Page 45 when the front
passenger airbag is turned off. When the right front passenger seat is empty or when very light
objects are placed on the seat, the passenger air bag will not inflate even though the Passenger
Airbag Disable PAD indicator lamp is not illuminated. Once the lodged object is removed, the
fault will be automatically cleared after a short period of time. These include all of the items
previously mentioned. In moderate to severe side collisions, the side airbag inflator on the
crash side of the vehicle is triggered, releasing a quantity of nontoxic gas. Al- ways use the
correct seat cover specified for the vehicle. While the airbag system is designed to be
maintenance free, if any of the following occurs, have an authorized dealer service the system
immediately. Page 53 usually the vehicle owner or lessee before accessing the electronic data
stored, unless ordered to download data by a court with legal jurisdiction i. A copy of the data
will be provided to the custodial entity upon request. General data that does not identify
particular vehicles or crashes may be released for incorporation in aggregate crash databases,
such as those maintained by the US government and various states. Every state in the United
States and all Canadian provinces require that small children ride in proper restraint systems.
This is the law, and you can be prosecuted for ignoring it. Page 55 infant carriers do, so they
can be used rearward-facing by children who weigh more than 20 lbs. In a sudden stop or
collision, it could strike the occupants or seat backs and cause serious personal injury. Page 59
reach. If the buckled seat belt interferes with the child restraint installation, instead of tucking
the seat belt behind the child restraint, route the seat belt through the child restraint belt path
and then buckle it. This should stow the seat belt out of the reach of an inquisitive child.
Remind all children in the vehicle that the seat belts are not toys and should not be played with,
and never leave your child unattended in the vehicle. An incorrectly anchored tether strap could
lead to increased head motion and possible injury to the child. Use only the anchor position
directly behind the child seat to secure a child restraint top tether strap. Drive moderately
during the first miles km. While cruising, brief full-throttle acceleration, within the limits of local
traffic laws, contributes to a good break-in. Set the blower at high speed. Page 63 Lights Have
someone observe the operation of exterior lights while you work the controls. Check turn signal
and high beam indicator lights on the instrument panel. A two point pivot system allows for
horizontal and vertical mirror adjustment. Annoying headlight glare can be reduced by moving
the small control under the mirror to the night position toward rear of vehicle. Remote Control
Mirrors Switch Mirror Directions To adjust a mirror, turn the control wand toward the left or right
mirror positions indicated. Vehicles and other objects seen in the passenger side convex mirror
will look smaller and farther away than they really are. Relying too much on your passenger side
mirror could cause you to collide with another vehicle or other object. Use your inside mirror
when judging the size or distance of a vehicle seen in this convex mirror. See If your cellular
phone supports a different profile e. For example, in USA, is nine digits long, which is not a
valid USA phone number - the closest valid phone number has ten digits. Page 77 After you are
finished adding an entry into the phone- book, you will be given the opportunity to add more
phone numbers to the current entry or to return to the main menu. Check with your cellular
service provider for the features that you have. This feature is only supported in the USA. Pull
the bar up to move the seat to the desired position. Front Seat Adjustment Using body pressure,
move forward and rearward on the seat to be sure the seat adjusters have latched. Lean forward
before lifting the handle, then lean back to the desired position and release the handle. Lift the
handle to return the seatback to an upright position. Persons who are unable to feel pain to the
skin because of advanced age, chronic illness, diabetes, spinal cord injury, medication, alcohol
use, exhaus- tion or other physical condition must exercise care when using the seat heater. It
may cause burns even at low temperatures, especially if used for long periods of time. The heat
output then drops to the normal high-temperature level. If high-level heating is selected, the
system will automati- cally switch to the low level after about 30 minutes of continuous
operation. Pull the strap forward to move the seat forward and flat. Then push the seatback to a
reclined position, approximately 35 degrees maximum, and release the strap. Secondary Hood
Latch Location Lift the hood prop rod, clipped to the left side right side facing hood of the
engine compartment, to secure the hood in the open position. They will not turn off
automatically. Multi-Function Control Lever The Multi-Function Control Lever controls the
operation of the headlights, parking lights, turn signals, headlight beam selection, instrument
panel light dimming, interior lights, the passing lights, and fog lights. Page Turn Signals Turn
Signals Turn Signal Control Move the Multi-Function Control Lever up or down and the arrows

on each side of the instrument cluster flash to show proper operation of the front and rear turn
signal lights. You can signal a lane change by moving the lever partially up or down without
moving beyond the detent. This will cause the headlights to turn on at high beam and remain on
until the lever is released. Page Mist Feature Washer Control Mist Feature Push down on the
wiper control lever to activate a single wipe to clear the windshield of road mist or spray from a
passing vehicle. As long as the lever is held down, the wipers will continue to operate. Wiper
Control Intermittent Wiper System Use the intermittent wiper when weather conditions make a
single wiping cycle, with a variable pause be- tween cycles, desirable. Tilting the steering
column while the vehicle is moving is dangerous. Without a stable steering col- umn, you could
lose control of the vehicle and have an accident. Adjust the column only while the ve- hicle is
stopped. Be sure it is locked before driving. The system should be turned OFF when not in use.
Release the lever when the desired speed is reached, and the new speed will be set. A moving
garage door can cause injury to people and pets in the path of the door. People or pets could be
seriously or fatally injured. Choose one of the three Universal Transceiver buttons to program.
Place the hand held controller one to three inches from the Universal Transceiver while keeping
its indicator light in view. Proper Transceiver Training Distance 4. Continue to press and hold
the Universal Transceiver button while you press and release the hand held trans- mitter button
until the frequency signal has been learned. This device may not cause harmful interference.
This device must accept any interference that may be received including interference that may
cause undesired operation. In the Partial ESP mode, the engine torque reduction and stability
features are desensitized. Therefore, the enhanced vehicle stability offered by ESP is
unavailable. Occupants, particularly unat- tended children, can become entrapped by the power
sunroof while operating the power sunroof switch. Any release of the switch will stop the
movement and the sunroof will remain in a partial open condition until the switch is pushed and
held rearward again. This is called Express Vent, and will occur regardless of the sunroof
position. During Express Vent operation, any movement of the switch will stop the sunroof. Do
not operate this vehicle with the console com- partment lid in the open position. Cell phones,
music players, and other hand held electronic de- vices should be stowed while driving. Use of
these devices while driving can cause an accident due to distraction, resulting in death or
injury. In an accident a cargo cover loose in the vehicle could cause injury. In a sudden stop or
colli- sion a loop could pull loose and allow the child seat to come loose. A child could be badly
injured. Use only the anchors provided for child seat tethers. Power acces- sory delay can be
cancelled by opening the door, if this happens the rear wiper will stop at its current position and
will not go to park. Use care when washing the inside of the rear win- dow to prevent damage to
heating elements. Use a soft cloth and a mild washing solution, wiping parallel to the heating
elements. This will allow cool air to enter the beverage cooler. Another storage bin is lo- cated
on the outboard side of the steering wheel can hold small items like parking cards for easy
access. Page Tape Eject Fuel Gauge When the ignition switch is in the ON position, the pointer
will show the level of fuel remaining in the fuel tank. Page 6. Low Fuel Light When the fuel level
drops to 2 gallons, the fuel symbol will light and a single chime will sound. Charging System
Light This light shows the status of the electrical charging system. The light should come on
briefly when the ignition switch is first turned ON and remain on briefly as a bulb check. Engine
Temperature Warning Light This light warns of an overheated engine con- dition. If the engine is
critically hot, a warning chime will sound 10 times. After the chime turns off, the engine will still
be critically hot until the light goes out. Page off for 60 seconds when a system fault is detected.
The flash cycle will repeat every ten minutes or until the fault condition is removed and reset.
Malfunction Indicator Light This light is part of an onboard diagnostic system called OBD that
monitors emissions, engine, and automatic transmission control systems. Page The light will
come on when the ignition switch is first turned on and remain on briefly as a bulb check. This
is normal. If the light does not come on during starting, have the system checked by an
authorized dealer. AWD performance will be at a reduced level. Service the AWD system soon.
When blinking: The AWD system is temporarily dis- abled due to overload condition. Page
indicated by the Brake Warning Light which will turn on when the brake fluid level in the master
cylinder has dropped below a specified level. The light will remain on until the cause is
corrected. NOTE: The light may flash momentarily during sharp cornering maneuvers which
change fluid level condi- tions. Transmission Over Temp Light During sustained high speed
driving on hot days, the automatic transaxle oil may be- come too hot. It is located in the lower
left part of the cluster below the fuel and engine tem- perature gauge. Then, the history
information will be erased, and the averaging will continue from the last fuel reading before the
reset. As you continue the displayed infor- mation will be shown in the selected language. Page
Flash Lights with Remote Key Lock When ON is selected, the front and rear turn signals will
flash when the doors are locked or unlocked using the remote keyless entry transmitter. This

feature may be selected with or without the sound horn on lock feature selected. AM or
Amplitude Modulation, in which the transmitted sound causes the amplitude, or height, of the
radio waves to vary Press and hold the time button until the hours blink. Electronic Volume
Control The electronic volume control turns continuously degrees in either direction without
stopping. To stop the search, press SCAN a second time. Turn the TUNE control to the right or
left to adjust the sound level from the right or left side speakers. The time of day will display for
5 seconds. MUTE will display. Press the MUTE button a second time and the sound from the
speakers will return. Rotating the volume control or turning OFF the ignition will also return the
sound from the speakers. Press the right side of the button to seek up and the left side to seek
down. The radio will remain tuned to the new station until you make another selec- tion. Page 5.
The symbol SET 1 will now show in the display window. Select the button you wish to lock onto
this station and press and release that button. The use of other sized discs may damage the CD
player mechanism. You may eject a disc with the radio OFF. If you insert a disc with the ignition
ON and the radio ON, the unit will switch from radio to CD mode and begin to play when you
insert the disc. Press and hold the FF button to fast forward through the tracks. Release the FF
button to stop the fast forward feature. Page writing are most likely multisession discs. The use
of multisession for CD audio or MP3 playback may result in longer disc loading times. Page the
radio will play the next CD after a 2 minute timeout. After 2 minutes the radio will go to the
previous tuner mode. Page Electronic Volume Control The electronic volume control turns
continuously degrees in either direction without stopping. Turning the volume control to the
right increases the volume and to the left decreases it. When the audio system is turned on, the
sound will be set at the same volume level as last played. Page within 5 seconds will allow the
program format type to be selected. Many radio stations do not currently broad- cast PTY
information. Press the scan button a second time to cancel the feature. Changing Tape
Direction If you wish to change the direction of tape travel side being played , press Preset 6.
The lighted arrow in the display window will show the new direction. If you have ejected a disc
and have not removed it within 15 seconds, it will be reloaded. If the RW button is pressed, the
current track will reverse to the beginning of the track and begin playing. The radio is designed
to recognize the file as an invalid MP3 and will not play the file. To create a single-session disc,
enable the Disc at Once option before writing to the disc. Press the INFO button once more to
return to elapsed time priority mode. This service offers over channels of music, sports, news,
entertainment, and programming for chil- dren, directly from its satellites and broadcasting
studios. These satellite channel pre-set stations will not erase any AM or FM pre-set memory
stations. Follow the memory pre-set procedures that apply to your radio. Pressing the bottom of
the switch once will go to the beginning of the current track or to the beginning of the previous
track if it is within one second after the current track begins to play. This condition may be
lessened or eliminated by relocating the cellular phone antenna. This condition is not harmful to
the radio. Page The controls are as follows: Fan Control Use this control to regulate the amount
of air forced through the system in any mode you select. The fan speed increases as you move
the control to the right from the OFF position. Mode Control Air Direction The mode control
allows you to choose from several pat This setting is good for main- taining comfort while
reducing moisture on the wind- shield. Defrost Air is directed through the windshield and side
window demist outlets. Use this mode with maximum fan and temperature settings for best
wind- shield and side window defrosting. A lamp will illuminate when the Air Con- ditioning
System is engaged. NOTE: The air conditioning compressor will not en- gage until the engine
has been running for about 10 seconds. A lamp will illu- minate when you are in recir- culate
mode. Only use the re- circulate mode to temporarily block out any outside odors, smoke, or
dust and to cool the To clear the windows, set mode to the mix or defrost position. Direct the
panel outlets toward the side windows. Page Gasoline Engines Do not attempt to push or tow
your vehicle to get it started. Vehicles equipped with an automatic trans- axle cannot be started
this way. To prevent damage to the starter, do not crank the engine for more than 15 seconds at
a time. Wait 10 to 15 seconds before trying again. After Starting The idle speed will
automatically decrease as the engine warms up. If this occurs obtain service as soon as
possible. The engine speed will remain at this high RPM while the vehicle accelerates. Page
Autostick General Information ratio. As you release the clutch pedal, lightly depress the
accelera- tor pedal. Page Downshifting Downshifting Proper downshifting will improve fuel
economy and prolong engine life. If you skip more than one gear while downshifting or
downshift at too high a vehicle speed, you could damage the engine, transmission, or clutch. To
maintain a safe speed and prolong brake life, shift down to 2nd or 1st when descending a steep
grade. NOTE: This light only shows that the parking brake is on. It does not show the degree of
brake application. If the parking brake is applied while the vehicle is moving, a chime will sound
to alert the driver. A child or others could be seriously or fatally injured. A child could operate

power windows, other controls, or move the vehicle. Driving a vehicle with the brake light on is
danger- ous. A significant decrease in braking performance or vehicle stability during braking
may occur. ABS-inducing conditions can in- clude ice, snow, gravel, bumps, railroad tracks,
loose debris, or panic stops. The system will provide mechanical steering capability if power
assist is lost. If for some reason the power assist is interrupted, it will still be possible to steer
your vehicle. This phenomenon occurs when there is a difference in the surface traction under
the front driving wheels. Tires with white sidewalls will have the full TIN including date code
located on the white sidewall side of the tire. If your vehicle will be towing a trailer, load from
your trailer will be transferred to your vehicle. Consult this manual to determine how this
reduces the available cargo and luggage load capacity of your vehicle. Overloading of your tires
is dangerous. Overloading can cause tire failure, affect vehicle handling, and increase your
stopping distance. Use tires of the recommended load capacity for your vehicle. Never overload
them. Economyâ€” Improper inflation pressures can cause uneven wear patterns to develop
across the tire tread. These abnormal wear patterns will reduce tread life resulting in a need for
earlier tire replacement. Under inflation, also increases tire rolling resistance and results in
higher fuel consump- tion. After inspecting or adjusting the tire pressure, al- ways reinstall the
valve stem cap if equipped. This will prevent moisture and dirt from entering the valve stem,
which could damage the valve stem. High speed driving with your vehicle under maxi- mum
load is dangerous. The added strain on your tires could cause them to fail. You could have a
serious accident. Page Limited Use Spare - If Equipped Do not install a wheel cover or attempt
to mount a conventional tire on the compact spare wheel, since the wheel is designed
specifically for the compact spare. Because of the reduced ground clearance, do not take your
vehicle through an automatic car wash with the Fast spinning tires can be dangerous. Forces
gener- ated by excessive wheel speeds may cause tire dam- age or failure. A tire could explode
and injure someone. Tires and spare tire should be replaced after six years, regardless of the
remaining tread. Failure to follow this warning can result in sudden tire failure. Some combinations of unapproved tires and wheels may change suspension dimensions and performance
charac- teristics, resulting in changes to steering, han- dling, and braking of your vehicle. In this
case, the display will only show approved units. Once the original road tire has been properly
repaired, and put back onto the vehicle in place of the compact spare tire. Damage to the
vehicle may result if tire chains are used. More frequent rotation is permis- sible if desired. The
reasons for any rapid or unusual wear should be corrected before rotating. Reformulated
gasolines contain oxygenates, and are spe- cifically blended to reduce vehicle emissions and
im- prove air quality. The manufacturer supports the use of reformulated gaso- lines. Most of
these products contain high concentrations of methanol. Fuel system damage or vehicle
performance problems resulting from the use of such fuels or additives is not the responsibility
of the manufacturer. If the gas cap is lost or damaged, be sure the replacement cap is for use
with this vehicle. This is in violation of most state and federal fire regulations and will cause the
malfunction indi- cator light to turn on. Damage to the fuel system or emission control system
could result from using an improper fuel tank filler cap gas cap. A poorly fitting cap could let
impurities into the fuel system. Before towing a trailer carefully re- view this information to tow
your load as efficiently and safely as possible. It is important that you do not exceed the
maximum front or rear GAWR. A dangerous driving condition can result if either rating is
exceeded. You could lose control of the vehicle and have an accident. Tongue Weight TW The
downward force exerted on the hitch ball by the trailer. Refer to the Tireâ€” Safety Information
Section in this manual. Page Towing Requirements must be considered as part of the total load
on your vehicle. Refer to the Tire and Loading Information plac- ard in the Tire Safety
Information Section of this manual for the maximum combined weight of occupants and cargo
for your vehicle. Towing Requirements To promote proper break-in of your new vehicle drivetrain components the following guidelines are recom When parking, apply the parking brake
on the tow vehicle. Put the tow vehicle automatic transmission in P for Park. With a manual
transmission, shift the transmission into reverse. This could cause inadequate braking and
possible personal injury. The Trailer Tow Package may include a 4 and 7 pin wiring harness.
Page Towing Tips 7- Pin Connector Towing Tips Before setting out on a trip, practice turning,
stopping and backing the trailer in an area away from heavy traffic. If using a manual
transmission vehicle for trailer towing, all starts must be in FIRST gear to avoid excessive
clutch slippage. Depress the switch and both cluster indicators and all front and rear directional
signals will flash. Depress the switch again to turn Hazard Warning Flashers off. Page
Automatic Transaxle Overheating removes this heat. You can also turn the Temperature control
to maximum heat, the Mode control to floor, and the fan control to High. This allows the heater
core to act as a supplement to the radiator and aids in removing heat from the engine cooling
system. The vehicle could slip off the jack and fall on you. You could be crushed. Never put any

part of your body under a vehicle that is on a jack. Turn OFF the ignition. Do not attempt to
change a tire on the side of the vehicle close to moving traffic. Do not attempt to raise the
vehicle by jacking on locations other than those indicated in step 3. There are two front jacking
locations and two rear jacking locations on each side of the body. The front locations are
outlined by two triangular cutouts, the rear ones by two rectangular cutouts. To avoid possible
personal injury, handle the wheel covers with care to avoid contact with any sharp edges.
NOTE: The wheel cover is held on the wheel by the wheel nuts. When reinstalling original wheel,
properly align the wheel cover to the valve stem, place the wheel cover onto the wheel, then
install the wheel nuts. Take care to avoid the radiator cooling fan whenever the hood is raised. It
can start anytime the ignition switch is on. You can be hurt by the fan. Page 3. Turn off the
heater, radio and all unnecessary electrical loads. Remove the air intake duct covering the
battery, using the two finger screws on the cover. Connect one end of a jumper cable to the
positive terminal of the booster battery. Connect the other end of the jumper cable to the
positive terminal of the dis- charged battery. Start the engine in the vehicle that has the booster
battery, let the engine idle a few minutes, then start the engine in the vehicle with the
discharged battery. When removing the jumper cables, reverse the se- quence exactly. A dolly
should be used under the front wheels if the rear wheels are raised. Proper towing equipment is
necessary to prevent dam- age to the vehicle. This system monitors the performance of the
emissions, engine, and automatic transaxle control systems. When these systems are operating properly, your vehicle will provide excellent per- formance and fuel economy, as well as
engine emissions well within current government regulations. Resolving the prob- lem will turn
the MIL light off. The MIL will not flash at all and will remain fully illuminated until you turn off
the ignition key or start the engine. You can be badly injured working on or around a motor
vehicle. Only do service work for which you have the knowledge and the proper equipment. If
you have any doubt about your ability to perform a service job, take your vehicle to a competent
me- chanic. Do not check oil level before starting the engine after it has sat overnight. Checking
engine oil level when the engine is cold will give you an incorrect reading. Follow the
maintenance schedule that describes your driving type. Materials Added To Engine Oils The
manufacture strongly recommends against the addi- tion of any additives other than leak
detection dyes to the engine oil. Page Catalytic Converter plug. Refer to the Engine data Label
located under the hood for the proper type of spark plug for use in your vehicle. Catalytic
Converter The catalytic converter requires the use of unleaded fuel only. Leaded gasoline will
destroy the effectiveness of the catalyst as an emission control device. If this occurs, stop the
vehicle, turn off the engine and allow it to cool. Service, including a tune up to manufacturers
specifica- tions, should be obtained immediately. The air cleaner can provide a measure of
protection in the case of engine backfire. Do not remove the air cleaner unless such removal is
necessary for repair or maintenance. Make sure that no one is near the engine compartment
before starting the vehicle with the air cleaner removed. It is essential when replacing the cables
on the battery that the positive cable is attached to the positive post and the negative cable is
attached to the negative post. How- ever, the manufacturer recommends that air conditioning
service be performed by dealers or other service facilities using recovery and recycling
equipment. Prior to the appli- cation of any lubricant, the parts concerned should be wiped
clean to remove dust and grit; Page Exhaust System checked for fluid level at regular intervals.
Fill the reservoir with windshield washer solvent not radiator antifreeze. Exhaust System The
best protection against carbon monoxide entry into the vehicle body is a properly maintained
engine exhaust system. If you notice a change in the sound of the exhaust system, or if exhaust
fumes can be detected inside the vehicle, or when the underside or rear of the vehicle is
damaged; The fan is temperature controlled and can start at any time the ignition switch is in
the ON position. Mixing of coolants other than specified Hybrid Or- ganic Additive Technology
HOAT engine coolants, may result in engine damage and may decrease corrosion protection. If
a non-HOAT coolant is intro- duced into the cooling system in an emergency, it should be
replaced with the specified coolant as soon as possible. NOTE: Mixing coolant types will
decrease the life of the engine coolant and will require more frequent coolant changes. Page
ground. If ingested by a child, contact a physician immediately. Clean up any ground spills
immediately. Coolant Level The coolant bottle provides a quick visual method for determining
that the coolant level is adequate. If your vehicle is equipped with air conditioning, keep the
front of the condenser clean, also. Riding the brakes can lead to brake failure and possibly an
accident. Driving with your foot resting or riding on the brake pedal can result in abnormally
high brake temperatures, excessive lining wear, and possible brake damage. Be sure to clean
the top of the master cylinder area before removing the cap. Overfilling the brake fluid reservoir
can result in spilling brake fluid on hot engine parts and the brake fluid catching fire. Use only
brake fluid that has been in a tightly closed container to avoid contamination from foreign

matter. Do not allow petroleum based fluid to contaminate the brake fluid as seal damage will
result! Refer to Fluids, Lubricants and Genuine Parts for correct fluid type. Fluid Level Check
Check the fluid level by removing the fill plug. Fluid Level Check Visually inspected the unit at
each oil change for leakage. If leakage is detected, Check the fluid level by removing the fill
plug. Always wash your ve- hicle in the shade using Mopar Car Wash or a mild car wash soap,
and rinse the panels completely with clear water. Your leather upholstery can be best preserved
by regular cleaning with a damp soft cloth. Small particles of dirt can act as an abrasive and
damage the leather upholstery and should be removed promptly with a damp cloth. When
cleaning the rear view mirror, spray cleaner on the towel or rag that you are using. Do not spray
cleaner directly on the mirror. Instrument Panel Cover The instrument panel cover has a low
glare surface which minimizes reflections in the windshield. Blue 10 Amp Heated Mirror 15 Amp
Failure to do so may allow water to get into the Integrated Power Module, and possibly result in
an electrical sys- tem failure. Remove the two push-pins from the tail light housing. Grasp the
taillamp and pull firmly to disengage the 3. Twist and remove socket from lamp. Remove bulb
from socket and replace. Use a screw driver to gently pry against the side of the snap tab to
remove the lamp from the liftgate. Prying Lamp from Liftgate Pull bulb from socket. See your
authorized dealer for replacement. These, and all other maintenance services included in this
manual, should be done to provide best vehicle performance and reliability. Rotate tires. Check
spare tire for proper pressure and correct stowage. Inspect engine air cleaner filter, replace if
neces- sary. Inspect brake linings. Replace air cleaner filter. Replace spark plugs. Inspect PCV
valve, replace as necessary. Page Miles Kilometers Change engine oil and engine oil filter, or at
3 months whichever comes first. Replace engine air cleaner filter. Change Manual Transaxle
Fluid. Flush and replace engine coolant, if not done at 60 months. Check spare tire for proper
pressure and cor- rect stowage. Page Miles Kilometers [Months] Change engine oil and engine
oil filter. Flush and replace engine coolant at 60 months, if not replaced at , miles km. Do only
that service work for which you have the knowledge and the right equipment. Warranty service
must be done by an authorized Chrysler, Dodge, or Jeep dealer. We strongly recommend that
you take your vehicle to your selling dealer. They know you and your vehicle best, and are most
concerned that you get prompt and high quality service. They want
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to know if you need assistance. Page Warranty Information U. Filled with diagrams, charts and
detailed illustrations, these practical manuals make it easy for students and technicians to find
and fix problems on computer- controlled vehicle systems and features. Page Treadwear
Treadwear The treadwear grade is a comparative rating based on the wear rate of the tire when
tested under controlled con- ditions on a specified government test course. The temperature
grade for this tire is established for a tire that is properly inflated and not overloaded. Excessive
speed, under inflation, or excessive load- ing, either separately or in combination, can cause
heat buildup and possible tire failure. Page B-Pillar Location Page Engine Oil Page Gasoline
Fuel Page Oil Pressure Page Sunroof Page Snow Tires This manual is also suitable for: pm49
caliber. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account?
Sign up! Restore password. Upload from disk. Upload from URL.

