2008 ford escape hybrid owners manual

Quick Links. Ford motor company ford crown victoria owner's guide pages. Automobile Ford
Explorer Owner's Manual pages. Ford explorer sport trac automobile owner's manual pages.
Summary of Contents for Ford Escape Page 1 Ford may change the contents without notice and
without incurring obligation. Page 5: Introduction â€” Special handling may apply for service or
vehicle end of life disposal. See Please take the time to get well acquainted with your vehicle by
reading this handbook. The more you know and understand about your vehicle, the greater the
safety and pleasure you will derive from driving it. Page 6 Do not add friction modifier
compounds or special break-in oils since these additives may prevent piston ring seating. See
Engine oil in the Maintenance and Specifications chapter for more information on oil usage. To
access this information, special equipment must be directly connected to the recording
modules. Ford Motor Company and Ford of Canada do not access event data recorder
information without obtaining consent, Page 9 Your vehicle is not equipped with a snowplowing
package. Using your vehicle as an ambulance Do not use this vehicle as an ambulance. Your
vehicle is not equipped with the Ford Ambulance Preparation Package. Cell phone use The use
of Mobile Communications Equipment has become increasingly important in the conduct of
business and personal affairs. Features or equipment listed as standard may be different on
units built for Export. If any light remains on after starting the vehicle, refer to the respective
system warning light for additional information. Engine oil pressure: Illuminates when the oil
pressure falls below the normal range, refer to Engine oil in the Maintenance and Specifications
chapter. If equipped with a message center, refer to Message center in the Driver Controls
chapter on how to switch the display from Metric to English. Ford strongly recommends that
drivers use extreme caution when using any device that may take their focus off the road. The
drivers primary responsibility is the safe operation of their vehicle. Page 22 The clock will then
begin from that time. Press OK to enter into the satellite radio menu. Check with your authorized
dealer for availability. To load a CD, simply insert the disc label side up into the CD slot. Any
portable music player designed to be used with headphones 2. The portable music player must
be controlled in the same way manner when it is used with headphones as the AIJ does not
provide control play, pause, etc. Never touch the playing surface. Due to technical
incompatibility, certain recordable and re-recordable compact discs may not function correctly
when used in Ford CD players. Do not use any irregular shaped CDs or discs with a scratch
protection film attached. Page Satellite Radio Information Note: SIRIUS reserves the
unrestricted right to change, rearrange, add or delete programming including canceling, moving
or adding particular channels, and its prices, at any time, with or without notice to you. Ford
Motor Company shall not be responsible for any such programming changes. Page 34
1â€”â€”â€” to channel. The system is working properly. Refer to the Navigation supplement for
further information. Do not place objects on top of the instrument panel as these objects may
become projectiles in a collision or sudden stop. The system will automatically provide outside
air to reduce window fogging. Use with recirculated air to improve cooling performance and
efficiency. Select 3. Select recirculated air to provide colder airflow. Set highest fan setting
initially, then adjust to maintain comfort. The delay time is set to 20 seconds at the factory, but
the delay time may be changed by following the steps below Steps 1 through 6 must be done
within 10 seconds : Escape Owners Guide postfmt USA fus Page 44 Pull headlamp control
towards you to turn fog lamps on. The fog lamp indicator light will illuminate. High beams Push
the lever toward the instrument panel to activate. Pull the lever towards you to deactivate.
Rotate to full down position past detent to prevent interior lamps from illuminating when the
doors are opened. Replacing exterior bulbs Check the operation of all the bulbs frequently.
Make sure that the headlamp control is in the OFF position. Open the hood. Reach over the front
bolster. Rotate the bulb socket counterclockwise and remove from the lamp assembly. Pull bulb
straight out of socket and push in the new bulb. Install the bulb socket into the lamp assembly
and rotate clockwise. Carefully install the tail lamp assembly on the vehicle and secure with two
screws. Remove the bulb holder from the lamp assembly by depressing the snaps. Pull the bulb
straight out of the socket and push in the new bulb. Install the new bulbs in reverse order.
Carefully disconnect the bulb from the harness assembly via the two snap clips. Install the new
bulb in reverse order. Push the steering column tilt lever up. This will lock the steering wheel in
position. Never adjust the steering wheel when the vehicle is moving. Rear power point 4. Rear
cupholders 5. Small storage trays Use only soft cups in the cupholders. Hard objects can injure
you in a collision. Improper use of the lighter can cause damage not covered by your warranty.
The window will open fully. Momentarily press the switch to any position to stop the window
operation. Do not clean the housing or glass of any mirror with harsh abrasives, fuel or other
petroleum-based cleaning products. Move the control in the direction you wish to tilt the mirror.
Return to the center position to lock mirrors in place. Press the ON control and release 2.
Accelerate to the desired speed. This will automatically return the vehicle to the previously set

speed. Press and release the rear portion of the control. To stop motion at any time during the
one-touch opening, press the control again. Drive the vehicle at least 8 km 5 miles with the
speed control system engaged to display a stabilized average. This acts as a reminder that
these warning conditions still exist within the vehicle. Indicates the brake fluid level is low and
the brake system should be inspected immediately. Refer to Brake fluid reservoir in the
Maintenance and Specifications chapter. Doing so could cause serious damage to the liftgate
and its components as well as allowing carbon monoxide to enter the vehicle. They may
obstruct your vision or strike occupants of vehicle in the case of a sudden stop or collision. Use
the tie-down loops on the thumbwheels to secure load. Use a long, flat object to depress the
tongue in the endcaps on both sides of the cross-bar. Slide the cross-bar assembly off the end
of the rail. Slide the cross-bar assemblies over the end cap tongue and into the side rails.
Tighten thumbwheel at both ends of the cross-bar. The user should receive a horn chirp to
indicate the system has been disabled or a chirp followed by a honk to indicate the system has
been enabled. Place the key in the ignition and turn the ignition to the 3 RUN position.
Replacing the battery The Integrated Keyhead Transmitter uses one coin type three-volt lithium
battery CR or equivalent. Note: At least two IKTs are required to perform this procedure
yourself. If the procedure needs to be repeated, wait a minimum of 30 seconds before beginning
again. When pressing the controls on the keyless entry keypad, press the middle of the controls
to ensure a good activation. Use of these systems may result in vehicle starting problems and a
loss of security protection. Note: Large metallic objects, electronic devices that are used to
purchase gasoline or similar items, or a second coded key on the same key chain may cause
vehicle starting issues. Page 94 The key codes need to be erased from your vehicle and new
coded keys will need to be programmed. Turn the ignition to the 1 LOCK position and remove
the first coded key from the ignition. Within ten seconds of turning the ignition to the 1 LOCK
position, insert the second previously coded key into the ignition. If failure repeats, bring your
vehicle to your authorized dealer to have the new key s programmed. To program additional
new unprogrammed key s , wait twenty seconds and then repeat this procedure from Step 1.
The head restraints can be moved up and down. Adjusting the front manual seat if equipped Lift
handle to move seat forward or backward. Pull lever up to adjust seatback. The control is
located on the outboard side of the seat cushion. An overheated seat may cause serious
personal injury. Lift the head restraint so that it is located directly or as close as possible
behind your head. Place the head restraint under the front seat for storage. Pull the seat release
control. Note: Make sure the floor is clear of all objects before folding the seat. Note: When the
seatback release lever is pulled, slowly lower seatback to the flat position. Safety belt buckles
may break if they are trapped underneath the seatback as the seatback is rotated down. Unsnap
the safety belt webbing from the quarter trim panel. To remove the rear cushion 1. Lift the
yellow tab to release the hinges. Pull the cushion to the outboard side of the vehicle. Refer to
Safety restraints section in this chapter. Check seat covers and buckles before you place a child
anywhere near them. Ford Motor Company recommends that all safety belt assemblies in use in
vehicles involved in a collision be replaced. Page To avoid activating the Belt-Minder feature for
objects placed in the front passenger seat, warnings will only be given to large front seat
occupants as determined by the front passenger sensing system. Belts are uncomfortable Your
Ford safety belts are designed to enhance comfort. If you are uncomfortable - try different
positions for the safety belt upper anchorage and seatback which should be as upright as
possible; Please refer to the Body Builders Layout Book for instructions about the appropriate
installation of additional equipment. Refer to Front passenger sensing system. Refer to Front
passenger sensing system later in this chapter. Page Do not lean your head on the door. The
side airbag could injure you as it deploys from the side of the seatback. Unless serviced, the
system may not function properly in the event of a collision. Refer to the Airbag readiness
section in the Instrument Cluster chapter. Routine maintenance of the side airbag is not
required. The passenger cannot protect the child from injury in a collision. Always follow the
instructions and warnings that come with any infant or child restraint you might use. Booster
seats position a child so that safety belts fit better. They lift the child up so that the lap belt
rests low across the hips and the knees bend comfortably. For more information on top tether
straps and anchors, refer to Attaching safety seats with tether straps in this chapter. Page Make
sure the tongue is latched securely by pulling on it. If the retractor is not locked, unbuckle the
belt and repeat Steps 2 through 9. Check to make sure the child seat is properly secured before
each use. Locate the correct anchor for the selected seating position. There are three tether
anchors located on the headliner at the rear of the vehicle. If the safety seat is not anchored
properly, the risk of a child being injured in a collision greatly increases. In a crash, one anchor
may not be strong enough to hold two child safety seat attachments and may break, causing
serious injury or death. Check to see if the anchors hold the seat in place. If the safety seat is

not anchored properly, the risk of a child being injured in a crash greatly increases. This
increases traction which may enable you to safely drive over terrain and road conditions that a
conventional two-wheel drive vehicle cannot. Department of Transportation-Tire quality grades:
The U. Department of Transportation requires Ford Motor Company to give you the following
information about tire grades exactly as the government has written it. Page The temperature
grade for this tire is established for a tire that is properly inflated and not overloaded. Excessive
speed, underinflation, or excessive loading, either separately or in combination, can cause heat
buildup and possible tire failure. You are strongly urged to buy a reliable tire pressure gauge, as
automatic service station gauges may be inaccurate. Ford recommends the use of a digital or
dial-type tire pressure gauge rather than a stick-type tire pressure gauge. Page 6. Visually
inspect the tires to make sure there are no nails or other objects embedded that could poke a
hole in the tire and cause an air leak. Check the sidewalls to make sure there are no gouges,
cuts or bulges. Tires can be damaged during off-road use, so inspection after off-road use is
also recommended. For example, means the 25th week of The numbers in between are
identification codes used for traceability. This information is used to contact customers if a tire
defect requires a recall. Page The tire pressure sensors mounted in the wheels originally
installed on your vehicle are not designed to be used in aftermarket wheels. These ratings are
listed in the following chart. The tire suppliers may have additional markings, notes or warnings
such as standard load, radial tubeless, etc. Maximum Load Single lb. Refer to the payload
description and graphic in the Vehicle loading â€” with and without a trailer section. Visit Please
refer to the following chart for information concerning your Tire Pressure Monitoring System:
Escape Owners Guide postfmt USA fus Page TPMS If your tires are properly malfunction
inflated and your spare tire is not in use and the light remains ON, have the system inspected by
your authorized dealer. If one or more tires are flat, repair as necessary. Check air pressure in
the road tires. Use of any tire or wheel not recommended by Ford can affect the safety and
performance of your vehicle, which could result in an increased risk of loss of vehicle control,
vehicle rollover, personal injury and death. Page Overloading or improperly loading your vehicle
can contribute to loss of vehicle control and vehicle rollover. Measuring the inside of the vehicle
with the rear seat folded down, you have room for lb. Refer to Preparing to tow in this chapter.
Certain states require electric trailer brakes for trailers over a specified weight. The Escape
vehicle electrical system is not equipped to accommodate electric trailer brakes. Use a load
carrying hitch. The speed control may shut off automatically when you are towing on long,
steep grades. In case of a roadside emergency with a disabled vehicle, see Wrecker Towing in
the Roadside Emergencies chapter. Exhaust fumes can be toxic. Always open the garage door
before you start the engine. See Guarding against exhaust fumes in this chapter for more
instructions. Make sure the headlamps and vehicle accessories are off. Some warning lights will
briefly illuminate. See Warning lights and chimes in the Instrument Cluster chapter for more
information regarding the warning lights. Refer to Fuses and relays in the Roadside
Emergencies chapter. See your authorized dealer as soon as possible. Driving with the gearshift
lever in D Overdrive gives the best fuel economy for normal driving conditions. For manual
control, start in 1 First and then shift manually. These actions will reduce the life of the clutch.
Fully apply the parking brake, then shift into 1 First. Turn the ignition off. Do not park your
vehicle in Neutral, it may move unexpectedly and injure someone. Use 1 First gear and set the
parking brake fully. Turn the ignition to the LOCK position and remove the key whenever you
leave your vehicle. Avoid reducing the tire pressures but shift to a lower gear and drive steadily
through the terrain. Apply the accelerator slowly and avoid spinning the wheels. Page Rapid
pumping of the brake pedal will help you slow the vehicle and still maintain steering control. If
your vehicle has anti-lock brakes, apply the brakes steadily. Page Once through the water,
always dry the brakes by moving your vehicle slowly while applying light pressure on the brake
pedal. Wet brakes do not stop the vehicle as quickly as dry brakes. This program is separate
from the New Vehicle Limited Warranty. Page 1â€”â€”â€”; Lincoln vehicle customers call
1â€”â€”â€” Canadian customers who require roadside assistance, call 1â€”â€”â€” If you need
to arrange roadside assistance for yourself, Ford Motor Company will reimburse a reasonable
amount for towing to the nearest dealership within 35 miles. To obtain reimbursement
information, U. Page Hazard Flasher Switch Press the flasher control again to turn them off. Use
it when your vehicle is disabled and is creating a safety hazard for other motorists. Note: With
extended use, the flasher may run down your battery. Using a fuse with a higher amperage
rating can cause severe wire damage and could start a fire. Press the tabs on the top and
bottom of the fuse cover to remove. If the battery has been disconnected and reconnected, refer
to the Battery section of the Maintenance and Specifications chapter. If the tire pressure
monitor sensor becomes damaged, it will no longer function. If the dissimilar spare tire or wheel
is damaged, it should be replaced rather than repaired. Page 1. Park on a level surface, set the

parking brake and activate hazard flashers. Place gearshift lever in P Park automatic
transmission or R Reverse manual transmission and turn engine off. Remove the lug wrench
from the jack in order to remove the spare tire from under the vehicle. Lift the spare tire on end
to access tether attachment 1. Use the lug wrench to remove the lug nut from the spare tire
tether. Pull far enough off the road to avoid the danger of being hit when operating the jack or
changing the wheel. Position the jack directly below the protruding bolt. The jack is only meant
for changing the tire. Repeat this tightness check procedure every six months, per scheduled
maintenance information , when servicing the spare tire pressure or at any time that the spare
tire is disturbed through service of other components. Use only Ford recommended
replacement fasteners. When a wheel is installed, always remove any corrosion, dirt or foreign
materials present on the mounting surfaces of the wheel or the surface of the wheel hub, brake
drum or brake disc that contacts the wheel. Page Jump Starting Ensure that vent caps are tight
and level. Turn the heater fan on in both vehicles to protect from any electrical surges. Turn all
other accessories off. Start the engine of the booster vehicle and run the engine at moderately
increased speed. Start the engine of the disabled vehicle. Remove the jumper cable from the
ground metal surface. Note: In the illustrations, lightning bolts are used to designate the
assisting boosting battery. After the disabled vehicle has been started and the jumper cables
removed, allow it to idle for several minutes so the engine computer can relearn its idle
conditions. Do not tow with a slingbelt. Ford Motor Company has not approved a slingbelt
towing procedure. On FWD vehicles, if your vehicle is to be towed from the front, ensure proper
wheel lift equipment is used to raise the front wheels off the ground. Page Roadside
Emergencies Ford Motor Company produces a towing manual for all authorized tow truck
operators. Have your tow truck operator refer to this manual for proper hook-up and towing
procedures for your vehicle. If the vehicle is towed by other means or incorrectly, vehicle
damage may occur. Away from home If you own a Ford or Mercury vehicle and are away from
home when your vehicle needs service, or if you need more help than the authorized dealer
could provide, after following the steps described above, contact the Ford Customer
Relationship Center to find an authorized dealer to help you. Page If you own a Lincoln vehicle
and are away from home when your vehicle needs service, or if you need more help than the
authorized dealer could provide, after following the steps described above, contact the Ford
Customer Relationship Center to find an authorized dealer to help you. Page Customer
Assistance In some states in the U. Ford is also allowed a final repair attempt in some states.
Page You are not bound by the decision but may choose to accept it. If the arbitrator has
decided in Page Customer Assistance If you did not take advantage of the Ford Extended
Service Plan at the time of purchasing your vehicle, you may still be eligible. Since this
information is subject to change, please ask your authorized dealer for complete details about
Ford Extended Service Plan coverage options, or visit the Ford ESP website at Page Reporting
Safety Defects U. Wipe up spilled liquid using a clean, white, cotton cloth. Dry the area with a
soft cloth. These quality products have been specifically engineered to fulfill your automotive
needs; Block the wheels. Set the parking brake, depress the clutch and place the gearshift in 1
First. Turn off the engine and remove the key. At the front of the vehicle, lift up on the auxiliary
latch handle located in the center between the hood and the grille. Lift the hood open and
secure it with the prop rod. Automatic transmission dipstick if equipped 4. Air filter assembly 6.
Power distribution box 7. Battery 8. Engine coolant bleed valve 9. Engine oil dipstick Automatic
transmission fluid dipstick 3. Brake fluid reservoir 4. Air filter assembly 5. Power distribution
box 6. Battery 7. Engine oil dipstick 8. Engine oil filler cap 9. Windshield washer fluid reservoir
Escape Owners Guide postfmt USA fus Page In very cold weather, do not fill the reservoir
completely. Only use a washer fluid that meets Ford specifications. Do not use any special
washer fluid such as windshield water repellent type fluid or bug wash. They may cause
squeaking, chatter noise, streaking and smearing. Page To prolong the life of the wiper blades,
it is highly recommended to scrape off the ice on the windshield before turning on the wipers.
The layer of ice has many sharp edges and can damage the micro edge of the wiper rubber
element. Set the parking brake and ensure the gearshift is securely latched in P Park automatic
transmissions or 1 First manual transmissions. Protect yourself from engine heat. Locate and
carefully remove the engine oil level dipstick. Ford production and aftermarket Motorcraft oil
filters are designed for added engine protection and long life. If a replacement oil filter is used
that does not meet Ford material and design specifications, start-up engine noises or knock
may be experienced. Page Battery Lift the battery with a battery carrier or with your hands on
opposite corners. Refer to Maintenance product specifications and capacities in this chapter.
Mixing Motorcraft Specialty Orange Engine Page Recycled engine coolant Ford Motor Company
does NOT recommend the use of recycled engine coolant in vehicles originally equipped with
Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling process is not yet

available. If this is not possible, wait a short period for the engine to cool. Check the coolant
level and replenish if low. Never remove the coolant reservoir cap while the engine is running or
hot. Gasoline may contain benzene, which is a cancer-causing agent. The flow of fuel through a
fuel pump nozzle can produce static electricity, which can cause a fire if fuel is pumped into an
ungrounded fuel container. The check fuel cap light Escape Owners Guide postfmt USA fus
Page The customer warranty may be void for any damage to the fuel tank or fuel system if the
correct genuine Ford, Motorcraft or other certified fuel filler cap is not used. The fuel system
may be under pressure. Remove fuel filler cap slowly. If other than Ford, Motorcraft or
Ford-authorized parts are used for maintenance replacements or for service of components
affecting Escape Page Maintenance and Specifications emission control, such non-Ford parts
should be equivalent to genuine Ford Motor Company parts in performance and durability. Do
not park, idle, or drive your vehicle in dry grass or other dry ground cover. The emission system
heats up the engine compartment and exhaust system, which can start a fire. A complete check
may take several days. High fluid levels can be caused by an overheating condition. Add
enough fluid through the filler opening so that the fluid level is at the bottom of the opening.
Install and tighten the fill plug securely. Use only fluid that meets Ford specifications. Refer to
the Maintenance product specifications and capacities section in this chapter. Replace the air
filter housing cover and secure the clamps. Replace the air inlet tube and secure the clamp.
Replace the PCV valve with one that meets Ford material and design specifications for your
vehicle, such as a Motorcraft or equivalent replacement part. The customer warranty may be
void for any damage to the emissions system if such a PCV valve is not used. The following
table tells you which transmission or transaxle each code represents. These quality accessories
have been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. Print page 1 Print document
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. Quick Links. See also: Quick Reference Manual. Instrument
Cluster. Warning lights and chimes. Entertainment Systems. Auxiliary input jack Line in. USB
port. Satellite radio information. Navigation system. Climate Controls. Dual automatic
temperature control. Rear window defroster. Turn signal control. Bulb replacement. Driver
Controls. Steering wheel adjustment. Power windows. Speed control. Moon roof. Message
center. Locks and Security. Anti-theft system. Owners Guide, 2nd Printing. USA fus. Automobile
Ford Expedition Owner's Manual pages. Ford explorer sport trac automobile owner's manual
pages. Ford may change the contents without notice and without incurring obligation. Page 5
Drive your new vehicle at least 1, miles 1, km before towing a trailer. For more detailed
information about towing a trailer, refer to Trailer towing in the Tires, Wheels and Loading
chapter. Restarting the vehicle is not required. Simply step on the accelerator when you are
ready to drive. Avoid placing objects at the vent holes which block air flow to the high voltage
battery. Page 11 What is the engine oil change service interval? Can I put E10 or E85 in my
vehicle, and how will it affect my fuel economy? Page 13 In order to properly diagnose and
service your vehicle, Ford Motor Company, Ford of Canada, and service and repair facilities
may access vehicle diagnostic information through a direct connection to your vehicle when
diagnosing or servicing your vehicle. Page 14 Introduction To access this information, special
equipment must be directly connected to the recording modules. Ford Motor Company and Ford
of Canada do not access event data recorder information without obtaining consent, unless
pursuant to court order or where required by law enforcement, other government authorities or
other third parties acting with lawful authority. Ford strongly recommends that drivers use
extreme caution when using any device that may take their focus off the road. Page Instrument
Cluster If the light is blinking, engine misfire is occurring which could damage your catalytic
converter. Drive in a moderate fashion avoid heavy acceleration and deceleration and have your
vehicle serviced immediately by your authorized dealer. Page 20 This indicates a problem with
the electrical system or a related component. Engine oil pressure: Illuminates when the oil
pressure falls below the normal range, refer to Engine oil in the Maintenance and Specifications
chapter. Speed control: Illuminates when the speed control is engaged. Turns off when the
speed control system is disengaged. Refer to Message center in the Driver Controls chapter on
how to switch the display from Metric to English. Page 24 The fuel gauge may vary slightly
when the vehicle is in motion or on a grade. Refer to Filling the tank in the Maintenance and
Specifications chapter for more information. If you do not choose a slot within five seconds, the
system will choose for you. Once loaded, the first track will begin to play. Enter the desired
track number using the memory preset buttons 0â€”9. The system will then begin playing that
track. The default setting is off. Page Auxiliary Input Jack 6. You should hear audio from your
portable music player although it may be low. Due to technical incompatibility, certain
recordable and re-recordable compact discs may not function correctly when used in Ford CD

players. Do not use any irregular shaped CDs or discs with a scratch protection film attached.
Page Page 40 Note: SIRIUS reserves the unrestricted right to change, rearrange, add or delete
programming including canceling, moving or adding particular channels, and its prices, at any
time, with or without notice to you. Ford Motor Company shall not be responsible for any such
programming changes. This message should disappear shortly. Recirculated air Page Rear
Window Defroster To manually turn off the rear window defroster at any time, press again. The
fog lamp indicator light will illuminate. Failure to activate your headlamps under these
conditions may result in a collision. Turn on the low beam headlamps to illuminate the wall or
screen and open the hood. Cover the left-hand headlamp with an opaque cloth. When the
control is in the OFF position, it will not illuminate when you open the doors. Replacing exterior
bulbs Check the operation of all the bulbs frequently. Page 56 1. Make sure that the headlamp
control is in the off position. Open the hood. Reach over the front bolster. Rotate the bulb
socket counterclockwise and remove from the lamp assembly. Pull bulb straight out of socket
and push in the new bulb. Install the bulb socket into the lamp assembly and rotate clockwise.
Carefully install the tail lamp assembly on the vehicle and secure with two screws. Remove the
two screws and move the lamp assembly away from the liftgate. Remove the bulb holder from
the lamp assembly by depressing the snaps. Remove the bulb from the lamp assembly by
pulling out on the bulb while squeezing on the upper and lower snap clips at the same time.
Install the new bulb in reverse order. Push the steering column tilt lever up. This will lock the
steering wheel in position. Page 62 1. Determine which magnetic zone you are in for your
geographic location by referring to the zone map. Turn ignition to the on position. Start the
engine. It may take up to five circles to complete calibration. The compass is now calibrated. To
remove, open the console lid and pull the bin straight up and out from the console housing.
Page 66 Do not keep electrical devices plugged in the power point whenever the device is not in
use. It is not recommended to use any extension cord with the VAC power point, since it will
Escape Hybrid ehv Owners Guide, 2nd Printing USA fus Page Power Windows Rear Window
Buffeting: When one or both of the rear windows are open, the vehicle may demonstrate a wind
throb or buffeting noise; this noise can be alleviated by lowering a front window approximately
two to three inches. Page 68 high reflective state to the non-glare darkened state when bright
lights glare reach the mirror. When the mirror detects bright light from behind the vehicle, it will
automatically adjust darken to minimize glare. Move the control in the direction you wish to tilt
the mirror. Return to the center position to lock mirrors in place. Page Speed Control With
speed control set, you can maintain a set speed without keeping your foot on the accelerator
pedal. Note: When you use the clutch pedal to disengage the speed control, the engine speed
may briefly increase, this is normal. Page 74 Press to scroll through various menus and
selections. Press OK to confirm your selection. Press and release the front portion of the
control. To stop motion at any time during the one-touch closing, press the control again. Page
Message Center The system will also notify you of potential vehicle problems with a display of
system warnings followed by an indicator chime. Otherwise, the display will not show the
addition of fuel for a few miles kilometers. DTE will vary according to your driving habits. When
your vehicle is not moving, this function shows , one or no bars illuminated. Instantaneous fuel
economy cannot be reset. Waiting four seconds or pressing the RESET control cycles the
message center through each of the language choices. Selectable languages are English,
Spanish, or French. Do not remove the cooling system cap when the engine and radiator are
hot. Use the tie-down loops on the thumbwheels to secure load. Use a long, flat object to
depress the tongue in the endcaps on both sides of the cross-bar. Slide the cross-bar assembly
off the end of the rail. Slide the cross-bar assemblies over the end cap tongue and into the side
rails. Tighten thumbwheel at both ends of the cross-bar. Page 92 6. The user should receive a
horn chirp to indicate the system has been disabled or a chirp followed by a honk to indicate
the system has been enabled. If the procedure needs to be repeated, wait a minimum of 30
seconds before beginning again. Page 97 Note: The panic alarm will only operate when the
ignition is in the off position. Replacing the battery The Integrated Keyhead Transmitter uses
one coin type three-volt lithium battery CR or equivalent. Page 98 Illuminated entry The interior
lamps and puddle lamps if equipped illuminate when the Integrated Keyhead Transmitter or the
keyless entry system keypad is used to unlock the door s. You must complete Steps 1â€”5
within 30 seconds or the procedure will have Escape Hybrid ehv Owners Guide, 2nd Printing
USA fus Page When pressing the controls on the keyless entry keypad, press the middle of the
controls to ensure a good activation. Programming your own personal entry code To create
your own personal entry code: 1. Enter the factory set code. Each number must be pressed
within five seconds of each other. The interior lamps will illuminate. Use of these systems may
result in vehicle starting problems and a loss of security protection. Page The theft indicator will
illuminate for three seconds and then go out. If the theft indicator stays on for an extended

period of time or flashes rapidly, contact your authorized dealer as soon as possible. If failure
repeats, bring your vehicle to your authorized dealer to have the new key s programmed. To
program additional new unprogrammed key s , wait 20 seconds and then repeat this procedure
from Step 1. Whenever possible it should be installed and properly adjusted when the seat is
occupied. Press to raise or lower the front portion of the seat cushion. Press to raise or lower
the rear portion of the seat cushion. The heated seats will activate when the ignition is in the on
position. Folding down rear seats 1. Raise the rear seat head restraint and remove. Place the
head restraint under the front seat for storage. Pull the seat release control. Note: Make sure the
floor is clear of all objects before folding the seat. Flip seat forward. Note: When the seatback
release lever is pulled, slowly lower seatback to the flat position. Rotate seatback down into
load floor position. A higher energy level is used for the most severe impacts. Refer to Airbag
supplemental restraints section in this chapter. A difficulty with the system is indicated by one
or more of the following. To unfasten, push the release button and remove the tongue from the
buckle. Refer to Safety restraints for children or Safety seats for children later in this chapter.
The safety belt warning light illuminates 1 minute and the warning chime sounds 6 seconds.
The Belt-Minder feature will not activate. Page 3 of 4 fatal crashes occur within 25 miles of
home. Your Ford safety belts are designed to enhance comfort. If you are uncomfortable - try
different positions for the safety belt upper anchorage and seatback which should be as upright
as possible; Nearly 1 of 2 deaths occur in single-vehicle crashes, many when no other vehicles
are around. Refer to Front passenger sensing system later in this chapter. Failure to follow
these instructions may interfere with the front passenger seat sensing system. Page SRS, its
fuses or the seat cover on a seat containing an airbag. See an authorized dealer. Unless
serviced, the system may not function properly in the event of a collision. Page Accident
statistics suggest that children are safer when properly restrained in the rear seating positions
than in a front seating position. Page All children are shaped differently. The child height, age
and weight thresholds provided are recommendations or the minimum requirements of law. Be
sure the belt webbing is not twisted. See Attaching child safety seats with tether straps and
Recommendations for attaching safety restraints for children in this chapter for more
information. To avoid risk of injury, occupants should only use seating positions where they are
able to be properly restrained. Refer to Recommendations for attaching safety restraints for
children in this chapter. Consult your child safety seat owner guide Escape Hybrid ehv Owners
Guide, 2nd Printing USA fus Page To improve the fit of both the lap and shoulder belt on
children who have outgrown child safety seats, Ford Motor Company recommends use of a
belt-positioning booster. Ford Motor Company recommends that all safety belt assemblies in
use in vehicles involved in a collision be replaced. Department of Transportation-Tire quality
grades: The U. Department of Transportation requires Ford Motor Company to give you the
following information about tire grades exactly as the government has written it. Page
Excessive speed, underinflation, or excessive loading, either separately or in combination, can
cause heat buildup and possible tire failure. You are strongly urged to buy a reliable tire
pressure gauge, as automatic service station gauges may be inaccurate. Ford recommends the
use of a digital or dial-type tire pressure gauge rather than a stick-type tire pressure gauge.
Page 6. Visually inspect the tires to make sure there are no nails or other objects embedded that
could poke a hole in the tire and cause an air leak. Check the sidewalls to make sure there are
no gouges, cuts or bulges. Tires can be damaged during off-road use, so inspection after
off-road use is also recommended. Tire Replacement Requirements Your vehicle is equipped
with tires designed to provide a safe ride and handling capability. If this information is not found
on these labels then you should consult your Ford dealer. Use of any tire or wheel not
recommended by Ford can affect the safety and performance of your vehicle, which could result
in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death. Page
This information identifies and describes the fundamental characteristics of the tire and also
provides a U. These ratings are listed in the following chart. The tire suppliers may have
additional markings, notes or warnings such as standard load, radial tubeless, etc. Page 4.
Maximum Load Single lb. Refer to the payload description and graphic in the Vehicle loading
â€” with and without a trailer section. Check your tire pressure to ensure tires are properly
inflated; refer to Inflating your tires in this chapter. Page ON, visually check each tire to verify
that no tire is flat. If one or more tires are flat, repair as necessary. Check air pressure in the
road tires. Page Once you have reached the maximum payload of your vehicle, do not add more
cargo, even if there is space available. Overloading or improperly loading your vehicle can
contribute to loss of vehicle control and vehicle rollover. Page In metric units, the calculation
would be: kg - 5 x 99 kg - 5 x Depending upon the type and placement of the load, hauling cargo
and people may raise the center of gravity of the vehicle. Remember to figure in the tongue load
of your loaded trailer when figuring the total weight. Your Hybrid vehicle electrical system is not

equipped to accommodate electric trailer brakes. Page Your vehicle may not have enough
braking power and your chances of having a collision greatly increase. For other towing
requirements, refer to Wrecker towing in the Roadside Emergencies chapter. Do not drive if you
smell exhaust fumes. Page Seating and Safety Restraints chapter. Make sure vehicle
accessories are off. Page Brakes ABS braking is done and normal brake operation resumes.
These are normal characteristics of the ABS and should be no reason for concern. Page
Electronic Stability Control Off button located on the center stack of the instrument panel. Page
Typical steering and driving maneuvers will allow the system to cool and steering assist will
return to normal. Page Over-loading or loading the vehicle improperly can deteriorate handling
capability and contribute to loss of vehicle control and vehicle rollover. Turn the ignition to the
off position and remove the key whenever you leave your vehicle. Turn the ignition to the LOCK
position and remove the key whenever you leave your vehicle. Avoid reducing the tire
pressures and drive steadily through the terrain. Apply the accelerator slowly and avoid
spinning the wheels. Since your vehicle has anti-lock brakes, apply the brakes steadily. Page
Once through the water, always dry the brakes by moving your vehicle slowly while applying
light pressure on the brake pedal. Wet brakes do not stop the vehicle as quickly as dry brakes.
This program is separate from the New Vehicle Limited Warranty. Page Assistance, call
Canadian customers who require roadside assistance, call If you need to arrange roadside
assistance for yourself, Ford Motor Company will reimburse a reasonable amount for towing to
the nearest dealership within 35 miles. To obtain reimbursement information, U. Page Hazard
Flasher Control After an accident, if the engine does not start, one or both of the switches may
have been activated. Turn the ignition to the on position. Wait a few seconds and return the key
to the off position. Make another check for leaks. Page Remove the panel cover to access the
fuse cover. Press the tabs on the top and bottom of the fuse cover to remove. Page Ford. If the
dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired. Page
Stopping and securing the vehicle 1. Park on a level surface, set the parking brake and activate
the hazard flashers. Place gearshift lever in P Park and turn engine off. Lift the spare tire on end
to access tether attachment 1. Use the lug wrench to remove the lug nut from the spare tire
tether. Block the diagonally opposite wheel. Position the jack directly below the protruding bolt.
Be sure to place the jack away from the rear edge of the rocker to avoid damaging the rear tire
spoiler pictured. Place tire on end with valve stem facing rearward, away from vehicle. Place
tether into bolt holes in wheel and attach lug nut using lug wrench. Bolt size M12 x 1. Use only
Ford recommended replacement fasteners. Turn the heater fan on in both vehicles to protect
from any electrical surges. Turn all other accessories off. Ensure that the cables are clear of fan
blades, belts, moving parts of both engines, or any fuel delivery system parts. Remove the
jumper cable from the ground metal surface. Note: In the illustrations, lightning bolts are used
to designate the assisting boosting battery. Do not tow with a slingbelt. Ford Motor Company
has not approved a slingbelt towing procedure. On FWD vehicles, if your vehicle is to be towed
from the front, ensure proper wheel lift equipment is used to raise the front wheels off the
ground. Page Ford Motor Company produces a towing manual for all authorized tow truck
operators. Have your tow truck operator refer to this manual for proper hook-up and towing
procedures for your vehicle. If the vehicle is towed by other means or incorrectly, vehicle
damage may occur. Page Customer Assistance A reasonable time must be allowed to perform a
repair after taking your vehicle to the authorized dealer. Repairs will be made using Ford or
Motorcraft parts, or remanufactured or other parts that are authorized by Ford. Ford is also
allowed a final repair attempt in some states. Page Customer Assistance If you did not take
advantage of the Ford Extended Service Plan at the time of purchasing your vehicle, you may
still be eligible. Since this information is subject to change, please ask your authorized dealer
for complete details about Ford Extended Service Plan coverage options, or visit the Ford ESP
website at Page Reporting Safety Defects U. Page Use only approved products to clean plastic
parts. These products are available from your authorized dealer. The dull finish in this area
helps protect the driver from undesirable windshield reflection. Keep body and door drain holes
free from packed dirt. These quality products have been specifically engineered to fulfill your
automotive needs; they are custom designed to complement the style and appearance of your
vehicle. Page Maintenance And Specifications Do not come in contact with these components.
Set the parking brake and ensure the gearshift is securely latched in P Park. Turn off the engine
and remove the key. Block the wheels to prevent the vehicle from moving unexpectedly. At the
front of the vehicle, lift up on the auxiliary latch handle located in the center between the hood
and the grille. Lift the hood open and secure it with the prop rod. Engine oil filler cap 4. Brake
fluid reservoir 5. Power distribution box 6. Low voltage underhood battery 7. Engine air filter
assembly 8. Engine oil dipstick 9. Only use a washer fluid that meets Ford specifications. Do not
use any special washer fluid such as windshield water repellent type fluid or bug wash. They

may cause squeaking, chatter noise, streaking and smearing. Page The layer of ice has many
sharp edges and can damage the micro edge of the wiper rubber element. Turn the engine off
and wait 15 minutes for the oil to drain into the oil pan. Protect yourself from engine heat. If the
engine oil level is not within the normal range, add only certified engine oil of the recommended
viscosity. Remove the engine oil filler cap and use a funnel to pour the engine oil into the
opening. Page Battery The customer warranty may be void for any damage to the engine if the
O-rings are not replaced. Ford production and Motorcraft replacement oil filters are designed for
added engine protection and long life. If a replacement oil filter is used that does not meet Ford
material and design specifications, start-up engine noises or knock may be experienced. One is
for engine cooling and the other is for various electric motors and other components that are
specific to the hybrid operating systems. When the engine is cold, check the level of engine
coolant in the reservoir. Mixing Motorcraft Specialty Orange Engine Page Checking engine
coolant. WARNING: The flow of fuel through a fuel pump nozzle can produce static electricity,
which can cause a fire if fuel is pumped into an ungrounded fuel container. Do not use fuel
ethanol E85 , diesel, methanol, leaded fuel or any other fuel. The use of leaded fuel is prohibited
by law and could damage your vehicle. Ask your fuel supplier about gasolines that meet the
World-Wide Fuel Charter. Running out of fuel Avoid running out of fuel because this situation
may have an adverse effect on powertrain components. Page 1, miles 1, km of driving engine
break-in period. You will get a more accurate measurement after 2, milesâ€”3, miles 3, kmâ€”5,
km. In general, very hot or very cold temperatures give lower fuel economy. Refer to Lubricant
specifications in this chapter. Follow the recommended maintenance schedule and owner
maintenance checks found in scheduled maintenance information. Page 2. Poor fuel quality or
water in the fuelâ€”the engine may misfire or run poorly. The fuel fill inlet may not have been
properly closed. The normal operating temperature can be reached after approximately 20 miles
30 km of driving. When changing the air filter element, use only the Motorcraft air filter element
listed. Refer to Motorcraft part numbers in this chapter. Install new filter and filter cover note
arrows indicating top side. The arrow on the filter cover and the arrow on the filter both point in
the same direction upward. Re-install the access panel into the trim panel. Replace the PCV
valve with one that meets Ford material and design specifications for your vehicle, such as a
Motorcraft or equivalent replacement part. The customer warranty may be void for any damage
to the emissions system if such a PCV valve is not used. The following table tells you which
transmission each code represents. These quality accessories have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and aerodynamic appearance of your vehicle. They are committed to meeting your service
needs and to assuring your continuing satisfaction. Page Ford or Lincoln Mercury Dealership.
Page Scheduled Maintenance Guide Get the most from your service and maintenance visits
There are a lot of reasons why visiting your Ford or Lincoln Mercury Dealership for all your
service needs is a great way to help keep your vehicle running great. Page With factory-trained
technicians, and one-stop service from routine maintenance like oil changes a
brushless dc motor wiring diagram
honda crf230f service manual pdf
kawasaki bayou 220 wiring harness free download diagram
nd tire rotations to repairs like brake service, check out the value your Ford and Lincoln
Mercury dealers can offer. Page In order to keep your vehicle running right, it is important that
you have the systems on your vehicle checked regularly. This can help identify any potential
issue before there are any problems. Ford Motor Company suggests the following multi-point
inspection to be performed at every scheduled maintenance as the way to ensure your vehicle
keeps running right. The Web site location is: Page Every 5, miles, 6 months or hours of engine
operation whichever comes first As required Replace cabin air filter, if equipped Escape Hybrid
ehv Owners Guide, 2nd Printing USA fus Change engine oil and replace filter Inspect wheel
ends for end play and noise Page Index Page Gas mileage see Fuel economy Page Certification
Label Page BSI Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

