2008 isuzu npr wiring diagram

Looking for info concerning Isuzu Npr Wiring Diagrams? You might be a technician that wishes
to try to find referrals or resolve existing troubles. Or you are a student, or maybe even you that
just would like to know regarding Isuzu Npr Wiring Diagrams. Whatever you are, we try to bring
the web content that matches what you are searching for. You may originate from an internet
search engine, then find this web site. This subject is a lot of individuals searching on the net,
as a result we accumulate photos from different trusted resources as well as understand in their
field. The results of the aggregation are posted on this web site. Right here are a few of the
leading illustrations we receive from numerous sources, we really hope these pictures will
certainly work to you, and hopefully really relevant to what you want regarding the Isuzu Npr
Wiring Diagrams is. This image we have filteringed system from great produce the best image,
however just what do you assume? We intend to make a web site helpful for many individuals. If
the image over is not really clear, please click the photo you wish to increase the size of, after
that you will be required to another page to present a more clear and also larger picture, you will
certainly likewise be presented details from gambvar. Below this internet site there is also a
Isuzu Npr Wiring Diagrams image gallery, if the photo over is inadequate for you. Tags: isuzu
npr wiring diagram isuzu npr wiring diagram isuzu npr wiring diagram isuzu npr wiring diagram
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Isuzu is one of the major manufacturers of diesel engines in the world. They are not only
equipped with their own equipment, but also products of other well-known suppliers of
construction and road machinery. The Isuzu diesel engine is installed on the products of Hitachi
, Airman , New Holland and other popular brands. Today, the Japanese company produces a
wide range of power units for industrial applications, produces a line of marine engines that are
in high demand in the world. Among the advantages of the product is the engine integration of
the Common Rail fuel injection system, which reduces fuel consumption and meets
environmental standards in terms of emissions. Isuzu logo. Isuzu workshop and owner's
manuals. All information, illustrations and specifications in this manual are based on the latest
product information available at the time of printing. We reserve the right to make changes at
any time without notice. We urge you to read all these publications carefully. The following
recommendations will help ensure the most enjoyable, safe, and trouble-free operation of your
vehicle. When it comes to service, keep in mind that your Isuzu commercial truck dealer knows
your vehicle best and is interested in your complete satisfaction. Your dealer invites you to
return for all of your service needs both during and after the warranty period. Isuzu Engine
Service Manual. Isuzu Electrical Wiring Diagrams. Quick Links. Table of Contents. Before
Driving Your Vehicle. Starting And Operating. Driving Techniques. Steering Column Controls.
Brake System. Instrument Panel And Controls. In Case Of Emergency. Reporting Safety Defects.
Appearance Care. Service And Maintenance. Maintenance Schedule. All information,
illustrations and specifications in this manual are based. Copyright Isuzu Motors Limited Feb.
Summary of Contents for Isuzu NPR Page 1 All information, illustrations and specifications in
this manual are based on the latest product information available at the time of printing. We
reserve the right to make changes at any time without notice. We thank you for choosing an
Isuzu product, and want to assure you of our continuing interest in your motoring pleasure and
satisfaction. It also shows the maximum weight that the rear axle can carry rear GAWR. Gross
Vehicle Weight GVW is the weight of the originally equipped vehicle and all items added to it
after it has left the factory. See that windows, mirrors, lights and reflectors are undamaged,
clean and unobstructed. If the original keys are lost, duplicates can be made using the key
codes stamped on key code plate. Contact any authorized Isuzu dealer or a locksmith. Along
with using the seat belts properly, Iocking the doors helps prevent people from being thrown
from the vehicle. Refer to Page for switch location. Otherwise it works only for its own door.
Press lightly on the switch to lower the window. This helps you determine the location of
objects seen in the mirror. The seat could move or jerk and cause a loss of control. After
adjustment, push the seat back and forth to be sure it is locked. Take the vehicle to your dealer
for servicing if the seat does not lock. Tilt the seatback to gain access to the area behind it. The
seatback latch release lever is located at the outboard side of the seat at the base of the
cushion. The passenger seat does not adjust. To unfasten the belt, push the button on the
buckle. The belt should retract when the buckle is unlatched, but hold the latch plate while the
belt is retracting, to keep it from hitting people or nearby objects. The center seat lap belt has

no retractor, but should be positioned, worn and released as described above. The belt is
adjusted to snug fit by pulling on the free end of the webbing coming from the latch plate.
Children who have outgrown child restraint systems should wear seat belts. The lap belt should
be snug and positioned low on the abdomen so that it is below the top of the hipbone. A locking
clip may usually be obtained where child restraints are sold, or by contacting your dealer for
assistance. When you go in to order it, take the heaviest coat you will wear, so the extender will
be long enough for you. Modification of the direction, length or diameter of the exhaust pipe will
adversely affect the exhaust gas purification system. If modification is needed according to
equipment type, contact your Isuzu dealer. Use of others than those designated by Isuzu that
support the DPF may shorten the cleaning intervals of the DPF and may lower fuel efficiency.
Use of low quality fuel may adversely affect the engine parts, and cause failure. Use of other
than specified fuel may adversely affect the engine or emission control system and cause
failure. Carbon monoxide is a dangerous gas. It can cause unconsciousness and can be lethal.
If at any time you think exhaust fumes are entering the cab, have the cause determined and
corrected as soon as possible. While every new vehicle goes through rigid factory and dealer
inspection and tests before delivery, the care you give your vehicle during the initial break- in
period can pay off in longer life, better performance and more economical operation. Page 31
Isuzu. The addition of kerosene will not unplug a filter plugged with wax. The switch is located
on the right-hand side of the steering column. Release the key switch as soon as the engine
starts. While the engine is warming up under light load, the following checks should be made: 1.
Observe the red oil pressure warning light. The light should go out when the engine is running.
Hold the regular brake pedal down with your right foot and apply the parking brake all the way
before shifting the transmission. Follow the Parking Brake instructions in this manual for your
vehicle. Page 43 After driving on the flooded road, it is recommended to immediately bring the
vehicle to the Isuzu dealership and let them check engine, electric parts, transmission, propeller
shaft, differential and transfer for water intrusion, and apply grease and oil to each area. This
will slow the engine speed. With the engine speed under control and providing the grade
conditions permit, the transmission can be progressively down-shifted using the exhaust brake
in each gear. Move it down to signal a left turn. When the turn is completed, the signal will
cancel and the lever will return to horizontal. Always use low beam when approaching or
following other vehicles. The spray will continue as long as you hold in the button. The
selection of transmission gears and engine speed when operating the brake system is
important. The exhaust brake is more effective in the lower gears and at the higher engine
speeds. Also, do not try to tilt or adjust the steering wheel while the vehicle is moving. Steering
Column 2. Brake Pedal 3. Accelerator Pedal 4. Overdrive Switch 5. This is not a failure. Also, do
not perform regeneration indoors with poor ventilation. White smoke may be emitted during
DPF regeneration after the new vehicle has run a certain distance. Then hold the brake pedal
down while pulling the parking brake lever all the way up. The engine should not start in any
other selector position. If it does, something is wrong. Have your truck checked by your dealer
as soon as possible. Always apply either the foot brake or the parking brake before shifting into
any driving position. If the automatic transmission fluid temperature is too low, the
transmission may not initially make automatic shift to the 4th, 5th and 6th gear. Doing so will
result in automatic transmission overheating and damage. This may mean that the generator
has malfunctioned, the electrical system is overloaded, or the generator drive belt is loose or
broken. Have the system repaired promptly. What to do: 1. The system is designed to stop the
truck with reserve power assist if the pedal is held down. This reserve is greatly reduced each
time you apply and release the brakes. If this light comes on, your system is low on coolant and
the engine may overheat. When it comes on, you will also hear a warning tone. If the indicator
light is found blinking, contact your authorized Isuzu medium duty vehicle dealer promptly for
repairs. Page 64 Isuzu dealer to have the DPF repaired. If the indicator light turns off, the ABS is
normal. If the light does not go out or comes on frequently, contact your Isuzu dealer
immediately and have the system repaired. Explanation of the ABS The ABS is designed to
prevent lock-up of the wheels during braking by automatically changing the brake pressure.
Contact your Isuzu dealer immediately and have the system repaired. Page 67 Some information
may be stored during regular operations to facilitate repair of detected malfunctions. Isuzu may
download and retrieve stored information for the purpose of diagnosing, servicing or repairing
your motor vehicle or for improvement to future Isuzu motor vehicles. Accelerate to your
desired speed using the accelerator pedal. When you take your foot off the pedal, your vehicle
will slow down to the cruise control speed you set earlier. This switch is located on the
right-hand side of the steering column. Also, while depressing this switch, the fuel gauge will
operate to show the fuel level in the fuel tank. The exhaust pipe mixes air with the exhaust gas
to lower its temperature before it leaves the exhaust pipe. Page 76 If modification to equipment

is needed, contact your Isuzu dealer. Page 77 DPF automatic regeneration, which may occur
when the vehicle is stopped and idling; this is not a malfunction. Use of low ash oil extends the
maintenance interval of the DPF filter. Page 78 CAUTION: If you continue driving the vehicle
without performing regeneration, the check engine malfunction indicator light will come on
indicating that you must contact an Isuzu dealer to have the DPF repaired. Press the DPF
switch. The DPF indicator light green comes on, the engine speed automatically increases and
the regeneration starts. Stay near the vehicle during the regeneration. The regeneration is
normally completed in about 20 minutes. When the DPF indicator light goes off, the
regeneration is complete, and the vehicle may be operated normally. Operating noise is emitted
while the exhaust brake valve is operating and also when it is deactivated; Selectable
regeneration may be performed when the engine coolant temperature and exhaust pipe are
warm after transport. In this case, there is no need to perform DPF regeneration, so
regeneration will not start even if you press the DPF switch. A models Odometer and Trip Meter
The odometer and the trip meter indicate mileage. Instrument Panel Light Level Card Holder
Control Beverage Holder 2. Door Lock Switch 3. Isuzu is not responsible if add-on equipment
interferes with engine operation or picks up interference from vehicle components. Avoid
stopping on the roadway, if possible. Turn on the hazard warning flashers by pushing in the
switch located on the right-hand side of the instrument panel. Run the engine at a moderate
speed for several minutes. Under some conditions, the ethylene glycol in engine coolant is
combustible. If you must remove the wheel without any such help, do the following: 1. Use the
torque specified for the type of wheels on the vehicle. Snug all wheel nuts and then tighten to
the specified torque in the numerical sequence shown. Page 97 A Ioose running wheel may
cause only one stud to break but damage to other studs may not be noticeable. If stud holes in
a wheel have become elongated or distorted, replace the wheel. Horns 2. Bumper removed for
towing After Towing After towing the vehicle, block the rear wheels and install axle shafts or
driveshaft. Apply the parking brake before disconnecting from the towing vehicle. Bumper 2.
Towing Chain 3. Towing Guide 4. Front Axle 5. If NHTSA receives similar complaints, it may
open an investigation, and if it finds that a safety defect exists in a group of vehicles, it may
order a recall and remedy campaign. Some cleaners may be poisonous or flammable, and
improper use may cause personal injury or damage. Use a clean cloth or sponge, and change to
a clean area often. A soft brush may be used if stains persist. Page Isuzu vehicles are designed
to operate under normal environmental conditions to withstand natural elements. However,
unusual conditions such as high-pressure car washers may cause water to enter inside the
vehicle. A thin film of silicone grease lubricant should be applied using a clean cloth. Silicone
grease application will lengthen weatherstrip life, help sealing, and assist in eliminating
squeaks. If these materials are not removed, accelerated corrosion rust can occur on
underbody parts such as fuel lines, frames, floor pan and exhaust system even though they
have been provided with corrosion protection. Page Service And Maintenance The quality of
maintenance your new vehicle receives is as important as the regularity with which it is
serviced. Isuzu, in cooperation with authorized dealers, provides nationwide quality in customer
service. The program includes the training of dealer technicians at Training Centers throughout
the country and is supported with a continuous follow-up of publications, films and other
service information. Page 30, miles 48, km. Do not overfill. How to Check: This operation could
be difficult and you may choose to have this done at your Isuzu Dealership Service Department.
If you choose to do it yourself, then be sure to follow all the instructions below or you could get
a false reading on the dipstick. Take any problems promptly to a technician for service advice.
Check for broken, damaged or missing parts that might prevent tight latching. T h e
Maintenance Schedule provides information on maintaining the noise control system to
minimize degradation of the noise emission control system during the life of your vehicle. The
use of an improper fuel filler cap could cause fuel spillage in the event of an accident. The use
of an improper fuel filler cap could also affect the fuel system and the emission control system.
Be sure, therefore, to use the oil intended for the DPF. Lower viscosity engine oils can provide
better fuel economy; however, higher temperature weather conditions require higher viscosity
engine oils for satisfactory lubrication. When choosing an oil, consider the range of temperature
your vehicle will be operated in before the next oil change. Page Isuzu genuine oil filters.
However, if you insist on cleaning the engine, clean it only when it is cold, never when it is
warm or hot, and never when the engine is running. Spraying or Care must be taken when filling
the fuel tank to prevent entry of dirt and water. Fuel lines and connections should be inspected
regularly for evidence of leaks. Turn the engine control switch without stepping on the
accelerator pedal and start the engine. Allow the engine to idle for five seconds. Slowly turn the
idle control knob to the right as far as it will go, then keep the knob in this position for three
minutes. Failure to replace the fuel filter when needed may lead to fuel system damage. Your

authorized Isuzu dealer can inspect your fuel filter and replace your fuel filter, if needed.
Disconnect the water separator switch electrical connector. Loosen the fuel filter cover turning
it counterclockwise with a filter wrench. Remove the fuel filter. Wipe the fitting face on the upper
cover clean with a rag so that the new fuel filter can be seated properly. Follow any posted
safety rules. Stand to the side, never above or opposite the filler opening. Check that the fuel
cap is tight, and see to it that engine oil, engine coolant in the reservoir, and washer fluid, etc.
The windshield washer fluid supply reservoir is located to the right of the glove box. Put the cap
back on the reserve tank. Page 3. Have the engine cooling system and radiator cap tested for a
pressure capacity of kPa 16 psi. If a replacement cap is needed, use an Isuzu genuine cap, or an
equivalent cap, designed for engine coolant recovery systems and specified for your model.
Install the radiator cap and reserve tank cap. The air cleaner should be installed at all times
unless its removal is necessary for repair or maintenance. Contact your Isuzu dealer
immediately and have the system inspected. Lock Lever 2. Tilt Lever 3. Assist Handle 4. Safety
Lever Cab Support 6. Lock Pin 7. Check the oil level daily. Remove the dipstick, wipe it clean
with a cloth, reinsert it and remove it again. NOTICE: Do not hang on to the roof marker lights
while cleaning the windshield or damage may occur resulting in possible water leakage. Use
only bulbs with the same wattage rating. Removal 1. Remove the front grille 1. Pushing up the
upper 5 clips, pull the front grille and remove it. Fix the headlight with bolts after positioning the
guide pins on the headlight and the holes of the cab panel. Install the front corner panel clips
and screw. Install the front grille. Headlight bulb 1. Detach the parking light socket. Remove the
bulb from the socket, and replace with a new one. Parking Light Bulb 3. When installing,
proceed in the reverse order while paying attention to the following points. Remove the bulb
from the socket and replace it with a new one. Bulb Socket 2. During mounting, follow the
procedures in the reverse order while paying attention to the following. Open the front door and
remove the rubber cap at the bottom of the door, followed by unfastening the nut. Rubber Cap
2. Upon removing the tabs, dismount the light by displacing it towards the back of the vehicle
and pulling it out. Pay attention to the following when mounting. Installation 1. Unfasten the
screws of the lens, and remove the lens. Pull out the bulb and replace it with a new one. Install
the lens and screw. Battery Cover 2. They need no periodic electrolyte level maintenance. Its top
is permanently sealed except for two small vent holes and has no filler caps. You will never
have to add water. To gain access to the fuses, pull up the bottom of the cover and remove the
cover as shown below. The fuse designations are printed on the inside of the panel. The
efficiency of the vehicle will be upset if air pressure in the tire is not equal. See the Maintenance
Schedule for more information. Improper alignment will not cause the vehicle to vibrate;
however,
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improper toe-in alignment will cause front tires to roll at an angle that will result in faster tire
wear. Page Vehicle Storage If the vehicle has been standing for an extended period of time, the
turbocharger bearings should be pre-lubricated prior to starting. See your authorized dealer for
more detailed information. King Pins â€” 4 fittings 2. Before using them, see the Cautions and
other instructions throughout this manual â€” the index may help you locate such items. For
more information, see the Service Manual covering the chassis or body part in question. Use of
a replacement part of lesser quality may result in personal injury or damage to the vehicle. Isuzu
No. Page Recommendations In the event that you are unable to contact your local dealer, use
the below website. You can pay by check or money order, or charge to your credit card. Print
page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up!
Restore password. Upload from disk. Upload from URL.

