2009 freightliner columbia problems

Subscribe to receive new listings for this search right in your inbox. Truck C Truck Ce Please
book an appointment prior to viewing Very unique truck Freightliner M2 business class crew
cab 4x4 service truck 8. Heavy duty severe use truck, can put a snow plow on i With 16 fronts
and 40 rears on air ride wheelbase ratio and ,kms with brand new 24 foot BCI Steel deck with
Moffat bracket. Super clean truck. Call Donnie at Bro Tough, agile, and comfortable, the
Freightliner Business Class M2 is the ideal medium duty used truck. Moffett being sold "As Is".
Cummins ISB engine with Allison automatic transmission. Put this unit to work today! Our used
un New dd15 engine 50k on it. Rebuilt Eaton 13 speed. Herse moose rack. Sandblasted painted
chassie. New air bags. New emissions all done under hood. New dpf filter. New ba Good
Condition. As is, where is. Does have a current safety. Please contact by Email. Mercedes MB
diesel engine. Webasto heater, hydraulic brakes, Tinted windows. Bus has been operated in BC
Lower Mainland. No Rust. Certified and Emission Tested. Financing and extended warranty
Available. Reach millions of truck shoppers locally and nationally, for free. We analyzed similar
vehicles in your area and calculated that this vehicle is priced lower than the average making it
a Great Price. We analyzed similar vehicles in your area and calculated that this vehicle is
priced a bit lower than the average making it a Good Price. We analyzed similar vehicles in your
area and calculated that this vehicle is priced slightly higher than average making it a Fair Price.
This vehicle may be certified, include additional options, warranties making it Above Average
Price. Contact seller for details. Filter Results 36 36 Freightliner for sale. Live Chat 3. Virtual
Appraisal 0. Home Test Drive 0. Online Reservation 0. Buy Online 0. Delivery 0. Please enter a
number between 0 and 10,, Must be greater than Min Price. Payment range. Please enter a
number between 0 and 1,, Min payment is required. Must be greater than Min Payment. Max
payment is required. Payment frequency. Credit rating. Must be greater than Min Kilometres.
Unknown 2. Must be greater than Min Wheelbase. With Photos. With Price. NEW Save Search.
Get price alerts and new listings for this search right in your inbox! Your email address Email
Subscribe. By clicking 'Subscribe', you consent to receiving emails from Trader Corporation.
You also agree to our Privacy Policy and Terms of Use. Turn off. Filter Results Click here to try
again. Priority Listings. Mileage 16, km. All Listings. Mileage , km. Contactless Services New.
Mileage 1,, km. List your truck here! List your truck for free. Subscribe for the latest car reviews,
listings, products and more right in your inbox. Your email address Subscribe. I can
unsubscribe at anytime. I also agree to the Terms of Use and Privacy Policy. Subscription
complete! Discussion in ' Freightliner Forum ' started by edandedjrtrucking , Mar 29, Each
company we work with has specific experience requirements for their drivers. In order for you
to receive the best possible offers, please make sure your answers above are accurate prior to
submitting. Log in or Sign up. Find Trucking Jobs. Mar 29, 1. Hi I own a freightliner century
having the check engine red and yellow turning on and of already done it like 6 times in a mile
run any one may know what is going on the truck keeps running fine but it worries me any
sugestions or answers will be appreciated. Name Email Phone Yes, let employers and
TruckersReport text me with new opportunities, job alerts and other career information to the
number I provided. There is no charge for this service, but standard message and data rates
may apply. Mar 29, 2. I am well informed about these engines and anybody that owns a Century
with a Detroit Engine EGR I supposed it's a Detroit DD15 model that check engine comes
because the turbo that uses today to burn that soot and regeneration BS makes that turbo run a
high like an jet engine. That high pressure creates a signal from the computer diagnosing very
high pressure inside the engine. This happens mostly going up on hills and that check engine
light comes and goes away as soon that you take the foot off the accelerator and slowly press it
back to speed. My Mechanic explained what has to be done but that is something you are going
to have to find out your self on the streets. As long that it is not the engine protection that shuts
your engine, you should be fine. Frghter Century Mar 29, 3. Mar 29, 4. The Century should have
a display with buttons that tells you stuff like mpg, oil temp, trips info and lots of other things in
there. It does have a diagnostic selection that will read back what the codes are if they are
active. I had a bad coolant level sensor do a bit of that once. If the display happens to say
coolant level and you know the level is good, then you could just unplug the level sensor on the
coolant tank, you'll get a check engine light stay on, but it won't shut you down, But try to catch
the codes first, it will read them when it is actually happening if its not in the history section.
Apr 2, 5. Oh I wrote on the email to pump to but I see it's more then that. Apr 2, 6. I moved this to
the garage section for you. Many of our members only look in the garage section, so hopefully
you will get more help in here. Apr 2, 7. Apr 2, 8. Chip S Thanks this. Apr 8, 9. Unfortunately you
may need to take it into freightliner and put it on the diagnostic machine. Landstar , Apr 8, Show
Ignored Content. Draft saved Draft deleted. Your username or email address: Do you already
have an account? No, create an account now. Yes, my password is: Forgot your password?
Quick Links. See also: Manual. Table of Contents. Not all of the All rights reserved. No part of

this publication, in whole or part, may be translated, reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical, photocopying, recording, or
otherwise, without the prior written per- mission of Daimler Trucks North America LLC. Engine
Oil Pressure Gauge 6. Turbo Boost Air Pressure Gauge Secondary Air Pressure Gauge 2.
Engine Coolant Temperature 7. Dash Message Center Engine Oil Pressure Gauge 7.
Transmission Fluid Temperature 2. Engine Coolant Temperature 8. If the en- protection system
is activated in one of two ways. On gine shuts down while the vehicle is in a haz- some engines,
the engine protection system derates ardous location, turn the key to the OFF position the
engine, allowing it to run at lower rpm and slower Flashing indicates the outside left-turn signal
lights are Left-Turn Signal Green activated. Flashing indicates the outside right-turn signal
lights are Right-Turn Signal activated. See Fig. The last three digits at the far right on the lower
line of the driver display screen are reserved for this informa- General Keys Control Keys
Dedicated Keys Setup information Fuel Information viii. Page 24 2. When the engine is started,
the warning light and A sudden increase in oil temperature that is not audible warning remain
on until air pressure in both Interaxle Differential Lock Switch 2. Fifth Wheel Slide Switch On a
vehicle equipped with a battery isolator system, 3. Pull the trailer air supply valve out before
disconnecting a trailer or when operating a vehicle Brake Controls without a trailer. Press the
upper half of the switch Backup lights provide a warning to pedestrians and to activate the fog
lights. Move the paddle switch down to activate upper half of the switch to activate the utility
lights. Press the lower half of the switch to and the taillights. Release the foot pedal to lock or
upper bunk control panels. Record the number so, if needed, a duplicate key can be made.
When closing the doors, ensure that they are completely latched to prevent wind When trailer
air and electrical connections cannot be noise and water intrusion. Page Battery Box Cover
Remove the air fairing panel. See Group onto, or leaving, the back-of-cab area. If no air fairing
panel is installed, remove the Always maintain three-point contact with the step plate. Page
Dash Storage Bin Fig. These lights are activated by a rocker switch on the lower dash panel
next to the climate control switches. Page Heater And Air Conditioner Heater and Air
Conditioner Constant Discharge NOTE: When the fan switch on the cab climate control panel is
off and the sleeper air condi- Temperature Control tioner is on, the cab fan will operate at low
speed even though the cab fan switch is in the The cab heater and air conditioner system is a
Con- off position. The air conditioner automatically turns on in this mode. The recirculation
button will not work in this mode. Temperature Control Switch The temperature control switch
is used to select the desired temperature. If the fan speed or temperature setting on the sleeper
climate control panel is adjusted when The recirculation mode limits the amount of outside the
bunk override mode is on, the bunk override air entering the cab. It is designed to provide a
means of air conditioning to the sleeper area without having the engine running. It is completely
self-contained, and runs on volt deep-cycle batteries. Blocked vents will hamper the operation
of the unit. Page 54 Seats and Seat Belts Seats Not all seats have all of the adjustments listed
below. Unless otherwise noted, all seat adjustments should Fig. The adjustment is either
manually or air controlled, depending on the make of the seat. Bottom Cushion Angle or Fore
and Aft Bottom Cushion Height: This feature enables the occu- pant to raise or lower the front
or back of the bottom cushion. Fore and Aft Adjustment and Isolator Lever 5. Lumbar Support
Switch 7. Height Adjustment Switch Fig. To de- height adjustment switch on the side of the seat.
Correctâ€”Belt is centered on your shoulder and chest, away from your face and neck. Page
Sleeper Compartment Restraints Seats and Seat Belts on your shoulder and chest, away from
your face and neck. To unbuckle the three-point seat belt, press the release button on the
buckle; see Fig. NOTE: Make sure the three-point seat belt is completely retracted when it is not
in use. Your vehicle may or may not have a supple- mental restraint system. Do not at- after
deployment. Pretensioning Cable Tether 2. Suspension Seat 4. Gas Cylinder A. Sensor Bracket
B. Height Adjuster 5. Doing so could result in severe bodily injury or death. Page Brake System
Operation Steering and Brake Systems Before driving your vehicle, allow time for the air After
correcting the brake system problem, uncage compressor to build up a minimum of psi the
spring parking brakes before resuming normal kPa pressure in both the primary and secondary
vehicle operation. Parking Brake Valve Knob 1. Turn Signal Lever 2. Hazard Warning Light Tab
vice brakes are wet. To do so could damage the Fig. Page 71 Steering and Brake Systems
During emergency or reduced-traction stops, fully as driver brake demand, wheel speed, and
vehicle depress the brake pedal until the vehicle comes to a load is gathered by a network of
electronic sensing safe stop; do not pump the brake pedal. With the devices including load
sensors, and signal generat- brake pedal fully depressed, the ABS system will ing tone wheels
and sensors located in the wheel Page Automatic Slack Adjusters Steering and Brake Systems
do not switch off after three seconds, the system should be checked. NOTE: If there is no bulb
check and no dis- played fault, most likely the brake pedal is par- tially depressed, either by the

driver or by some- thing holding the pedal down. The harder an ATS EPA07 engine works, the
better it disposes of soot, as the exhaust heat alone is enough to burn the soot On-road diesel
engines built after December 31, to ash. Page 75 Engines and Clutches high idle speed is being
controlled by the engine Fig. A DPF lamp blinking at the same time as a software, not the driver.
If a critical fault is detected, an amber Check Engine warning lamp and a red Stop Engine lamp
illuminate. Protect the turbocharger during the start-up by NOTE: Some starters are equipped
with op- not opening the throttle or accelerating the en- tional overcrank protection. The fuses
are located seconds. Safety and Environmental Check the engine mounting bolts for tightness.
Retighten them if necessary. Considerations Make sure the battery cable connections are clean
and tight. After normal oil pressure is reached and the temperature gauge needle be- 16 32 48
Page 85 Engines and Clutches the engine when downshifting too soon or miss- rpm. However,
during engine braking only, a ing the full use of a gear by downshifting too higher rpm can be
used to increase retarding late. The shift points of any vehicle can be deter- power, if necessary.
Charge the batteries to full capacity. Page High-Altitude Operation-Cat, Cummins, Dde S60, M-B
If the engine is to be operated in arctic tem- Engines lose horsepower when operated at high
alti- peratures, consult the nearest Freightliner tude because the air is too thin to burn as much
fuel dealer or an authorized Detroit Diesel engine as at sea level. This allows the engine to cool
and the housing will cause oil coking problems. Follow turbocharger to slow down. Page 90
"Control speed" is the speed at which the engine throttle pedals. If it fails to activate, take the
ve- brake performs percent of the required downhill hicle to an authorized Freightliner dealer for
ser- braking, resulting in a constant speed of descent. Page 91 Engines and Clutches To obtain
maximum retarding, maintain the top perature of the oil at full engine power or full governed
speed of the engine through appropri- BrakeSaver capacity, but not both at the same ate
selection of gears when the engine brake is time. Page Clutches Notify your Depending on the
grade and vehicle load, you Freightliner dealer of the problem. Page 94 Engines and Clutches
Gear Shifting Techniques Slightly depressing the clutch pedal while driving is damaging to the
clutch, because partial clutch en- Shift into the next higher gear when the vehicle gagement
causes slippage and heat. Slide Switch 3. MAN Position of slide switch 4. AUTO Position of
slide switch 5. Page Transmissions engage the clutch and drive the vehicle. In increases the
starting gear by one gear, but no higher than fourth gear. Page Zf-Freedomline Automated
Transmissions With the transmission in neutral, release the pedal in the cab. Clutch actuation is
fully automated. On Columbia input shaft to get a reading. Page Operation, Freedomline
Transmissions This transmission requires an additional liter air pedal. After any transmission
service, it will be character is a special character to indicate automatic necessary to charge this
tank with air before the ve- mode. With the transmission in drive, to request an upshift, pull the
control lever up towards you. Page Eaton Fuller Splitter And Range-Shift Transmissions
Transmissions only when operating conditions permit, depend- Downshifting ing on the load,
grade, and road speed. With the transmission in high range, shift pro- gressively downward to
the bottom gear in high Upshifting range, double-clutching between shifts. Position the gear
shift lever in neutral. Start the When in the bottom gear of the high range shift engine, and bring
the air system pressure up to pattern, and ready for the next downshift, push Page
Transmissions button are built into the shift knob. The range prese- lection lever controls range
selection and the splitter Dir OD Dir OD control button located on the side of the shift knob
controls gear splits. Page Transmissions down into low range while operating in high For speed
transmissions: rangeâ€”the splitter will become inoperative. Do not move the control button the
control button while the shift lever is in neu- while the shift lever is in neutral. Shift up through
the high range gears as follows: Continue downshifting from 4th to 1st as follows: For speed
transmissions: For speed transmissions: To shift from 5th direct to 5th overdrive, move the
Models Eaton Fuller speed deep-reduction transmissions Operation, Deep Reduction have a
5-speed front section, and a 2-speed rear range section, with a deep reduction button. RT
Models B. RTO Models 1. High Range 4. High Range 6. Forward for IN 2. Keep the transmission
in gear at all times while Fig. Page Transmissions Use the clutch brake to stop gear rotation
when The lever-only shift is used to skip a full gear. The clutch brake is actuated by de- 5th, 5th
to 7th, and 7th to 9th. The 5th, 5th to 3rd, and 3rd to 1st. All M Transmissions C. High Range f f f
B. All MO Transmissions D. Low Range Speed Fig. Page Meritor Splitter And Range-Shift
Transmissions Transmissions Double-clutch through neutral, and shift into the top gear of the
low range shift pattern. As the Dir OD Dir OD shift lever passes through neutral, the transmission will automatically shift from high range to low range. With the transmission in low range,
downshift through the low range gears as conditions re- quire. Page Meritor Engine Synchro
Shift Ess Automated Models Transmissions Push the clutch pedal to the bottom of travel so
Shift upward through each of the high range the clutch brake slows the transmission for initial
gears, alternating the procedures in steps 10 and gear engagement; holding the clutch pedal at

the 11, above. Page Transmissions engines. The ESS system works with the engine fuel control
system to automatically synchronize en- gine rpm to road speed during gear changes. Use the
clutch only to start and stop the vehicle and to shift into forward or reverse. Page
Transmissions mission returns to manual operation. To reacti- vate the ESS system, press the
shift-intent switch again. See the following procedures for upshifting and downshifting for
instructions on how to use the shift-intent switch. Selector Switch controls gear selection 3.
Neutral Lock Button prevents accidental shift into rear. Page Transmissions neutral. At this
point, as the transmission is synchro- When reverse low is selected, the letter "R" displays
nizing for the new target gear, the gear indicator on the current gear indicator. Page
Transmissions currently selected forward gear 1 through 10 dis- plays on the gear indicator.
When in drive, requests to upshift or downshift are enabled. Either manual or automatic mode
can be selected on the slide switch. Page Transmissions If the transmission does not upshift
quickly enough Ultrashift Diagnostics after power-up or a load change, begin the shift Clutch
Protection Fault manually. Excessive clutch slippage creates heat and reduces the life of the
clutch. Page "N" will appear on the current gear indicator and the vehicle will start. Make sure
the service brakes are applied and the parking brake is set. If the current gear indicator
continues to display a dash, contact an authorized Freightliner or Eaton ser- vice facility. The
LOCK position should be used when the vehicle encounters poor traction conditions; however,
it also increases drivetrain and tire wear and should be used only when improved traction is
required. Page Lockguard will prevent the locks from engaging be- bricated with chassis
grease. For lubrication in- fore the kingpin fully enters the locks. Page 3. The desired load on
the ing the kingpin lock control handle Fig. Page 4. Mounting Bracket injury or death. Page Fifth
Wheels and Trailer Couplings The manually operated slide contains an operating tated to
compensate for wear and maintain an Fig. The air-operated sliding saddle plate contains an air
Placing the operating rod in the lockset position cylinder that moves the operating lever to
unlock moves the lock away from the jaw. Plug the air lines to prevent Retract the trailer landing
gear, and secure the dirt or foreign material from entering the lines. Locking Wedge 2. Locking
Wedge A. Unlocked Position C. Locked 2. Slide Release Pull Handle B. Locking 1. Wedge 3.
Trailer Kingpin Fig. Apply the tractor parking brakes. Page For lubrication instructions, see
Group 31 of the Model Fig. Open the pintle hook by pull- Premier Trailer Couplings ing it down
and toward you. Model B. Model 1. Pintle Hook 3. Pawl Assembly 5. Pawl Wedge 2. Latch 4. Pawl
Lock 6. Shoe Fig. Place a check mark in added during the inspection and maintenance procethe complete Comp. Rotate the control arm toward the brake chamber until it can be felt
contacting the internal stop. Clevis 6. Control-Arm Washers 2. Slack Adjuster and Nut 3. Clevis
Pin 7. Anchor Strap Slot 4. Page Pretrip and Post-Trip Inspections and Maintenance air dryer, it
will not remove the water from the air Check the air intake duct from the air brake system, which
could adversely affect brak- cleaner to the engine intake. Make sure ing. Inspect visible engine
wiring for damage or looseness. Check for loose wiring, chafed insula- tion, and damaged or
loose hold-down clamps. Do not mix gasoline or alcohol with diesel fuel. This mixture could
cause an explosion, possibly resulting in serious personal injury or death. Page If air restriction
exceeds the maximum value again, replace the air cleaner ele- ment. For instructions, refer to
Group 09 of the Columbia Workshop Manual. Page Pretrip and Post-Trip Inspections and
Maintenance system before the vehicle can be started again. Install and hand-tighten the vent
cap. Page Extended-service-life silicone hoses may also be used. See the Alliance Parts Catalog
at Check the steering wheel for excessive play. Start the engine. With the front tires straight
ahead, turn the steering wheel until motion is observed at the front wheels. Page Ordinary Dirt
Cab Appearance vinyl upholstery. To preserve the upholstery and pre- drogen peroxide onto the
cloth. Allow the saturated vent damage, carefully review the following sections cloth to remain
on the spot for 30 to 60 minutes. For for recommended cleaning procedures. Apply the cloth
carefully to the spot from the outer edge to the center. Pat and blot the spot with a clean, dry
cloth. Repeat several times, as necessary, turning the cloths so that the stain does not
redeposit on the fabric. This prevents lubricant between the two measurements must not
exceed from leaking out, and will keep contaminants 14 inches 36 cm. Tow Hook 2. Chain Fig. If
NOTE: On vehicles equipped with an optional extra clearance is needed, remove the bumper
jump-start post, attach the positive cable clamp extension, if equipped. Page Headlight Aiming
Preliminary Checks Page Adjusting Headlight Aim Table Page Ultrashift Diagnostics Page Paint,
Shoe Heel Marks Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Freightliner Recalls.
DEFECT 1 - Description Daimler trucks north
2005 ford mustang battery
2003 cadillac cts engine swap
2000 honda odyssey timing marks

america llc dtna is recalling certain freightliner cascadia, century class, columbia and
coronado trucks and western star , , , and trucks. These vehicles are equipped with kidde
plastic-handle or push button 'pindicator' fire extinguishers that may become clogged,
preventing the extinguisher from discharging as expected or excessive force may be needed to
activate the extinguisher. Additionally, in certain models, the nozzle may detach from the valve
assembly with enough force that it could cause injury and also render the product inoperable.
Corrective Action Dtna will notify owners, and instruct them to contact kidde for a replacement
fire extinguisher, free of charge. The recall began on april 11, Owners may contact dtna
customer service at , or contact kidde customer service toll-free at , or online at Dtna's number
for this recall is fl Notes Owners may also contact the national highway traffic safety
administration vehicle safety hotline at tty , or go to Freightliner Columbia.

