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2nd Printing. USA fus. Ford fusion hybrid automobile owner's manual pages. Ford may change
the contents without notice and without incurring obligation. Please take the time to get well
acquainted with your vehicle by reading this handbook. The more you know and understand
about your vehicle, the greater the safety and pleasure you will derive from driving it. Page 5 Do
not add friction modifier compounds or special break-in oils since these additives may prevent
piston ring seating. See Engine oil in the Maintenance and Specifications chapter for more
information on oil usage. Page 6 In order to properly diagnose and service your vehicle, Ford
Motor Company, Ford of Canada, and service and repair facilities may Page 8 If you do not want
Ford or its vendors to receive this information, do not activate the service. Ford Motor Company
and the vendors it uses to provide you with this information do not store your vehicle travel
information. Features or equipment listed as standard may be different on units built for Export.
Normal braking is still functional unless the brake warning light also is illuminated. Page 14
Refer to the Driving chapter for more information. Refer to the Driving chapter for more
information. Anti-theft system: Flashes when the SecuriLock passive anti-theft system has been
activated. Page 16 Turn signal on warning chime: Sounds when the turn signal has been left on
for an extended period of time. Page 18 this represents the trip mode. Press the control again to
select Trip A and Trip B features. If the warning stays on after the park brake is off, contact your
authorized dealer as soon as possible. For more information on integrated key, refer to the
Locks and Security chapter. Ford strongly recommends that drivers use extreme caution when
using any device that may take their focus off the road. Remove the CD. If you do not remove
the CD, the system will reload the disc. The system will eject all discs and prompt you when to
remove them. Otherwise, random play will begin when the current track is finished playing. The
system will only shuffle the currently playing disc. Page 35 PIN number to its initial password
setting Page 36 OK. For further information, refer to the SYNC information included with your
vehicle for further information. Never touch the playing surface. Page 40 CD units are designed
to play commercially pressed 4. Due to technical incompatibility, certain recordable and
re-recordable compact discs may not function correctly when used in Ford CD players. Do not
use any irregular shaped CDs or discs with a scratch protection film attached. Page Page 43
Note: SIRIUS reserves the unrestricted right to change, rearrange, add or delete programming
including canceling, moving or adding particular channels, and its prices, at any time, with or
without notice to you. Ford Motor Company shall not be responsible for any such programming
changes. This message should disappear shortly. If this message does not clear within a short
present. Page Climate Controls : Distributes air through the instrument panel vents, demister
vents, floor vents and rear seat floor vents if equipped. To return to full automatic control, press
AUTO. See Heated seats in the Seating and Safety Restraints chapter. Press this button again to
return to the previous air flow selection. To return to full automatic mode, press AUTO. Page 54
3. Select recirculated air to provide colder airflow. Set highest fan setting initially, then adjust to
maintain comfort. Page Rear Window Defroster This may cause damage to the heated grid lines
and will not be covered by your warranty. Start with the ignition in the off position and the
headlamp control in the autolamp position. Turn the headlamp control to off. Turn the ignition
switch to on and then back to off. Failure to activate your headlamps under these conditions
may result in a collision. This will turn on the interior courtesy lights. The lights will remain on
until the bottom of the control is pressed. Press the controls to turn on the lamps. All
replacement bulbs are clear in color except where noted. To replace all instrument panel lights see your authorized dealer. Locate the mass air flow sensor electrical connector on the air
outlet tube. This connector will need to be unplugged. Remove the air filter assembly. Remove
the rubber headlamp bulb access cover. Page 64 4. Remove the bulb socket by rotating it
counterclockwise, then pull it straight out of the lamp assembly. Make sure headlamp control is
in the off position, then open the hood. At the wheel well, remove the press pins from the splash
shield. Page 66 Turn the headlamps on and make sure they work properly. If the headlamp was
correctly aligned before you changed the bulb, you should not need to align it again. Reaching
through the wheel well, remove the rubber headlamp bulb access cover. Rotate the headlamp
bulb counterclockwise and remove the headlamp bulb 5. Disconnect the electrical connector.
Carefully pull bulb straight out of socket and push in the new one. Install new bulb socket into
the lamp assembly by aligning the indexing fingers, then rotate clockwise to locked position.
Reach over the front bolster to access the bulb. Reverse these steps to complete the process.
Page 70 3. Rotate the lamp clockwise while holding the electrical connector in place. After
rotating the lamp 90 degrees clockwise, pull and disengage the wire harness and bulb from the

lamp. Doing so may result in permanent deformation. Remove the screws from the license plate
lamp assembly. Remove bulb socket by turning counterclockwise. Carefully pull the bulb out
from the socket. Install new bulb s in reverse order. Carefully disconnect the bulb from the
harness assembly via the two snap clips. Install the new bulb in reverse order. Page 76 This
variation is four degrees between adjacent zones and will become noticeable as the vehicle
crosses multiple zones. A correct zone setting will eliminate this error. Refer to Compass zone
adjustment. Start the vehicle. Page 78 3. Hard objects can injure you in a collision. Always keep
the power point caps closed when not being used. Refer to Rearview camera system in the
Driving chapter. Page 84 Disengaging the speed control will not erase the previous set speed.
Note: When you use the clutch pedal to disengage the speed control, the engine speed may
briefly increase, this is normal. Note: When you turn off the speed control or the ignition, your
speed control set speed memory is erased. Press to activate phone mode or answer a phone
call. Press and hold to end a call or exit phone mode. To stop motion at any time during the
one-touch operation, press the control a second time. Page 88 The moon roof has a sliding
shade that can be opened or closed when the glass panel is shut. To close the shade, pull it
toward the front of the vehicle Fusion fsn Owners Guide, 2nd Printing USA fus Page 89 if
equipped may be used for up to 10 minutes after the ignition switch is turned off or until any
door is opened. It is recommended that you keep the label in a safe place for future reference.
Turn the ignition to the off position. The horn will chirp once to confirm the procedure is
complete. Keyless entry keypad procedure 1. Turn the ignition to the 1 off position. Close all the
doors. Enter factoryâ€”set 5â€”digit entry code. If the procedure needs to be repeated, wait a
minimum of 30 seconds before beginning again. The user should receive a horn chirp to
indicate the system has been disabled or a chirp followed by a honk to indicate the system has
been enabled. Page 96 Exposure of people or animals to these high temperatures for even a
short time can cause death or serious heat-related injuries, including brain damage. Small
children are particularly at risk. Note: The interior lamps will illuminate. Illuminated entry The
interior lamps and puddle lamps if equipped illuminate when the Integrated Keyhead
Transmitter is used to unlock the door s. This mode disables the keypad for one minute and the
keypad lamp will flash. Use of these systems may result in vehicle starting problems and a loss
of security protection. Page The theft indicator will flash every two seconds to act as a theft
deterrent when the vehicle is armed. Automatic disarming The vehicle is disarmed immediately
after the ignition is turned to the on position. Page Steps 1 through 8. If failure repeats, bring
your vehicle to your authorized dealer to have the new key s programmed. To program
additional new unprogrammed key s , wait 20 seconds and then repeat this procedure from Step
1. Whenever possible it should be installed and properly adjusted when the seat is occupied.
Lift handle to move seat forward or backward. Move the seat as far forward as possible. Secure
the load to help prevent shifting during sudden stops. Refer to Front passenger sensing system
in the Airbag supplemental restraint system SRS section for additional details. Failure to follow
these instructions may interfere with the front passenger seat sensing system. Power recline if
equipped Press the control to recline the seatback forward or rearward. Store the head restraint
in a secure location, such as the trunk of the vehicle. Split-folding rear seatbacks One or both
rear seatbacks can be folded down to provide additional cargo space. Unless serviced, the
system may not function properly in the event of a collision. How to disengage the automatic
locking mode WARNING: Ford Motor Company recommends that all passenger safety belt
assemblies and attaching hardware should be inspected by an authorized dealer after any
collision to verify that the automatic locking retractor feature for child seats is still working
properly. Page Safety belt warning light and indicator chime The safety belt warning light
illuminates in the instrument cluster and a chime sounds to remind the occupants to fasten
their safety belts. The Belt-Minder feature will not activate. Airbags offer greater protection
when used with safety belts. Do not modify the front end of the vehicle. Front airbags are
designed to activate in frontal and near-frontal collisions, not rollover, side-impact, or
rear-impacts unless the collision causes sufficient longitudinal deceleration. When the
passenger airbag off light is illuminated, the passenger side airbag may be disabled to avoid the
risk of airbag deployment injuries. Page SRS, its fuses or the seat cover on a seat containing an
airbag. Contact your authorized dealer as soon as possible. Do not touch them after inflation. If
the air curtain is not replaced, the unrepaired area will increase the risk of injury in a collision.
Also see Airbag supplemental restraint system SRS in this chapter for special instructions
about using airbags. Page Accident statistics suggest that children are safer when properly
restrained in the rear seating positions than in a front seating position. Page Highway Traffic
Safety Administration NHTSA provides education and training to ensure that all children ages 0
to 16 are properly restrained in the correct restraint system. Page Children 12 and under should
be properly restrained in a rear seating position whenever possible. If all children cannot be

seated and restrained properly in a rear seating position, properly restrain the largest child in
the front seat. Make sure the tongue is securely fastened in the buckle. Position the child safety
seat in a seat with a combination lap and shoulder belt. Attach the tether strap if the child seat
is equipped. Refer to Attaching child safety seats with tether straps later in this chapter. See
Attaching child safety seats with tether straps and Recommendations for attaching safety
restraints for children in this chapter for more information. To avoid risk of injury, occupants
should only use seating positions where they are able to be properly restrained. Refer to
Recommendations for attaching child safety restraints for children in this chapter. Locate the
correct anchor for the selected seating position. If your child restraint system is equipped with a
tether strap, and the child restraint manufacturer recommends its use, Ford also recommends
its use. Child booster seats The belt-positioning booster booster seat is used to improve the fit
of the vehicle safety belt. Page To improve the fit of both the lap and shoulder belt on children
who have outgrown child safety seats, Ford Motor Company recommends use of a
belt-positioning booster. Move a child to a different seating location if the shoulder belt does
not stay positioned on the shoulder during use. Ford Motor Company recommends that all
safety belt assemblies in use in vehicles involved in a collision be replaced. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford Motor
Company to give you the following information about tire grades exactly as the government has
written it. You are strongly urged to buy a reliable tire pressure gauge, as automatic service
station gauges may be inaccurate. Ford recommends the use of a digital or dial-type tire
pressure gauge rather than a stick-type tire pressure gauge. Page Tire Inflation Always inflate
your tires to the Ford recommended inflation pressure even if it is less than the maximum
inflation pressure information found on the tire. Page For your safety, tires that are damaged or
show signs of excessive wear should not be used because they are more likely to blow out or
fail. Page The tire pressure sensors mounted in the wheels originally installed on your vehicle
are not designed to be used in aftermarket wheels. Page Rotating your tires at the
recommended interval as indicated in the scheduled maintenance information that comes with
your vehicle will help your tires wear more evenly, providing better tire performance and longer
tire life. These ratings are listed in the following chart. The tire suppliers may have additional
markings, notes or warnings such as standard load, radial tubeless, etc. Page 4. Maximum Load
Single lb kg at psi kPa cold: Indicates the maximum load and tire pressure when the tire is used
as a single; defined as two tires total on the rear axle. Refer to the payload description and
graphic in the Vehicle loading â€” with and without a trailer section. Always check the TPMS
malfunction telltale after replacing one or more tires or wheels on your vehicle to ensure that
the replacement or alternate tires and wheels allow the TPMS to continue to function properly.
Check your tire pressure to ensure tires are properly inflated; refer to Inflating your tires in this
chapter. Page Inflate all the tires to the recommended inflation pressure. Repair the damaged
road Use of any tire or wheel not recommended by Ford can affect the safety and performance
of your vehicle, which could result in an increased risk of loss of vehicle control, vehicle
rollover, personal injury and death. Page Vehicle Loading Once you have reached the maximum
payload of your vehicle, do not add more cargo, even if there is space available. Overloading or
improperly loading your vehicle can contribute to loss of vehicle control and vehicle rollover.
GAW Gross Axle Weight â€” is the total weight placed on each axle front and rear â€” including
vehicle curb weight and all payload. These guidelines are designed to prevent damage to your
vehicle. Otherwise, no recreational towing is permitted. In case of roadside emergency with a
disabled vehicle, please refer to the Wrecker towing section in the Roadside Emergencies
chapter. The emission system heats up the engine compartment and exhaust system, which can
start a fire. Make sure the headlamps and electrical accessories are off. Page 3. Turn the key to
3 on without turning the key to 4 start. Some warning lights will briefly illuminate. See Warning
lights and chimes in the Instrument Cluster chapter for more information regarding the warning
lights. Page The ABS will be activated immediately, allowing you to retain full steering control
during hard braking and on slippery surfaces. However, the ABS does not decrease stopping
distance and does not decrease the time necessary to apply the brakes. Page Advancetrac
AdvanceTrac sensors. Reducing the effectiveness of the AdvanceTrac system could lead to an
increased risk of loss of vehicle control, vehicle rollover, personal injury and death. Page The
engine traction control and brake traction control systems may be deactivated in certain
situations. See the Switching Off AdvanceTrac section below. Open the storage compartment
lid and carefully pry the trim panel 2 up from rear attachments on the storage compartment and
disconnect it from the console to expose the inside of the gearshift. Page Always come to a
complete stop before shifting into and out of R Reverse. N Neutral With the gearshift lever in N
Neutral , the vehicle can be started and is free to roll. Hold the brake pedal down while in this
position. This will increase engine RPM during engine braking. Turn the ignition off. Use 1 First

gear and set the parking brake fully. Refer to the Navigation System supplement for more
information. If the image is still not clear after cleaning, have your system inspected by your
authorized dealer. Backing slowly from the parking spot in these situations helps to increase
the sensor coverage and effectiveness. False alerts are temporary and self correct. The
message center warning may be cleared by the driver but the exterior mirror alert indicator will
remain illuminated. It may be desirable to turn the BLIS off if the false alerts become annoying.
L Low gear operation will maximize the engine and transmission cooling capability. Turn the
ignition to the off position and remove the key whenever you leave your vehicle. Page Avoid
sudden applications of power and quick changes of direction on snow and ice. Apply the
accelerator slowly and steadily when starting from a full stop. Ford Motor Company
recommends that caution be used with any vehicle equipped with a high load or device such as
ladder or luggage racks. Page Once through the water, always dry the brakes by moving your
vehicle slowly while applying light pressure on the brake pedal. Wet brakes do not stop the
vehicle as quickly as dry brakes. This program is separate from the New Vehicle Limited
Warranty. Page Assistance, call Canadian customers who require roadside assistance, call If
you need to arrange roadside assistance for yourself, Ford Motor Company will reimburse a
reasonable amount for towing to the nearest dealership within 35 miles 56 km. To obtain
reimbursement information, U. Turn the ignition to the on position. Wait a few seconds and
return the key to off position. Make another check for leaks. Ford Motor Company recommends
that the fuel system be inspected by an authorized dealer after any collision. Page Passenger
Compartment Fuse Panel The fuse panel is located below and to the left of the steering wheel
by the brake pedal. Remove the panel cover to access the fuses. To remove a fuse use the fuse
puller tool provided on the fuse panel cover. Page Roadside Emergencies The fuses are coded
as follows. Page Changing The Tires To restore the full functionality of the monitoring system,
all road wheels equipped with tire pressure monitoring sensors must be mounted on the
vehicle. If the dissimilar spare tire or wheel is damaged, it should be replaced rather than
repaired. Remove the jack retention bolt by turning it counterclockwise and remove the jack
from the vehicle. Remove the center ornament if equipped from the wheel. Loosen each wheel
lug nut one-half turn counterclockwise but do not remove them until the wheel is raised off the
ground. Page If you are using the temporary tire, the lug nut washers will not appear to be flush
with the rim. This is normal only when using the temporary spare tire. Lower the wheel by
turning the jack handle counterclockwise. Bolt size M12 x 1. Use only Ford recommended
replacement fasteners. This could damage the fuel system and its seal, and may cause fuel to
run onto the ground instead of filling the tank, all of which could result in serious personal
injury. Turn the heater fan on in both vehicles to protect from any electrical surges. Turn all
other accessories off. Ensure that the cables are clear of fan blades, belts, moving parts of both
engines, or any fuel delivery system parts. Remove the jumper cable from the ground metal
surface. Note: In the illustrations, lightning bolts are used to designate the assisting boosting
battery. Do not tow with a slingbelt. Ford Motor Company has not approved a slingbelt towing
procedure. If the vehicle is towed by other means or incorrectly, vehicle damage may occur.
Page Driving chapter for specific instructions if you cannot move the gear shift lever into N
Neutral. Page Customer Assistance A reasonable time must be allowed to perform a repair after
taking your vehicle to the authorized dealer. Repairs will be made using Ford or Motorcraft
parts, or remanufactured or other parts that are authorized by Ford. Ford is also allowed a final
repair attempt in some states. Page If you are in another foreign country, contact the nearest
authorized dealer. If the authorized dealer employees cannot help you, they can direct you to
the nearest Ford affiliate office. If you buy your vehicle in North America and then relocate
outside of the U. Page Reporting Safety Defects U. Page Use only approved products to clean
plastic parts. These products are available from your authorized dealer. The dull finish in this
area helps protect the driver from undesirable windshield reflection. Keep body and door drain
holes free from packed dirt. These quality products have been specifically engineered to fulfill
your automotive needs; they are custom designed to complement the style and appearance of
your vehicle. Page Maintenance And Specifications 1. Set the parking brake, press and hold the
clutch pedal, place the gearshift in 1 First , and release the clutch pedal. Turn off the engine and
remove the key. Block the wheels. Go to the front of the vehicle and release the auxiliary latch
that is located under the front center of the hood. Lift the hood and support it with the prop rod.
Engine oil dipstick 4. Transmission fluid dipstick automatic transmission only 6. Battery 7.
Power distribution box 8. Air filter assembly 9. Coolant bleed valve Transmission fluid dipstick
automatic transmission only 4. Battery 5. Power distribution box 6. Air filter assembly 7. Coolant
bleed valve 8. Engine oil dipstick 9. Engine oil filler cap Brake fluid reservoir 4. Engine oil
dipstick 8. Engine oil filler cap 9. Windshield washer fluid reservoir Attach the new wiper to the
wiper arm and press it into place until a click is heard. Replace wiper blades at least once per

year for optimum performance. Open the hood. Protect yourself from engine heat. Locate and
carefully remove the engine oil level dipstick. Wipe the dipstick clean. Insert the dipstick fully,
then remove it again. Refer to Adding engine oil in this chapter. Install the dipstick and ensure it
is fully seated. Fully install the engine oil filler cap by turning the filler cap clockwise until it
stops. Page Battery Lift the battery with a battery carrier or with your hands on opposite
corners. If sprayed on the windshield, engine coolant could make it difficult to see through the
windshield. Page 2. When the engine is cool, wrap a thick cloth around the coolant pressure
relief cap on the coolant reservoir a translucent plastic bottle. Slowly turn cap counterclockwise
left until pressure begins to release. Step back while the pressure releases. Used engine coolant
should be disposed of in an appropriate manner. Page Once the engine temperature cools, the
engine can be re-started. Take your vehicle to an authorized dealer as soon as possible to
minimize engine damage. WARNING: The flow of fuel through a fuel pump nozzle can produce
static electricity, which can cause a fire if fuel is pumped into an ungrounded fuel container.
After you are done pumping fuel, slowly remove the fuel filler nozzleâ€”allow about five
seconds after pumping fuel before removing the fuel filler nozzle. This allows residual fuel to
drain back into the fuel tank and not spill onto the vehicle. Page 3, miles 4, km. See scheduled
maintenance information for more information. For more Page Empty reserve is the small
amount of fuel remaining in the fuel tank after the fuel gauge indicates empty. Additionally,
keeping records during summer and winter will show how temperature impacts fuel economy.
In general, lower temperatures give lower fuel economy. Refer to Maintenance product
specifications and capacities in this chapter. Follow the recommended maintenance schedule
and owner maintenance checks found in scheduled maintenance information. The scheduled
maintenance items listed in scheduled maintenance information are essential to the life and
performance of your vehicle and to its emissions system. Be sure to put the cap back on the
reservoir. Refer to Maintenance product specifications and capacities in this chapter for the
proper fluid type. However, the fluid must be re-checked at the proper fluid temperature. The
use of these materials may affect transmission operation and result in damage to internal
transmission components. Remove the dipstick and inspect the fluid level. The fluid should be
in the operating range for normal operating temperature. Your vehicle is equipped with one of
the following dipsticks. Page See the Tires, Wheels and Loading chapter for more information
on recreational flat towing. Install and tighten the fill plug securely. Use only fluid that meets
Ford specifications. Refer to the Maintenance product specifications and capacities section in
this chapter. Release the clamps that secure the air filter housing cover. Carefully separate the
two halves of the air filter housing. Remove the air filter element from the air filter housing. The
customer warranty may be void for any damage to the engine if such spark plugs are not used.
Page Safety Compliance Certification Label may be located. Make, vehicle line, series, body
type 4. Engine type 5. Check digit 6. Model year 7. Assembly plant 8. The following table tells
you which transmission each code represents. These quality accessories have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and aerodynamic appearance of your vehicle. With Ford ESP, you minimize your risk for
unexpected repair bills and rising repair costs. Page Controls power seat Page
Recommendations for attaching safety restraints for children Page Index Windshield washer
fluid and wipers This manual is also suitable for: Fusion. Print page 1 Print document pages.
Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from
disk. Upload from URL. Introduction This policy implements the procedures set forth in 17 U. It
is the policy of the Company to respect the legitimate rights of copyright owners, their agents,
and representatives. Users of any part of the Company computing system are required to
respect the legal protections provided by applicable copyright law. Email: violations contact
form this email address is only for copyright infringement claims â€” you will not receive a reply
if the matter is not a copyright issue : legal hollywood. When we receive proper notification of
claimed infringement, the Company will follow the procedures outlined herein and in the DMCA.
An electronic or physical signature of the copyright owner or a person authorized to act on
behalf of the owner of an exclusive right that is allegedly infringed. Identification of the
copyrighted work or works claimed to have been infringed. Identification of the material that is
claimed to be infringing or to be the subject of infringing activity and that is to be removed or
access to which is to be disabled, and information reasonably sufficient to permit the Company
to locate the material. Information reasonably sufficient to permit the Company to contact the
complaining party, including an address, telephone number, and, if available, an email address
at which the complaining party may be contacted. A statement that the information in the notice
is accurate, and under penalty of perjury, that the complaining party is authorized to act on
behalf of the owner of an exclusive right that is allegedly infringed. If you do not include all of
the above information, it may invalidate your notification or cause a delay of the processing of

the DMCA notification. Please note that, under Section f of the Copyright Act, any person who
knowingly materially misrepresents that material or activity is infringing may be subject to
liability. Please also note that the information provided in your notification to us may be
forwarded to the perso
walmart car radio installation
cdi wiring diagram
automatic transmission training
n who provided the allegedly infringing content. Company reserves the right to publish
Claimant information on the site in place of disabled content. The Company will comply with the
appropriate provisions of the DMCA in the event a counter notification is received. Please note
that under Section f of the Copyright Act, any person who knowingly materially misrepresents
that material or activity was removed or disabled by mistake or misidentification may be subject
to liability. Accommodation of Standard Technical Measures It is Company policy to
accommodate, and not interfere with, standard technical measures it determines are reasonable
under the circumstances, i. Click here - to use the wp menu builder Click here - to use the wp
menu builder. Where Are They Now? Want More? Sign Up for Our Newsletter! Follow hollywood.
Copyright Issues Hollywood. Complaint Notice Procedures for Copyright Owners The following
elements must be included in your copyright infringement complaint notice: 1.

