2010 toyota sienna interior

Your Toyota Sienna allows you to load up your family, friends, all their gear, and get there in
comfort. Toggle navigation Parts. Search Go. You can edit the name of your vehicle by clicking
the pencil icon on the right. Something went wrong. Please try again. Select Your Vehicle
Below:. VIN Go. No vehicles found. Select your vehicle below:. Only at Participating Dealers.
Restrictions May Apply. Home Toyota Accessories Sienna Interior. Genuine Toyota Sienna
Interior Accessories. Cargo Management. Driver Convenience. Interior Styling. Vehicle Security.
Ashtray Kit Part. Auto-Dimming Mirror. Cargo Net. Cargo Tote - Black. Carpet Floor Mats.
Caution Engine Room Label. Remote Engine Starter. Interface Kit for iPod. Interface kit for iPod
Cable Kit. Key Finder. Hands Free System. Security System. Legal Privacy Policy Legal Terms.
Specifications, features, equipment, technical data, performance figures, options, and color and
trim are based upon information available at time of publication, are subject to change without
notice, and are for mainland U. While every reasonable effort is made to ensure the accuracy of
this data, we are not responsible for any errors or omissions contained on these pages. Please
verify any information in question with a sales representative. All information applies to U. Top
Features. Model Grades. More Info. Not all colors available on all model grades. Historically,
vehicle manufacturers and distributors have charged a separate fee for processing, handling
and delivering vehicles to dealerships. Toyota's charge for these services is called the
"Delivery, Processing and Handling Fee" and is based on the value of the processing, handling
and delivery services Toyota provides as well as Toyota's overall pricing structure and may be
subject to change at any time. Toyota may make a profit on the Delivery, Processing and
Handling Fee. Excludes taxes, license, title and available or regionally required equipment. The
published prices do not apply to Puerto Rico and the U. Virgin Islands. Actual dealer price will
vary. Actual mileage will vary. EPA ratings not available at time of posting. For more information
on mpg, please see Actual MPGe will vary. Battery capacity will decrease with time and use. See
Actual MPGe will vary depending upon driving conditions, how you drive and maintain your
vehicle, and other factors. For more information, see EPA estimates not available at time of
posting. Fueling time varies with hydrogen fueling pressure and ambient temperature. EPA
ratings not available at time of printing. Based on RAV4 Hybrid vs. Information from ToyotaCare
for Prius and Prius Prime covers normal factory scheduled maintenance for two years or 25,
miles, whichever comes first. Certain models require a different maintenance schedule as
described in their Maintenance Guide. Roadside Assistance does not include parts and fluids,
except emergency fuel delivery. See Toyota dealer for details and exclusions. Valid only in the
continental U. Test results are accurate as of the date noted, using the specified
audio-multimedia system grades, cell phone operating systems and mobile apps associated
with the respective vehicle. Phone performance depends on software version, cellular reception
and other factors not controlled by Toyota. Information will be updated on an ongoing basis as
new phones are constantly being tested. If your cell phone or operating system is not listed, it
may still be compatible, however we do not have results to display at this time. Please note that
Toyota does not make recommendations on phone carriers, manufacturers, models or
operating systems. Not all applicants will qualify. You may defer the first retail payment for up
to 90 days from the contract date up to 45 days in Pennsylvania. The amount of interest you pay
will increase because finance charges accrue from the contract date origination. Earned interest
over the first 90 days will be paid as interest according to your amortization schedule and will
not be waived or added to the principal. Available on new and Certified Used Toyotas. Maximum
term is 72 months. Individual dealer prices, other terms, and offers may vary. Void where
prohibited. Not compatible with iFi program. Contact your participating Toyota dealer for
details. The day program is offered June 2, through July 6, , and the day program in
Pennsylvania is offered June 2, through July 6, This offer requires approved credit and
financing through Southeast Toyota Finance. Payments may be deferred for up to the first 90
days from inception. Interest will accrue from inception and the total amount of interest you will
pay may be higher due to the deferment. Available on new Toyota vehicles only. Maximum
contract term is 75 months. May not be combined with certain other offers. See your
participating Toyota dealer for details. Must complete retail sale and take delivery from July 7,
through August 3, Use for comparison purposes only. Toyota's charge for these services is
called the "Delivery, Processing and Handling Fee" and is based on the value of the processing,
handling and delivery services Toyota provides as well as Toyota's overall pricing structure.
Dealer price will vary. AT and SR5 4x2 4-Cyl. AT and SR5 4x4 4-Cyl. ToyotaCare for Mirai covers
normal factory scheduled maintenance for three years or 35, miles, whichever comes first.
Roadside Assistance does not include parts and fluids. See an Authorized Fuel Cell Dealer for
details and exclusions. Dynamic Navigation depends on an operative telematics device, a
cellular connection, navigation map data and GPS signal strength, and other factors outside of
Toyota's control, which can limit system functionality or availability. Services not available in

every city or roadway. Use common sense when relying on information provided. Service may
vary by vehicle and region. Registration is required. Terms of Use apply. Do not rely exclusively
on the Blind Spot Monitor. Always look over your shoulder and use your turn signal. There are
limitations to the function, detection and range of the monitor. See Owner's Manual for
additional limitations and details. Cargo and load capacity limited by weight and distribution.
Always properly secure cargo and cargo area. Do not use the lounge chair with ottoman when
vehicle is in motion use only when vehicle is stationary. If the ottoman is in use during an
accident, the lap belt may slide past the hips. This could result in restraint forces being applied
directly to the abdomen, or your neck may contact the shoulder belt, increasing the risk of
death or serious injury. Rated for watts shared between both outlets. Kick sensor is not
compatible with tow hitch and other accessories that mount to or near the rear bumper.
Installation of a tow hitch receiver or other accessories located near the rear bumper or
side-door kick sensors may require disabling or removing the kick sensor, and the sensor
operation setting in your vehicle should be turned off. Water, weather, dirt, and other conditions
also may cause the sensor to not operate properly or to operate unintentionally. See Owner's
Manual for limitations. Do not exceed W. Do not rely exclusively on the Rear Cross-Traffic Alert
system. Always look over your shoulder and use your mirrors to confirm rear clearance. There
are limitations to the function, detection and range of the system. A majority of all used US
imports have either been in accidents, been stolen, been flooded, salvaged and rebuilt and
shipped to Europe or are subject to open recalls. For 30 years, CARFAX has been collecting
data on US vehicles from thousands of sources and has helped millions of used car shoppers
reduce their risk of getting stuck with a vehicle that has costly hidden problems. For more than
30 years, CARFAX has been helping millions of used car shoppers make better purchase
decisions and avoid expensive hidden problems. In addition, CARFAX has helped used car
dealers around the world to build trust with their customers and sell their American cars with
confidence. With more than 14 billion records, CARFAX has built up its database with the help
of its partners and sources, including government offices, law enforcement agencies, service
and repair shops, car dealerships, insurance companies and many more. In addition to publicly
available information, CARFAX has collected information from many independent reliable
sources. Thanks for the service, the price was absolutely worth. Immediately to the Internet,
paid with credit card and in 10 minutes I had the report. Vehicle imported from California to
Lithuania. For some weeks "Babs" is now with us and we have a lot of fun with the car. Buying
Used American Cars? Search by VIN. Instant Access. We offer you unique vehicle history to
help you make better purchase decisions. Trusted by millions of users. Worldwide market
leader. The most popular blog articles How to detect mileage rollback? Mileage rollback is one
of the most occurring types of fraud in the selling process of used cars. However, there are
ways to detect mileage fraud. Even though odometer fraud is difficult to detect for the untrained
eye, it is not an impossible task. Import a car from the USA. There are a few advantages to
buying a American used car. Check the Service History of a Car. How important is the service
history of a car? CARFAX takes a look at these questions and explains the importance of the
service history of a car, as well as where you can find the complete history of service records.
Make a VIN Search. An E-Gift card is the fastest way to send a gift card amount immediately to
your recipient's email address provided below. The recipient will receive an email upon your
order completion with the information you provided along with an active gift card number for
the amount chosen that they can use for future purchases on WeatherTech. In the quest for the
most advanced concept in floor protection, the talented designers and engineers at
WeatherTech have worked tirelessly to develop the most advanced floor protection available
today! The WeatherTech FloorLiner accurately and completely lines the interior carpet giving
"absolute interior protection"! Digital laser measurements of interior surfaces offer a
consistently perfect fit! A patented High-Density Tri-Extruded HDTE material allows for a rigid
core for strength while offering surface friction to the carpet, as well as tactile feel to the
surface! Advanced surfacing creates channels that carry fluids and debris to a lower reservoir
with further channeling to help minimize fluid movement while driving! Once fluids become
trapped in the reservoir, away from shoes and clothing, they are easily removed from the
WeatherTech FloorLiner over the door sill. No muss-no fuss! Our FloorLiners help protect
resale value too! Simply put, the cost of owning a vehicle is the difference between what you
pay for it and what you sell it for. There are many factors that influence resale value; miles,
exterior condition, maintenance history and of course interior condition. The FloorLiner is
designed for vehicles with factory carpet installed when manufactured. Please take your old
floor mats out before installing your new WeatherTech FloorLiner. Please note that the
on-screen color representations are not necessarily precise representations of actual product
colors due to variance in monitor calibrations. WeatherTech Direct, LLC warrants that our

products will be free from any defects in materials and workmanship for the life of the original
purchaser and only for the original vehicle they were installed in. That does not mean that a
product that simply and naturally wears out from normal use is a candidate for a warranty
replacement or a refund. Like tires, brake pads or the shoes on your feet, everything wears out
and when it does, that does not mean you did not receive good value for your money. We are
reasonable people and we believe in true customer satisfaction. We will work with you for a fair
resolution to any issue you may have. Fair is defined as being fair to both you the customer and
to WeatherTech. We do not charge extra for our products to our vast majority of customers so
we can accommodate ridiculous warranty claims by the few. Our decision is final and will
consist of either replacement of your product at no charge or charge you a prorated amount for
a replacement, meaning we may extend a discount to you to purchase an exact replacement.
Our goal is to keep our customers happy for a lifetime and always reach a fair resolution to any
issue. Proof of purchase is required. Exclusions to this warranty include wear due to severe
abrasive conditions, chemical contamination, such as spilled gasoline, bleach, vehicle
accidents, misuse, abuse, incorrect installation, incorrect use, etc. Continue Shopping. View
Accessible Videos. Share Facebook Twitter Pintrest. Vehicle: Toyota Sienna. Edit Vehicle. Part
Number: Vehicle Options: Edit Options. Please Note:. Step 2 - Select your color Black Tan Grey.
Message: characters remaining. Purchase more than one and additional quantities ship for
FREE. Sorry, this product is unavailable. Click HERE to sign up to know when new products
become available. FREE shipping on all additional sets of FloorLiner's for a 2nd, 3rd, etc vehicle
when purchased at the same time. Login to view price and order. Please Note, read. Rear
FloorLiner. Return to Videos tab Videos. Return to Lifetime Limited Warranty tab Lifetime
Limited Warranty Lifetime Limited Warranty WeatherTech Direct, LLC warrants that our
products will be free from any defects in materials and workmanship for the life of the original
purchaser and only for the original vehicle they were installed in. Return to Testimonials tab
Reviews. Do I have to trim my FloorLiners? Some vehicles have options i. In these instances,
we incorporate trim lines to accommodate those options affected. How should I clean my
FloorLiners? However, mild detergent, warm water, and a soft-bristle brush will also help clean
the FloorLiner or All-Weather Floor mats. Do not clean with harsh chemicals or apply
silicone-based cleaners such as Armor All. Your set will include both pieces, unless it is a
single-piece design. Can I put the FloorLiners on top of or under my factory mats? Failure to
remove factory mats will result in an improper fit, which will likely create interference with
vehicle controls, resulting in an unsafe condition for operating the vehicle. We strive to offer the
most protection possible for the vehicle footwell. Some designs allow for a one-piece,
over-the-hump liner, and others present limitations that require a two-piece design. The fitment
notes and images on our website generally show whether the part is a one-piece or two
individual pieces. Is the material odorless? Does this product contain Latex? The FloorLiner
was first developed in , and our efforts have been dedicated to developing applications for
popular models from to current. How do I remove the FloorLiners from my car? Some vehicles
utilize posts, snaps, hooks-and-loops, as well as other retention devices that require a degree
twist to remove-and-install. Once identified, refer to the instructions supplied with your
FloorLiners or mats. The FloorLiners are only sold in pairs or complete sets. If the vehicle is
designed with a well-shaped floor space, the FloorLiner will rise up to and along the door sill,
but not cover it completely. FloorLiner HP is made from a flexible rubber-type mat that drapes
over the floor area and features standing walls that cover the front, back and sides of the
vehicle floor. The FloorLiners are a floor covering with standing walls that go up the front, back,
and sides of the vehicle floor. All three will protect the carpet and contain spills; however,
FloorLiner HP is truly the next generation of FloorLiner. We strive to offer as much protection to
the vehicle floor as possible. There are inherent limitations in the manufacturing process that
may limit the height of some walls on a specific application. BMW uses a hook-and-loop system
for retaining their carpet mat. It is typically mounted to a socket in the floor by a degree twist.
Rotate counter-clockwise and lift to remove. To reinstall, rotate retention system clockwise with
a downward push. When replacing the original system, please retain the devices with your
original carpet floor mats. The WeatherTech logo gel label detached from my product. Can I get
replacements? If for some reason the gel label s become detached, please notify our customer
service team and we will ship out replacement labels at no charge to you. If there are designated
trim lines, does that void my warranty if I use them? It does not, some product variations
require customers to trim their FloorLiners for the best possible fit. Are WeatherTech
FloorLiners stain-resistant? FloorLiners will resist staining, however routine maintenance is
recommended to prolong the life and integrity of the product. Will FloorLiners fit
handicap-accessible vehicles? Due to the high level of modification found in these vehicles we
can make no guarantees of the fitment of our parts in handicap-accessible vehicles. What does

the quantity QTY selector change? The Quantity selector on the website does not determine the
number of individual products to purchase, but rather the number of total product sets you will
receive upon purchase. To change your selected product set, simply select one of the images
under the "Select Your Set" heading in Step 1. This will allow you to purchase a full or partial
set depending on your selection. On-screen or ad color representations may appear slightly
different as a result of studio lighting, variance in monitor calibrations, or magazine print
quality. Will this product fade or discolor when exposed to UV? Back to Top. Related Products
for. View All Related Products. You are now leaving WeatherTech. I have been trying to
transition to LED lighting wherever I can, for power conservation, and for brightness as well. I
had wanted to swap out the bulbs in my Toyota Sienna Minivan for some time but wanted to buy
the entire set in one package. I found a set on Amazon. Once I received them I discovered that
even though they were specifically for the Toyota Sienna, there were essentially no instructions
for the replacement of the 11 different bulbs that I wanted to replace. Those instructions do not
cut it. Here is how to replace all the interior dome lights on a Toyota Siennaâ€¦. One thing I want
to note up front. I somehow shorted one of mine and had to replace the fuse and I give you the
steps here:. You must pry on the correct end of the lens though. You can determine the correct
end of the lens by looking for the large dark vertical rectangle as seen in the circle below. One
thing to note is that the lens can be installed either way so the correct end to pry may be on the
right or the left side of the lens. The passenger- and driver-side door bulbs are held in place by
two alligator-like spring jaws. All you need to do is pry the bulb straight out. Be careful to not
short the two terminals together or you will blow a Amp fuse located in the trunk. I somehow
blew a fuse when changing a different bulb. Click here for instructions on how to replace that
fuse. You can pry one end out first and then the other:. Use one of the bulbs with 12 LEDs as
circled below:. These bulbs have a polarity to them. Polarity means that one end of the bulb
needs to be connected to the positive 12 volts and the other end needs to be connected to the
negative or ground. You also want the yellow squares to face the outsideâ€”those yellow
squares are the LED lights. Once you have figured out the polarity then snap it into place. One
thing to note is that I installed the incorrect 4-led bulb into this fixture the first time as pictured
below but later discovered that the 4-LED bulb goes in the cargo light fixture because it is
shorter. The box may come out with the lens still attached to it but that is ok. You can pry on
any of the four sides to pry it off:. You may find that you can pry one side free and the other side
will still be attached. Simply work your way around the edge with your flat screw driver to
remove the lens. This is what it will look like once you get it removed:. If it does, simply push it
back into the opening and it will snap into place. You can pull this bulb straight out. It does get
hot but not hot enough to burn you. This is what the incandescent bulb looks like when
removed:. This bulb has a polarity too so you can carefully start to install the bulb and see if it
comes on. If it does not flip the bulb around and reinstall. This is what the replacement LED
bulb looks like:. Below I am testing the polarity of the bulb. It did not turn on so I flipped it
around. This lens doubles as a push-button switch. There is a dimple on the top edge where you
are supposed to push and on the bottom edge it is hinged. I actually pried on the side and it
came off ok. This is where you should pry:. This is what it looks like when you get it removed
the top side of the lens in the picture below was actually at the bottom in the image where it is
still installed above :. This may be the trickiest part of this entire process. This bulb is the same
kind as you removed in the previous bulb replacement. I considered trying to remove the
reflective lens to make it easier but decided that I might break the lens in doing that. Slightly
open the needle nose pliers and put one point of each jaw in the location as shown below and
gently ease out the bulb:. It was at this point that I accidentally shorted out the socket and blew
the fuse, even though I had my needle nose pliers jaws wrapped in electrical tape. Who knows
what happened. If this happens to you, here is a link to replace the fuse:. Determine the polarity
to install the bulb and just slightly insert the bulb to test whether the polarity of the bulb is
correct. For this bulb the terminals will be on the left and right. Once you have the polarity
correct install the bulb. Do make sure when testing the bulb that the wires do not get bent out of
place when testing the bulb as seen in the picture below:. The second row dome lights are
exactly the same as the third row dome lightsâ€”they are the push-button type lenses. They too
are dual-action in that they are push-button on the outside edge and are hinged on the middle
edge but they are retained in a slightly different way than the lenses on the doors. To remove
them gently pry in the seam on the outside edge in the location indicated below:. This is what
they look like when you get them off, with the left side being the edge that will be toward the
center of the car. Notice there is a tab that tucks into the opening:. This bulb removes exactly
the same as the other ceiling dome lights and has the reflector surrounding the bulb. Tuck in
the tab on the middle side edge the edge with square corners versus the round corners that
point toward the outside of the van and then snap the hinge side into place:. Here the

hinge-edge has been snapped in and all that is left to do is to press the other edge straight up
and it will snap into place:. Both the left and right upper center dome lights are identical except
for being mirror images of each other. The entire light fixture came out, which is totally fine.
This bulb is held in place differently than all the others in that it is held by the points on its very
ends. I just inserted my screw driver behind one end of the bulb and pried out and it released
pretty easily. This bulb is different from all the rest in that it is slightly shorter and has only 4
yellow LEDs on the board:. First check the polarity by just touching it to the spring terminals to
ensure that it lights up. Now you are done! These LED bulbs are even dimmable, as you can see
in the short video below where I demonstrate what happens when you double-lock the doors
with your keychain remote:. This means if you click on an affiliate link and purchase the item, I
will receive an affiliate commission. The price of the item is the same whether it is an affiliate
link or not. Regardless, I only recommend products or services I believe will add value to Share
Your Repair readers. By using the affiliate links, you are helping support Share Your Repair, and
I genuinely appreciate your support. Found this when I was looking for small improvements that
I could make to my Gen2 Sienna. Fortunately there re LED bulbs available now that are not
polarized and can be put in either way. Thanks for this great and detailed writeup. Very
straightforward. It looks like the kit now contains five identical barrel bulbs for doors and rear
cargo light â€” the cargo light bulb was a bit wider than stock but still fit into the mount without
issues. I also found that I was able to fairly easily remove the reflector-surrounded bulbs by
gently prying on the narrow edge of the base of the bulb with my narrow straight-head
screwdriver while grasping and wiggling the bulb until it came loose. Thanks for the feedback
Jacob. I should have ordered that Sienna LED bulb package! One minor update to this
extremely helpful DIY: I just ordered and installed the recommended bulb kit, and the 3
barrel-type LEDs in the kit I received see Step 4 and Step 26 were all identical. They all went in
fine. Thanks for leaving a note and for the feedback. I just performed this myself after seeing it
over the weekend. Just bought a Sienna LE, and in our old minivan the boys frequently left a
light on and drained our battery. Figured this would be a cinch. Bought the LED package from
the link above. One of them was a very very tight fit into the cargo light in the trunk bulb actually
bent a bit but I got it to go in and stay. Should be okay. The passenger reading lights 2nd and
3rd row were indeed a challenge, as well as the map lights up front. That worked. Everything
took me 30 minutes to finish. To minimize the possibility of shorting the amp fuse, I kept turning
the master light switch off when dealing with pulling out the bulbs also kept them cooler to
touch , and then turned it back on to install the LED bulbs and test polarity. Thanks for the
feedback Jason. Thanks again John. I used two tiny, flat-head screw drivers wrapped in tape to
help dislodge them. Definitely not easyâ€¦. Tell me: ever try to replace the headlights with
LEDs? Thanks again! Thanks for sharing Ludwig. I cannot even remember what I learned at the
time about the ease or possibility of doing it. Your dim headlights could be a product of
yellowing headlight lenses. I have resurfaced my headlights a couple times. Step 8: Remove the
old incandescent bulb. This is what the incandescent bulb looks like when removed: Sliding
door post incandescent plug-in type bulb removed Step 9: Install the LED replacement bulb.
Slightly open the needle nose pliers and put one point of each jaw in the location as shown
below and gently ease out the bulb: Location to pry the old bulb out It was at this point that I
accidentally shorted out the socket and blew the fuse, even though I had my needle nose pliers
jaws wrapped in electrical tape. Do make sure when testing the bulb that the wires do not get
bent out of place when testing the bulb as seen in the picture below: One of the wires bent out
when testing the bulb Replacement LED bulb installed Step Reinstall the lens. Notice there is a
tab that tucks into the opening: Center front ceiling dome light lens removed Step Remove the
old incandescent bulb. Step Install the replacement socket-style LED bulb on both lights. Tags
from the story. After reading through your well-illustrated steps, the install was a snap. Many
thanks! Everything worked out great! I love questions and comments and respond to all. Please
make sure to check the "Notify me of new comments via email" box below before clicking "Post
Comment" to be notified when you receive a response. If you do not have an approved
comment already, your comment will not show up until personally approved by me no spam on
Share Your Repair! Cancel reply. More Stories. Search for: Search. Comparison of brightness
and color of LED bulb left and Incandescent right. Other instructions included in the package I
received. Location of interior light on the front passenger door. Pry location for removing the
interior light lens. Prying the lens off the front passenger interio
power wheels jammin jeep
jeep patriot clearance
honda vulcan 750
r light. Front passenger interior door light lens removedâ€”note the tab on the left side and the

snap on the right. Prying the right end of the bulb free with a small screw driver. Insert the tab
end into the rectangular hole first. Press on the other end to snap the lens into place. Location
of light on rear post of passenger side sliding door opening. Sliding door post light with old
incandescent bulb still installed and the lens removed. Sliding door post incandescent plug-in
type bulb removed. LED replacement bulb for sliding door post lights. LED bulb installed on the
rear post of the sliding door opening. Pry on the top edge of the push-button light lens. Snap
the hooks onto the two posts on either side of the lens opening. Front center ceiling dome light
location. Center front ceiling dome light lens removed. LED bulb installed in front center ceiling
dome light. Reinstalling the lens on the front middle ceiling dome light. Ready to snap the
push-button outside edge into place.

