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Reproduction by any means, electronic or mechanical including photocopying, recording or by
any information storage and retrieval system or translation in whole or part is not permitted
without written authorization from Ford Motor Company. Ford may change the contents without
notice and without incurring obligation. Please take the time to get well acquainted with your
vehicle by reading this handbook. The more you know and understand about your vehicle, the
greater the safety and pleasure you will derive from driving it. Furthermore, due to printing
cycles it may describe options before they are generally available. It is an integral part of the
vehicle. In this guide, answers to such questions are contained in comments highlighted by the
warning triangle symbol. These comments should be read and observed. Warning symbols on
your vehicle When you see this symbol, it is imperative that you consult the relevant section of
this guide before touching or attempting adjustment of any kind. Correct vehicle usage and the
authorized disposal of waste, cleaning and lubrication materials are significant steps towards
this aim. Information in this respect is highlighted in this guide with the tree symbol. In addition,
certain fluids contained in vehicles and certain products of component wear contain or emit
chemicals known to the State of California to cause cancer and birth defects or other
reproductive harm. See Try not to drive continuously at the same speed for the first 1, miles 1,
km of new vehicle operation. Vary your speed frequently in order to give the moving parts a
chance to break in. Drive your new vehicle at least 1, miles 1, km before towing a trailer. For
more detailed information about towing a trailer, refer to Trailer towingin theTires, Wheels and
Loadingchapter. Do not add friction modifier compounds or special break-in oils since these
additives may prevent piston ring seating. SeeEngine oilin the Maintenance and
Specificationschapter for more information on oil usage. Failure to follow the specific warnings
and instructions could result in personal injury. This potentially includes information about the
performance or status of various systems and modules in the vehicle, such as engine, throttle,
steering or brake systems. In order to properly diagnose and service your vehicle, Ford Motor
Company, Ford of Canada, and service and repair facilities may access or share among them
vehicle diagnostic information received through a direct connection to your vehicle when
diagnosing or servicing your vehicle. For U. The EDR is designed to record data related to
vehicle dynamics and safety systems for a short period of time, typically 30 seconds or less.
This data can help provide a better understanding of the circumstances in which crashes and
injuries occur. Note: EDR data is recorded by your vehicle only if a non-trivial crash situation
occurs; no data is recorded by the EDR under normal driving conditions and no personal data
or information e. However, parties, such as law enforcement, could combine the EDR data with
the type of personally identifying data routinely acquired during a crash investigation. In
addition to the vehicle manufacturer, other parties, such as law enforcement, that have such
special equipment, can read the information if they have access to the vehicle or the EDR. Ford
Motor Company and Ford of Canada do not access event data recorder information without
obtaining consent, unless pursuant to court order or where required by law enforcement, other
government authorities or other third parties acting with lawful authority. Other parties may
seek to access the information independently of Ford Motor Company and Ford of Canada. If
you do not want to disclose this information, do not activate the Assist feature. If you do not
want Ford or its vendors to receive this information, do not activate the service. Ford Motor
Company and the vendors it uses to provide you with this information do not store your vehicle
travel information. Mobile Communications can enhance personal safety and security when
appropriately used, particularly in emergency situations. Safety must be paramount when using
mobile communications equipment to avoid negating these benefits. Mobile Communication
Equipment includes, but is not limited to, cellular phones, pagers, portable email devices, text
messaging devices and portable two-way radios. Ford strongly recommends that you use
extreme caution when using any device or feature that may take your focus off the road. Your
primary responsibility is the safe operation of your vehicle. We recommend against the use of
any handheld device while driving and that you comply with all applicable laws. A market
unique supplement may be supplied that complements this book. By referring to the market
unique supplement, if provided, you can properly identify those features, recommendations and
specifications that are unique to your vehicle. Features or equipment listed as standard may be
different on units built for Export. Car Manuals Online. Customer Assistance Reporting safety
defects U. Protecting the environment We must all play our part in protecting the environment.
Special instructions For your added safety, your vehicle is fitted with sophisticated electronic
controls. Additionally, when you connect to Traffic, Directions and Information if equipped, U.
These are some of the symbols you may see on your vehicle. All product names, logos, and
brands are property of their respective owners. Quick Links Download this manual. Lincoln mkz
hybrid automobile owner's manual pages. Lincoln town car automobile owner's manual pages.
Lincoln navigator automobile owner's manual pages. Ford may change the contents without

notice and without incurring obligation. Please take the time to get well acquainted with your
vehicle by reading this handbook. The more you know and understand about your vehicle, the
greater the safety and pleasure you will derive from driving it. See your SYNC supplement for
more information. We recommend against the use of any handheld device while driving and that
you comply with all applicable laws. Features or equipment listed as standard may be different
on units built for Export. Engine oil pressure RTT : Illuminates when the oil pressure falls below
the normal range, refer to Engine oil in the Maintenance and Specifications chapter. Solid
illumination after the engine is started indicates the on-board diagnostics system OBD-II has
detected a malfunction. Normal braking is still functional unless the brake warning light also is
illuminated. Adaptive cruise control ACC if equipped : Illuminates when there is a vehicle in
front of you. Refer to Adaptive cruise control in the Driver Controls chapter for more
information. If the warning stays on after the park brake is off, contact your authorized dealer as
soon as possible. This allows you to use the full message center functionality by clearing the
message. If the warning stays on or continues to come on, have the system inspected by your
authorized dealer. Refer to Fast restart feature in Push button start system in the Driving
chapter for more information. Refer to Active park assist in the Driving chapter for more
information. See Perimeter alarm system in the Locks and Security chapter. This system creates
optimal acoustic quality for all seating positions and road conditions. The system offers an
advanced speaker system, amplifiers, subwoofer and equalization. Check with your authorized
dealer for availability. Refer to Satellite radio menu for further information on selecting a
satellite radio category. See the Navigation system supplement for operating instructions on
using this audio system. Turn the radio on, using either a tuned FM station or a CD loaded into
the system. Adjust the volume to a comfortable listening level. Never touch the playing surface.
If service is necessary, see your dealer or qualified technician. While in satellite radio mode, you
can view this number on the radio display by pressing AUX and preset 1 control
simultaneously. The system is working properly. To return to full automatic control, press
AUTO. Use with recirculated air to improve cooling performance and efficiency. Driver heated
seat: Press to control the driver heated seat. Refer to Heated and cooled seats in the Seating
and Safety Restraints chapter for more information. Passenger cooled seat: Press to cool the
passenger cooled seat. Recirculated air may also help reduce undesirable odors from entering
the vehicle. Select 2. Adjust the temperature control to maintain comfort. Set the fan to the
highest speed. Direct the outer instrument panel vents toward the side windows. For
replacement intervals regarding the cabin air filter, see the scheduled maintenance information.
For more information regarding your filter, see your authorized dealer. Wait the desired amount
of time for the exit delay you want up to three minutes , then turn the headlamps off. You can
also use the message center to program the auto lamp exit time delay. See Message center in
the Instrument Cluster section. The headlamp switch is in auto lamps. The automatic high beam
system has turned the high beams on. Cycle flash-to-pass three times using the multi-function
lever. The high beams will flash momentarily to confirm that the sensitivity setting has been
changed. Park the vehicle directly in front of a wall or screen on a level surface, approximately
25 feet 7. Close the hood and turn off the lamps. At that time, the ambient color changes to the
signature color. The correct bulbs will not damage the lamp assembly or void the lamp
assembly warranty and will provide quality bulb burn time. Make sure headlamp switch is in the
off position, then open the hood. Reach in behind the headlamp assembly to access the bulb
sockets and connectors. Pull the bulb straight from the socket. Install the new bulb s in reverse
order. Carefully disconnect the bulb from the harness assembly via the two snap clips. Install
the new bulb in reverse order. Press the release area on the rear edge of the bin door to open
the storage compartment. The door will open to the full open position. A correct zone setting
will eliminate this error. Refer to Compass zone adjustment. Start the vehicle. Improper use of
the power outlet can cause damage not covered by your warranty. Do not clean the housing or
glass of any mirror with harsh abrasives, fuel or other petroleum-based cleaning products.
Disengaging the speed control will not erase the previous set speed. In addition, the driver can
temporarily increase the vehicle speed above the current speed by manually pressing on the
accelerator pedal. Press and release the ON control. Accelerate to the desired speed. The
vehicle brakes will be automatically applied to slow the vehicle to maintain a safe distance
between the vehicle in front. The ACC may apply the brakes to slow the vehicle down to the new
set speed. The set speed will display continuously in the message center while ACC is active.
This is to allow the brakes to cool down. When the brakes have cooled down, the ACC will again
function normally. These vehicles can only be detected once they have moved fully into your
lane. The following table lists possible causes and actions for this message being displayed.
Failing to do so may result in a loss of vehicle control, which could result in serious injury.
Press OK to confirm your selection. The sunscreen will automatically close. If the moon roof is

open, it will automatically close prior to closing the sunscreen. Refer to Power windows earlier
in this chapter. Firmly press and hold for five seconds and release the programmed HomeLink
button up to two separate times to activate the door. If the door does not activate, press and
hold the just-trained HomeLink button and observe the indicator light. HomeLink is now in the
train or learning mode and can be programmed at any time beginning with Step 1 in the
Programming section. Do not put more than 50 lb 22 kg in the net. It is recommended that you
keep the tag in a safe place for future reference. Note: It may be beneficial to deactivate the
AdvanceTrac system if the vehicle is stuck in snow, mud or sand. If you choose to install a
remote start system please see your authorized dealer for a Ford approved remote start system.
Enter the vehicle, close all doors. Remote start the vehicle using your remote start fob. Press
the power door unlock control on the door panel three times. Turn the ignition back on. The
horn will chirp one time to confirm programming mode has been entered and is active. Note:
The doors will not autounlock if the vehicle has been electronically locked before the driver
door is opened. Turn the ignition off. The horn will chirp once to confirm the procedure is
complete. Children should be taught not to play in vehicles. The panic feature operates with the
ignition off. It is recommended that this method be used to locate your vehicle, rather than
using the panic alarm. Programming the memory feature to the transmitter To activate this
feature: 1. Move the driver seat, power mirrors and steering column to the desired positions
using the associated controls. Enter the factory set code. Enter your personal 5-digit code. Each
number must be entered within five seconds of each other. The interior lamps will illuminate.
Always take your keys and lock all doors when leaving the vehicle. Press button to re-enable
them. Whenever possible it should be installed and properly adjusted when the seat is
occupied. Failure to follow these instructions may interfere with the front passenger seat
sensing system. The control is located on the outboard side of the seat cushion. An overheated
seat may cause serious personal injury. Climate controlled seats air filter replacement The
climate controlled seat system includes air filters that must be replaced periodically. Refer to
the scheduled maintenance information for more information. Remove key from ignition. Push
up on the outside rigid edge of the filter until the tabs are released, then rotate the air filter
toward the front of the vehicle. Remove filter. It should be installed whenever the seat is
occupied. To open the storage compartment, pull up on the latch. Hard objects can injure you in
a collision. Front crash severity sensor The front crash severity sensor enhances the ability to
detect the severity of an impact. Positioned up front, it provides valuable MKS mks Owners
Guide, 1st Printing USA fus Page The sensor also turns off the passenger front airbag and
seat-mounted side airbag when the passenger seat is empty to prevent unnecessary
replacement of airbag s after a collision. Unless serviced, the system may not function properly
in the event of a collision. Pregnant women should also follow this practice. See figure below.
Refer to Safety restraints for children or Safety seats for children later in this chapter. In
addition, all safety belts should be checked for proper function. Also, use the safety belt
extension only if the safety belt is too short for you when fully extended. People who are ejected
are 40 times more likely to DIE. Switch the ignition on. Wait until the safety belt warning light
turns off approximately one minute. If you must use a forward-facing child seat in the front seat,
move the seat all the way back. Do not touch them after inflation. The side airbag could injure
you as it deploys from the side of the seatback. The Safety Canopy could injure you as it
deploys from the headliner. Failure to properly restrain children in safety seats made especially
for their height, age, and weight may result in an increased risk of serious injury or death to
your child. The child height, age and weight thresholds provided are recommendations or the
minimum requirements of law. Be sure the belt webbing is not twisted. Sometimes, a slight lean
towards the buckle will additionally help to remove remaining slack from the belt. See Attaching
child safety seats with tether straps and Recommendations for attaching safety restraints for
children in this chapter for more information. Use the tether anchors if applicable. The tether
anchors in your vehicle are located under a cover marked with the tether anchor symbol shown
with title. Locate the correct anchor for the selected seating position. Move a child to a different
seating location if the shoulder belt does not stay positioned on the shoulder during use.
Under-inflation or over-inflation may cause uneven treadwear patterns. The tires are hot from
driving and it is normal for pressures to increase above recommended cold pressures. A hot
tire at or below recommended cold inflation pressure could be significantly under-inflated. In
general, the larger the number, the wider the tire. Maximum Load Single lb kg at psi kPa cold:
Indicates the maximum load and tire pressure when the tire is used as a single; defined as two
tires total on the rear axle. Refer to the payload description and graphic in the Vehicle loading
â€” with and without a trailer section. Always check the TPMS malfunction telltale after
replacing one or more tires or wheels on your vehicle to ensure that the replacement or
alternate tires and wheels allow the TPMS to continue to function properly. If any tire is

under-inflated, carefully drive the vehicle to the nearest location where air can be added to the
tires. Inflate all the tires to the recommended inflation pressure. Do not use tire cables on dry
roads. Overloading or improperly loading your vehicle can contribute to loss of vehicle control
and vehicle rollover. No, you do not have enough cargo capacity to carry that much weight. The
speed control may shut off automatically when you are towing on long, steep grades. In case of
roadside emergency with a disabled vehicle, please refer to Wrecker towing in the Roadside
Emergencies chapter. WARNING: Extended idling at high engine speeds can produce very high
temperatures in the engine and exhaust system, creating the risk of fire or other damage. Make
sure vehicle accessories are off. If the engine still fails to start, press the accelerator to the floor
and try Step 1 again, keeping the accelerator on the floor until the engine begins to accelerate
above MKS mks Owners Guide, 1st Printing USA fus Page 20 seconds, even though the IA key
is not present. After 20 seconds have expired, you can no longer start your vehicle without the
IA key present inside the vehicle. Even when the ABS is disabled, normal braking is still
effective. Note: If the vehicle is driven with the parking brake applied, a chime will sound. Have
the system serviced by an authorized dealer immediately. By moving the gearshift lever from
drive position D Drive to M Manual you now have control of selecting the gear you desire using
the paddle shifters on the steering wheel. To manually upshift the transmission with the
gearshift lever in M Manual , pull the paddle shifters rearward. Engine damage may occur if
excessive engine revving is held without shifting. See the illustration for approximate sensor
area coverage. The message center will indicate a failure in the forward or reverse system and
will not allow the driver to switch the faulted system on. Therefore it is necessary that both
reverse lamps are operating in order to get a clear image in the dark. If the turn signal is not on,
the system will automatically search the passenger side. APA can only look for a parking space
while moving forward. Failure to press the brake pedal to activate the brakes may result in a
collision. It may take grille is clean but the message several minutes for the radar to remains in
the display detect that it is no longer obstructed MKS mks Owners Guide, 1st Printing USA fus
Page They are designed to assist the driver by increasing visibility along the side of the vehicle.
For more information on your side view mirrors, refer to Exterior mirrors in the Driver Controls
chapter. See your authorized dealer. Wet brakes do not stop the vehicle as quickly as dry
brakes. In Canada, the card is found in the Warranty Guide in the glove compartment. Ford,
Mercury and Lincoln vehicle customers who require Roadside Assistance, call Canadian
customers who require roadside assistance, call Page Fuses And Relays â€” â€” 7. If the tire
pressure monitor sensor becomes damaged, it will no longer function. Remove the jack and the
wrench from the felt bag. Fold down the wrench socket to use to loosen the lug nuts and to
operate the jack. Remove wheel cover if equipped with the lug wrench tip and loosen each
wheel lug nut one-half turn counterclockwise but do not remove them until the wheel is raised
off the ground. Install the wheel cover if equipped. Automatic transmissions do not have
push-start capability. Attempting to push-start a vehicle with an automatic transmission may
cause transmission damage. Turn the heater fan on in both vehicles to protect from any
electrical surges. Turn all other accessories off. Connecting the jumper cables Note: In the
illustration, the vehicle on the bottom is used to designate the assisting boosting battery. Once
the disabled vehicle has been started, run both engines for an additional three minutes before
disconnecting the jumper cables. Removing the jumper cables Remove the jumper cables in the
reverse order that they were connected. While any authorized dealer handling your vehicle line
will provide warranty service, we recommend you return to your selling authorized dealer who
wants to ensure your continued satisfaction. Note: Ford Motor Company reserves the right to
change eligibility limitations, modify procedures, or to discontinue this process at any time
without notice and without obligation. Using leaded fuel may also result in difficulty importing
your vehicle back into the U. If you are in another foreign country, contact the nearest
authorized dealer. If the authorized dealer employees cannot help you, they can direct you to
the nearest Ford affiliate office. The high-pressure fluid could penetrate the sealed parts and
cause damage. Such products could contaminate the side-airbag system and affect
performance of the side airbag in a collision. Keep body and door drain holes free from packed
dirt. These quality products have been specifically engineered to fulfill your automotive needs;
they are custom designed to complement the style and appearance of your vehicle. Go to the
front of the vehicle and release the auxiliary latch using the handle that is located under the
front passenger side of the hood. Lift the hood until the lift cylinders hold it open. Brake fluid
reservoir 4. Battery 5. Power distribution box 6. Air filter assembly 7. Automatic transmission
fluid dipstick 8. Engine oil dipstick 9. Engine oil filler cap Battery 4. Power distribution box 5. Air
filter assembly 6. Automatic transmission fluid dipstick out of view 7. Engine oil dipstick 8.
Engine oil filler cap 9. Failure to use washer fluid with antifreeze protection in cold weather
could result in impaired windshield vision and increase the risk of injury or accident. Turn the

engine off and wait 15 minutes for the oil to drain into the oil pan. Set the parking brake and
ensure the gearshift is securely latched in P Park. Open the hood. Protect yourself from engine
heat. Refer to Adding engine oil in this chapter. An oil with this trademark symbol conforms to
the current engine and emission system protection standards and fuel economy requirements
of the International Lubricant Standardization and Approval Committee ILSAC , comprised of U.
This will minimize the discharge of your battery during storage. Run the engine until it reaches
normal operating temperature. Allow the engine to idle for at least one minute. Steam and
scalding liquids released from a hot cooling system can burn you badly. Also, you can be
burned if you spill coolant on hot engine parts. The cooling system is under pressure; steam
and hot liquid can come out forcefully when the cap is loosened slightly. WARNING: The flow of
fuel through a fuel pump nozzle can produce static electricity, which can cause a fire if fuel is
pumped into an ungrounded fuel container. Open the fuel filler door. Slowly insert the fuel filler
nozzle fully into the fuel system and leave the nozzle fully inserted until you are done pumping.
Pump fuel as normal. Note: Use of any fuel other than those recommended may cause
powertrain damage, a loss of vehicle performance, and repairs may not be covered under
warranty. Ask your fuel supplier about gasolines that meet the World-Wide Fuel Charter. This
could damage the fuel system and its seal and cause injury to you or others. Follow one of the
simple calculations in order to determine fuel economy: Calculation 1: Divide total miles
traveled by total gallons used. Calculation 2: Multiply liters used by , then divide by total
kilometers traveled. Refer to Maintenance product specifications and capacities in this chapter.
The scheduled maintenance items listed in scheduled maintenance information are essential to
the life and performance of your vehicle and to its emissions system. Temporary malfunctions
may cause the service engine soon indicator to illuminate. Examples are: 1. The vehicle has run
out of fuelâ€”the engine may misfire or run poorly. Be sure to put the cap back on the reservoir.
Refer to Maintenance product specifications and capacities in this chapter for the proper fluid
type. Latch the gearshift lever in P Park and leave the engine running. Shut the engine off. Clean
the area around the clamp that connects the air filter assembly to the rubber hose 1. Rotate the
air filter assembly 90 degrees counterclockwise and reinstall into the rubber hose. Tighten the
clamp 1. The transmission fluid level indicator can now be accessed. Install and tighten two
bolts that attach air filter assembly to the front of the vehicle. Install the bolt cover if equipped.
Reinstall the harness retaining clip into the front of the air filter assembly. Release the clamps
that secure the air filter housing cover. Carefully separate the two halves of the air filter
housing. Remove the air filter element from the air filter housing. See the Cleaning chapter for
more information. If you have any concerns or issues, contact your authorized dealer. The
customer warranty may be void for any damage to the engine if such spark plugs are not used.
Short drivebelt is on first pulley groove closest to engine except vehicles with electric power
assisted steering. Long drivebelt is on second pulley groove farthest from engine. Make, vehicle
line, series, body type 4. Engine type 5. Check digit 6. Model year 7. Assembly plant 8. The
following table tells you which transmission each code represents. These quality accessories
have been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. PowertrainCare â€” Covers
29 critical components. Interest free finance options available This information is subject to
change. They are committed to meeting your service needs and to assuring your continuing
satisfaction. Get the most from your service and maintenance visits There are a lot of reasons
why visiting your Ford or Lincoln Mercury dealership for all your service needs is a great way to
help keep your vehicle running great. Parts installed at your Ford or Lincoln Mercury dealership
carry a nationwide, 12 months, 12, mile 20, km parts and labor limited warranty. Your dealer can
give you details. Page This can help identify potential issues and prevent major problems. Ford
Motor Company recommends the following multi-point inspection be performed at every
scheduled maintenance interval to help ensure your vehicle keeps running great. Inspect clutch
operation, if equipped. Be sure to ask your Ford or Lincoln Mercury dealership service advisor
or technician about the multi-point vehicle inspection. If your message center is prematurely
reset or becomes inoperative, you should perform the oil change interval at six months or 5,
miles 8, km from your last oil change. If you only occasionally operate your vehicle under these
conditions, it is not necessary to perform the additional maintenance. Exclusive use of E85 Flex
Fuel Vehicles only Every oil change interval â€” If ran exclusively on E85, fill the fuel tank full
with regular unleaded fuel. After initial change - change coolant every 3 years or 50, miles 80,
km. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign
up! Restore password. Upload from disk. Upload from URL. Instrument Cluster. Warning lights
and chimes. Message center. Entertainment Systems. Auxiliary input jack Line in. USB port.
Satellite radio information. Navigation system. Climate Controls. Dual automatic temperature
control. Navigation system based climate control. Rear window defroster. Turn signal control.

Bulb replacement. Driver Controls. Steering wheel adjustment. Power windows. Speed control.
Adaptive cruise control. Moon roof. Owners Guide, 1st Printing. USA fus. Lincoln mkz hybrid
automobile owner's manual pages. Lincoln town car automobile owner's manual pages. Lincoln
navigator automobile owner's manual pages. Ford may change the contents without notice and
without incurring obligation. Please take the time to get well acquainted with your vehicle by
reading this handbook. The more you know and understand about your vehicle, the greater the
safety and pleasure you will derive from driving it. See your SYNC supplement for more
information. We recommend against the use of any handheld device while driving and that you
comply with all applicable laws. Features or equipment listed as standard may be different on
units built for Export. Page Instrument Cluster This indicates a problem with the electrical
system or a related component. Engine oil pressure RTT : Illuminates when the oil pressure falls
below the normal range, refer to Engine oil in the Maintenance and Specifications chapter. Solid
illumination after the engine is started indicates the on-board diagnostics system OBD-II has
detected a malfunction. Adaptive cruise control ACC if equipped : Illuminates when there is a
vehicle in front of you. Refer to Adaptive cruise control in the Driver Controls chapter for more
information. If the warning stays on after the park brake is off, contact your authorized dealer as
soon as possible. Page Message Center The message center display is located in the
instrument cluster. This allows you to use the full message center functionality by clearing the
message. If the warning stays on or continues to come on, have the system inspected by your
authorized dealer. Refer to Fast restart feature in Push button start system in the Driving
chapter for more information. Refer to Active park assist in the Driving chapter for more
information. See Perimeter alarm system in the Locks and Security chapter. This system creates
optimal acoustic quality for all seating positions and road conditions. The system offers an
advanced speaker system, amplifiers, subwoofer and equalization. Page 32 Available only in FM
mode. Page 33 1â€”6 to choose the desired disc. Refer to Satellite radio menu for further
information on selecting a satellite radio category. See the Navigation system supplement for
operating instructions on using this audio system. Turn the radio on, using either a tuned FM
station or a CD loaded into the system. Adjust the volume to a comfortable listening level. Page
Usb Port Your primary responsibility is the safe operation of the vehicle. Never touch the
playing surface. Page 42 Audio system warranty and service Refer to the Warranty Guide for
audio system warranty information. If service is necessary, see your dealer or qualified
technician. While in satellite radio mode, you can view this number on the radio display by
pressing AUX and preset 1 control simultaneously. This message should disappear shortly. If
this message does To return to full automatic control, press AUTO. Use with recirculated air to
improve cooling performance and efficiency. Driver heated seat: Press to control the driver
heated seat. Refer to Heated and cooled seats in the Seating and Safety Restraints chapter for
more information. Passenger cooled seat: Press to cool the passenger cooled seat. Page 53
This re-cooling of the interior air is more economical and efficient. Recirculated air may also
help reduce undesirable odors from entering the vehicle. Page 54 1. Select 2. Adjust the
temperature control to maintain comfort. Set the fan to the highest speed. Direct the outer
instrument panel vents toward the side windows. For replacement intervals regarding the cabin
air filter, see the scheduled maintenance information. For more information regarding your filter,
see your authorized dealer. See Message center in the Instrument Cluster section. Page 58
Conditions - The automatic high beam system is set to ON in the message center. The headlamp
switch is in automatic high beam system has turned the high beams on. Page 60 2. Cycle
flash-to-pass three times using the multi-function lever. The high beams will flash momentarily
to confirm that the sensitivity setting has been changed. Park the vehicle directly in front of a
wall or screen on a level surface, approximately 25 feet 7. Close the hood and turn off the lamps.
At that time, the ambient color changes to the signature color. The correct bulbs will not
damage the lamp assembly or void the lamp assembly warranty and will provide quality bulb
burn time. Make sure headlamp switch is in the off position, then open the hood. Reach in
behind the headlamp assembly to access the bulb sockets and connectors. Page 67 5. Pull the
bulb straight from the socket. Install the new bulb s in reverse order. Carefully disconnect the
bulb from the harness assembly via the two snap clips. Install the new bulb in reverse order.
Page Steering Wheel Adjustment When the ignition is put in accessory mode, the column will
return to the previous setting. Press the release area on the rear edge of the bin door to open
the storage compartment. The door will open to the full open position. A correct zone setting
will eliminate this error. Refer to Compass zone adjustment. Start the vehicle. Page 74 Do not
hang any type of accessory or accessory bracket from the plug. Improper use of the power
outlet can cause damage not covered by your warranty. Page 77 With accessory delay, the
radio, power windows, and moon roof if equipped operate for up to 10 minutes after the ignition
switch is turned from on to off or until one of the front doors are opened. Do not clean the

housing or glass of any mirror with harsh abrasives, fuel or other petroleum-based cleaning
products. Page Speed Control Disengaging speed control Press the brake pedal to disengage
the speed control. Disengaging the speed control will not erase the previous set speed. In
addition, the driver can temporarily increase the vehicle speed above the current speed by
manually pressing on the accelerator pedal. Page 82 The controls for using your cruise control
are located on the steering wheel. Press and release the ON control. Accelerate to the desired
speed. The vehicle brakes will be automatically applied to slow the vehicle to maintain a safe
distance between the vehicle in front. Page 85 The ACC may apply the brakes to slow the
vehicle down to the new set speed. The set speed will display continuously in the message
center while ACC is active. Page 86 ACC will shut down. This is to allow the brakes to cool
down. When the brakes have cooled down, the ACC will again function normally. These vehicles
can only be detected once they have moved fully into your lane. The following table lists
possible causes and actions for this message being displayed. Failing to do so may result in a
loss of vehicle control, which could result in serious injury. Page 90 Press to scroll through
various menus and selections. Press OK to confirm your selection. If the moon roof is open, it
will automatically close prior to closing the sunscreen. Page 92 moon roof is equipped with
automatic, one-touch, tilt close feature. Refer to Power windows earlier in this chapter. Firmly
press and hold for five seconds and release the programmed HomeLink button up to two
separate times to activate the door. If the door does not activate, press and hold the just-trained
HomeLink button and observe the indicator light. HomeLink is now in the train or learning mode
and can be programmed at any time beginning with Step 1 in the Programming section. Page 98
Attach the net to the anchors provided. Do not put more than 50 lb 22 kg in the net. It is
recommended that you keep the tag in a safe place for future reference. Note: It may be
beneficial to deactivate the AdvanceTrac system if the vehicle is stuck in snow, mud or sand. If
you choose to install a remote start system please see your authorized dealer for a Ford
approved remote start system. Enter the vehicle, close all doors. Remote start the vehicle using
your remote start fob. Page Note: The turn lamps will flash twice to confirm that a change to the
feature has occurred. Refer to Keyless Page 5. Turn the ignition back on. The horn will chirp one
time to confirm programming mode has been entered and is active. Note: The doors will not
autounlock if the vehicle has been electronically locked before the driver door is opened. Turn
the ignition off. The horn will chirp once to confirm the procedure is complete. Children should
be taught not to play in vehicles. Page Refer to Intelligent access in this section for more
features. The panic feature operates with the ignition off. It is recommended that this method be
used to locate your vehicle, rather than using the panic alarm. Move the driver seat, power
mirrors and steering column to the desired positions using the associated controls. Page Note:
Do not wipe off any grease on the battery terminals or on the back surface of the circuit board.
Enter your personal 5-digit code. Each number must be entered within five seconds of each
other. Page Each number must be pressed within five seconds of each other. The interior lamps
will illuminate. Always take your keys and lock all doors when leaving the vehicle. Press button
to re-enable them. Whenever possible it should be installed and properly adjusted when the
seat is occupied. Failure to follow these instructions may interfere with the front passenger seat
sensing system. The control is located on the outboard side of the seat cushion. An overheated
seat may cause serious personal injury. Climate controlled seats air filter replacement The
climate controlled seat system includes air filters that must be replaced periodically. Refer to
the scheduled maintenance information for more information. Remove key from ignition. Push
up on the outside rigid edge of the filter until the tabs are released, then rotate the air filter
toward the front of the vehicle. Remove filter. It should be installed whenever the seat is
occupied. To open the storage compartment, pull up on the latch. Hard objects can injure you in
a collision. Front crash severity sensor The front crash severity sensor enhances the ability to
detect the severity of an impact. Positioned up front, it provides valuable MKS mks Owners
Guide, 1st Printing USA fus Page The sensor also turns off the passenger front airbag and
seat-mounted side airbag when the passenger seat is empty to prevent unnecessary
replacement of airbag s after a collision. Unless serviced, the system may not function properly
in the event of a collision. Pregnant women should also follow this practice. See figure below.
Refer to Safety restraints for children or Safety seats for children later in this chapter. In
addition, all safety belts should be checked for proper function. Also, use the safety belt
extension only if the safety belt is too short for you when fully extended. Page The following are
reasons most often given for not wearing safety belts All statistics based on U. The Belt-Minder
feature will not activate. We design our safety belts to enhance comfort. If you are
uncomfortable Page Belt-Minder feature while driving the vehicle. Switch the ignition on. Wait
until the safety belt warning light turns off approximately one minute. If you must use a
forward-facing child seat in the front seat, move the seat all the way back. Do not touch them

after inflation. The side airbag could injure you as it deploys from the side of the seatback. The
Safety Canopy could injure you as it deploys from the headliner. Failure to properly restrain
children in safety seats made especially for their height, age, and weight may result in an
increased risk of serious injury or death to your child. Page All children are shaped differently.
The child height, age and weight thresholds provided are recommendations or the minimum
requirements of law. Be sure the belt webbing is not twisted. Sometimes, a slight lean towards
the buckle will additionally help to remove remaining slack from the belt. See Attaching child
safety seats with tether straps and Recommendations for attaching safety restraints for children
in this chapter for more information. Use the tether anchors if applicable. The tether anchors in
your vehicle are located under a cover marked with the tether anchor symbol shown with title.
Locate the correct anchor for the selected seating position. Move a child to a different seating
location if the shoulder belt does not stay positioned on the shoulder during use.
Under-inflation or over-inflation may cause uneven treadwear patterns. Page 1 mile [1. The tires
are hot from driving and it is normal for pressures to increase above recommended cold
pressures. A hot tire at or below recommended cold inflation pressure could be significantly
under-inflated. Page Driving habits have a great deal to do with your tire mileage and safety. In
general, the larger the number, the wider the tire. Page 4. Maximum Load Single lb kg at psi kPa
cold: Indicates the maximum load and tire pressure when the tire is used as a single; defined as
two tires total on the rear axle. Refer to the payload description and graphic in the Vehicle
loading â€” with and without a trailer section. Always check the TPMS malfunction telltale after
replacing one or more tires or wheels on your vehicle to ensure that the replacement or
alternate tires and wheels allow the TPMS to continue to function properly. Check your tire
pressure to ensure tires are properly inflated; Page Inflate all the tires to the recommended
inflation pressure. Repair the damaged road Do not use tire cables on dry roads. Page Vehicle
Loading Tire Label in order to determine the new payload. No, you do not have enough cargo
capacity to carry that much weight. The speed control may shut off automatically when you are
towing on long, steep grades. In case of roadside emergency with a disabled vehicle, please
refer to Wrecker towing in the Roadside Emergencies chapter. WARNING: Extended idling at
high engine speeds can produce very high temperatures in the engine and exhaust system,
creating the risk of fire or other damage. Make sure vehicle accessories are off. Page 10
seconds and try Step 1 again. If the engine still fails to start, press the accelerator to the floor
and try Step 1 again, keeping the accelerator on the floor until the engine begins to accelerate
above MKS mks Owners Guide, 1st Printing USA fus Page 20 seconds, even though the IA key
is not present. After 20 seconds have expired, you can no longer start your vehicle without the
IA key present inside the vehicle. Page Brakes Refer to Warning lights and chimes in the
Instrument Cluster chapter for information on the brake system warning light. Page ABS is
disabled due to a malfunction and needs to be serviced. Even when the ABS is disabled, normal
braking is still effective. Page Advancetrac If equipped with a message center, the vehicle will
also indicate a failure with the brake system. Have the system serviced by an authorized dealer
immediately. Page SST mode. By moving the gearshift lever from drive position D Drive to M
Manual you now have control of selecting the gear you desire using the paddle shifters on the
steering wheel. To manually upshift the transmission with the gearshift lever in M Manual , pull
the paddle shifters rearward. Engine damage may occur if excessive engine revving is held
without shifting. See the illustration for approximate sensor area coverage. The message center
will indicate a failure in the forward or reverse system and will not allow the driver to switch the
faulted system on. Page Rear-View Camera System Objects are getting closer to your vehicle as
they move from the green zone to the yellow or red zones. Therefore it is necessary that both
reverse lamps are operating in order to get a clear image in the dark. If the turn signal is not on,
the system will automatically search the passenger side. APA can only look for a parking space
while moving forward. Failure to press the brake pedal to activate the brakes may result in a
collision. Page They are designed to assist the driver by increasing visibility along the side of
the vehicle. For more information on your side view mirrors, refer to Exterior mirrors in the
Driver Controls chapter. See your authorized dealer. Wet brakes do not stop the vehicle as
quickly as dry brakes. In Canada, the card is found in the Warranty Guide in the glove
compartment. Ford, Mercury and Lincoln vehicle customers who require Roadside Assistance,
call Canadian customers who require roadside assistance, call Page â€” â€” â€” â€” Passenger
compartment fuse panel The fuse panel is located under the instrument panel to the left of the
steering wheel. Page Roadside Emergencies The fuses are coded as follows. If the tire pressure
monitor sensor becomes damaged, it will no longer function. Remove the jack and the wrench
from the felt bag. Fold down the wrench socket to use to loosen the lug nuts and to operate the
jack. Remove wheel cover if equipped with the lug wrench tip and loosen each wheel lug nut
one-half turn counterclockwise but do not remove them until the wheel is raised off the ground.

Page 8. Install the wheel cover if equipped. Automatic transmissions do not have push-start
capability. Attempting to push-start a vehicle with an automatic transmission may cause
transmission damage. Turn the heater fan on in both vehicles to protect from any electrical
surges. Turn all other accessories off. Connecting the jumper cables Note: In the illustration,
the vehicle on the bottom is used to designate the assisting boosting battery. Once the disabled
vehicle has been started, run both engines for an additional three minutes before disconnecting
the jumper cables. Removing the jumper cables Remove the jumper cables in the reverse order
that they were connected. Page After the disabled vehicle has been started and the jumper
cables removed, allow it to idle for several minutes so the engine computer can relearn its idle
conditions. While any authorized dealer handling your vehicle line will provide warranty service,
we recommend you return to your selling authorized dealer who wants to ensure your
continued satisfaction. Note: Ford Motor Company reserves the right to change eligibility
limitations, modify procedures, or to discontinue this process at any time without notice and
without obligation. Using leaded fuel may also result in difficulty importing your vehicle back
into the U. If you are in another foreign country, contact the nearest authorized dealer. If the
authorized dealer employees cannot help you, they can direct you to the nearest Ford affiliate
office. The high-pressure fluid could penetrate the sealed parts and cause damage. Such
products could contaminate the side-airbag system and affect performance of the side airbag in
a collision. Page If a film appears, wipe off film with a dry, clean cloth. Keep body and door drain
holes free from packed dirt. These quality products have been specifically engineered to fulfill
your automotive needs; they are custom designed to complement the style and appearance of
your vehicle. Go to the front of the vehicle and release the auxiliary latch using the handle that
is located under the front passenger side of the hood. Lift the hood until the lift cylinders hold it
open. Brake fluid reservoir 4. Battery 5. Power distribution box 6. Air filter assembly 7.
Automatic transmission fluid dipstick 8. Engine oil dipstick 9. Engine oil filler cap Battery 4.
Power distribution box 5. Air filter assembly 6. Automatic transmission fluid dipstick out of view
7. Engine oil dipstick 8. Engine oil filler cap 9. Failure to use washer fluid with antifreeze
protection in cold weather could result in impaired windshield vision and increase the risk of
injury or accident. Turn the engine off and wait 15 minutes for the oil to drain into the oil pan.
Set the parking brake and ensure the gearshift is securely latched in P Park. Open the hood.
Protect yourself from engine heat. Refer to Adding engine oil in this chapter. An oil with this
trademark symbol conforms to the current engine and emission system protection standards
and fuel economy requirements of the International Lubricant Standardization and Approval
Committee ILSAC , comprised of U. This will minimize the discharge of your battery during
storage. Run the engine until it reaches normal operating temperature. Allow the engine to idle
for at least one minute. Steam and scalding liquids released from a hot cooling system can burn
you badly. Also, you can be burned if you spill coolant on hot engine parts. The cooling system
is under pressure; steam and hot liquid can come out forcefully when the cap is loosened
slightly. WARNING: The flow of fuel through a fuel pump nozzle can produce static electricity,
which can cause a fire if fuel is pumped into an ungrounded fuel container. Open the fuel filler
door. Slowly insert the fuel filler nozzle fully into the fuel system and leave the nozzle fully
inserted until you are done pumping. Pump fuel as normal. Note: Use of any fuel other than
those recommended may cause powertrain damage, a loss of vehicle performance, and repairs
may not be covered under warranty. Ask your fuel supplier about gasolines that meet the
World-Wide Fuel Charter. For more Page The advertised fuel capacity of the fuel tank on your
vehicle is equal to the rated refill capacity of the fuel tank as listed in the Maintenance product
specifications and capacities section of this chapter. Follow one of the simple calculations in
order to determine fuel economy: Calculation 1: Divide total miles traveled by total gallons
used. Calculation 2: Multiply liters used by , then divide by total kilometers traveled. Refer to
Maintenance product specifications and capacities in this chapter. The scheduled maintenance
items listed in scheduled maintenance information are essential to the life and performance of
your vehicle and to its emissions system. Examples are: 1. The vehicle has run out of fuelâ€”the
engine may misfire or run poorly. Be sure to put the cap back on the reservoir. Refer to
Maintenance product specifications and capacities in this chapter for the proper fluid type.
Latch the gearshift lever in P Park and leave the engine running. Shut the engine off. Clean the
area around the clamp that connects the air filter assembly to the rubber hose 1. Rotate the air
filter assembly 90 degrees counterclockwise and reinstall into the rubber hose. Tighten the
clamp 1. The transmission fluid level indicator can now be accessed. Install and tighten two
bolts that attach air filter assembly to the front of the vehicle. Install the bolt cover if equipped.
Reinstall the harness retaining clip into the front of the air filter assembly. Release the clamps
that secure the air filter housing cover. Carefully separate the two halves of the air filter
housing. Remove the air filter element from the air filter housing. See the Cleaning chapter for

more information. If you have any concerns or issues, contact your authorized dealer. The
customer warranty may be void for any damage to the engine if such spark plugs are not used.
Short drivebelt is on first pulley groove closest to engine except vehicles with electric power
assisted steering. Long drivebelt is on second pulley groove farthest from engine. Page Safety
Compliance Certification Label may be located. Make, vehicle line, series, body type 4. Engine
type 5. Check digit 6. Model year 7. Assembly plant 8. The following table tells you which
transmission each code represents. These quality accessories have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and aerodynamic appearance of your vehicle. PowertrainCare â€” Covers 29 critical
components. Interest free finance options available This information is subject to change. They
are committed to meeting your service needs and to assuring your continuing satisfaction. Get
the most from your service and maintenance visits There are a lot of reasons why visiting your
Ford or Lincoln Mercury dealership for all your service needs is a great way to help keep your
vehicle running great. Parts installed at your Ford or Lincoln Mercury dealership carry a
nationwide, 12 months, 12, mile 20, km parts and labor limited warranty. Your dealer can give
you details. Page This can help identify potential issues and prevent major problems. Ford
Motor Company recommends the following multi-point inspection be performed at every
scheduled maintenance interval to help ensure your vehicle keeps running great. Inspect clutch
operation, if equipped. Be sure to ask your Ford or Lincoln Mercury dealership service advisor
or technician about the multi-point vehicle inspection. If your message center is prematurely
reset or becomes inoperative, you sho
1973 airstream excella 500
open close stop switch wiring diagram
2010 infiniti qx70
uld perform the oil change interval at six months or 5, miles 8, km from your last oil change. If
you only occasionally operate your vehicle under these conditions, it is not necessary to
perform the additional maintenance. Page 30, miles 48, km ; perform the engine air filter
replacement. Page Instrument Cluster chapter. Page Hot climate oil change intervals If
operating conditions are normal and you drive your Ford, Lincoln or Mercury vehicle under
typical, everyday conditions and you are using an API performance category oil of SL or later
for example SM, etc. After initial change - change coolant every 3 years or 50, miles 80, km.
Page Index Automatic transaxle fluid, refill capacities Page Cruise control see Speed control
Page Page Recommendations for attaching safety restraints for children Page Stereo 6-CD in
dash Page Vehicle loading Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

