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A majority of all used US imports have either been in accidents, been stolen, been flooded,
salvaged and rebuilt and shipped to Europe or are subject to open recalls. For 30 years,
CARFAX has been collecting data on US vehicles from thousands of sources and has helped
millions of used car shoppers reduce their risk of getting stuck with a vehicle that has costly
hidden problems. For more than 30 years, CARFAX has been helping millions of used car
shoppers make better purchase decisions and avoid expensive hidden problems. In addition,
CARFAX has helped used car dealers around the world to build trust with their customers and
sell their American cars with confidence. With more than 14 billion records, CARFAX has built
up its database with the help of its partners and sources, including government offices, law
enforcement agencies, service and repair shops, car dealerships, insurance companies and
many more. In addition to publicly available information, CARFAX has collected information
from many independent reliable sources. Thanks for the service, the price was absolutely worth.
Immediately to the Internet, paid with credit card and in 10 minutes I had the report. Vehicle
imported from California to Lithuania. For some weeks "Babs" is now with us and we have a lot
of fun with the car. Buying Used American Cars? Search by VIN. Instant Access. We offer you
unique vehicle history to help you make better purchase decisions. Trusted by millions of
users. Worldwide market leader. The most popular blog articles How to detect mileage rollback?
Mileage rollback is one of the most occurring types of fraud in the selling process of used cars.
However, there are ways to detect mileage fraud. Even though odometer fraud is difficult to
detect for the untrained eye, it is not an impossible task. Import a car from the USA. There are a
few advantages to buying a American used car. Check the Service History of a Car. How
important is the service history of a car? CARFAX takes a look at these questions and explains
the importance of the service history of a car, as well as where you can find the complete
history of service records. Make a VIN Search. Reliability indicates how models have performed
in the past, providing the basis for predicting how the vehicles will hold up in the year ahead.
These charts provide the most comprehensive reliability information available to consumers.
Based on information received from our latest subscriber survey, our reliability history charts
give you a rundown on how used vehicles are holding up in 17 potential trouble spots, ranging
from the engine, transmission, and brakes to power equipment and the electrical system. Learn
more about car Reliability. The Reliability score is based on our latest subscriber survey of Jeep
Wrangler owners. The owner comments describe problems respondents experienced with this
vehicle. Door seal needed to be replaced". Took it to the dealer and they added another seal".
Soft top is totally useless. Dealer attempted to repair 3 different times. I use a car-cover in the
rainy season. It was sealed with silicone and the problem appears to be fixed". Jeep paid for
half of repair even after warranty". The floorboards fill". Now it is out of warranty. Looks to me
like they have a problem with the seals". Ready to dump the vehicle, and if my wife didn't like
the looks of it, I would!! Was fixed at dealer. Later it leaked and we fixed it". ALL door seals and
header seal were replaced. Not sure why. Passenger door seals had to be replaced again before
the leak stopped. When it sits outside and it is raining, the floor is wet or holds water. Way too
noisy with wind and rattles. Engine rebuild or replacement, cylinder head, head gasket, turbo or
supercharger, timing chain or timing belt. My local dealer stonewalled fixing it for 2 years. To fix
it Jeep is supposed to replace the head but I swear they did not do it. Bad head makes the
engine seem sluggish and noisy". Head and valves replaced under warranty. Replaced under
warranty". Dealer was aware of the issue and stated that they have seen more than a couple of
Jeeps with this issue. The head was replaced and problem resolved. Not happy about that. They
only replaced one side also". Failed emission inspection and caused check engine light".
Known warranty repair. Chrysler had already extended warranty because of known issue with
engine". The Jeep dealer in Hattiesburg, MS replaced it. After about miles I began having
problems with the vehicle surging, loss of power and hard to keep a constant speed on the
highway. I took it back to the dealer and they said they they needed to replace valves and lifters
and one camshaft. It ran good after the repair but I found out later the valves, lifters and cam are
components of the head they had replaced earlier. I think the dealer installed a defective head or
installed it incorrectly and charged me for their mistake. I didn't know enough at the time of the
repair to see what they were doing so they got away with it. Needless to say, I do not use that
dealer anymore. Buyer beware. It was replaced under an extended company warranty for a
common problem that year. Where one of the heads needed replacing. The issue was bad heads
being produced from the factory. Chrysler didn't know which heads were affected apparently so
no recall was issued, but it was a known problem. They replaced the head no questions no
money out of pocket. Just not a problem u wanna have with only 30, miles on a vehicle. It's
been over , later with no issues. Although the engine has recently developed a ticking noise
similar to when the head problem started. Needs to go back in and get checked. Dealer and
Jeep are currently considering whether to tear it down or replace engine". Antilock system ABS

, parking brake, master cylinder, calipers, rotors, pulsation or vibration, squeaking, brake failure
or wear. Replaced the calipers and rotors with much larger aftermarket units. Much better
stopping power". This caused the rotor to wear prematurely. According to mechanic, may have
been a manufacturing problem. On fifth trip to dealer they are now replacing a defective cable".
Bolts that rust are the owners problem". Entire assembly needed to be replaced. Vehicle was
outside of manufacturer's warranty, but extended warranty covered the bulk of the cost. Dealer
would not do inspection until it was fixed. Spent a lot of money fixing it. Hope it works now. The
only way we found out they were in trouble was they started grinding. No typical squealing
sounds were given. I think this is because the antilock system is working overtime on dirt
roads". The second time resulted in 2 rotor replacements. That's rotors and pads". I replaced
the rotors with larger rotors--problem solved". Compressor remains engaged". System was
flushed. It temporarily improved but eventually the whole system had to be replaced". All over
the internet. Common problem apparently with wrangler". It sometimes gets mildly warm, but
doesn't do any good in a Northern Ohio winter". Heating system fails to warm cabin adequately.
Shocks or struts, ball joints, tie rods, wheel bearings, alignment, steering linkage includes rack
and pinion , power steering pumps and hoses, leaks , wheel balance, springs or torsion bars,
bushings, electronic or air suspension. Thankfully it happened near my husband's office. It
could have been a disaster otherwise". Paint fading, chalking, cracking, or peeling , loose
interior and exterior trim or moldings, rust. Dealerships may not accept this as a warranty item
even though the numbers reported in on line discussions appear to be in the thousands". All
other areas are in good shape. I feel like this is a defect and the paint was not applied correctly
in the door hinge areas. The sport model which I own has black fender trim that fades to a light
gray. You have to use a kit that restores the deep black color but it needs to be applied several
times to get a consistent coating. Shame on JEEP! Hinges aren't covered under corrosion
warranty. Alternator, starter, hybrid battery and related systems, regular battery, battery cables,
engine harness, coil, ignition switch, electronic ignition, distributor or rotor failure, spark plugs
and wires failure. It's only a matter of time before the next one fails. Took over 2 weeks for
dealership to ID problem. Needed an entire new instrument cluster. No car for 2 weeks". It failed
again a couple years later and I have not replaced it. It will heat up a small amount but will not
get as warm as it should. Console light for air conditioner also no longer works". Dealer has
repaired it 3 times but still not operating correctly". Worked fine as a 2WD. Dealer swapped out
no charge". It comes on during extreme driving". Power or manual windows, locks and latches,
tailgate, hatch or trunk, doors or sliding doors, mirrors, seat controls, safety belts, sunroof,
convertible top. It is a common defect, such that there are aftermarket fixes, yet Chrysler will not
order a recall and permanent repair". Bluetooth , voice control commands, steering wheel
controls, portable music device interface e. Often requires the car to be turned of to allow the
system to reset". The entire unit failed twice and was replaced twice under warranty". Gear
selector or linkage, leaks, transmission computer, transmission sensor or solenoid, clutch
adjustment, rough shifting, slipping transmission. Requires way too much clutch. Both needed
to be replaced. Transmission rebuild or replacement, torque converter, clutch replacement. The
clutch totally disintegrated while driving on the highway with no previous problems. Car was
fully maintained with little off roading tme and only easy off road trails. Warranty only to miles
so I". Because there is almost as much work in replacing a throwout bearing as replacing a
clutch, and since this Jeep has been modified lift kit, 37 tires, and now with differential gear
changes , I opted to also replace the clutch at the same time. I replaced the factory clutch with a
higher-performance Centerforce clutch. Clutch came apart and destroyed the transmission,
including the bell housing. The dealer then took the vehicle for 7 weeks to put in a refurbished
part, that ended up making the problem worse. The dealer has since repaired the transmission
again, and while it is not perfect, it is better than before, and I am not willing to risk being
without the vehicle again for an extended period. This is apparently a common issue with this
generation of wrangler, and will cause it to fail emissions inspections. Dealer couldn't find a
problem. One day I had a puddle of gasoline on driveway and fuel leaking from top of fuel tank.
Dealer stated "beach sand" corroded fuel tank". It was the O2 sensor that needed replacement".
Radiator, cooling fan, antifreeze leaks, water pump, thermostat, overheating. Repair not covered
under warintee". Replacement was different style. Should have been a recall". It caused the
engine to run cool so it posed no danger to the engine and it did not prevent the vehicle from
being driven. Vehicle was outside original manufacturer's warranty, but the extended warranty
we purchased covered the repair. Muffler, pipes, catalytic converter, exhaust manifold, leaks.
This has me worried that my passenger airbag will KILL someone before dealership can
accommodate my schedule". Accessory belts and pulleys, engine computer, engine mounts,
engine knock or ping, oil leaks. Cruise control, clock, warning lights, body control module,
keyless entry, wiper motor or washer, tire pressure monitor, interior or exterior lights, horn,

gauges, 12V power plug, remote engine start, alarm or security system. Reactivate now to get
the information you were looking for! If you feel you have received this message in error, please
view our customer care FAQs or access your account information here. Sign In. Become a
Member. Remember Me. Not a member? Need further assistance? Please call Member Services
at Unlock Ratings. New Used Jeep Wrangler Change Vehicle. The iconic Jeep Wrangler has a
loyal following, thanks to its classic design, rugged image and legendary history. With an
updated powertrain, this may be the best version yet, but the Wrangler is seriously outdated in
the modern world. While designed for capable offroading ability, on the road performance is
uncivilized. The ride is unsettled, sometimes even snappy. Handling is very clumsy. There are
10 recalls on this vehicle. Learn More. Overall Reliability. Most Common Trouble Spots.
Common Trouble Spot. See all Potential Trouble Spots. View Recalls. Worse Better. Overall
Reliability Verdict. Engine Major. Engine Minor. Engine Cooling. Transmission Major.
Transmission Minor. Drive System. Fuel System. Electric System. Climate System. Body
Integrity. Body Hardware. Power Equipment. In-car Electronics. Show More Trouble Spots.
Show Fewer Trouble Spots. Based on information received from our latest subscriber survey for
about , vehicles, our reliability history charts give you a rundown on how through vehicles are
holding up in 17 potential trouble spots, ranging from the engine, transmission, and brakes to
power equipment and the electrical system. NA indicates that we did not receive a large enough
sample size to provide data for a specific year. An X indicates that the vehicle was not
manufactured for a specific year. What Owners Say. Air or water leaks "Back windows on soft
top do not seal around doors and windows "pop out" when driving on the highway, resulting in
a rush of cold or warm air" Thomas B. Jeep paid for half of repair even after warranty" Gregory
W. The floorboards fill" April R. Looks to me like they have a problem with the seals" Janet D.
Cylinder head "left cyl head had to be replaced, bad valve seats" Walter W. Covered" S D. Failed
emission inspection and caused check engine light" David J. Chrysler had already extended
warranty because of known issue with engine" Anonymous, AR Jeep Wrangler Sport 3. Dealer
and Jeep are currently considering whether to tear it down or replace engine" George C. Much
better stopping power" Mann M. On fifth trip to dealer they are now replacing a defective cable"
George C. Bolts that rust are the owners problem" Robert M. I think this is because the antilock
system is working overtime on dirt roads" Penny M. I replaced the rotors with larger
rotors--problem solved" Mann M. Compressor remains engaged" Randon R. It temporarily
improved but eventually the whole system had to be replaced" Anonymous, CT Jeep Wrangler
Sahara 3. It sometimes gets mildly warm, but doesn't do any good in a Northern Ohio winter"
Michael M. Alignment "I had the Jeep Alignment done when we had new tires put on it 2 years
ago but needed it again after new ball joints. Loose exterior trim or moldings "Door latch cover
and seat adjustment handles broke off under routine use" David J. Dealerships may not accept
this as a warranty item even though the numbers reported in on line discussions appear to be in
the thousands" Scott R. Body control module "All of the dash lights went out including gages
and speedometer" Walt S. No car for 2 weeks" Thomas B. Console light for air conditioner also
no longer works" Gretchen D. Dealer has repaired it 3 times but still not operating correctly"
Mike B. Dealer swapped out no charge" Mark W. Convertible top "leaks by the A post" James L.
It is a common defect, such that there are aftermarket fixes, yet Chrysler will not order a recall
and permanent repair" Scott R. Display screen freezes up "When the ambient temperature
outside the Jeep is hot, the electronic dashboard controls tend to not work when trying to
access information by using the buttons on the steering column" Anonymous, NY Jeep
Wrangler Sahara 3. Often requires the car to be turned of to allow the system to reset" Brennan
G. The entire unit failed twice and was replaced twice under warranty" Robert L. Clutch
adjustment "Transmission gear ratio too high in 2 and 4 wheel high. Clutch replacement
"Throwout bearing needed replacing before the clutch miles" Penny M. Emission control
devices includes EGR "The fuel system has an evap leak. It was the O2 sensor that needed
replacement" Kevin M. Antifreeze leaks "Hose clamp rusted away causing a leak in the cooling
system which resulted in engine overheating. Repair not covered under warintee" Robert M.
Should have been a recall" Brandon R. Accessory belts or pulleys "Had to replace the v belt
because the harmonic balancer was bad, also had to replace the harmonic balancer. See All
Trouble Spots. Compare Models. No Data Available. A separated or severed seat belt buckle
strap will result in an inoperable seat belt, increasing the risk of injury in the event of a crash.
Read Recall Details. The driver's seat belt buckle mounting strap may fracture and separate
from the seat frame. What should you do:. FCA US will notify owners, and dealers will replace
the driver's seat belt buckle, free of charge. Interim notices informing owners of the safety risk
were mailed November 19, Owners will received a second letter and the recall began March 26,
Owners may contact FCA customer service at FCA's number for this recall is VA6. Potential
Number of Units Affected: Hide Recall Details. In the event of a crash necessitating deployment

of the passenger's frontal air bag, the inflator could explode with metal fragments striking the
vehicle occupants potentially resulting in serious injury or death. Upon deployment of the
driver's frontal air bag, excessive internal pressure may cause the inflator to explode. Chrysler
will notify owners, and dealers will replace the passenger frontal air bag inflator, free of charge.
The recall began February 4, Owners may contact Chrysler customer service at Chrysler's
number for this recall is V An inflator explosion may result in sharp metal fragments striking the
driver or other occupants resulting in serious injury or death. Virgin Islands or "Zone A. In the
event of a crash necessitating deployment of the passenger frontal air bag, these passenger air
bag inflator may explode due to propellant degradation occurring after long-term exposure to
absolute humidity and temperature cycling. The recall began February 28, Chrysler's number for
this recall is U These vehicles are equipped with certain air bag inflators assembled as part of
the passenger frontal air bag modules, and used as original equipment or replacement
equipment. These inflators may rupture due to propellant degradation occurring after long-term
exposure to absolute humidity and temperature cycling. An inflator rupture may result in metal
fragments striking the vehicle occupants resulting in serious injury or death. Louis North
Assembly Plant. Virgin Islands, or "Zone A. Mitsubishi owners will be notified by their company.
Dealers will replace the passenger frontal air bag inflator, free of charge. The recall began on
March 27, Chrysler's number for this recall is S Note: This recall supersedes recall 14V Failure
of the air bag circuit may prevent the driver's frontal air bag from deploying in the event of a
crash, increasing the risk of injury. The clockspring assembly may become contaminated with
dust and cause the air bag circuit to fail. Chrysler will notify owners, and dealers will replace the
clockspring, wheel back cover, and column shroud, free of charge. The recall began on August
11, An electrical short increases the risk of a fire. Corrosion in the exterior heated power mirror
electrical connector may result in an electrical short. Chrysler will notify owners, and dealers
will move the exterior mirror power feed to a separate connector, free of charge. Chrysler issued
an interim notification to owners on December 8, The recall began on March 3, Chrysler's
number for this recall is P A loss of transmission fluid may result in a loss of transmission
function which may increase the risk of a crash. The power steering line may contact and wear a
hole in the transmission oil cooler line resulting in a loss of transmission fluid. Chrysler will
notify owners, and dealers will replace the power steering return tube assembly, free of charge.
The recall began on September 23, Owners may contact Chrysler at Chrysler's recall campaign
number is N In the event of a crash necessitating airbag deployment, a broken electrical circuit
in the airbag clockspring wiring assembly can lead to non-deployment of the driver-side frontal
airbag and will not be able to properly protect the driver, increasing the risk of injuries. The
affected vehicles have airbag clockspring assemblies that could experience broken airbag
circuits. Chrysler will notify owners, and dealers will replace the clockspring and add a steering
wheel dust shield, free of charge. The recall began on June 10, Chrysler's recall campaign
number is M If the liner shifts forward it may impede the operation of the accelerator and
possibly lead to unintended acceleration, which may increase the risk of a crash. Quadratec,
Inc. The liners are for use in Jeep Wranglers. The anchor point for the affected floor liners may
tear during use, particularly when exposed to high temperatures. The tearing may allow the
floor liner to shift forward. Quadratec will notify owners and either exchange the liners or
provide them with a hook guard kit to help secure the driver-side mat, free of charge. The recall
began on April 4, Owners may contact Quadratec at or info quadratec. Quadratec's recall
campaign number is Show More. Check Vehicle for Unrepaired Recalls. Recall Look-up. Change
Vehicle. Ready to Shop Local Inventory? Select Another Vehicle. More From Consumer Reports.
Make a Donation Newsletters Give a Gift. You no longer have digital access to ratings and
reviews. Some content provided by and under copyright by Autodata, Inc. Make: Jeep Change.
The driver's seat belt buckle mounting strap may fracture and separate from the seat frame.
Consequence Summary: A separated or severed seat belt buckle strap will result in an
inoperable seat belt, increasing the risk of injury in the event of a crash. Corrective Summary:
FCA US will notify owners, and dealers will replace the driver's seat belt buckle, free of charge.
Interim notices informing owners of the safety risk were mailed November 19, Owners will
received a second letter and the recall began March 26, Owners may contact FCA customer
service at FCA's number for this recall is VA6. Upon deployment of the driver's frontal air bag,
excessive internal pressure may cause the inflator to explode. Consequence Summary: In the
event of a crash necessitating deployment of the passenger's frontal air bag, the inflator could
explode with metal fragments striking the vehicle occupants potentially resulting in serious
injury or death. Corrective Summary: Chrysler will notify owners, and dealers will replace the
passenger frontal air bag inflator, free of charge. The recall began February 4, Owners may
contact Chrysler customer service at Chrysler's number for this recall is V Virgin Islands or
"Zone A. In the event of a crash necessitating deployment of the passenger frontal air bag,

these passenger air bag inflator may explode due to propellant degradation occurring after
long-term exposure to absolute humidity and temperature cycling. Consequence Summary: An
inflator explosion may result in sharp metal fragments striking the driver or other occupants
resulting in serious injury or death. The recall began February 28, Chrysler's number for this
recall is U Louis North Assembly Plant. Virgin Islands, or "Zone A. Consequence Summary:
These vehicles are equipped with certain air bag inflators assembled as part of the passenger
frontal air bag modules, and used as original equipment or replacement equipment. These
inflators may rupture due to propellant degradation occurring after long-term exposure to
absolute humidity and temperature cycling. An inflator rupture may result in metal fragments
striking the vehicle occupants resulting in serious injury or death. Mitsubishi owners will be
notified by their company. Dealers will replace the passenger frontal air bag inflator, free of
charge. The recall began on March 27, Chrysler's number for this recall is S Note: This recall
supersedes recall 14V The clockspring assembly may become contaminated with dust and
cause the air bag circuit to fail. Consequence Summary: Failure of the air bag circuit may
prevent the driver's frontal air bag from deploying in the event of a crash, increasing the risk of
injury. Corrective Summary: Chrysler will notify owners, and dealers will replace the
clockspring, wheel back cover, and column shroud, free of charge. The recall began on August
11, Corrosion in the exterior heated power mirror electrical connector may result in an electrical
short. Consequence Summary: An electrical short increases the risk of a fire. Corrective
Summary: Chrysler will notify owners, and dealers will move the exterior mirror power feed to a
separate connector, free of charge. Chrysler issued an interim notification to owners on
December 8, The recall began on March 3, Chrysler's number for this recall is P The power
steering line may contact and wear a hole in the transmission oil cooler line resulting in a loss
of transmission fluid. Consequence Summary: A loss of transmission fluid may result in a loss
of transmission function which may increase the risk of a crash. Corrective Summary: Chrysler
will notify owners, and dealers will replace the power steering return tube assembly, free of
charge. The recall began on September 23, Owners may contact Chrysler at Chrysler's recall
campaign number is N The affected vehicles have airbag clockspring assemblies that could
experience broken airbag circuits. Consequence Summary: In the event of a crash necessitating
airbag deployment, a broken electrical circuit in the airbag clockspring wiring assembly can
lead to non-deployment of the driver-side frontal airbag and will not be able to properly protect
the driver, increasing the risk of injuries. Corrective Summary: Chrysler will notify owners, and
dealers will replace the clockspring and add a steering wheel dust shield, free of charge. The
recall began on June 10, Chrysler's recall campaign number is M The liners are for use in Jeep
Wranglers. The anchor point for the affected floor liners may tear during use, particularly when
exposed to high temperatures. The tearing may allow the floor liner to shift forward.
Consequence Summary: If the liner shifts forward it may impede the operation of the
accelerator and possibly lead to unintended acceleration, which may increase the risk of a
crash. Corrective Summary: Quadratec will notify owners and either exchange the liners or
provide them with a hook guard kit to help secure the driver-side mat, free of charge. The recall
began on April 4, Owners may contact Quadratec at or info quadratec. Quick Links. User Guide.
Automobile Jeep Wrangler Owner's Manual pages. Page 2 Hour Towing Assistance new
vehicles purchased in the U. We hope you find it useful. Replacement DVD kits may be
purchased by visiting Be assured that it represents precision workmanship, distinctive styling,
and high quality - all essentials that are traditional to our vehicles. Your new Chrysler Group
LLC vehicle has characteristics to enhance the driver's control under some driving conditions.
Page 5 If your symptoms persist, please see an authorized dealer. Inspect the belt system
periodically, checking for cuts, frays, or loose parts. Damaged parts must be replaced
immediately. Do not disassemble or modify the system. Do not lean against the door or window.
Sit upright in the center of the seat. Press the switch a second time to select Low-level heating.
This feature is activated whenever you turn on the rear window defroster. If buffeting occurs
with the rear windows open, adjust the front and rear windows together. Some of these radio
features should not be used when driving because they take your eyes from the road or your
attention from driving. Then select button 1â€”6. To determine if your radio has these features,
press the Voice Command button on the radio. NOTE: Your Touch-Screen Radio will usually
automatically switch to the appropriate mode when something is first connected or inserted into
the system. If you depart from the original route, your route is recalculated. A speed limit icon
could appear as you travel on major roadways. The volume may be controlled using the radio or
portable device. To access, lift up on the cover. Select the correct street name. Refer to The
beep is your signal to give a command. Below are a list of voice commands for each of the
different modes. Refer to the phone compatibility list at Connected mobile phones must be
bluetooth- compatible, and paired with your radio. Pressing the controls on the steering wheel

allows the driver to select vehicle information and Personal Settings. For additional information,
refer to Programmable Features in this guide. Disconnect the negative battery cable, and secure
it away from the negative battery post. Bring the vehicle to a complete stop, leaving it
connected to the tow vehicle. Otherwise, internal damage will result. A hot engine cooling
system is dangerous. You or others could be badly burned by steam or boiling coolant. You
may want to call an authorized service center for service if your vehicle overheats. Have the
vehicle serviced immediately. Remove the spare tire, jack and tools from the stored location.
Loosen but do not remove the wheel lug nuts by turning them to the left one turn while the
wheel is still on the ground. Mount the road tire on the axle. Install the remaining lug nuts with
the cone shaped end of the nut toward the wheel. Lightly tighten the lug nuts. Lower the vehicle
to the ground by turning the jack handle counterclockwise. It can start anytime the ignition
switch is on. You can be injured by moving fan blades. Turn your steering wheel right and left to
clear the area around the front wheels. Use only recommended brake fluids. This center
contains cartridge fuses, mini-fuses and relays. Objects on the road and chuck holes can cause
damage that results in tire failure. Page Faq How To? Page Driving And Alcohol This guide has
been prepared to help you get quickly acquainted with your new Jeep and to provide a
convenient reference source for common questions. Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. This page is for personal, non-commercial use. We get it. Ads can be
annoying. But ads are also how we keep the garage doors open and the lights on here at
Autoblog - and keep our stories free for you and for everyone. And free is good, right? If you'd
be so kind as to allow our site, we promise to keep bringing you great content. Thanks for that.
And thanks for reading Autoblog. Pricing Specs Equipment. Interior Front head room 41 " Rear
head room 40 " Front shoulder room 56 " Rear shoulder room 57 " Front hip room 56 " Rear hip
room 57 " Front leg room Maximum cargo capacity Standard seating 5 Exterior Length Gross
weight 5, lbs. Fuel Fuel tank capacity Torque rpm 4, Payload lbs. Maximum towing capacity 3,
lbs. Drive type four-wheel Turning radius Research Another Vehicle. We notice you're using an
ad blocker. Please consider allowing Autoblog. Allow Us! Here's how to disable adblocking on
our site. Click on the icon for your Adblocker in your browser. A drop down menu will appear.
Select the option to run ads for autoblog. The exact text will differ depending on the actual
application you have running. Refresh the Autoblog page you were viewing. Hey again! You still
haven't turned off your adblocker or allowed our site. It only takes a few seconds. You must be
logged in to perform that action. You must have JavaScript enabled to experience the new
Autoblog. Please follow the instructions below to enable JavaScript in your browser. By
choosing this color:. Cancel Change Color. By choosing this option:. Cancel Confirm. Updating
Configuration A majority of all used US imports have either been in accidents, been stolen, been
flooded, salvaged and rebuilt and shipped to Europe or are subject to open recalls. For 30
years, CARFAX has been collecting data on US vehicles from thousands of sources and has
helped millions of used car shoppers reduce their risk of getting stuck with a vehicle that has
costly hidden problems. For more than 30 years, CARFAX has been helping millions of used car
shoppers make better purchase decisions and avoid expensive hidden problems. In addition,
CARFAX has helped used car dealers around the world to build trust with their customers and
sell their American cars with confidence. With more than 14 billion records, CARFAX has built
up its database with the help of its partners and sources, including government offices, law
enforcement agencies, service and repair shops, car dealerships, insurance companies and
many more. In addition to publicly available information, CARFAX has collected information
from many independent reliable sources. Thanks for the service, the price was absolutely worth.
Immediately to the Internet, paid with credit card and in 10 minutes I ha
2001 chevy cavalier radiator replacement
keys backyard saunas
ge appliances repair manuals
d the report. Vehicle imported from California to Lithuania. For some weeks "Babs" is now with
us and we have a lot of fun with the car. Buying Used American Cars? Search by VIN. Instant
Access. We offer you unique vehicle history to help you make better purchase decisions.
Trusted by millions of users. Worldwide market leader. The most popular blog articles How to
detect mileage rollback? Mileage rollback is one of the most occurring types of fraud in the
selling process of used cars. However, there are ways to detect mileage fraud. Even though
odometer fraud is difficult to detect for the untrained eye, it is not an impossible task. Import a
car from the USA. There are a few advantages to buying a American used car. Check the Service
History of a Car. How important is the service history of a car? CARFAX takes a look at these
questions and explains the importance of the service history of a car, as well as where you can

find the complete history of service records. Make a VIN Search.

