2015 ram promaster fuse box diagram

To check a fuse, look at the silver-colored band inside the fuse. If the band is broken or melted,
replace the fuse. Be sure to replace a bad fuse with a new one of the identical size and rating.
Fuses of the same amperage can be temporarily borrowed from another fuse location if a fuse
goes out. Replace the fuse as soon as possible. The Front Distribution Unit is located on the
right side of the engine compartment, next to the battery. To access the fuses, remove
fasteners, and remove the cover. The ID number of the electrical component corresponding to
each fuse can be found on the back of the cover. Necessary cookies are absolutely essential for
the website to function properly. This category only includes cookies that ensures basic
functionalities and security features of the website. These cookies do not store any personal
information. Any cookies that may not be particularly necessary for the website to function and
is used specifically to collect user personal data via analytics, ads, other embedded contents
are termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. When replacing a blown fuse, it is important to use only a fuse
having the correct amperage rating. The use of a fuse with a rating other than indicated may
result in a dangerous electrical system overload. If a properly rated fuse continues to blow, it
indicates a problem in the circuit that must be corrected. Main Page. This website uses cookies
to improve your experience. We'll assume you're ok with this, but you can opt-out if you wish.
Close Privacy Overview This website uses cookies to improve your experience while you
navigate through the website. Out of these cookies, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
Non-necessary Non-necessary. This pictorial diagram shows us a physical connection that is
much easier to understand in an electrical circuit or system. An electrical diagram can indicate
all the interconnections, indicating their relative positions. The use of this Array can be
positively recognized in a production project or in solving electrical problems. This can prevent
a lot of damage that even derail electrical plans. The layout facilitates communication between
electrical engineers designing electrical circuits and implementing them. The pictures are also
helpful in making repairs. It shows whether the installation has been appropriately designed and
implemented while confirming the safety regulators. A usually gives information about the
relative position and arrangement of devices and terminals on the devices, to help in building or
servicing the device. This is unlike a schematic diagram, where the arrangement of the
components interconnections on the diagram usually does not correspond to the components
physical locations in the finished device. A pictorial would show more detail of the physical
appearance, whereas a wiring diagram uses a more symbolic notation to emphasize
interconnections over physical appearance. They only provide general information and cannot
be used to repair or examine a circuit. The functions of different equipment used within the
circuit get presented with the help of a schematic diagram whose symbols generally include
vertical and horizontal lines. However, these lines are known to show the flow of the system
rather than its wires. A represents the original and physical layout of electrical
interconnections. Wiring on the picture with different symbols shows the exact location of
equipment in the whole circuit. Its components are shown by the pictorial to be easily
identifiable. They are often photos attached with highly-detailed drawings or labels of the
physical components. A person with a strong knowledge of electrical wiring diagrams can only
understand a pictorial. FRDiagram Database - Radd. Fuse box Dodge Ram Fuses box diagram.
Under-hood fuse box diagram: Ford Taurus , , , , , , Fuse box, Ford explorer, Ford flexPinterest.
FRDiagram Database. Ram , , Fuse Box Diagramknigaproavto. Related Ram Fuse Box Diagram.
Skip to content. The totally integrated power module TIPM is located in the engine compartment
near the battery. This center contains cartridge fuses and mini fuses. A description of cover,
otherwise the cavity number of each fuse is stamped on the inside cover that corresponds to
the following chart. Tags: Fuse box diagram Dodge. Bat â€” Trailer Tow Main. Bat â€”
Passenger Door Node. Bat â€” Driver Door Node. Sway Bar Module â€” If Equipped. Powertrain
Control Module Transmission Range. Automatic Shutdown 3. Rad Fan â€” If Equipped.
Compressor for Air Suspension â€” If Equipped. Emissions Diesel â€” If Equipped. Diesel Fuel
Heater â€” If Equipped. Smart Bar â€” If Equipped. Urea Heater Control â€” If Equipped. Special
Services Vehicle Only. Sunroof â€” If Equipped. Rear Defroster â€” If Equipped. Power Outlet
â€” Special Services Only. Active Grill Shutter â€” If Equipped. Upfitter â€” If Equipped.
Instrument Panel Cluster except for fleet vehicles. Additional Diesel Content â€” If Equipped.
PM Sensor â€” If Equipped. Coolant Temperature Valve Actuator. Front Heated Seats â€” If
Equipped. Upfitters â€” If Equipped. Quick Links. Table of Contents. Be assured that it

represents precision workmanship, distinctive styling, and high quality - all essentials that are
traditional to our vehicles. Manual Mirrors 2. Uconnect Phone Controls 3. Headlight Switch pg.
Storage Speedometer 2. Fuel Gauge 3. Fuel Filler Door Location 4. Tachometer 6. Warning and
Indicator Lights Right Side 7. Gear Position 8. Carefully check the vehicle for fuel leaks in the
engine compartment and on the ground near the engine compartment and fuel tank before
resetting the system and starting the engine. NOTE: EDR data are recorded by your vehicle only
if a non-trivial crash situation occurs; no data are recorded by the EDR under normal driving
conditions and no personal data e. Test that the child restraint is installed tightly by pulling
back and forth on the child seat at the belt path. It should not move more than 1 inch Route the
tether strap to provide the most direct path for the strap between the anchor and the child seat.
The force required to hold even an infant on your lap could become so great that you could not
hold the child, no matter how strong you are. Always securely stow removed head restraints in
a location outside the occupant compartment. Pull the bar upward to move the seat forward or
rearward. Release the bar once the seat is in the desired position. Pull forward on the lower
release lever located on the lower outboard side of seat and lift the seat for extended cargo
space. Reverse order for original setting. Lower Release Lever The controls for the front heated
seats are located on the lower outboard side of the seat. It also allows you to lengthen or
shorten the steering column. Drive moderately during the first miles km. Intermittent Speed
Rotate the end of the lever upward to the first detent. The wipers will operate at intermittent
speed. Leaving the Electronic Speed Control system on when not in use is dangerous. You
could accidentally set the system or cause it to go faster than you want. You could lose control
and have an accident. The ParkView Rear Back-Up Camera image will be displayed on the radio
display screen, located on the center stack of the instrument panel. Uconnect Phone Mute
Button 2. Uconnect Phone Button pg. Phone Hang Up Button 4. Uconnect Voice Command
Button pg. Uconnect Radio pg. Climate Controls pg. These networks allow your vehicle to send
and receive informa- tion. This information allows systems and features in your vehicle to
function properly. Page Uconnect 3. Page Uconnect 5. Hear commercial-free music plus sports,
news, talk and entertainment. Using a 3. Refer to Visit UconnectPhone. Reduce background
noise. Wind and passenger conversations are examples of noise that may impact recognition.
Push the VR button. Voice operation is only available for connected USB and iPod devices.
After the beep, say one of the following commands and follow the prompts to switch your media
source or choose an artist. When the Phonebook button is illuminated on your touchscreen,
your system is ready. Push the Phone button say Listen. Must have compatible mobile phone
paired to Uconnect system. Once an incoming text message is read to you, push the Phone
button. Press the Settings button. Select Bluetooth. Once enabled, the mobile phone will begin
to search for Bluetooth connections. Push the Menu button. Select Settings. Select
Connections. Press the settings button on the mobile phone. Push the Menu button on the
mobile phone. As soon as you hear the message you would like to send, you can interrupt the
list of prompts by pushing the Uconnect phone button and saying the phrase. Uconnect will
confirm the message by reading it back to you. Pushing the controls on the left side of the
steering column allows the driver to select vehicle information and Personal Settings. The outlet
can be is used for powering 12 Volt adaptive accessories and recharging communications
devices. Do not insert any other object in the power outlet as this will damage the outlet and
blow the fuse. Improper use of the power outlet can cause damage not covered by your New
Vehicle Limited Warranty. Residents or for Canadian Residents. Have the vehicle serviced
immediately. If the brake light turns on, it may indicate that the parking brake is applied, that the
brake fluid level is low, or that there is a problem with the brake system master cylinder
reservoir. Pull far enough off the road to avoid the danger of being hit when operating the jack
or changing the wheel. Remove the spare tire before attempting to jack up the vehicle. Attach
the wrench handle to the winch extension. To access the winch mechanism open the rear doors
of the vehicle to expose the winch mechanism access cover. Remove the access cover and
install the winch extension into the winch mechanism. Pull the spare tire out from under the
vehicle to gain access to the spare tire retainer. Remove the retainer nut prior to re- moving the
retainer from the wheel. Park the vehicle on a firm level surface as far from the edge of the
roadway as possible. Do not attempt to raise the vehicle by jacking on locations other than
those indicated. Turn the handle on the jack screw to the right until the jack head is properly
engaged in the described location. Remove the wheel lug bolts. For vehicles with wheel covers,
remove the cover from the wheel by hand. Do not pry the wheel cover off. Then pull the wheel
off the hub. A loose tire or jack thrown forward in a collision or hard stop could endanger the
occupants of the vehicle. Always stow the jack parts and the spare tire in the places provided.
Mount the road tire on the axle. To ease the installation process for steel wheels with wheel
covers, install two wheel bolts on the wheel. Pull far enough off the road to avoid the danger of

being hit when using the Tire Service Kit. Tire Service Kit is not a permanent flat tire repair.
Have the tire inspected and repaired or replaced after using Tire Service Kit. Jump-starting can
be dangerous if done improperly so please follow the procedures in this section carefully. It can
start anytime the ignition switch is ON. You can be injured by moving fan blades. Do not
connect the jumper cable to the negative - post of the discharged battery. The resulting
electrical spark could cause the battery to explode and could result in personal injury. Pull the
hood release lever located under the driver side of the instrument panel. Page Engine
Compartment - 2. Air Cleaner Filter 2. Power Steering Fluid Reservoir 3. Oil Fill Cap 4. Engine Oil
Dipstick Brake Fluid Reservoir 6. Power Distribution Center Fuses 7. Washer Fluid Reservoir 8.
Engine Coolant Pressure Cap Metric Fuel Approximate 2. Never replace a fuse with another fuse
of higher amp rating. Overloading can cause tire failure, affect vehicle handling, and increase
your stopping distance. Use tires of the recom- mended load capacity for your vehicle. Do not
install more than one compact spare tire and wheel on the vehicle at any given time. Page
Frequently Asked Questions How to use the power outlet? Page Driving And Alcohol User
Guide This guide has been prepared to help you get quickly acquainted with your new Ram
vehicle and to provide a convenient reference source for common questions. RAM ProMaster
city. Third Edition REV 2. User Guide Print page 1 Print document pages. Cancel Delete. Sign In
OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.
Fuse box diagrams fuse layout and assignment of fuses and relays, location of the fuse blocks
in Ram vehicles. Necessary cookies are absolutely essential for the website to function
properly. This category only includes cookies that ensures basic functionalities and security
features of the website. These cookies do not store any personal information. Any cookies that
may not be particularly necessary for the website to function and is used specifically to collect
user personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Main Page. This website uses cookies to improve your experience. We'll assume you're
ok with this, but you can opt-out if you wish. Close Privacy Overview This website uses cookies
to improve your experience while you navigate through the website. Out of these cookies, the
cookies that are categorized as necessary are stored on your browser as they are essential for
the working of basic functionalities of the website. We also use third-party cookies that help us
analyze and understand how you use this website. These cookies will be stored in your browser
only with your consent. You also have the option to opt-out of these cookies. But opting out of
some of these cookies may have an effect on your browsing experience. Necessary Always
Enabled. Non-necessary Non-necessary. Quick Links Download this manual. Table of Contents.
Page 6: Introduction - all essentials that are traditional to our vehicles. If these instructions
operating procedures that could result in a collision or are missing, please contact your
authorized dealer for bodily injury. Any modifications or alterations to this vehicle could
seriously affect its roadworthiness and safety and may lead to a collision resulting in serious
injury or death. To use the mechanical key, simply push the mechanical key release button. The
vehicle is supplied with a code card containing key code numbers to order duplicate keys, and
the autho- rized studio that sold you your new vehicle has the key code numbers for your
vehicle locks. Remove the key from the ignition switch lock cylinder. When leaving the vehicle,
always lock your vehicle. Alarm will rearm itself after the 15 additional minutes of turn lamps
flashing. The RKE transmitter does not need to be pointed at the vehicle to activate the system.
The turn signal lights will flash to acknowledge NOTE: Perchlorate Material â€” special handling
may ap- the unlock signal. Closeness to a radio transmitter such as a radio station To unlock
the front doors, pull the inside door handle to tower, airport transmitter, and some mobile or CB
the detent. Auto Unlock Doors This feature unlocks all doors when the driver door is open. The
BeltAlert warning sequence starts by are placed on the outboard front passenger seat or when
blinking the Seat Belt Reminder Light and sounding an the seat is folded flat if equipped. It is
recommended intermittent chime. Continued sudden stops or collisions. This feature allows the
shoul- other passengers, or you can be thrown out of the der part of the seat belt to move freely
with you under vehicle. You might abdomen. Always wear the lap part of your seat suffer
internal injuries, or you could even slide out belt as low as possible and keep it snug. Wear your
seat belt snugly. When the seat belt is long enough to fit, insert the latch 4. To release the seat
belt, push the red button on the buckle. The seat belt will automatically retract to its stowed
position. If necessary, slide the latch plate down the webbing to allow the seat belt to retract
fully. Slide the latch plate upward over the folded webbing. The folded webbing must enter the
slot at the top of the latch plate. Continue to slide the latch plate up until it clears the folded
webbing and the seat belt is no longer twisted. You might suffer internal injuries, or you could
even slide out of the seat belt. Follow these instructions to wear your seat belt safely and to
keep your passengers safe, too. Place the shoulder belt across the chest and away from the

neck. Never place the shoulder belt behind the back or under the arm. Like the air bags, the
preten- sioners are single use items. A deployed pretensioner or a deployed air bag must be
replaced immediately. Energy Management Feature The front seat belt system is equipped with
an Energy Management feature that may help further reduce the Slide the latch plate into the
buckle until you hear a click. Continued locking mode. If the light does not come on as a bulb
check when the ignition is first turned on, stays on after you start the vehicle, or if it comes on
as you drive, have an authorized dealer service the air bag system immediately. Continued
collisions, truck underrides, and angle offset collisions. On the other hand, depending on the
type and location of The protective covers for the air bag cushions are impact, front air bags
may deploy in crashes with little designed to open only when the air bags are The front air bags
fully inflate in less time than it takes to blink your eyes. The SAB moves at a very high speed
and with such a high force that it could injure occupants if they are not seated properly, or if
items are positioned in the area where the SAB inflates. Continued dows. Vehicle damage by
itself is not a good indicator of whether or not Side Air Bags should or very close to Side Air
Bags can be seriously have deployed. Do not lean windows in certain side impact events. Your
vehicle is equipped with a Fuel Cut Off safety Deployed air bags and seat belt pretensioners
cannot switch. In the event of an accident, if the communication protect you in another
collision. Carefully check the vehicle for fuel leaks in the engine compartment and on the
ground near the engine com- partment and fuel tank before resetting the system and starting
the engine. This vehicle is equipped with an event data recorder EDR. The main purpose of an
EDR is to record, in NOTE: EDR data are recorded by your vehicle only if a certain crash or near
crash-like situations, such as an air non-trivial crash situation occurs; Continued Everyone in
your vehicle needs to be buckled up at all how strong you are. The child and others could be
times, including babies and children. Every state in the badly injured or killed. Continued the
vehicle seat? When the vehicle seat has 2. If you must carry a child correctly. Test that the child
restraint is installed tightly by lights, and courtesy lights while releasing all the doors pulling
back and forth on the child seat at the belt and displaying a message; they are deactivated by
push- path. Push the button A to reactivate the fuel cut off switch. Before reactivating the fuel
cut off switch, carefully check for fuel leaks or damage to vehicle electrical devices e. Open Air
Bag Warning Light seams or loose connections could permit exhaust fumes to seep into the
passenger compartment. In addition, The light should come on and remain on for inspect the
exhaust system each time the vehicle is raised four to eight seconds as a bulb check when the
for lubrication or oil change. Continued Always use floor mats designed to fit the footwell of
your secured to prevent them from moving and interfer- vehicle. Use only floor mats that leave
the pedal area ing with the pedals or the ability to control the unobstructed and that are firmly
secured so that they vehicle. Check turn stalled, if not equipped from the factory. Adjust the
mirror to center on the view through the rear window. Headlight glare can be reduced by moving
the small control under the mirror to the night position toward the rear of the vehicle. The power
mirror controls are located on the driver-side Vehicles and other objects seen in an outside
convex door trim panel. Tilt the control wand in the direction you want the mirror to move.
Heated Mirrors â€” NOTE: The intended use of the power fold mirrors is by pushing the buttons
to fold and unfold the mirrors. Pull the bar upward to move the seat forward or rear- ward.
Release the bar once the seat is in the desired position. Lift up on the front lever to adjust the
front of the seat up or down. Lift up on the rear lever to adjust the rear of the seat up or down.
Rotate the front knob to adjust the front of the seat up or down. Rotate the rear knob to adjust
the rear of the seat up or down. To recline the seatback, lean back, rotate the knob rear- ward to
position the seatback as desired. To return the seatback to its normal upright position, lean
forward, rotate the knob forward until the seatback is in the upright position. The sudden
movement of the seat could cause you to lose control. The seat belt might not be adjusted
properly and you could be injured. When the seats are not in the right position and the first
vehicle movement after the cranking is attempted, a chime and a text message will appear in
EVIC. Rotate and lock the swivel seats in the correct position before trying again. Equipped A
storage tray is located under the drivers seat that can be easily removed by withdrawing the
hooks on the support base. The controls for the front heated seats are located on the lower
outboard side of the seat. Push the switch a second time to shut the heating elements off. To
lower the head restraint, push the adjust- ment button located on the base of the head restraint
and push downward on the head restraint. Underneath the front of the armrest is the sion or
hard stop could cause serious injury or adjuster wheel which will adjust the height of the
armrest death to occupants of the vehicle. To open the hood, two latches must be released.
Move to the outside of the vehicle, reach into the opening beneath the center of the hood and
push the safety latch lever to the right to release it, before raising the hood. To prevent possible
damage Use a firm downward push at the center front edge of the The multifunction lever

controls the operation of the hood to ensure that both latches engage. When the headlight
switch is on, the parking lights, taillights, license plate light, the clear- ance lights and
instrument panel lights are also turned on. Each light is turned on by pushing the steering
wheel, within two minutes. The Rear Cargo Lamp is located at the upper rear cargo area above
the rear doors. Low Speed Push the lever downward to the second detent. The wash function
must be used in order to Sudden loss of visibility through the windshield spray the windshield
with washer fluid. Do not adjust the steering column while driving. Adjusting the steering
column while driving or driv- ing with the steering column unlocked, could cause the driver to
lose control of the vehicle. Failure to follow this warning may result in serious injury or death. A
soft tap on the brake pedal, pushing the RES button, or Leaving the Electronic Speed Control
system on normal brake pressure while slowing the vehicle will when not in use is dangerous.
You could accidentally deactivate Electronic Speed Control without erasing the set the system
or cause it to go faster than you want. A slight speed change on the new set speed will be
established. The tones emitted by the loudspeaker inform the driver that the vehicle is
approaching an obstacle. The pauses between the tones are directly proportional to the distance from the obstacle. Failures are indi- cated immediately if they occur when the system is
ON. The audible signal is turned off immediately if the distance increases. Passenger
Compartment Power Outlet The cigar lighter and the power outlet are located in the center
console. The outlet can be is used for powering 12 Volt adaptive accessories and recharging
communications devices. The cargo area may be equipped with different options such as a
optional side panels, rear seats and an optional floor. Brake Warning Light The engine oil level
must be checked under the hood. This light monitors various brake functions, Electronic Speed
Control Set Indicator Light including brake fluid level and parking brake application. In the event
of dropped below a specified level. It does not show the degree of brake application. This could
result damage your vehicle. Continued This light informs you of a problem with the Vehicle. Air
Bag Warning Light As an added safety feature, your vehicle has been equipped with a Tire
Pressure Monitoring System This light will turn on for four to eight seconds TPMS that
illuminates a low tire pressure telltale when as a bulb check when the ignition switch is first one
or more of your tires is significantly under-inflated. This sequence will continue upon subseequipment tires and wheels. The upward through the main menu and sub- menu items include
the following functions: menus or adjust the illumination on the instru Briefly push and release
the MODE button to select the main menu option to set. The engine oil change the displayed
submenu option and to open the rel- indicator system is duty cycle based, which means the
evant setup menu. If necessary, repeat this procedure. This indicates the distance which may be
traveled with the fuel remaining in the tank, assuming that driving Instant Economy conditions
will not change. Road Safety The radio is installed in an ergonomic position for the We
recommend that you learn how to use the various driver and passenger with a diagram on the
front panel radio features for example, Station Preset before you that allows the user commands
to be identified quickly The radio has a unique identification number found on the warranty
card. This card is required as proof of Reception may be affected by mountains, buildings or
ownership if the radio is stolen or when seeking assis- bridges, especially when further away
from the transmit- tance. When the search button is pushed and When this is on, it indicates the
radio station is transmit- held, the radio station frequency will continue to be ting. When this
feature is enabled, the display shows CLK ON and the clock is Auto Switch displayed whenever
the ignition is switched on, even if Continued When you enter USB mode, the display shows
LOAD- Due to the extensive range of makes and models of ING while the radio checks whether
the connected storage devices available on the market, not all device is valid. If any again, the
radio will advance to the first song in the of these buttons is briefly pushed again, the number in
first folder on the USB device. Many features can vary by vehicle. Turn the control knob to scroll
through menus and change settings i. Once in the desired Buttons on the touchscreen are
accessible on the mode, press and release the preferred setting. The button will highlight
showing that setting has been selected. When this feature is selected it will reset the Display,
Clock, Audio, and Radio Settings to their default settings. To restore the settings to their default
setting, press the Restore Settings button. Failure to follow this warning could result in a
collision. Do not use solvents such as benzene, thinner, cleaners, in each mode. Radio
Operation 5. Store the disc in its case after playing. A light will illuminate eral patterns of air
distribution. You when the Air Conditioning system is can select either a primary mode as
engaged. Air is directed through the windshield and side window demist outlets. Use this mode
with maxi- NOTE: For all settings, except full cold or full hot, mum blower and temperature
settings for best wind- there is a difference in temperature between the upper shield and side
window defrosting. Continuous use of the Recirculation mode may make the inside air stuffy
and window fogging may occur. Reduce background noise. Wind and passenger con-

versations are examples of noise that may impact recognition. Speak clearly at a normal pace
and volume while facing straight ahead. The microphone is positioned on the rearview mirror
and aimed at the driver. Push the VR button. After the beep, say one of the following commands
and follow the prompts to switch your media source or choose an artist. After the beep, say All
rights reserved. Android is a trademark of Google Inc. Press the brake pedal before shifting to
any driving gear. Once the key is removed, the transmission is Damage to the transmission may
occur if the follow- locked in PARK, securing the vehicle against un- ing precautions are not
observed: wanted movement. This is especially important when the engine is cold. You could
lose control of the vehicle and hit access to an unlocked vehicle. Allowing children to someone
or something. Shift into fully seated. Wait approximately 10 seconds. Transmission function is
monitored electronically for 5. Restart the engine. If a condition is detected that could 6. Shift
into the desired gear range. If the problem is no result in transmission damage, Transmission
Limp Home longer detected, the transmission will return to normal Mode is activated. Slow
down during rainstorms or when the roads are the front driving wheels. Slow down if the road
has standing water or puddles. Continued damage is not covered by the New Vehicle Limited
standing water that is deeper than the bottom of Warranty. The fluid should only be travel are
considered normal and do not indicate that checked if a leak is suspected, abnormal noises are
there is a problem with the power steering system. Fluid level should be checked on a level
surface and with the engine off to prevent injury from moving parts and to ensure accurate fluid
level reading. Continued and to help avoid skidding on slippery surfaces. This is the result of
the torque to be applied to the wheel that is not spinning. Continued during the stopping
sequence. Once the resulting from excessive speed in turns, or hydro- brake pedal is released,
the BAS is deactivated. Continued brake pedal is released, there may not be enough There may
be situations on minor hills with a loaded brake pressure to hold the vehicle and trailer on a
vehicle, or while pulling a trailer, when the system hill and this could cause a collision with
another will not activate and slight rolling may occur. Cold tire inflation pressure is defined as
the tire pressure after Cold Tire Inflation Pressure the vehicle has not been driven for at least
three hours, or driven less than 1 mile 1. Cold tire inflation pressures for the front, rear, and
spare tires. Loading The vehicle maximum load on the tire must not exceed the load carrying
capacity of the tire on your vehicle. Overloading of your tires is dangerous. Use tires of the
cause collisions. Do not make a visual judge- Check tire pressures more often if subject to a
wide range ment when determining proper inflation. Where speed limits or condi- tions are such
that the vehicle can be driven at high Combining radial ply tires with other types of tires speeds,
maintaining correct tire inflation pressure is very on your vehicle will cause your vehicle to
handle Summer tires provide traction in both wet and dry Damaged Run Flat tires, or Run Flat
tires that have conditions, and are not intended to be driven in snow or experienced a loss of
pressure should be replaced imme- on ice. Continued driving capabilities and needs to be
replaced immedi- compact or limited-use temporary spare installed. A Run Flat tire is not
repairable. Damage to the vehicle may result. It is not recommended driving a vehicle loaded at
full capacity or to tow a trailer while a tire is in the run flat mode. Limited-use spares are for
emergency use only. In- stallation of this limited-use spare tire affects vehicle Limited-Use
Spare â€” Fast spinning tires can be dangerous. Forces gener- ated by excessive wheel speeds
may cause tire dam- age or failure. A tire could explode and injure some- one. Rotation of these
tires per the vehicle main- replaced. Life Of Tire Tires and the spare tire should be replaced after
six The manu- you may have on tire specifications or capability. Failure facturer strongly
recommends that you use tires equiva- to use equivalent replacement tires may adversely affect
lent to the originals in size, quality and performance the safety, handling, and ride of your
vehicle. Follow these recommendations to guard capacity, other than what was originally
equipped against damage. Rotation will increase tread life, help to maintain mud, snow and wet
traction levels, and contribute to a smooth, quiet ride. The reasons for any rapid or unusual
wear should be corrected prior to rotation being performed. This means that when pressure as
long as the condition exists, and will not turn the outside temperature decreases, the tire
pressure will off until the tire pressure is at or above the recommended decrease. Continued
Pressure Monitoring Telltale Light. Driving the vehicle sensor damage. If the ignition key is
cycled, this sequence The Tire Pressure Monitoring Telltale Light will illumi- will repeat
providing the system fault still exists. The spare tire has a tire pressure monitoring sensor,
NOTE: For a correct Tire Pressure Monitoring behavior, but it is not monitored until it is
mounted in place of please wait for about 20 minutes in key-off during each any of the existing
four road tires. Gasoline Fuel System Cautions blended with MMT provides no performance
advantage beyond gasoline of the same octane number without Contact your authorized dealer
for service Carbon monoxide CO in exhaust gases is deadly. Continued time the vehicle is
raised. Have any abnormal conditions repaired promptly. Until repaired, drive with all side

windows fully open. The entire weight The tongue weight is the downward force exerted on the
of the trailer must be supported by the scale. The following chart provides the industry standard
for the maximum trailer weight a given trailer hitch class can Trailer Hitch Classification
Definitions Class Max. Ratings Failure to load trailers heavier in front is the cause of many
trailer collisions. NOTE: For additional trailer towing information maxi- mum trailer weight
ratings refer to the following website Never exceed the maximum tongue weight stamped on
addresses Continued Schedule. It can overload your brake This could cause inadequate braking
and possible system and cause it to fail. If the trailer weighs more than 1, lbs kg loaded, it
should have its own brakes and they should be of adequate capacity. Failure to do this could
lead to accelerated brake lining wear, higher brake pedal effort, and longer stopping distances.
Refer to the following illustrations. Damage to the Recreational Towing â€” Automatic
Transmission drivetrain will result. Continued from the engine cooling system. Continued been
lowered. Failure to follow this warning may result in personal injury. Foreign objects e. In heat
source. This will provide the best positioning 4. Remove the cap from the valve stem and then
screw of the kit when injecting the sealant into the deflated the fitting at the end of the Sealant
Hose 6 onto the tire and running the air pump. If the sealant white fluid does not flow within 0
â€” Check the tire 3. Immediately disconnect the Sealant Hose 6 from the pressure by looking at
the Pressure Gauge 3. Immediately after injecting sealant and inflating the tire, drive the vehicle
5 miles 8 km or 10 minutes to ensure 2. Continued housing. The bottle is locked into place.
Remove the spare tire before attempting to jack up the 3 â€” Wrench Handle vehicle. Attach the
lug bolt adapter to the winch extension and insert it into the winch mechanism. Rotate the wheel
wrench handle counterclockwise vehicle to the right of the spare tire. Pull the spare tire out
from under the vehicle to gain the winch extension tube only. Use of an air wrench or access to
the spare tire retainer. Remove the retainer nut prior to removing the retainer 5. Lift the spare
tire with one hand to give clearance to from the wheel. Retainer Nut Lifting Spare Tire Pull the
retainer through the center of the wheel. Do not attempt to change a tire on the side of the
vehicle close to moving traffic, pull far enough off the road to avoid the danger of being hit
when operating the jack or changing the wheel. Continued when the vehicle is being jacked. Do
not attempt to raise the vehicle by jacking on locations other than those indicated in the Jacking
2. Rear Jacking Location Do not attempt to raise the vehicle by jacking on locations other than
those indicated. Continued under a vehicle that is on a jack. If you need to get under a raised
vehicle, take it to a service center where it can be raised on a lift. Place the wrench handle and
lug bolt adapter on the jack screw and turn to the right until the jack head is properly engaged
in the described location. Raising the vehicle higher than necessary can make Be sure to mount
the spare tire with the valve stem the vehicle less stable. It could slip off the jack and facing
outward. The vehicle could be damaged if the spare tire is mounted incorrectly. Continued
operator should repeat the spare tire instillation procedure. If the yellow dot does not appear in
the winch indication window, place and secure the dam- aged wheel into the vehicle and seek
dealer assis- tance to the winch mechanism. Check the spare tire pressure as soon as possible.
Correct the tire pressure, as required. For vehicles with aluminum wheels: 1. Remove the
adapter bracket and bolts from the storage bag in the glove compartment. Position the tire
vertically and lay the mounted adapter on the inner part of the rim. Using the supplied bolts,
fasten the wheel to the adapter using the bolt install wrench. Use a back-and-forth motion to
remove the hub cap. Do not use a twisting motion when removing the hub cap, damage to the
hub cap finish may occur. The wheel covers on the vehicle are held in place by the wheel lug
bolts and can be removed after the wheel lug bolts are taken off. It can start anytime the ignition
switch is ON. You can be injured by moving fan blades. Connect the opposite end of the
negative - jumper 6. Once the engine is started, disconnect the jumper cable to the remote
negative - post of the discharged cables in the reverse sequence: vehicle. Turn the steering
wheel right and left to clear the area around the front wheels. Using a small screwdriver or
similar tool, remove the 6. Page Engine Compartment - 3. This system monitors further damage
to the emission control system. It the performance of the emissions, engine, and automatic
could also affect fuel economy and driveability. As soon as you cycle the ignition switch to the
ON recently serviced or had a battery failure or replacement, position, you will see the
Malfunction Indicator Light you may need to do nothing more than drive your MIL symbol come
on as part of a normal bulb check. The air induction system air cleaner, hoses, etc. They contain
the vehicle body is a properly maintained engine exhaust carbon monoxide CO , which is
colorless and system. Do not allow battery fluid when the transmission is in gear and the
vehicle is in to contact your eyes, skin, or clothing. Drive belt tension should also be checked at
this time. When installing the filter retainer make nism and safety catch should be cleaned and
lubricated. Keep the blade rubber out of contact with petroleum products such as engine oil,
gasoline, etc. Commercially available windshield washer solvents are flammable. They could

ignite and burn you. Care NOTE: Life expectancy of wiper blades varies depend- must be
exercised when filling or working around ing on geographical area and frequency of use.
Continued maintenance intervals. Page Automatic Transmission 3. Continued Only cylinder
reservoir cap secured at all times. Brake Selection Of Lubricant fluid in a open container
absorbs moisture from the air resulting in a lower boiling point. This may It is important to use
the proper transmission fluid to cause it to boil unexpectedly during hard or pro- ensure
optimum transmission performance and life. Outside parking, If a transmission fluid leak
occurs, visit your autho- which exposes your vehicle to airborne contaminants, rized dealer
immediately. The chrome plated wheels, should be cleaned regularly using cost of such repairs
is considered the responsibility of mild neutral Ph soap and water to maintain their luster Please
do not use polishes, oils, cleaning fluids, solvents, detergents, or ammonia-based cleaners to
clean Interior trim should be cleaned starting with a damp your leather upholstery. Do not spray
cleaner directly on the mirror. Do not remove Removal the belts from the vehicle to wash them.
Dry with a soft Pull the flexible liner from the cupholder drawer starting cloth. To access the
fuses, remove the cover. Fuse Panel Fuse Panel Fuse Panel Location Remove appropriate
plastic cap from the back of the headlamp housing. NOTE: Lens fogging can occur under
certain atmo- spheric conditions. This will usually clear as atmospheric 7. Push down on the
upper portion of the socket. Carefully reinstall screw 1 on lower headlamp filler 5. Pull
Headlamp forward. Rotate the bulb counter clockwise and remove. Carefully reinstall screws 2
on upper headlamp 7. Replace lamp as required and lock in place. Lamp 8. Reinstall plastic cap.
NOTE: Passenger side headlamp must be removed for 9. Carefully reinstall headlamp in the
same position on bulb replacement, for driver side headlamp go to step 6 the vehicle, so as not
to affect headlamp aiming. Reinstall the bulb socket and rotate clockwise to lock in place. Turn
front wheels inboard to access cover in wheel liner. Reinstall lamp. Open the cover on the front
of the wheel liner. Do not use additional specified Organic Additive Technology OAT en- rust
inhibitors or antirust products, as they may not gine coolant antifreeze , may result i
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n engine be compatible with the radiator engine coolant and damage and may decrease
corrosion protection. Inspect front suspension, tie rod ends, boot seals, and replace if
necessary. Do only service work for which you have the knowledge and the right equipment. If
you have any doubt about your ability to perform a service job, take your vehicle to a competent
me- chanic. Prolongacion Paseo de la Reforma, by Bell Canada. Visa, Mas- charts and detailed
illustrations. These practical manuals tercard, American Express, and Discover orders are acmake it easy for students and technicians to find and fix cepted. For example, a tire graded
would wear one and one-half times as well on the government course as a tire graded Visit us
on the Worldwide Web at Use frequency signals. Mobile two-way radios and telephone only fully
shielded coaxial cable. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

