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to you by ClassicCars. The Jeep CJ models are both a series and a range of small, open-bodied
off-road vehicles and compact pickup trucks , built and sold by several successive incarnations
of the Jeep automobile marque from to The Willys Jeep was the world's first mass-produced
civilian four-wheel drive car. In , Willys-Overland , one of the two main manufacturers of the
World War II military Jeep , built the first prototypes for a commercial version â€” the CJ, short
for "civilian Jeep". Also, with few exceptions, they had part-time four-wheel drive systems , with
the choice of high and low gearing, and open bodies with removable hard or soft tops. After
remaining in production through a range of model numbers, and several corporate parents, the
Jeep CJ line was officially ended in More than 1. The similar model, the DJ "Dispatcher" was
introduced in as a two-wheel drive version with open, fabric, or a closed steel body in both leftand right-hand drives for hotel, resort, police, and later United States Postal Service markets. By
, the Allies were confident the war would be won, and wartime production looked to be winding
down. This allowed Willys to consider designing a Jeep for the postwar civilian market.
Documentation is scarce, but in early , Willys seemed to have found time to start drawing up
plans, and one or two prototypes dubbed CJ -1 , for "Civilian Jeep", were running by May of that
year. The first CJs had apparently been created by quick modification of the regular military MB,
adding a tailgate, lower gearing, a drawbar , and a civilian-style canvas top. The first CJ served
as a quick proof-of-concept test, and when a further design evolution materialized, probably
became the CJ-1 by default. No CJ-1s built have survived, and how many were made is
unknown. Although at least 40 were built, the Willys-Overland CJ-2 was not available for retail
sale. The CJ-2s, also known as "AgriJeeps", [10] were the second-generation prototypes for the
first production civilian Jeep, and were used solely for testing purposes. Although their design
was directly based on the military Willys MB , using the same Willys Go Devil engine â€” they
were not only stripped of all military features, particularly the blackout lighting, but also the
CJ-2s had many significant differences in body features and construction versus the military
Jeep. Rear wheelwells were redesigned so that seats could be enlarged, improved, and moved
rearward, and new, more weathertight top designs were tried. A canvas half-top with roll-down
doors was one of several top designs tried before production. The CJ-2s were built in two main
batches, but even within the two groups, each was a little different, as they evolved and were
modified for various types of work. For instance a number of experimental combinations of
powertrain components were tested. Some CJ-2s also had an "AgriJeep" plaque fixed to the
dash. The CJ-2s were likely distributed to "agricultural stations" for evaluation purposes. Where
the MB had recessed headlights and nine-slot grilles, the CJ-2A had larger, slightly bulging
headlights, flush-mounted in a seven-slot grille. Up to serial no. Since Willys produced few parts
in-house and relied heavily on suppliers, it was vulnerable to strikes. Unfortunately for Willys,
strikes were common after the war, and this likely contributed to low production totals in and
early Since the CJ-2A was primarily intended for farming, ranching, and industrial applications,
stock CJ-2As only came with a driver seat and driver side mirror, and a wide variety of options
was available, such as: front passenger seat, rear seat, center rear-view mirror, canvas top,

front power take-off PTO , rear PTO, belt pulley drive, capstan winch, governor, rear hydraulic
lift, snow plow, welder, generator, [12] mower, disc, front bumper weight, heavy-duty springs,
dual vacuum windshield wipers stock CJ-2As were equipped with a manual wiper on the
passenger side and a vacuum wiper on the driver side , dual taillights stock CJ-2As had a
taillight on the driver side and a reflector on the passenger side , hot-climate radiator, driveshaft
guards, heater, side steps, and radiator brush guard. The CJ-2As were produced in lively color
combinations that in some ways symbolized the hope and promise of postwar America. The
Pasture Green and Harvest Tan combinations were dropped later in Olive drab was also
available for export models. On early CJ-2As, the front seats were covered in olive-drab vinyl.
Around mid, Slate Gray vinyl became available for certain color combinations. Later, Barcelona
Red was added to the mix. A total of , CJ-2As were produced. Because of the use of military
production parts on the earliest CJ-2As, and the many changes made during its early
production, restorers and collectors refer to CJ-2As up to around serial no. Only minor changes
were made after the mid models. It featured a one-piece windshield with a vent, and wipers at
the bottom. The CJ-3A had beefed-up suspension 10 leaf to accommodate the various
agricultural implements that were being built for the vehicle. In total, , CJ-3As were produced
before the series ended in The CJ-4 body tub was an intermediate design between the
straightforward raised hood from the CJ-3B and the all new curved body style of the CJ The
design was rejected and the vehicle was eventually sold to a factory employee. Although the
CJ-4M prototype may not have been actually built, [25] the stretched wheelbase ambulance
prototype with registration "CJ-4MA" turned up in The Kaiser parent company removed
"Overland" from the Willys Motors subcompany name. The CJ-3B was turned into the M military
jeep mostly used for export, through by equipping it with commercially available heavy-duty
options, such as larger tires and springs, and by adding black-out lighting, olive drab paint, and
a trailer hitch. The CJ-3B design was also licensed to a number of international manufacturers,
which produced a civilian and military variants long after , including Mitsubishi of Japan and
Mahindra of India. Mitsubishi's version was built from until , while Mahindra continued to
produce vehicles based on the Willys CJ-3B until October 1, It was the first off-road vehicle
plant to be opened in Turkey , in It was produced under Tuzla brand. In total, about , units were
built in this year period. The original J3 was a basic, doorless, and roofless version, with
steering on the left, rather than the right, despite Japan having left-side traffic. The original J3
and its derivatives were equipped with the 2. Local production of the JH4 engine commenced in
The final military version J24A produced PS from an improved 4DR5 engine with front-mounted
air-to-air intercooler. By the time of the introduction of the longer J20 in , a six-seater like the
J10, but with a differently configurated more permanent front windshield, as well as available
metal doors, Mitsubishi had also added small diagonal skirts to the leading edge of the Jeep's
front fenders. This remained the last change to the sheetmetal up front until the end of
Mitsubishi Jeep production in Later models include 2-L, short-wheelbase, soft-top J58 J54 with
a diesel engine , and the J38 gasoline wagon on the longest wheelbase. It was intended to
replace the CJ-3B, but that model continued in production. The CJ-5 repeated this pattern,
continuing in production for three decades while three newer models appeared. GM's Buick
division repurchased the engine tooling in the early s which served as the powerplant in several
GM vehicles. American Motors began fitting their own engines, which also required changes to
both body and chassis. Both engines used a one-barrel Carter YF carburetor. A dealer-installed
radio became available in , air conditioning became available via dealership in Electronic,
breakerless distributors replaced breaker-point Delco distributors for the full engine line-up,
and a catalytic converter was added to models equipped with the V8. In , for the model year, the
tub and frame were modified from earlier versions. The windshield frame and windshield angle
were also changed, meaning that tops from to will not fit a CJ-5 and vice versa. For , the frame
was modified again to a completely boxed unit. Power disc brakes and the "Golden Eagle"
package which included a tachometer and clock were new options, [12] as well as air
conditioning. The Dana 30 front axle was retained, but the locking hubs were changed to a
five-bolt retaining pattern versus the older six-bolt. The IIHS requested the testers implement
"vehicle loading" hanging weights in the vehicle's corners inside the body, where they were not
apparent to the camera to generate worst-case conditions for stability. So, they began to fit
Falcon 6-cylinder engines to them at their Rocklea factory in Queensland. Combat 6 jeeps were
also fitted with Australian Borg Warner differentials, and Borg Warner-brand gearboxes. Very
little documentation about these Jeeps remains, and often the only way to conclusively identify
them is by owner history. After having closed their market to imported cars in , assembly of the
"Willys Jeep Universal" as it was known in Brazil from CKD kits began in The Universals came
with a three-speed manual transmission. The Brazilian-built vehicles are easily recognized by
their squared-off rear wheel openings. In , a long-wheelbase version, similar to the CJ-6 , was

added to the line. Like the Brazilian-made CJ5s, the has square rear-wheel openings. Ford kept
the line with no modifications except for some Ford badges on the sides and on the tailgate.
Introduced in as the M military version, the civilian CJ-6 made its debut in as a model. The M
military version shared many of the features of the M38A1 Military CJ-5 , but had the
passenger-door opening extended back to the rear wheel well. As in the CJ-5, the V6 and V8
engine choices appeared in and The U. Forest Service put of CJ-6 Jeeps into use. American
sales ended after , with the introduction of the CJ A total of 50, were produced when the series
went out of production in It was also assembled in South Africa, by Volkswagen 's local
subsidiary. The Jeep CJ-7 featured a wheelbase 10 inches longer than that of the CJ-5 , with its
curved side entry cutouts partially squared up to accommodate hinged doors. The other main
difference between CJ-5 and CJ-7 was to the chassis, which consisted of two parallel
longitudinal main c-section rails. To help improve vehicle handling and stability, the rear section
of the chassis stepped out to allow the springs and shock absorbers to be mounted closer to
the outside of the body. It was introduced for the model year, with , built during 11 years of
production. Transmission options included the standard part-time two-speed transfer case,
automatic, and an optional new automatic all-wheel drive system called Quadra-Trac. Other
features included an optional molded hardtop, and steel doors. The CJ-7 was also available in
Renegade and Laredo models. Distinguished by their different body decals, the Laredo model
featured highback leather bucket seats, a tilting steering wheel, and a chrome package that
included the bumpers, front grill cover, and side mirrors. An optional Trak-Lok rear differential
was available, too. A diesel-powered version was made in the Ohio factory for export only.
Production of this diesel version was between and This model had the Isuzu C engine, T
transmission, and Dana transfer case, although reports of some being produced with the Dana
20 exist. Typically, they had 4. From to , the CJ-7 came equipped with a Dana 20 transfer case,
Dana 30 front axle or spline , and a spline AMC 20 rear axle, while later years, Laredo packages
added tachometer, chrome bumpers, tow hooks, and interior upgrades including leather seats
and clock. In , the Laredo was first fitted with an AMC 20 rear axle until mid, when it was
equipped with a Dana 44, and all and newer CJ-7s came with the Dana transfer case. The
Canadian Army took delivery of militarized versions of the CJ-7 in These were put into service
as a stop-gap measure between the retirement of the M38A1 and the introduction of the
Bombardier Iltis. The CJ-7 continues to be used in the sport of mud racing, with either the stock
body or a fiberglass replica. CJ-7 has been successfully and widely used as a favorite for rock
crawling, through simple and complex modification. It featured a CJ-8s used the traditional
transfer case with manual front locking hubs to engage the four-wheel drive. Most had either a
four- or five-speed manual transmission, but a three-speed automatic transmission was an
option. The term "Scrambler" comes from an appearance package with which many CJ-8s were
equipped, which included tape graphics and special wheels. A full-length steel hardtop CJ-8
was made for the Alaskan Postal Service, using right-hand drive and automatic transmissions.
Instead of the rear tailgate, the steel hardtop used a hinged barn-door opening to the back. Only
were produced and sold in the U. It was also widely sold in Venezuela and Australia as the CJ8
Overlander, with small differences, including full-length rear windows on the Overlander. There
is some debate as to whether models were leftover units from the previous model year. The CJ
could have either a hard or soft top. The driveline was largely from the larger J series pickups,
consisting of either a four-speed Tremec T manual transmission or a three-speed TorqueFlite A
automatic transmission, a New Process transfer case, a semi-floating Dana 44 front differential,
and either a semi-floating Dana 44 or Dana 60 rear differential, depending on GVW rating.
Produced in Mexico from to , it was used by the United States Air Force as an aircraft -pulling
vehicle. It was a 4x2 bobtail design. From Wikipedia, the free encyclopedia. Motor vehicle. Jeep
Wrangler Jeep Comanche For pickup version. M, right side showing larger opening that extends
from the cowl back to the rear wheel. CJ-6, right side showing smaller opening similar to other
CJ models and shorter than on the M For the film, see CJ7. The New York Times. Archived from
the original on 14 March Retrieved 13 February Jeep Collector's Library. MBI Publishing.
Archived from the original on 8 July Retrieved 22 May Jeep CJ Veloce Publishing. Hemmings
Daily. Archived from the original on 13 January Jeep Color History. MotorBooks International.
Retrieved 13 March Extreme Ventures. Archived from the original on 22 February Archived from
the original on 5 October Krause Publications. Retrieved Archived from the original on Archived
from the original on 26 June Retrieved 27 April Archived from the original on 6 October
Retrieved 29 September Tokyo: Miki Press. Ferruh Verdi. Archived from the original on 18
November Retrieved 8 December The Classic Cars. Archived from the original on 7 November
Retrieved 7 November Tokyo, Japan: Mitsubishi Motors. October Archived from the original PDF
on Japan Automobile Manufacturers Association. The CJ3B Page. Archived from the original
PDF on 12 March Jeep Off-Road. Wisconsin: MotorBooks International. Paladin Press. JP

Magazine. Archived from the original on 21 June Archived from the original on 12 May Retrieved
5 June Archived from the original on 3 June Retrieved 9 December Archived from the original
on 5 December Archived from the original on 27 February Archived from the original on 2 May
The Story of Jeep. Archived from the original on 21 May Archived from the original on 29 July
Retrieved 28 July Archived from the original on 4 May Archived from the original on 16 July
Retrieved 24 August World Cars SA Motor. Archived from the original on 2 November Retrieved
21 April Archived from the original on 12 June Ray's Jeeps. Archived from the original on 20
February Retrieved 6 March Jeep Australia press release, Archived from the original on 17
March Four Wheeler. Archived from the original on 3 February Retrieved 5 April Hidden
categories: CS1 Japanese-language sources ja CS1 maint: archived copy as title Webarchive
template wayback links Articles with short description Short description is different from
Wikidata All articles with unsourced statements Articles with unsourced statements from June
Commons category link is on Wikidata. Namespaces Article Talk. Views Read Edit View history.
Help Learn to edit Community portal Recent changes Upload file. Download as PDF Printable
version. Wikimedia Commons. Jeep CJ-2A. Compact sport utility vehicle. Pajero Manufacturing
Co. Front engine , four-wheel drive. Jeep One-Tonner [80] Jeep J10 [80]. Wikimedia Commons
has media related to Jeep CJ. AM General. Compact SUV. Jeepster VJ. Jeepster Commando.
Willys Jeep Station Wagon. Cherokee SJ. Compact pickup. Full-size pickup. Willys Jeep Truck.
Gladiator SJ. Forward Control. Wrangler YJ. Wrangler TJ. Wrangler JK. Wrangler JL. Wrangler
Unlimited LJ. Wrangler Unlimited JKU. Wrangler Unlimited JLU. Subcompact crossover.
Renegade BU. Compact crossover. Compass MK Compass MP. Patriot MK Cherokee KL.
Cherokee XJ. Mid-size crossover. Grand Cherokee WK2. Grand Cherokee L WL. Mid-size SUV.
Wagoneer Limited XJ. Grand Cherokee WJ. Grand Cherokee WK. Commander XK. Full-size SUV.
Grand Wagoneer SJ. Wagoneer SJ. CJ-8 Scrambler. Comanche MJ. Midsize pickup. Gladiator
JT. Vehicle availablity limited to China. Concept Cars. Note that there was a running body
change for Jeeps produced in Early Jeep models resembled body panels back to Later 75 Jeep
models resembled the '76 to '86 types. When ordering let our photos be your guide. You may
have to order your panels and supports from the '76 - '83 CJ5 division of our website. More
Information and Add to Cart Options. Our panels include an original type upper perimeter
reinforcement channel and a complete formed upper panel curvature relief. The rear of the panel
is curved to make the corner radius that allows for mating to the wheel house and tail light
panel of your Jeep. We have paid great attention to the accuracy and the detail of our panel.
They are designed to work together to form a complete side repair. The wheel opening has the
finished edge. Panel B is flanged where it meets panel A for a smooth fit. The placement of the
"Jeep" stamp is very important if you are restoring with the correct striping. The upper edge of
our panel is flanged to allow for a flush fit when clamping against your cut along the driver and
passenger side entrances. The forward, upper, rear and lower edges of our panel are a
duplication of the original. Unstamped panels are available upon special request. Flanged upper
edge allows for a flush fit for welding purposes. Bottom of panel and wheel arch area are
properly formed like original. Exposed face surface 4" high. Rear edge is flanged to form a flush
fit during installation. We do not pre-drill the mounting holes in the reinforcement. The length of
the panel is from the rear floor riser forward to the toe board area with an approximate 2" roll
up. The outside edge of our panel is properly formed downward to attach to the side panel as
was original to the vehicle. We have provided an extra 2" of material at the transmission tunnel
area which you can roll up if needed or trim off as desired. Our passenger side floor panel does
provide for the floor of the toolbox. Made for later types not needing an emergency brake spring
return retainer. Companion to floor supports shown above. Die formed in steel heavier than the
original, with Frame Mounts attached. Properly gauged steel. The wheel side edge is properly
rolled inward as was original. Our newly developed end panel is made to exacting original
standards and can be used on all ''75, or wherever you want to eliminate the tailgate and the
original tail light panels from your Jeep. Special attention has been paid to all structural bracing
and hardware. Our Rear Frame Crossmember is die formed, properly gauged and punched. The
insert is included. Properly gauged and redesigned for a proper fit. Chain Hook Eyes attached.
Tail Light Panel. All edges are properly formed as was original. Panels are not drilled or
punched which allows the installer various tail light placement options. A ll edges are properly
formed as was original. Produced in 16 gauge steel, heavier than original. Jeep rear valence
panel and angle supports as a unit, produced in original gauge steel. When ordering via fax all
major types of credit cards will be accepted. Be sure to carefully record your card number,
expiration date and security code. Top credit card security is strictly maintained by us. Click
here for a printable order form. For your fastest service you may order on-line. Foreign can be
placed on-line if we are to ship your order to an address anywhere in the USA. In such cases
our standard shipping charges will apply. Orders that are to be shipped to foreign countries,

Alaska or Hawaii will require a special shipping quote and are not to be placed on-line. We will
then provide you with a shipping quote according to your shipping preference if you have one.
We will also provide you with further ordering information at that time. All foreign, Alaskan and
Hawaiian orders, once confirmed, are to be placed via credit card only. Click here for a printable
order form if needed. Click Here for printable order form if needed or simply write down your
order and your other information on whatever paper you choose. E-Mail us at Mark ClassicEnt.
Classic Enterprises is a manufacturing facility and factory direct outlet. We do not maintain a
large inventory of any one particular item and thus are not always stocked with all of the items
which you may need. Non-inventoried items are made to order in the order in which the order
was received. Normal shipping time from our facility is 7 days or less. Sometimes it may take a
week longer for certain items. If your order does not arrive within 20 days of order placement,
give us a call and we will check the status of your order or furnish you with a tracking number at
that time. Any of our products can be returned for a prompt credit or refund for any reason
within 30 days of the receipt of your order. No returns will be accepted without prior approval.
All returns must include the original paperwork if available and a detailed note stating the
reason for the return. We also will require a clear return address, a telephone number and an
e-mail address if available. An additional restock fee will be assessed on any returns that must
be re-worked by us in order to be resalable. Return shipping costs are the responsibility of the
customer although we will assume or reimburse all return expenses if we are in error. Owners of
Models: Note that there was a running body change for Jeeps produced in Forward edge formed
to fit wheel arch as original. Flanged upper edge for welding purposes. Exposed surface
approximately 12 inches tall, when measuring from lower edge to bottom of flanged area. The
section covers the spare tire support, a typical problem area for rust. Click here to find out why.
None of our panels are cosmetically coated. Die Formed 14 Gauge Steel None of our panels are
cosmetically coated. As usual our products are properly die formed and properly gauged. Our
fully detailed die stamped floor panels are available for the Jeep purist and restorer. Our detail
stamping is a replication of what was original to the ''75 CJ5 types. The length of our panels is
from the rear floor riser forward to the toe-board area with an approximate 2" roll-up. The
outside edges of our panels are properly formed downward to attach to the side panel as was
original to the vehicle. Our passenger side floor panel does form the floor of the toolbox. Floor
Support Joiners sold separately. Die Stamped 16 Gauge Steel None of our panels are
cosmetically coated. Strict attention is paid to crisp stamping detail and general panel
appearance and accuracy. Our main panel is properly American gauged. Our attached floor
supports are over-gauged which will provide you with a much tougher and durable panel. We
have a limited number of odd-ball original factory rear floor panels available. All are mildly
surface rusted as shown in the example at the right. Two floor supports will be included but not
attached. Our wheelhouses are of exceptional quality and made in properly gauged American
steel. All ribs and outboard edges are die formed for proper appearance and detailed accuracy.
Our wheelhouses are sized for an exact fit during your installation without the need for
modification or adjustment on your part. Tail Light Panel All edges are properly formed as was
original. Die Formed 18 Gauge Steel None of our panels are cosmetically coated. Spice up your
Jeep with updated taillights that are sure to give your vehicle a cool look. Use our lights on any
Jeep with or without a tailgate. On-Line Orders Return Policy Any of our products can be
returned for a prompt credit or refund for any reason within 30 days of the receipt of your order.
Thank you in advance for your patience and consideration. All wholesale clearance discounted
vehicles like this one do not qualify for the free extended warranty or shipping but can be
purchased at our wholesale cost. Company policies: 1 Vehicle Claims and Descriptions: Vehicle
Descriptions, representations and claims are based on what can be seen by the human eye,
documentation, previous professional experience, opinion, factory claims, and, or, information
passed on to us by previous owners or restorers. It's to the best of our knowledge that
everything we advertise has all indications of being that claim. Please inquire as to what
documentation we have on the vehicle you are purchasing. It is with integrity and honesty that
we describe our cars, but they are in fact, up to years old, may have had many previous owners,
modifications or alterations that are unknown to the dealer, so it's not possible to verify
everything about every car. As always we welcome personal inspections and or independent
appraisers prior to the sale. These deposits will keep a particular vehicle off of the market for a
period of up to 48 hours only. At the end of that period the vehicle must be paid in full or put
back on the market for sale. If a customer needs additional time to complete the transaction,
special provisions may be accorded by management of Flemings Ultimate Garage via a Non
Refundable Deposit. Please inquire about shipping charges at time of purchase. We do not,
however, own the shipping company but what we will do is help facilitate contact with up to 3
shipping choices for you to decide on from our wholesale pricing pool of National Trucking

Agencies. Unfortunately you are subject to the same shipping challenges as anyone needing to
transport a vehicle cross country and since the shipper is your carrier we cannot be held
responsible for exact shipping delivery dates and times. We do have excellent relationships
with major agencies and enjoy very reliable service. If the cost of shipping exceeds this amount
or shipping is delayed for reasons beyond your control, unfortunately the customer will be
liable for the difference in shipping costs. Personal checks can be accepted, however, the wait
to clear time is 11 business days. In all cases, funds must be clear our bank before vehicles will
be released. Engine Engine Size cid V Body Body Color Sublime Green. Basic Year Contact Us
Contact Details Name. Last name. Outlying Islands U. Thank you for your interest! We will get
back to you soon. Finance Calculator Vehicle Price. Share this Vehicle. Is this a vintage or
modern vehicle? Make Select Make Abarth A. Model Select Model. Transmission Transmission
Type Automatic Manual. How long ago was it done? What upgrades from stock are on it? Any
factory documentation? Does anything not work as it should? How is the paint holding up? If
you kept it what would you do to it? Can I get a full set of pics? Has it been advertised in the last
year? What were you realistically hoping to get for it? Modern Vehicle Whats the current
mileage? Is it original mileage? Owner history? Clean Carfax? Is the paint all original? Your
form has been successfully submitted! Speed Digital. Set an alert to be notified of new listings.
Now showing page 1 of 5. Browse Category. Search Tools. Set an Alert? Featured Private Seller.
Gateway classic cars of Nashville digitally presents this Jeep CJ 5. If you enjoy the outdoors
Bikini top. New interior. Comes with trail Dealership Showcased. Fresh water tank! Dual
propane tanks! Gas can Still on Original Title! Vehicle Highlights Contact Seller. Complete new
canvas, new front winch, Manuel l Its finished in a nice Grabber blue wit Incredible frame-off
restoration designed to go off-roading. Upgraded engine with fuel injection Auction Vehicle.
Refine Search? Also be sure to view results in. Power comes from a recently tuned 5.
Thefactory red cloth interior and white top are original, and the car was garage-kept under
previous ownership. This third-generation GT was acquired by the seller in andis offered with
the owner's manual, service records, and a clear Florida title. This Chevrolet Corvette
convertible 50th Anniversary Edition has just under 29k actual miles and is powered by an LS1
5. Finished in Anniversary EditionRed with a tan cloth soft top over a shale leather interior, the
car was originally sold in New Jersey and later resided in both Maryland and Pennsylvania
before being relocated to Florida beginning in Equipment includes an electronic driver
information center, head-up display, and independent suspension with active handling. This
Dodge Stealth hatchback is one of produced in Kutani Red for the model year, and it is a
one-owner original car showing only 38k miles. It is finished in Kutani Red over a charcoal
leather interior and is powered by a 3. This Cadillac Brougham sedan has been freshly repainted
in its factory color. It shows just 98k miles from new, retaining its original blue leather interior
and a fully refurbished air conditioning system. The car is powered by a ci V8 paired with a
4-speed automatic transmission. It was originally sold in El Paso, Texas, and was subsequently
relocated to Arizona. Sign up for our daily newsletter. Get Newsletter. Get our app. Help Center.
About ClassicCars. Contact Us. Our Sponsors. Business Advertisers. Career Opportunities.
Read The Journal. Privacy Policy. All other trademarks are the property of their respective
owners. Our Awards x. This prestigious accolade represents the continued growth of the
company, and ClassicCars. The Stevie Awards, the world's premier business awards
recognized ClassicCars. In The Journal, brought to you by ClassicCars. I get it, I'm a jeep
owner! This is a CJ site, all the ads are set for autos some times others get through. I cannot
make them just for Jeeps but I try. Forums New posts Search forums. Resources Latest reviews
Search resources. Members Registered members Member Map Current visitors. Classifieds New
listings. Support Become a site supporter. Log in Register. Search titles only. Search Advanced
searchâ€¦. New posts. Search forums. Log in. Install the app. For a better experience, please
enable JavaScript in your browser before proceeding. You are using an out of date browser. It
may not display this or other websites correctly. You should upgrade or use an alternative
browser. DrewWilson New member. Vehicle s '75 CJ5 4. Hello-- I am looking for some advice. I
am picking up a 74 CJ5 this week. Always been my favorite. I have some minor experience with
repairs replace radiator, thermostat, valve cover gasket, water pump, alternator, timing chain
tensioner, etc. This CJ is somewhat of a barn find. The good: All original It starts and runs well.
Floor pans look great. No body damage other than a nice "patina", and some surface rust spots.
The bad: I know it has a knock when it first starts, goes away in about 30 seconds. Minor leak
around valve cover, needs new gasket. Possible small transmission and rear diff leak. Will need
new taillight panels. If anyone can provide some guidance on what to look for I'd appreciate it.
Looking forward to fixing it up and getting it dirty. Last edited: May 5, Are you sure its a knock,
or could it be a tick? One could be bearings, the other a lifter. You'll want to verify oil pressure
with a manual gauge. Definitely just a tick. Had a sporty day bringing it "Ol' Blue" home. Rolled

though some stop signs unintentionally. Had to "STOP? Topped it off anyway. Going to run
through the break system. Valve cover leak is evident. Fixing that tomorrow. Couldn't find a
silicon gasket and went with a cork. Does it need any sealant or just put in as is out of the
package? Never had great luck with cork. A thin layer of sealant should help some though. If its
feasable, order and wait for the Fel-Pro blue silicon gasket. Worth it in the long run.
toyota solara coupe
headlights for 2006 ford f150
99 f350 diesel
Scout Well-known member Gold Site Supporter. X2 what hole said, if you can wait on the
Fel-pro silicon gasket I would do it. It's well worth it. TnCJ Member. Vehicle s CJ 5, 4. I went
through the same thing with my valve cover gasket. The cork ones are junk. I ordered a better
gasket but in the mean time just used "the right stuff" without a gasket. I put a liberal amount on
the valve cover flange, snugged it up a little, waited an hour or so, snugged it up just a bit more
and it hasn't leaked since. You must log in or register to reply here. This donation drive ends in.
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