93 honda accord ignition switch

Testing the Honda Accord ignition switch can be done easily with a multimeter and I'm gonna'
help you do just that with this tutorial. In a nutshell, testing the ignition switch involves
checking the continuity of certain terminals, of the ignition switch's connector, while the key is
in certain positions. Your Honda Accord's ignition switch does quite a few things like: connect
the starter motor to the battery, provide a method to turn on or off electrical power to
accessories like the radio, power windows, etc. So, when the ignition switch fails The most
common one I've encountered has been that the car simply won't start. Using the illustrations in
the image viewer, here's a brief description of the circuits that make up the ignition switch. As I
mentioned before, testing the ignition switch isn't hard and in this section I'll show you how. I'm
also gonna' give you a few suggestions and important safety precautions you need to take to
get the job done without complications. If continuity doesn't exist where indicated, then the
ignition switch is bad and needs to be replaced. As an Amazon Associate, I may earn a small
commission from qualifying purchases from the Amazon product links from this website. Your
purchase helps support my work in bringing you real diagnostic testing information to help you
solve the problem! Page 1 Page 2. Contents of this tutorial:. All Articles: Honda 2. Applies To:.
Honda Vehicles:. Do NOT follow this link or you will be banned from the site! Menu Menu.
Search Everywhere Threads This forum This thread. Search titles only. Search Advanced
searchâ€¦. Everywhere Threads This forum This thread. Search Advancedâ€¦. Log in. Trending
Search forums. What's new. New posts Latest activity. How to break the ignition cylinder and
start it with a screwdriver instead?? Sidebar Sidebar. Forums Social The Garage. JavaScript is
disabled. For a better experience, please enable JavaScript in your browser before proceeding.
Status Not open for further replies. Previous Next. Aug 24, 4, 4 This has resulted in an
unacceptable number of miles, bugs, and road dirt being put on the Mustang this week There is
but one solution to this. The Honda must now become screwdriver operated. I refuse to spend
the money to do whatever it will take to get another key made be it paying a locksmith or
replacing the ignition. Jun 30, 7, 4 0. Probably won't happen with a Honda. I've generally known
this to be a trait of older American cars. Like, pre-OBD2 or earlier. Single-sided key. The cylinder
just gets so loose that precise tumbler alignment is no longer required to turn it. There should
be a way to obtain the stock key code at little or no cost Dunno how much a factory blank is, but
plain steel replacements are very cheap, and once you have the code, anyone with a key
machine can cut it in about five minutes. I don't think Home Depot or the like can cut an
automotive key from a code, but a well-equipped locksmith will have access to a machine. It's
just a little box that sits on a tabletop and has a rudimentary computer build into it. Or you can
find a friend that works for a rental company or some such. I worked for Hertz and would cut
keys for other random employees all the time. They just had to bring the blank okay not really I
just stole blanks out of the pile. Sep 12, 48, It may be worth calling a Honda dealer with the VIN
to see if they can make one. It's a 93 Accord so I don't think it uses a pass-key of any kind.
Where can I find the key code if the Dealer records don't go back that far? Would it be stamped
on the ignition cylinder somewhere? Last edited: Apr 26, Did they have plain stamped steel
blanks? That's my experience, at least. Well, they had a plastic head on them, but nothing the
size of today's keys with the chips inside. Like if you took a plain old steel key and dipped the
head in some plastic. You guys are awesome! Thanks for that advise. I thought for sure it would
have been too old for the recordbooks. Ok, I can handle that. Maybe the selling dealer; if they
actually entered the key code when they put the car into their computer system So it would only
be on paper; i. That stuff dealer copies would be deeply mothballed if it even still existed. But
have no fear: the manufacturer should always have those kinds of records key codes and radio
codes are most oft-retrieved Bring proof of ownership, in case they ask for it. Alternativelydoes the car still have the manual or any other papers? If Honda was nice enough to include a
little zipper-book where everything could be stuffed and forgotten about for twenty years There
may also be a little metal tag with a number on it stuff in there. Look for anything with like
random digits on it. I'd say win. Hooray non-lazy parts guys. SyndromeOCZ Senior member.
Aug 8, 0 Its so easy for them to cut those keys at the dealership. Even the sales guys could do it
in about 5 minutes without ever having done one before. And last time I went to the dealer for
some keys they gave me ones without plastic, and they costed more than that. Zap Elite
Member. Oct 13, 22, 2 0. Oct 30, 42, 5 0. Had a Ford that had a collar with two tabs where key
would be inserted into ignition cylinder. Cylinder was so worn that key was not needed, just
turn the collar using the tabs. SparkyJJO Lifer. May 16, 13, 6 EagleKeeper said:. Post thread.
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One Purchase - Stop searching for parts individually and complete your repair with a single
purchase of a customized kit or set from DIY Solutions. High-Quality Parts from Trusted Brands
- DIY Solutions' kits and sets are selected from the best automotive brands and include
hard-to-find and even obsolete parts you may need for your vehicle. Guaranteed Fit - DIY
Solutions ensures its selected parts are quality-tested to guarantee fit and function. For more
information, go to This item is backed by our limited lifetime warranty. In the event this item
should fail due to manufacturing defects during intended use, we will replace the part free of
charge. This warranty covers the cost of the part only. Returns: Parts with electrical
components cannot be returned once installed. Shipping is not available to Canada. Final
shipping costs are available at checkout. This item may be interchangeable with parts from
other brands with the above part numbers. This information is provided only for reference and
does not guarantee that the item you are purchasing is identical to parts with part numbers from
the brands listed above. To confirm that this item fits your vehicle, use the above "Check
Vehicle Fit" option. Not all parts are the perfect fit. Enter your Vehicle and we'll confirm fit, or
help get you to one that will. Orders ship same day when ordered by 2pm ET. Need your part
faster? Choose expedited shipping at checkout. Providing you the highest quality, direct fit
replacement auto parts enforced to the strictest product standards. Exceeding customers'
expectations every day, our team of passionate auto enthusiasts are here to help. Thousands of
how-to auto repair videos specific to year, make and model guide you step-by-step through
your repair. If your vehicle isn't listed, search Ignition Switch. This part will only fit a vehicle
with these options. Clear vehicle X. Year Make Model. Search by Vehicle. Select your vehicle.
Year Make Model Search. Ignition Switch. Add to Cart. Loading Delivery Options. Delivery
options for:. Estimated Arrival Cost Finalize your delivery options in checkout. Brand : BSS
Frequently bought together. Vehicle Fit. Lifetime Warranty This item is backed by our limited
lifetime warranty. Check Vehicle Fit. Fits these Makes Honda. Product Reviews There are no
reviews for this item. Install a ignition switch? Jennifer G. We do not have the instructions on
file. You might be able to see them in a repair manual. Thank you and have a great day! Derek C.
Tony L. Yes but still needs the cilp. Joe L. Call Now Customer service. Guaranteed To Fit
Providing you the highest quality, direct fit replacement auto parts enforced to the strictest
product standards. USA Customer Support Exceeding customers' expectations every day, our
team of passionate auto enthusiasts are here to help. Instructional Video Library Thousands of
how-to auto repair videos specific to year, make and model guide you step-by-step through
your repair. Terms of Use Privacy Policy. Narrow Your Results: Select your year, make, model to
find parts that fit Before proceeding, select your Vehicle, to verify this Part will fit. Year If your
option isn't listed search Ignition Switch. In , Honda decided to equip its Accord with a
passenger-side air bag. This makes it necessary to disable both the driver- and passenger-side
air bags during replacement of the ignition switch. Failing to do so could deploy the air bags if
you accidentally hit an impact sensor near the steering wheel. However, this task is not as
dangerous as you may think. With the proper procedure, you can safely replace at home the
ignition switch in your Accord model. Disconnect the black battery cable and then the red
battery cable, in that order, using a wrench. Unfasten the two torx bolts securing the lower lid
on the steering wheel using a ratchet and torx bit. Pull off the red shorting connector from the
underside of the lid and put the lid aside. Reach through the steering cover opening, unplug the
air-bag electrical connector and insert the red shorting connector to the air bag side of the
unplugged connector. Unfasten the three glove-box mounting screws and put the glove box
aside using a Phillips screwdriver. Unplug the passenger air-bag electrical connector and insert
the red shorting connector located next to the connector into the air-bag side of the unplugged
connector. Pry off the small cover behind and on each side of the steering wheel using a small
flat-head screwdriver. Unfasten the torx bolts under the small covers using a ratchet and a T30
torx bit and remove the bag assembly from the steering wheel. Place the bag in a safe place
away from your working area with the cover facing up. Unplug the horn connector located on
the upper side of the steering wheel assembly and the cruise control switch located off center
and towards the right of the steering wheel assembly. Make alignment marks on the steering
column shaft, at the center of the steering wheel, and the steering wheel assembly so that you
can reinstall the steering wheel in the same exact position. Use a marker. Unfasten the
steering-wheel retaining nut on the center of the assembly using a ratchet, ratchet extension
and socket. Hold the steering wheel steady with one hand as you remove the retaining nut.
Rock the steering wheel carefully from side to side as you pull the wheel off the center shaft. If
the steering wheel is stuck, install a steering wheel puller on the assembly and detach the wheel
from the shaft. Remove the upper and lower steering column covers using a Phillips
screwdriver. Unfasten the two ignition-switch mounting bolts from the steering column using a
ratchet, ratchet extension and socket. Then remove the switch from the steering column. Since

Dan Ferrell has contributed general and consumer-oriented news to television and the Web. His
work has appeared in Texas, New Mexico and Miami and on various websites. Step 1 Set the
front wheels to point forward and remove the key from the ignition. Step 2 Disconnect the black
battery cable and then the red battery cable, in that order, using a wrench. Step 3 Unfasten the
two torx bolts securing the lower lid on the steering wheel using a ratchet and torx bit. Step 4
Reach through the steering cover opening, unplug the air-bag electrical connector and insert
the red shorting connector to the air bag side of the unplugged connector. Step 5 Unfasten the
three glove-box mounting screws and put the glove box aside using a Phillips screwdriver. Step
6 Unplug the passenger air-bag electrical connector and insert the red shorting connector
located next to the connector into the air-bag side of the unplugged connector. Step 7 Pry off
the small cover behind and on each side of the steering wheel using a small flat-head
screwdriver. Step 8 Unfasten the torx bolts under the small covers using a ratchet and a T30
torx bit and remove the bag assembly from the steering wheel. Step 9 Unplug the horn
connector located on the upper side of the steering wheel assembly and the cruise control
switch located off center and towards the right of the steering wheel assembly. Step 10 Make
alignment marks on the steering column shaft, at the center of the steering wheel, and the
steering wheel assembly so that you can reinstall the steering wheel in the same exact position.
Step 11 Unfasten the steering-wheel retaining nut on the center of the assembly using a ratchet,
ratchet extension and socket. Step 12 Rock the steering wheel carefully from side to side as you
pull the wheel off the center shaft. Step 13 Remove the upper and lower steering column covers
using a Phillips screwdriver. Step 14 Unplug the ignition switch connector. Haynes; For more
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