Bazooka tube wiring harness

Electrical wiring is actually a potentially dangerous task if carried out improperly. One should
never attempt functioning on electrical wiring without knowing the below tips and tricks
followed by even the the majority of experienced electrician. Bazooka Bass Tube Wiring
Diagram from i. Be sure to keep these protection tips in mind to avoid hazards during your
home wiring project. Make sure everyone at home is aware that electrical work is going on. Tape
the signal breaker into the off position. Never touch plumbing or gas pipes while dealing with
electricity they are often used to ground electrical systems. Before beginning, be sure to have
an idea in place as to what outlets, switches and fixtures will be involved in your project. You
may be in a position to rent some of this equipment from your local hardware store. Should you
be installing new receptacles make positive the new ones match the electrical wiring in your
home. A AL-CU stamps means you can use it on aluminum and copper mineral wiring. If it is
unmarked or you will find a slash through the ING if should only be used on copper wiring.
Never splice wires together and hide them within a wall with out a verse box â€” an accessible
junction package should always be used to join wires. In case in doubt, consult reveal reference
publication or find a professional to do the work. Even though you think you obtained the
project right, one mistake could leave a prospective fire hazard stalking in your walls. A
reputable electrical contractor understands all areas of home wiring and may be able to wire
your home safely quicker than it takes you to definitely learn. You must be logged in to post a
comment. Facebook Tweet Pin. Be Careful Everything you Touch Never touch plumbing or gas
pipes while dealing with electricity they are often used to ground electrical systems. Utilize the
Proper Tools Before beginning, be sure to have an idea in place as to what outlets, switches
and fixtures will be involved in your project. Choose the Right Elements Should you be
installing new receptacles make positive the new ones match the electrical wiring in your home.
Add a Junction Box Never splice wires together and hide them within a wall with out a verse box
â€” an accessible junction package should always be used to join wires. Fix Fuse and Breaker
Issues 8. Overloaded outlets or file format cords can create a fire risk. Leave a Comment Cancel
reply You must be logged in to post a comment. These installation manuals are available in PDF
format. Click the link above to download the free PDF reader! It must be connected to the
positive terminal of the battery to provide a power source with a low voltage drop and low noise.
Do not make the power connection at the fuse block or any point other than the battery.
Improper power sources can reduce output and cause distortion. The fuse holder should be
connected to the battery's positive terminal. The fuse is designed to prevent fire or damage to
your car, should the battery wire short to ground. Wait to insert the fuse into its holder until all
power connections have been made. If it is necessary to lengthen the battery wire, add the
required length between the amplifier and the fuse holder, not the fuse holder and the battery.
Use 12 gauge or larger to extend the battery wire. It is best to use as short a wire as possible.
Be sure you DO NOT run the power wire next to the input cables of the amplifier, as this may
induce noise. Avoid running the power wire near the radio's antenna or power leads, or near
sensitive equipment or harness. The power wire carries substantial currents and could induce
noise. It must be connected directly to the vehicle chassis near the amplifier. We do not
recommend extending the ground wire in any installation, as this can cause unwanted ground
loops. The ground point in the car should be a piece of chassis metal that is welded to the main
body of the vehicle. Painted surfaces should be scraped or sanded clean before the ground lug
is bolted down. Cover the bare metal area with paint or grease to prevent rust. You have several
options for connecting the Remote Turn-on. Connect the other side of the switch to the source
unit's "Accessory", "Auto-Antenna", or "Remote" lead, any of which will supply 12 Volts
positive when the source is turned on. When using this option the quick disconnect yellow
jumper loop must be removed. This will allow the Amplified Bazooka to be turned on and off
with the source unit. This method may allow noise or turn-on and turn-off transients to become
amplified when the source unit is not in use. This will allow the Amplified Bazooka to be turned
on by the vehicles' ignition, and remain on as long as the key is in the accessory or run
position. If you choose to use this feature, the Amplified Bazooka will turn on automatically
whenever there is music present at the inputs high-level or low-level inputs. Connect the green
with black strip to the - negative speaker output. Connect the gray with black strip to the negative speaker output. If the source unit has both front and rear speaker outputs, use only
one set of speaker outputs for the high-level input of the Amplified Bazooka. NOTE : If you are
not sure of the polarity of the wires that you are tapping into connect one channel first and
check it by turning on the unit and listening to it. If there is no output, turn off the unit and
reverse the polarity of the inputs wires. If it still has no output, you have other problems, Check
all connections. If it sounds correct, turn off the unit and connect the other channel. Turn on the
unit again and listen to it, if the output increases, you are connected correctly. If the output
drops or is reduced, turn off the unit immediately as it is not the correct polarity and may

damage the unit. Reverse polarity of one channel and check it again, the output should increase
and the connections should be correct. To avoid possible noise problems, be sure to run the
patch cord away from all power wires and factory wire harnesses. DO NOT make any
connections to the Green and Gray wires of the Amplified Bazooka and be sure these wires are
insulated to avoid the possibility of a short. This is the level control. Start with the level control
turned all the way to the right clockwise. The bass should be off or very low at this point. Turn
up your head unit until the sound form the existing speakers starts to clip or distort. This is the
point in your system where you will get maximum volume with the least amount of distortion.
With the head unit at this point, turn the level gain control up slowly until the bass volume
blends well with the existing high frequency speakers. This should be the proper setting for the
level gain control. Now that the level is set, you may want to go back to the crossover control
and adjust the crossover point by ear to meet the desired sonic quality of your system design.
Substitution or deletion will void the product's warranty and may cause damage to you car or
the amplifier. Become a fan on facebook. These installation manuals are available in PDF
format. Click the link above to download the free PDF reader! It must be connected to the
positive terminal of the battery to provide a power source with a low voltage drop and low noise.
Do not make the power connection at the fuse block or any point other than the battery.
Improper power sources can reduce output and cause distortion. The fuse holder should be
connected to the battery's positive terminal. The fuse is designed to prevent fire or damage to
your car, should the battery wire short to ground. Wait to insert the fuse into its holder until all
power connections have been made. If it is necessary to lengthen the battery wire, add the
required length between the amplifier and the fuse holder, not the fuse holder and the battery.
Use 12 gauge or larger to extend the battery wire. It is best to use as short a wire as possible.
Be sure you DO NOT run the power wire next to the input cables of the amplifier, as this may
induce noise. Avoid running the power wire near the radio's antenna or power leads, or near
sensitive equipment or harness. The power wire carries substantial currents and could induce
noise. TA Ground Wire The 12 gauge black wire on the 2-pin power plug is the negative ground
wire. It must be connected directly to the vehicle chassis near the amplifier. We do not
recommend extending the ground wire in any installation, as this can cause unwanted ground
loops. The ground point in the car should be a piece of chassis metal that is welded to the main
body of the vehicle. Painted surfaces should be scraped or sanded clean before the ground lug
is bolted down. Cover the bare metal area with paint or grease to prevent rust. You have several
options for connecting the Remote Turn-on. Connect the other side of the switch to the source
unit's "Accessory", "Auto-Antenna", or "Remote" lead, any of which will supply 12 Volts
positive when the source is turned on. Instructions for Mounting The Switch. This will allow the
Amplified Bazooka to be turned on and off with the source unit. This method may allow noise or
turn-on and turn-off transients to become amplified when the source unit is not in use. This will
allow the Amplified Bazooka to be turned on by the vehicles' ignition, and remain on as long as
the key is in the accessory or run position. If you choose to use this feature, the Amplified
Bazooka will turn on automatically whenever there is music present at the inputs high-level or
low-level inputs. The Jumper Clip must be lifted off of the middle and right hand pins and
reinserted across the left hand and middle pins to enable the Auto Turn-On feature. This can be
done easily with a pair of needle nose pliers. With the Jumper in the On Position, the Amplified
Bazooka will turn on automatically when it senses any music. Supplied with the switch is a
mounting plate for under dash application. Notice that one end of the mounting plate is angled
and the other is not. Select the end that is best suited for your application and mount that end of
the plate to the dash panel. The switch can also be flush mounted into a flat panel or factory
switch knock out panel. Be sure that the place you choose to flush mount the switch has
enough clearance behind it before you start the installation of the switch. Using the supplied
mounting panel as a template, etch the mounting hole on to the panel you wish to mount the
switch. Carefully cut out the mounting hole. No - negative speaker inputs are needed for
High-level operation. If the source unit has both front and rear speaker outputs, use only one
set of speaker outputs for the high-level input of the Amplified Bazooka. NOTE : If you are not
sure of the polarity of the wires that you are tapping into connect one channel first and check it
by turning on the unit and listening to it. If there is no output, turn off the unit and reverse the
polarity of the inputs wires. If it still has no output, you have other problems, Check all
connections. If it sounds correct, turn off the unit and connect the other channel. Turn on the
unit again and listen to it, if the output increases, you are connected correctly. If the output
drops or is reduced, turn off the unit immediately as it is not the correct polarity and may
damage the unit. Reverse polarity of one channel and check it again, the output should increase
and the connections should be correct. To avoid possible noise problems, be sure to run the
patch cord away from all power wires and factory wire harnesses. DO NOT make any

connections to the Green and Gray wires of the Amplified Bazooka and be sure these wires are
insulated to avoid the possibility of a short. If you want to use this feature, you can purchase a
Bazooka slave unit from an authorized SAS dealer. Be sure to use a slave unit that is the same
size as you amplified unit. This is necessary because different size woofers have different
efficiencies. These efficiency differences result in the two woofers playing at different volume
levels, making it difficult to adjust the system to the desired sonic quality. The Amplified
Bazooka is now operating under a 2 ohm load and is delivering a total of watts. Adjusting the TA
Crossover The built-in crossover on the Amplified Bazooka is a 12dB per octave electronic low
pass filter, it has a 50Hz to Hz variable crossover point. Select the crossover point that best
suits your system design. Set the potentiometer labeled XOVER to the point you selected, 50Hz
being all the way to the right clockwise and Hz being all the way to the left counter-clockwise.
When you have set the crossover, proceed to the next step. This is the level control. Start with
the level control turned all the way to the right clockwise. The bass should be off or very low at
this point. Turn up your head unit until the sound form the existing speakers starts to clip or
distort. This is the point in your system where you will get maximum volume with the least
amount of distortion. With the head unit at this point, turn the level gain control up slowly until
the bass volume blends well with the existing high frequency speakers. This should be the
proper setting for the level gain control. Now that the level is set, you may want to go back to
the crossover control and adjust the crossover point by ear to meet the desired sonic quality of
your system design. Substitution or deletion will void the product's warranty and may cause
damage to you car or the amplifier TA Ground Wire The 12 gauge black wire on the 2-pin power
plug is the negative ground wire. Become a fan on facebook. Substitution or deletion will void
the product's warranty and may cause damage to you car or the amplifier. Instructions for
Mounting The Switch top. Discussion in ' Electronics ' started by Frommy , Aug 25, Log in or
Sign up. Aug 25, at PM 1. Hey guys, I have a couple of Bazooka tubes laying around I don't even
know if they work and I wanted to install one. I'm quite the beginner when it comes to car audio.
I was able to find a manual online to install it but I'm still a little hesitant. I'm sure a couple of
you have installed Bazooka tubes in your Libbys and I was wondering if I could get some
pointers. There are apparent three options to choose from: Option One: For the most versatility
the Remote Turn On Wire should be connected to the source unit's "Accessory",
"Auto-Antenna" or "Remote" lead -- any of which will supply 12 Volts positive when the source
is turned on. Option Two: If the source does not have an Auto-Antenna lead or if the AutoAntenna goes down during tape operation ,you can connect the Amplified Bazookas' Remote
Turn On Wire to an accessory or ignition point at the vehicle fuse block. In this configuration,
the Amplified Bazooka will be on whenever the ignition is on. This method may allow noise or
turn-on-and-off transients to become amplified when the source unit is not in use. If you choose
to use this feature, the Amplified Bazooka will turn on automatically whenever there is music
present at the inputs high level or low level input. Which one did you use? Of the multiple wires
coming off the Bazooka harness what do I need to hook to the Factory headunit? Also what's
the easiest way to run the power wire from the battery to the tube in the trunk? Last edited: Aug
25, Aug 26, at AM 2. You might want to post this in the Electronics forum down the page? There
is a fair bit in there about the stereo system in the KJ. Aug 26, at AM 3. I have two tube subs,
check my photos in my album. Aug 27, at AM 4. So after reading more into it, correct me if I'm
wrong. I have the powered bazooka in the trunk. I need to run the power wire red to the battery
through the firewall. I need to connect the ground black to something metal in the trunk
suggestions? As far as hooking it to my system, after googling for hours, I found the easiest
and cheapest way to hook it up is through the rear speaker outputs correct me if I'm wrong. The
only confusing part is the splicing. Is this an example of a "tap" splice? By this I mean for the
speaker output coming from the headunit, I would need to have one wire going to the rear
speaker and one wire going to the bazooka tube from the SAME ONE connection. If I didn't do it
this way, how would the rear speakers get sound??? I really appreciate the feedback. It's kind of
embarrasing being an IT guy and not knowing how to hook-up a powered subwoofer. I've just
never messed with car audio before. Aug 27, at AM 5. If you are going to run a power wire up
through the firewall, then you may as well run your ground up there too. I spliced into the
ignition power wire for the AMP, and grounded it in there to, to the harness ground wire. My
amp is not all that powerful, and the tube speakers I got are not high wattage ones, but work
well. Wire it however you want, as long as it works Configuration Error Description: An error
occurred during the processing of a configuration file required to service this request. Please
review the specific error details below and modify your configuration file appropriately. Parser
Error Message: Could not load file or assembly 'Intelligencia. UrlRewriter' or one of its
dependencies. There is not enough space on the disk. ScriptModule, System.
RewriterHttpModule, Intelligencia. Aug 28, at PM 6. Aug 29, at AM 7. Remote wires are usually

blue on an aftermarket radio and devices. My head unit, I am using the Power Antenna wire, that
works just as well as the remote. Sep 1, at PM 8. My stock HU had a remote power wire for the
amps in the doors. No need to add switches and all that.. Sep 1, at PM 9. Sep 1, at PM
Messages: 7, Likes Received: 5 Joined: Feb 15, Just check if you have premium or not first. I
would also feel more comfortable tapping into something like HU wiring for switched power
instead of ignition wire in the steering block. You must log in or sign up to reply here. Show
Ignored Content. Your name or email address: Do you already have an account? No, create an
account now. Yes, my password is: Forgot your password? Bazooka Tube Wiring Harness
Diagram â€” wiring diagram is a simplified pleasing pictorial representation of an electrical
circuit. It shows the components of the circuit as simplified shapes, and the faculty and signal
links between the devices. A wiring diagram usually gives counsel roughly the relative turn and
settlement of devices and terminals upon the devices, to assist in building or servicing the
device. A pictorial diagram would play more detail of the living thing appearance, whereas a
wiring diagram uses a more figurative notation to bring out interconnections beyond swine
appearance. A wiring diagram is often used to troubleshoot problems and to create certain that
every the links have been made and that everything is present. Architectural wiring diagrams
play the approximate locations and interconnections of receptacles, lighting, and steadfast
electrical services in a building. Interconnecting wire routes may be shown approximately,
where particular receptacles or fixtures must be on a common circuit. Wiring diagrams use
adequate symbols for wiring devices, usually different from those used on schematic diagrams.
The electrical symbols not on your own work where something is to be installed, but in addition
to what type of device is bodily installed. For example, a surface ceiling blithe is shown by one
symbol, a recessed ceiling buoyant has a substitute symbol, and a surface fluorescent
vivacious has marginal symbol. Each type of switch has a alternative symbol and suitably get
the various outlets. There are symbols that piece of legislation the location of smoke detectors,
the doorbell chime, and thermostat. A set of wiring diagrams may be required by the electrical
inspection authority to implement relationship of the residence to the public electrical supply
system. Wiring diagrams will as well as include panel schedules for circuit breaker panelboards,
and riser diagrams for special facilities such as ember alarm or closed circuit television or
additional special services. Necessary cookies are absolutely essential for the website to
function properly. This category only includes cookies that ensures basic functionalities and
security features of the website. These cookies do not store any personal information. Any
cookies that may not be particularly necessary for the website to func
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tion and is used specifically to collect user personal data via analytics, ads, other embedded
contents are termed as non-necessary cookies. It is mandatory to procure user consent prior to
running these cookies on your website. This website uses cookies to improve your experience.
We'll assume you're ok with this, but you can opt-out if you wish. Accept Reject Read More.
Close Privacy Overview This website uses cookies to improve your experience while you
navigate through the website. Out of these, the cookies that are categorized as necessary are
stored on your browser as they are essential for the working of basic functionalities of the
website. We also use third-party cookies that help us analyze and understand how you use this
website. These cookies will be stored in your browser only with your consent. You also have the
option to opt-out of these cookies. But opting out of some of these cookies may affect your
browsing experience. Necessary Necessary. Non-necessary Non-necessary.

