Cadillac srx parts diagram

The Cadillac SRX has 2 electronic struts in the front, and 2 air shocks and 2 coil springs in the
rear of the vehicle. Adjusting for load, the electronic air shocks will self-level when the weight
causes the height of the vehicle to change via a signal from level-sensors to a control module.
The coil springs are fairly weak, so the air shocks have to help hold the vehicle level. Shocks
were designed to control the dampening of a vehicle, not to help support its weight. This costly
active air suspension system and be replaced by one of many of our Strutmasters passive
suspension conversion kits. Get fast, same day shipping on any products in stock when you
order before 3 p. Eastern on any normal business day. No matter what you suspension needs,
Strutmasters has you covered. Need help finding your suspension solution? Give Strutmasters
a call at today. Here at Strutmasters we understand that our customers want to know what is
going on with their vehicle and understand what they are buying. Find everything you need for
your air suspension repair and maintenance at Strutmasters. Save even more money if you
convert to our Cadillac SRX conversion kit for a smooth and soft ride. No more sagging ride,
leaking struts or bad compressor problems. Call an Expert Now. Vehicle Model Select Model.
Vehicle Year Select Year. Strutmasters conversion kits are designed to bolt directly onto your
vehicle without drilling or other modifications. Cadillac SRX Shock absorbers and struts absorb
the impact on your suspension and help keep the tires firmly planted on the road. Replace them
every 50, miles for the best ride possible. Cadillac SRX Strut mounts wear out just like any other
suspension component and need to be replaced when you replace your struts. We carry new
mounts for every strut we sell. Shop by Make and Model Here at Strutmasters we understand
that our customers want to know what is going on with their vehicle and understand what they
are buying. Quick Links. See also: Navigation Manual , Owner's Manual. Table of Contents.
Seats and Restraint System Features and Controls Starting and Operating Your Vehicle.
Instrument Panel Warning Lights, Gages, and Indicators. Driving Your Vehicle Your Driving, the
Road, and the Vehicle. Service and Appearance Care Page 2 Bulb Replacement This manual
includes the latest information at the time it was printed. GM reserves the right to make changes
to the product after that time without notice. Page 4: Vehicle Symbols Index To quickly locate
information about the vehicle use the Index in the back of the manual. It is an alphabetical list of
what is in the manual and the page number where it can be found. Safety Warnings and
Symbols A circle with a slash through it is a safety symbol which means Page 5 Vehicle Symbol
Chart Here are some additional symbols that may be found on the vehicle and what they mean.
For more information on the symbol, refer to the index. The sudden movement could startle and
confuse you, or make you push a pedal when you do not want to. Page 9 Power Seats If the
vehicle has power seats, the controls used to operate them are located on the outboard side of
the seats. The driver and passenger seatback lumbar support can be adjusted by moving the
control located on the outboard side of the seat cushions. To increase or decrease support,
hold the control forward or rearward. Adjust the seat as needed. Heated Seats Vehicles with
heated front seats have controls located on the driver and passenger doors, near the door To
program the buttons: 1. Page 13 To recline the seatback: 1. Lift the recline lever. Move the
seatback to the desired position, then release the lever to lock the seatback in place. Push and
pull on the seatback to make sure it is locked. To return the seatback to an upright position: 1.
Page Power Reclining Seatbacks Power Reclining Seatbacks If the seats have power reclining
seatbacks, use the vertical power seat control located on the outboard side of each seat. Page
Head Restraints Do not have a seatback reclined if the vehicle is moving. This position reduces
the chance of a neck injury in a crash. Page 16 Pull the restraint up to raise it. To lower it, press
the button, located on the top of the seatback, and push the head restraint down. The front seat
head restraints can also tilt forward and rearward. The second row seat head rests do not tilt.
Pull up or push down to adjust the second and third row seat head rests, if the vehicle has
them. Pull up on the lever under the seat cushion and slide the seat. Release the lever and try to
move the seat forward and rearward to be sure it is locked into place. Page Stowable Seat
Stowable Seat If the vehicle has a third row seat, it is a power folding seat. The head rests must
be removed before folding the third row seat. See Head Restraints on page for more
information. The buttons to operate the power folding third row seat are inside the liftgate and
behind the second row seat on the passenger side of the vehicle. It also describes some things
not to do with safety belts. Here is why: You never know if you will be in a crash. If you do have
a crash, you do not know if it will be a serious one. A few crashes are mild, and some crashes
can be so serious that even buckled up, a person would not survive. Page 21 Put someone on it.
Get it up to speed. Then stop the vehicle. The rider does not stop. Page 22 The person keeps
going until stopped by something. In a real vehicle, it could be the windshield With safety belts,
you slow down as the vehicle does. You get more time to stop. You stop over more distance,
and your strongest bones take the forces. That is why safety belts make such good sense. You
may be an excellent driver, but if you are in a crash â€” even one that is not your fault â€” you

and your passenger s can be hurt. The lap part of the belt should be worn low and snug on the
hips, just touching the thighs. In a crash, this applies force to the strong pelvic bones and you
would be less likely to slide under the lap belt. Page 26 What is wrong with this? The shoulder
belt is too loose. It will not give as much protection this way. In a crash, you would move
forward too much, which could increase injury. Page 27 What is wrong with this? The lap belt is
too loose. It will not give nearly as much protection this way. In a crash, you could slide under
the lap belt and apply force on your abdomen. Page 28 What is wrong with this? The belt is
buckled in the wrong buckle. In a crash, the belt would go up over your abdomen. The belt
forces would be there, not on the pelvic bones. Page 29 What is wrong with this? The belt is
over an armrest. The belt would be much too high. In a crash, you can slide under the belt. The
belt force would then be applied on the abdomen, not on the pelvic bones, and that could cause
serious or fatal injuries. Page 30 What is wrong with this? The shoulder belt is worn under the
arm. It should be worn over the shoulder at all times. In a crash, your body would move too far
forward, which would increase the chance of head and neck injury. Page 31 What is wrong with
this? The belt is behind the body. In a crash, you would not be restrained by the shoulder belt.
Your body could move too far forward increasing the chance of head and neck injury. Page 32
What is wrong with this? The belt is twisted across the body. In a crash, you would not have the
full width of the belt to spread impact forces. Here is how to wear a lap-shoulder belt properly.
Adjust the seat, if the seat is adjustable, so you can sit up straight. Page 34 4. Push the latch
plate into the buckle until it clicks. Pull up on the latch plate to make sure it is secure. If the belt
is not long enough, see Safety Belt Extender on page Make sure the release button on the
buckle is positioned so you would be able to unbuckle the safety belt quickly if necessary. Page
Safety Belt Pretensioners To unlatch the belt, push the button on the buckle. The belt should go
back out of the way. Before you close a door, be sure the belt is out of the way. If you slam the
door on it, you can damage both the belt and your vehicle. Page Rear Safety Belt Comfort
Guides Rear Safety Belt Comfort Guides Rear shoulder belt comfort guides may provide added
safety belt comfort for older children who have outgrown booster seats and for some adults.
When installed on a shoulder belt, the comfort guide positions the belt away from the neck and
head. The person wearing the belt could be seriously injured. The shoulder belt should go over
the shoulder and across the chest. These parts of the body are best able to take belt restraining
forces. Like all occupants, they are more likely to be seriously injured if they do not wear safety
belts. A pregnant woman should wear a lap-shoulder belt, and the lap portion should be worn as
low as possible, below the rounding, throughout the pregnancy. Page 40 What is the proper way
to wear safety belts? An older child should wear a lap-shoulder belt and get the additional
restraint a shoulder belt can provide. The shoulder belt should not cross the face or neck. Never
allow a child to wear the safety belt with the shoulder belt behind their back. A child can be
seriously injured by not wearing the lap-shoulder belt properly. In a crash, the child would not
be restrained by the shoulder belt. This includes infants and all other children. Neither the
distance traveled nor the age and size of the traveler changes the need, for everyone, to use
safety restraints. In fact, the law in every state in the United States and in every Canadian
province says children up to some age must be restrained while in a vehicle. Never put a
rear-facing child restraint in the right front seat. Page 44 What are the different types of add-on
child restraints? In a crash, the belt would apply force on a body area that is unprotected by any
bony structure. A booster seat can also help a child to see out the window. A child can be
endangered in a crash if the child restraint is not properly secured in the vehicle. When
securing an add-on child restraint, refer to the instructions that come with the restraint which
may be on the restraint itself or in a booklet, or both, and to this manual. Page Where To Put
The Restraint Where to Put the Restraint According to accident statistics, children and infants
are safer when properly restrained in a child restraint system or infant restraint system secured
in a rear seating position. We recommend that children and child restraints be secured in a rear
seat, including: an infant or a child riding in a rear-facing child restraint; If you secure a
forward-facing child restraint in the right front seat, always move the front passenger seat as far
back as it will go. It is better to secure the child restraint in a rear seat. There are two lower
anchors for each LATCH seating position that will accommodate a child restraint with lower
attachments B. Page 51 Some child restraints that have a top tether are designed for use with or
without the top tether being attached. Others require the top tether always to be attached. In
Canada, the law requires that forward-facing child restraints have a top tether, and that the
tether be attached. There is another top tether anchor in the center of the rear cargo area. Be
sure to use an anchor located on the same side of the vehicle as the seating position where the
child restraint will be placed. Attaching more than one child restraint to a single anchor could
cause the anchor or attachment to come loose or even break during a crash. A child or others
could be injured. Page 54 2. If the child restraint manufacturer recommends that the top tether

be attached, attach and tighten the top tether to the top tether anchor, if equipped. Refer to the
child restraint instructions and the following steps: 2. Find the top tether anchor. Page Securing
A Child Restraint In A Rear Seat Position If the position you are using has an adjustable
headrest or head restraint and you are using a single tether, route the tether under the headrest
or head restraint and in between the headrest or head restraint posts. Push and pull the child
restraint in different directions to be sure it is secure. Page 56 3. Pull the rest of the shoulder
belt all the way out of the retractor to set the lock. Position the release button on the buckle so
that the safety belt could be quickly unbuckled if necessary. Page 57 5. To tighten the belt, push
down on the child restraint, pull the shoulder portion of the belt to tighten the lap portion of the
belt and feed the shoulder belt back into the retractor. When installing a forward-facing child
restraint, it may be helpful to use your knee to push down on the child restraint as you tighten
the belt. A rear seat is a safer place to secure a forward-facing child restraint. See Where to Put
the Restraint on page If you secure a child restraint using a safety belt and it uses a top tether,
see Lower Anchors and Tethers for Children LATCH on page for top tether anchor locations.
Page 60 Tilt the latch plate to adjust the belt if needed. Make sure the release button is
positioned so you would be able to unbuckle the safety belt quickly if necessary. Page 61 5.
Young children and infants need the protection that a child restraint system can provide.
Always secure children properly in your vehicle. Page 65 The right front passenger frontal
airbag is in the instrument panel on the passenger side. Driver Side shown, Passenger Side
similar The seat-mounted side impact airbags for the driver and right front passenger are in the
side of the seatbacks closest to the door. Page 66 Driver Side shown, Passenger Side similar
The roof-rail airbags for the driver, right front passenger, and second row outboard passengers
are in the ceiling above the side windows. Page 68 In addition, your vehicle has a dual-stage
driver airbag. Dual-stage airbags adjust the restraint according to crash severity. Your vehicle
has electronic frontal sensors, which help the sensing system distinguish between a moderate
frontal impact and a more severe frontal impact. Additional windshield breakage may also occur
from the right front passenger airbag. When the passenger sensing system has allowed the
airbag to be enabled, the on indicator will light and stay lit to remind you that the airbag is
active. Page 75 CAUTION: If the airbag readiness light in the instrument panel cluster ever
comes on and stays on, it means that something may be wrong with the airbag system. There
are parts of the airbag system in several places around the vehicle. To purchase a service
manual, see Service Publications Ordering Information on page Page 77 GM covers, upholstery
or trim designed for a different vehicle. Any object, such as an aftermarket seat heater or a
comfort enhancing pad or device, installed under or on top of the seat fabric, could also
interfere with the operation of the passenger sensing system. Page Restraint System Check
Restraint System Check Checking the Restraint Systems Safety Belts Now and then, check the
safety belt reminder light, safety belts, buckles, latch plates, retractors, and anchorages are all
working properly. Look for any other loose or damaged safety belt system parts that might keep
a safety belt system from doing its job. A damaged restraint system may not properly protect
the person using it, resulting in serious injury or even death in a crash. To help make sure your
restraint systems are working properly after a crash, have them inspected and any necessary
replacements made as soon as Page 82 Section 2 Object Detection Systems They could operate
the power windows or other controls or even make the vehicle move. The windows will function
with the keys in the ignition and children could be seriously injured or killed if caught in the
path of a closing window. Operation is subject to the following two conditions: 1. Page 85 Lock :
Press to lock the doors and arm the theft-deterrent system. See Theft-Deterrent System on page
for additional information. When the replacement transmitter is programmed to the vehicle, all
remaining transmitters must also be programmed. Page Remote Vehicle Start Remote Vehicle
Start The remote vehicle starting feature allows you to start the engine from outside of the
vehicle. When the remote start system is active, the climate control system will heat and cool
the inside of the vehicle according to the previous settings of the system before turning the
vehicle off. The remote vehicle start feature provides two separate starts, each with 10 minutes
of engine running, or it provides one start with 10 minutes of engine running that When a door
is locked, the handle will not open it. You increase the chance of being thrown out of the vehicle
in a crash if the doors are not locked. Lock : Remove the key from the ignition and press to lock
the doors. Delayed Locking With this feature, you can delay the actual locking of the doors.
Open the rear doors to access the security locks on the inside edge of each door. To set the
locks, insert a key into the slot and turn it to the horizontal position. The vehicle must be in P
Park to power open or close the liftgate. The liftgate must be completely closed to power open
or completely opened to power close. Page 93 If the transmission is shifted out of P Park while
the power function is in progress, the liftgate power function will continue to completion. If the
transmission is shifted out of P Park and accelerate before the power liftgate latches closed, the

liftgate may reverse to the open position. Page 94 Manual Liftgate Operation With the doors
unlocked, the power liftgate can always be manually opened and closed. To open the liftgate,
pull up on the handle on the outside of the liftgate. To close the liftgate, use the pull cup to
lower the liftgate and close. The liftgate latch will power cinch to closed position. They can be
overcome by the extreme heat and suffer permanent injuries or even death from heat stroke.
Never leave a child, a helpless adult, or a pet alone in a vehicle, especially with the windows
closed in warm or hot weather. The windows will function and they could be seriously injured or
killed if caught in the path of a closing window. Press the switch to the second position and
release the switch to activate the express-down feature. You or others could be injured and the
window could be damaged. Before you use express override, make sure that all people and
obstructions are clear of the window path. In an emergency, the anti-pinch feature can be
overridden in a supervised mode. This vehicle has theft-deterrent features, however, they do not
make it impossible to steal. Theft-Deterrent System The security light is located on the
instrument panel cluster. From inside the vehicle, roll down the window, then get out of the
vehicle, keeping the door open. From outside of the vehicle, with the door open, lock the vehicle
using the power door lock switch or the RKE transmitter and close the door. The system is
automatically armed when the key is removed from the ignition. To program the new additional
key: 1. Verify that the new key has a 2. Page Ignition Positions Do not tow a trailer during
break-in. See Towing a Trailer on page for the trailer towing capabilities of your vehicle and
more information. Following break-in, engine speed and load can be gradually increased.
Ignition Positions With the key in the ignition switch, you can turn the key to four different
positions. Vehicles with an engine coolant heater should be plugged in at least four hours
before starting. Page Automatic Transmission Operation Automatic Transmission Operation
The shift lever is located on the center console between the front seats. There are several
different positions for the shift lever. P Park : This position locks the rear wheels. It is the best
position to use when you start the engine because the vehicle cannot move easily. Page If you
cannot shift out of P Park , ease pressure on the shift lever and push the shift lever all the way
into P Park as you maintain brake application. Then press the shift lever button and move the
shift lever into another gear. Page D Drive : This position is for normal driving. It provides the
best fuel economy. Page The DIC will show the requested gear range when moving the shift
lever forward or rearward. You can use this for sport driving or when climbing or descending
hills, to stay in gear longer, or to down shift for more power or engine braking. The button is
located on instrument panel under the climate controls. You should use this feature to assist
when towing or hauling a heavy load. Page Parking Brake Parking Brake The parking brake
pedal is located on the lower portion of the instrument panel to the left of the steering wheel. To
set the parking brake, hold the brake pedal down, then push the parking brake pedal down. If
the ignition is on, the brake system warning light on the instrument panel cluster should come
on. The vehicle can roll. If you have left the engine running, the vehicle can move suddenly.
Exposure to CO can cause unconsciousness and even death. But if you ever have to, here are
some things to know. Engine exhaust may enter the vehicle. Page Outside Power Mirrors To
adjust for compass variance: 1. Find your current location and variance zone number on the
zone map that follows. Press and hold until a zone number displays. Once the zone number
displays, press repeatedly until the correct zone number if reached. If C appears in the compass
window, the compass may need calibration. This feature is controlled by the on and off settings
on the automatic dimming rearview mirror. See Automatic Dimming Rearview Mirror on page
The sensors on the rear bumper are used to detect the distance to an object up to 5 feet 1. Most
vehicles include 30 trial minutes good for 60 days. Page Universal Home Remote System
Universal Home Remote System The Universal Home Remote System provides a way to replace
up to three hand-held radio-frequency RF transmitters used to activate devices such as garage
door openers, security systems, and home lighting. Page Be sure to keep the original remote
control transmitter for use in other vehicles, as well as, for future programming. You only need
the original remote control transmitter for Fixed Code programming. It is also recommended
that upon the sale or lease termination of the vehicle, the programmed buttons should be
erased for security purposes. Page 2. Locate in the garage, the garage door opener receiver
motor-head unit. It can usually be found where the hanging antenna wire is attached to the
motor-head unit and may be a colored button. Press this button. After you press this button,
you will have 30 seconds to complete the following steps. Most garage door openers sold
before are Fixed Code units. Programming a garage door opener involves time-sensitive
actions, so read the entire procedure before you begin. Page Your garage door opener receiver
motor head unit may also have a row of dip switches that can be used when programming the
Universal Home Remote. If the total number of switches on the motor head and hand held
transmitter are different, or if the dip switch settings are different, use the dip switch settings on

the motor head unit to program your Universal Home Remote. The indicator lights will turn on.
Press and hold the button you would like to use to control the garage door until the garage door
moves. The indicator light above the selected button should slowly blink. Use the key to lock
and unlock the glovebox. Cupholders Your vehicle has cupholders located between the front
seats. Slide the cover back to expose them. There are also cupholders in the armrest of the
second row seat. Page Cargo Cover If your vehicle has a luggage carrier, you can load things
on top of your vehicle. The luggage carrier has side rails attached to the roof. You can get
sliding crossrails through your dealer to use for tying things down. These let you load some
things on top of your vehicle, as long as they are not wider or longer than the luggage carrier.
They can hit things inside the vehicle or be ejected from it, and be seriously injured or killed.
This is true for any vehicle occupant, in any motor vehicle. Page Press the back of the sunroof
switch to open the sunroof. Press the switch to the second stop to express open the sunroof to
a preset comfort position. Page Section 3 Oil Pressure Light Page The main components of the
instrument panel are the following: A. Outlet Adjustment on page Instrument Panel Cluster on
page Windshield Wipers on page Analog Clock on page This warns others that you are having
trouble. Horn Press near or on the horn symbols on the steering wheel pad to sound the horn.
Page Heated Steering Wheel Heated Steering Wheel For vehicles with a heated steering wheel,
the button for this feature is located on the steering wheel. A light on the button displays when
the feature is turned on. Move the lever all the way up or down to signal a turn. Page
Flash-To-Pass Flash-to-Pass This feature allows you to use the high-beam headlamps to signal
the driver in front of you that you want to pass. Page Windshield Washer Delay Adjustment :
Use this band to set the length of the delay between wipes when using the delay feature. The
closer the band is moved toward mist, the longer the delay. The windshield wiper lever must be
in delay for this feature to work. Low Speed : For slow, steady wiping cycles. Rear Wiper : Press
this side of the button to turn the rear wiper on. Page Headlamp Washer Headlamp Washer For
vehicles with headlamp washers, they are located to the inside of the headlamps. Press located
at the end of the windshield wiper lever, to wash the headlamps and windshield. The indicator
light on the button turns on when cruise control is on. Page Resuming a Set Speed If the brakes
are applied while the cruise control is at a set speed, the cruise control disengages. But it does
not need to be reset. Page Headlamps Using Cruise Control on Hills How well your cruise
control will work on hills depends upon your speed, load, and the steepness of the hills. When
going up steep hills, you might have to step on the accelerator pedal to maintain the vehicle
speed. When going downhill, you might have to brake or shift to a lower gear to keep the vehicle
speed down. Page Wiper Activated Headlamps Wiper Activated Headlamps This feature
activates the headlamps and parking lamps after the windshield wipers have been in use for
about six seconds. For this feature to work, the exterior lamp control must be in AUTO. Then
turn on the fog lamps or parking lamps, and the DRL will turn off. This works regardless of gear
position and whether or not the parking brake is set. This protects against draining the battery.
These lamps come on automatically when any door is opened. For manual operation, press the
button next to each lamp to turn it on or off. If the reading lamps are left on, they automatically
shut off 10 minutes after the ignition has been turned off. Page Accessory Power Outlet S
Accessory Power Outlet s The accessory power outlets can be used to plug in electrical
equipment, such as a cellular telephone. The vehicle has one outlet in front of the center
console on the instrument panel and one in the rear compartment. Page Analog Clock Ashtray
For vehicles with an ashtray, it is located under the climate control system on the instrument
panel. Press the door to release the ashtray. To empty the ashtray, remove it from the
instrument panel by holding the edges and pulling straight out. To reinstall, push the tray back
into place. Page Climate Controls Climate Controls Dual Climate Control System The heating,
cooling, defrosting, and ventilation for the vehicle can be controlled with this system. Fan
Control F. Power B. Display G. Air Inlet Control C. Air Delivery Mode H. Page Defrost : This
mode clears the windshield of fog or frost more quickly. Air is directed to the windshield with
some air going to the side window outlets. When selected, the system turns off recirculation
and runs the air conditioning compressor, unless the outside temperature is at or below
freezing. Page Air Conditioning Air Conditioning Air Conditioning : Press to turn the air
conditioning on or off, and override the automatic system. The air conditioning system removes
moisture from the air, so water might drip underneath the vehicle while idling or after turning off
the engine. Page Rear Window Defogger Rear Window Defogger The rear window defogger uses
a warming grid to remove fog or frost from the rear window. The rear window defogger stays on
for about 20 minutes, before turning off. At higher vehicle speeds, the rear defogger can stay on
continuously. One fan speed selector is located in the front overhead console and the other is
located in the headliner above the second row seats. The rear air conditioning system is
designed to provide cooled air only. While pressing forward, lift the access panel out of the

clipped position and pull towards the front of the vehicle. This releases the clips and allows the
panel door to be removed. Page Instrument Panel Cluster Instrument Panel Cluster The
instrument panel cluster is designed to let you know at a glance how your vehicle is running.
You will know how fast you are going, how much fuel you are using and many of the other
things you will need to know to drive safely and economically. The odometer mileage can be
checked without the vehicle running. Page Airbag Readiness Light Passenger Safety Belt
Reminder Light Several seconds after the engine is started, a chime sounds for several seconds
to remind the front passenger to buckle their safety belt. This only occurs if the passenger
airbag is enabled. See Passenger Sensing System on page for more information. Page Charging
System Light If, after several seconds, both status indicator lights remain on, or if there are no
lights at all, there may be a problem with the lights or the passenger sensing system. CAUTION:
If the airbag readiness light in the instrument panel cluster ever comes on and stays on, it
means that something may be wrong with the airbag system. If one part is not working, the
other part can still work and stop you. For good braking, though, you need both parts working
well. If the warning light comes on, there is a brake problem. Have your brake system inspected
right away. If the system is working normally the indicator light then goes off. If the system is
working normally the indicator light goes off. Notice: Driving with the engine coolant
temperature warning light on could cause the vehicle to overheat. Page Malfunctions often are
indicated by the system before any problem is apparent. Being aware of the light can prevent
more serious damage to the vehicle. This system assists the service technician in correctly
diagnosing any malfunction. Page Light On Steady: An emission control system malfunction
has been detected on the vehicle. Diagnosis and service might be required. See Filling the Tank
on page Failure to pass this inspection could prevent getting a vehicle registration. Someone
could be burned. Check the oil as soon as possible and have the vehicle serviced. Notice: Lack
of proper engine oil maintenance can damage the engine. The light goes out when the cruise
control is turned off. See Cruise Control on page for more information. Highbeam On Light This
light comes on when the high-beam headlamps are in use. If a problem is detected, a warning
message will appear on the display. The display will return to zero. You can record the time it
takes to travel from one point to another. The tire pressure will be shown in either pounds per
square inch psi or kilopascals kPa. Press the vehicle information button until the DIC shows the
tire pressure for the front tires. You must acknowledge a message to clear it from the screen for
further use. Be sure to take any message that appears on the screen seriously and remember
that clearing the message only makes the message disappear, not the problem. You can receive
more than one tire pressure message at a time. Do not increase the engine speed above normal
idling speed. Adjust your driving accordingly. Make sure that the door is closed completely.
Make sure that the liftgate is closed completely. The brake system warning light and the antilock
brake system warning light may also display on the instrument panel cluster. Page Service Tire
Monitor System back on again while you are driving, your vehicle needs service. This message
displays if the theft-deterrent system has detected a break-in attempt while you were away from
your vehicle. A multiple chime sounds when this message is displayed. Page Entering the
Feature Settings Menu 1. Turn the ignition on and place the vehicle in P Park. To avoid
excessive drain on the battery, it is recommended that the headlamps are turned off. Press the
customization button to enter the feature settings menu. See Programmable Automatic Door
Locks on page for more information. You will not receive feedback when locking the vehicle
with the RKE transmitter if the doors are open. See Park Tilt Mirrors on page for more
information. See Memory Seat and Mirrors on page for more information. Follow federal rules
covering mobile radio and telephone equipment. With RAP, the audio system can be played
even after the ignition is turned off. Turn the radio on. Press the MENU button until the is
displayed. Press the pushbutton located under the until the clock and date settings appear. To
set the time and date: 1. Press the MENU button until the displayed. Once the label displays,
press the pushbutton located under that label until the time and date settings display along with
a forward arrow. Turn clockwise or counterclockwise to increase or decrease the volume. Tune
to your favorite stations using the presets, favorites button, and steering wheel controls, if your
vehicle has this feature. Continue pressing to highlight the desired label, or press the
pushbutton positioned under the desired label. Turn this knob clockwise or counterclockwise to
adjust the highlighted setting. To remove an undesired category: 1. Press the MENU button to
display the radio setup menu. Turn the knob to display the category you want removed. The
player pulls it in and the CD should begin playing. If the ignition or radio is turned off with a CD
in the player, it stays in the player. Page Tune : Turn to select tracks on the CD currently
playing. Press the right arrow to go to the next track. If either arrow is held or pressed multiple
times, the player continues moving backward or forward through the CD. The CD icon and track
number displays when a CD is in the player. Press again and the system automatically searches

for an auxiliary input device, such as a portable audio player. If a portable audio player is not
connected, No Aux Input Device displays. Page Using An Mp3 To use a portable audio player,
connect a 3. Track names longer than 32 characters or four pages are shortened. Press the
pushbutton located below the music navigator label. XM Updating: The encryption code in the
receiver is being updated, and no action is required. This process should take no longer than 30
seconds. Volume: Turn this knob to increase or to decrease the volume of the wired
headphones. The left knob controls the left headphones and the right knob controls the right
headphones. This function is inactive, with some radios, if the front seat passengers are
listening to the radio. When a CD is playing, press either arrow to go to the previous or to the
next track. Just as with FM, tall buildings or hills can interfere with satellite radio signals,
causing the sound to fade in and out. There are good medical, psychological, and
developmental reasons for these laws. The obvious way to eliminate the leading highway safety
problem is for people never to drink alcohol and then drive. Some people drive in spurts â€”
heavy acceleration followed by heavy braking â€” rather than keeping pace with traffic. This is a
mistake. The brakes might not have time to cool between hard stops. The brakes will wear out
much faster if you do a lot of heavy braking. Page Brake Assist ABS can change the brake
pressure to each wheel, as required, faster than any driver could. This can help you steer
around the obstacle while braking hard. As you brake, the computer keeps receiving updates on
wheel speed and controls braking pressure accordingly. Remember: ABS does not change the
time you need to get your foot up to the brake pedal or always decrease stopping distance. It is
an advanced computer controlled system that assists with directional control of the vehicle in
difficult driving conditions. StabiliTrak activates when the computer senses a discrepancy
between the intended path and the direction the vehicle is actually traveling. Page This warning
light comes on if there is a problem with the traction control system. When this warning light is
on, the system will not limit wheel spin. TCS automatically comes on whenever the vehicle is
started. Magnetic Ride Control monitors the suspension system to determine the proper system
response. Page Steering In Emergencies Steering in Emergencies There are times when
steering can be more effective than braking. If the level of the shoulder is only slightly below the
pavement, recovery should be fairly easy. Ease off the accelerator and then, if there is nothing
in the way, steer so that your vehicle straddles the edge of the pavement. Defensive drivers
avoid most skids by taking reasonable care suited to existing conditions, and by not
overdriving those conditions. But skids are always possible. Page The airbag system is
designed to work properly under a wide range of conditions, including off-road usage. Always
wear your safety belt and observe safe driving speeds, especially on rough terrain. Drinking and
driving can be very dangerous on any road and this is certainly true for off-road driving. You or
your passengers could be injured. Keep cargo below the top of the seatbacks. Page
Environmental Concerns Environmental Concerns Off-road driving can provide wholesome and
satisfying recreation. However, it also raises environmental concerns. Page Getting Familiar
with Off-Road Driving It is a good idea to practice in an area that is safe and close to home
before you go into the wilderness. Off-roading requires some new and different skills. Tune your
senses to different kinds of signals. Your eyes need to constantly sweep the terrain for
unexpected obstacles. Page Scanning The Terrain Scanning the Terrain Off-road driving can
take you over many different kinds of terrain. Be familiar with the terrain and its many different
features. Surface Conditions: Off-roading surfaces can be hard-packed dirt, gravel, rocks,
grass, sand, mud, snow, or ice. Driving safely on hills requires good judgment and an
understanding of what the vehicle can and cannot do. There are some hills that simply cannot
be driven, no matter how well built the vehicle. Not using more power than needed can avoid
spinning the wheels or sliding. Will I be able to maintain vehicle control? Hard-packed dirt? To
decide whether to try to drive across the incline, consider the following: CAUTION: Driving
across an incline that is too steep will make your vehicle roll over. You could be seriously
injured or killed. If the vehicle rolls over, you could be crushed or killed. Always get out on the
uphill high side of the vehicle and stay well clear of the rollover path. Deep water can sweep
your vehicle downstream and you and your passengers could drown. If it is only shallow water,
it can still wash away the ground from under your tires, and you could lose traction and roll the
vehicle over. Page Driving At Night Driving at Night Night driving is more dangerous than day
driving because some drivers are likely to be impaired â€” by alcohol or drugs, with night vision
problems, or by fatigue. Windows clean â€” inside and outside? The brakes will have to do all
the work of slowing down and they could get so hot that they would not work well. You would
then have poor braking or even none going down a hill. Page The Antilock Brake System ABS
on page improves vehicle stability during hard stops on a slippery roads, but apply the brakes
sooner than when on dry pavement. Allow greater following distance on any slippery road and
watch for slippery spots. Icy patches can occur on otherwise clear roads in shaded areas. Snow

can trap exhaust gases under your vehicle. This can cause deadly CO carbon monoxide gas to
get inside. CO could overcome you and kill you. You cannot see it or smell it, so you might not
know it is in your vehicle. Turn off any traction or stability system. Shift back and forth between
R Reverse and a forward gear, spinning the wheels as little as possible. To prevent
transmission wear, wait until the wheels stop spinning before shifting gears. The tire and
loading information label shows the number of occupant seating positions A , and the maximum
vehicle capacity weight B in kilograms and pounds. Determine the combined weight of the
driver and passengers that will be riding in your vehicle. Page The GVWR includes the weight of
the vehicle, all occupants, fuel, cargo, and trailer tongue weight, if pulling a trailer. Page Towing
If you put things inside your vehicle â€” like suitcases, tools, packages, or anything else
â€”they will go as fast as the vehicle goes. If you have to stop or turn quickly, or if there is a
crash, they will keep going. Some vehicles have restrictions on how far and how long they can
tow. Page Level Control Dolly Towing Notice: Towing an all-wheel-drive vehicle with all four
wheels on the ground, or even with only two of its wheels on the ground, will damage drivetrain
components. Do not tow an all-wheel-drive vehicle with any of its wheels on the ground. For
example, if the trailer is too heavy, the brakes may not work well â€” or even at all. Make sure
the rig will be legal, not only where you live but also where you will be driving. A good source
for this information can be state or provincial police. Page Weight Of The Trailer Tongue Weight
of the Trailer Tongue The tongue load A of any trailer is an important weight to measure
because it affects the total gross weight of the vehicle. The Gross Vehicle Weight GVW includes
the curb weight of the vehicle, any cargo carried in it, and the people who will be riding in the
vehicle. Page Consider the following example: A vehicle model base weight is 5, lbs 2 kg ; 2, lbs
1 kg at the front axle and 2, lbs 1 kg at the rear axle. The only way to be sure it is not exceeding
any of these ratings is to weigh the vehicle and trailer. Engine exhaust contains carbon
monoxide CO which cannot be seen or smelled. It can cause unconsciousness and even death.
Page Following Distance Following Distance Stay at least twice as far behind the vehicle ahead
as you would when driving the vehicle without a trailer. This can help to avoid situations that
require heavy braking and sudden turns. Passing More passing distance is needed when towing
a trailer. Because the rig is longer, it is necessary to go much farther beyond the passed vehicle
before returning to the lane. Page Driving On Grades Driving on Grades Reduce speed and shift
to a lower gear before starting down a long or steep downgrade. If the transmission is not
shifted down, the brakes might have to be used so much that they would get hot and no longer
work well. Let up on the brake pedal. Drive slowly until the trailer is clear of the chocks. Page
Section 5 Buying New Tires You will receive genuine GM parts and GM-trained and supported
service people. It tells you much more about how to service the vehicle than this manual can. To
order the proper service manual, see Service Publications Ordering Information on page This
vehicle has an airbag system. Page California Fuel If the vehicle has the 4. Page Additives
Additives To provide cleaner air, all gasolines in the United States are now required to contain
additives that help prevent engine and fuel system deposits from forming, allowing the
emission control system to work properly. In most cases, you should not have to add anything
to the fuel. However, some gasolines contain only the minimum amount of additive required to
meet U. To help avoid injuries to you and others, read and follow all the instructions on the
pump island. Turn off the engine when you are refueling. If you spill fuel and then something
ignites it, you could be badly burned. This spray can happen if the tank is nearly full, and is
more likely in hot weather. Static electricity discharge from the container can ignite the fuel
vapor. You can be badly burned and the vehicle damaged if this occurs. Pull the hood release
lever with this symbol on it. It is located inside the vehicle on the lower left side of the
instrument panel. Page A. Underhood Fuse Block. See Underhood Fuse Block on page Remote
Negative - Terminal. See Jump Starting on page See Battery on page Page When you open the
hood on the 4. Passenger Compartment Air Filter. See Passenger Compartment Air Filter on
page Page Engine Oil Engine Oil The vehicle could have an oil pressure light on the instrument
cluster. This section explains what kind of oil to use. However, not all synthetic oils will meet
this GM standard. The recommended oils with the starburst symbol that meet GM standards are
all you need for good performance and engine protection. Do not let used oil stay on your skin
for very long. Clean your skin and nails with soap and water, or a good hand cleaner. See
Scheduled Maintenance on page for more information. Keep hands, clothing, and tools away
from any underhood electric fan. Plain water, or some other liquid such as alcohol, can boil
before the proper coolant mixture will. With plain water or the wrong mixture, the engine could
get too hot but you would not get the overheat warning. Page Checking Coolant Checking
Coolant The vehicle must be on a level surface when checking the coolant level. See Engine
Compartment Overview on page for more information on location. Coolant contains ethylene
glycol and it will burn if the engine parts are hot enough. Do not spill coolant on a hot engine. If

no coolant is visible in the surge tank, add coolant as follows: 1. Page 3. With the coolant surge
tank pressure cap off, start the engine and let it run until you can feel the upper radiator hose
getting hot. Be sure the cap is properly and tightly secured. The coolant surge tank pressure
cap must be fully installed on the coolant surge tank. Stay away from the engine if you see or
hear steam coming from it. Turn it off and get everyone away from the vehicle until it cools
down. Page Overheated Engine Protection Operating Mode If the engine coolant temperature
gage is no longer in the overheat zone or an overheat warning no longer displays, the vehicle
can be driven. Continue to drive the vehicle slow for about 10 minutes. Keep a safe vehicle
distance from the car in front of you. If the warning does not come back on, continue to drive
normally. Turn the key off and let the engine compartment cool down. Wipe the cap and the top
of the reservoir clean. Unscrew the cap and wipe the dipstick with a clean rag. Open the cap
with the washer symbol on it. See Engine Compartment Overview on page for the location of the
reservoir. See Engine Compartment Overview on page If it is not, have your brake hydraulic
system checked to see if there is a leak. Disc brake pads have built-in wear indicators that make
a high-pitched warning sound when the brake pads are worn and new pads are needed. Its
many parts have to be of top quality and work well together if the vehicle is to have really good
braking. The vehicle was designed and tested with top-quality brake parts. When parts of the
braking system are replaced â€” Be sure to use the following steps to do it safely. Page 4. See
Engine Compartment Overview on page for more information on locations the terminals. People
have been hurt doing this, and some have been blinded. Be sure the battery has enough water.
You do not need to add water to the battery installed in your new vehicle. Page 6. Do not let the
other end touch metal. Page All-Wheel Drive Notice: If the jumper cables are connected or
removed in the wrong order, electrical shorting may occur and damage the vehicle. The repairs
would not be covered by your warranty. Always connect and remove the jumper cables in the
correct order, making sure that the cables do not touch each other or other metal. Drain Plug B.
Fill Plug To get an accurate reading, the vehicle should be on a level surface. Filler Plug To get
an accurate reading, the vehicle should be on a level surface. If you try to service any of the
system components, you could be seriously injured. Lift the wiper blade assembly up so it is in
a T-shaped position. You should be able to see a tab. Squeeze the tab together and pull the
wiper blade assembly down far enough to release it from the J-hooked end of the wiper arm.
Page Tires Tires Your new vehicle comes with high-quality tires made by a leading tire
manufacturer. If you ever have questions about your tire warranty and where to obtain service,
see your vehicle Warranty booklet for details. For additional information refer to the tire
manufacturer. These tires are designed for very responsive driving on wet or dry pavement. The
examples below show a typical passenger vehicle tire and a compact spare tire sidewall. For
more information see Uniform Tire Quality Grading on page Page Cold Tire Pressure The
amount of air pressure in a tire, measured in pounds per square inch psi or kilopascals kPa
before a tire has built up heat from driving. Curb Weight The weight of a motor vehicle with
standard and optional equipment including the maximum capacity of fuel, oil, and coolant, Page
Outward Facing Sidewall The side of an asymmetrical tire that has a particular side that faces
outward when mounted on a vehicle. Page When to Check Check your tires once a month or
more. Do not forget to check the compact spare tire, it should be at 60 psi kPa. For additional
information regarding the compact spare tire, see Compact Spare Tire on page How to Check
Use a good quality pocket-type gage to check tire pressure. Sustained high-speed driving
causes excessive heat build up and can cause sudden tire failure. You could have a crash and
you or others could be killed. This device may not cause harmful interference. See Tire Pressure
Monitor Operation on page Make certain that all wheel nuts are properly tightened. Page Winter
tires with the same speed rating as your original equipment tires may not be available for H, V,
W, Y and ZR speed rated tires. Page Different Size Tires And Wheels Different Size Tires and
Wheels If you add wheels or tires that are a different size than your original equipment wheels
and tires, this could affect the way your vehicle performs, including its braking, ride and
handling characteristics, stability, and resistance to rollover. Additionally, if your vehicle has
electronic systems such as anti-lock brakes, rollover airbags, traction control, and electronic
stability control, the performance of these systems can be affected. Page While the tires
available on General Motors passenger cars and light trucks may vary with respect to these
grades, they must also conform to federal safety requirements and additional General Motors
Tire Performance Criteria TPC standards. Sustained high temperature can cause the material of
the tire to degenerate and reduce tire life, and excessive temperature can lead to sudden tire
failure. This way, you will be sure to have the right wheel, wheel bolts, wheel nuts, and TPMS
sensors for your vehicle. They can damage your vehicle because there is not enough clearance.
Tire chains used on a vehicle without the proper amount of clearance can cause damage to the
brakes, suspension, or other vehicle parts. If air goes out of a tire, it is much more likely to leak

out slowly. See Hazard Warning Flashers on page The vehicle can slip off the jack and roll over
or fall on you or other people. Wheel Block B. Flat Tire The following information explains how
to use the jack and change a tire. Removing the Spare Tire and Tools The equipment is located
in the rear of the vehicle. To access the equipment: 1. Remove the storage bin to access the
jack if your vehicle has the cargo management system. See Compact Spare Tire on page for
more information about the compact spare. To remove the spare tire from the vehicle, do the
following: A. Page If the spare tire will not lower, the secondary latch might be engaged causing
the tire not to lower. Do the following to check the cable: 1. Check under the vehicle to see if the
cable is visible. If it is not visible, see Secondary Latch System on page Do a safety check
before proceeding. See Changing a Flat Tire on page for more information. Loosen the wheel
nuts, but do not remove them yet, using the wheel wrench. Page 8. Raise the vehicle by turning
the wheel wrench clockwise. Remove any rust or dirt from the wheel bolts, mounting surfaces,
and spare wheel. The wheel could come off and cause an accident. When changing a wheel,
remove any rust or dirt from places where the wheel attaches to the vehicle. Page Secondary
Latch System This could lead to a crash. If you have to replace them, be sure to get new original
equipment wheel nuts. Failure to read and follow the instructions could damage the hoist
assembly and you and others could get hurt. Read and follow the instructions listed next. Page
5. Turn the wheel wrench clockwise to raise the jack until it lifts the secondary latch spring. Tilt
the retainer and slip it through the wheel opening when the spare tire has been completely
lowered. Turn the wrench clockwise to raise the cable back up if the cable is hanging. Have the
hoist assembly inspected as soon as you can. You will not be able to store a spare tire using
the hoist assembly until it has been repaired or replaced. Put back all tools as they were stored
in the rear storage compartment and put the compartment cover back on. Use the power third
row seat button, near the liftgate, to tilt the third row seatback forward slightly. If the spare tire
is stored with the valve stem pointing upwards, the secondary latch will not work properly and
the spare tire could loosen and suddenly fall from the vehicle. Page Compact Spare Tire 7.
Raise the tire fully against the underside of the vehicle. Continue turning the wheel wrench until
you feel more than two clicks. This indicates that the compact spare tire is secure and the cable
is tight. The spare tire hoist cannot be overtightened. Page Appearance Care And do not mix the
compact spare tire or wheel with other wheels or tires. Keep the spare tire and its wheel
together. Using them can damage the vehicle and can damage the chains too. Page Leather 4.
Continue to gently rub the soiled area until the cleaning cloth remains clean. If the soil is not
completely removed, use a mild soap solution and repeat the cleaning process that was used
with plain water. If any of the soil remains, a commercial fabric cleaner or spot lifter may be
necessary. If a more thorough cleaning is necessary, a clean soft cloth dampened with a mild
soap solution can be used to gently remove dust and dirt. Never use spot lifters or removers on
plastic surfaces. Page Weatherstrips Weatherstrips Silicone grease on weatherstrips will make
them last longer, seal better, and not stick or squeak. Apply silicone grease with a clean cloth.
During very cold, damp weather frequent application may be required. See Recommended
Fluids and Lubricants on page Keep the wheels clean using a soft clean cloth with mild soap
and water. Rinse with clean water. After rinsing thoroughly, dry with a soft clean towel. A wax
may then be applied. Page Tires Tires To clean the tires, use a stiff brush with tire cleaner.
When applying a tire dressing, always wipe off any overspray from all painted surfaces on the
vehicle. It appears on a plate in the front corner of the instrument panel, on the driver side. It
can be seen through the windshield from outside the vehicle. Some add-on electrical equipment
can keep other components from working as they should. Page Fuses And Circuit Breakers
Fuses and Circuit Breakers The wiring circuits in your vehicle are protected from short circuits
by a combination of fuses and circuit breakers. Look at the silver-colored band inside the fuse.
If the band is broken or melted, replace the fuse. See Recommended Fluids and Lubricants on
page for more information. Engine 3. Page Section 6 Maintenance Schedule Page Maintenance
Schedule Maintenance Schedule Introduction Important: Keep engine oil at the proper level and
change as recommended. Have you purchased the GM Protection Plan? The Plan supplements
the vehicle warranties. But we do not know exactly how you will drive it. You might drive very
short distances only a few times a week. Or you might drive long distances all the time in very
hot, dusty weather. Page Scheduled Maintenance Owner Checks and Services on page tells
what should be checked, when to check it, and what can easily be done to help keep the vehicle
in good condition. See Engine Oil on page Reset oil life system. See Engine Oil Life System on
page An Emission Control Service. Service and Miles Kilometers Inspect fuel system for
damage or leaks. Inspect exhaust system for loose or damaged components. See footnotes n
and p. See footnote n. Replace spark plugs. Page Maintenance Footnotes Maintenance
Footnotes Lubricate the front suspension, steering linkage, and parking brake cable guides.
Engine Oil Level Check Notice: It is important to check the engine oil regularly and keep it at the

proper level. Failure to keep the engine oil at the proper level can cause damage to the engine
not covered by the vehicle warranty. If the vehicle moves, you or others could be injured. Before
starting this check, be sure there is enough room around the vehicle. Page Maintenance Record
Maintenance Record After the scheduled services are performed, record the date, odometer
reading, who performed the service, and the type of services performed in the boxes provided.
See Maintenance Requirements on page Any additional information from Owner Checks and
Services on page can be added on the following record pages. You should retain all
maintenance receipts. Sometimes, however, despite the best intentions of all concerned,
misunderstandings can occur. Customer Assistance Offices Cadillac encourages customers to
call the toll-free number for assistance. Lomas de Bezares C. Cadillac and General Motors of
Canada Limited reserve the right to limit services or payment to an owner or driver if they
decide the claims are made too often, or the same type of claim is made many times. It provides
every Cadillac owner in the United States with the advantage of contacting a Cadillac advisor
and, where available, a Cadillac trained dealer technician who can provide on-site service. If
your vehicle cannot be scheduled into the service department immediately, keep driving it until
it can be scheduled for service, unless, of course, the problem is safety-related. In addition, for
U. Page Repair Facility Collision Parts Genuine GM Collision parts are new parts made with the
same materials and construction methods as the parts with w
1967 mustang ignition switch
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hich your vehicle was originally built. If you are uninjured, make sure that no one else in your
vehicle, or the other vehicle, is injured. If you have a pre-determined repair facility of choice,
take your vehicle there, or have it towed there. Specify to the facility that any required
replacement collision parts be original equipment parts, either new Genuine GM parts or
recycled original GM parts. To request an order form, specify year and model name of the
vehicle. Page Audio System Page Chemical Paint Spotting Page Customer Assistance
Information cont. Reporting Safety Defects to the Canadian Government Page Gage Engine
Coolant Temperature Page Jump Starting Page Odometer Page Power cont. Lumbar Controls
Page Retained Accessory Power Page Tires cont. Wheel Replacement Page Where to Put the
Restraint This manual is also suitable for: srx. Print page 1 Print document pages. Cancel
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