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drive. Z4 E This can be due to a faulty oil level switch which can cause the fuse to blow.
Remedy: Check fuse 15 and fuse 30 if they are both blown then replace the fuses 7. Start the
engine. If the fuse blows again, disconnect the oil level switch at the plug connector, install a
new fuse and restart the engine. If the engine starts, and the range display is restored in the
Instrument Cluster then replace the oil level switch. In order to confirm whether a switch is
defective use a DVM and check the resistance between the pins of the 3 pin connector. A good
switch will measure infinite resistance between any 2 pins in the connector. The cable should
be against the stop shoulder of the solenoid. Correct the short before replacing the fusible link.
If the transmission range signal is lost a no start situation will occur. The OBC code is the
security code added in to the board computer or MID by the vehicle owner when exiting the
vehicle and re-entering the vehicle. Complaint: The vehicle will not start. All cars produced
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battery junction block at the 6mm2 black wire, which is located in the engine compartment,
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the harness and inspect the fusible link which is located approx 6 inches from the battery
terminal. If the fusible link is open then use an ohmmeter on the vehicle side of the link to
ascertain if a short to the ground has caused the fusible link to open. Proceeding this failure
vehicles have experienced problems such as loss of sunroof, window, and seat heating, also a
discharged battery as a result of continued starter engagement, and a whirring noise under the
hood after starting. It is a possibility that these problems may occur on a vehicle which has
been equipped with an automatic transmission. Remedy: When a vehicle with a failed starter is
located, or complaints about the vehicle are similar to those listed above, the starter electrical
system including the unloader relay circuits must be checked for correct function. The starter
pinion and flywheel teeth should also be checked in case they have scouring or other
mechanical damage which would cause misalignment or improper mounting surfaces. All of the
mechanical portion of the steering lock must be replaced with the electrical ignition switch. If
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hould upgrade or use an alternative browser. E36 Starter Relay. Thread starter Brucet Start date
Apr 9, Brucet New member. Hi All, Where is this located on a E36 i? Thank you. Beemergeek
New member. Goto realoem. It will also help u locate Parts as the diagrams show how it gets
assembled. Good luck. Thank you Gizmo Banned. The Bentley manual says below left side of
dash or behind left footwell speaker grill. Possibly that relay without its cover is the culprit,
hence the reason its missing its cover in the first place Gizmo said:. Google: e36 starter
interlock relay. Thats what I need thanks Gizmo. Now where is the Front power distribution box
located? I think I may have a fried F28 fuse as per diagram. You must log in or register to reply
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