Ez go golf cart frame repair

The map above is all you need and it inserts all the results for you. Part of being a golf cart
owner is the realization and the fact that at times your golf cart will break down. Unfortunately,
these fixes cannot all be done on your own, and sometimes you will need a golf cart repair
shop. In this guide, we will give you some ideas of what you should look for in a golf cart repair
shop. Potentially one of the most important things to look for in a golf cart repair shop is their
level of customer service. When you schedule an appointment to bring your cart in, you should
get an email or a text reminder. Overall you will want to make sure that the golf cart repair shop
has a friendly demeanor as well. Although you may want to think about it, if something goes
wrong, you have to consider who you will be dealing with to straighten things out. Although it
can be hard to determine how good a company is at customer service, you can find lots of
information on the internet. Look for reviews, talk to your friends who also own a golf cart, and
see what their experience has been. Some golf cart repair shops are started by people that
became very good at repairing their cart and wanted to help others. Most golf carts are quite
simple, and that is why many people do their own repairs to their carts. However, you will want
to make sure that the people who are working on your golf cart are adequately trained. Of
course, there will be young helpers and mechanics that are new at any shop, but you need to
trust in the quality of work that is done. A great way to see if a golf shop knows what they are
doing is to ask some questions when you call in to report a problem. If they seemed confused
or overwhelmed by your request, you might want to try another golf cart repair shop. Of course,
you will likely have to pay for some of these conveniences, and you will want to check the
pricing. However, if you need repairs that will last several weeks, you are likely going to need a
rental golf cart. Some golf cart repair shops will offer very fair cart rental pricing, but others will
charge like they would for a vacationer coming to town. Make sure that the golf cart repair shop
that you are going to can service the type of cart that you have. There is nothing more
disappointing than dropping your cart off for repair and getting a call saying its all set.
Customers need to know how much their repairs cost so they can decide if its something they
want to do. Golf carts sometimes make sense to repair, and other times they make sense to the
trash and get another one. Customers should be provided with all the facts necessary to be able
to make these decisions for themselves. Not that you will always need every service a repair
shop offers, it is good to know what they can do. Truthfully if you think golf cart ownership is
going to be a part of your future, it is best to establish a relationship with a local shop. Here are
a few of the most important things you will want to make sure a golf cart repair shop can
provide. These changes go beyond simple things like new windshields or tires. People are
wrapping their carts with coverings, adding LED lights , adding adaptors to hold coolers or
other parts. Some golf cart repair shops are willing and able to help with these, and some will
not want to deal with it. Some of the customizations require electrical work that individual golf
cart repair shops do not specialize in. Try to find a place that will help with customizations
because they are only going to get more and more popular as time goes on. Some aftermarket
parts are just as good as the original parts, but you should be aware of what is being put in your
cart. A good repair shop will let you know which parts they are adding to your golf cart so that
you are aware. Most shops should offer at least a one year warranty on all the parts that are
replaced or repaired. Although this is not a necessity when you choose a golf cart repair shop,
it can be beneficial if they also sell carts. Sometimes a golf cart repair shop will give you some
money for your cart, and they will use the parts. The golf cart repair shop knows they will get
your business again when you have to repair or update the new cart you are purchasing.
Although it can be challenging to find a good golf cart repair shop, once you do, you can stick
with them for many years. Golf carts are always going to require repair and maintenance, so you
will likely be using their services several times a year. If you hear horror stories about being
overcharged or not properly fixing issues, take these as warning signs, and make sure you find
a reputable business. Safety Disclaimer. Privacy Policy. Are you looking for Golf Cart Repair in
your area? We have all the best golf cart repair locations in your area! Just use our interactive
map below that automatically finds all the golf cart repair locations nearest to you! What To
Know. EZGO golf cart frames generally have a sturdy build. They feature steel tubing frames
that last long. However, as is the case with any automobile, EZGO golf cart frames too suffer
from the risk of corrosion or getting cracked or bent. Basic repairs on a EZGO golf cart frame
can be done with the use of a screwdriver, socket wrench and floor jack. However for more
serious repairs, a mechanic will be required. The main cause of a cracked golf cart frame is
when pressure is exerted on to the springs which cause the springs to bend. When you use
your golf cart extensively, it is imperative to maintain it properly. You should be aware of the
right maintenance procedures. Excessive use of the machine without ensuring proper
maintenance would invariably result in the spring getting damaged. This, in turn, will lead to
cracks appearing in the golf cart frame. Low pressure exerted on the springs is one of the most

common reasons behind the cracking of golf cart frames. The springs of the golf cart could get
unbalanced or even suffer from wear and tear when the cart gets overloaded with too many
people or equipment. Checking the sizes and shapes of the different springs that are used in the
cart is very important. If springs of uneven or odd shapes and sizes are used, it is bound to
cause damage to the golf cart frame. Apart from these factors, some of the other common
causes behind the cracking of golf cart frames are poor ridings habits of the user and uneven
pressure on the tires. Once you invest in a machine, you have to maintain it properly. You need
to devote the requisite time and effort to ensure that your EZGO Golf Cart Frame remains in
good condition and does not put you through any kind of trouble. Some of the components will
corrode when you use the vehicle extensively, especially in harsh weather. If a particular spring
is extremely corroded, get a mechanic to take a look at it and see if it can be fixed. If not, the
only option would be to get it replaced. It is important to check the health of your EZGO golf cart
springs from time to time. If it is not in good condition, replace it immediately. Once a crack
develops in your golf cart frame, you must get it repaired immediately. Here are a few simple
steps you can follow to repair your EZGO golf cart frame. The first step involves checking the
springs thoroughly. You have to push the seats constantly up and down to check the condition
of every spring in the machine. You need to observe their shapes and check if they are flexible
enough. If the springs turn out to be damaged or inflexible, you need to get the springs removed
with the help of a screwdriver. Apart from looking for the normal springs, you also need to
check the weak springs thoroughly. If the shock absorbers are in very poor condition, it would
be advisable to replace them altogether. The underside and other areas of the cart which are not
checked regularly must be inspected to find out if any of the parts have suffered corrosion. The
parts, which are rusted, must be removed and replaced immediately. In the final step, you will
be required to check the air pressure of the tires and get it to the right pressure, if necessary.
When your golf cart club car frame has a crack or any other kind of damage, you need to spend
some time identifying the exact cause behind the problem and find out a way to fix it. Whichever
method you use to troubleshoot the problem, you would need some tools to help you out. A
screwdriver is one of the most basic tools you will need while repairing an EZGO frame. Apart
from installing springs, it also helps in removing them as and when the need arises. Most
households have a screwdriver at their disposal and you should be able to get one from the
toolbox too. If you wish to remove the lugs, a socket wrench is what you will need. To ensure
that the golf cart does not roll, you will require chocks. This particular tool helps in removing
the tires so that the golf cart can be raised from the floor. You can easily find a floor jack in a
store selling golf cart components. If your EZGO golf cart frame has been bent or damaged, you
can straighten it by following these simple steps. To be able to lift or move the cart, you need to
get all the tires filled up sufficiently. You must inspect each coil spring carefully and find out
whether it is damaged or bent in any manner. Any spring, which is broken or damaged must be
replaced immediately. You could measure the length of the damaged spring with a measuring
tape or a ruler. If there is any irregularity or unevenness in the shapes or sizes, you must get it
replaced. Have a good look at the shock absorbers too. If they are in poor condition, get them
replaced. It is advisable to replace all those parts which are corroded and cannot be used
anymore. An EZGO frame could get corroded due to several reasons like poor maintenance or
the vehicle being used excessively. To prevent further corrosion, you need to undertake a few
simple steps. Pour hot water into a bowl and mix it with a moderate amount of baking soda.
Spray it generously over the EZGO frame or specifically on the areas which show signs of
corrosion. Let it stay that way for some time. Once you see bubbles appearing, use water to
rinse it. Keep repeating this process until the bubbles stop appearing. While carrying out this
process, you have to make sure that the solution stays away from the driveway. To remove the
rust, you also have the option of using products like CRC aerosol in certain parts of the vehicle.
Before carrying out any of these steps, you must remove the batteries from the vehicle. An
EZGO frame gets rusted because of factors like poor quality suspension wires, being used
excessively, or using uneven springs. Here is how you can fix this issue. You have to find out if
any part of the machine has fallen off along with lumps of rust. Finding the missing pieces
would be quite a task but one which you must do. Once you find the missing pieces, you must
try and put them in their original position with processes such as welding, etc. Apart from
employing the aforementioned methods, you could use a hammer to tap the rust and remove it
slowly. Get rid of all the rusty metals and try to make the affected parts look as good as they did
originally. To do this, you need a toolbox containing all the essential tools like a spray bottle,
soft cloth, screwdriver, etc. That would make the vehicle look as good as new. To paint the
vehicle, you would need some tools like spray bottles, different kinds of brushes, cleaning
material, and paint. The process is quite simple but requires precision. You need to get an
aerosol primer. This would be applied to the frame and you would be required to wait for some

time for it to dry completely. Once you are sure that it is completely dry, you can sand it down
with a grit paper. You must remember to clean up all the dust gathered on the surface before
you apply the base coat. You would need to use the aerosol paint while applying the base coat.
If you decide to use a metallic color, then make sure that you apply two coats of paint. That will
ensure the formation of a good layer and help the paint to stay on for some time. If your EZGO
Marathon frame gets damaged, the first thing that comes to your mind is getting the vehicle
replaced with a new one. But that is something you should think of when all your efforts to get it
repaired has failed. If a particular component is the cause of your trouble, you can get it
replaced by using a few specialized tools. Most of the components of an EZGO Marathon are
positioned together and they are fastened by nuts, bolts, and screws. Some of the parts are also
mounted with the help of rivets. You can remove the rivet head by drilling into it with a pointed
drill with a size bigger than the stem of the rivet. You must be extremely careful while doing this
as there is a risk of components located around your target getting damaged. When you are
about to get a new instrument panel installed, you must remember to order a console safety
label along with it. If you want further information about the technical details mentioned on the
label, you can reach out to the Service Parts Representative. Just sharing the vehicle model
number with them will make it easy for them to assist you. You could get it from a regular
departmental store. If you face any difficulty in procuring it, you can check with a local repair
shop. When you go about the repairing process, the first thing to do would be to check all the
nuts, bolts, springs, and other major components in the vehicle. Inspect every component
carefully and find out which one has a problem. After identifying the problem, you would need
to find the cause behind it. If the parts have been damaged very badly and are beyond repair,
you will have to replace them with new ones. A vehicle or any machine needs to be treated with
a lot of care. It is important to have some basic knowledge about repairing and maintaining a
golf cart frame so that you can fix minor issues yourself. Skip to content EZGO golf cart frames
generally have a sturdy build. Table of Contents. Continue Reading What is a 9 Degree Driver?
A 9 degree driver is a low loft driver and is most convenient for golfers having fast swing
speeds. These drivers create a positive angle of attack and generate little spin. Continue
Reading. Why is my golf cart horn not working? However, a fault in the wiring can cause a short
circuit [â€¦]. In general, body component replacement can be accomplished with a minimum of
specialized tools. Most body components are held in place with conventional removable
fastenings nuts, bolts, washers and screws. Care must be exercised when drilling to prevent the
drill from being forced through the plastic body components where it could damage
components located immediately behind the rivet. The best way to prevent this from occurring
is to use a sharp drill bit that requires very little pressure to cut successfully and to place a
piece of protective sheet metal between the surface being drilled and components directly
behind it. When ordering a replacement instrument panel, provide vehicle serial number to the
Service Parts Representative who will provide the correct part number for the safety label.
Using an insulated wrench, disconnect the battery cable at the negative - battery terminal. Pull
the front of the floor mat up to expose the rivets that secure the instrument panel to the floor.
Drill out the rivets attaching the bottom of the instrument panel to the floor and across the top
of the instrument panel attaching it to the cowl. Remove the four screws located within the
instrument panel pockets. The instrument panel may now be pulled away from the cowl.
Remove the drive rivets securing the ignition switch plate to the instrument panel. Rotate the
ignition switch plate and push it through the instrument panel opening, freeing the panel for
removal. Reassembly is the reverse order of disassembly and will require new rivets. Drill out
the rivets across the top of instrument panel attaching it to the cowl. Remove the rivet at the
front and back of each rocker panel. Remove the rocker panel sill plates by removing the
hardware securing them to the frame. As the sill plate is removed, be sure to catch the three
spacers under each sill plate for reuse when sill plates are reinstalled. Drill out the rivets
securing the sides of the cowl to the frame. From underneath the cowl, remove the ratchet
fastener attaching the center of the splash panel to the frame cross member. Remove the bolts
and washers from the sides of the cowl and lift the cowl assembly from the vehicle. The bolts
and washers reinstalled into the cowl should be tightened to 8 â€” 12 ft. The front shield need
not to be removed to replace any other body components. If the front shield is damaged,
remove hardware securing the front shield to the frame. Remove the two rivets securing the
front shield to the brackets. If a bracket is damaged, remove screw securing it to the frame after
removing the front shield. Install replacement shield in reverse order of disassembly. Unsnap
the rocker panel from the vehicle frame. Replace rocker panel in reverse order of disassembly.
Align the replacement sill plate with spacers in place and install hardware. Drill out the heads of
the large head rivets that secure the bottom of the body panel to the side of the vehicle. Remove
the rivets that secure the floor of the bagwell area to the frame underneath. Remove the body. If

the trunk lid is to be reused, remove the hardware securing the trunk lid to the body panel.
Remove the trunk lid. Installation of rear body is in the reverse order of disassembly using new
rivets. Install the bolts into the seat supports and tighten to 21 â€” 25 ft. Remove rear valance
panel by prying out plastic fasteners. Remove the hardware attaching rear facing seat to the
seat back supports. Remove the screws that secure seat back support to vehicle frame. Remove
the hardware that secures seat back support to frame support. Repeat procedure on other seat
back support. Remove the hardware securing the vertical foot rest bracket to each frame
support. Remove the nut securing the horizontal foot rest bracket to each frame support. While
supporting the end of the foot rest, remove the bolt attaching the vertical bracket to the frame
support. Replacement of the foot rest is the reverse order of removal. Tighten bolts to 21 â€” 25
ft. For Golf Cars, drill out rivets located at each end of the rear bumper. Carefully remove the
plugs with a screwdriver. Remove the shoulder bolts underneath the plugs. Remove the rear
bumper. To replace the bumper, place the rear bumper against the rear body panel and tighten
the shoulder bolts to 9 â€” 12 ft. Replace the plugs. Using the existing holes in the frame as a
guide, drill holes in the bumper from underneath the vehicle and install new rivets. To install
this type bumper, engage the top of the bumper with the underside of the fenders. Push bumper
upward as fender slides between the bumper clips and the bumper. Insert bolts through holes in
the bumper into the frame and tighten to 9 â€” 12 ft. Tap a bumper cover plug into each hole.
Secure each end of the bumper to the fender with bolt and J-nut. Body and Chassis. General In
general, body component replacement can be accomplished with a minimum of specialized
tools. Cowl Replacement Drill out the rivets across the top of instrument panel attaching it to
the cowl. Front Shield Replacement The front shield need not to be removed to replace any
other body components. Rocker Panel Replacement Remove the rocker panel sill plates by
removing the hardware securing them to the frame. The aim of these Repair and Service Guides
is to give you guideline instructions and schematics for the range of preventative and corrective
maintenance you need to perform on your EZ GO Golf Cart. EZGO carts are simple vehicles with
basic replacement parts. The maintenance suggested is easy to carry out and can be done with
anyone who is experienced in repairing and maintaining vehicles. Therefore we hope these
EZGO Repair and Service guidelines gives you the confidence and assistance to repair your
carts hopefully saving you time and money. Body and Chassis. Wheels and Tires. Front
Suspension and Steering. Speed Control Cables. Engine, Fuel System and Power Train. Brake
System. Rear Axle and Suspension. Repair and Service Guides. Ensure correct tension Monthly
Routine 20 hourly SI. No Component Service Description 1 Battery Clean battery terminals with
baking soda solution of water. Check charge condition and connections are tight. No
Component Service Description 1 Front Axle Look for damage, loose or missing fittings 2 Front
Shock Absorbers Check for oil leaks and loose fittings 3 Front Springs Inspect for loose fittings
and cracks at footings 4 Front Wheel Alignment Inspect tires for wear and align wheels as
needed 5 Parking Brake Check for damaged linkage rod, wear to latch arm or catch braket and
apply light lubrication oil 6 Rear Shock Absorbers Check for oil leaks and loose fittings 7
Engine Electrical System Inspect coil and spark plugs for loose or deteriorated wires and
connections 8 Fuel System Inspect fuel tank, cap, lines, filter, pump and carburetor for leaks. No
Component Service Description 1 Rear Axle Look for damage, unusal noise and loose or
missing fittings 2 Direction Selector Inspect for wear and fluid movement, lubricate as required.
Examine shift cable spring length 3 King Pins Inspect for too much play or overtightness of
retaining nuts. Lubricate pins with wheel bearing grease 4 Steering Assembly Inspect bellows
for holes and pinion seal condition for grease leakage. Always replace 'O'rings. Annual Routine
hourly SI. Pack with wheel bearing grease. Replace if found 2 Carburetor Clean in accordance
with engine service guideliens below 3 Cylinder Head and Pistons Remove carbon buildup.
Check valve seats for carbon build up. Clean battery terminals with baking soda solution of
water. Check for damaged linkage rod, wear to latch arm or catch braket and apply light
lubrication oil. Inspect fuel tank, cap, lines, filter, pump and carburetor for leaks. Replace any
worn or damaged components. Inspect for wear and fluid movement, lubricate as required.
Examine shift cable spring length. Inspect for too much play or overtightness of retaining nuts.
Lubricate pins with wheel bearing grease. Inspect bellows for holes and pinion seal condition
for grease leakage. Replace as needed. Either Clean filter in a solvent or replace with new.
Adjust in accordance with wheels service guidelines below. Clean and adjust in accordance
with breaks service guidelines below. Inspect brake shoe linings. Forward-thinking golf cart
enthusiasts will usually make their buying choices based on the longevity of the product. Club
Cars are the only golf carts that have aluminum frames. EZGo has been around the longest of
the top 3 and is a leading manufacturer of both golf cars and personal transportation vehicles.
The company was founded in and began its line of vehicles with the electric golf cart. EZGo is
now a major manufacturer of both electric and gas models. Club Car was brought to

prominence in the field by eight of the original ex-EZGo executives. They were late entering into
the gas-powered golf cart field, but
trailblazer blower motor replacement
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in the years that followed rose to one of the top-selling carts in the field. Club Car is now part of
Ingersoll Rand Corporation. See the details of this and other models here. Yamaha joined the
golf cart scene in with the model G1, which sported a 2-cycle gas engine while Club Car was
offering only an electric golf cart. Yamaha has quickly become the favorite rental golf cart of
over golf courses. This has been a comparison of the top 3 golf cart manufacturers, and all have
their qualities, strong and weak. Research your next purchase well and good luck. Club Car Golf
carts have evolved many times since , and although the basic electrical design has stayed close
to the same, there are small differences. These differences are important when The speed
controller measures out current and battery voltage to the electric vehicles' motor to raise and
lower speed on the golf cart. It monitors the state of the motor and generates signals to Skip to
content. Article Contents. Continue Reading.

