Ford fusion 2004 manual

The manuals describes the repair of gasoline engines Duratec 1. See also: Ford cars workshop
manuals. All modifications of the Ford Fusion car with front-wheel drive can be completed with
the following engine types: 1. The engine is equipped with a system of distributed fuel injection
for each cylinder separate nozzle with electronic control. Clutch â€” dry single plate. It includes
a driven friction and pressure plate, which is attached to the flywheel with bolts. Clutch drive
â€” hydraulic with automatic adjustment. Three types of gearboxes are installed on various
modifications of the car: 4-speed automatic, 5-speed manual and automated, built on the basis
of the iB5 manual gearbox, but with modified gear ratios in combination with self-adjusting
clutch. Front suspension independent, with gas-filled shock absorber struts, helical coil
springs, L-shaped wishbones and anti-roll bar; back â€” dependent, on longitudinal levers, with
cylindrical twisted springs and gas-filled single-tube shock absorbers. All content on the site
Carmanualsclub. The site administration does not bear any responsibility for illegal actions, and
any damage incurred by the copyright holders. Your email address will not be published. Save
my name, email, and website in this browser for the next time I comment. This site uses Akismet
to reduce spam. Learn how your comment data is processed. Necessary cookies are absolutely
essential for the website to function properly. This category only includes cookies that ensures
basic functionalities and security features of the website. These cookies do not store any
personal information. Any cookies that may not be particularly necessary for the website to
function and is used specifically to collect user personal data via analytics, ads, other
embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Ford Fusion. Leave a Reply Cancel
reply Your email address will not be published. This website uses cookies to improve your
experience. We'll assume you're ok with this, but you can opt-out if you wish. Accept Reject
Read More. Close Privacy Overview This website uses cookies to improve your experience
while you navigate through the website. Out of these, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may affect your browsing experience. Necessary Necessary. Non-necessary
Non-necessary. Quick Links. Feel the difference. Page 2 This publication, or part thereof, may
not be reproduced nor translated without our approval. Errors and omissions excepted. Page 4
Table of contents Bulb specification chart Page 5 Table of contents Stability control Towing the
vehicle on four wheels Page 6 Table of contents Tyre care Page 7: Introduction Note: Pass on
this handbook when selling your vehicle. It is an integral Your Ford has been built to the part of
the vehicle. As a result, you can enjoy driving it for many years. Page 9 Introduction E Air vent.
Luggage compartment release. Main beam, direction indicators, headlamp flasher and
information display controls. Instrument cluster. Wiper lever. Heated windscreen switch. Heater
rear window switch. Storage tray. Page 11 Quick start Hazard warning flasher switch. Stability
control switch or coin holder. Airbag deactivated warning lamp or coin holder. Audio or
navigation unit. See separate handbook. Climate controls. Interior temperature sensor. Ignition
switch. Steering wheel adjustment lever. Audio controls. Storage compartment. Hazard warning
flasher switch. Page 13 Quick start Air vent. Window demister. Lighting controls. Headlamp
levelling control. Page 14 Quick start Direction indicator Powertrain warning lamp Door open
warning lamp Rear fog lamp indicator Engine warning lamp Stability control ESP warning lamp
Engine and transmission Information displays warning lamp Type 1 information display Front
fog lamp indicator Frost warning lamp Glow plug indicator Headlamp indicator Ignition warning
lamp Page 15 Quick start Type 2 information display Press the button to scroll through the
displays and hold the button to rest, select a submenu or change a setting. The information
display will tell you whether a short press of the button or long press of the button is required
for the various options. Page Cooling The Interior Quickly Quick start Vehicles with automatic
climate control E E Vehicles with automatic climate control E Locking and unlocking the doors
with the remote control E Cooling the interior quickly Vehicles with manual climate control E
Unlock Lock Luggage compartment lid unlock Locking the doors Press button B once. Page 17
Quick start Autolamps Unlocking the luggage compartment lid Press button C twice within three
seconds. Audio unit Automatic volume control AVC When available, automatic volume control
AVC adjusts the volume level to compensate for engine noise and road speed noise. Page 18
Quick start Welcome lighting Automatic folding The mirrors will fold automatically The side and
tail lamps will come on when you lock the vehicle with the when you unlock the doors with the
remote control. The mirrors will unfold remote control. They will switch off when you unlock the
vehicle with the automatically after a short time. Page 19 Quick start Creating a level load floor
Storage box E 1. Lift the seat cusion. Pull the locking lever and push the seatback forwards.

Press the rear of the seatback downwards. E A storage box is located under the passenger seat
cushion. Note: Mandatory use of child restraints varies from country to country. A choice of
ECE approved child restraints which have been specifically tested and approved for your
vehicle are available from your Booster seat E Secure children that weigh between 13 and 18
kilogrammes in a child safety seat in the rear seat. E Seating positions Mass group categories
Up to 10 Up to 13 9 - 18 kg 15 - 25 22 - 36 Front passenger E Lock Unlock This is normal. Do not
modify the front of your The restraint system comprises: vehicle in any way. Page Occupant
Protection Occupant protection Driver and front passenger Side airbags airbags E E Side
airbags are fitted inside the The driver and front passenger seatback of the front seats. A label
airbags will deploy during significant indicates that side airbags are fitted frontal collisions or
collisions that are to your vehicle. Only when you use the seat belt properly, can it hold you in a
position to achieve its optimum effect. See Sitting in the correct position page You have not
fastened the seat belt properly if you do not hear a click. If you need to fit a child restraint on a
seat protected by an Position the lap strap comfortably When you switch the ignition on, check
that the passenger airbag deactivation warning lamp illuminates. Enabling the passenger airbag
WARNING Make sure that the passenger airbag is enabled when you are not using a child
restraint on the front passenger seat. If the frequencies are To programme a new remote
jammed, you will not be able to use control Reassemble the transmitter unit in reverse order.
You will not be able to unlock the doors from the inside if you have double locked them. Page
Automatic Relocking Locks Locking and unlocking the Reprogramming the doors with the
remote unlocking function control You can reprogram the unlocking function so that only the
driver's door is unlocked or all doors are unlocked. Press the lock and unlock buttons on the
remote control at the same time for four seconds with the ignition switched off. If possible,
provide them with the key number from the tag provided with the original keys. You can also
obtain additional keys from your Ford Dealer. Automatic arming delay The 20 seconds arming
delay begins when the bonnet, luggage compartment and all doors are Volume down: Pull the
VOL switch towards the steering wheel. Release the locking lever to adjust the height of the
steering wheel and its distance from the driver. Switch off the autowipers feature before
entering a car wash. Replace the wiper blades as soon as they begin to leave bands of water
and smears or when they do not completely remove water from the windscreen. Thereafter, or
when the ignition is switched on with autowipers selected, the wipers will not cycle until water
is detected on the windscreen. The rear wiper will follow the front wiper interval at intermittent
or normal speed. To remove, press the retaining clip in the direction of the arrow, disengage the
wiper blade and pull it off the arm in the opposite direction. The headlamps will come on and go
off automatically depending on the ambient light. To switch on the rear fog lamps, switch off the
autolamps feature. Switch on the exterior lamps 1 and pull out the control two positions 2. E For
item location: See Quick start page 8. Page Removing A Headlamp Lighting If you set the switch
to position B, the courtesy lamp will come on when you unlock or open a door or the tailgate. If
you leave a door open with the ignition switch off, the courtesy lamp will go off automatically
after some time to prevent the vehicle battery from discharging. Let the bulb cool down before
removing it. Only fit bulbs of the correct specification. See Bulb specification chart page Page
50 Lighting 2. Remove the cover. Disconnect the electrical connector. Release the clip and
remove the bulb. Side lamps 1. Remove the headlamp. See Removing a headlamp page E 2.
Turn the bulb holder anticlockwise and remove it. Page Rear Lamps Lighting Front fog lamps 2.
From inside the luggage compartment, remove the wing nut on the back of the rear lamp.
Remove the screws and remove the rear lamp assembly. Release the clips and remove the bulb
holder. E 1. Loosen the screws and remove the lamp. Remove the bulb. Interior lamp E 1. Open
the tailgate. Remove the rubber grommet. Release the clips using a E flat-bladed screwdriver
and remove the lamp. Carefully prise out the lamp. Remove the lens. E 3. Turn the bulb holder
anticlockwise Reading lamps and remove it. Luggage compartment lamp E E Note: If you
operate the switches often during a short period of time, the system might become inoperable
for a certain time to prevent damage due to overheating. They will switch on automatically when
you switch the heated rear window on. Shows the temperature of the engine coolant. At normal
operating temperature, the needle will remain in the centre section. Page Warning Lamps And
Indicators Instruments If the needle enters the red section, If a warning lamp or indicator does
the engine is overheating. Stop the not come on when you switch the engine, switch the ignition
off and ignition on, this indicates a determine the cause once the malfunction. The front fog
lamp indicator will come on when you switch the front fog lamps If the brake system warning
lamp comes on with the ABS warning lamp or the stability control warning lamp, Frost warning
lamp this indicates a malfunction. Page Main Beam Indicator Instruments Main beam indicator
Powertrain warning lamp The main beam indicator will Vehicles with an automatic come on
when you switch transmission the headlamp main beam If the powertrain warning on. It will

flash when you use the lamp comes on when the headlamp flasher. Page 62 Instruments If the
powertrain warning lamp flashes when the engine is running, this indicates a malfunction. Stop
your vehicle as soon as it is safe to do so. Have this checked before continuing your journey.
Note: The information display will remain on for several minutes after you switch off the
ignition. Page Information Displays Information displays Type 2 information display Press the
button to scroll through the displays and hold the button to rest, select a submenu or change a
setting. You can change the settings of Language various functions through the information
display. You can set the display to your preferred language. Check the brake fluid level. See
Maintenance page If the ABS warning lamp or the stability control warning lamp also come on,
this indicates a malfunction. Avoid heavy accelera- tion or deceleration. The transmission will
continue to operate but you will notice some unusual conditions. Have this checked as soon as
possible. Page 68 Information displays Message Message indic- Meaning ator message is still
displayed, switch the ignition off and have this checked before continuing your journey. If the
message is no longer displayed, you can continue your journey and have this checked as soon
as possible. The Outside air resulting condensation is directed to the outside of the vehicle and
it is Keep the air intakes forward of the therefore normal if you see a small windscreen free from
obstruction E Windscreen Footwell and windscreen Face level Page Climate Control Climate
control Heating the interior quickly Face level and footwell Footwell Face level, windscreen and
footwell You can set the air distribution control to any position between the symbols. A small
amount of air is always E directed towards the windscreen. Switching the air conditioning on
and off Defrosting and demisting Page Automatic Climate Control Climate control Cooling the
interior quickly The system controls the temperature, amount and distribution of the air flow
automatically and adjusts them according to the driving and weather conditions. Pressing the
AUTO button once switches on the auto mode. Note: Avoid adjusting the settings when the
vehicle interior is extremely hot or cold. Page Heated Windows And Mirrors Climate control
Note: When the system is in auto Heated windscreen mode and the interior and exterior
temperatures are quite hot, the system selects recirculated air E automatically to maximise
cooling of the interior. Once the selected Heated rear window temperature is reached, the
system will reselect outside air automatically. Page Rear Seats Seats Creating a level load floor
Pull the locking lever to return the seatback to the vertical position. Make sure that the seatback
is securely latched in position. Adjust the head restraint so that the top of it is level with the top
of your head. Lift the armrest past the vertical position. Push the armrest fully downwards.
Slowly lift the armrest to the desired height. Pull the handle and remove the activity console.
Remove the centre seat cusion. Install the centre seat cushion. Ignition and all General points
on starting main electrical circuits are disabled. The ignition key should not be left in If the
battery has been disconnected this position for too long to avoid the vehicle may exhibit some
unusual discharging the battery. Select park or neutral. Fully depress the accelerator pedal and
hold it there. Fully depress the clutch pedal. Fully depress the brake pedal. This could cause
Stop refuelling after the fuel a chemical reaction. Your Ford dealer can give you advice on
improving your fuel consumption. This could lead to the inadvertent selection of 2nd gear and
can cause damage to the transmission. Release the parking brake. Selector lever positions 2.
Release the brake pedal and press the accelerator pedal. Page 92 Transmission Press the
button on the selector lever Drive to select reverse and park. Select drive to shift automatically
The selector lever position will be through the forward gears. Insert a flat-bladed screwdriver
gradients there may be a tendency into the slot. Push downwards on the shift between 4th and
3rd gears. The switch will illuminate. Press the switch again to turn the system on. The system
will be switched on automatically every time you switch the ignition on. For item location: See
Quick start page 8. The parking aid does not relieve Switching the parking aid you of your
responsibility to on and off drive with due care and attention. Page Parking Aid Parking aid
Manoeuvring with the You will hear an intermittent tone at parking aid a distance of up to
centimetres 71 inches between the obstacle and rear bumper, 80 centimetres 31 inches between
the obstacle and front bumper and 60 centimetres 24 inches to the side. Page Load Carrying
Load carrying 1. Pull the luggage cover towards you and remove it. Use load securing straps to
an approved standard, e. Never leave the detached tow ball arm unsecured inside the ST
vehicles are not approved Do not modify the trailer coupling. Do not disassemble or repair the
tow ball arm. Before starting your journey, ensure E the tow ball arm is properly locked. Remove
the tow ball arm. Insert the plug into its seat. Vary your speed frequently If the low fuel level
warning lamp and change up through the gears comes on, refuel as soon as possible. E The
switch is located behind the glove box. If no fuel leak is apparent, reset the switch by pushing in
the button. Turn the ignition switch to position II. After a few seconds return the key to position
I. Make a further check for leaks in the fuel system. Have repairs to the electrical system and the
replacement of relays and high current fuses carried out by a properly trained technician.

Switch the ignition and all electrical equipment off before touching or attempting to change a
Page Fuses Fog lamps Horn Lighting control Daytime running lamps Windscreen wipers
Automatic transmission or Durashift EST Rear window wiper Engine management diesel or
catalytic converter Heated windscreen Starter motor Heated rear window Audio system and
diagnostic connector Heated exterior mirrors Engine management or electronic module Electric
exterior mirrors Open the glove box and empty the contents. Press the sides inwards and swivel
the glove box downwards. The steering lock will engage and the direction indicators and brake
lamps will not work if you do not. The brake servo and the power steering pump do not operate
unless the engine is running. See Brake and and resale value. There is a large clutch fluid check
page See Washer professional servicing expertise. We fluid check page Pull the lever. Open the
bonnet and support it with the strut. Closing the bonnet Note: Make sure that the bonnet is
closed properly. Page Engine Compartment Overview - 1. Brake and clutch fluid reservoir
right-hand drive : See Brake and clutch fluid check page Engine oil filler cap Page Maintenance
Engine compartment fuse box. See Fuses page Battery: No maintenance necessary.
Windscreen and rear window washer fluid reservoir: See Washer fluid check page Air cleaner:
No maintenance necessary. Engine coolant reservoir Brake and clutch fluid reservoir right-hand
drive : See Brake and clutch fluid check page Engine oil filler cap : See Engine oil check page
Page Maintenance Brake and clutch fluid reservoir right-hand drive : See Brake and clutch fluid
check page Engine oil dipstick : See Engine oil check page Page Engine Coolant Check Remove
the oil filler cap. E Top up with oil that meets the Ford Note: Check the oil level before
specification. See Technical starting the engine. Note: Make sure the vehicle is on Replace the
oil filler cap. Only add coolant that meets the Ford E specification. See Technical Switch off the
engine. With the specifications page Refit the washer fluid reservoir cap securely after topping
up. Washer jets To ensure the system functions properly, keep the washer jets free of snow and
ice. Do not use abrasives, or chemical solvents to clean them. The fluid level is checked
regularly during the routine service inspections. Always use booster cables with insulated
clamps and adequate size cable. Page Vehicle Battery Vehicle battery 3. Connect the negative terminal Vehicles with a petrol engine of vehicle B to the turbocharger of vehicle A cable D.
Using other sizes If the spare wheel differs from the could damage the vehicle and will other
fitted wheels, these rules must make the National Type Approval be followed: invalid. Page
Removing A Road Wheel Wheels and tyres Emergency use only Maintenance E E Note: If your
vehicle is fitted with side Indentations in the sills A show the skirts, remove the cover before
location of the jacking points. Have the passengers leave the vehicle. Secure the diagonally
opposite wheel with an appropriate block or wheel chock. Do not work underneath the vehicle
when it is supported only E If you have to fit a spare wheel with the arrows pointing in the
opposite direction, have the tyre refitted in the correct direction by a properly trained
technician. Start the engine. Open the lid of the tyre repair kit. Move the compressor switch H 2.
Peel off the label I showing the to position 1. Immediately drive approximately 5. Check the tyre
pressure again three kilometres two miles so from the pressure gauge F. If the that the sealant
can seal the tyre pressure is too high, deflate damaged area. Page Tyre Care Wheels and tyres
Empty sealant bottles can be Check the tyre pressures including disposed of together with
normal the spare when cold, every two household waste. Return remains of weeks. Push the
phone downwards until Phone a click is heard. Making a phone an active phone Phonebook
When using the system for the first After start up access to the time, no phone is connected to
the phonebook can be delayed for up to Page Bluetooth Setup 2. The private mode must not be
with your vehicle it must be bonded activated on the Bluetooth phone. Search for audio device.
Select Ford Audio. The Bluetooth PIN number must be entered on the phone keypad. Page
Telephone Controls Bluetooth. Incoming calls can be accepted by Please consult your dealer
for full pressing the MODE button once or details. Page Telephone 2. Press the call accept
button again Accepting a second incoming to display the last dialled number. Press the call
accept button a Second incoming calls can be third time to dial the number. This chapter
describes the phone 2. TravelPilot EX. Page Voice Control Telephone Handling an incoming call
Dialling a number - Bluetooth phone Accepting an incoming call Using the Bluetooth phone,
phone Incoming calls can be accepted by numbers can be dialled using voice either: control,
refer to the Voice control chapter. Page Telephone Accepting a second incoming 1. Voice
recognition enables operation of the audio system without the need System response to divert
your attention from the road As you work through a voice session ahead in order to change
settings, or Page Voice control Overview The overview below shows the available voice
commands for operating your CD player. The following lists will give further information about
the complete command menu. Overview Radio The overview below shows the The radio voice
commands support available voice commands for the functionality of the radio and allow
operating your radio. Page Voice control Delete name This function allows you to delete a

stored radio station. The following lists will Your phone system allows you to give further
information about the create an additional phonebook. The complete command menu. This
Store name feature can be used to dial a number by calling up the name instead of the full
phone number. Page Phone Functions Voice control Play directory Use this function to let the
system tell you all stored entries. Steps User says System answer Page Voice control b Only
when the mobile phone is fitted with Bluetooth and voice control dependant on the mobile
phone. Dial number Phone numbers can be dialled after giving the name tag voice command.
Page Main Settings Voice control Redial This function allows you to redial the last dialled phone
number. The following lists will give Navigation handbook for details of further information
about the the command menus. Page Voice control This function allows you to adjust the fan
speed. On vehicles fitted with an English language module the "FAN" Auto mode Steps User
says Gross train weight It is also shown on the left-hand side Maximum front axle weight of the
instrume
1983 chevy 350 engine
2000 camaro sub box
2007 nissan titan wiring schematic
nt panel. Page Technical specifications Towing equipment dimensions E Item Dimension
description Dimension in mm inches Bumper â€” end of tow ball 5. Remote control Note: We
recommend that you use the remote control only in the countries listed. Page Type approvals
Engine immobiliser If the type approval of your engine immobiliser is inspected, refer to the
following tables. Page Type approvals E Other trademarks and trade names are those of their
respective owners. Nokia Corporation Keilalahdentie 4, Page Index Automatic transmission
Drive modes Page Index Changing a bulb Page Index Electromagnetic compatibility.. Engine
coolant check Page Index Inspecting safety system Locking and unlocking Page Folding the
passenger seat Look for the Ford logo on the forwards Page Index Sunroof Page Index Towing
Page Index Weights Page Feel the difference Print page 1 Print document pages. Cancel Delete.
Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from
URL.

