Honda gc160 fuel filter

Part Number: ZL In Stock, 8 available. In Stock, 11 available. In Stock, 9 available. In Stock, 6
available. In Stock, 3 available. Part Number: Z0J In Stock, 25 available. Part Number: In Stock,
16 available. In Stock, 14 available. Part Number: ZM0-V In Stock, 20 available. In Stock, 2
available. Ships in 1 - 14 business days. Part Number: ZK7-S In Stock, 13 available. Part
Number: ZG Backorder: No ETA. In Stock, 7 available. Part Number: H. In Stock, 1 available. Part
Number: M. Part Number: ZG0-W In Stock, 5 available. In Stock, 4 available. In Stock, 18
available. Part Number: ZE Part Number: SA In Stock, 19 available. Part Number: KG Part
Number: A. In Stock, 15 available. In Stock, 17 available. Part Number: Z8A Part Number: Z8A-W
Part Number: Z8B Part Number: ZM In Stock, 10 available. Part Number: Z0T In Stock, 24
available. In Stock, 12 available. Part Number: ZV This repair video will instruct you how to
repair a dirty or damaged spark arrestor on your small engine. With so many engines on the
market, matching Honda small engine parts requires a little extra accuracy and know-how. This
video will help you replace the spark plug on a small engine which will help get your gas
powered equipment up and running again. Shopping Cart. Submit Search. Sign in Sign in with
Password. Cart Shopping Cart 0 item s in your cart. Restore a saved shopping cart. Preferred
Partners of. Continue Shopping Proceed to Checkout. Search within model. Page A. Add to
Cart. Page B. O-Ring - 6. Page C. Clip- Tube - B6. Page D. Switch Assy. Washer - Page E. Cover
Assy. Gauge Assy. Page F. Page G. Oil Seal - Valve, In. Valve, Ex. Page H. Page I. Coil Assy.
Page J. Page K. Page L. Page M. Rod Assy. Page N. Starter Assy. Popular Parts. Air Cleaner
Element. Carburetor Gasket. Spark Plug. Carburetor Insulator. Fuel Pump Assembly. Carburetor
Assembly. Gasket Set. Engine Parts. Repair Guides. Quick Fix: How to Replace the Spark Plug
in a Small Engine This video will help you replace the spark plug on a small engine which will
help get your gas powered equipment up and running again. Accessories for the Honda GC
Hello Gary, thank you for your question. If the Spark Plug is white in color it means that
something is making it run too hot. You will want to check the engine's cooling system, ignition
timing, and the fuel mixture. The replacement Spark Plug for this model is part We hope this
helps. Related Parts: Spark Plug. Did this question help you? Yes No. Where does each gasket
go on the carburator? From the block start in order of number on diagram it is not clear. Scott
Stinson for model number Gc asked on Hello Scott thanks for writing. Put gas in carb engine
will run. Will not crank otherwise. Suggestion on what could be issue? Dennis for model
number GC asked on Hello Dennis, thank you for inquiring. This may be due to a faulty Spark
Plug, part number , or Carburetor Assembly, part number Z0J for your engine. Please see the
related parts below. Good luck with your repair! Joe for model number GC asked on Hello and
thanks for writing. For your convenience, we have attached the link to a website for repair
instruction. Hello Charles, thank you for your inquiry. I hope this information helps! Seams like
timing is off? Could this cause issues mentioned above? Jack for model number Gc asked on
Hello Jack and thank you for writing. Yes, this could cause this problem Also could be a hairline
crack somewhere in the fuel lines, or fuel filter plugged, air filter ZL clogged Please contact us
anytime if you require further assistance. Related Parts: Air Cleaner Element. It ran excellent
two days ago when I was splitting wood. But today the pull cord will only go out 5 inches. Oil in
the engine, but spark plug is dry. Thomas asked on Hello and thank you for writing. It certainly
sounds like it could be a faulty starter recoil you should check the part s for signs of damage,
and replace the part s as needed. There are 2 available for this engine depending on the serial
number. Ask a question. Ask our experts a question about this part and we will respond as soon
as we can. Join our VIP email list to receive money-saving-advice and special discounts. Model
Number Recommended. Submit your question. Thank you for your question! Our experts will
get back to you as soon as they can. Ask Another Question. Continue Shopping. Discussion is
closed. Engine surges. Question: Pressure Washer mcole. Hello mcole, With the information
provided. I show that the part number Z0J is the carburetor needed for you Honda engine. Sign
up. Thank you! Your email, , has been added to our mailing list. We were unable to add your
email to our mailing list. Millions of Parts From Top Brands. Need Help? Customer Service.
Specifically designed for home-use power equipment applications, the GC provides an ideal
source of power for a variety of consumer products. Net horsepower more closely correlates
with the power the operator will experience when using a Honda engine powered product. The
power rating of the engines indicated in this document measures the net power output at rpm
rpm for model GXH50, GXV50, GX25 and GX35 and net torque at rpm, as tested on a production
engine. Mass production engines may vary from this value. Actual power output for the engine
installed in the final machine will vary depending on numerous factors, including the operation
speed of the engine in application, environmental conditions, maintenance and other variables.
WARNING: This product can expose you to chemicals including soots, tars, and mineral oils,
which are known to the State of California to cause cancer, and carbon monoxide, which is
known to the State of California to cause birth defects or other reproductive harm. For more

information go to The engine starts easily whether cold or hot and is ready to use immediately.
Once the engine is up and running, the Auto Choke automatically returns to an optimal
operating position. This system, which is connected to the camshaft, reduces compression by
opening the exhaust valve slightly when the engine is being started. This reduces the amount of
force needed to start the engine and improves starting performance. The system disengages
automatically after the engine starts to prevent any power loss during normal operation. Its
lighter piston and other moving parts help keep vibration to a comfortable level. It enables a
variety of complicated electronic controls to be linked to improve operability. A truly innovative
combination of a compact combustion chamber, overhead cam configuration and uniblock
construction significantly reduces fuel and oil consumption as compared to conventional
side-valve engines. Plus, simple construction has minimized the number of parts, making the
engine more reliable and easier to operate. New V-shaped valves and a pent-roof combustion
chamber enable air in cylinder to flow more smoothly and maximizes the mixing of fuel. The
longer stroke design also enhances turbulence in the cylinder, helping the mixture of air and
fuel. Drive-By-Wire unlike conventional models, has no throttle cable. An ECU controls a throttle
motor via an electrical signal. Ideal throttle control is possible, from conventional type
user-operated throttle control, to a variety of automatic control by the ECU. Electronic Fuel
Injection EFI , which detects the state of the engine using sensors supplies the optimum
amount of fuel to the engine according to its working conditions. EFI Improves fuel economy,
reduces exhaust gas, and achieves excellent usability and easy maintenance. Electronic Fuel
Injection eliminates the need for a manual choke, making starting simple. In addition, starting is
improved as the fuel is sealed within the injector and fuel hose reducing fuel deterioration, and
making smooth engine startup possible even after long-term storage. The electronic governor
minimizes governor droop. This increases available power. For most normal engines, available
power is decreased when the engine is approaching wide open throttle. Engine diagnosis
utilizes Dr. The new integrated Fuel-Off position on the engine control allows the user to stop
the flow of fuel to the engine when pressure washing is complete. How does it work - With the
engine running and the switch placed in the Fuel-Off position, the fuel flow to the carburetor is
stopped. The engine will continue to run until the majority of fuel remaining in the carburetor is
consumed and the engine shuts down. Using the Fuel Off feature when shutting your pressure
washer down helps prevent sticky carburetor buildup which makes for cleaner storage and
easier future starting. Upright, sideways, even upside down â€” the Mini 4-Strokes will still run
great. An exclusive Honda rotary-slinger lubrication system keeps oil in a completely misted
state and circulates it using pressure fluctuations generated by the movement of the piston.
Built-in passages effectively return the circulated oil to the oil reservoir from every part of the
engine. An oil return port positioned in the center of the reservoir prevents oil from accidentally
flowing into the combustion chamber. This substantially reduces both oil consumption and the
emission of unburned oil in the exhaust. The results include better all-around environmental
performance and operating costs that actually decrease the more the engine is used! It offers
the highest V-Twin compression ratio on the market. The power is transmitted through
forged-steel connecting rods and a forged-steel crankshaft, supported by a full-pressure
lubrication system. The lubrication system uses a high capacity pump with discrete chambers.
This facilitates consistent oil delivery. Radically smart. It eliminates the head gasket, head bolts,
and allows for more airflow and better cooling. Speaking of cooling, improved cooling means
better combustion management. Cooling is also improved by each of the lightweight aluminum
pushrods being housed in a separate tube to achieve enhanced airflow. When you put it all
together with fewer parts you get an engine with reduced emissions and greater-than-ever
durability. On some models, it also offers programmable governor and throttle modes for
unprecedented flexibility. A diagnostic LED helps with trouble shooting. Stepper motors
precisely control throttle and choke position. Control panel mounted LED indicator informs the
user about potential problems using 10 different trouble codes. The indicator is designed to
stop the engine, or alert the operator of potential issues, helping to protect and extend engine
life. Small engine timing belts are usually external and are subject to wear caused by dirt. The
system consists of an oil level sensor inside the crankcase. When the oil reaches a level that is
too low for safe operation, the engine warns you or stops automatically. The OHV design, new
V-shaped valves and a pent-roof shape of combustion chamber enable air in cylinder to flow
more smoothly increasing combustion efficiency, allowing for higher compression ratios and
greater power output. The OHV layout, with enhanced valve positioning and combustion
chamber, the new GCV pumps out an increase in torque of 18 percent and a nine percent
horsepower gain over the GCV; GCV also showed a strong increase in torque of 13 percent and
10 percent horsepower gain over the GCV STR Governor Self Tuning Regulator minimizes
engine droop seen with traditional mechanical governor systems by electronically regulating

the throttle opening to maintain constant, stable engine speed even under changing load
conditions, resulting in exceptional performance and enhanced user satisfaction. The result:.
Reliable, Lightweight Power. Compact combustion chamber, overhead cam design, and
uniblock construction reduce fuel consumption Learn More Powerful torque across a wide RPM
range helps reduce engine speed drop from sudden load increases. The lightest engines in their
class The world's first general purpose engine internal timing belt Learn More Tough resin
overhead cam for durability and quietness Uni-block construction. Internal timing belt provides
quiet operation Valvetrain and gear noise is minimized Precision engineered and machined
components result in lower vibration. Dua-Lube System provides superior engine lubrication
Simple construction reduc
jeep patriot fog light bulb
automobile wiring diagrams free download
2000 toyota sienna van
es many potential maintenance needs High quality materials, fit, and finish Single element air
filter. Easy access oil drain and fill Easily accessible spark plug Proven lifetime timing belt
design Learn More. Horizontal cross-flow intake port to smooth the flow of fuel Automatic
mechanical decompression Learn More Electronic ignition. No catalyst necessary Built in
charcoal canister in gas cap. Different controls are available for a variety of different
applications pressure washer, lawnmower, log splitter, etc. Electric start version available. GC
GC Length min Performance Curves. Owners Manuals. GC General Applications English.
Internal Combustion Engine Products: WARNING: This product can expose you to chemicals
including soots, tars, and mineral oils, which are known to the State of California to cause
cancer, and carbon monoxide, which is known to the State of California to cause birth defects
or other reproductive harm. Small Engines Models. Why Honda. OEM Support. View Details.

