Honda gx120 water pump parts diagram

Quick Links. See also: Tech Manual , Owner's Manual. Owner's Manual. Page 2 The engine
exhaust from this product contains chemicals known to the State of California to cause cancer,
birth defects or other reproductive harm. We are certain you will be pleased with your purchase
of one of the finest engines on the market. We want to help you get the best results from your
new engine and to operate it safely. And using this engine safely is an important responsibility.
To help you make informed decisions about safety, we have provided operating procedures and
other information on labels and in this manual. Some of the most common hazards are
discussed below, along with the best way to protect yourself and others. Owner
Responsibilities Honda engines are designed to give safe and dependable service if operated
according to instructions. Avoid inhalation of exhaust gas. Never run the engine in a closed
garage or confined area. Other Equipment Review the instructions provided with the equipment
powered by this engine for any additional safety precautions that should be observed in
conjunction with engine startup, shutdown, operation, or protective apparel that may be needed
to operate the equipment. The fuel valve lever must be in the ON position for the engine to run.
When the engine is not in use, leave the fuel valve lever in the OFF position to prevent
carburetor flooding and to reduce the possibility of fuel leakage. The engine switch must be in
the ON position for the engine to run. Turning the engine switch to the OFF position stops the
engine. The OPEN position provides the correct fuel mixture for operation after starting, and for
restarting a warm engine. Some engine applications use a remotely-mounted choke control
rather than the engine-mounted choke lever shown here. Moving the throttle lever in the
directions shown makes the engine run faster or slower. Some engine applications use a
remotely-mounted throttle control rather than the engine-mounted throttle lever shown here.
Before the oil level in the crankcase can fall below a safe limit, the Oil Alert system will
automatically stop the engine the engine switch will remain in the ON position. For your safety,
and to maximize the service life of your equipment, it is very important to take a few moments
before you operate the engine to check its condition. Be sure to take care of any problem you
find, or have your servicing dealer correct it, before you operate the engine. The Oil Alert
system applicable engine types will automatically stop the engine before the oil level falls below
safe limits. However, to avoid the inconvenience of an unexpected shutdown, always check the
engine oil level before startup. Carbon monoxide gas is toxic. Breathing it can cause
unconsciousness and even kill you. Avoid any areas or actions that expose you to carbon
monoxide. To restart a warm engine, leave the choke lever in the OPEN position. Page 19 Turn
the engine switch to the ON position. Return the starter grip gently. If the engine fails to start
within 5 seconds, release the key, and wait at least 10 seconds before operating the starter
again. Under normal conditions, use the following procedure. Move the throttle lever to the
SLOW position. For engine speed recommendations, refer to the instructions provided with the
equipment powered by this engine. It will also help reduce air pollution. Improperly maintaining
this engine, or failure to correct a problem before operation, can cause a malfunction in which
you can be seriously hurt or killed. Only you can decide whether or not you should perform a
given task. Failure to properly follow maintenance instructions and precautions can cause you
to be Refill the tank if the fuel level is low. Page Fuel Recommendations Refuel in a
well-ventilated area before starting the engine. If the engine has been running, allow it to cool.
Refuel carefully to avoid spilling fuel. Do not fill above the fuel strainer shoulder. After refueling,
tighten the fuel tank cap securely. Never refuel the engine inside a building where gasoline
fumes may reach flames or sparks. Insert and remove the dipstick with out screwing it into the
filler neck. Page Engine Oil Change With the engine in a level position, fill to the outer edge of
the oil filler hole with the recommended oil see page Engine oil capacities GX : 0. Use 4-stroke
automotive detergent oil. SAE 10W is recommended for general use. Other viscosities shown in
the chart may be used when the average temperature in your area is within the recommended
range. Clean or replace dirty filter elements. Always replace damaged filter elements. If
equipped with an oil-bath air cleaner, also check the oil level. Refer to pages filter on your type
of engine. Operating the engine without an air filter, or with a damaged air filter, will allow dirt to
enter the engine, causing rapid engine wear. Page 33 Paper air filter element: Tap the filter
element several times on a hard surface to remove dirt, or blow compressed air [not exceeding
30 psi kPa, 2. Never try to brush off dirt; brushing will force dirt into the fibers. Foam air filter
element: Clean in warm soapy water, rinse, and allow to dry thoroughly. Remove the air filter
from the cover, Wash the cover and filter in warm, soapy water, rinse, and allow to dry
thoroughly. Or clean in nonflammable solvent and allow to dry. Gasoline is highly flammable
and explosive. You can be burned or seriously injured when handling fuel. Keep heat, sparks
and flame away. Handle fuel only outdoors. Disconnect the spark plug cap, and remove any dirt
from around the spark plug area. Inspect the spark plug. In some areas, it is illegal to operate an
engine without a spark arrester. Check local laws and regulations. A spark arrester is available

from authorized Honda servicing dealers. Cleaning If the engine has been running, allow it to
cool for at least half an hour before cleaning. You can extend fuel storage life by adding a fuel
stabilizer that is formulated for that purpose, or you can avoid fuel deterioration problems by
draining the fuel tank and carburetor. Remove the carburetor drain bolt and sediment cup, then
move the fuel valve lever to the ON position. Remove the spark plugs see page Pour a
tablespoon 5 10 cc of clean engine oil into the cylinder. Pull the starter rope several times to
distribute the oil in the cylinder. Reinstall the spark plugs. Tilting can cause fuel or oil leakage.
With the engine and exhaust system cool, cover the engine to keep out dust. A hot engine and
exhaust system can ignite or melt some materials. A hot engine and exhaust system can burn
you and can ignite some materials. Check control positions. Check fuel. Remove and inspect
spark plugs. Take engine to an authorized Honda servicing dealer, or refer to shop manual. If
the fuse burns out, the electric starter will not operate. The engine can be started manually if the
fuse burns out, but running the engine will not charge the battery. Be careful not to connect the
battery in reverse polarity, as this will short circuit the battery charging system. The following
illustrations show installation examples for a solid wire cable and for a flexible, braided wire
cable. If using a flexible, braided wire cable, add a return spring as shown. Performance will
decrease, and fuel consumption will increase. A very rich mixture will also foul the spark plug
and cause hard starting. Operation at an altitude that differs from that at which this engine was
certified, for extended periods of time, may increase emissions. These gasolines are collectively
referred to as oxygenated fuels. To meet clean air standards, some areas of the United States
and Canada use oxygenated fuels to help reduce emissions. If you use an oxygenated fuel, be
sure it is unleaded and meets the minimum octane rating requirement. Control of hydrocarbons
and oxides of nitrogen is very important because, under certain conditions, they react to form
photochemical smog when subjected to sunlight. Carbon monoxide does not react in the same
way, but it is toxic. Hard starting or stalling after starting. Rough idle. Misfiring or backfiring
under load. Afterburning backfiring. The bar graph is intended to provide you, our customer, the
ability to compare the emissions performance of available engines. You may order them from
your Honda engine dealer. Shop Manual This manual covers complete maintenance and
overhaul procedures. It is intended to be used by a skilled technician. They should be able to
answer any questions you may have. The Service Manager or General Manager can help. Page
61 MEMO Page 62 MEMO This manual is also suitable for: Gx Gx Print page 1 Print document 64
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The Honda 4. This range of Honda engine driven pumps are ideal for clean and black water,
construction site and agricultural applications. This range of Honda engine driven pumps from
WaterPartsDirect are ideal for clean and black water, construction site and agricultural
applications. Crash frame. Strong and lightweight die-cast aluminum pump. Highly effective
mechanical seal made with special carbon ceramics provides extra durability. Entire unit is
protected by sturdy rollover pipe frame. Vibration isolators are built-in. Low oil sensor is
standard. Self priming to 26 feet. Applications Sprinkling for field irrigation. Orchard cultivation.
Pumping water from wells. Feeding or draining water on fish farms. Washing cattle, barns or
agricultural tools. Feeding water into water reservoirs. This centrifugal pump is protected by a
sturdy rollover pipe frame. GX is equipped with the Honda GX engine. Pump housing is made of
aluminium die-cast. Impeller, volute casing made of cast iron and the carbon ceramic
mechanical seal ensure long life and durability. The perfect pump for both agricultural and
industrial uses. The powerful 4HP Honda engine makes it suitable for construction, industrial
dewatering, utilities, manhole, vault draining, landscape, and irrigation. The entire unit is
relatively light; under 35 kg, making it easily portable. Delivery is calculated at the checkout
when the destination has been entered. We currently ship to Ireland, Northern Ireland and the
UK, for other destinations please send us an email to discuss delivery. Put your unused item for
return back in its original packaging. Send an email to info waterpartsdirect. We will be in touch
if there are any issues or when your return has been processed. Wexford, Y21DX At
WaterPartsDirect we pride ourselves with the high-quality of the products we supply our
customers and we always go out of our way to make sure that we provide you with only the
best, regardless of your business or industry. We do of course understand that not every
product is made equal and that sometimes there are cases where the product itself is not fit for
purpose or simply do not suit for the reason that it was bought for. Any returns which fall
outside this 28 day time period may be considered on a case-by-case basis and is at the
discretion of WaterPartsDirect and may be refunded as a credit against a future purchase. All
items must be returned to WaterPartsDirect in the same condition in which they were shipped
and in a saleable condition. Don't show this popup again. Lost Password? Create Account.
Necessary cookies are absolutely essential for the website to function properly. This category
only includes cookies that ensures basic functionalities and security features of the website.
These cookies do not store any personal information. Any cookies that may not be particularly
necessary for the website to function and is used specifically to collect user personal data via
analytics, ads, other embedded contents are termed as non-necessary cookies. It is mandatory
to procure user consent prior to running these cookies on your website. Product Description
Franklin. Add to Wishlist. Honda GX Technical Specifications. Delivery: Delivery is calculated at
the checkout when the destination has been entered. Send the item back to the address below.
Product brand. Related Products. They feature an anti-rust cast iron impeller and diffuser with a
high quality forged steel crankshaft. These Pedrollo pumps are widely used in domestic
applications such as the distribution of water in combination with small and medium sized
pressure sets, and for the irrigation of gardens and allotments, etc. The Stairs 4" ST series of
pumps are manufactured using high quality materials and are designed to deliver years of
dependable service. Pumps are on the floating impeller design which reduces starting torque
requirements and reduces the effects of sand in the water. Applications Residential potable
water supply from deep wells Municipal and industrial waters supply Irrigation and other
agricultural applications Fire fighting systems Pressure boosting in high-rise buildings and
other applications. These pumps are widely used in domestic applications such as the
distribution of water in combination with small and medium sized pressure sets, and for the
irrigation of gardens and allotments, etc. Theses motors are built for operation in 4-inch

diameter or larger water wells. It is fitted with water lubricated radial and thrust bearings for
maintenance-free operation. A special diaphragm ensures pressure compensation inside the
motor. The PSC motor is a single phase motor for operation with run capacitor. The motor is
connected to only one capacitor which works permanently as start and run capacitor which
comes as standard with these sets. Lowara , Lowara , Lowara , Lowara. Designed to handle
suspended solids up to 35mm in diameter. Lowara DOMO pumps are high quality, corrosion
resistant electric submersible pumps for dirty water. Ideal for emptying septic tanks and
residential sumps, pumping effluent, emptying wells and tanks and emergency flood drainage.
Constant lubrication by the DriveLub system ensures long life and trouble-free operation. This
motors are built for operation in 4-inch diameter or larger water wells. Capacitor and motor
overload protection have to be provided by the customer. The motor is connected to only one
capacitor which works permanently as start and run capacitor. Power 0. DOC pumps are
versatile, corrosion-resistant and compact. Three basic versions are available with 0. Lowara
Ecocirc 4mtr Circulation Pump. High efficiency pumps with ECM-technology and permanent
magnet rotor. The ecocirc can be operated either on automatically adjusted speed or on manual
set speed, which makes it suitable for applications like radiant heating one- and two pipe
systems , underfloor and surface heating, boiler feed, solar stations and similar applications.
The impressively simple shaftless spherical motor design has only one single self-aligning
bearing and no shaft, which significantly reduces the number of costly and complicated parts.
The ecocirc is a truly reliable circulator featuring Anti-Block technology, dry-run protection and
inrush current limitation. The Anti-Block technology efficiently prevents magnetite to enter the
rotor chamber thus prevents blockage even in old systems. The dry-run protection and the
inrush current limitation protect the motor from being overheated if dry running and damaged
by high inrush currents. The HQ series pumps are designed for water supply and pressure
boosting in residential, commercial and light industrial applications where low or inadequate
water pressure exists. It is suitable for boosting pressure from underground or surface water
supplies. The Pedrollo TOP Vortex series is suitable for use with dirty water that is not
chemically aggressive towards the materials from which the pump is made. Innovative design
and advanced technology are incorporated into these new Pedrollo TOP pumps, designed to be
easy to use and extremely reliable even when subjected to continuous use subject to correct
installation. These pumps are top of the range when it comes to wash pumps and are supplied
fully automated. It is designed to make short work of the all wash jobs around the farm. This
Zenit Grinder pump is suitable for suitable for lifting soiled wastewaters containing filaments or
Franklin 1. The original Ponstar Pump 2" outlet. Heavy duty construction and strong in
performance. Capacitor start, induction run motor for that extra starting torque. Twin
mechanical seals, one carbon and one silicon in a lubricated chamber. Stainless steel motor
casing, volute plate and plate shaft. Cast iron impeller. Pump casing, lower motor casting, top
motor cover and outlet hose coupling are made from alloy. Suitable for heavy duty drainage
applications, clean and dirty water. Lowara Teknospeed Variable Speed Pump. E25L petrol
engine pump Robin 1" This engine driven pump from WaterPartsDirect are ideal for clean water,
industrial, construction and agricultural uses where long life and reliability is key. FeaturesNo
Oil Alert 15Kg 6. The e-HM Series is a modern, robust designed pump offering: State-of-the-art
hydraulics with best-in class efficiency paired with IE3 motors mean the lowest possible
operating costs. It is controlled by an electronic circuit and is composed of a diaphragm and
counteracting spring system integrated with flow and pressure sensors. Genyo enables
automatic control of pump start-up and shutdown based on actual water demand, preventing
any pressure fluctuations at delivery points with constant operating point. Genyo integrates
multiple system controls into a single device. Protection against dry running integrated in the
device. No maintenance required. Quick easy installation. Compact size. Stable pressure
without fluctuations at constant operating point. Back-up tank compensates for small leaks or
drips in the hydraulic system. Limited flow resistance. As a result of their ability to drain water
to a level of 2 millimeters above ground level, they are suitable for use in domestic emergencies
where a small area must be drained to the lowest possible level. Web Design By. Search engine
Use this form to find things you need on this site. We use cookies on our website to give you
the most relevant experience by remembering your preferences and repeat visits. Manage
consent. Close Privacy Overview This website uses cookies to improve your experience while
you navigate through the website. Out of these cookies, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Necessary.

Non-necessary Non-necessary. Lower noise levels, lower vibration, and lower emissions â€”
without sacrificing power output or performance. Net horsepower more closely correlates with
the power the operator will experience when using a Honda engine powered product. The power
rating of the engines indicated in this document measures the net power output at rpm rpm for
model GXH50, GXV50, GX25 and GX35 and net torque at rpm, as tested on a production engine.
Mass production engines may vary from this value. Actual power output for the engine installed
in the final machine will vary depending on numerous factors, including the operation speed of
the engine in application, environmental conditions, maintenance and other variables.
WARNING: This product can expose you to chemicals including soots, tars, and mineral oils,
which are known to the State of California to cause cancer, and carbon monoxide, which is
known to the State of California to cause birth defects or other reproductive harm. For more
information go to The engine starts easily whether cold or hot and is ready to use immediately.
Once the engine is up and running, the Auto Choke automatically returns to an optimal
operating position. This system, which is connected to the camshaft, reduces compression by
opening the exhaust valve slightly when the engine is being started. This reduces the amount of
force needed to start the engine and improves starting performance. The system disengages
automatically after the engine starts to prevent any power loss during normal operation. Its
lighter piston and other moving parts help keep vibration to a comfortable level. It enables a
variety of complicated electronic controls to be linked to improve operability. A truly innovative
combination of a compact combustion chamber, overhead cam configuration and uniblock
construction significantly reduces fuel and oil consumption as compared to conventional
side-valve engines. Plus, simple construction has minimized the number of parts, making the
engine more reliable and easier to operate. New V-shaped valves and a pent-roof combustion
chamber enable air in cylinder to flow more smoothly and maximizes the mixing of fuel. The
longer stroke design also enhances turbulence in the cylinder, helping the mixture of air and
fuel. Drive-By-Wire unlike conventional models, has no throttle cable. An ECU controls a throttle
motor via an electrical signal. Ideal throttle control is possible, from conventional type
user-operated throttle control, to a variety of automatic control by the ECU. Electronic Fuel
Injection EFI , which detects the state of the engine using sensors supplies the optimum
amount of fuel to the engine according to its working conditions. EFI Improves fuel economy,
reduces exhaust gas, and achieves excellent usability and easy maintenance. Electronic Fuel
Injection eliminates the need for a manual choke, making starting simple. In addition, starting is
improved as the fuel is sealed within the injector and fuel hose reducing fuel deterioration, and
making smooth engine startup possible even after long-term storage. The electronic governor
minimizes governor droop. This increases available power. For most normal engines, available
power is decreased when the engine is approaching wide open throttle. Engine diagnosis
utilizes Dr. The new integrated Fuel-Off position on the engine control allows the user to stop
the flow of fuel to the engine when pressure washing is complete. How does it work - With the
engine running and the switch placed in the Fuel-Off position, the fuel flow to the carburetor is
stopped. The engine will continue to run until the majority of fuel remaining in the carburetor is
consumed and the engine shuts down. Using the Fuel Off feature when shutting your pressure
washer down helps prevent sticky carburetor buildup which makes for cleaner storage and
easier future starting. Upright, sideways, even upside down â€” the Mini 4-Strokes will still run
great. An exclusive Honda rotary-slinger lubrication system keeps oil in a completely misted
state and circulates it using pressure fluctuations generated by the movement of the piston.
Built-in passages effectively return the circulated oil to the oil reservoir from every part of the
engine. An oil return port positioned in the center of the reservoir prevents oil from accidentally
flowing into the combustion chamber. This substantially reduces both oil consumption and the
emission of unburned oil in the exhaust. The results include better all-around environmental
performance and operating costs that actually decrease the more the engine is used! It offers
the highest V-Twin compression ratio on the market. The power is transmitted through
forged-steel connecting rods and a forged-steel crankshaft, supported by a full-pressure
lubrication system. The lubrication system uses a high capacity pump with discrete chambers.
This facilitates consistent oil delivery. Radically smart. It eliminates the head gasket, head bolts,
and allows for more airflow and better cooling. Speaking of cooling, improved cooling means
better combustion management. Cooling is also improved by each of the lightweight aluminum
pushrods being housed in a separate tube to achieve enhanced airflow. When you put it all
together with fewer parts you get an engine with reduced emissions and greater-than-ever
durability. On some models, it also offers programmable governor and throttle modes for
unprecedented flexibility. A diagnostic LED helps with trouble shooting. Stepper motors
precisely control throttle and choke position. Control panel mounted LED indicator informs the
user about potential problems using 10 different trouble codes. The indicator is designed to

stop the engine, or alert the operator of potential issues, helping to protect and extend engine
life. Small engine timing belts are usually external and are subject to wear caused by dirt. The
system consists of an oil level sensor inside the crankcase. When the oil reaches a level that is
too low for safe operation, the engine warns you or stops automatically. The OHV design, new
V-shaped valves and a pent-roof shape of combustion chamber enable air in cylinder to flow
more smoothly increasing combustion efficiency, allowing for higher compression ratios and
greater power output. The OHV layout, with enhanced valve positioning and combustion
chamber, the new GCV pumps out an increase in torque of 18 percent and a nine percent
horsepower gain over the GCV; GCV also showed a strong increase in torque of 13 percent and
10 percent horsepower gain over the GCV STR Governor Self Tuning Regulator minimizes
engine droop seen with traditional mechanical governor systems by electronically regulating
the throttle opening to maintain constant, stable engine speed even under changing load
conditions, resulting in exceptional performance and enhanced user satisfaction. The result:.
Quality and performance come standard. Precision camshaft design offers precise valve timing
and optimal valve overlap for better fuel efficency OHV design for increased efficiency and
optimal power transfer High compression ratio for better fuel efficiency. Precision engineered
components result in lower vibration Ball bearing supported crankshaft for greater stability.
Even quieter than previous model! Large capacity, multi-chamber exhaust system Reduced
mechanical noise due to light weight, noise-reducing materials Forged steel crankshaft and
rigid crankcase Helical cut gears Sophisticated air intake system. Oil Alert Learn More New
carburetor chamber coating and carburetor filter help to protect against
gregorys repair manuals download
1995 jeep cherokee manual
instrument cluster for 2004 chevy tahoe
fuel impurities Cast iron cylinder sleeve High quality materials, fit, and finish Dual element air
cleaner Fuel Valve 3-Year Limited Warranty. Simple throttle control Large fuel tanks Large
automotive type fuel cap Dual oil drains and fill Easy, convenient, heavy duty control box Easily
accessible spark plug. Heavy duty recoil starter Ergonomic, easy to grip recoil rope design
Automatic mechanical de-compression system Learn More. Lower emissions, same power
output! No catalyst necessary. Gear reduction options Spark arrester available. Performance
Curves. Owners Manuals. GX General Applications English. GC01 through GC02 through
Internal Combustion Engine Products: WARNING: This product can expose you to chemicals
including soots, tars, and mineral oils, which are known to the State of California to cause
cancer, and carbon monoxide, which is known to the State of California to cause birth defects
or other reproductive harm. Small Engines Models. Why Honda. OEM Support. View Details.

