Jeep wrangler fuse box location

David Hobbs helped make these videos. The video above shows how to replace blown fuses in
the interior fuse box of your Jeep Wrangler in addition to the fuse panel diagram location.
Electrical components such as your map light, radio, heated seats, high beams, power windows
all have fuses and if they suddenly stop working, chances are you have a fuse that has blown
out. If your Wrangler is experiencing electrical problems, you should always check the fuses
first, because they are relatively easy to check and cheap to change. Some Jeeps have multiple
interior fuse boxes including in the trunk - the video above will show you where the interior fuse
box of your Wrangler is located. If your Wrangler has many options like a sunroof, navigation,
heated seats, etc, the more fuses it has. Some components may have multiple fuses, so make
sure you check all of the fuses that are linked to the component in question. If you need to
replace a blown fuse in your Wrangler, make sure you replace it with one that has the same
amperage as the blown fuse. If checking and replacing the fuse for the component in question
doesn't work, we recommend seeking assistance from a trusted professional mechanic. They
should be able to figure out if the component needs to be replaced or if there is a short or some
other problem with your Wrangler. Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. He has broad expertise on basic repair procedures
covering the majority of cars on the road. Car companies often use the same engines in
different cars. They also slightly alter the styling and sell the same car by two different names
amongst other tricks to help offset development costs. Our system selects the most applicable
video for your car based, in part, on these characteristics. The video displayed may not look
exactly like your car, but may be relevant enough for you to get a good idea how to do it.
Getting Started - Prepare for the repair. Share on. Full list of part and tools. Author Hans
Angermeier has produced over , videos showing drivers how to fix things on their cars. Replace
a burnt out DRL. DRLs are on more than your headlights. They burn out faster and should be
replaced regularly. Proper jumpstart procedure. Learning how to jump your car before you need
to is an excellent idea. Replace your car battery. Did you know that heat is worse for your
battery than cold? Replace it every 4 years. Determine if your air filter is dirty. Learn where your
air filter is located and how to determine if it needs to be changed. See all videos for the Jeep
Wrangler. We have a massive and growing video library, but we don't have everything Fuse box
diagram fuse layout , location, and assignment of fuses and relays Jeep Wrangler TJ , , , , , , , , ,
A fuse is an element for protecting the electrical system. A fuse will trip i. If an electrical device
is not working, check whether the respective fuse is blown. Look at the silver-colored band
inside the fuse. If the band is broken or melted, replace the fuse. Check those fuses first that
protect the failed component, but check all the fuses before deciding that a blown fuse is not
the cause. To access the fuse panel the glove box must be removed. It is removed by slipping
the glove box strap off the hook and letting the door roll down off its hinges. Tilt the upper edge
of the glove box door upward toward the instrument panel enough to reattach the glove box
strap to the door. Rotate glove box door to the closed position. Open and close to insure proper
installation. The electrical power distribution center is located in the engine compartment near
the battery. A label inside the latching cover of the center identifies each component for ease of
replacement, if necessary. Necessary cookies are absolutely essential for the website to
function properly. This category only includes cookies that ensures basic functionalities and
security features of the website. These cookies do not store any personal information. Any
cookies that may not be particularly necessary for the website to function and is used
specifically to collect user personal data via analytics, ads, other embedded contents are
termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Never replace a broken fuse with anything other than a new
fuse. Always use a fuse of the same color. Never change a fuse with another amperage. This
can cause damage to the electrical system and fire. If the fuse blows again, have the vehicle
inspected at a qualified service center. Main Page. This website uses cookies to improve your
experience. We'll assume you're ok with this, but you can opt-out if you wish. Close Privacy
Overview This website uses cookies to improve your experience while you navigate through the
website. Out of these cookies, the cookies that are categorized as necessary are stored on your
browser as they are essential for the working of basic functionalities of the website. We also
use third-party cookies that help us analyze and understand how you use this website. These
cookies will be stored in your browser only with your consent. You also have the option to
opt-out of these cookies. But opting out of some of these cookies may have an effect on your
browsing experience. Necessary Always Enabled. Non-necessary Non-necessary. Fuse box
diagram fuse layout , location, and assignment of fuses and relays Jeep Wrangler YJ , , , , , , , , A
fuse is an element for protecting the electrical system. A fuse will trip i. If an electrical device is
not working, check whether the respective fuse is blown. Look at the silver-colored band inside
the fuse. If the band is broken or melted, replace the fuse. Check those fuses first that protect

the failed component, but check all the fuses before deciding that a blown fuse is not the cause.
Necessary cookies are absolutely essential for the website to function properly. This category
only includes cookies that ensures basic functionalities and security features of the website.
These cookies do not store any personal information. Any cookies that may not be particularly
necessary for the website to function and is used specifically to collect user personal data via
analytics, ads, other embedded contents are termed as non-necessary cookies. It is mandatory
to procure user consent prior to running these cookies on your website. Never replace a broken
fuse with anything other than a new fuse. Always use a fuse of the same color. Never change a
fuse with another amperage. This can cause damage to the electrical system and fire. If the fuse
blows again, have the vehicle inspected at a qualified service center. Main Page. This website
uses cookies to improve your experience. We'll assume you're ok with this, but you can opt-out
if you wish. Close Privacy Overview This website uses cookies to improve your experience
while you navigate through the website. Out of these cookies, the cookies that are categorized
as necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
Non-necessary Non-necessary. Fuse box diagram fuse layout , location, and assignment of
fuses and relays Jeep Wrangler JK , , , , , , , , , , , A fuse is an element for protecting the electrical
system. A fuse will trip i. If an electrical device is not working, check whether the respective
fuse is blown. Look at the silver-colored band inside the fuse. If the band is broken or melted,
replace the fuse. Check those fuses first that protect the failed component, but check all the
fuses before deciding that a blown fuse is not the cause. The Totally Integrated Power Module is
located in the engine compartment near the battery. This center contains cartridge fuses, mini
fuses, and relays. A label that identifies each component is printed on the inside of the cover.
Necessary cookies are absolutely essential for the website to function properly. This category
only includes cookies that ensures basic functionalities and security features of the website.
These cookies do not store any personal information. Any cookies that may not be particularly
necessary for the website to function and is used specifically to collect user personal data via
analytics, ads, other embedded contents are termed as non-necessary cookies. It is mandatory
to procure user consent prior to running these cookies on your website. Never replace a broken
fuse with anything other than a new fuse. Always use a fuse of the same color. Never change a
fuse with another amperage. This can cause damage to the electrical system and fire. If the fuse
blows again, have the vehicle inspected at a qualified service center. When installing the
Integrated Power Module cover, it is important to ensure the cover is properly positioned and
fully latched. Failure to do so may allow water to get into the Integrated Power Module, and
possibly result in an electrical system failure. Main Page. This website uses cookies to improve
your experience. We'll assume you're ok with this, but you can opt-out if you wish. Close
Privacy Overview This website uses cookies to improve your experience while you navigate
through the website. Out of these cookies, the cookies that are categorized as necessary are
stored on your browser as they are essential for the working of basic functionalities of the
website. We also use third-party cookies that help us analyze and understand how you use this
website. These cookies will be stored in your browser only with your consent. You also have the
option to opt-out of these cookies. But opting out of some of these cookies may have an effect
on your browsing experience. Necessary Always Enabled. Non-necessary Non-necessary. Ad
vertisements. In this article, we consider the second-generation Jeep Wrangler TJ , produced
from to Here you will find fuse box diagrams of Jeep Wrangler , , , , , , , , and , get information
about the location of the fuse panels inside the car, and learn about the assignment of each
fuse fuse layout and relay. Cigar lighter power outlet fuses in the Jeep Wrangler are the fuses 18
or 19 in the passenger compartment fuse box, and 17 in the engine compartment The fuse panel
is located behind the glove box. Your vehicle is equipped with an electrical power distribu
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tion center located in the engine compartment near the battery. A label inside the latching
cover of the center identifies each component for ease of replacement, if necessary. Cartridge
and mini micro fuses can be obtained from your authorized dealer. How to check the fuses?
How to replace a blown fuse? Why do car fuses blow? Types of automotive fuses. Table of
Contents. Fuse Box Location. To access the fuse panel the glove box must be removed. It is
removed by slipping the glove box strap off the hook and letting the door roll down off its

hinges. Tilt the upper edge of the glove box door upward toward the instrument panel enough to
reattach the glove box strap to the door. Rotate glove box door to closed position. Open and
close to insure proper installation. Fuse Box Diagrams. Learn more: How to check the fuses?
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