Klik lighting boxes wiring diagram

By code, the number of conductors allowed in a box are limited depending on box size and wire
gauge. Calculate total conductors allowed in a box before adding new wiring, etc. Check local
regulations for restrictions and permit requirements before beginning electrical work. The user
of this information is responsible for following all applicable regulations and best practices
when performing electrical work. If the user is unable to perform electrical work themselves, a
qualified electrician should be consulted. How to Read These Diagrams. This page contains
wiring diagrams for household light switches and includes: a switch loop, single-pole switches,
light dimmer, and a few choices for wiring a outlet switch combo device. Also included are
wiring arrangements for multiple light fixtures controlled by one switch, two switches on one
box, and a split receptacle controlled by two switches. When the electrical source originates at
a light fixture and is controlled from a remote location, a switch loop is used. This circuit is
wired with a 2-wire cable running from the light to the switch location. The neutral from the
source is connected directly to the neutral terminal on the light and the source hot is spliced
with the white loop wire. The white wire is marked black on both ends to identify it as hot. At
SW1 it is connected to one of the terminals. The black loop wire is connected to the other
terminal and at the light, to the hot terminal on the fixture. This is an updated version of the first
arrangement. Because the electrical code as of the NEC update requires a neutral wire in most
new switch boxes, a 3-wire cable runs between the light and switch. The red and black are used
for hot and the white neutral wire at the switch box allows for powering a timer, remote control,
or other programmable switch. Here a single-pole switch controls the power to a light fixture.
The source is at the switch and 2-wire cable runs from there to the light. The source hot wire is
connected to a switch terminal and the other terminal is connected to the black cable wire. The
neutral wire from the source is spliced to the white cable wire and continues on to the light. At
the light, the white wire connects to the neutral terminal and the black wire connects to the hot.
Here two switches are wired in the same box to control two separate lights. The source is at the
switch box and a 2-wire cable is run to each light. One source is spliced to each switch with a
pigtail to power the two lights. This diagram illustrates wiring for one switch to control 2 or
more lights. The source is at SW1 and 2-wire cable runs from there to the fixtures. The hot and
neutral terminals on each fixture are spliced with a pigtail to the circuit wires which then
continue on to the next light. This is the simplest arrangement for more than one light on a
single switch. A rheostat, or dimmer, makes it possible to vary the current flowing to a light
fixture thereby varying the intensity of the light. The dimmer switch will have stranded wires
that must be sliced to the solid cable wiring in a pigtail fashion. A device like this should only be
used with an incandescent light fixture and not with a ceiling fan or other motor. See wiring a
speed controller for wiring a rheostat to control fan speed. To wire this circuit, 2-wire cable runs
from the dimmer to the light. The source is at the dimmer and the hot wire is spliced to one hot
wire on the device. The other wire from the dimmer is spliced to the black cable wire which runs
on to the hot terminal on the light. The source neutral wire is spliced to the white cable wire
which continues on to the neutral terminal on the light. Here a receptacle outlet is controlled
with a single-pole switch. This is commonly used to turn a table lamp on and off when entering
a room. In this diagram, 2-wire cable runs between SW1 and the outlet. The source is at SW1
and the hot wire is connected to one of the terminals there. The other switch terminal is
connected to the black cable wire running to the hot terminal on the receptacle. The source
neutral is spliced in the switch box with the white cable wire running to the neutral on the
receptacle. This diagram illustrates the wiring for a split receptacle with the top half controlled
by SW1 and the bottom half always hot. The receptacle is split by breaking the connecting tab
between the two, brass colored terminals. The tab between the neutral, silver terminals should
remain intact. Here, the source is at the outlet and 2-wire cable runs from there to SW1. The
circuit neutral wire is connected to one of the neutral terminals on the outlet, it doesn't run to
the switch. The hot source is spliced to a pigtail that connect to the bottom, always-hot half on
the receptacle and to the white cable wire running to SW1. The black cable wire runs to the SW1
connecting it to the hot on the top half of the split outlet. In this updated diagram, 3-wire cable
runs between the receptacle and switch and the red cable wire is used to carry the hot source to
the switch. The neutral from the source is spliced through to the switch box using the white
wire and in this diagram, the white wire is capped with a wire nut. This represents a change in
the NEC code that requires a neutral wire in most new switch boxes. If you are running a new
circuit, check the electrical code to understand this and any other updates to the required
procedure. In this circuit, a split receptacle is controlled by two separate switches. With this
arrangement, two lamps can be plugged into the same outlet and each can be controlled
separately from two different locations. Here again, the connecting tab between the receptacle
terminals is broken off and the neutral tab remains intact. The source is at SW1 and 3-wire cable
runs from there to the outlet, 2-wire cable runs from there to SW2. The source hot wire is

spliced with a pigtail to SW1 and to the black wire running to the receptacle box. At the box, the
black wire is spliced with the white wire running to SW2. The white wire is mark black on both
ends to identify it as hot. The red cable wire runs from SW1 to the hot terminal on the top half of
the split receptacle. The source neutral is spliced to the white wire running to the neutral on the
receptacle. It doesn't matter which one, only one connection is needed. From the receptacle, the
black cable wire running to SW2 is connected to the hot terminal on the bottom half and to the
switch at the other end. In this updated diagram, 3-wire cable runs between the receptacle and
SW2 to allow for splicing the neutral source through to the second switch box. Here the white is
not used for hot but instead the black wire serves that purpose for the second switch. The red
wire to SW2 is connected to the hot on the bottom half of the receptacle and to the switch at the
other end. In this diagram, two 3 way switches control a wall receptacle outlet that may be used
to control a lamp from two entrances to a room. This circuit is wired the same way as the 3 way
lights at this link. Three-wire cable runs between the switches and the outlet. The source is at
the SW1 where the hot is connected to the common terminal and the neutral spliced through to
the neutral on the outlet. The red and black wires running from SW1 to the outlet are used as
travelers. At the outlet, the travelers are spliced to run to SW2 using the red and white wires in
that cable. The black wire to SW2 is connected to the hot on the receptacle and to the common
on SW2 at the other end. An outlet switch combo device is handy when you need both but you
only have one box available. Like the split receptacles previously mentioned, these devices
make use of a removable connector between the two hot terminals to divide it when needed.
When intact and wired to one hot source wire, the combo can be used to turn a light off and on
while the receptacle will be constantly hot. Check here to see wiring diagrams for a gfci outlet
switch combo when you need a device like this with ground fault protection in a kitchen,
bathroom, or laundry room. This diagram shows the first wiring option for this device. In this
arrangement, the connecting tab between the hot terminals remains intact. The source is at the
device and the hot is connected directly to one of the hot terminals, it doesn't matter which one.
Two-wire cable runs from the combo to the light fixture and the switch output is connected to
the black wire running to the fixture hot terminal. The source neutral wire is spliced to the
neutral on the receptacle half of the combo device and to the white cable wire running to the
light. At the light, it connects to the neutral terminal. If you have a second device in the same
box with the combo switch, you can wire them together as illustrated in this diagram. We use a
receptacle here but any device such as a switch, timer, etc. The tab on the combo remains intact
and the source hot is spliced with a pigtail to the hot terminals on each device in the box. The
source neutral is spliced with a pigtail to the two devices and to the white wire running to the
fixture neutral terminal. The combo switch output is connected to the black wire running to the
fixture hot terminal. This is another option for wiring a combo device where two electrical
sources are used. In this arrangement, the connecting tab between the hot terminals on the
device is broken off to separate the two. The switch controls a light and the receptacle half of
the combo device is always hot. Source 1 comes in at the light fixture and a 3-wire cable is run
from there to the switch half on the device. The hot from the source is spliced to the black wire
running to the combo and to the input side of the switch. The white neutral from the source is
connected directly to the light fixture. The red wire from the light is connected to the output on
the switch and to the hot terminal on the light at the other end. Source 2 comes in at the combo
device where the hot and neutral wires are connected to their corresponding terminals on the
receptacle half of the device. Lastly, the combo switch can be used to control the built in
receptacle itself, allowing it to function as a switched outlet. This is handy if you want to use the
switch to control a light fixture or other device plugged into the combo. Here the tab between
the two halves is removed and the circuit hot is connected to the input side of the switch. The
switch output is sent to the hot side of the receptacle using a short jumper wire of the same
gauge. The circuit neutral is connected to the neutral side of the receptacle outlet. How to Read
These Diagrams This page contains wiring diagrams for household light switches and includes:
a switch loop, single-pole switches, light dimmer, and a few choices for wiring a outlet switch
combo device. Wiring a Switch Loop When the electrical source originates at a light fixture and
is controlled from a remote location, a switch loop is used. Wiring Two Switches for Two Lights
Here two switches are wired in the same box to control two separate lights. Multiple Light
Wiring Diagram This diagram illustrates wiring for one switch to control 2 or more lights.
Dimmer Switch Wiring Diagram A rheostat, or dimmer, makes it possible to vary the current
flowing to a light fixture thereby varying the intensity of the light. Wiring a Switch to a Wall
Outlet Here a receptacle outlet is controlled with a single-pole switch. Wiring Diagram for a Split
Outlet This diagram illustrates the wiring for a split receptacle with the top half controlled by
SW1 and the bottom half always hot. Wiring a Double Split Switched Outlet In this circuit, a split
receptacle is controlled by two separate switches. Wiring for an Outlet and Switch Combo An

outlet switch combo device is handy when you need both but you only have one box available.
Email Print. Home Page. Control a Receptacle With a Switch. Replacing a Switch. With its
pre-wired plugs, Klik saves time on site, eliminates the chance of poor connections and allows
for the system to adapt as needs change. Utilising the benefits of pre-fabricated wiring systems
with a flexible design, Klik can adapt to meet any requirements. Its pluggable system ensures
no complications will arise with future refurbishments as lights can be relocated quickly and
easily. The Klik connector system brings plug-in convenience and versatility to lighting with
absolute safety. The unique design prevents any unwanted disconnections due to load on
cables or vibrations. Klik is a truly fit and forget lighting connection system. Traditional lighting
systems struggle to adapt when a building or office space needs to change. With Klik, adapting
to a new layout is as easy as plugging in. Klik's prefabricated wiring system and adaptable
design makes installation a quick and easy process. Marshalling boxes allow the connection
and control of multiple luminaries and come in sizes from 4 to 12 ways. See the range.
Connections to the luminaires are made via pre-wired plugs and leads. All leads are factory
tested to standard BS Klik 4 marshalling boxes are used in conjunction with Klik plugs to
connect luminaries within an area. Plug-in ceiling roses offer a connection for luminaries
allowing them be connected and disconnected under load. The Klik 7 Pin range combines all the
features of Klik 4 Pin while providing an energy efficient system that meets current design
requirements. Additionally, Klik can take into account the usage and function of a space,
responding to daylight levels as well as occupancy and footfall. Klik is an energy efficient
system that meets current design standards and takes into account the usage and function of a
space. Additionally, it responds to daylight levels as well as occupancy and footfall. Luminaires
can be connected in seconds in absolute safety, without circuit isolation, as all live contacts are
inaccessible and the earth connection is made before any other. All Klik plugs feature a unique
plug-in method which achieves a simultaneous mechanical and electrical connection. Our range
of occupancy sensors can provide presence and absence control of lighting, whilst also
including photocells for lux level detection, providing energy savings by switching lights on or
off depending on available natural light. DALI digital addressable lighting interface is a two-way
communication system that brings digital technology to lighting. DALI based occupancy
sensors enable trimming of lux levels at commissioning stage to ensure optimum final lighting
levels, providing perfect lighting conditions for the space. Klik allows for automatic lighting
control which can provide energy savings by not operating when sufficient light levels exist.
Klik LCM's enable the control of an area with up to 4 different control groups. The control
module can be connected to up to 4 occupancy sensors and up to 4 wall switch overrides
double retractive, centre off. Any switch or occupancy sensor can be assigned to any output.
This is all programmed via the KlikLink App. Klik 7 Pin provides all the benefits of a lighting
connection system including emergency lighting and dimming functionality. Klik 4 is a modular
plug-in marshalling solution for lighting systems that provides simultaneous mechanical and
electrical connection in one click-in action. Find out which version of Klik is right for you. Klik is
a secure lighting and control connection system that provides simultaneous mechanical and
electrical connection in one pl
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ug-in action. Klik Lighting Connection. Download the Klik Catalogue. Advantages of Klik Just
Klik and forget From start to finish With its pre-wired plugs, Klik saves time on site, eliminates
the chance of poor connections and allows for the system to adapt as needs change. Check out
the range. We offer a range of motion detector and occupancy sensors for flush or surface
mounting. Features of Klik The many benefits of using Klik Klik is an energy efficient system
that meets current design standards and takes into account the usage and function of a space.
Comparison between Klik 7 and Klik 4 Klik 7 Pin provides all the benefits of a lighting
connection system including emergency lighting and dimming functionality. Download our
handy PDF comparison. Download the Catalogue Klik is a secure lighting and control
connection system that provides simultaneous mechanical and electrical connection in one
plug-in action. Browse through our catalogue and discover the many benefits of using Klik.

