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notice and without incurring obligation. Page 4: Introduction State of California to cause cancer
and birth defects or other reproductive harm. Please take the time to get well acquainted with
your vehicle by reading this handbook. The more you know and understand about your vehicle,
the greater the safety and pleasure you will derive from driving it. In this guide, answers to such
questions are contained in comments highlighted by the warning triangle symbol. These
comments should be read and observed. Page 6 In order to properly diagnose and service your
vehicle, Ford Motor Company, Ford of Canada, and service and repair facilities may access
vehicle diagnostic information through a direct connection to your vehicle when diagnosing or
servicing your vehicle. To access this information, special equipment must be directly
connected to the recording modules. Ford Motor Company and Ford of Canada do not access
event data recorder information without obtaining consent, Page 8 Introduction These are some
of the symbols you may see on your vehicle. Many lights will illuminate when you start your
vehicle to make sure the bulb works. Page 11 Instrument Cluster converter. Drive in a moderate
fashion avoid heavy acceleration and deceleration and have your vehicle serviced immediately
by your authorized dealer. Under engine misfire conditions, excessive exhaust temperatures
could damage the catalytic converter, the fuel system, interior floor coverings or other vehicle
components, possibly causing a fire. Page 12 Instrument Cluster Airbag readiness: If this light
fails to illuminate when ignition is turned to ON, continues to flash or remains on, have the
system serviced immediately by your authorized dealer. A chime will also sound when a
malfunction in the supplemental restraint system has been detected. Safety belt: Reminds you
to fasten your safety belt. If the light remains on, have the system serviced immediately, refer to
the Driving chapter for more information. Low fuel: Illuminates when the fuel level in the fuel
tank is at or near empty refer to Fuel gauge in this chapter. Engine coolant temperature gauge:
Indicates engine coolant temperature. At normal operating temperature, the needle will be in the
normal range. If it enters the red section, the engine is overheating. Stop the vehicle as soon as
safely possible, switch off the engine and let the engine cool. Page 15 Instrument Cluster
Odometer: Registers the total miles kilometers of the vehicle. Trip odometer: Registers the
miles kilometers of individual journeys. To reset, depress the reset control. Tachometer if
equipped : Indicates the engine speed in revolutions per minute. Driving with your tachometer
pointer continuously at the top of the scale may damage the engine. Press again to return to the
playing media. Rate 7 compensates the most volume at higher speeds. Setting the clock: Upon
initial battery connect, this function is displayed first among MENU functions. Once the clock is
set, this will be shown as the last MENU function. Page 19 Entertainment Systems Rewind:
Press and hold to manually reverse the CD. Page 22 Entertainment Systems 5. Seek up: Press
for next strong station or CD track. Press and hold for continuous seek functionality. Text:
Press in CD mode to display track title, artist and album title. This feature will only function if
the CDs are manufactured with the CD text feature. Page 23 Entertainment Systems The
following functions can be carried out using the remote control. Page 25 Due to technical

incompatibility, certain recordable and re-recordable compact discs may not function correctly
when used in Ford CD players. Irregular shaped CDs, CDs with a scratch protection film
attached, and CDs with homemade paper adhesive labels should not be inserted into the CD
player. Air flow selections: Controls the direction of the airflow in the cabin. See the following
for a brief description on each control. Adjust the temperature control to maintain comfort. Set
the fan speed to the highest setting. Direct the outer instrument panel vents toward the side
windows. To increase airflow to the outer instrument panel vents, close the vents located in the
middle of the instrument panel. Page 28 Climate Controls 5. Temperature selection: Controls the
temperature of the airflow in the cabin. Press the rear defroster control to clear the rear window
of thin ice and fog. The ignition must be in the ON position to operate the rear window defroster.
Turns on the parking lamps, instrument panel lamps, license plate lamps and tail lamps. Turns
the headlamps on. Foglamp control if equipped The headlamp control also operates the
foglamps. The foglamps can be turned on when the headlamp control is in the position and
Page 31 Lights High beams Pull the lever towards you to activate. Pull the lever towards you
again to deactivate. Flash to pass Pull toward you slightly to activate and release to deactivate.
Page Turn Signal Control Lights 3. Turn on the low beam headlamps to illuminate the wall or
screen and open the hood. On the wall or screen you will observe an area of high intensity light.
The top of the high intensity area should touch the horizontal reference line. When the dome
lamp switch is in the off position, it will not illuminate when you open the doors. Make sure the
headlamp control is in the OFF position and open the hood. Remove the bulb socket from the
lamp assembly by turning counterclockwise. Pull the bulb straight out of the socket. Make sure
the headlamp control is in the OFF position and then open the trunk. From inside the luggage
compartment remove the three wing nuts of the light housing. Page 37 Lights Replacing side
marker bulbs 1. Make sure the headlamp control is in the OFF position. Reach under the front
fender, grasp the bulb socket and turn it counterclockwise to remove it. Pull the bulb straight
out. Install in reverse order. Replacing high-mount brake lamp bulbs Sedan 1. Page 38 Lights 1.
Remove the screws using a Torx T20 screwdriver and then remove the plastic cover. Unclip the
bulb holder from the reflector. Page 39 Lights Replacing interior lamps 1. Make sure the
headlamp switch is in the OFF position. Switch off the interior lamps. Pry out the light assembly
with a flat screwdriver at the side opposite the switch. Replacing reading bulbs 1. For
intermittent operation, move control up one position and adjust the rotary control to the desired
speed. For normal operation, move control up two positions. For high speed operation, move
control up three positions. Mist function: To mist, push and release the windshield washer
control quickly. Page 41 Driver Controls Changing the wiper blades 1. Pull the wiper arm away
from the vehicle. Turn the blade at an angle from the wiper arm. Push the lock pin manually to
release the blade and pull the wiper blade down toward the windshield to remove it from the
arm. The horn can be operated when the ignition is off. Storage compartment Press the latch to
open the storage compartment. Page Power Windows Driver Controls Cigar lighter if equipped
Do not plug optional electrical accessories into the cigarette lighter socket. Do not hold the
lighter in with your hand while it is heating, this will damage the lighter element and socket. The
lighter will be released from its heating position when it is ready to be used. Rotate the control
clockwise to adjust the right mirror and rotate the control counterclockwise to adjust the left
mirror. Move the control in the direction you wish to tilt the mirror. Page 46 Driver Controls
Setting speed control The controls for using your speed control are located on the steering
wheel for your convenience. Press the ON control and release 2. Accelerate to the desired
speed. This will automatically return the vehicle to the previously set speed. Increasing speed
while using speed control There are two ways to set a higher speed Turning off speed control
Press the speed control OFF control. Note: When you turn off the speed control or the ignition,
your speed control set speed memory is erased. Page 49 The moon roof will move about 0.
Press the switch repeatedly until the moon roof is closed. Have the system checked by your
Ford Dealer immediately. Mobile Communications can enhance personal safety and security
when appropriately used, particularly in emergency situations. Page 51 Driver Controls Wagon
Pull out the roller cover and secure the retaining points. The cover can be removed completely
by pressing inward on both ends of the support. To reduce the risk of injury, the luggage cover
must be properly attached to the mounting clips. Page 52 Driver Controls Make sure that the
liftgate door is closed to prevent exhaust fumes from being drawn into the vehicle. This will also
prevent passengers and cargo from falling out. You should always carry a second key with you
in a safe place in case you require it in an emergency. Your keys are coded to your vehicle;
using a non-coded key will not permit your vehicle to start. If the procedure needs to be
repeated, you must wait 30 seconds. The childproof locks are located on rear edge of each rear
door and must be set separately for each door. The handle is composed of a material that will
glow for hours in darkness following brief exposure to ambient light. Operation is subject to the

following two conditions: 1 This device may not cause harmful interference, and 2 This device
must accept any interference received, including interference that may cause undesired
operation. Page 58 Locks and Security Unlocking the doors 1. Note: The interior lamps will
illuminate. With the all-door remote entry, press and release again within three seconds to
unlock all the doors. The remote entry system activates the illuminated entry feature. This
feature turns on the interior lamps for 25 seconds or until the ignition is turned to the 3 ON
position. Page 59 Locks and Security Opening the luggage compartment Press once to open the
luggage compartment. Page 60 Locks and Security 4. Insert the new battery. Refer to the
diagram inside the remote entry transmitter for the correct orientation of the battery. Press the
battery down to ensure that the battery is fully seated in the battery housing cavity. Use of these
systems may result in vehicle starting problems and a loss of security protection. Note: Large
metallic objects, electronic devices that are used to purchase gasoline or similar items, or a
second coded key on the same key chain may cause vehicle starting issues. Page 62 Locks and
Security Replacing coded keys can be very costly. Store an extra programmed key away from
the vehicle in a safe place to help prevent any inconveniences. Please visit an authorized dealer
to purchase additional spare or replacement keys. Programming spare keys You can program
your own coded keys to your vehicle. Page 63 Locks and Security Keep the ignition in the 3 ON
position for at least one second, but no more than 10 seconds. Your new, unprogrammed key is
now programmed. Do not pile cargo higher than the seatbacks to reduce the risk of injury in a
collision or sudden stop. Page 65 Seating and Safety Restraints Adjusting the front manual seat
Pull the lever located under the front edge of the seat to move the seat forward or backward.
Turn the handle to adjust the height of the seat. Lift the control to adjust the angle of the
seatback. The heating will operate when the ignition switch is in position 2. The indicator light
on the switch is illuminated when activated. Although the indicator light is illuminated, the heat
is regulated by a thermostat which causes the heat to activate within a certain range. Page 67
Seating and Safety Restraints Do not place objects behind the seat which could prevent the
engagement of the seat lock. Before returning the seatback to its original position, make sure
that cargo or any objects are not trapped behind the seatback. Page 68 Seating and Safety
Restraints Sedan Remove the head restraints if equipped of the rear seats and stow them on the
floor behind the front seats. Pull one or both of the unlocking controls in the luggage
compartment and fold the rear seatback forward. Remove the head restraint s if equipped of the
rear seat, and fold the seatback forward. Stow the head restraint s in the plastic retainers
provided in the now upright underside of the seat cushion, as shown on the decal. How does
the Personal Safety System work? The Personal Safety System can adapt the deployment
strategy of your Page 71 Seating and Safety Restraints Front passenger sensing system For
airbags to do their job they must inflate with great force, and this force can pose a potentially
deadly risk to occupants that are very close to the airbag when it begins to inflate. For some
occupants, like infants in rear-facing child seats, this occurs because they are initially sitting
very close to the airbag. This maximizes the effectiveness of the safety belts and helps properly
position the occupant relative to the airbag to improve protection. Page 73 Seating and Safety
Restraints To reduce the risk of injury, make sure children sit where they can be properly
restrained. Never let a passenger hold a child on his or her lap while the vehicle is moving. The
passenger cannot protect the child from injury in a collision. Page 74 Seating and Safety
Restraints Combination lap and shoulder belts 1. Insert the belt tongue into the proper buckle
the buckle closest to the direction the tongue is coming from until you hear a snap and feel it
latch. Make sure the tongue is securely fastened in the buckle. Page 75 Seating and Safety
Restraints Automatic locking mode When to use the automatic locking mode In this mode, the
shoulder belt is automatically pre-locked. The belt will still retract to remove any slack in the
shoulder belt. The automatic locking mode is not available on the driver safety belt. This mode
should be used any time a child safety seat is installed in a passenger front or outboard rear
seating position if equipped. Page 76 Seating and Safety Restraints How to disengage the
automatic locking mode Ford Motor Company recommends that all passenger safety belt
assemblies and attaching hardware should be inspected by an authorized dealer after any
collision to verify that the automatic locking retractor feature for child seats is still working
properly. Page 77 Seating and Safety Restraints Front safety belt height adjustment Adjust the
height of the shoulder belt so the belt rests across the middle of your shoulder. To adjust the
shoulder belt height, push the button and slide the height adjuster up or down. Release the
button and pull down on the height adjuster to make sure it is locked in place. Page 79 Seating
and Safety Restraints If Page 80 Seating and Safety Restraints Reasons given If you are
uncomfortable - try different positions for the safety belt upper anchorage and seatback which
should be as upright as possible; Sitting on the safety belt will increase the risk of injury in an
accident. To disable one-time or deactivate the BeltMinder feature please follow the directions

stated below. For the seating position being disabled, at a moderate speed, buckle then
unbuckle the safety belt 9 times, ending in the unbuckled state. Step 3 must be completed
within 50 seconds after the safety belt warning light turns off. Ford Motor Company
recommends that all safety belt assemblies in use in vehicles involved in a collision be
replaced. However, if the collision was minor and an authorized dealer finds that the belts do
not show damage and continue to operate properly, they do not need to be replaced. Page 85
Seating and Safety Restraints Do not attempt to service, repair, or modify the airbag
supplemental restraint systems or its fuses. See your authorized dealer. Children and airbags
Children must always be properly restrained. Accident statistics suggest that children are safer
when properly restrained in the rear seating positions than in the front seating position. Page 86
Seating and Safety Restraints The airbags inflate and deflate rapidly upon activation. After
airbag deployment, it is normal to notice a smoke-like, powdery residue or smell the burnt
propellant. This may consist of cornstarch, talcum powder to lubricate the bag or sodium
compounds e. The diagnostic module monitors its own internal circuits and the supplemental
airbag electrical system wiring including the impact sensors , the system wiring, the airbag
system readiness light, the airbag back up power and the airbag ignitors. Page 89 Seating and
Safety Restraints injury in a crash event. For example, if an occupant slouches, lies down, turns
sideways, sits forward, leans forward or sideways, or puts one or both feet up, the chance of
injury during a crash is greatly increased. Sitting improperly out of position or with the seat
back reclined too far can take off weight from the seat cushion and affect the decision of the
passenger sensing system, resulting in serious injury or Page 91 Seating and Safety Restraints
Do not lean your head on the door. The side airbag could injure you as it deploys from the side
of the seatback. Do not attempt to service, repair, or modify the airbag SRS, its fuses or the seat
cover on a seat containing an airbag. Page 92 Seating and Safety Restraints panel and occupant
to further enhance the protection provided occupants in side impact collisions. The airbag SRS
is designed to activate when the vehicle sustains lateral deceleration sufficient to cause the
sensors to close an electrical circuit that initiates airbag inflation. Page 93 Seating and Safety
Restraints Always transport children 12 years old and under in the back seat and always use
appropriate child restraints. Accident statistics indicate that children are safer when properly
restrained in the rear seats. Do not leave children, unreliable adults, or pets unattended in your
vehicle. Page 94 To improve the fit of both the lap and shoulder belt on children who have
outgrown child safety seats, Ford Motor Company recommends use of a belt-positioning
booster. Booster seats position a child so that safety belts fit better. They lift the child up so
that the lap belt rests low across the hips and the knees bend comfortably. Page 96 Seating and
Safety Restraints Follow all instructions provided by the manufacturer of the booster seat.
Never use pillows, books, or towels to boost a child. Page 97 80 lb. Ford recommends the use of
a child safety seat having a top tether strap. Page 98 Seating and Safety Restraints 1. Position
the child safety seat in a seat with a combination lap and shoulder belt. Pull down on the
shoulder belt and then grasp the shoulder belt and lap belt together. While holding the shoulder
and lap belt portions together, route the tongue through the child seat according to the child
seat Page 99 Seating and Safety Restraints 4. Insert the belt tongue into the proper buckle the
buckle closest to the direction the tongue is coming from for that seating position until you hear
a snap and feel the latch engage. Make sure the tongue is latched securely by pulling on it. Page
Seating and Safety Restraints 8. Allow the safety belt to retract to remove any slack in the belt.
Before placing the child in the seat, forcibly move the seat forward and back to make sure the
seat is securely held in place. To check this, grab the seat at the belt path and attempt to move
it side to side and forward. Page Seating and Safety Restraints 1. Position the child safety seat
on the seat cushion. Route the child safety seat tether strap over the back of the seat. On
hatchbacks, the removable luggage area cover must be removed prior to attaching the tether
strap to the tether anchor. On wagons, it may be necessary to remove the cargo cover assembly
prior to attaching the tether strap to the tether anchor. Page Seating and Safety Restraints 5.
Clip the tether strap to the anchor as shown. If the tether strap is clipped incorrectly, the child
safety seat may not be retained properly in the event of a collision. Page Seating and Safety
Restraints unless a child seat at an outboard rear seat is attached to one of these lower
anchors. Install a child seat onto the lower anchors at the center rear seat ONLY IF the child
restraint manufacturer recommends that the child seat can be installed to anchors that are
spaced up to mm apart. Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford Motor Company to give you the following information about tire
grades exactly as the government has written it. Page Tires, Wheels and Loading The traction
grade assigned to this tire is based on straight-ahead braking traction tests, and does not
include acceleration, cornering, hydroplaning or peak traction characteristics. Page including
spare, if equipped. Inflate all tires to the inflation pressure recommended by Ford Motor

Company. Inspecting your tires Periodically inspect the tire treads for uneven or excessive wear
and Page Always inflate your tires to the Ford recommended inflation pressure even if it is less
than the maximum inflation pressure information found on the tire. The cold inflation pressure
should never be set lower than the recommended pressure on the Safety Compliance
Certification Label. When weather temperature changes occur, tire inflation pressures also
change. Page Tire Information Only use replacement tires and wheels that are the same size and
type such as P-metric versus LT-metric or all-season versus all-terrain as those originally
provided by Ford. Use of any tire or wheel not recommended by Ford can affect the safety and
performance of your vehicle, which could result in an increased risk of loss of vehicle control,
vehicle rollover, personal injury and death. Page Tires, Wheels and Loading If you use the
temporary spare tire continuously or do not follow these precautions, the tire could fail, causing
you to lose control of the vehicle, possibly injuring yourself or others. Page Tires, Wheels and
Loading the road tires and wheels that were originally provided by Ford. If the dissimilar spare
tire or wheel is damaged, it should be replaced rather than repaired. Page Tires, Wheels and
Loading Tire change procedure 1. Park on a level surface, activate hazard flashers and set the
parking brake. When one of the front wheels is off the ground, the transaxle alone will not
prevent the vehicle from moving or slipping off the jack, even if the vehicle is in P Park
automatic transaxle or R Reverse manual transaxle. Page Tires, Wheels and Loading 4. On
3â€”door models, unsnap and remove the access door if equipped to access the proper jacking
points. Loosen each wheel lug nut one-half turn counterclockwise but do not remove them until
the wheel is raised off the ground. The vehicle jacking points are depicted on the yellow
warning label on the jack shown here. Depending on which tire is to be changed, locate the jack
at the half-moon cutout located approximately six inches 15 cm from the front wheel opening 1
or approximately 15 inches 38 cm from the rear wheel opening 2. Page Lug Nut Torque M12 x 1.
Use only Ford recommended replacement fasteners. When a wheel is installed, always remove
any corrosion, dirt or foreign materials present on the mounting surfaces of the wheel or the
surface of the wheel hub, brake drum or brake disc that contacts the wheel. The definitions of
these items are listed below. Note that the tire size, load index and speed rating for your vehicle
may be different from this example. Page Tires, Wheels and Loading Note: You may not find this
information on all tires because it is not required by federal law. Note: The temporary tire size
for your vehicle may be different from this example. Page Tires, Wheels and Loading the road in
adverse wet, snowy, etc. Visually check your tires for uneven wear, looking for high and low
areas or unusually smooth areas. Also check for signs of tire damage. Page Tires, Wheels and
Loading If your vehicle is stuck in snow, mud, sand, etc. A tire can explode in as little as three
to five seconds. To operate the vehicle with snow chains these tires must be purchased and
mounted separately. Do not use tire chains on dry roads. The total load on each axle must never
exceed its GAWR. Steps for determining the correct load limit: 1. If you and your friend each
weigh lb. No, you do not have enough cargo capacity to carry that much weight. The trailer
brakes must meet local and Federal regulations. Do not apply the brakes continuously, as they
may overheat and become less effective. LOCK, locks the steering wheel, automatic transaxle
gearshift lever and allows key removal. OFF, shuts the engine and all electrical accessories off
without locking the steering wheel. ON, all electrical circuits operational. Page Driving If you
smell exhaust fumes inside your vehicle, have your dealer inspect your vehicle immediately. Do
not drive if you smell exhaust fumes. Important safety precautions When the engine starts, the
idle RPM runs faster to warm the engine. If the engine idle speed does not slow down
automatically, have the vehicle checked. Page Driving If starting a vehicle with a manual
transaxle: 1. Make sure the parking brake is set. Push the clutch pedal to the floor. If a light fails
to illuminate, have the vehicle serviced. Starting the engine 1. If a metal-to-metal, continuous
grinding or continuous squeal sound is present, the brake linings may be worn-out and should
be inspected by an authorized dealer. If the vehicle has continuous vibration or shudder in the
steering wheel while braking, the vehicle should be inspected by an authorized dealer. If your
BRAKE warning lamp illuminates with the parking brake released, have your brake system
serviced immediately. Parking brake To set the parking brake 1 , pull the parking brake handle
up as far as possible. This is normal system behavior and should be no reason for concern.
Page Driving Do not drive your vehicle until you verify that the brakelamps are working. Always
set the parking brake fully and make sure the gearshift is latched in P Park. Turn the ignition to
the LOCK position and remove the key whenever you leave your vehicle. If the parking brake is
fully released, but the brake warning lamp remains illuminated, the brakes may not be working
properly. Page Driving 2 Second This position allows for second gear only. Page Driving To
start the vehicle: 1. Make sure the parking brake is fully set. Press the clutch pedal to the floor,
then put the gearshift lever in the neutral position. Start the engine, then press the brake pedal
and release the parking brake. Page Driving Parking your vehicle 1. Apply the brake and shift

into the neutral position. Fully apply the parking brake, then shift into 1 First. Turn the ignition
off. Do not park your vehicle in Neutral, it may move unexpectedly and injure someone. Page
Roadside Emergencies 50, miles 80, km on Lincoln vehicles. If you need to arrange roadside
assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To obtain
reimbursement information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle
customers call 1â€”â€”â€” To reset the switch: 1. Turn the ignition OFF. Check the fuel system
for leaks. If no leaks are apparent, reset the switch by pushing in on the reset button. See your
authorized dealer for service of this fuse. Power distribution box The power distribution box is
located in the engine compartment. Page Roadside Emergencies 4. Check all battery terminals
and remove any excessive corrosion before you attach the battery cables. Ensure that vent
caps are tight and level. Turn the heater fan on in both vehicles to protect any electrical surges.
Turn all other accessories off. Connecting the jumper cables 1. Page Roadside Emergencies 3.
Connect the negative - cable to the negative - terminal of the assisting battery. Ensure that the
cables are clear of fan blades, belts, moving parts of both engines, or any fuel delivery system
parts. Jump starting 1. Start the engine of the booster vehicle and run the engine at moderately
increased speed. Page Roadside Emergencies Removing the jumper cables Remove the jumper
cables in the reverse order that they were connected. Remove the jumper cable from the ground
metal surface. Note: In the illustrations, lightning bolts are used to designate the assisting
boosting battery. After the disabled vehicle has been started and the jumper cables removed,
allow it to idle for several minutes so the engine computer can relearn its idle conditions. Page
Wrecker Towing It is recommended that your vehicle be towed with a wheel lift or flatbed
equipment. Do not tow with a slingbelt. Ford Motor Company has not approved a slingbelt
towing procedure. If your vehicle is to be towed from the rear using wheel lift equipment, the
front wheels drive wheels must be placed on a dolly to prevent damage to the transmission.
Away from home If you own a Ford or Mercury vehicle and are away from home when your
vehicle needs service, or if you need more help than the authorized dealer could provide, after
following the steps described above, contact the Ford Customer Relationship Center to find an
authorized dealer to help you. Page If you own a Lincoln vehicle and are away from home when
your vehicle needs service, or if you need more help than the authorized dealer could provide,
after following the steps described above, contact the Ford Customer Relationship Center to
find an authorized dealer to help you. Page Customer Assistance In some states in the U. Ford
is also allowed a final repair attempt in some states. In the United States, a warranty dispute
must be submitted to the The Dispute Settlement Board may not be available in all states. Your
authorized dealer and a Ford Motor Company representative will then be asked to submit
statements. The decisions of the Board are binding on Ford and, in some cases, on the
authorized dealer but not on consumers who are free to pursue other remedies available to
them under state or federal law. Page Customer Assistance If you did not take advantage of the
Ford Extended Service Plan at the time of purchasing your vehicle, you may still be eligible.
Since this information is subject to change, please ask your authorized dealer for complete
details about Ford Extended Service Plan coverage options, or visit the Ford ESP website at
Page Reporting Safety Defects U. These products are available from your authorized dealer.
These quality products have been specifically engineered to fulfill your automotive needs; If
your vehicle requires professional service, your authorized dealer can provide the necessary
parts and service. Set the parking brake and shift to P Park. Block the wheels. Set the parking
brake, depress the clutch and place the gearshift in N Neutral. Power steering fluid reservoir 2.
Engine oil filler cap 3. Power distribution box 5. Battery 6. Automatic transaxle fluid dipstick if
equipped 7. Engine oil dipstick 8. Page Engine Oil In very cold weather, do not fill the reservoir
completely. Do not use any special washer fluid such as windshield water repellent type fluid or
bug wash. They may cause squeaking, chatter noise, streaking and smearing. Page
Maintenance and Specifications 5. Locate and carefully remove the engine oil level indicator
dipstick. Wipe the indicator clean. Insert the indicator fully, then remove it again. Page Change
your engine oil and filter according to the appropriate schedule listed in scheduled maintenance
information. Ford production and aftermarket Motorcraft oil filters are designed for added
engine protection and long life. If a replacement oil filter is used that does not meet Ford
material and design specifications, start-up engine noises or knock may be experienced. For
longer, trouble-free operation, keep the top of the battery clean and dry. Page Maintenance and
Specifications Keep batteries out of reach of children. Batteries contain sulfuric acid. Avoid
contact with skin, eyes or clothing. Shield your eyes when working near the battery to protect
against possible splashing of acid solution. In case of acid contact with skin or eyes, flush
immediately with water for a minimum of 15 minutes and get prompt medical attention. Follow
your local authorized standards for disposal. Call your local authorized recycling center to find
out more about recycling automotive batteries. Page Maintenance and Specifications When the

engine is cold, check the level of the engine coolant in the reservoir. Page Recycled engine
coolant Ford Motor Company does NOT recommend the use of recycled engine coolant in
vehicles originally equipped with Motorcraft Premium Gold Engine Coolant since a
Ford-approved recycling process is not yet available. Fill your engine coolant reservoir as
outlined in Adding engine coolant in this section. If the engine reaches a preset
over-temperature condition, the engine will automatically switch to alternating cylinder
operation. The pressure in an overfilled tank may cause leakage and lead to fuel spray and fire.
The fuel system may be under pressure. If the fuel filler cap is venting vapor or if you hear a
hissing sound, wait until it stops before completely removing the fuel filler cap. If fuel is
splashed in the eyes, remove contact lenses if worn , flush with water for 15 minutes and seek
medical attention. Failure to seek proper medical attention could lead to permanent injury. Page
The customer warranty may be void for any damage to the fuel tank or fuel system if the correct
genuine Ford or Motorcraft fuel filler cap is not used. The use of leaded fuel is prohibited by law
and could damage your vehicle. Your vehicle was not designed to use fuel or fuel additives with
metallic compounds, including manganese-based additives. Page Ask your fuel supplier about
gasolines that meet the World-wide Fuel Charter. Running out of fuel Avoid running out of fuel
because this situation may have an adverse effect on powertrain components. Page
Maintenance and Specifications The advertised capacity is the amount of the indicated capacity
and the empty reserve combined. Indicated capacity is the difference in the amount of fuel in a
full tank and a tank when the fuel gauge indicates empty. Page Maintenance and Specifications
Keep a record for at least one month and record the type of driving city or highway.
Additionally, keeping records during summer and winter will show how temperature impacts
fuel economy. Follow the recommended maintenance schedule and owner maintenance checks
found in scheduled maintenance information. Page If other than Ford, Motorcraft or
Ford-authorized parts are used for maintenance replacements or for service of components
affecting emission control, such non-Ford parts should be equivalent to genuine Ford Motor
Company parts in performance and durability. Page Maintenance and Specifications
government emission standards. Temporary malfunctions may cause your indicator to
illuminate. Examples are: 1. Refer to the scheduled maintenance information for service
maintenance schedules. Start the engine and let it run until it reaches normal operating
schedules. Turn the steering wheel left and right several times. For more information on brake
fluid maintenance, refer to Brake fluid in this chapter. Remove the dipstick, wiping it clean with
a clean, dry lint free rag. If necessary, refer to Identifying components in the engine
compartment in this chapter for the location of the dipstick. Install the dipstick making sure it is
fully seated in the filler tube. Pag
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e 5. Install and tighten the fill plug securely. Use only fluid that meets Ford specifications. Refer
to Lubricant specifications in this chapter. Replace the PCV valve with one that meets Ford
material and design specifications for your vehicle, such as a Motorcraft or equivalent
replacement part. The customer warranty may be void for any damage to the emissions system
if such a PCV valve is not used. Page Use of synthetic or synthetic blend motor oil is not
mandatory. Please note that in the graphic XXXX is representative of your vehicle identification
number. The following table tells you which transmission or transaxle each code represents.
Ford Motor Company will repair or Page Index Index replacement, specifications Page Page
Index cap Page Index Spark plugs, Transaxle lubricant specifications.. This manual is also
suitable for: focus. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

