Radio wire connectors

Last Updated: July 2, References. This article was co-authored by our trained team of editors
and researchers who validated it for accuracy and comprehensiveness. There are 14 references
cited in this article, which can be found at the bottom of the page. This article has been viewed ,
times. Learn more Installing a new car stereo is a great way to breathe new life into your old
daily driver. Because every car and every model stereo are a bit different, you might want to do
some research on your specific car before getting started. To wire a car stereo, start by
disconnecting your car battery to avoid electrocuting yourself. Then, match the colored wires of
your radio and your car and twist the wires together. If your car requires an output converter,
connect this as well so your radio will work with your car. If it works fine, tuck all the wiring into
your dashboard and slide the stereo back into place. For more tips, including how to remove
your old car stereo before wiring in a new one, read on! Did this summary help you? Yes No.
We've been helping billions of people around the world continue to learn, adapt, grow, and
thrive for over a decade. Every dollar contributed enables us to keep providing high-quality
how-to help to people like you. Please consider supporting our work with a contribution to
wikiHow. Log in Social login does not work in incognito and private browsers. Please log in with
your username or email to continue. No account yet? Create an account. Edit this Article. We
use cookies to make wikiHow great. By using our site, you agree to our cookie policy. Cookie
Settings. Learn why people trust wikiHow. Download Article Explore this Article parts. Related
Articles. Article Summary. Part 1 of Purchase a wiring adaptor. Your new stereo will come with a
diagram indicating what each wire is and what it needs to be connected to, but that process can
be made much simpler by using a wiring harness clip adaptor. Use the diagram provided with
the stereo as well as the diagram provided with the clip, to loosely connect each of the wires to
the new adaptor. Using the adaptor greatly reduces the chances that you will make a mistake
wiring in your new stereo. Identify and connect loose wiring. If you are not using a wiring
harness clip adaptor, you will need to identify the wires coming out of the stereo, as well as
those coming out of the car. Use the repair manual for your car or locate a wiring diagram for
your car online to aid in your efforts to identify each wire. Most car stereos will require the
following connections: [2] X Research source The power wire coming from the stereo is usually
red, and likely will connect to a red wire from the car. The ground wire for the stereo will be
black, as will its corresponding wire from the car. If there is no ground wire, you can secure the
ground cable to bare metal in the body of the car to serve as a ground. The 12 volt constant
power wire is usually yellow or blue, though it may be a number of colors coming from the car.
The rest of the harness wires are for the speakers. Use the diagrams to properly match each
with its appropriate wire from the car. The antenna wire is much thicker with a metal head and
can be connected separately before you install the stereo. Connect the output convertor if
necessary. Some vehicles will require an output converter to make it work properly with
components of the car that are not common industry wide. Be sure you order an output
converter designed specifically for your year, make and model vehicle. Secure all connected
wires. Once all of the wiring has been connected to their corresponding wires, you will need to
make those connections permanent. There are a number of ways you can permanently bond
two wires together and while some may be more resilient than others, most will work just fine
for car stereo applications. Be sure there is no bare wire metal showing from any of the wire
connections by wrapping them in electric tape or heat-shrink wrap. You melt the solder onto the
wires to stick them together and as the solder cools it forms a permanent bond. Twisting wires
together and then covering them with heat-shrink wrap or electric tape will suffice for car
stereos. Connectors can be purchased that you simply slide both wires into and either crimp
them together with pliers or twist them together with your fingers. Part 2 of Disconnect the
battery. Once you locate the battery, use a hand or socket wrench to loosen the black cable
from the negative terminal on the battery. You will not need to remove the bolt entirely, instead
simply loosen it enough to pull the cable off of the terminal. To be sure the battery is
disconnected, check to see if the lights come on in the cabin of the car. Nothing electronic
should work with the battery disconnected. Disconnecting the battery will prevent you from
doing damage to the electrical system as well as protect you from shocks. Remove any
necessary pieces of trim. You will need to gain access to the sides of the stock head unit or
stereo in your center console. In some cars, that will require the removal of some pieces of
plastic trim. Be careful when removing trim pieces, as they may be brittle and subject to
cracking. Whenever possible, try to pull the piece of trim out slightly to get a look at what kind
of clip is used to attach it. You may need to slide the trim piece in a certain direction to separate
it, you may need to hit a release with a screw driver, or you may need to simply pull on it hard
enough. Checking first will prevent you from breaking off the clips and having to replace the
piece of trim. Determine how your head unit is mounted. Car stereos are all held in place using
one of two methods: spring clips or bolts. Each method requires a different technique for

removal. Spring clip mounts may not require the removal of any trim pieces and can be
identified by the matching pairs of holes on either side of the stereo. Stereos that are bolted into
place may require more trim removal, as you will need to gain access to the space behind the
stereo. If they are present, your stereo is held in place with spring clips. If there are no holes,
remove the trim below, above or to the side of the stereo to gain access to the bolts. Use DIN
tools to remove spring clipped stereos. If your stereo or head unit is held in place using spring
clips, you will need to purchase a pair of DIN tools. Insert one DIN tool into the two holes on the
left, and another into the two holes on the right. Press them both in until you hear the click of
the spring releasing. Spread the tools apart slightly to grip the back of the stereo and pull the
tools toward yourself. The stereo will slide out of the console of the car along with the tools.
Remove a bolted in stereo with wrenches. You will likely need to remove quite a bit more of the
trim to access bolts that hold your stereo in place than you would have with spring clipped
stereos. Once you are able to see the bolts, removing the stereo should be fairly
self-explanatory: there will likely be four bolts, either attaching the stereo to a bracket at the
back or on either side. Determine the size of the bolts, then use a hand wrench to remove them.
Unscrew these bolts and slide the stereo out. Remember that the stereo is still connected to the
car with wires, so be careful not to rip any out as you remove the stereo from the console.
Disconnect the wiring. If you are removing a stock head unit, there will likely be at least one
plastic clip with a number of wires going into it that you will need to disconnect. There may be a
second clip and an antennae cable as well in some cars. If you are removing an aftermarket
stereo, there is a possibility that there will be no clip and the previous stereo was wired loosely.
If that is the case, you may have to cut the wires in order to connect them to the new head unit.
Be careful when removing the wire harness clip from the back of the stereo. It may have a
plastic button or tab holding it in place. Part 3 of Test the stereo. Before you install the stereo in
the center console of your vehicle, reconnect the battery and turn the car on to make sure it is
functioning properly. With the stereo completely connected, turn it on and try a few functions.
Make sure all speakers in your vehicle are working and that CDs or your MP3 player play
properly. If you have been able to connect the antennae cable already, check to make sure the
radio works. If something does not work properly, review the connections with the wiring
diagrams that you have to make sure all of the wires are connected to their corresponding
match. Tuck all of the wiring into the dashboard. You may have noticed that most of the wires
you connected to your stereo allowed for quite a bit of slack. Take the connected car stereo in
one hand and use the other to tuck all of the extra wire back into the dashboard as you set the
stereo in its opening. If you have not been able to connect the large antennae cable yet because
it was too short, connect it now as you sit the stereo in its place. Try not to let the wiring get in
the way of the bracket you will need to bolt the stereo too if your stereo requires being bolted
into place. Slide the stereo back into place. Slowly slide the radio back into the opening in the
center console of the vehicle while being careful not to apply too much pressure to the face of
it. If you encounter resistance, do not force the stereo in any further. Instead remove the stereo
and identify what was in the way, move it, and attempt to slide the stereo in again. As you slide
the stereo into place, wires may snag or plastic brackets may come out of place. Forcing the
stereo past a snag can break things and make the stereo fail to function or seat properly in the
vehicle. These adaptors can be ordered at auto parts and electronics stores. Secure the new
stereo. If your stereo utilizes spring clips, it will click as it locks in place and you will not need to
take any further action to secure the stereo. If yours uses bolts and brackets, reuse the bolts
you removed earlier to secure the new stereo in the same place. If you had to use an adaptor to
properly fit the stereo in its space in the console, ensure the stereo is secured to the adaptor
and that the adaptor is secured to the car. Once done, try to wiggle the stereo. It should hardly
move at all when properly secured. Reinstall the trim. Being careful not to break any of the
plastic clips that hold the trim in place, reinstall each piece in the opposite order you removed
them. That means you should install the last piece you removed first, followed by the second to
last, and so on. This will make sure overlapping pieces are layered properly. Without the car
harness clip, how can I tap the wires from inside when wiring a car stereo? Moses Mk. You need
to look for your car electrical manual. A multimeter may come handy in this task. Head over to
professional installer or a friends that may know about it. Car electrical systems can be nasty;
never attempt without at least a basic knowledge. Not Helpful 1 Helpful 6. The key wire is for
transferring the electronic signals of turning the key fob to the battery, which turns on the rest
of the engine. Not Helpful 0 Helpful 3. This likely because you didn't connect to the red ACC
wire. The main positive wire usually a thicker yellow is directly tapped to your battery. So it is
important to connect to the correct wire. Not Helpful 1 Helpful 0. Unanswered Questions. How
do I connect the wires when wiring a car stereo? Can you tell me where the blue wire is
supposed to be attached on the car? Include your email address to get a message when this
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disconnecting your car battery to avoid electrocuting yourself. Then, match the colored wires of

your radio and your car and twist the wires together. If your car requires an output converter,
connect this as well so your radio will work with your car. If it works fine, tuck all the wiring into
your dashboard and slide the stereo back into place. For more tips, including how to remove
your old car stereo before wiring in a new one, read on! Did this summary help you? Yes No.
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Articles. Article Summary. Part 1 of Purchase a wiring adaptor. Your new stereo will come with a
diagram indicating what each wire is and what it needs to be connected to, but that process can
be made much simpler by using a wiring harness clip adaptor. Use the diagram provided with
the stereo as well as the diagram provided with the clip, to loosely connect each of the wires to
the new adaptor. Using the adaptor greatly reduces the chances that you will make a mistake
wiring in your new stereo. Identify and connect loose wiring. If you are not using a wiring
harness clip adaptor, you will need to identify the wires coming out of the stereo, as well as
those coming out of the car. Use the repair manual for your car or locate a wiring diagram for
your car online to aid in your efforts to identify each wire. Most car stereos will require the
following connections: [2] X Research source The power wire coming from the stereo is usually
red, and likely will connect to a red wire from the car. The ground wire for the stereo will be
black, as will its corresponding wire from the car. If there is no ground wire, you can secure the
ground cable to bare metal in the body of the car to serve as a ground. The 12 volt constant
power wire is usually yellow or blue, though it may be a number of colors coming from the car.
The rest of the harness wires are for the speakers. Use the diagrams to properly match each
with its appropriate wire from the car. The antenna wire is much thicker with a metal head and
can be connected separately before you install the stereo. Connect the output convertor if
necessary. Some vehicles will require an output converter to make it work properly with
components of the car that are not common industry wide. Be sure you order an output
converter designed specifically for your year, make and model vehicle. Secure all connected
wires. Once all of the wiring has been connected to their corresponding wires, you will need to
make those connections permanent. There are a number of ways you can permanently bond
two wires together and while some may be more resilient than others, most will work just fine
for car stereo applications. Be sure there is no bare wire metal showing from any of the wire
connections by wrapping them in electric tape or heat-shrink wrap. You melt the solder onto the
wires to stick them together and as the solder cools it forms a permanent bond. Twisting wires
together and then covering them with heat-shrink wrap or electric tape will suffice for car
stereos. Connectors can be purchased that you simply slide both wires into and either crimp
them together with pliers or twist them together with your fingers. Part 2 of Disconnect the
battery. Once you locate the battery, use a hand or socket wrench to loosen the black cable
from the negative terminal on the battery. You will not need to remove the bolt entirely, instead
simply loosen it enough to pull the cable off of the terminal. To be sure the battery is
disconnected, check to see if the lights come on in the cabin of the car. Nothing electronic
should work with the battery disconnected. Disconnecting the battery will prevent you from
doing damage to the electrical system as well as protect you from shocks. Remove any
necessary pieces of trim. You will need to gain access to the sides of the stock head unit or
stereo in your center console. In some cars, that will require the removal of some pieces of
plastic trim. Be careful when removing trim pieces, as they may be brittle and subject to
cracking. Whenever possible, try to pull the piece of trim out slightly to get a look at what kind
of clip is used to attach it. You may need to slide the trim piece in a certain direction to separate
it, you may need to hit a release with a screw driver, or you may need to simply pull on it hard
enough. Checking first will prevent you from breaking off the clips and having to replace the
piece of trim. Determine how your head unit is mounted. Car stereos are all held in place using
one of two methods: spring clips or bolts. Each method requires a different technique for
removal. Spring clip mounts may not require the removal of any trim pieces and can be
identified by the matching pairs of holes on either side of the stereo. Stereos that are bolted into
place may require more trim removal, as you will need to gain access to the space behind the
stereo. If they are present, your stereo is held in place with spring clips. If there are no holes,
remove the trim below, above or to the side of the stereo to gain access to the bolts. Use DIN
tools to remove spring clipped stereos. If your stereo or head unit is held in place using spring
clips, you will need to purchase a pair of DIN tools. Insert one DIN tool into the two holes on the

left, and another into the two holes on the right. Press them both in until you hear the click of
the spring releasing. Spread the tools apart slightly to grip the back of the stereo and pull the
tools toward yourself. The stereo will slide out of the console of the car along with the tools.
Remove a bolted in stereo with wrenches. You will likely need to remove quite a bit more of the
trim to access bolts that hold your stereo in place than you would have with spring clipped
stereos. Once you are able to see the bolts, removing the stereo should be fairly
self-explanatory: there will likely be four bolts, either attaching the stereo to a bracket at the
back or on either side. Determine the size of the bolts, then use a hand wrench to remove them.
Unscrew these bolts and slide the stereo out. Remember that the stereo is still connected to the
car with wires, so be careful not to rip any out as you remove the stereo from the console.
Disconnect the wiring. If you are removing a stock head unit, there will likely be at least one
plastic clip with a number of wires going into it that you will need to disconnect. There may be a
second clip and an antennae cable as well in some cars. If you are removing an aftermarket
stereo, there is a possibility that there will be no clip and the previous stereo was wired loosely.
If that is the case, you may have to cut the wires in order to connect them to the new head unit.
Be careful when removing the wire harness clip from the back of the stereo. It may have a
plastic button or tab holding it in place. Part 3 of Test the stereo. Before you install the stereo in
the center console of your vehicle, reconnect the battery and turn the car on to make sure it is
functioning properly. With the stereo completely connected, turn it on and try a few functions.
Make sure all speakers in your vehicle are working and that CDs or your MP3 player play
properly. If you have been able to connect the antennae cable already, check to make sure the
radio works. If something does not work properly, review the connections with the wiring
diagrams that you have to make sure all of the wires are connected to their corresponding
match. Tuck all of the wiring into the dashboard. You may have noticed that most of the wires
you connected to your stereo allowed for quite a bit of slack. Take the connected car stereo in
one hand and use the other to tuck all of the extra wire back into the dashboard as you set the
stereo in its opening. If you have not been able to connect the large antennae cable yet because
it was too short, connect it now as you sit the stereo in its place. Try not to let the wiring get in
the way of the bracket you will need to bolt the stereo too if your stereo requires being bolted
into place. Slide the stereo back into place. Slowly slide the radio back into the opening in the
center console of the vehicle while being careful not to apply too much pressure to the face of
it. If you encounter resistance, do not force the stereo in any further. Instead remove the stereo
and identify what was in the way, move it, and attempt to slide the stereo in again. As you slide
the stereo into place, wires may snag or plastic brackets may come out of place. Forcing the
stereo past a snag can break things and make the stereo fail to function or seat properly in the
vehicle. These adaptors can be ordered at auto parts and electronics stores. Secure the new
stereo. If your stereo utilizes spring clips, it will click as it locks in place and you will not need to
take any further action to secure the stereo. If yours uses bolts and brackets, reuse the bolts
you removed earlier to secure the new stereo in the same place. If you had to use an adaptor to
properly fit the stereo in its space in the console, ensure the stereo is secured to the adaptor
and that the adaptor is secured to the car. Once done, try to wiggle the stereo. It should hardly
move at all when properly secured. Reinstall the trim. Being careful not to break any of the
plastic clips that hold the trim in place, reinstall each piece in the opposite order you removed
them. That means you should install the last piece you removed first, followed by the second to
last, and so on. This will make sure overlapping pieces are layered properly. Without the car
harness clip, how can I tap the wires from inside when wiring a car stereo? Moses Mk. You need
to look for your car electrical manual. A multimeter may come handy in this task. Head over to
professional installer or a friends that may know about it. Car electrical systems can be nasty;
never attempt without at least a basic knowledge. Not Helpful 1 Helpful 6. The key wire is for
transferring the electronic signals of turning the key fob to the battery, which turns on the rest
of the engine. Not Helpful 0 Helpful 3. This likely because you didn't connect to the red ACC
wire. The main positive wire usually a thicker yellow is directly tapped to your battery. So it is
important to connect to the correct wire. Not Helpful 1 Helpful 0. Unanswered Questions. How
do I connect the wires when wiring a car stereo? Can you tell me where the blue wire is
supposed to be attached on the car? Include your email address to get a message when this
question is answered. Related wikiHows How to. How to. More References 5. About This Article.
Co-authored by:. Co-authors: Updated: July 2, Categories: Car Radios and Sound Systems.
Article Summary X To wire a car stereo, start by disconnecting your car battery to avoid
electrocuting yourself. Thanks to all authors for creating a page that has been read , times. Is
this article up to date? Cookies make wikiHow better. By continuing to use our site, you agree
to our cookie policy. Related Articles How to. By signing up you are agreeing to receive emails
according to our privacy policy. Follow Us. X Help us do more We've been helping billions of

people around the world continue to learn, adapt, grow, and thrive for over a decade. Let's do
this! Coaxial cable types. The WireMan Your source for coax, connectors, wire, baluns, and
other certified quality wireman products. Fiberglass for the antenna builder, Antenna Mart
quads, Bandmaster quads, transmitting components, vacuum capacitors and relays, tower
accessories, gin poles, remote RF coax switches, rotating side mounts, quad spreaders, quad
parts, bristol wrenches, doorknob capacitors, transmitting electron tubes, and much more! RF
Connection The R. Also manufacture various size coaxial cable and pre-made antenna cable
assemblies and pigtails. On-line catalog available. We also specialize in custom cable design,
flexible cable, and many types of cable and wire requirements. The Company designs,
manufactures and markets electrical, electronic and fiber optic connectors, coaxial and
flat-ribbon cable, and interconnect systems. Standard products include RF connectors, coaxial
adapters and RF cable assemblies. Custom engineered products include multi-port ganged
interconnect, blindmate and hybrid mixed-signal solutions. Antenna wire, baluns, coax
connectors, insulators, ladder line, magnet wire, rope. Test probes, multimeters, coax cables,
adapters [ Hits: Votes: 0 Rating: 0 ] Eidolon AS - Antenna element holders, antenna parts,
aluminium tubing, fiberglass tubing, connectors and antenna mounts and hardware by Eidolon
AS [ Hits: Votes: 1 Rating: 1 ] Ekris cable - Ekris is a supplier of Cable Assemblies for Audio
Video, Computers and Networks for both standard and custom configurations. Coax cables,
custom cables. Tower hardware valves and tubes [ Hits: Votes: 9 Rating: 8. The company
designs, manufactures and markets audio, video, fiber optic and industrial connectors [ Hits:
Votes: 1 Rating: 10 ] Online Cables. Ham Radio operators review new sites every day since , for
potential inclusion in the Directory, and to evaluate the best place to list them. Operating Modes
Operating Aids. CB Radio Antique Radio. Home : Manufacturers : Cable and Connectors. Sound
Card intrerfaces. Feed Lines. Mic Wiring. Search only in "Cable, Connectors and Wires". Add a
new link. The DXZone is the largest human created and maintained library of web sites
dedicated to Amateur Radio, currently lists Add our Daily Top 10 links gadgets to your site. This
listing is for part or sub-assembly number given below only. Skip to main content. Email to
friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in a new
window or tab Share on Pinterest - opens in a new window or tab. Add to Watchlist. People who
viewed this item also viewed. Showing Slide 1 of 1 - Carousel. Check if this part fits your
vehicle. Picture Information. Mouse over to Zoom - Click to enlarge. Get the item you ordered or
get your money back. Learn more - eBay Money Back Guarantee - opens in new window or tab.
Seller information guanxiushuang Contact seller. Visit store. See other items More See all. Item
Information Condition:. Make Offer. Resume making your offer , if the page does not update
immediately. Add to Watchlist Remove from watch list. Watch list is full. Does not ship to
Ukraine See details. Item location:. Ships to:. This amount is subject to change until you make
payment. For additional information, see the Global Shipping Program terms and conditions opens in a new window or tab This amount includes applicable customs duties, taxes,
brokerage and other fees. For additional information, see the Global Shipping Program terms
and conditions - opens in a new window or tab. Any international shipping is paid in part to
Pitney Bowes Inc. Learn More - opens in a new window or tab International shipping and import
charges paid to Pitney Bowes Inc. Learn More - opens in a new window or tab Any international
shipping and import charges are paid in part to Pitney Bowes Inc. Learn More - opens in a new
window or tab Any international shipping is paid in part to Pitney Bowes Inc. Learn More opens in a new window or tab. Sponsored items from this seller. Showing Slide 1 of 2 Carousel. Report item - opens in a new window or tab. This translation tool is for your
convenience only. The accuracy and accessibility of the resulting translation is not guaranteed.
Note: The accuracy and accessibility of the resulting translation is not guaranteed. Seller
assumes all responsibility for this listing. My Garage. Go to My Garage. Please wait. We were
unable to complete your request. Please try again later. This part is not compatible with this.
Compatibility information is not available for this item. Oops, something went wrong. This part
is compatible with below vehicle s. This part is compatible with below vehicle s matching this. A
quantity of 2 is recommended. Portions of the information contained in this table have been
provided by guanxiushuang All wiring harness includes power and speaker wires and each is
labeled with its specific function. We provide clear pictures, measurements where possible.
Please check as much as possible to make sure the item is the one that you need. There are no
instructions included in this kit. Professional Installation Is Highly Recommended! Items will
arrive in business days. The arrival time depends on some factors and different areas:. This
table only offer reference to the arrival time, doesn't mean we delivery to all of the above
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received item in 30 days, because we have mentioned the shipping time repeatedly. Shipping
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opens in a new window or tab and request shipping to your location. Shipping cost cannot be
calculated. Please enter a valid ZIP Code. Shipping to: Worldwide. No additional import charges
at delivery! This item will be shipped through the Global Shipping Program and includes
international tracking. Learn more - opens in a new window or tab. There are 9 items available.
Please enter a number less than or equal to 9. Select a valid country. Please enter 5 or 9
numbers for the ZIP Code. This item does not ship to Ukraine. Domestic handling time. Taxes
may be applicable at checkout. Learn more. Return policy. Payment details. Payment methods.
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home page Return to top. Back to home page. Listed in category:. Email to friends Share on
Facebook - opens in a new window or tab Share on Twitter - opens in a new window or tab
Share on Pinterest - opens in a new window or tab Add to Watchlist. Image not available Photos
not available for this variation. Avoid cutting the factory harness, so all connection are exactly
right. The wiring color codes are ISO standard. Please allow 0. We accept PayPal only. All major
credit cards are accepted through secure payment processor PayPal. Payment must be
received within 7 business days of auction closing. If you have bought multiple items from me,
you can send me one payment for all the items instead of paying for them individually. When
you click the Pay Now button, eBay will automatically determine if there are other items you
have won or purchased from me and will combine them for your review. NOTE: Impor
2008 ford f150 radio
hd 42311 oil filter wrench
chevy savannah van
t duties, taxes and chargers are not included in the item price or shipping charges. These
charges are the buyer's responsibility. Please check with your country's customs office to
determine what these additional costs will be prior to bidding buying. Customs duty is
obligation and liability of a citizen in your country, so buyer should be responsible for any tax
and custom duty incurred. For example, Laser Pointer is unacceptable in some countries.
Therefore, please double check your local customs policy carefully before purchase. Or, we will
NOT be responsible for any failure delivery related destination customs issue. OR,you may
choose to have a replacement. Our working time: Beijing time:Monday to Saturday am to We do
not work holidays in China If you send email to us,In our working hours will be resumed within
48 hours. If you we are not satisfied with the product or service,please contact me and don't
give us negative or natural feedback,We must give you a satisfactory solution.

