Stratus engine

The Chrysler 1. These engines were loosely based on their predecessors, the Chrysler 2.
Beginning in , these engines were phased out in favor of the new World engine built by the
Global Engine Manufacturing Alliance joint-venture. The 2. The 1. The EBD is a 1. The engine
features a cast iron block , and pistons with shallow crowns to save weight. The block uses a
bedplate featuring a perimeter wall with transverse webbings for durability and quiet operation
at high engine speeds. The pistons are attached to fracture-split forged, powdered metal
connecting rods using semi-floating press-fit pins. A gerotor oil pump is driven directly from the
crankshaft on the front of the engine. A timing belt is used to drive the valvetrain. Early
production 2. The water pump is driven from the timing belt, with the water pump housing cast
partially into the engine block itself. The positive crankcase ventilation PCV system utilized a
plastic oil separator box that was vented directly to the block itself; the breather hose and PCV
valve hoses attached to the box, and connected to the induction system. Later engines featured
a PCV system that was molded to the cylinder head valve cover. The second feature was
internal in nature - the crankshaft main bearings were keyed into the bedplate on the right rear
of each transverse web. Later model years featured keys machined on the right front of each
web. The third feature would be a slightly bigger camshaft profile that was changed on and up
SOHC vehicles due to a rough idle when the air conditioning was on. A crankshaft tone wheel
was present between number 1 and number 2 connecting rod pins, and was machined such that
a Hall-effect magnetic pickup mounted to the engine block could read the crankshaft's position
as it rotates. The tone wheel was re-engineered to attach to the crankshaft using three bolts,
had a tone pattern substantially different from previous engines, and was moved to the rear of
the crankshaft. For this reason, these engines are generally not interchangeable between the
and prior and and newer model years. Up to late , this engine type suffered from oil leaks and
head gasket failures between the block and cylinder head. Chrysler Corporation used several
different designs of composite material head gaskets in an attempt to solve this problem. The
cause of the problem was found to be one head bolt hole that was drilled too shallow at the
factory, meaning the head bolt bottomed out and could never seal properly. In , a thicker,
multi-layer steel head gasket was introduced that eliminated this problem. When equipped with
the newer crank wheel for the new NGC engine computer, the A version cannot be directly
transplanted into a vehicle originally equipped with the earlier style engine using an SBEC
Single Board Engine Controller. It has an aluminum SOHC cylinder head. It uses a reinforced
plastic intake manifold although a few of the and engines received an aluminum intake manifold
due to a shortage of the plastic parts. They were painted black, but it's easy to see the casting
marks and prints on the manifold. The aluminum version is prized among enthusiasts as it's
easy to port and polish for improved airflow characteristics. Chief differences between this
version and the A include a cast aluminum SOHC cylinder head that more easily passes exhaust
gases than the base engine, a camshaft that is optimized for higher engine speeds, a factory
welded exhaust short-tube header instead of a cast exhaust manifold, and a two-piece intake
manifold. This manifold features unequal-length intake runners that are switched by an electric
actuator that controls butterfly-type valves in the shorter intake runners. It has a cast iron
engine block and aluminum DOHC cylinder head. It uses Sequential fuel injection , has 4 valves
per cylinder with roller rocker arms and features fracture-split forged powder metal connecting
rods , a one-piece cast camshaft, and an aluminum intake manifold. The A used in the
Dodge-designed chassis, such as the Dodge Avenger and Mitsubishi Eclipse , have intake ports
facing the rear of the vehicle. Most other specifications are identical, however, and even some
head components such as the valve cover are compatible. The Neon itself never carried a
naturally aspirated 2. The code for this engine was EDZ. The first 2. The SRT-4 performance
variant utilized a 2. This engine, code A, has a cast iron partially open deck block and split
crankcase. It uses an 8. The cylinder head is cast aluminum, with the cylinder heads being a
degree pent-roof design with a partial cloverleaf between the intake valves. The valves are
actuated by hydraulically adjusted rocker arms with roller cam followers. The intake manifold,
reverse-rotation turbocharger, jet oil coolers, oil pump, manual transmission, special ecu
tuning, intercooler size, and weight are the only differences between those cars. The
turbocharger compressor housing features a built-in bypass valve, and the turbo housing is
cast into the exhaust manifold with a loop-around flow pattern. But, varies boost level based on
knock sensor readings. Higher octane fuel results in less knock and higher boost levels. From
Wikipedia, the free encyclopedia. This article needs additional citations for verification. Please
help improve this article by adding citations to reliable sources. Unsourced material may be
challenged and removed. Motor vehicle engine. DOHC 4 valves x cyl. SOHC 4 valves x cyl. AMC
straight-4 engine Chrysler 2. This section may be too technical for most readers to understand.
Please help improve it to make it understandable to non-experts , without removing the
technical details. December Learn how and when to remove this template message. High

Performance Mopar. Categories : Chrysler engines. Hidden categories: Articles needing
additional references from December All articles needing additional references Articles with
short description Short description matches Wikidata Wikipedia articles that are too technical
from December All articles that are too technical. Namespaces Article Talk. Views Read Edit
View history. Help Learn to edit Community portal Recent changes Upload file. Download as
PDF Printable version. Add links. Sequential MPFI. Chrysler World engine. The Dodge Stratus is
a mid-size car that was introduced by Dodge in February and was based on the 4-door sedan
Chrysler JA platform. It received critical acclaim at launch, but ratings fell over time. However,
production ended in early at the Sterling Heights Assembly Plant, which had built 1,, Stratus
and Sebrings since After the discontinuation of the Stratus sedan in , the assembly line and
tooling were sold to the Russian concern, GAZ , which manufactured 9, examples of a very
slightly modified Stratus from through called the Volga Siber. The Dodge Stratus was the middle
entry of the JA platform with the Cirrus being the higher-end model and the Breeze being the
lower-end model. Introduced in , the Stratus had two models, the base later renamed SE in ,
which came standard with the 2. In the DOHC 2. The Stratus directly replaced the high-volume
Spirit and Dynasty United States only to favorable reviews, but lower sales. It was often
compared to other small mid-sizes such as the Chevrolet Malibu , and judged roomier than the
Ford Contour by many magazines such as Consumer Reports. The Stratus, Cirrus, and Breeze
had many parts that were interchangeable between each model. The exteriors of these three
cars were very similar, with the front fascia, rear bumper, taillights, and wheels being the main
differences. The interiors had little variation between the three models; being almost identical,
save for the name on the steering wheel, and a few available options. The fascias of each JA car
corresponds with each brand's minivan offering, sharing headlights and grill designs. All three
variants of the platform were available with most of the same standard features and available
options, such as the following: a four-speed automatic transmission and an optional
semi-automatic dubbed " Autostick " not available on the Plymouth Breeze , anti-lock brakes ,
four wheel independent suspension double wishbone in the front with a multilink rear , tilt
steering wheel , cruise control , power windows , power door locks , power driver's seat, leather
seats Cirrus only , power antenna, a six CD changer, sunroof, remote keyless entry, anti-theft
system, etc. A five-speed manual was available with the 2. The 2. In , the Stratus was available
for its last year of sales in Canada , with the Chrysler Sebring taking over as the company's only
lower mid-size sedan - Dodge did not sell the equivalent version in Canada. A turbocharged
version of the Stratus was sold in Mexico , with the 2. All 2. The Stratus was sold in Europe, with
the 2. Its styling was similar to that of Chrysler's Cirrus which featured chrome accent moldings
along the doors and bumpers , with the exception of the rear taillights, which were the same as
Dodge's Stratus, and a Dodge grille, which differed from that of the Chrysler Cirrus and
Plymouth Breeze. The Chrysler Stratus competed in the Swedish Touring Car Championship ;
the Dodge branded model also competed in North American Touring Car Championship as one
of few truly professional outfits to contest the short-lived championship, with David Donohue
winning the season using the Stratus. It had the same engines as the North American version
but a higher ground clearance for the road conditions there. In , the Stratus became the last of
the surviving Cloud Cars, with the Cirrus renamed as the Sebring, [3] and the Breeze
discontinued along with the Plymouth brand. During this time, sales declined as its ratings from
consumer and auto magazines fell below average among mid-size cars, [5] while the sedan
market had shifted and pushed the larger Intrepid and later Charger to record sales. The Stratus
was discontinued in May [1] the Sebring name was continued. This improved engine would later
be used in the U. It was actually a Chrysler Cirrus that was tested, but the results also apply to
the Stratus, and also the Plymouth Breeze. The second generation Stratus and its twin, the
Chrysler Sebring, received an overall "Acceptable" rating in the IIHS frontal test due to a
possible injury to the right leg. On the side test, the Stratus receives a "Poor" rating without
optional side airbags due to a serious neck injury, a weak side structure, possible rib fractures,
and high forces on the shoulder and pelvis. The production facilities were planned to build up to
65, cars of both models yearly. Four-cylinder engines were to be purchased from Chrysler and
made in Mexico. The Siber was introduced at the start of the Global Economic Crisis of , and
though annual production of 40, vehicles had been planned, sales were not as expected and
around 9, had been manufactured by the time the Siber was discontinued after model year From
Wikipedia, the free encyclopedia. Redirected from Chrysler Stratus. This article needs additional
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