Tomberlin crossfire 150 wiring diagram

This pictorial diagram shows us a physical connection that is much easier to understand in an
electrical circuit or system. An electrical diagram can indicate all the interconnections,
indicating their relative positions. The use of this Array can be positively recognized in a
production project or in solving electrical problems. This can prevent a lot of damage that even
derail electrical plans. The layout facilitates communication between electrical engineers
designing electrical circuits and implementing them. The pictures are also helpful in making
repairs. It shows whether the installation has been appropriately designed and implemented
while confirming the safety regulators. A usually gives information about the relative position
and arrangement of devices and terminals on the devices, to help in building or servicing the
device. This is unlike a schematic diagram, where the arrangement of the components
interconnections on the diagram usually does not correspond to the components physical
locations in the finished device. A pictorial would show more detail of the physical appearance,
whereas a wiring diagram uses a more symbolic notation to emphasize interconnections over
physical appearance. Tomberlin Crossfire r Wiring Diagram show the circuit flow with its
impression rather than a genuine representation. They only provide general information and
cannot be used to repair or examine a circuit. The functions of different equipment used within
the circuit get presented with the help of a schematic diagram whose symbols generally include
vertical and horizontal lines. However, these lines are known to show the flow of the system
rather than its wires. A represents the original and physical layout of electrical
interconnections. Wiring on the picture with different symbols shows the exact location of
equipment in the whole circuit. Its components are shown by the pictorial to be easily
identifiable. They are often photos attached with highly-detailed drawings or labels of the
physical components. A person with a strong knowledge of electrical wiring diagrams can only
understand a pictorial. Tomberlin Crossfire r Wiring Diagram The layout facilitates
communication between electrical engineers designing electrical circuits and implementing
them. ITWiring Diagram Database. ITDiagram Database. ITEttore Bassi. Related Tomberlin
Crossfire r Wiring Diagram. Quick Links. CrossFire Page 3 Transmission Page 4 Brake Bleeding
Fluid Change Do Not operate the machine at one continuous throttle. Vary the throttle during
operation. Allow the engine to cool for ten minutes after each hour of use. Riding in unusually
dusty areas require more frequent servicing. The engine oil should be changed every 50 hours.
While attempting this procedure, individuals should wear rubber gloves, eye protection, and
have water available in case the electrolyte solution comes into contact with skin or eyes. Page
11 - The battery needs to sit for Thirty 30 minutes before charging. Letting the battery sit will
allow the electrolyte to penetrate the plates and provide a longer battery life as well as better
battery performance. Place the cap strip loosely over the holes in the top of the battery while
allowing it to sit. Charging Rate: 0. More often if operating in dusty conditions. Take care not to
damage the O-ring gasket. If damaged, the gasket must be replaced with a new gasket. It
consists of an over-head valve train with the intake port, exhaust port, and cam shaft located in
the cylinder head. The valves are located in the top of the combustion chamber. Page 20 After
installing, adjust the valve clearance. Bolts: 95 in. Nuts: 16 ft. Do NOT tighten. It is a common
feature found in most four-stroke engines. Note: the cam chain tensioner is a spring loaded
device and should not need to be adjusted unless you are re- moving and installing camshaft.
Note: remove the parts and place them aside in order to aid reassembly. Keep the intake valve
and exhaust valve parts separate. Note: only turn right when using the reamer and do not push
in or out directly with the reamer. Only turn right, do not push in or out directly. Service limit 0.
Service limit Remove the covers for the cylinder head, clutch, and fan. Remove the cylinder
shroud. Remove the cam holder Remove the cam chain tensioner bolt and cam chain tensioner.
Do not allow the cam chain to damage the oil seal. Some of the oil goes into the big end of the
connecting rod and splashes on the cylinder wall and the small end of the connecting rod.
Another amount of oil goes through some oil passages, such as the shaft neck of the camshaft,
and splashes on the cam rockershaft and cam chain. Cover Transmission 2. Gasket
Transmission Cover 3. Radial Ball Bearing 4. Radial Ball Bearing 5. Radial Ball Bearing 6. If gear
oil does not come out of hole, add until it does. Do the same and keep the bearing parallel when
installing the sub shaft bearing and the driven pulley shaft bearing. Gear Oil Amount: cc ml 4 oz.
The driving belt pulley is mounted on the engine crankshaft, and the driven belt pulley connects
with the rear driven mechanism. Page Drive Belt Pulley The clutch shown in the picture below is
the automatic dry centrifugal weight clutch. Mount the other end of the driven belt on the drive
plate hub. Note: The removed bearing cannot be reused. Note: It may be necessary to soak
parts in a high caustic carburetor cleaner. Do not soak rubber parts. Also ensure that tab on
diaphragm is inserted correctly on body of carburetor. The driving belt pulley is mounted on the
engine crank- shaft, and the driven belt pulley connects with the rear driven mechanism. This
battery used on the vehicle is a mainte- nance-free battery. For long period of storage, the

battery will discharge by itself, so it should be charged every 3 months. First the negative pole,
then the positive. Measure the voltage between the two poles of the battery: Battery Service
Limit: Fully charged Cooling fan 2. Generator assembly 3. Flywheel comp. Stator comp. Washer
6. Bolt 7. Nut 8. Bolt 9. If inspecting ignition function is necessary, take followed steps to
inspect ignition timing. Inspect every wiring, winding or coil connected with CDI 2. Inspect the
CDI component. Note: When installing, connect the blue wire from the CDI to the green terminal
of the ignition coil, and con- nect the black wire to the second terminal. Note: Do not use
sandpaper to grind. Note: Do not damage the contact area of the carbon brush and the
armature. While installing, do not damage the lip of the dust seal. Note: The nut is a left-handed
thread. It should be replaced when the diameter is more than the service limit. Service Limit
Measuring thickness without backing plate 2. Check for proper move- ment of caliper on pins.
Service Limit 3. NOTE: If inspecting the front brakes, be sure to inspect the brakes on each side
of the kart. Clean and inspect. Page Notes Notes Page 75 Notes Print page 1 Print document 76
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. Quick Links. Related Manuals for Crossfire No related manuals.
Summary of Contents for Crossfire Page 1 or Tomberlin Product Group wishes you many
exciting moments with Warnings The CrossFire combines the joy of off-road driving with state
of the art engineering to provide Warning Decals Be sure to carefully read sections dealing with
safety, warnings, and special instructions. Before operating this vehicle, read all of the
instructions for safe assembly and operation as well as the instructions governing the engine
and other portions of the vehicle. Page 5: Safety Operation Guidelines 6. Before each use, check
all hardware on the vehicle to ensure that it is safe to use. Check all connections, cables, bolts,
locknuts, Page 6 CrossFire will require additional space to brake. Do NOT race this vehicle. The
CrossFire is not designed Slow speeds are necessary when operating the vehicle on wet, for
racing or use on rental tracks. Your CrossFire should resemble the picture below when the top
and sides of the box are removed. See Figure below. Page 8: Brush Guard Padding For
assembly, be sure to use the two pads with children and animals. Page 9 - Air bubbles will begin
rising from each opening of the electrolyte solution when they are punctured. The rear shocks
must be adjusted before the go-kart is operated. Page 11 Front Tires Front Tire Size - 19 x In
order to assemble the tires, you will need to raise the front end of the go-kart. Be careful not to
damage any kart components while raising the front end. Remove the nuts from the front wheel
hubs before attempting to place the tire on. Page 12 Passenger Side Support 4. Be sure that the
rounded caps located on the ends of the front 1. Page 13 6. With the holes in all tubes aligned,
hand tighten the bolts into place on each side of the crossbar. After the tank is securely in
place, attach the gas line to the gas valve on the bottom of the tank. The gas line should run
from the engine to the bottom of the gas tank. Be sure that the rubber mat is laying on the
bottom of the tray between the tray and the battery. Do NOT attempt to operate this vehicle
unless you: - The warning label on the battery should be facing the warning label 1. Page 17
Undercarriage screw the dipstick back into place. Remove these objects or any debris that is
stuck to the bottom. The engine should shut off. If the engine does not shut off of alcohol or any
type of drug. Page 19 Passengers The CrossFire is intended to carry 1 driver and 1 passenger.
The combined weight of the driver and passenger should not exceed kilograms or pounds.
Exceeding this weight limit may Attempting to perform stunts or any tricks Page Maintenance
Changing the engine oil vehicle. Always operate this vehicle on familiar terrain at proper 1. If
attempting to operate this vehicle on unfamiliar terrain, warms. Do not use 2. Page 22 slides
down into the middle of the spring. The rubber seal on the 2. Replace the level screw and
tighten into place. Page 23 Lubricating The Chain 1. Clean the carbon build-up from around the
spark plug to prevent The CrossFire is equipped with an O-ring sealed drive chain. Do carbon
from falling into the cylinder when the spark plug is NOT wash the chain with a high pressure
washer, gasoline, or removed. Page Important Information raise the rear of the kart so that both
tires remain off the ground. Be sure to use jack stands to hold the kart in place. Page 25 2.
Please refer to the section on changing the gear oil for proper 3. Using the level indicator the
line going across the width of the instructions on how to change the gear oil. Page 30 Notes
Print page 1 Print document 31 pages. Cancel Delete. Sign In OR. Don't have an account? Sign
up! Restore password. Upload from disk. Upload from URL. Everything went off. Hi Arturo, I
need a bit more detail in order to help. When you turn the key does your engine turn over, but
not start? Tom, The disconnected fusebox will keep your engine from starting. Rear lights they
are real dim. I put my scooter in the shop because no start this is when everything took place.
This is what I see they cut coil wire and ran wires from the cdi to the coil. The spark plug color
is white when I open the throttle you hear popping and bogging. Let me know what you think
thanks. I have a wire harness that is for the chassis but the key switch is only 2 wires? They one
I had was a three wire is there a better wiring diagram I can look at? I have the cross fire no

sparkâ€¦. Light only comes on when turning over and only turn s over when selinoid is juniper.
So what would cause the engine to die at 40 mph, starter to runaway and radio to come on? I
could use some serious help, lol I have ran through your trouble shooting steps to a t, I have no
spark. Everything checks out, when I plug coil in my juice dies, so 2 coils later still same issue. I
replaced stator, I replaced cdi, I replaced the other square thing that has 4 wires going to it, also
replaced starter solenoid. I had spark a come for about 5 min then went away, then it came
back, for what I thought was good, then I put plus in engine and it would not start, pulled out
still had nice blue flame, tried again still would not start so I thought did I put something in
backwards, and I noticed I put stator around, took it off put it back on the way the first o
2004 grand pre
powerstroke headlights
2002 f150 54 cylinder layout
ne was and no spark one again. Help 4 nonstop days and totally fustrated. The brake switch is
on the master cylinder. Two small brass screws. I have a crossfire r. I checked power with test
light no juice to front of cart at all. It will start crossing solenoid. I have a come into possession
of a Crossfire Whoever had it before me was a monster to the wiring harness and attempted to
splice a bunch of stuff into it. I am wanting to go ahead and replace everything electrical on the
engine side of things. Is there a complete kit that does this? Your email address will not be
published. Notify me of follow-up comments by email. Notify me of new posts by email.
Currently you have JavaScript disabled. In order to post comments, please make sure
JavaScript and Cookies are enabled, and reload the page. Click here for instructions on how to
enable JavaScript in your browser. Buggy Depot. Chris Long. Jesse Deville. Steven hoss. Leave
a Reply Cancel reply Your email address will not be published.

