Yamaha breeze transmission problems

Quick Links. See also: Owner's Manual. It contains important safety information. This ATV
should not be ridden by anyone under 16 years of age. Troubleshooting Troubleshooting
Troubleshooting chart It represents the result of many years of Yamaha experience in the
production of fine sporting, touring, and pace-setting racing machines. With the purchase of
this Yamaha, you can now appreciate the high degree of craftsmanship and reliability that have
made Yamaha a leader in these fields. Failure to follow WARNING instructions could result in
severe injury or death to the machine operator, a bystander or a person inspecting or repairing
the Page 5 Please check your local riding laws and regulations before operating this machine.
Page 11 They contain important information for safe and proper operation of your ATV. Never
remove any labels from your ATV. If a label becomes difficult to read or comes off, a
replacement label is available from your Yamaha dealer. An ATV handles differently from other
vehicles including motorcycles and cars. A collision or rollover can occur quickly, even during
routine maneuvers such as turning and riding on hills or over obstacles, if you fail to take
proper pre- cautions. Page 14 8 Always avoid operating an ATV on any paved surfaces,
including sidewalks, driveways, parking lots and streets. You should also wear eye protection
goggles or face shield , gloves, boots, long-sleeved shirt or jacket, and long pants. Page 15 8
Never operate on excessively rough, slippery or loose terrain until you have learned and
practiced the skills necessary to control the ATV on such terrain. Always be especially cautious
on these kinds of terrain. Practice turning at low speeds before attempting to turn at faster
speeds. Page 16 8 Always use proper procedures if you stall or roll backwards when climbing a
hill. To avoid stalling, maintain a steady speed when climbing a hill. If you stall or roll
backwards, follow the special proce- dure for braking described in this manual. Dismount on the
uphill side or to a side if pointed straight uphill. Page 17 8 Never exceed the stated load capacity
for an ATV. Cargo should be properly distributed and securely attached. Reduce speed and
follow instructions in this manual for carrying cargo. Allow greater distance for braking. Seat
Footboard 2. Drive select lever Rear brake lever 3. Headlight Parking brake 4. Front cover
Reverse indicator light 5. Front wheel Neutral indicator light 6. Starter choke Front brake lever 7.
Page Identification Number Records This tion in the spaces provided for assistance when
number can be used for ordering a new key. Page Vehicle Identification Number The model label
is affixed to the location in the into the frame. Record the information on this label in the space
provided. This information will be needed to order spare parts from your Yamaha dealer. EBU
Main switch Functions of the respective switch positions are as follows: Engine can be started
only at this position and the headlight and taillight come on when the light switch is on. Main
switch 1. Page Throttle Lever Check the operation of the throttle lever before you start the
engine. If it does not work smoothly, check for the cause. Throttle lever Correct the problem
before riding the ATV. Consult a Yamaha dealer if you can't find or solve the problem yourself.
Screwing in the adjuster limits and throttle. Pull it toward the handlebar to apply the dlebar. Pull
it toward the handlebar to apply the front brake. Refer to clockwise. The fuel cock has three
positions. OFF: With the lever in this position fuel will not flow. Always turn the lever to this
position when the engine is not running. With the lever in this position, fuel flows to the
carburetor. A separate starter circuit supplies this upward and pull up the seat at the rear. Page
33 To install the seat, insert the projections on the front of the seat into the seat holders and
push down on the seat at the rear. NOTE: Make sure that the seat is securely fitted. EBU
Indicates a potential hazard that could result in serious injury or death. Page Front And Rear
Brakes Increases the possibility of an accident or feeling when the brake is applied. If not,
equipment damage. Page Fuel 1. Filler tube 2. Fuel level procedures provided in this manual,
have the ATV inspected by a Yamaha dealer. If the fuel Page Engine And Transmission Oill EBU
Engine and transmission oil Make sure the engine and transmission oil is at Be sure to use
motor oils that do not contain the specified level. Add oil as necessary. See anti-friction
modifiers. Passenger car motor page Take the machine to a Yamaha dealer or refer to the
Service Manual for correct tightening torque. The tires listed below have been The following are
minimums: approved by Yamaha Motor Co. Front 17 kPa 0. Other tire combinations Rear 22 kPa
0. Use no more than the following pres- Set tire pressures to the following specifications: sures
when seating the tire beads. Front kPa 2. Shift the drive select lever to neutral. Page 44 8 When
the drive select lever is in neutral, the neutral indicator light should come on. If the light does
not come on, ask a Yamaha dealer to inspect it. Use the starter choke in reference to the Pause
operating engine for the first time. Each cranking should be as short as possible to pre- EBU
serve battery energy. Otherwise, the transmission may be damaged. Drive select lever 1. If the
light does not come on, ask Improper operation in reverse. Check behind for people or
obstacles, then You could hit an obstacle or person release the parking brake. Page Engine
Break-In For this reason, we ask that you carefully read If any abnormality is noticed during this
period, the following material. Because the engine is consult a Yamaha dealer. Page Parking

EBU 2. Rev the machine freely through the neutral. Bring the machine to a stop by applying the
brakes. Stop the engine. Parking on a hill or other incline. Page Accessories And Loading
Yamaha accessories. Other acces- than it does without accessories. However, it is not possible
for Yamaha to test all non-Yamaha accessories, nor have any control over the quality or
suitability of them. Page 52 EBU 8 Tie down cargo securely to the carriers. Make Loading sure
cargo in the trailer cannot move around. As originally equipped, this ATV is not designed A
shifting load can cause an accident. If you choose to 8 Make sure the load does not interfere
with add accessories so that you can carry cargo or controls or your ability to see where you
are Page 54 EBU Indicates a potential hazard that could result in serious injury or death. This
the operation of the controls. Pay particular section, Riding your ATV, provides general ATV
attention to the safety information on pages riding instructions for recreational riding. They
should instructor. Page 59 Not recommended for children under 16 years of age. Page 60 This
ATV is designed to carry operator only - passengers prohibited. Operating this ATV after
consuming alco- hol or drugs. Could cause you to react more slowly. Operating this ATV with
improper tires, or with improper or uneven tire pressure. Page 64 Speed limiter For riders
inexperienced with this model, this Indicates a potential hazard that could result model is
equipped with a speed limiter in the in serious injury or death. The speed limiter limits the
power and top speed of the ATV. Turning the screw in decreases top speed, and turning it Do
not operate at speeds too fast for your out increases top speed. Overloading this ATV or
carrying or tow- Reduce your speed when adding additional ing cargo improperly. Otherwise
your feet may contact the rear wheels. Removing hands from handlebars or feet from
footboards during operation. Page 67 Avoid wheelies and jumping. You may lose con- trol of the
ATV or overturn. Page 68 Never modify this ATV through improper installation or use of
accessories. All parts and accessories added to this vehicle should be genuine Yamaha or
equivalent components designed for use on this ATV and should be installed and used according to instructions. If you have questions, consult an authorized ATV dealer. To prevent burns,
grass or other dry ground cover. Riding on paved surfaces can cause loss of con- trol. Paved
surfaces may seriously affect han- dling and control of the ATV, and may cause the vehicle to
go out of control. Page 71 Do not ride on any public road, street, or high- way. Riding on public
roads can result in collisions with other vehicles. Page 72 Know the terrain where you ride. Ride
cautiously in unfamiliar areas. Stay alert for holes, rocks, or roots in the terrain, and other
hidden haz- ards which may cause the ATV to upset. You could be caution flag on the ATV. DO
NOT use the flag injured. Page 75 Select a large, flat area off-road to become With the engine
idling, return the starter knob to familiar with your ATV. Make sure that this area the closed
position and shift the drive select is free of obstacles and other riders. You should lever into the
forward position. Page 77 Once you have learned this technique you should be able to perform
it at higher speeds or Lean towards Support your inside of turn. Be sure that you can maneuver your ATV well on flat ground before attempt- Operating on excessively steep hills. Climbing
hills improperly. Page 81 If you are dismounting while climbing a hill. Page 83 When fully
stopped, apply rear brake as well, and then lock parking brake. Dismount on uphill side or to a
side if pointed straight uphill. Move back on the seat and sit with Going down a hill improperly.
Page 85 Be sure that you have Improperly crossing hills or turning on learned the basic riding
skills on flat ground hills. Page 87 Shift your weight to the uphill side of the ATV. Test your
brakes shallow water of up to a maximum of 20 cm 7. If necessary, apply inches in depth. Page
89 Test your brakes after leaving the water. Do not continue to ride your ATV without verifying
that After riding your ATV in water, be sure to you have regained proper braking ability. Look
out for obstacles which could cause damage to the ATV or could lead to an Improperly
operating over obstacles. Page 91 If room to do so by steering in the direction of the
unexpected and uncorrected, sliding could lead slide. This section is designed to be a reference
guide Steer in the direction of the slide if you have only. Be sure to read each section on riding
the room. Page 95 8 If your ATV is traversing a sloping surface: Be sure to ride with your weight
positioned towards the uphill side of the ATV to maintain proper balance. If the ATV starts to tip,
steer down the hill if there are no obstacles in your way to regain balance. Page 96 Page 97 All
parts torque settings and adjust them as necessary. Indicates a potential hazard that could
result in serious injury or death. Place the machine on a level surface. Warm up the engine for
several minutes and stop it. Remove the dipstick and wipe it off with a clean rag. Insert the
dipstick in the filler hole without screwing it in. Page 4. Remove the dipstick and drain bolt to
drain 5. Clean the oil strainer with solvent. Inspect the O-ring and replace it if damaged. Install
the O-ring, oil strainer, compression spring and drain bolt. Tighten the drain bolt to
specification. Fill the engine with oil and install the dipstick. Transmission oil Transmission oil
measurement Recommended oil: 1. See page Remove the screw and check the oil level. It Oil
quantity: should be up to the brim of the hole. Page 3. Remove the oil filler bolt and drain bolt to

drain the oil. Oil filler bolt 3 Install the screw and oil filler bolt and tighten to specification. Drain
bolt Tightening torque: 4. Install the drain bolt and tighten to specifica- Screw: tion. Page Spark
Plug Inspection 0. Do not attempt to diagnose such problems yourself. Instead, take the ATV to
a Yamaha dealer. You should periodically remove and inspect the Be sure no foreign material
enters the spark plug because heat and deposits will cause crankcase. Page Before installing
the spark plug, measure the electrode gap with a feeler gauge and adjust to specification. Spark
plug gap: 0. Spark plug wrench Tightening torque: Spark plug: Remove the seat. Engine and
V-belt compartment air filter ele- 2. Remove the breather hose and loosen the ment cleaning
clamp screw. Both air filter elements should be cleaned at the 3. Remove the air filter case
cover. Remove the air filter element, and separate it from the guide. Page 7. Inspect the element.
If damaged, replace it. Apply Yamaha foam air filter oil or other quali- 1 the bent edge upward
Install the washer ty foam air filter oil to the element. If foam air as shown. Remove the front
cover by removing the The air filter element should be cleaned every screws and bolts. It should
be cleaned and lubricat- ed more often if the machine is operated in extremely dusty areas.
Remove the air filter element cover. Idle speed adjustment 3. Pull out the air filter element.
NOTE: A diagnostic tachometer must be used for this procedure. To prevent this, the valve
clearance must be adjusted regularly. This adjustment however, should be left to a professional
Yamaha service technician. Throttle stop screw Loosen the locknut. If the indicator reaches the
wear limit line, ask a Yamaha dealer to replace the shoes as a set. Front 1. Wear limit 2. Wear
indicator 1. Remove the front cover by removing the Front brake lever free play adjustment
screws and bolts. NOTE: 2. Remove the front fender by removing the Before adjusting the
brake, inspect the front screws and bolts. Loosen the locknut and fully turn in the adjusting bolt
at the front brake lever. Front fender 2. Bolt 3. Locknut 2. Adjustig bolt Make sure the cable joint
in the equalizer is straight when the brake is applied. If not, loosen the locknut and turn the
adjusting nuts at the front brake cables until the cable joint becomes straight. Page Specified
free play: requires professional knowledge. Tighten the locknut at the front brake lever. Install
by reversing the removal procedure. Page Drive Chain Slack Check 8 Make sure the brakes
operate smoothly and that the free play is correct. Replacement of brake components requires
professional knowledge. These procedures should be performed by a. Loosen the chain
adjuster locknut. To tight- 1. Loosen the hub stopper bolt locknut and en the chain, turn the
chain adjuster in direction a. To loosen the chain, turn the then the hub stopper bolt. After
adjusting, be sure to tighten the chain adjuster locknut and the axle holding bolts. A of the
chain adjuster is If measurement less than 27 mm 1. Chain adjuster locknut: Wipe the drive
chain dry. Lubricating the drive chain 3. Thoroughly lubricate the drive chain with a The drive
chain must be cleaned and lubricated special O-ring chain lubricant. Corrosion can result when
the outer cov- ering of control cables becomes damaged. Cables can also become frayed or
kinked. Recommended lubricant: Recommended lubricant: Lithium-soap-based grease
all-purpose grease Lithium-soap-based grease Tapered wheel nuts are used for both front 1.
Elevate the wheel by placing a suitable and rear wheels. Install the nut with its stand under the
frame. Remove the nuts from the wheel. Add distilled water if the fluid level is low. Do not leave
or store the battery on its side. When inspecting the battery, be sure the breather hose is routed
correctly. Ventilate trolyte carefully. Page Replenishing The Battery Fluid EBU Replenishing the
battery fluid A poorly maintained battery will corrode and dis- Normal tap water contains
minerals which charge quickly. The battery fluid should be are harmful to a battery. Therefore,
refill only checked at least once a month. Page Fuse Replacement Then turn on the switches, if
the Using an improper fuse. An improper fuse can cause damage to the electrical system which
could lead to a fire. Remove the bulb holder cover, turn the bulb If the headlight bulb burns out,
replace the bulb holder counterclockwise and remove the as follows: defective bulb. Remove
the screws holding the headlight unit assembly to the headlight body. Install the headlight unit
assembly. Adjust the headlight beam if necessary. Install a new bulb in the bulb holder by push1. Remove the bulb holder together with the ing it inward and turning it clockwise. Blub 2. Blub
holder 1. Page Headlight Beam Adjustment Spark arrester cleaning Be sure the exhaust pipe
and muffler are cool before cleaning the spark arrester. Remove the screw. It is advisable to
have a Yamaha dealer make this adjustment. Vertical adjustment: To raise the beam, loosen the
adjusting screw and pull the headlight assembly toward you. Page 2. Tap the tailpipe lightly,
then use a wire brush to remove any carbon deposits from Improper cleaning of the spark
arrester. Page Troubleshooting Fuel can ignite or explode, causing severe procedure for making
checks. If your machine injury or property damage. Page Troubleshooting Chart 2. Compression
Use electric starter There is compresson. Compression normal. No compression. Ask a Yamaha
dealer to inspect. Wipe clean with dry 3. Ignition cloth. Remove plug and Spark good. Ignition
system normal. CLEANING seepage and deterioration of wheel bearings, Frequent, thorough
cleaning of your machine brakes, transmission seals and electrical will not only enhance its

appearance but will devices. Many expensive repair bills have improve its general performance
and extend the resulted from improper high pressure deter- useful life of many components.
Clean the seat with a vinyl upholstery clean- er to keep the cover pliable and glossy. Automotive
type wax may be applied to all Operation with wet brakes after washing. Avoid combination
cleaner-waxes. Generator system A. The chart below is printed only as a reminder to you that
the maintenance work is required. It is not acceptable proof of maintenance work. Page EBU
Page Page EBU Indicates a potential hazard that could result in serious injury or death. Page 9
with a passenger - passengers affect balance and steering and increase risk of losing control.
This manual is also suitable for: Yfa1c Breeze yfa1n Breeze. Print page 1 Print document pages.
Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from
disk. Upload from URL. Because unlike today, where a slew of models readily awaits consumer
purchase, there were only a handful of youth ATVs in the market from which to select. You
would be extremely privileged if your quad came with Electronic Power Steering and an
automatic transmission â€” all of which were included in this vintage four-wheeler. It featured
an electric starter, EPS, optional rear racks, and a powerful engine, making it perfect for kids of
all ages and sizes. It was also the first Yamaha quad equipped with an automatic V-belt
transmission. Despite not being meant for the racetrack, this noisy, squeaky, underpowered
mini quad still favored youth riders and those young at heart. And it was not because the
vehicle was more affordable. Nor was it because children of yesteryears only had few options.
Read on to discover what makes the Yamaha Breeze truly remarkable. It is tenth in the line of
Yamaha quads since the introduction of YFM in This mini-wheeler launched in the same year as
the Yamaha Pro Hauler. But unlike its sibling and counterparts, it offered an easy-to-operate
automatic V-belt transmission. It made perfect sense for the Japanese firm to implement the
new systems on a youth vehicle. With an automatic transmission, youngsters did not have to
worry about manually shifting gears while having fun in the yard. Parents need only adjust the
throttle speed to limit the maximum speed the Breeze can hit. Because of this new technology,
the small beast instantly turned into a no-frills quad that children can enjoy. The Breeze had 15
different models and separate model versions released within and outside of California through
the course of its production â€” from to for to model years , namely:. Youtuber 2vintage shows
the progress of his Yamaha Breeze build in this four-part video this one is the last installment.
The presenter completed most of the mechanical, body, and frame restoration and is just doing
some polishing touches with the brakes and tires, along with some other parts of the quad:.
However, the cost of the quad could change, depending on mods and condition. Units that are
typically up for bidding come from the midwestern U. These vintage wheelers have recently
been fully serviced, with new tires, new chain, rebuilt carb, a tow hitch installed, and recent axle
bearings. Due to the age, however, expect normal cosmetic wear on these quads. It may even be
passable for lb adults. In reality, there is no definitive advertised figure, but a stock Yamaha
Breeze top speed is around 43 â€” 50 mph. If you intend a younger child to use the
four-wheeler, you can adjust the throttle screw at the handlebars to slow it down to 20 mph â€”
perfect for beginner riders. Watch this video by Moto Migs to see what a stock Breeze is capable
of, as he takes it out on the pavement for a test ride:. You have to complete two procedures
when narrowing down the cause of difficulty in the startup. You will need to remove the seat,
covers, and front and rear fenders to access components for inspection. If the motor runs when
connected to a terminal and your battery condition checks out, you can pinpoint the probable
cause of a faulty starter relay or wiring connection. When this happens, you may need to
inspect additional components like the fuse, main switch, start switch, and neutral switch for
connectivity. Replacing coils, stator, CDI box, and starter may be part of the solution. Shift cam
and fork, transmission, and transmission oil are areas you need to examine if you encounter
this problem. A seized transmission gear or shift fork is sure to cause difficulty in shifting gears
on your Yamaha Breeze Impurities in and deterioration of these components are probable
causes too. Sometimes, simple things like an incorrectly assembled transmission and using
engine oil with the wrong viscosity quite often overlooked triggers this challenge. Do not forget
to check on the shift cam groove and gear dog, and ensure they are not worn out. Here is a
summary of steps that you need to do to single out the problem source:. When examining the
gas tank, petcock, carburetor, or air cleaner, the first thing you will need to do is check for any
obstruction in these parts. If you find no blockage, then check for deterioration next. This is,
perhaps, the more straightforward issue to fix as the affected parts will need replacement. A
deformed float bowl, improperly sealed valve seats, and incorrectly adjusted fuel level or jet
needle clip position are other common causes. If your vehicle does not move while the engine is
working or when you work the clutch, it can only point to a problem with the V-belt or the
primary sheaves. Check that the belt is not worn, damaged, or slipped and that the primary
sliding sheave and collar are not seized. Likewise, the clutch housing spline and shoe spring

should not be worn or broken. During repair, check for proper operation of primary and
secondary sliding sheaves, and ensure that the V-belt is not overly greasy. Otherwise, you will
rectify the transmission failure but may have an outstanding problem with vehicle acceleration
and climbing ability. The abovementioned issues are but natural for any four-wheeler taken out
to different kinds of terrain. However, bear in mind that these flaws are not customary for all
Yamaha Breeze units available for sale. Nevertheless, a thorough inspection is still a must when
buying a secondhand machine. Since its founding in , Yamaha Motor Company Limited has
been making gigantic leaps in the automotive industry. The famous Japanese firm almost
single-handedly spawned the ATV industry barely three decades after parting with its parent
company. Not only is Yamaha currently a highly-esteemed piano and reed organ manufacturer
and the maker of Yamaha Breeze , but also a recognized world leader in motorcycles, off-road
vehicles, personal watercraft, speed boats, and outboard motors. Thanks to its automatic
transmission, the Yamaha breeze remains very much relevant today as it was three decades
ago. It continues to be an excellent choice for first-time riders who would like to awaken their
sense of adventure and experience the world from four wheels. With its squealing power mill,
simplistic but ergonomic design, and modest but useful features, this youth ATV was built with
fun and safety in mind. Never mind that it cannot go on extended trips or extensive yard work
â€” people will still find this mini quad a joy to ride. And by the time you decide to purchase
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2004 nissan altima aftermarket stereo
one, you will, too. Synonymous with hard work, the Kawasaki Mule has come a long way from
its 1,class predecessor. This multi-functional quad is no longer just for agricultural applications.
Through the years, This wheeler was Polaris' Skip to content. The forward-inclined powerplant
has a bore-stroke ratio of 49 x 66 mm 1. It has an engine displacement of cm3, a compression
ratio of 9. And at oil filter change, it is 1. It has a CDI-magneto generator system that powers up
electronic accessories. Front tire pressure should be 20 kPa 0. Do not go beyond the range of 2.
Wheel travel is 70 mm 2. The minimum ground clearance is 5. The seat height is Standard
inclusions are hand grips, front and rear fenders, and full footwells to protect smaller feet. A
watt pod headlight, a 3. Models released in Canada had 7. It is best to convert lighting to LED
lights for improved visibility since stock lights are incandescent bulbs and may not provide
ample illumination at nighttime. Continue Reading.

